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Supermicro SYS-4029GP-TRT2 Server (P3060)

CHIPSET Intel® C622

SOCKET Dual Socket P (LGA 3647) supports Intel® Xeon® Scalable processors

MEMORY max. 6TB of 2933MHz DDR4 ECC 3DS Registered (RDIMM) or  
6TB with ECC 3DS LRDIMM

LAN (onboard) LAN: Dual-Port 10GBase-T Networkadapter via Intel® C622, 2x RJ45 
IPMI: onboard AST2500 BMC (dedicated IPMI), 1x RJ45

GRAPHICS onboard ASPEED AST2500 BMC

SAS / SATA onboard: 10x SATA 3.0 (6Gb/s) w. RAID 0,1,5 and 10

POWER SUPPLY redundant (2+2) 2000W w/ PMBus, 80 PLUS Titanium Level certified

REMOTE MANAGEMENT / 
IPMI

onboard IPMI 2.0 + KVM with Virtual Media, dedicated LAN, 
SuperDoctor III

INPUT / OUTPUT onboard 1x 16550 serial port / COM (1x header)

USB 4x USB 3.1 Gen 1 (4x rear)

TPM 1x TPM header

EXPANSION SLOTS 11x PCI-E 3.0 x16, FHFL & 1x PCI-E 3.0 x8 (in x16)

MAX HDD/SSD SLOTS 24x 2.5” Hot-swap SAS/SATA drive bays

TECHNICAL SPECIFICATIONS

OPERATION AREA:

- Artificial Intelligence (AI)

- Big Data Analytics

- High-performance Computing

- Research Lab / National Lab

- Astrophysics

- Business Intelligence

HIGHLIGHTS:

- Single root system for excellent GPU 
peer to peer communication with 
sufficient CPU to GPU throughput

- 3 different root effects (TRT Dual 
Root System, TRT2 Single Root 
System, TRT3 Single Root System 
Cascade Mode)

- Enterprise 4U GPU Server with 10x 
PCI-E 3.0 x16 GPU Double width slots 
and 1x PCI-E 3.0 x8, 1x PCI-E 3.0 x16 

- compatible GPUs: 

NVIDIA V100, P100, P40, P4, T4, P5000, 
P6000, RTX5000, RTX6000, RTX8000, 
RTX2080

- 24x Hot-swap 2.5” drive bays plus 2x 
2.5” U.2 NVMe drive bays

STANDARD CONFIGURATION

CPU

2x Intel® Xeon® Silver 4215, 8-Core, 
2.50GHz, HT, 11.0MB Cache, 2 UPI, 
85W (Cascade Lake SP)

MEMORY

12x 16GB (total 192GB) DDR4 RAM, 
2933MHz, ECC, registered 
 
 
RAID CONTROLLER

optional

HARD DRIVES

2x Micron 5200 Eco 480GB TLC, SATA 
6Gb/s, 2.5”, 1 DWPD

OPERATING SYSTEM

optional

OPTIONAL
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