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Freguency (MHz)
Trace:
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode A ANT@ 5240
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 58.46 35.12 45.97 B.86 18.18 49.79 74.88 -24.21 - --- Peal
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5248
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.868 37.57 35.12 45,97 ©.680 1818 36.980 54,00 -17.18 --- --- Aver
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Freguency (MHz)
Trace:
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5248
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 5358.888 58.81 35.12 45,97 0.8 18.18 49.94 74,08 -24.06 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5248
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 37.82 35.12 45.97 8.86 18.18 36.35 54.88 -17.65 - -—- Aver
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Freguency (MHz)
Trace:
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5248
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 5358.888 58.79 35.12 45,97 0.8 18.18 58,12 74 .08 -23 .88 --- --- Peal
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5248
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 37.28 35.12 45.97 8.86 18.18 36.61 54.88 -17.39 - -—- Aver
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Freguency (MHz)
Trace:
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5248
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 5358.888 58.46 35.12 45,97 0.8 18.18 49.79 7J4.08 -24. 01 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 5248
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.6868 36.95 35.12 45,97 .68 10.18 36,28 54,00 -17.72 --- --- Aver
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 518@
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5158.668 49.14 34.88 46.33 0©.08 9.78 47.47 74.68 -26.53 --- --- Peal
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Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 518e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 36.34 34.88 46.33 ©.68 9.78 34.67 54,680 -19.33 --- --- Aver

-10-



UniznTrust

Shenzhen UnionTrust Quality and Technology Co., Lid.

File: F\Test Template| |- 31T S120221220523032 SAT50ASG\BEW_00011.EMI

Level (dBuV/m)

Date: 2022-06-04

120
10
100
a0
20
70
60
50
40 y
30
20
5000 5020 5050 5100 5200
Frequency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 518e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 51568.68668 56.13 34.88 46.33 ©.68 9.78 48.46 74.88 -25.54 --- --- Peal
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Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 518e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 36.94 34.88 46.33 ©.68 9.78 35.27 54.680 -18.73 --- --- Aver
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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5188
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 58.42 34.88 46.33 0©.68 9.78 48.75 7T4.68 -25.25 --- --- Peal
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Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT®_518e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 36.72 34.88 46.33 .68 9.78 35.65 54.60 -18.95 --- --- Aver
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT®_518e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 439.75 34.88 46.33 0©.68 9.78 48.68 74.68 -25.92 --- --- Peal
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Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT®_518e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 36.48 34.88 46.33 .68 9.78 34.73 54.68 -19.27 --- --- Aver
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode A _ANT®_5328
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 53568.68688 54.11 35.12 45.97 ©.68 18.18 53 .44 74,60 -20.56 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5328
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 5358.888 37.95% 35,12 45,97 0.8 18.18 327.28 54.08 -16.72 --- --- Aver
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Freguency (MHz)
Trace:
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode A ANT@ 5328
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 58.39 35.12 45.97 8.86 18.18 57.72 74.88 -16.28 - --- Peal
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT®_5328
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.668 48.31 35.12 45,97 .68 18.18 39,64 54,00 -14.36 --- --- Aver
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 5328
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.668 58.98 35,12 45,97 ©.68 18.18 583.31 74,00 -15.69 --- --- Peal
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Level (dBuV/im) Date: 2022-06-04
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5328
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.668 48.28 35.12 45,97 .68 1818 39,61 54,00 -14.39 --- --- Aver
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Trace:
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode A ANT1 5328
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 54.63 35.12 45.97 B.86 18.18 53.9 74.80 -28.084 - --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5328
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 38.18 35.12 45.97 8.6 18.18 37.51 54.88 -16.49 - -—- Aver
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5468.88@ 58.66 35.25 45.77 ©6.88 18.44 58.58 68.28 -17.62 --- --- Peal
2 PP 5476.00@ 55.28 35.26 45.75 @©.8€ 10.47 55.26 63.2¢ -12.94 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 54p8.6888 37.78 35.25 45.77 0.8 10.44 3I7.780 54.680 -16.36 --- --- Aver
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 S5468.88@ 51.8@ 35.25 45.77 ©@.88 18.44 58.92 68.28 -17.28 --- --- Peal

2 PP 5470.008 56.53 35.26 45.75 0.0¢ '18.47 56.51 68.20 -11.&9 --- --- Peal
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50
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20
5350 5500 5550
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT1 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5408.68688 37.59 35.25 45.77 ©.68 18.44 37,51 54,60 -16.49 --- --- Aver
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120L&UE| (dBuVim) Date: 2022-06-04
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100
a0
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70
60| |
50
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20
5350 5500 5550
Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 S546@.88@ 58.73 35.25 45.77 ©@.88 18.44 58.65 68.28 -17.55 --- --- Peal
2 PP 5476.008 53.38 35.26 45.75 ©.8¢ 10.47 53.36 63.2¢ -14.84 --- --- Peal
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126 Level {dBuV/m) Date: 2022-06-04
10
100
a0
20
70
60 i
50
40
30
20
5350 5500 5550
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5408.6688 37.57 35.25 45.77 ©.68 10.44 3I7.49 54,60 -16.51 --- --- Aver
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126 Level {dBuV/m) Date; 2022-06-04
10
100
a0
20
70
60| |
50
40 | | | 1 - ----\-‘:-’. ...--—""“'.. b : - - -
30
20
5350 5500 5550
Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5468.88@ 58.32 35.25 45.77 ©.08 18.44 58.24 68.28 -17.96 --- --- Peal
2 PP 5476.008 52.92 35.26 45.75 0.0¢ 10.47 52.99 68.28 -15.38 --- --- Peal
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126 Level {dBuV/m) Date: 2022-06-04
10
100
a0
20
70
60 i
50
40
30
20
5350 5500 5550
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : A ANT® 5508
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 54p68.68688 37.44 35.25 45.77 ©.68 18.44 37.36 54.868 -16.84 --- --- Aver
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Level (dBuV/im)

Date: 2022-06-04

120
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60
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40
30
20
5650 5825
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT®_578e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 725,868 53:12 3526 4557 @808 9.94 52,75 88.20 -15.45 --- --- Peal
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120|_e1.re| {dBuV/m) Date: 2022-06-04
110
100
a0
a0
70 FCC PART 15E Band edge-Peak
&0
S50
40
30
20
5650 H825
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA750
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A ANT@ 5798
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.808 56.58 35.26 45.57 B.88 9.94 56.13 e8.286 -12.87 - --- Peal
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120|_e1.re| {dBuV/m) Date: 2022-06-04
110
100
a0
a0
70 FCC PART 15E Band edge-Peak
&0
S50
40
30
20
5650 H825
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA750
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A ANT1 578
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.808 55.77 35.26 45.57 B.88 9.94 55.48 e8.286 -12.86 - --- Peal
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Level (dBuV/im)

Date: 2022-06-04

120
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100
a0
20
70 FCC PART 15E Band edge-Peak
60
50
40
30
20
5650 5825
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 5788
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.888 54.97 35.26 45,57 ©.68 9.94 54,60 65.20 -131 68 --- --- Peal
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Level (dBmim)

Date: 2022-06-04

40
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-20
-30
-40
-50)
-60
5625 5650 5760
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode A _ANT1 5745
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 5858.888 -55.66 35.27 45.61 0.68 21.88 -44.12 -27.68 -17.12 --- --- Peal
2 5725.888 -44.22 35.26 45.57 8.88 21.68 -32.85 27.88 -59.85 --- --- Peal
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Level (dBmim)

Date: 2022-06-04

40
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-10
-20
-30
-40
-50)
-60
5625 5650 5760
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode A _ANT1 5745
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 56858.888 -56.73 35.27 45.61 ©.68 21.88 -45.19 -27.68 -18.19 --- --- Peal
2 5725.888 -46.35 35.26 45.57 8.88 21.68 -34.98 27.88 -61.98 --- --- Peal
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Level (dBmim)

Date: 2022-06-04

40
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-10
-20
-30
-40
-50)
-60
5625 5650 5760
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode A _ANT®_5745
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 5p58.888 -56.41 35.27 45.61 ©.868 21.88 -44.87 -27.88 -17.87 --- --- Peal
2 5725.888 -51.77 35.26 45.57 8.88 21.68 -48.48 27.88 -67.48 --- --- Peal
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Level (dBmim)

Date: 2022-06-04
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-30
-40
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-60
5625 5650 5760
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode A _ANT®_5745
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 56858.888 -56.66 35.27 45.61 ©.68 21.88 -45.12 -27.68 -18.12 --- --- Peal
2 5725.888 -47.48 35.26 45.57 8.88 21.68 -36.11 27.88 -63.11 --- --- Peal
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Level (dBmim)

Date: 2022-06-04
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FCC PART 15E Band edge{dBm)
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5800 5820 5850 6000
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT®_5825
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm  dB/m dB dB dE dBm/m dBm/m dB cm deg
1 585@.8@@ -51.98 35.23 45.49 @.e@ 21.47 -48.77 27.8@ -67.77 --- --- Peal
2 PP 5925.80@8 -55.44 35.22 45.44 @.08 21.44 -44 .22 -27.08 -17.22 --- --- Peal
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File: F:\Test Template| |- 31T S120221220523032 SATS0ASG\BEV_00042.EMI

Level (dBmim)

Date: 2022-06-04
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FCC PART 15E Band edge{dBm)
-30
-40
-50)
-60
5800 5820 5850 6000
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT®_5825
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm  dB/m dB dB dE dBm/m dBm/m dB cm deg
1 5858.98@ -54.49 35.23 45.49 @.8@ 21.47 -43.28 27.8@ -70.28 --- --- Peal
2 PP 5925.008 -56.81 35.22 45.44 @.08 21.44 -44.79 27 .08 -17.79 --- --- Peal
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Level (dBmim)

Date: 2022-06-04
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FCC PART 15E Band edge{dBm)
-30
-40
-50)
-60
5800 5820 5850 6000
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 5825
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 5858.8@@ -51.31 35.23 45.49 @8.88 21.47 -48.1@ 27.88 -67.16@ --- --- Peal
2 PP 5925.00@ -55.29 35.22 45.44 @.08 21.44 -A4.@7 -27.08 -17.@7 --- --- Peal
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Level (dBmim)

Date: 2022-06-04

40
30
20
10
0
-10
-20
FCC PART 15E Band edge{dBm)
-30
-40
-50)
-60
5800 5820 5850 6000
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode A _ANT1 5825
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm  dB/m dB dB dE dBm/m dBm/m dB cm deg
1 5858.98@ -54.78@ 35.23 45.49 @.88 21.47 -43.49 27.88 -78.49 --- --- Peal
2 PP 5925.808 -56.22 35.22 45.44 B8.08 21.44 -45.08 -27.08 -18.08 --- --- Peal
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File: F:\Test Template| |- 31T S120221220523032 SATS0ASG\BE_00045.EMI

Level (dBuV/m)

Date: 2022-06-04
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40 —t
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5000 5020 5050 5100 5200
Frequency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2e ANTe+1 5180
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 58.97 34.88 46.33 0©.68 9.78 49.30 74.680 -24.76 --- --- Peal
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120

Level (dBuV/m)

Date: 2022-06-04

10

100

20
5000 5020 5050 5100 5200
Frequency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2e ANTe+1 5180
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 37.11 34.88 46.33 .68 9.78 3544 54,00 -18.56 --- --- Aver
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Level (dBuV/m)

Date: 2022-06-04

120
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70
60
50
40
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5000 5020 5050 5100 5200
Frequency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2e ANTe+1 5180
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5158.668 58.61 34.88 46.33 ©.68 9.78 56.34 74.60 -17.66 --- --- Peal
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Level (dBuV/m)

Date: 2022-06-04

120
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a0
20
70
60
50
40
30
20
5000 5020 5050 5100 5200
Frequency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2e ANTe+1 5180
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.6688 39.54 34.88 46.33 ©.08 9.78 3I7.87 54,60 -16.13 --- --- Aver
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120|_e1.re| {dBuV/m) Date: 2022-06-04
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70 FCC PART 15 Band edge-Peak |
60 |
FCC PART 15E Band edge-AV |
S50
40 | =T . - =
30
20
5200 5220 5250 5460
Freguency (MHz)
Trace:
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@ _ANT@+1 5328
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 57.88 35.12 45.97 8.6 18.18 56.41 74.88 -17.59 - --- Peal
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Level (dBuV/im) Date: 2022-06-04

120
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100

a0

a0

70 i i i { FCC PART 15E Band edge-Peak

30
20
5200 5220 5250 5460
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@ _ANT@+1 5328
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.668 41.18 35.12 45,97 .68 18.18 #9.51 54,00 -13.49 --- --- Aver
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120|_e1.re| {dBuV/m) Date; 2022-06-04
110
100
a0
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70 FCC PART 15 Band edge-Peak |
60 |
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.r."l. I.' M,
4[’] ] 1l i . (;_. ; _".}- = - - -
30
20
5200 5220 5250 5460
Freguency (MHz)
Trace:
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@ _ANT@+1 5328
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 55.47 35.12 45.97 B.86 18.18 54.86 74.88 -19.28 - --- Peal
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Level (dBuV/im) Date: 2022-06-04

120
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a0

70 i i i { FCC PART 15E Band edge-Peak

30
20
5200 5220 5250 5460
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@ _ANT@+1 5328
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.668 318.@6 35.12 45,97 .68 18.18 37.39 54,00 -16.61 --- --- Aver
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12:,':}L{-:ﬂ.nel (dBuVim) Date: 2022-06-04
10
100
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70
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40 I S — _M“_m;mx-”' - }”“w —
30
20
5350 5500 5550
Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N28_ANT@+1 55688
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 S546@.88@ 58.77 35.25 45.77 ©@.88 18.44 58.69 68.28 -17.51 --- --- Peal
2 PP 54760.008 57.86 35.26 45.75 0.08 10.47 57.04 68.28 -11.16 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N28_ANT@+1 55688
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5408.6688 37.95 35.25 45.77 ©.68 10.44 3I7.87 54,680 -16.13 --- --- Aver
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode N28 ANTe+1 5580
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 S546@.88@ 51.78 35.25 45.77 ©@.88 18.44 51.62 68.28 -16.58 --- --- Peal
2 PP 5476.008 63.29 35.26 45.75 0.08 10.47 63.27 68.28 -4.93 --- --- Peal
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126 Level {dBuV/m) Date: 2022-06-04
10
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5350 5500 5550
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N28_ANT@+1 55688
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5408.668 38.63 35.25 45.77 ©.68 18.44 3I8.55 54,60 -15.45 --- --- Aver
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&0
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20
5650 H825
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA750
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2@ ANTe+1 5760
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.808 57.91 35.26 45.57 B.88 9.94 57.54 ©8.208 -18.66 - --- Peal
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a0
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA750
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2@ ANTe+1 5760
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.608 54.84 35.26 45.57 B.88 9.94 53.67 ©8.286 -14.53 - --- Peal
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Level (dBmim)
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode N28 ANTe+1 5745
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 56858.888 -56.89 35.27 45.61 ©.68 21.88 -45.15 -27.68 -18.15 --- --- Peal
2 5725.888 -46.69 35.26 45.57 8.88 21.68 -35.32 27.88 -62.32 --- --- Peal
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5625 5650 5760
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode N28 ANTe+1 5745
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 5658.888 -55.92 35.27 45.61 ©.68 21.88 -44.38 -27.68 -17.38 --- --- Peal
2 5725.888 -42.54 35.26 45.57 8.88 21.68 -31.17 27.88 -58.17 --- --- Peal
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N28 ANTe+1 5825
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 5858.98@ -58.82 35.23 45.49 @.8@8 21.47 -38.81 27.88 -65.81 --- --- Peal
2 PP 5925.008 -56.31 35.22 45.44 @8.08 21.44 -45.69 -27.08 -18.69 --- --- Peal
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Level (dBmim)
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5800 5820 5850 6000
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N28 ANTe+1 5825
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 585@.@8@ -54.12 35.23 45.49 @.88 21.47 -42.91 27.88 -69.91 --- --- Peal
2 PP 5925.00@ -55.17 35.22 45.44 @.08 21.44 -43.95 -27.08 -16.95 --- --- Peal
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode Na4g ANTe+1 519@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5158.6688 59.64 34.88 46.33 0©.68 9.78 57.37 74.68 -16.83 --- --- Peal
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Level (dBuV/m) Date: 2022-06-07
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5198
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 39.28 34.88 46.33 .68 9.78 37,61 54,60 -16.39 --- --- Aver
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Trace: °
Condition

Temp. (C)/Hum. (%)

Press

Product
Model No.
Power Rating
Test Engineer

5050 5100

Vertical
22.3(C) [/ 51%
188 .4kPa
SAT50

SA756

AC 128V/6B8Hz
Lucas

5200 5300
Freguency (MHz)

Test Mode Na4g ANTe+1 519@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 5158, 688

56.74 34.88 46.33

8.88 9.78 55.87 74.88 -18.93 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5198
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.6688 37.35 34.88 46.33 ©.68 9.78 35,68 54.00 -18 32 --- --- Aver
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Freguency (MHz)

Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA7S0
Model No. S4758
Power Rating AC 128V/668Hz
Test Engineer Lucas

Test Mode Na4g ANTe+1 527@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 48.17 34.88 46.33 0©.68 9.78 46.50 74.68 -27.50 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5278
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 35.22 34.88 46.33 .68 9.78 33.55 54.00 -20.45 --- --- Aver
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA7S0
Model No. S4758
Power Rating AC 128V/668Hz
Test Engineer Lucas

Test Mode Na4g ANTe+1 527@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5150.668 48.68 34.88 46.33 0©.680 9.78 46.33 74.68 -27.67 --- --- Peal
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Level (dBuV/m) Date: 2022-06-07
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5278
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.6688 35.31 34.88 46.33 ©.68 9.78 3364 54.00 -20.36 --- --- Aver
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press 108 .4kPa
Product SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode N4g ANTe+1 5230
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5358.6868 49.63 35.12 45,97 6.6 16.18 48.9% 74.686 -25.64 --- --- Peal
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110
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5200 5220 5250 5460
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5238
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 37.29 35.12 45.97 8.86 18.18 36.62 54.88 -17.38 - -—- Aver
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Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA7S0
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode N4g ANTe+1 5230
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 53509068 465.9% 31512 45 9/ B.68 18.18 48.28 74.88 -25.72 -—- --- Peak
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110
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5200 5220 5250 5460
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5238
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 36.52 35.12 45.97 8.86 18.18 35.85 54.88 -18.15 - -—- Aver
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Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode N4g ANTe+1 531e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.8@@ 55.93 35.12 45,97 @.68 16.18 5526 74.66 -18.74 --- --- Peal
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Level (dBuV/im)

Date: 2022-06-07

120
10
100
a0
20
70 FEC-PART15E Band edge-Peak
60 _ !
50
40
30
20
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N4g ANTe+1 531e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 53568.868 39.63 35.12 45,97/ 6.6 16.18 38.9¢ 54.86 -15.64 --- --- Aver
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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA7S0
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas

Test Mode N4g ANTe+1 531e
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5358.6868 82.25 35.12 45,97 .68 1818 61.58 74,00 -12.42 --- --- Peal
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5200 5220 5250 5460
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 531e
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.808 42.78 35.12 45.97 8.86 18.18 42.11 54.868 -11.89 - -—- Aver
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Date: 2022-06-07
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode N4g ANTe+1 551@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 546@.88@ 55.48 35.25 45.77 ©@.88 1@.44 55.32 68.28 -12.88 --- --- Peal
2 PP 5476.008 651.24 35.26 45.75 0.08 10.47 61.22 68.28 -6.98 --- --- Peal
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126 Level {dBuV/m) Date: 2022-06-07
10
100
a0
20
70
60| |
50
40
30
20
5350 5500 5550
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5518
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5408.668 39.31 35.25 45.77 @.68 10.44 39,23 54,00 -14.77 --- --- Aver
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10
100
a0
20
70
60| |
50
40 | e o — '
30
20
5350 5500 5550
Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5518
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5468.88@ 58.44 35.25 45.77 ©8.88 18.44 58.36 68.28 -17.84 --- --- Peal
2 PP 5476.008 59.23 35.26 4575 0.0¢ 10.47 59.21 3.2 -8.99 --- --- Peal
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126 Level {dBuV/m) Date: 2022-06-07
10
100
a0
20
70
60| |
50
40
30
20
5350 5500 5550
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N4@ ANT@+1 5518
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 54p8.688 37.82 35.25 45.77 ©.68 10.44 37.54 54.680 -16.46 --- --- Aver
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120|_e1.re| {dBuV/m) Date: 2022-06-07
110
100
a0
a0
70 FCC PART 15E Band edge-Peak
a0
50
40
30
20
5650 5825
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA750
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N4g ANTe+1 5670
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.808 58.19 35.26 45.57 B.88 9.94 49.82 o8.20 -18.38 - --- Peal
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120|_e1.re| {dBuV/m) Date: 2022-06-07
110
100
a0
a0
70 FCC PART 15E Band edge-Peak
&0
S50
40
30
20
5650 H825
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA750
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N4g ANTe+1 5670
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.6008 58.80 35.26 45.57 B.88 9.94 58.43 e8.28 -17.77 - --- Peal
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Level (dBmim)

Date: 2022-06-07

40
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-10
-20
-30
-40
-50
-60
5625 5650 5800
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode Na4E ANTB+1 5755
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 5p58.888 -57.34 35.27 45.61 ©.88 21.88 -45.88 -27.00 -18.80 --- --- Peal
2 5725.888 -45.86 35.26 45.57 8.88 21.68 -34.49 27.88 -61.49 --- --- Peal
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Level (dBmim)

Date: 2022-06-07

40
30
20
10
0
-10
-20
-30
-40
-50)
-60
5625 5650 5800
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating AC 128V/668Hz
Test Engineer : Lucas
Test Mode Na4E ANTB+1 5755
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 5p58.888 -58.32 35.27 45.61 ©.068 21.88 -46.78 -27.68 -19.78 --- --- Peal
2 5725.888 -47.73 35.26 45.57 8.88 21.68 -36.36 27.88 -63.36 --- --- Peal
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Level (dBmim)

Date: 2022-06-07

30

20

10

-10

-20

C PART 15E Band edge{dBm)

-30
-40
-50)
-60
5750 6000
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode Na4E ANTBe+1 5795
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 5858.88@ -56.22 35.23 45.49 @.88 21.47 -45.81 27.@@ -72.81 --- --- Peal
2 PP 5925.00@ -57.47 35.22 45.44 8.08 21.44 -4p. .25 -27.08 -19.05 --- --- Peal
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Level (dBmim)

Date: 2022-06-07

30
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-10

-20

C PART 15E Band edge{dBm)

-30
-40
-50)
-60
5750 6000
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode Na4E ANTBe+1 5795
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 5858.88@ -56.18 35.23 45.49 @.@@ 21.47 -44.97 27.@@ -71.97 --- --- Peal
2 PP 5925.00@ -56.55 35.22 45.44 @8.08 21.44 -45.33 -27.08 -18.33 --- --- Peal
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Level (dBmim)

Date: 2022-06-07

FCC PART

E Band edge{dBm)

-40
-50)
60
5625 5650 6000
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode AC8O ANT@+1 5775
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 PP 5p58.888 -56.84 35.27 45.61 ©.88 2Z1.88 -44.58 -27.88 -17.50 --- --- Peal
2 5725.888 -52.28 35.26 45.57 8.88 21.68 -48.83 27.88 -67.83 --- --- Peal
3 5858.888 -56.29 35.23 45.49 8.8 21.47 -45.88 27.88 -721.88 --- --- Peal
4 5525.888 -56.26 35.22 45.44 8.88 21.44 -45.84 -27.88 -18.84 --- --- Peal
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Level (dBmim)

Date: 2022-06-07

FCC PART

E Band edge{dBm)

-40
-50)
60
5625 5650 6000
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode AC8O ANT@+1 5775
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBm dB/m dB dB dBé dBm/m dBm/m dB cm deg
1 Se5@.@@@ -57.43 35.27 45.61 ©@.88 21.88 -45.89 -27.8@ -18.89 --- --- Peal
2 5725.888 -52.68 35.26 45.57 8.88 21.68 -41.31 27.88 -68.31 --- --- Peal
3 5858.888 -56.66 35.23 45.49 8.88 21.47 -45.45 27.88 -72.45 --- --- Peal
4 PP 5925.000 -57.07 35.22 45.44 8.8 21.44 -45.85 -27.08@ -18.85 --- --- Peal
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120L&UE| (dBuVim) Date: 2022-06-07
10
100
a0
20
70 FCC PART 15E Band edge-Peak
60
50
40
30
20
5470 5500 5800
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : ACB8 ANTe+1 5618
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 5725.888 58.84 35.26 45,57 ©.68 9,94 49,67 68.20 -18.53 --- --- Peal
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120|_e1.re| {dBuV/m) Date: 2022-06-07
110
100
a0
a0
70 FCC PART 15E Band edge-Peak
a0
50
40
30
20
5470 5500 5800
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : ACB8 ANTe+1 5618
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5725.808 58.38 35.26 45.57 B.88 9.94 58.861 e8.286 -18.19 - --- Peal
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10
100
a0
20
70
60| |
50
40 .
30
20
5350 5500 5600
Freqguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : ACB8 ANTe+1 5538
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5468.88@ 55.68 35.25 45.77 ©.88 18.44 55.68 63.28 -12.68 --- --- Peal
2 PP 5476.008 57.67 35.26 45.75 0.08 10.47 57.65 68.28 -18.55 --- --- Peal
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Level (dBuVim)

Date: 2022-06-07

120
10
100
a0
20
70
60| |
50
40
30
20
5350 5500 5600
Freqguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode AC88_ ANTE+1 5538
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 54p8.8880 42.68 35.25 45.77 0.680 10.44 42,68 54.680 -11.48 --- --- Aver
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Date: 2022-06-07

120
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a0
20
70
60| |
50
ool .( I.-,l'-._- Wi i
40 3 = Pty -._,'-M'.I 5 i i
30
20
5350 5500 5600
Freqguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode AC88_ ANTE+1 5538
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 546@.88@ 55.23 35.25 45.77 ©@.88 1@.44 55.15 68.28 -13.85 --- --- Peal
2 PP 5476.008 56.52 35.26 45.75 0.08 10.47 56.68 68.28 -11.68 --- --- Peal
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120|_e1.re| {dBuV/m) Date: 2022-06-07
10
100
a0
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70
60| |
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40
30
20
5350 5500 5600
Freqguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : ACB8 ANTe+1 5538
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 54p8.6688 39.72 35.25 45.77 0.8 10.44 39,64 54.680 -14.36 --- --- Aver
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126 Level {dBuV/m) Date: 2022-06-07
110
100
a0
a0
] iT 15 Band edge-Peak |
60 |
S50 _
AT .""..é‘il"__ i
40_ i i i | i { ] 1 = “-1,.:.- T l‘ﬁﬂ__\.
30 T
20
5000 5050 5100 5200 5460
Frequency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : ACB8 ANTe+1 5298
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5156.8086 48.98 34.88 46.33 g.e8¢ 9.78 47.23 TF4.88 -26.77 -—- --- Peal
2 PP 53568.008 E8.16 35.12 45.97 9.8 18.18 59.49 74.868 -14.51 -—- --- Peal
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Level (dBuVim)

Date: 2022-06-07

PART 15 Band edge-Peak|

RN

20

5000

Condition

Temp. (C)/Hum. (%)

Press

Product

Model No.
Power Rating
Test Engineer
Test Mode

Remark

Freg

5050
Frequency (MHz)

Vertical
22.3(C) [/ 51%
100 .4kPa

AC 128V/60Hz

AC88 ANTe+1 5290

Ant Preamp
Lewvel Factor Factor Factor

5460

Limit Over APos
Line Limit

TPos
Rem:

1
2 PP

MHz

5158. 888
5358. 0688

35.39 34.88 9.78 33.72

18.18 44.95

dB dBuV/m dBuV/m dB cm

54.88 -28.28 ---
54.88 -9.85 ---

deg

--- Aver
--- Aver
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Level (dBuVim)

Date: 2022-06-07

10

100

30
20
5000 5050 5100 5200 5460
Frequency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode AC88_ANTE+1 529@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5158.98@ 58.59 34.88 46.33 B.88 9.78 48.92 74.88 -25.088 --- --- Peal
2 PP 5358.008 65.82 35.12 45.97 0.08 10.18 64.95 74.08 -9.85 --- --- Peal
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126 Level {dBuV/m) Date: 2022-06-07
110
100
a0
a0
il PAﬁT15EBandedge-Peak|
a0 _ !
50
40
30
20
5000 5050 5100 5200 5460
Frequency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : ACB8 ANTe+1 5298
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5156.8086 36.94 34.88 46.33 g.gg¢ 9.78 35.27 54.88 -18.73 -—- -—= Aver
2 PP 5356.008 46.87 35.12 45.97 0.8 18.18 46.28 54.868 -7.88 -—- -—— Aver
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110
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] FCC PART 15E Band edge-Peak |
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40 - 2z
30
20
5000 5050 5100 5200 5460
Frequency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : ACB8 ANTe+1 5218
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.6080 e6.73 34.88 46.33 B.88 9.78 59.96 74.08 -14.94 - --- Peal

2 5358.888 49.57 35.12 45.97 8.88 18.18 48.%8 74.88 -25.18 --- --- Peal
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Level (dBuVim)

Date: 2022-06-07

120
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70 FCCFAﬁT15EBandedgePeak
&0 _ !
S50
40 2
30
20
5000 5050 5100 5200 5460
Frequency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA750
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas

Test Mode AC88_ANTE+1 5216
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 44.80 34.88 46.33 0©.68 9.78 43.13 54.60 -160.87 --- --- Aver
2 535@8.888 37.52 35.12 45.97 8.88 18.18 36.85 54.88 -17.15 --- --- hver
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5000 5050 5100 5200 5460
Frequency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode AC88_ANTE+1 5216
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5135.511 5&6.66 34.86 46.36 B.88 9.76 54.92 74.86 -19.88 - --- Peal
2 £156.68088 53.57 34.88 46.33 B6.88 9.78 51.986 74.88 -22.18 -—- --- Peal
3 535e.88e¢ 49.86 35.12 45.97 g.ee 1€.18 49.19 74.88 -24.81 -—- --- Peal
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5000 5050 5100 5200 5460
Frequency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode AC88_ANTE+1 5216
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5136.433 42,06 34.86 4635 .08 9.77 49.34 54,00 -131 66 --- --- Aver
2 5158.888 39.34 34.88 46.33 8.88 9.78 37.67 54.88 -16.33 --- --- hver
3 5358.888 37.25 35.12 45.97 8.88 18.18 36.58 54.88 -17.42 --- --- hver
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Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode AC48 ANTE+1 519@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5156.668 51.88 34.88 46.33 ©.68 9.78 50.21 74,68 -23.79 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : AC48 ANTEe+1 5198
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5158.668 36.33 34.88 46.33 ©.68 9.7/8 34.66 54.86 -19.34 --- --- Aver
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Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA7S0
Model No. S4758
Power Rating AC 128V/668Hz
Test Engineer Lucas

Test Mode AC48 ANTE+1 519@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 51568.8688 54.43 34.88 46.33 ©.68 9.78 52.76 74.88 -21.24 --- --- Peal
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA7S0
Model No. S4758
Power Rating AC 128V/668Hz
Test Engineer Lucas

Test Mode AC48 ANTE+1 519@
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 51568.668 37.83 34.88 46.33 ©.88 9.7/8 36.16 54.86 -17.84 --- --- Aver
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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer Lucas
Test Mode AC48 ANTE+1 5316
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 5356.0080 e8.62 35.12 45.97 B.86 18.18 59.95 74.86 -14.85 -—- --- Peal
2 PP 5352.686 6£5.35 35.12 45.97 0.8 18.18 e4.68 74.868 -9.32 -—- --- Peal
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Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode AC48 ANTE+1 5316
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.6868 #£42.17 3512 45.97 .68 1818 41,50 54,00 -12.5%0 --- --- Aver
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Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode AC48 ANTE+1 5316
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 5358.888 5&6.78 35.12 45,97 0.8 18.18 556,63 74,00 -17.97 --- --- Peal
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5250 5460
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode AC48 ANTE+1 5316
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 5356.668 48.16 35.12 45,97 .68 1818 3949 54,00 -14.51 --- --- Aver
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