2/28/2021 Access Point TP-LINK TL-WR840N (300Mbps wireless N router)

Specifications

Name TP-LINK TL-WR840N

Code N3257

Standards IEEE802.11n/b/g

Modulations DBPSK, DQPSK, CCK, OFDM, 16-
QAM, 64-QAM

Operating band 2.4-2.4835 GHz

Wireless chipset Atheros

Sensitivity

Transmission speed

300, 270, 150, 130, 54, 48, 36, 24, 18,
12,11, 5.5, 2, 1 Mbps

Operating mode

Access Point

Built-insecurity measures

DHCP server Yes
Firmware update option Yes
DDNS Yes
WPA/WPA2; WEP 64/128/152 Bit;
TKIP/AES

Table of access / access-deny
according to MAC addresses of client
cards.

Internet access filtering - filters of IP
addresses, MAC, ports of TCP/IP
protocol.

Antennas

2 (internal)

LAN specification

IEEE802.3 (10BASE-T), IEEE802.3u
(100BASE-TX)

LAN ports

1x WAN (RJ-45)
4x LAN 10/100 Mb (RJ-45)

LED indicators

Power, System, WLAN, WAN,
Act/Link (4 x Ethernet)

Managing interface

Web browser

Operating temperature 0...+40 °C
Operating humidity 95% (no condensation)
Certificates CE, FCC

Dimensions [mm]

182x128x35 (LxWxH)

Supplying voltage

230VAC/9VDC

Contents of the box

Main unit; AC/DC adapter; holder;
CD-ROM with software; user manual
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