
SDS(g) = 2.50, z/h = 1.0, Ip = 1.88

Seismic Performance Characteristics: 
SDS(g) = 2.50, z/h = 1.0, Ip = 1.88

SDS(g) = 2.30, z/h = 1.0, Ip = 1.73
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Many of Samsung’s DVM S systems are seismically certified in accordance with the 2019 California Building Code (CBC), 
2018 International Building Code (IBC) and American Society of Civil Engineers (ASCE) Minimum Design Loads for Buildings 
and Other Structures, ASCE 7-16. These product lines  are also pre-approved in accordance with PIN 55: Office of Statewide 
Health Planning and Development (OSHPD) Special Seismic Certification Pre-approval (OSP-0562) dated 03/20/2020. 

©2020 Samsung HVAC

AM072FXVAFH2AA

AM096FXVAFH2AA

AM120FXVAFH2AA

AM144FXVAFH2AA

AM168HXVAFH2AA

AM192HXVAFH2AA

AM072FXVAFR2AA

AM096FXVAFR2AA

AM120FXVAFR2AA

AM144FXVAFR2AA

AM168HXVAFR2AA

AM192HXVAFR2AA

DVM S Eco AM060MXMDCH/AA

DVM S (3 Ø)

Heat Pump

208-230V

DVM S (3 Ø)

Heat Recovery

208-230V

AM072FXVAJH2AA

AM096FXVAJH2AA

AM120FXVAJH2AA

AM144FXVAJH2AA

AM168HXVAJH2AA

AM192HXVAJH2AA

AM072FXVAJR2AA

AM096FXVAJR2AA

AM120FXVAJR2AA

AM144FXVAJR2AA

AM168HXVAJR2AA

AM192HXVAJR2AA

DVM S (3 Ø)

Heat Pump

460V

DVM S (3 Ø)

Heat Recovery

460V

AM038KXWDCH/AA

AM048KXWDCH/AA

AM055KXWDCH/AA

AM072HXWAFR/AA

AM096HXWAFR/AA

AM120HXWAFR/AA

AM192HXWAFR/AA

AM240KXWAFR/AA

AM072HXWAJR/AA

AM096HXWAJR/AA

AM120HXWAJR/AA

AM192HXWAJR/AA

AM240KXWAJR/AA

AG010KSVAFH/AA

AG015KSVAFH/AA

AG010KSVAJH/AA

AG015KSVAJH/AA

DVM S Water 

(1 Ø) 208-230V

DVM S Water 

(3 Ø) 208-230V

DVM S Water 

(3 Ø) 460V

DVM Chiller 

(3 Ø) 208-230V

DVM Chiller 

(3 Ø) 460V

AM005NNNDCH/AA

AM007NNNDCH/AA

AM009NNNDCH/AA

AM012NNNDCH/AA

AM018NNNDCH/AA

AM020NNNDCH/AA

AM006RN4DCH/AA

AM009RN4DCH/AA

AM012RN4DCH/AA

AM018RN4DCH/AA

AM024RN4DCH/AA

AM009KN4DCH/AA

AM012KN4DCH/AA

AM018KN4DCH/AA

AM024KN4DCH/AA

AM036KN4DCH/AA

AM048KN4DCH/AA

MCU-S1NEK1N

MCU-S2NEK2N

MCU-S4NEK3N

MCU-S6NEK2N

Mode Control 

Unit

(MCU)

Wind-Free™* 

Mini 4-Way 

Cassette

Wind-Free™* 

4-Way 

Cassette

360 

Cassette

AM006RNMDCH/AA

AM007MNMDCH/AA

AM009MNMDCH/AA

AM012MNMDCH/AA

AM015MNMDCH/AA

AM018RNMDCH/AA

AM024MNHDCH/AA

AM027MNHDCH/AA

AM030MNHDCH/AA

AM036MNHDCH/AA

AM048MNHDCH/AA

AM007FNLDCH/AA

AM009FNLDCH/AA

AM012FNLDCH/AA

AM018FNLDCH/AA

AM024FNLDCH/AA

AM030FNLDCH/AA

AM036FNLDCH/AA

AM048FNLDCH/AA

AM054JNHDCH/AA

AM076FNHDCH/AA

AM096FNHDCH/AA

HSP Duct

Duct S

Slim Duct

AM006JNFDCH/AA

AM009JNFDCH/AA

AM012JNFDCH/AA

AM018JNFDCH/AA

AM024JNFDCH/AA

AM006JNGDCH/AA

AM009JNGDCH/AA

AM012JNGDCH/AA

AM018JNGDCH/AA

AM024JNGDCH/AA

AM005MNVDCH/AA

AM007MNVDCH/AA

AM009MNVDCH/AA

AM012MNVDCH/AA

AM015MNVDCH/AA

AM018MNVDCH/AA

AM024MNVDCH/AA

AM028MNVDCH/AA

AM072JNESCH/AA

AM096JNESCH/AA

Max AM032MNQDCH/AA

DVM 

Whisper

OAP Duct

Floor Standing 

(Concealed)

Floor Standing 

(Exposed)
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Refer to OSHPD Special Seismic Certification Preapproval (OSP) application number: OSP-0562
Additional state or local code standards may apply.

Please refer to technical documents for installation requirements. 

Seismic Certification

 Visit SamsungHVAC.com/seismic-certification for more information.
*The Wind-Free™ unit delivers an air current that is under 0.15 m/s while in Wind-Free™ mode. Air velocity that is below 0.15 m/s is considered "still air" as defined by ASHRAE 55-2013 
(American Society of Heating, Refrigerating, and Air-Conditioning Engineers).

https://samsunghvac.com/seismic-certification



