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Arbor Technology IEC-3904 Intel Core 11th Gen
Digital Signage Player 4 x USB
Key Features:

Intel 11th Generation Core i7/i5/i3/ Celeron processor
Support 2 x HDMI with independent video outputs
Support 1 x COM, 4 x USB3.0, 1 x GbE port
Support Intel vPro & AMT
Extended operating temperature: -20 ~ 70ºC

https://www.assured-systems.com/
https://www.assured-systems.com/arbor-iec-3904-intel-core-11th-gen-digital-signage-player-w-1-x-lan-4-x-usb/
https://www.assured-systems.com
mailto:sales@assured-systems.com


Arbor Technology IEC-3904   Get Quote

www.assured-systems.com   |   sales@assured-systems.com Page 2/9

Description

Arbor's IEC-3904 Digital Signage Player can be powered by Intel i7-1185G7E 1.8GHz (Base)/ 4.4GHz (Turbo); i5-1145G7E
1.5GHz (Base)/ 4.1GHz (Turbo); i3-1115G4E 2.2GHz (Base)/ 3.9GHz (Turbo);Celeron 6305E 1.8GHz Processor, soldered
onboard, with an Integrated Intel Iris Xe / UHD Graphics (Depends on CPU SKU) and I?O coming in the form of 1 x RS-232
port with RJ-45 connector, USB Port 4 x USB 3.0 ports, LAN 1 x RJ-45 ports for GbE, Video Port 2 x HDMI video outputs,
supporting 4K/60Hz on both HDMI ports simultaneously.
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Website Specification
System

CPU
Soldered onboard Intel i7-1185G7E 1.8GHz (Base)/ 4.4GHz (Turbo); i5-1145G7E 1.5GHz
(Base)/ 4.1GHz (Turbo); i3-1115G4E 2.2GHz (Base)/ 3.9GHz (Turbo); Celeron 6305UE
1.8GHz Processor

Memory 2 x DDR4 SO-DIMM sockets

LAN Chipset 1 x Intel i219LM PCIe GbE PHY PHY, support vPro & AMT(i7 and i5 CPU only)

Graphics Integrated Intel Xe / UHD Graphics(Depends on CPU SKU)

Watchdog Timer 1~255 levels reset

I/O Interface

Serial Port 1 x RS-232 port with RJ-45 connector

USB Port 4 x USB 3.0 Ports

LAN 1 x RJ-45 port for GbE

Video Port 2 x HDMI video outputs, support 4K/60Hz on both HDMI ports simultaneouslly

Audio 1 x Phone jack connector for Line-Out + MIC

Expansion Bus 1 x M.2 2230 E-Key slot 1 x Mini PCIe slot

Environmental  

Operating Temp. -20 ~ 70°C (-4 ~ 158°F), ambient w/ air flow

Storage Temp. -40 ~ 85°C (-40 ~ 185°F)

Operating Humidity 10 ~ 95% @ 70°C (non-condensing)

Vibration 1.0 Grms, IEC 60068-2-64, random, 5 ~500 Hz, 1 Oct./min, 1 hr/axis, operation

Shock Operating 10G, Non-operating 20G

OS Support  

System Windows 10 IoT / Linux

Storage

Type 1 x M.2 2280 M-Key slot for PCIe x4 NVMe

Qualification  

Certification CE, FCC

Power Requirement  

Power Input DC 24V input

Power Consumption 1.83A @ 24V

Construction Aluminum alloy

Mounting Wall-mount
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Weight (approx.) 0.73 Kg (1.61 lb)

Dimensions (W x H x D) 130 x 35 x 124 mm (5.12” x 1.37” x 4.88”)
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All specifications are subject to change without notice.
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Features

IEC-3904
Digital Signage Player with Intel 11th Gen. Core™ i7/i5/i3/Celeron processor

•	 Intel 11th Generation Core i7/i5/i3/Celeron processor
•	 Support 2 x HDMI with independent video outputs
•	 Support 1 x COM, 4 x USB3.0, 1 x GbE port
•	 Support Intel vPro & AMT
•	 Extended operating temperature: -20 ~70oC

System

CPU

Soldered onboard Intel 
i7-1185G7E 1.8GHz (Base)/ 4.4GHz (Turbo);
i5-1145G7E 1.5GHz (Base)/ 4.1GHz (Turbo); 
i3-1115G4E 2.2GHz (Base)/ 3.9GHz (Turbo);
Celeron 6305E 1.8GHz Processor

Memory Two DDR4 SO-DIMM sockets

Graphics Integrated Intel Iris Xe / UHD Graphics
(Depends on CPU SKU)

Storage M.2 m-key 2280 socket

LAN Chipset 1 x Intel® i219LM PCIe GbE PHY,  
support vPro & AMT(i7 and i5 CPU only)

Watchdog Timer 1~255 levels reset

I/O

Serial Port 1 x RS-232 port with RJ-45 connector

USB Port 4 x USB 3.0 ports

LAN 1 x RJ-45 ports for GbE

Video Port 2 x HDMI video outputs, support 4K/60Hz on both 
HDMI ports simultaneouslly

Environmental

Operating Temp. -20 ~ 70°C (-4 ~ 158°F), ambient w/ air flow

Storage Temp. -40 ~ 85°C (-40 ~ 185°F)

Operating Humidity 10 ~ 95% @ 70°C (non-condensing)

Vibration 1.0 Grms, IEC 60068-2-64, random, 5 ~500 Hz, 
1 Oct./min, 1 hr/axis, operation

Shock Operating 10G (11ms), non-operating 20G

Qualification

Certification CE, FCC Class A

Power Requirement

Power Input DC 24V input

Power Consumption 1.83A @ 24V

Mechanical

Construction Aluminum alloy

Mounting Wall-mount

Weight 0.73 Kg (1.61 lb)

Dimensions 
(W x D x H) 130 x 124 x 35 mm (5.12” x 4.88” x 1.37”)

OS Support

Windows 10 IoT/ Linux

Ordering Information

IEC-3904-1145G7E Digital Signage Player with Intel Core i5-1145G7E, w/ 
2xHDMI, 60W power adapter, 8GB RAM, 120G SSD

OEM Request

IEC-3904-1185G7E Digital Signage Player with Intel Core i7-1185G7E, 
w/ 2xHDMI, 60W power adapter

IEC-3904-1115G4E Digital Signage Player with Intel Core i3-1115G4E, 
w/ 2xHDMI, 60W power adapter

IEC-3904-6305E Digital Signage Player with Intel Celeron 6305E, 
w/ 2xHDMI, 60W power adapter
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Dimensions

Optional Configuration (CTOS* Kit)

SSD 60GB/120GB/240GB/960GB M.2 SSD

DDR4 4/8/16GB 260-pin DDR4-2400 4/8/16GB SO-DIMM 

COM port cable RJ-45 to DB-9 male cable

Bracket IEC-3900 series bracket

*CTOS means Configure-to-Order Service.
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Ordering Information
Model

IEC-3904-1145G7E Digital Signage Player with Intel Core i5-1145G7E, w/ 2xHDMI, 60W power adapter, 8GB RAM,
120G SSD

OEM Request

IEC-3904-1185G7E Digital Signage Player with Intel Core i7-1185G7E, w/ 2xHDMI, 60W power adapter

IEC-3904-1185G4E Digital Signage Player with Intel Core i3-1115G4E, w/ 2xHDMI, 60W power adapter

IEC-3904-6305E Digital Signage Player with Intel Celeron 6305E, w/ 2xHDMI, 60W power adapter
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Assured Systems
Assured Systems is a leading technology company with over 1,500 regular clients in 80 countries, deploying over 85,000
systems to a diverse customer base in 12 years of business. We offer high-quality and innovative rugged computing, display,
networking and data collection solutions to the embedded, industrial, and digital-out-of-home market sectors.

US
sales@assured-systems.com

Sales: +1 347 719 4508
Support: +1 347 719 4508

1309 Coffeen Ave
Ste 1200
Sheridan
WY 82801
USA

EMEA
sales@assured-systems.com

Sales: +44 (0)1785 879 050
Support: +44 (0)1785 879 050

Unit A5 Douglas Park
Stone Business Park
Stone
ST15 0YJ
United Kingdom

VAT Number: 120 9546 28
Business Registration Number: 07699660
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