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CP714-1WN
14”

Convertible 
Touch

•	 Chrome OS™/ Chrome OS™ with Chrome Enterprise Upgrade
•	  Intel® Core™ Core™ i7-1265U vPro /i7-1260P/Core™ i51235U processor 
•	 14” WUXGA (1920 x 1080) ,IPS,  multi-touch screen
•	 8GB LPDDR4X, 256GB PCIe NVMe 

•	 Intel® Iris® Xe Graphics 
•	 Intel® Wireless Wi-Fi 6E AX211, 802.11a/b/g/n/ac/ax wireless LAN; Band: 2.4 GHz, 5GHz and 6GHz;                      

2x2 MU-MIMO technology; Bluetooth® 5.2, Wi-Fi CNVi Interface; webcam
•	 Headphone/speakers; two USB Type-C™ each supporting Thunderbolt 4, USB charging, DC-in; one USB 3.2 

Gen 2 port featuring power-off USB charging, HDMI Port
•	 EPEAT® Silver; Corning® Gorilla® Glass Touchscreen panel and touchpad; backlit keyboard; Sensors: gyroscope, 

accelerometer (G sensor); MIL-STD 810H, Co-engineered with Intel for Mobile Performance; Zero-touch 
Enrollment ready

•	 TPM Fingerprint reader with on-chip matching design for Chrome OS
•	 Up to 10 hours of battery life

CP514-3WH
14”

Convertible 
Touch

•	 Chrome OS™/Chrome OS™ with Chrome Enterprise Upgrade
•	 AMD Ryzen™ 5 5625C processor
•	 14” (1920 x 1080), IPS, multi-touch screen, Corning® Gorilla® Glass
•	 16GB/8GB LPDDR4X, 256GB PCIe NVMe , microSD™ card reader
•	 AMD Radeon™ Mobile graphics
•	 802.11a/b/g/n+ax wireless LAN; Dual Band (2.4 GHz and 5 GHz); MU-MIMO RX technology; Supports Blue-

tooth® 5.2; Wi-Fi M.2(NGFF) 2230 PCI-E Interface
•	 HDMI® 2.0 port with HDCP support; one USB 3.2 Gen 2 Type-A port; two USB Type-C™port supporting USB 

charging, DisplayPort over USB-C 
•	 ENERGY STAR®, EPEAT® Silver, backlit keyboard, 360° hinge. Sensors: gyroscope, accelerometer (G sensor), 

MIL-STD 810H 
•	 Up to 10 hours of battery life

CP514-1WH
14”

Convertible 
Touch

•	 Chrome OS™/Chrome OS™ with Chrome Enterprise Upgrade
•	 AMD Ryzen™ 5 3500C processor
•	 14” (1920 x 1080), IPS, multi-touch screen, Corning® Gorilla® Glass
•	 16GB/8GB DDR4, 256GB/128GB PCIe NVMe , microSD™ card reader
•	 AMD Radeon™ Vega Mobile graphics
•	 802.11a/b/g/n/ac wireless LAN 2x2 MU-MIMO WLAN, Bluetooth® 5.0, webcam
•	 Headphone/speakers; USB 3.2; two USB Type-C™ each supporting USB 3.2 Gen 1,  DisplayPort™ over USB 

Type-C™, USB charging, DC-in; HDMI® port
•	 EPEAT® Silver, ENERGY STAR®, backlit keyboard, 360° hinge. Sensors: gyroscope, accelerometer (G sensor), MIL-

STD 810H, Zero-touch Enrollment
•	 Up to 10 hours of battery life

WORKING
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R841LT
13.3”

Convertible 
Touch

•	 Chrome OS™ / Chrome OS™ with Chrome Enterprise Upgrade
•	 Qualcomm® Snapdragon 7c Compute Platform 
•	 13.3” (1920 x 1080),IPS, Multi-touch screen, Corning® Gorilla® Glass
•	 8GB LPDDR4X, 128GB e-MMCTM

•	 Qualcomm® Adreno™ 618 graphics
•	 Qualcomm® Snapdragon™ X15 LTE modem, Category 12/13, eSIM Support, 802.11ac 2x2 MIMO WLAN,                     

Bluetooth® 5.0, front webcam
•	 Headphone/speakers; one USB 3.2 Gen 1; two USB 3.1 Gen 1 Type-C™ each supporting USB charging,      DC-in, 

DisplayPort™ over USB Type-C™
•	 EPEAT® Silver, ENERGY STAR®, Backlit keyboard, 360° hinge, Proximity sensor, gyroscope, accelerometer (G-sen-

sor),  Zero-touch Enrollment ready
•	 Up to 13.5 hours of battery life

CB514-1W(T)
14” 

Clamshell 
Touch Optional

•	 Chrome OS™
•	 Intel® Core™ i5-1135G7 processor /Intel® Core™ i3-1115G4 processor
•	 14” (1920 x 1080) , IPS/14” (1920 x 1080), IPS, multi-touch screen
•	 8GB LPDDR4X, 128GB PCIe NVMe , microSD™ card reader (SDXC compatible)
•	 Intel® Iris® Xe Graphics/Intel® UHD graphics 
•	 Intel®  Wireless Wi-Fi 6 AX201; 802.11a/b/g/n/acR2+ax wireless LAN; Dual Band (2.4 GHz and 5 GHz); 2x2 MU-MI-

MO technology; Supports Bluetooth® 5.1; Wi-Fi CNVi Interface
•	 Headphone/speakers; USB Type-C™ port supporting: DisplayPort over USB-C, Thunderbolt™ 4, USB charging 5 

V; DC-in port, 45 W Two USB Type-C™ ports; USB 3.2 Gen 1 Type-A port; HDMI® port. 
•	 ENERGY STAR®, backlit keyboard, Sensors: gyroscope, accelerometer (G sensor), MIL-STD 810H
•	 Up to 10 hours of battery life

CB515-1WT
15.6”

Clamshell

•	 Chrome OS™
•	 Intel® Core™ i3-1115G4 processor
•	 15.6” (1920 x 1080), IPS, multi-touch screen
•	 8GB LPDDR4X, 128GB PCIe NVMe , microSD™ card reader (SDXC compatible)
•	 Intel® UHD Graphics
•	 Intel® Wireless Wi-Fi 6 AX201; 802.11a/b/g/n/acR2+ax wireless LAN; Dual Band (2.4 GHz and 5 GHz); 2x2 MU-MI-

MO technology; Supports Bluetooth® 5.1; Wi-Fi CNVi Interface
•	 Headphone/speakers; USB Type-C™ port supporting: DisplayPort over USB-C,  USB charging 5V,3A. DC-in, two 

USB 3.2 Type-C™  ports. One USB 3.2 Gen 1 Type-A port; HDMI® port
•	 ENERGY STAR®, backlit keyboard, Sensors: gyroscope, accelerometer (G sensor), MIL-STD 810H
•	 Up to 10 hours of battery life

CXI4
1L

Chromebox

•	 Chrome OS™
•	 Intel® Core™ i7-10610U processor with vPro Technology/ Intel® Core™ i5-10210U processor/ Intel® Core™ i3-

10110U processor/ Intel® Celeron® 5205U processor
•	 16GB/8GB/4GB DDR4, 128GB/32GB M.2 2280 SSD / 256GB M.2 PCIe SSD, microSD™ card reader
•	 Intel® UHD Graphics 
•	 Gigabit LAN, 802.11ax WIFI6 WLAN, Bluetooth® 5.1
•	 DC-in, RJ-45 LAN, audio combo jack, two HDMI®-out, USB 3.2 Gen 1 Type-C™, two USB 2.0 (two back), three 

USB 3.2 Gen 1 (two front, one back)
•	 Kensington® lock slot, Recovery button, Zero-touch Enrollment ready
•	 Includes footstand and LCD VESA® mounting rack, WLAN antenna

CXI3
1L

Chromebox 

•	 Chrome OS™
•	 Intel® Celeron® 3867U processor
•	 4GB DDR4, 32GB M.2 2280 SSD , microSD™ card reader
•	 Intel® UHD Graphics 610
•	 Gigabit LAN, 802.11ac WLAN, Bluetooth® 4.2 LE
•	 DC-in, HDMI®-out, RJ-45 LAN, audio, USB 3.1 Gen 1 Type-C™, two USB 2.0, three USB 3.1 Gen 1 
•	 Kensington® lock slot, Recovery button
•	 Includes footstand and LCD VESA® mounting rack, WLAN antenna


