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COMMERCIAL CATALOGUE

We are pleased to present the LPA Commercial Lighting Catalogue. 
It includes new product ranges and upgrades.

We are now more ready than ever to meet your every lighting need.

A GLOBAL LEADER IN ENERGY EFFICIENT LIGHTING
LPA Lighting Partners is a global leader in energy efficient lighting. From a start up in 
Melbourne since 1990 our expertise and enterprise has led us to become a significant player 
in commercial lighting throughout Australia and around the globe. Our success has come 
from our ability to deliver first class solutions to meet our clients’ individual objectives. 

DEFINING QUALITY
A quality lighting solution is about more than illumination levels. It must include  
light colour (CCT), colour rendering, glare management luminaire, placement, focus,  
control management and energy efficiency. At LPA, our service model drives our  
defining quality objectives for every client and every opportunity.

CONSULT, COLLABORATE, COORDINATE
Our action plan is: consult, collaborate, coordinate. We consult to identify requirements  
and options, we collaborate to tailor each solution to best match our client’s objectives,  
and we coordinate our resources with the project program and timetable.

COMMERCIAL, RETAIL, HOSPITALITY, HEALTHCARE, INDUSTRY, EDUCATION
LPA’s focus captures all sectors of the construction sphere and every level of participation. 
We work with architects, designers, builders, developers, engineers and electrical contractors. 
Regardless of the size or scope of the project, we are your full service lighting partner. 

Visit our website at www.lpalighting.com to view our range of products and past projects.

Visit our website at www.lpalighting.com/ContactUs for your local LPA office contact number.

CONTENTS

The information in this catalogue is correct at the time of publication and is for information purposes only,  
it does not consititute any obligation on our part.

LPA reserves the right to make changes to the information contained in this catalogue at any time and without prior notice. 
Please check the LPA website (lpalighting.com) to confirm current product specifications.  
We shall not be held liable for printing errors.

All products are fully approved to relevant Australian standards. Please contact your local LPA representative 
to confirm the availability and relevant approvals of the product in your region.
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DOWNLIGHTS
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DOWNLIGHTS

BELA SERIES
For the ultimate in low glare unobtrusive wall washers we present the 
Bela series. In both round and square formats, multiple illumination 
levels and market leading colour rendering, we confidently recommend 
Bela to bring out the best in any commercial or retail application. Energy 
efficiency is a key component of our product focus and choosing Bela 
will bring both performance and aesthetics to any design application.

PRODUCT FEATURES

• Light output, up to 2,700Lm

• Efficacy (up to 95Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 56°, 66°, 39°, 45°

• CCT options 3000K/4000K/5000K

• Lens optional

• Available colours black, white and silver

• Dimming options on request 

• Flex and plug or direct connection

• Five Year Warranty
  

BELA DR-A086  Cut out Ø130    Dimensions Ø140x102mm, Ø61

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A086-144K CREE 1000Lm 14W 4000K 56°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

BELA DR-A090  Cut out Ø130    Dimensions Ø157x132mm, Ø80

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A090-204K CREE 1300Lm 20W 4000K 66°

LPA-DR-A090-324K CREE 1900Lm 32W 4000K 66°

LPA-DR-A090-384K CREE 2100Lm 38W 4000K 66°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

BELA DR-A021  Cut out 192x192    Dimensions 200x200x76mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A021-324K CREE 2300Lm 32W 4000K 66°

LPA-DR-A021-424K CREE 2500Lm 42W 4000K 66°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

BELA DR-A007  Cut out 168x168    Dimensions 176x176x76mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A007-204K CREE 1900Lm 20W 4000K 39°

LPA-DR-A007-324K CREE 2700Lm 32W 4000K 45°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DR-A086

DR-A090 DR-A007 DR-A021
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DOWNLIGHTS

DISK SERIES
For general lighting applications you can’t go past the Disk series. 
With six size and illumination level options there is a Disk for every 
commercial and retail application. With an opal diffuser, a choice 
of three CCT colours and our market leading colour rendering we 
confidently recommend Disk to bring out the best in your design.

Energy efficiency is a key component of our product focus and 
choosing Disk will ensure that your design will look its best.  
Disk recessed downlights are phase dimmable, 0-10V and DALI  
options are available upon request.

PRODUCT FEATURES

• Light output, up to 3,200Lm

• Efficacy (up to 80Lm/W) delivering high energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 105°/107°/108°/109°

• CCT options 3000K/4000K/5000K

• Protection rating IP44

• Available colours black, white and silver

• Dimming options on request 

• Flex and plug or direct connection

• Five Year Warranty

  

DISK DR-DX11   Cut out Ø110    Dimensions Ø120x71xØ93mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-DX11-A-94K BRIDGELUX 400Lm 9W 4000K 105°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DISK DR-DX12      Cut out Ø120    Dimensions Ø135x71xØ104mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-DX12-124K BRIDGELUX 600Lm 12W 4000K 108°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DISK DR-DX13      Cut out Ø145    Dimensions Ø157x72.3xØ128mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-DX13-A-144K BRIDGELUX 800Lm 14W 4000K 108°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DISK SERIES
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DOWNLIGHTS

DISK DR-DX14      Cut out Ø170    Dimensions Ø180x71xØ152mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-DX14-204K BRIDGELUX 1200Lm 20W 4000K 107°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DISK DR-DX15      Cut out Ø195    Dimensions Ø216x77xØ181mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-DX15-A-264K BRIDGELUX 1900Lm 26W 4000K 105°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DISK DR-DX16      Cut out Ø270    Dimensions Ø285x79xØ254mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-DX16-A-404K BRIDGELUX 3200Lm 40W 4000K 109°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI
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DOWNLIGHTS

GINO SERIES
For high power accent lighting in commercial, hospitality and retail 
our Gino series ticks all the boxes. With its minimal design the Gino is 
supported by superior performance. A compact size, maintained right 
across the power range, low glare and market leading colour rendering 
makes Gino a great choice. Options include, gimbal or fixed, wide or 
narrow beam, your choice of CCT colour and a clear glass diffuser.

Gino downlights are phase dimmable and 0-10V and DALI options  
are available upon request.

PRODUCT FEATURES

• Light output, up to 2,800Lm

• Efficacy (up to 90Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 20°/41°, 27°/47°

• CCT options 3000K/4000K/5000K

• Available colours black, white and silver

• Dimming options on request

• Flex and plug or direct connection

• Five Year Warranty

  

GINO DR-GS03  Cut out Ø107    Dimensions Ø115x105mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-GS03-164K CREE 1200Lm 16W 4000K 20°/41°

LPA-DR-GS03-204K CREE 1800Lm 20W 4000K 27°/47°

LPA-DR-GS03-324K CREE 2400Lm 32W 4000K 27°/47°

LPA-DR-GS03-384K CREE 2800Lm 40W 4000K 27°/47°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC / PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

GINO SR-ES06  Cut out Ø127    Dimensions Ø135x104mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-ES06-164K CREE 1200Lm 16W 4000K 20°/41°

LPA-SR-ES06-204K CREE 1800Lm 20W 4000K 27°/47°

LPA-SR-ES06-324K CREE 2400Lm 32W 4000K 27°/47°

LPA-SR-ES06-404K CREE 2800Lm 40W 4000K 27°/47°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC / PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DR-GS03

DR-GS06
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DOWNLIGHTS

ISABEL SERIES
Isabel is a compact luminaire for lower level and more precise 
accenting. Available in fixed or gimbal and to suit either 75mm or 
85mm apertures, and with a selection of narrower beam settings they 
are perfect for homing in and highlighting key elements of your design.

Energy efficiency is a key component of our product focus and  
Isabel will ensure significant energy savings over traditional solutions. 
Of course, CCT colours and a glass diffuser are optional.  
Phase dimmable with 0-10V and DALI available upon request.

PRODUCT FEATURES

• Light output, up to 1,100Lm

• Efficacy (up to 86Lm/W) delivering high energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 36, 22°/31°/38°, 22°/34°/41°

• CCT options 3000K/4000K/5000K

• Available colours black, white and silver

• Dimming options on request

• Flex and plug or direct connection

• Five Year Warranty

  

ISABEL DR-GC13  Cut out Ø85    Dimensions Ø100x103mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-GC13-94K CREE 600Lm 9W 4000K 36°

LPA-DR-GC13-164K CREE 1100Lm 16W 4000K 36°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

ISABEL SR-EC15  Cut out Ø85    Dimensions Ø100x109mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SR-EC15-94K CREE 500Lm 9W 4000K 22°/31°/38°

LPA-SR-EC15-164K CREE 1000Lm 16W 4000K 22°/31°/38°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

ISABEL SR-EY51  Cut out Ø75    Dimensions Ø87x50mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SR-EY51-74K CREE 500Lm 7W 4000K 22°/34°/41°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

SR-EY51

DR-GC13 SR-EC15
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LEGEND SERIES
For larger formats and higher power, Legend says it all. Legend series 
are particularly suited to higher mounting positions where lesser 
products may struggle to meet the lighting levels required. With gimbal 
included as standard we offer the additional advantage of being able  
to place the light exactly where you need it. 

Energy efficiency is a key component of our product focus and  
Legend are at the top of the performance scale, ensuring significant 
energy savings over many alternative solutions. Of course, CCT colours 
and a glass diffuser are optional. Phase dimmable with 0-10V and DALI 
available upon request.

PRODUCT FEATURES

• Light output, up to 4,300Lm

• Efficacy (up to 100Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 15°/24°/44°/57°

• CCT options 3000K/4000K/5000K

• Cross, honeycomb louvre, miro reflector and glass optional

• Available colours black, white and silver

• Dimming options on request 

• Flex and plug or direct connection

• Five Year Warranty

  

DOWNLIGHTS

LEGEND SR-EY39  Cut out Ø150    Dimensions Ø157x133mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SR-EY39-204K CREE 2000Lm 20W 4000K 15°/24°/44°/57°

LPA-SR-EY39-324K CREE 2900Lm 32W 4000K 15°/24°/44°/57°

LPA-SR-EY39-384K CREE 3300Lm 38W 4000K 15°/24°/44°/57°

LPA-SR-EY39-504K CREE 4300Lm 50W 4000K 15°/24°/44°/57°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC / PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

LEGEND SR-QS28  Cut out Ø170    Dimensions Ø180x110mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SR-QS28-204K CREE 2000Lm 20W 4000K 15°/24°/44°/57°

LPA-SR-QS28-324K CREE 2900Lm 32W 4000K 15°/24°/44°/57°

LPA-SR-QS28-384K CREE 3300Lm 38W 4000K 15°/24°/44°/57°

LPA-SR-QS28-504K CREE 4300Lm 50W 4000K 15°/24°/44°/57°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC / PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

SR-EY39

SR-QS28
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OCTOPUS SERIES
For a downlight that can double as a feature spot or wall washer  
we present the Octopus series. They are compact and powerful and 
with our market leading colour rendering ideal for any commercial  
or retail application.

This functional and flexible downlight will meet the varying needs  
of architectural projects. Of course, CCT colours, high performance  
miro reflectors, glass and honeycomb diffusers and barn door  
cut off control are optional. Phase dimmable with 0-10V and DALI 
available upon request. 

PRODUCT FEATURES

• Light output, up to 2,900Lm

• Efficacy (up to 100Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 25°/38°/54°, 15°/25°/38°/57°

• CCT options 3000K/4000K/5000K

• Honeycomb louvre, miro reflector and glass optional

• Available colours black, white and silver

• Dimming options on request 

• Flex and plug or direct connection

• Five Year Warranty

  

OCTOPUS SR-A158  Cut out Ø130    Dimensions Ø80x88x113, Ø140mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SR-A158-204K CREE 1900Lm 20W 4000K 25°/38°/54°

LPA-SR-A158-284K CREE 2500Lm 28W 4000K 25°/38°/54°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

OCTOPUS SR-A161  Cut out Ø180    Dimensions Ø124x128x160, Ø190mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SR-A161-204K CREE 2000Lm 20W 4000K 15°/25°/38°/57°

LPA-SR-A161-324K CREE 2900Lm 32W 4000K 15°/25°/38°/57°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DOWNLIGHTS

SR-A158

SR-A161
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MOON SERIES
Moon series is our ideal alternative to the previously popular CFL 
powered luminaires and for general lighting with extra low glare. 

With the intense yet diffused brightness of Osram Cube technology 
and a choice of four aperture sizes the only thing you’ve got to lose by 
retrofitting Moon is a big slice of your energy bill.

Moon recessed downlights are phase dimmable and 0-10V and DALI 
options are available upon request.

PRODUCT FEATURES

• Light output, up to 3,000Lm

• Efficacy (up to 92Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90 

• Beam Angle: refer underlying

• CCT options 3000K/4000K/5000K

• Available colours black, white and silver

• Dimming options on request 

• Flex and plug or direct connection

• Five Year Warranty

  

DOWNLIGHTS

MOON DR-A041      Cut out Ø170    Dimensions Ø180x165mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A041-124K OSRAM 1000Lm 12W 4000K 65°

LPA-DR-A041-264K OSRAM 1400Lm 26W 4000K 65°

LPA-DR-A041-404K OSRAM 2000Lm 40W 4000K 65°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

MOON DR-GL01      Cut out Ø110    Dimensions Ø180x127mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-GL01-124K OSRAM 1000Lm 12W 4000K 72°

LPA-DR-GL01-244K OSRAM 1500Lm 26W 4000K 71°

LPA-DR-GL01-404K OSRAM 2200Lm 38W 4000K 71°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DR-GL02

DR-GL01

DR-GL04

DR-A041 DL-GL03
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DOWNLIGHTS

MOON DR-GL02      Cut out Ø147    Dimensions Ø157x128mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-GL02-124K OSRAM 1100Lm 12W 4000K 69°

LPA-DR-GL02-244K OSRAM 1200Lm 24W 4000K 68°

LPA-DR-GL02-404K OSRAM 2100Lm 40W 4000K 68°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

MOON DR-GL03      Cut out Ø190    Dimensions Ø200x125mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-GL03-124K OSRAM 1100Lm 12W 4000K 50°

LPA-DR-GL03-244K OSRAM 2000Lm 24W 4000K 50°

LPA-DR-GL03-404K OSRAM 3000Lm 40W 4000K 50°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

MOON DR-GL04      Cut out Ø215    Dimensions Ø2216x165mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-GL04-124K OSRAM 1000Lm 12W 4000K 50°

LPA-DR-GL04-264K OSRAM 1400Lm 26W 4000K 50°

LPA-DR-GL04-384K OSRAM 2200Lm 38W 4000K 50°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

PLAN YOUR NEXT COMMERCIAL PROJECT  
WITH OUR EXPERT LIGHTING DESIGNERS
LPA offers a lighting design service 
for all projects; commercial or 
retail. Our internal design team 
features highly experienced and 
passionate Lighting Designers  
and Engineers boasting solid 
industry understanding. 

We gain competitive advantage 
through our creative lighting 
designs and product selections 
based on cutting edge lighting 
trends and developments. 

To achieve the most effective 
solution for your lighting project, 
visit www.lpalighting.com or 
contact your local team to discuss 
your lighting design requirements.
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DOWNLIGHTS

VISI SERIES
Visi provides a low glare “semi trimless” look. Once recessed into the 
ceiling the Visi blends in effortlessly with its narrow trim and provides 
an anti-glare comfort light. However, trim size is no reflection on 
performance and Visi provides a full range of illumination level in  
both fixed and gimbal design.

Energy efficiency is key and Visi series are at the top of the 
performance scale, ensuring significant energy savings over alternative 
solutions. CCT colours, high performance miro reflectors, glass and 
honeycomb diffusers are optional on most products. Phase dimmable 
with 0-10V and DALI available on request. 

PRODUCT FEATURES

• Light output, up to 4,200Lm

• Efficacy (up to 100Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: refer underlying

• CCT options 3000K/4000K/5000K

• Low UGR<15

• Honeycomb louvre, miro reflector and glass optional

• Available colours black, white and silver

• Dimming options on request

• Flex and plug or direct connection

• Five Year Warranty

  

VISI LED-QS19  Cut out Ø155    Dimensions Ø165x149mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-QS19-204K CREE 2000Lm 20W 4000K 15°/25°/41°/53°

LPA-DR-QS19-324K CREE 2800Lm 32W 4000K 15°/25°/41°/53°

LPA-DR-QS19-384K CREE 3200Lm 38W 4000K 15°/25°/41°/53°

LPA-DR-QS19-504K CREE 4200Lm 50W 4000K 15°/25°/41°/53°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS / TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

VISI LED-QS20  Cut out Ø155    Dimensions Ø165x149mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-QS20-204K CREE 1700Lm 20W 4000K 30°/46°/57°

LPA-DR-QS20-324K CREE 2400Lm 32W 4000K 30°/46°/57°

LPA-DR-QS20-404K CREE 2700Lm 40W 4000K 30°/46°/57°

LPA-DR-QS20-504K CREE 3600Lm 50W 4000K 30°/46°/57°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS / TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

LED-QS19

LED-QS20

LED-GC09

LED-QP01 LED-EC11
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DOWNLIGHTS

VISI LED-QP01  Cut out Ø78    Dimensions Ø91x118mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-QP01-74K CREE 600Lm 7W 4000K 29°/43°

LPA-DR-QP01-164K CREE 1000Lm 16W 4000K 29°/43°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

VISI SR-EC11  Cut out Ø75    Dimensions Ø82x117mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SR-EC11-94K CREE 500Lm 9W 4000K 35°

LPA-SR-EC11-164K CREE 900Lm 16W 4000K 35°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

VISI LED-GC09  Cut out Ø75    Dimensions Ø82x120mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-GC09-94K CREE 500Lm 9W 4000K 28°/48°

LPA-DR-GC09-154K CREE 1400Lm 15W 4000K 28°/48°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI
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DOWNLIGHTS

ZOE SERIES
The Zoe series is really three series in one. Without any obvious change 
of appearance Zoe can be a tight accent luminaire, a general accent 
luminaire, or a spectacular asymmetric wall washer. The Zoe series 
also has an interchangeable masking insert to subtly blend in to add an 
additional colour highlight.

Colour rendering, glare control and energy efficiency are again at the 
top of the performance scale, ensuring focal points will pop without 
distraction, and without an energy cost kicker. Phase dimmable with 
0-10V and DALI available on request.

PRODUCT FEATURES

• Light output, up to 2,500Lm

• Efficacy (up to 89Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 54°/62°/87°/96°, 15°/21°/35°

• CCT options 3000K/4000K/5000K

• Lens and square optical accessory optional

• Front ring can be in gold, white or black

• Available colours black, white, silver and gold

• Dimming options on request

• Flex and plug or direct connection

• Five Year Warranty

  

ZOE DR-A175  Cut out Ø107    Dimensions Ø118x114.5mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A175-224K CREE 1700Lm 22W 4000K 54°/62°/87°/96°

LPA-DR-A175-324K CREE 2200Lm 32W 4000K 54°/62°/87°/96°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

ZOE DR-A200  Cut out Ø107    Dimensions Ø118x114.5mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A200-94K CREE 800Lm 9W 4000K 15°/21°/35°

LPA-DR-A200-164K CREE 1400Lm 16W 4000K 15°/21°/35°

LPA-DR-A200-224K CREE 1900Lm 22W 4000K 15°/21°/35°

LPA-DR-A200-304K CREE 2500Lm 30W 4000K 15°/21°/35°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DR-A175

DR-A200

DOWNLIGHTS IP65 RATED

ZAIA SERIES
Carry your lighting design through to the most challenging 
environments with our IP65 Recessed Downlights. They are ideal for 
indoor pool areas and gymnasiums, or on terraces and outdoor areas, 
or over pathways and gardens. 

With two power ratings and multiple beam angles to choose from 
they are ready to add general lighting, safety and comfort, or to simply 
enhance the appeal of your design. Energy efficiency is always our 
product focus and our IP65 Recessed Downlights are leaders in 
minimal energy use. 

Phase dimmable with 0-10V and DALI available on request.

PRODUCT FEATURES

• Light output, up to 2,900Lm

• Efficacy (up to 100Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:80

• Beam Angle: 24°/60°

• CCT options 3000K/4000K/5000K

• Frosted glass optional

• Available colours black, white and silver

• Dimming available on request 

• Flex and plug or direct connection

• Five Year Warranty

  

ZAIA DR-A0691  Cut out Ø140mm    Dimensions Ø160x220mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A0691-203K CREE 2000Lm 20W 3000K 24°/ 60°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 110v-277v BK / WH / SIL Available on request

ZAIA DR-A0692  Cut out Ø190mm    Dimensions Ø205x180mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DR-A0692-303K CREE 2900Lm 30W 3000K 24°/ 60°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 110v-277v BK / WH / SIL Available on request

DR-A0691

DR-A0692

IES files, technical, warranty information is available on request via lpalighting.com  LPA LIGHTING AND ENERGY SOLUTIONS    17
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SURFACE MOUNTED
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SURFACE MOUNTED

CARL SERIES
The surface mount Carl series brings all that’s best from the Carl 
track light series and solves a challenge common in commercial 
construction: how to achieve an effective downlighting effect while 
contending with a solid ceiling. The Carl series is easy to install and 
includes illumination levels and beam angles to suit most applications.

Other options include CCT colour and glass and honeycomb diffusers. 
Phase dimmable with 0-10V and DALI available on request.

Carl series are also available in track and suspended format.

PRODUCT FEATURES

• Light output, up to 2,500Lm

• Efficacy (up to 104Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 10°/23°/44°

• CCT options 3000K/4000K/5000K

• Available in Track, Suspended and Surface

• Glass, barn door and honeycomb louvre optional

• Available colours black, white and silver

• Dimming options on request 

• Direct connection

• Five Year Warranty

  

CARL DS-A034  Dimensions Ø118x215mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DS-A034-224K CREE 1800Lm 22W 4000K 10°/23°/44°

LPA-DS-A034-304K CREE 2500Lm 30W 4000K 10°/23°/44°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DS-A034
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DORA SERIES
The surface mount Dora series takes the slim styling and lighting 
finesse developed for the track light series and provides an excellent 
downlight solution for a solid ceiling. Surface mount Dora offers 
illumination levels and beam angles for a full range of applications,  
and maintains the colour rendering necessary to capture the  
highlights in your design.

Other options include CCT and body colour, glass and honeycomb 
diffusers, and Miro reflectors for the ultimate in high efficiency 
performance. Phase dimmable with 0-10V and DALI available  
on request.

Dora series downlights are also available in track and  
suspended format.

PRODUCT FEATURES

• Light output, up to 2,700Lm

• Efficacy (up to 95Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 25°/39°/52°

• CCT options 3000K/4000K/5000K

• Available in Surface, Track and Suspended

• Miro reflector, honeycomb louvre and glass optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

SURFACE MOUNTED

DORA DS-A035  Dimensions Ø96x210mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DS-A035-204K CREE 1900Lm 20W 4000K 25°/39°/52°

LPA-DS-A035-324K CREE 2700Lm 32W 4000K 25°/39°/52°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DS-A035

LPA LIGHTING AND ENERGY SOLUTIONS    21

SURFACE MOUNTED

LOGAN SERIES
The Logan Series surface mount downlight is a chameleon. It can be 
a downlight, a wall washer, or an accent spot. It can articulate through 
90° vertically and 355° horizontally. With output up to 1,600Lm and 
beam angle options to match the flexibility it offers. 

Other options include CCT colour, body colour, glass and honeycomb 
diffusers, and Miro reflectors for the ultimate in high efficiency 
performance. Logan Series phase dimmable with 0-10V and DALI 
available on request. 

PRODUCT FEATURES

• Light output, up to 1,600Lm

• Efficacy (up to 78Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 13°/21°/29°/42°, 13°/22°/29°/42°

• CCT options 3000K/4000K/5000K

• Honeycomb louvre or glass optional

• Available in Track and Surface

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

LOGAN SS-CC10  Dimensions Ø80x180mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-SS-CC10-94K CREE 700Lm 9W 4000K 13°/21°/29°/42°

LPA-SS-CC10-164K CREE 1200Lm 16W 4000K 13°/22°/29°/42°

LPA-SS-CC10-204K CREE 1600Lm 20W 4000K 13°/21°/29°/42°

CRI Driver Material Voltage Colour Dimming

>90 HEP Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

SS-CC10
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MILA SERIES
With Mila series we opted for a simple cylindrical shape that can  
host the dynamic range of features and options our clients believe  
are essential in a surface mounted downlight. With illumination levels 
and beam angles for every application and colour rendering to bring  
out the best in your design, we present Mila as an ideal option for  
your surface downlight design.

Other options include CCT colour and a glass diffuser.  
Phase dimmable with 0-10V and DALI available on request.

PRODUCT FEATURES

• Light output, up to 900Lm

• Efficacy (up to 66Lm/W) delivering high energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 18°/22°/31°/65°

• CCT options 3000K/4000K/5000K

• Available in Surface and Suspended

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

SURFACE MOUNTED

MILA DS-A028  Dimensions Ø93x162mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DS-A028-74K CREE 600Lm 9W 4000K 18°/22°/31°/65°

LPA-DS-A028-144K CREE 900Lm 14W 4000K 21°/32°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

DR-A028
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ZAIA SERIES (SURFACE)
More challenging environments can often rule out recessed luminaires 
so our IP65 Downlight range also includes two robust surface mount 
models. They are perfect for security and access lighting as well as 
bringing a stylish solution for wet areas.

Our energy efficiency product focus will ensure significant energy 
savings over traditional solutions. Of course, CCT colour and body 
colour are optional.

PRODUCT FEATURES

• Light output, up to 1,400Lm

• Efficacy (up to 93Lm/W) delivering superior energy efficiency

• Ideal for commercial exterior application

• Projected lamp life of 50,000 hours

• Colour rendering exceeds CRI:90

• Beam Angle: 24°/60°

• Standard CCT 3000K

• Protection rating IP65

• Surface mounted

• Available colours black, white and silver 

• Not suitable for dimming

• Direct Connection

• Five Year Warranty

  

SURFACE MOUNTED IP65 RATED

ZAIA DS-H9935ZC  Dimensions Ø90x110mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DS-H9935ZC-93K CREE 800Lm 9W 3000K 24°/60°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 220v-277v BK / WH / SIL Not suitable

ZAIA DS-H9935ZA  Dimensions Ø90x180mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DS-H9935ZA-153K CREE 1400Lm 15W 3000K 24°/60°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 220v-277v BK / WH / SIL Not suitable

DS-H9935ZC

DS-H9935ZA
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SURFACE MOUNTED IP65 RATED

ZAIA SERIES (WALL)
The Zaia wall mounted series is available in round, square or direct 
mounting, down and up and down light. Diecast aluminium housing 
with high corrosion resistance making it a great option for coastal 
areas. Also complementary to modern contemporary designs for 
residential or commercial applications.

The Zaia range of lighting is IP65 rated meaning they are protected 
against low pressure jets of water from all practical directions and offer 
fire-resistant silicon seal gaskets. With a 4mm thick tempered glass 
and DuPont outdoor electrostatic powder coating we recommend  
Zaia as an ideal luminaire for an external application.

PRODUCT FEATURES

• Light output, up to 2,200Lm

• Efficacy (up to 78Lm/W) delivering superior energy efficiency

• Ideal for commercial exterior application

• Projected lamp life of 50,000 hours

• Colour rendering exceeds CRI:80

• Beam Angle: 24°/60°

• CCT option 3000K 

• Protection rating IP65

• Wall mounted

• Available colours silver and black

• Not suitable for dimming

• Direct Connection

• Five Year Warranty

  

ZAIA DS-B9559/B9558  Dimensions 100x200, Ø90mm/100x250, Ø90mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-WM- B9559-153K CREE 1100Lm 15W 3000K 24°/60°

LPA-WM-B9558-303K CREE 2200Lm 30W 3000K 24°/60°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 110v-277v BK / SIL Not available

ZAIA DS-B9563/B9562  Dimensions 160x200mm/100x100mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-WM- B9563-153K CREE 1100Lm 15W 3000K 24°/60°

LPA-WM-B9562-303K CREE 2200Lm 30W 3000K 24°/60°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 110v-277v BK / SIL Not available

ZAIA DS-B9588/B9587  Dimensions 100x100, 73mm/160x100mm, 73mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-WM-B9587-93K CREE 700Lm 9W 3000K 24°/60°

LPA-WM- B9588-153K CREE 1100Lm 15W 3000K 24°/60°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 110v-277v BK / SIL Not available

DS-B9558

DS-B9559 DS-B9563 DS-B9562

DS-B9587DS-B9588

SUSPENDED CYLINDERS
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SUSPENDED CYLINDERS

CARL SERIES
From surface mount to suspended, for Carl the transition is easy.

Our suspended Carl is ideal for very high ceilings, and for where the 
lighting effect is more intimate. Available in three elegant finishes, 
this suspended fitting is perfect for residential, hospitality or any 
commercial application.

Similarly, the options include CCT and body colour, glass and 
honeycomb diffusers. Phase dimmable with 0-10V and DALI available 
on request.

PRODUCT FEATURES

• Light output, up to 3,300Lm

• Efficacy (up to 104Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle 12°/23°/46°

• CCT options 3000K/4000K/5000K

• Glass, barn door and honeycomb louvre optional

• Also available in Suspended, Surface and Track

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

CARL DP-A010  Dimensions Ø118x219mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DP-A010-204K CREE 2000Lm 20W 4000K 12°/23°/46°

LPA-DP-A010-324K CREE 3300Lm 32W 4000K 12°/23°/46°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

SUSPENDED CYLINDERS

DORA SERIES
The Dora series is another that makes the transition from  
surface mount to suspended downlight. Again suspended  
Dora provides solutions for very high ceilings and for  
more intimate illumination.

With CRI>90 standard, other options include CCT and body colour, 
glass and honeycomb diffusers, and Miro reflectors for the ultimate  
in high efficiency performance. Phase dimmable with 0-10V and DALI 
available on request.

Dora series downlights are also available in track mount  
and surface mount format.

PRODUCT FEATURES

• Light output, up to 3,300Lm

• Efficacy (up to 104Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle 24°/45°/53°

• CCT options 3000K/4000K/5000K

• Also available in Suspended, Surface and Track

• Miro reflector, glass and honeycomb louvre optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

DORA DP-A011  Dimensions Ø96x210mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-DP-A011-204K CREE 2000Lm 20W 4000K 24°/45°/53°

LPA-DP-A011-324K CREE 3300Lm 32W 4000K 24°/45°/53°

CRI Driver Material Voltage Colour Dimming

>90 HEP Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

IES files, technical, warranty information is available on request via lpalighting.com  LPA LIGHTING AND ENERGY SOLUTIONS    27
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CARL SERIES
The Carl series offers a sleek range of LED track lights ideal for retail, 
hospitality and general display applications. Carl offers a versatile  
range of light head designs, illumination levels and beam angles. 
With our market leading colour rendering and easy adjustability we 
confidently recommend Carl as an ideal luminaire to bring out the  
best in your design.

All fixtures fit a standard three circuit track and adjust through  
90° vertical plane and 355° horizontal plane. Options include CCT 
colour, onboard or on-track driver, glass and honeycomb diffusers,  
and barn door cut off control. 

Also available in surface mount and suspended format. 

PRODUCT FEATURES

• Light output, up to 3,900Lm

• Efficacy (up to 84Lm/W) delivering high energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: refer underlying

• CCT options 3000K/4000K/5000K

• Available in Track, Suspended and Surface

• Glass and honeycomb louvre optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

CARL ST-A092  Dimensions Ø76x190mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A092-204K CREE 1600Lm 20W 4000K 26°/ 36°/45°

LPA-ST-A092-244K CREE 1900Lm 24W 4000K 26°/ 36°/45°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

CARL ST-A249  Dimensions Ø76x190mm, 228mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A249-204K CREE 2000Lm 20W 4000K 26°/37°/49°

LPA-ST-A249-324K CREE 3300Lm 32W 4000K 26°/37°/49°

LPA-ST-A249-424K CREE 3900Lm 42W 4000K 26°/37°/49°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

ST-A092

ST-A176 ST-A216 ST-A249
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CARL ST-A216  Dimensions Ø118x212mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A216-224K CREE 1800Lm 22W 4000K 10°/24°/44°

LPA-ST-A216-304K CREE 2500Lm 30W 4000K 10°/24°/44°

LPA-ST-A216-384K CREE 3000Lm 38W 4000K 10°/24°/44°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

CARL ST-A176  Dimensions Ø118x212mm, 141mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A176-224K CREE 1800Lm 22W 4000K 10°/24°/44°

LPA-ST-A176-304K CREE 2500Lm 30W 4000K 10°/24°/44°

LPA-ST-A176-384K CREE 3000Lm 38W 4000K 10°/24°/44°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

TRACKLIGHTS
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DORA SERIES
The Dora series is a sophisticated LED track light option for  
accent lighting in retail, hospitality and general display applications.  
With our optional beam angles, our market leading colour rendering, 
and our easy adjustability confirms Dora’s excellent suitability for  
these commercial applications.

All fixtures fit a standard three circuit track and adjust through  
90° vertical plane and 355° horizontal plane. Other options include  
the choice of CCT colour, Miro reflectors for the ultimate in high 
efficiency performance, and glass and honeycomb diffusers. 

Also available in surface mount and suspended format. 

PRODUCT FEATURES

• Light output, up to 2,700Lm

• Efficacy (up to 95Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 25°/39°/52°

• CCT options 3000K/4000K/5000K

• Available in Track, Suspended and Surface

• Honeycomb louvre, miro reflector and glass optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

DORA ST-A193  Dimensions Ø96x210x50mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A193-204K CREE 1900Lm 20W 4000K 25°/39°/52°

LPA-ST-A193-324K CREE 2700Lm 32W 4000K 25°/39°/52°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI
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JAMES SERIES
The James series is a compact and powerful accent lighting option 
with the added benefit of reduced glare. These benefits paired with 
our market leading energy efficiency, colour rendering, and easy 
adjustability makes the James series a real winner in retail,  
hospitality and general display lighting applications. 

All fixtures fit a standard three circuit track and adjust through  
90° vertical plane and 355° horizontal plane. Other options include  
a choice of CCT colour, body colour, miro reflectors for even higher  
high efficiency, glass and honeycomb diffusers, wall washer shroud, 
and barn door cut off control. 

PRODUCT FEATURES

• Light output, up to 3,400Lm

• Efficacy (up to 95Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 25°/40°/52°

• CCT options 3000K/4000K/5000K

• Barn door, honeycomb louvre, miro reflector,  
 wall washer and glass optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

JAMES ST-A011  Dimension Ø106x128mm, 172x87x50

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A011-204K CREE 2000Lm 20W 4000K 25°/40°/52°

LPA-ST-A011-304K CREE 2400Lm 30W 4000K 25°/40°/52°

LPA-ST-A011-424K CREE 2900Lm 42W 4000K 25°/40°/52°

LPA-ST-A011-464K CREE 3400Lm 46W 4000K 25°/40°/52°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

TRACKLIGHTS
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LOGAN SERIES
The Logan series is unique. With Logan, a sleek track mounted 
downlight (with integratal driver), adjusts into a wall washer or an 
accent spot. The clever design provides exactly the same articulation 
as others in this space (90° vertical and 355° horizontal) and, as with  
all our track light products, they are compatible with a standard  
three circuit track. Market leading colour rendering and energy 
efficiency are standard. 

Optional selections include a choice of CCT colour, miro reflectors  
for even higher high efficiency, glass and honeycomb diffusers,  
and barn door cut off control.

Also available in surface mount.

PRODUCT FEATURES

• Light output, up to 1,200Lm

• Efficacy (up to 78Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 13°/21°/29°/42°

• CCT options 3000K/4000K/5000K

• Honeycomb louvre, miro reflector and glass optional

• Available in Track and Surface

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

LOGAN ST-AC22  Dimensions Ø80x180mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-AC22-74K CREE 700Lm 9W 4000K 13°/21°/29°/42°

LPA-ST-AC22-164K CREE 1500Lm 16W 4000K 13°/22°/29°/42°

LPA-ST-AC22-204K CREE 1600Lm 20W 4000K 13°/21°/29°/41°

CRI Driver Material Voltage Colour Dimming

>90 HEP Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI
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ROUND SERIES
The Round Series is a compact luminaire powerful enough for any 
commercial or retail application. With a versatile range of output levels 
and beam angle options, and our market leading colour rendering the 
Round Series is a real contender for best in class.

All our fixtures fit standard three circuit track and adjust easily  
through 90° in the vertical plane and 355° in the horizontal plane. 
Options include the choice of CCT colour, body colour, Miro reflectors 
for even higher high efficiency, glass and honeycomb diffusers,  
and barn door cut off control.

PRODUCT FEATURES

• Light output, up to 4,300Lm

• Efficacy (up to 100Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 15°/24°/44°/57°

• CCT options 3000K/4000K/5000K

• Cross, Honeycomb louvre, miro reflector,  
 wall washer and glass optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

ROUND LED-A407  Dimensions Ø117x130mm, 100x50x167

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A407-204K CREE 2000Lm 20W 4000K 15°/24°/44°/57°

LPA-ST-A407-324K CREE 2900Lm 32W 4000K 15°/24°/44°/57°

LPA-ST-A407-384K CREE 3300Lm 38W 4000K 15°/24°/44°/57°

LPA-ST-A407-504K CREE 4300Lm 50W 4000K 15°/24°/44°/57°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

TRACKLIGHTS
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HOW TO CHOOSE TRACK LIGHTING
Consider the desired outcome

Consider the objective you are trying to fulfil ie. accent lighting, task lighting  
or decorative lighting. 

Consider the layout

A track lighting system offers a range of options, such as wall or ceiling, fitting location 
versatility, ease of fitting upgrade, combinations of fitting types – spotlights, pendants.

Consider the components

Choose a fitting that meets your requirements aesthetically as well as functionally. The voltage 
of the fixture will need to be considered to know whether there are any additional requirements 
needed for example, a transformer. Also consider the accessories available for the fitting – 
louvres, colour lenses and/or barn doors which can complete the project requirements.

SMITH SERIES
The Smith Series of track lights are part of our exciting new modular 
range that includes a total of 34 different luminaires. Designed for 
hospitality and residential applications up to 1400Lm, Smith offers 
unmatched flexibility, ease of use and unique options including glare 
control, beam control, with filtering and shaping. With our market 
leading colour rendering, lighting your design just got a whole lot easier.

Smith track fixtures fit standard three circuit track and adjust easily 
through 90° vertical plane and 355° horizontal plane. 

PRODUCT FEATURES

• Light output, up to 1,400Lm

• Efficacy (up to 75Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 18°/23°/35°/56°

• CCT options 3000K/4000K/5000K

• Available colours black, white and silver

• Available in Track and recessed downlight

• Lens, Oval or Square Optical accessory optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

SMITH ST-A375  Dimensions Ø50x101mm, 144x60x38

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A375-74K CREE 700Lm 7W 4000K 18°/23°/35°/56°

LPA-ST-A375-164K CREE 1400Lm 16W 4000K 18°/23°/35°/56°

CRI Driver Material Voltage Colour Dimming

>90 PHILIPS Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI
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WARD SERIES
The Ward series is an outstanding wall washer that projects an 
asymmetric 52° x 52° beam reducing scalloping effect. Ward’s low 
glare design and generous range of illumination levels together with our 
market leading colour rendering ensures we can offer the best track 
mount wall washer solution.

All our fixtures fit standard three circuit track and adjust easily  
through 90° in the vertical plane and 355° in the horizontal plane. 
Options include the choice of CCT and body colour. 

PRODUCT FEATURES

• Light output, up to 3,000Lm

• Efficacy (up to 83Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours at 70% lumen maintenance

• Colour rendering exceeds CRI:90

• Beam Angle: 52°

• CCT options 3000K/4000K/5000K

• Lens optional

• Available colours black, white and silver

• Dimming options on request

• Direct connection

• Five Year Warranty

  

WARD ST-A358  Dimensions Ø118x291mm, 175x88x45

Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-A358-224K CREE 1700Lm 22W 4000K 52°

LPA-ST-A358-304K CREE 2500Lm 30W 4000K 52°

LPA-ST-A358-404K CREE 3000Lm 40W 4000K 52°

CRI Driver Material Voltage Colour Dimming

>90 TRIDONIC Aluminium 110v-277v BK / WH / SIL TRIAC / 0-10V / DALI

TRACKLIGHTS
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3 CIRCUIT SURFACE MOUNTED/SUSPENDED  
TRACK SYSTEM

Live End Connector 0431L

L Connector LEFT 0435L

T Connector LEFT 0436L1

T Connector RIGHT 0436R1

Mechanical Coupler 0418SK

Live End Connector 0431R

L Connector RIGHT 0435R

T Connector LEFT 0436L2

T Connector RIGHT 0436R2

Flexible Connector 0439

End Cap 0432

Concealed Connector 0433

Straight Connector 0434

X Connector 0437

Suspension Mount EZ0448



TRACKLIGHTS

3 CIRCUIT RECESSED TRACK SYSTEM

Available in black, white or silver.  
Contact your local office for further information.

Live End Connector Cover R431

T Connector Cover R436

Straight Connector Cover R434

X Connector Cover R437R

L Connector Cover R435

38    LPA LIGHTING AND ENERGY SOLUTIONS  IES files, technical, warranty information is available on request via lpalighting.com

LED STRIP
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LED STRIP

LPA-2835 HIGH OUTPUT (24W)

LPA-2835 MEDIUM OUTPUT (14.4W)

LPA-2835 LOW OUTPUT (9.6W)
Model Voltage Dimensions Max Luminous Flux System CCT

LPA-FLS-2835-9 12 5000x8x1.2mm 1200Lm/m 9.6W 4000K

LPA-FLS-2835-9 24 5000x8x1.2mm 1200Lm/m 9.6W 6000K

LED STRIP
Flexible strip lighting is an effective and economic way to highlight 
architectural elements or illuminate other areas to particular affect.  
Our commercial grade strip offers four illumination levels and two  
CCT colours. The five metre lengths can be cut to fit (by a suitably  
qualified person) or used in multiples length combinations. 

Please note: 

• Power supplies must be ordered separately to meet the particular design.  
 Please contact your local LPA office for assistance.

• Flexible LED Strip must always be used in a suitable enclosure for  
 heat management and mechanical protection. Please see our range of  
 General Purpose and Weatherproof Enclosures on the following pages.

PRODUCT FEATURES

• Light output, up to 2,500Lm

• Efficacy (up to 91Lm/W) delivering  
 superior energy efficiency

• Ideal for all commercial applications

• Life time 35,000 hours

• Colour rendering exceeds CRI:80

• Beam Angle 120° viewing angle

• CCT options 2800~65000K

• IP20, IP65 (silicon glue),  
 IP66 (Silicon sleeve), are optional

• LED Quantity, 120pcs/m

• LED Brightness 22-24Lm

• Dimming options on request

• Direct connection

• Five Year Warranty
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Watt/Meter
Lumen/Meter (lm/M)

Voltage (V)

24.0
2580
12/24

2835 Mid-Power  [120LEDs/M]

Model No. Light Colour Typ.Colour Temp. Luminous Flux [lm/M]

White

Neutral White

Warm White

WW-FLS102T29SW120B-24(WCP)-HR

WW-FLS102T29NW120B-24(WCP)-HR

WW-FLS102T29WW120B-24(WCP)-HR

5700-6500K

3700-4250K

2300-2600K/2600-2900K/2900-3200K

2580

2580

2160
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Neutral White
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WW-FLS102T29SW120B-12(WCP)-HR
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WW-FLS102T29WW120B-12(WCP)-HR

5700-6500K

3700-4250K

2300-2600K/2600-2900K/2900-3200K
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Electrical & Optical Data

5000x8x1.2mm (196.85"x0.31"x0.05")

50mm (1.97") / 6LEDs

24w/m

2580lm/m

600LEDs, 8.3mm (0.33") LED pitch

24 Volt

1A/m

40% - 70% RH

-20°C - 45°C

Dimensions

Unit Length

Power

Max. Luminous Flux 

LED Quantity

Voltage (V DC)

Current

Humidity

Ambient Temp.

5000x8x1.2mm (196.85"x0.31"x0.05")

25mm (0.98") / 3LEDs

24w/m

2580lm/m

600LEDs, 8.3mm (0.33") LED pitch

12 Volt

2A/m

40% - 70% RH

-20°C - 45°C

24V 12V

24V

12V

Surface-mounted

Recessed

AL.Profiles
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Assembly & Measurement

FPC
W.

LED
Pitch

Unit 
L.

FPC
H.

24 V  8      50       8.3    1.2 mm

ACCY.

12 V  8      25       8.3    1.2 mm

24 V

Special

WW-MLB-00PH2R-00 WW-MLB-00PT2R-00

Strip-to-Wire Connector

Quick Connector

WW-FLS102B-2DD2(8mm)

2PIN Connector
for IP20 8mm wide strip

WW-MLB-00SE2BB-08

2PIN Transparent Connector 
for IP20 8mm wide strip

WW-MLB-00DJ2BB-08

2PIN Transparent Connector 
for IP54 8mm wide strip

WW-FLS102D-2DD2(8mm)

2PIN Connector
for IP54 8mm wide strip

Strip-to-Strip Connector

WW-FLS102B-2FD2(8mm)

2PIN Strip-to-Strip Connector 
for IP20 8mm wide strip

WW-F2R-S0P2T-8

2PIN Transparent Connector 
for IP67 "R-type" 8mm strip

WW-FLS102D-FS2(8mm)

2PIN Strip-to-Wire Connector 
for IP54 8mm wide strip

WW-MLB-00DJ2XB-08

2PIN Transparent Strip-to-Wire 
Connector
for IP54 8mm wide strip

WW-MLB-00SE2XB-08

2PIN Transparent Strip-to-Wire 
Connector
for IP20 8mm wide strip

WW-FLS102B-2FS2(8mm)

2PIN Strip-to-Wire Connector 
for IP20 8mm wide strip

WW-F2R-SW02T-08-300(22)

2PIN Transparent Strip-to-Wire 
Connector 
for IP67 "R-type" 8mm wide strip

WW-MLB-00FD2B-00

"I" type Fast Plug 
Wire-Connector

"T" type Fast Plug 
Wire-Connector

Wire-to-wire Fast Plug 
Connector

WW-FLS102D-FD2(8mm)

2PIN Strip-to-strip Connector 
for IP54 8mm wide strip
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2835    Flexible LED Strip www.diluxlighting.com

High-Brightness . High-Density . High Efficacy . High CRI

Brightness

Model Voltage Dimensions Max Luminous Flux System CCT

LPA-FLS-2835-24 12V 5000x8x1.2mm 2500Lm/m 24W 4000K

LPA-FLS-2835-24 24V 5000x8x1.2 2500Lm/m 24W 6000K

Model Voltage Dimensions Max Luminous Flux System CCT

LPA-FLS-2835-14 12 5000x8x1.2mm 1700Lm/m 14.4W 4000K

LPA-FLS-2835-14 24 5000x8x1.2mm 1700Lm/m 14.4W 6000K
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LED STRIP

IP65

IP66

IP67

WATERPROOF LED STRIP
We offer a variety of waterproof and outdoor applications in LED strip.  
With multiple IP ratings we offer a selection of brightness and lighting 
colour. Our weatherproof range are fully insulated by superior materials, 
are fire retardant, anti-UV and have protection against dust and  
water penetration.

PRODUCT FEATURES

• Light output, up to 2,500Lm

• Efficacy (up to 91Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 35,000 hours

• Colour rendering exceeds CRI:80

• Beam Angle 120° viewing angle

• CCT options 2800~65000K

• IP20, IP65 (silicon glue), IP66 (Silicon sleeve)

• LED Quantity, 120pcs/m

• LED Brightness 22-24Lm

• Dimming options on request

• Direct connection

• Five Year Warranty
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LED STRIP

LED MINIATURE EXTRUSION
Flexible LED Strip must be installed in an enclosure to ensure adequate  
heat dissipation and provide mechanical protection. For weather protected 
applications we recommend our General Purpose Enclosures. These 
enclosures provide a wide range of options for different applications  
and include a choice of diffuser to smooth the illumination pattern. 

Standard enclosure length: 2.5m.

For project orders speak to us about custom, ready to fit modules.

DIFFUSER OPTIONS ARE: 

Clear - Maximum light output but visible ‘hot spots’

Frosted - Some light loss but minimised ‘hot spots’

Opal - Less light output but smooth, even illumination

BENDABLE PROFILE

PMMA PROFILE

TRIMLESS ALUMINIUM PROFILE

SURFACE MOUNT ALUMINIUM PROFILE

RECESSED ALUMINIUM PROFILE

CORNER ALUMINIUM PROFILE

SUSPENDED ALUMINIUM PROFILE

PA005

TL1301

SM1707

RC1707

CR1616

AS-35

FL001

PA006

SM1715

RC1715

CR1818

AS-ROUND

PA003

PU001

TL1302

SM1919

RC2310

CR3030

AS3535

PA004

SM1806

TL1303

SM1919P

RC3535

CS1616

AS5032-A

ST001

SM1919R

RC5032-A

CS3030

AS5575

ST002

SM2310

RC7532-A

AS7532-A

WA005-A

LINEAR PENDANT

NEXOL - UGR <6
This suspended extrusion profile offers a simple and rich textured 
design. With linkable sections that provide a flicker free even light,  
this slimline fitting offers flexibility yet elegant aesthetics. Offering  
a low UGR of <6 with options of up and down lighting, these fixtures  
are perfect for office spaces for maximum comfort and productivity.

LPA profiles are available in alternative sizes, power ratings, colour 
temperatures and colour rendering. Please call to discuss your 
nonstandard requirements. 

PRODUCT FEATURES

• Light output, up to 3,900Lm

• Efficacy (up to 130Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours

• Colour rendering exceeds CRI:80

• Beam Angle 49°

• CCT options 3000K, 4000K

• Low glare (UGR<6)

• Flicker free

• Linear link without gap

• Available in black, white and silver

• Dimming available on request

• Direct connection

• Five Year Warranty

NEXOL LN-PVNO  Dimensions 1179x64x35mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-LN-NLBLE6030PVNO SAMSUNG 3900Lm 30W 4000K 49°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Aluminium 110v-277v BK / WH / SIL 0-10V / DALI

NEXOL LN-PVN1 Dimensions 1190x160x30mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-LN-NLBLE6030PVN1 SAMSUNG 3900Lm 30W 4000K 49°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Aluminium 110v-277v BK / WH / SIL 0-10V / DALI

NEXOL LN-PVN2 Dimensions 1171x38x66mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-LN-NLBLE6030PVN2 SAMSUNG 3250Lm 25W 4000K 49°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Aluminium 110v-277v BK / WH / SIL 0-10V / DALI

LN-PVNO

LN-PVN1 LN-PVN2

IES files, technical, warranty information is available on request via lpalighting.com  LPA LIGHTING AND ENERGY SOLUTIONS    43
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We are proud to be the exclusive supplier of Lightnet luminaries in Australia. 
Lightnet products inspire with aesthetic, functional and energy-efficient 
luminaries all around the world.

Liquid Line 3D

Ringo Star Cluster

Caleo R4

Matric R3

Beam Me UP

Liquid Line 3D

Ringo Star A1

Caleo P1

Matric G3

Beam Me UP

Liquid Line 3D

Ringo Star P1

Caleo W4

Matric R1

Beam Me UP

Liquid Line G3

Ringo Star P6

Cubic P19

Matric F1

Beam Me UP Ringo Star

Ringo Star Cluster 
RMH Office Germany

Liquid Line 3D

LIGHTNET APP
Lightnet offers an augmented and virtual reality app  
for a 3D walk through of projects to test how luminaires 
fit in a space. You can use any model, size or colour. 
Download Lightnetimagine from the App Store.

LIGHTNET OPTIONS

Alternative colour 
temperatures

Bluetooth module 
for wireless control

LEDs with 
higher CRI

Energy module 
with 3 hour battery

Further selected 
surface designs

Multisensor for daylight 
and presence control

Contact your local LPA representative for further information



PANELS AND TROFFERS
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PANELS AND TROFFERS

TALF PANEL SERIES
LED panels revolutionised lighting in commercial and retail spaces  
and our market leading products and options are ready to meet your  
every application. Our range of size and illumination levels and the 
standard and optional features we offer reflect our focus on flexibility;  
a flexibility that ensures the best lighting outcome for every client.

Multiple power ratings in the key sizes adds simplicity to product  
selection ensuring optimum energy efficiency. Our prismatic diffuser 
delivers low glare and our LED selection ensures excellent colour  
rendering to further enhance the comfort and efficiency of the lit space.

LPA panels have a projected lamp life of 50,000 hours (L70).

Applications: Offices, corporate, retail, heath services, schools

PRODUCT FEATURES

• Light output, up to 5,600Lm

• Efficacy (up to 122Lm/W) delivering superior 
 energy efficiency

• Ideal for residential, office and commercial applications

• Life time 50,000 hours (L70)

• Colour rendering exceeds CRI:80

• Beam Angle: 75°

• CCT options 4000K / 5000K

• Low glare (UGR<19)

• Sizes to fit all standard TBar ceilings

• Plasterboard mount frame accessory

• Dimming available on request

• Direct connection

• Five Year Warranty

TALF PL-TPP12
• Dimensions 595x295x10.5mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP12-154KW LG5630G6 1400Lm 15W 4000K 75°

LPA-PL-TPP12-156KW LG5630G6 1600Lm 15W 6000K 75°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Aluminium 220-240VAC White DALI dimmable option

TALF PL-TPP14
• Dimensions 1195x295x10.5mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP14-224KW LG5630G6 2400Lm 22W 4000K 75°

LPA-PL-TPP14-226KW LG5630G6 2400Lm 22W 6000K 75°

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP14-264KW LG5630G6 2800Lm 26W 4000K 75°

LPA-PL-TPP14-266KW LG5630G6 2800Lm 26W 6000K 75°

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP14-304KW LG5630G6 3300Lm 30W 4000K 75°

LPA-PL-TPP14-306KW LG5630G6 3300Lm 30W 6000K 75°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Aluminium 220-240VAC White DALI dimmable option
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TALF PL-TPP24
• Dimensions 1195x595x10.5mm

TALF PL-TPP22
• Dimensions 595x595x10.5mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP22-224K LG5630G6 2700Lm 22W 4000K 75°

LPA-PL-TPP22-226K LG5630G6 2700Lm 22W 6000K 75°

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP22-254KW LG5630G6 3000Lm 25W 4000K 75°

LPA-PL-TPP22-256KW LG5630G6 3000Lm 25W 6000K 75°

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP22-274KW LG5630G6 3200Lm 27W 4000K 75°

LPA-PL-TPP22-276KW LG5630G6 3200Lm 27W 6000K 75°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Aluminium 220-240VAC White DALI dimmable option

Model Source Lumen Output System Power CCT Beam Angle

LPA-PL-TPP24-564KW SAMSUNG 5600Lm 56W 4000K 75°

LPA-PL-TPP24-566KW SAMSUNG 5600Lm 56W 6000K 75°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Aluminium 220-240VAC White DALI dimmable option

PANELS AND TROFFERS

TUMELO TROFFER SERIES
LED troffers are another excellent option for commercial  
and retail spaces.

Though a less extensive range than the LED panels, the key models 
provide first class levels of illumination and efficiency. Their flush and 
unobtrusive design and indirect lighting method provide a cleaner,  
softer lighting effect. They are ideal for replacing existing fluorescent 
troffers and for new installations in commercial, health services and 
educational environments.

Alternative sizes, power ratings, colour temperatures, and colour 
rendering may be available on a project basis. Please call and discuss 
your non standard requirements. 

LPA troffers have a projected lamp life of 50,000 hours (L70).

Applications: Offices, corporate, retail, heath services, schools 

PRODUCT FEATURES

• Light output, up to 2,600Lm

• Efficacy (up to 96Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours (L70)

• Colour rendering exceeds CRI:90

• Beam Angle: 95°

• CCT option 4000K

• Low glare (UGR<19) for maximum comfort and productivity

• Sizes to fit 1200x300 and 600x300 TBar ceilings

• Plasterboard mount frame accessory

• Available colours white and silver

• Dimming available on request

• Direct connection

• Five Year Warranty

TUMELO TR-TR42-10 Dimensions 600x300mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-TR-TR42-104K SAMSUNG 900Lm 10W 4000K 95°

CRI Driver Material Voltage Colour Dimming

>95 OSRAM Sheet Steel 220-240VAC WH/SIL DALI dimmable option

TUMELO TR-TR42-27 Dimensions 1200x300mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-TR-TR42-274K SAMSUNG 2600Lm 27W 4000K 95°

CRI Driver Material Voltage Colour Dimming

>95 OSRAM Sheet Steel 220-240VAC WH/SIL DALI dimmable option

  

IES files, technical, warranty information is available on request via lpalighting.com  LPA LIGHTING AND ENERGY SOLUTIONS    49



BATTENS

LPA LIGHTING AND ENERGY SOLUTIONS    51

BATTENS

DELNE BATTEN SERIES
Batten fixtures have always been the workhorses of general illumination 
and our LED indoor battens are the perfect alternative to fluorescent 
lighting. They provide reliable, superior, flicker free and maintenance 
free illumination for a fraction of the energy use and are ideal for  
many indoor and weather protected surface mount applications.  
Our promise is many years of maintenance free dependable operation.

LPA indoor battens are available in 600mm and 1200mm 
configurations with up to 5,500 lumen output. 

LPA indoor battens have a projected lamp life of 50,000 hours (L70).

Applications: Offices, classrooms, service areas, access areas, 
workrooms, workshops, storerooms, loading bays and private  
parking areas (weather protected).

PRODUCT FEATURES

• Light output, up to 5,500Lm

• Efficacy (up to 115Lm/W) delivering superior energy efficiency

• Ideal for all indoor commercial applications

• Life time 50,000 hours (L70)

• Colour rendering exceeds CRI:80

• Beam Angle: 120°

• CCT option 4000K

• Protection Rating IP40

• IK05 minimum impact resistance 

• 600mm and 1200mm configurations

• Dimming available on request

• Large terminals for easy direct connection

• Five Year Warranty

DELNE BT-TB2-26 Dimensions 583x120x76mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-BT-TB2-264K LG5630G4 3000Lm 26W 4000K 120°

LPA-BT-TB2-266K LG5630G4 3000Lm 26W 6000K 120°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Sheet Steel 220-240VAC White DALI dimmable option

DELNE BT-TB2-40 Dimensions 1183x120x76mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-BT-TB2-404K LG5630G4 4500Lm 40W 4000K 120°

LPA-BT-TB2-406K LG5630G4 4500Lm 40W 6000K 120°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Sheet Steel 220-240VAC White DALI dimmable option

DELNE BT-TB2-50 Dimensions 1183x120x76mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-BT-TB2-504K LG5630G4 5500Lm 50W 4000K 120°

LPA-BT-TB2-506K LG5630G4 5500Lm 50W 6000K 120°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Sheet Steel 220-240VAC White DALI dimmable option
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BATTENS

DELNE WATERPROOF BATTEN
Weatherproof battens have been the fixture of choice for all hard 
working areas in every installation, and our high performance LED 
weatherproof series add economy and technology to this tradition. 
Their tolerance for extreme weather and vandal resistance makes  
them perfect for car parks and public access areas as well as for 
external safety and security lighting. Equally important is reliability.  
Our promise is five years of maintenance free dependable operation.

LPA weatherproof battens are available in a number of configurations 
and illumination levels. 

LPA battens have a projected lamp life of 50,000 hours (L70).

Applications: External and public service and access areas,  
high protection workrooms, workshops, storerooms, and loading bays.  
Ideal for public parking areas and security lighting.

PRODUCT FEATURES

• Light output, up to 5,500Lm

• Efficacy (up to 115Lm/W) delivering superior energy efficiency

• Ideal for all commercial applications

• Life time 50,000 hours (L70)

• Colour rendering exceeds CRI:80

• Beam Angle: 120°

• CCT options 4000K / 5000K

• Protection rating IP65

• 600mm and 1200mm configurations

• Dimming available on request

• Large terminals for easy direct connection

• Five Year Warranty

DELNE BTWP6-TW4-28 Dimensions 660x90x130mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-BTWP6-TW4-284K LG5630G4 2900Lm 28W 4000K 120°

LPA-BTWP6-TW4-286K LG5630G4 2900Lm 28W 6000K 120°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Polycarbonate 220-240VAC Grey 0-10V / DALI optional

DELNE BTWP12-TW4-28 Dimensions 1260x130x90mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-BTWP12-TW4-284K LG5630G4 3100Lm 28W 4000K 120°

LPA-BTWP12-TW4-286K LG5630G4 3100Lm 28W 6000K 120°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Polycarbonate 220-240VAC Grey 0-10V / DALI optional

  

BATTENS

DELNE BTWP12-TW4-36 Dimensions 1260x130x90mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-BTWP12-TW4-364K LG5630G4 4000Lm 36W 4000K 120°

LPA-BTWP12-TW4-366K LG5630G4 4000Lm 36W 6000K 120°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Polycarbonate 220-240VAC Grey 0-10V / DALI optional

DELNE BTWP12-TW4-48 Dimensions 1260x130x90mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-BTWP12-TW4-484K LG5630G4 5500Lm 48W 4000K 120°

LPA-BTWP12-TW4-486K LG5630G4 5500Lm 48W 6000K 120°

CRI Driver Material Voltage Colour Dimming

>80 OSRAM Polycarbonate 220-240VAC Grey 0-10V / DALI optional

IES files, technical, warranty information is available on request via lpalighting.com  LPA LIGHTING AND ENERGY SOLUTIONS    53



HIGHBAY

LPA LIGHTING AND ENERGY SOLUTIONS    55

TAMPO HIGHBAY
Our range of LED Highbays and accessories has been developed  
to provide a most comprehensive lighting solution for industrial  
and commercial environments. Energy efficiency is a crucial element  
in this sector and our efficacy is leading the way, exceeding  
160 lumens per watt. 

Safety and security is also extremely important and our range of 
illumination levels and optional features reflect that priority. This focus 
on flexibility ensures the best lighting outcome for every client. Multiple 
power ratings and a range of lens and reflectors simplifies creating a 
lighting design where all areas are adequately lit and no light is wasted.

LPA highbays have a projected lamp life of 50,000 hours (L70).

Applications: Warehouses, bulk stores, loading bays

PRODUCT FEATURES

• Light output, up to 32,000Lm

• Efficacy (up to 168Lm/W) delivering superior energy efficiency

• Ideal for all industrial and commercial applications

• Life time 50,000 hours (L70)

• Colour rendering exceeds CRI:80

• Beam Angle: 120°

• Standard CCT 5000K

• A full range of illumination levels to provide mounting height flexibility

• A full range of light management accessories

• Available in silver and black

• Dimming available on request

• Direct connection

• Five Year Warranty

TAMPO HIGHBAY SERIES Dimensions 220x220x171mm / 220x220x163mm / 280x280x174.5mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-HB-605K NICHIA 9600Lm 60W 5000K 120°

LPA-HB-805K NICHIA 13500Lm 80W 5000K 120°

LPA-HB-1005K NICHIA 16500Lm 100W 5000K 120°

LPA-HB-1205K NICHIA 19400Lm 120W 5000K 120°

LPA-HB-1505K NICHIA 23900Lm 150W 5000K 120°

LPA-HB-2005K NICHIA 32000Lm 200W 5000K 120°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 220-240VAC BK / SIL 0-10V / DALI optional

ACCESSORIES

  

HIGHBAY



56    LPA LIGHTING AND ENERGY SOLUTIONS

HIGHBAY

TAMPO LINEAR HIGHBAY 
The linear shape and narrow long light distribution of the  
Tampo Linear Highbay is specifically designed for aisle lighting. 
Offering superb optical performance with high luminaire efficiency  
the Tampo Linear Highbay is a comprehensive lighting solution  
for industrial and commercial applications.

Energy efficiency is a crucial element in this sector and our efficacy  
is leading the way, exceeding 140 lumens per watt.

LPA highbays have a projected lamp life of 50,000 hours (L70).

Applications: Warehouses, loading bays, bulk stores, shopping centres

PRODUCT FEATURES

• Light output, up to 34,500Lm

• Efficacy (up to 146Lm/W) delivering superior energy efficiency

• Ideal for industrial application

• Projected lamp life of 50,000 hours

• Colour rendering exceeds CRI:78 

• Beam Angle: 55x130°

• CCT option 5000K 

• Protection rating IP65

• IK10 minimum impact resistance

• Suspended and surface mounting option

• Available colours white and silver

• Dimming available on request

• Direct connection

• Five Year Warranty

TAMPO LINEAR HIGHBAY SERIES Dimensions 686/986/1286x190x118mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-LHB-1205K NICHIA 17500Lm 120W 5000K 55x130°

LPA-LHB-1505K NICHIA 21200Lm 150W 5000K 55x130°

LPA-LHB-1805K NICHIA 26000Lm 180W 5000K 55x130°

LPA-LHB-2105K NICHIA 29200Lm 210W 5000K 55x130°

LPA-LHB-2405K NICHIA 34500Lm 240W 5000K 55x130°

CRI Driver Material Voltage Colour Dimming

>78 MEAN WELL Aluminium 110v-277v WH / SIL 0-10V / DALI

  

LPA-LHB-120

LPA-LHB-150 LPA-LHB-180

LPA-LHB-240

LPA-LHB-210

HIGHBAY

ANNU LOWGLARE HIGHBAY 
To solve glare in industrial lighting the Annu low glare highbay  
provides the perfect solution. The 108pcs reflectors offer 26 degree 
shielding angle and make it perfect for glare control. Over 60% energy 
saving in comparison to ceramic metal halide these LED highbays  
offer exceptional lighting in mid to high ceiling applications,  
providing significant cost savings on both energy consumption  
and maintenance costs.

PRODUCT FEATURES

• Light output, up to 22,900Lm

• Efficacy (up to 140Lm/W) delivering superior energy efficiency

• Ideal for industrial application

• Projected lamp life of 50,000 hours

• Colour rendering exceeds CRI:80

• Beam Angle: 60°/80°/110°

• CCT options 4000K / 5000K 

• Protection rating IP65

• IK10 minimum impact resistance

• UGR <19

• Surface, rod suspension, hook and wall mounting options

• Available colours black, white and silver

• Dimming available on request

• Direct connection

• Five Year Warranty

ANNU LOWGLARE HIGHBAY Dimensions Ø399x136,Ø261mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-LGHB-855K SAMSUNG 10800Lm 85W 5000K 60°/80°/110°

LPA-LGHB-1255K SAMSUNG 17600Lm 125W 5000K 60°/80°/110°

LPA-LGHB-1555K SAMSUNG 21000Lm 155W 5000K 60°/80°/110°

LPA-LGHB-1655K SAMSUNG 22900Lm 165W 5000K 60°/80°/110°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 110v-277v BL / WH / SIL 0-10V / DALI
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Wall Mira 45 Wall Mira 45 Wall Mira 45

Brick light

Mira 45

Mira 65

Mira 150

Wall Mira 65

Lyras 35

Brick light

Mira 45

Mira 65

Mira 220

Wall Mira 65

Lyras 45

Wall Mira 45LT

Mira 45

Mira 65

Mira 220

Wall Mira 65

Lyras 65

Wall Mira 45

Mira 45

Mira 65

Wall Mira 65

Wall Mira 45

Mira 45

Mira 65

Wall Mira 65

Wall Mira 45

Mira 45

Mira 65

Lyras 160 Lyras 160 Graphite (NHG)

Wall Mira 65

Contact your local LPA representative for further information

EXTERIOR PROJECTORS LEDS

EXTERIOR WALL RECESSED LEDS

EXTERIOR INGROUND LEDS

Landa Illuminotecnica SPA – Italy offers a  
wide selection of superior quality lighting fixtures 
for gardens and outdoors.



FLOODLIGHT FLOODLIGHT

FAME FLOODLIGHT
Whether it’s for safety and security or decorative illumination our 
floodlights are the ideal solution for any industrial or commercial 
application. They are sleek and compact, yet robust and powerful,  
and the efficacy of our SMD technology exceeds 100Lm/W. As with 
other ranges, our focus is on flexibility so our range spans from  
30W for a perimeter or storage yard, right up to 200W for a  
sporting arena or hardstand.

LPA floodlights are manufactured from powder coated die cast 
aluminium with stainless steel clips, a toughed glass clear diffuser  
and a steel mounting bracket. 

LPA floodlights have a projected lamp life of 50,000 hours (L70).

Applications: External security lighting, loading bays, parking and 
hardstands, recreation and sporting arenas.

PRODUCT FEATURES

• Light output, up to 20,000Lm

• Efficacy (up to 105Lm/W) delivering superior energy efficiency

• Ideal for all industrial and commercial applications

• Life time 50,000 hours (L70)

• Colour rendering exceeds CRI:80

• Beam Angle: 105°

• Standard CCT 5000K

• A full range of illumination levels to provide mounting height flexibility

• A full range of light management accessories

• Available in black and silver

• Not suitable for dimming

• Direct connection

• Five Year Warranty

FAME FLOODLIGHT SERIES Dimensions 200x167x40mm / 265x220x50mm/345x295x60mm / 400x360x60mm

Model Source Lumen Output System Power CCT Beam Angle

LPA-FL-167-305K LG 3000Lm 30W 5000K 105°

LPA-FL-220-505K LG 5000Lm 50W 5000K 105°

LPA-FL-295-955K LG 10000Lm 95W 5000K 105°

LPA-FL-360-2005K LG 20000Lm 200W 5000K 105°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 220-240VAC BK / SIL 0-10V / DALI optional

  

FL-220-50

FL-295-95 FL-167-30 FL-360-200

IES files, technical, warranty information is available on request via lpalighting.com  LPA LIGHTING AND ENERGY SOLUTIONS    61



SHOEBOX SHOEBOX

SHOEBOX
Shoebox style floodlights are ideal for areas where light spill must 
be closely contained. It might be car parks, tennis courts, or a similar 
application where a precise level of light is essential but where 
complying with ordinances or just being a good neighbour is just  
as necessary.

Our range is focussed on performance and flexibility with power 
options from 120W right through to 400W, delivering luminous flux  
up to 50,000 lumens.

LPA Shoebox floodlights are designed for post top mount and are 
manufactured from powder coated die-cast aluminium with an  
ingress protection rating of IP65.

LPA shoebox floodlights has a projected lamp life of 100,000 hours 
(L70).

Applications: External security lighting, loading bays,  
parking and hardstands, recreation and sporting arenas. 

PRODUCT FEATURES

• Light output, up to 46,700Lm

• Efficacy (up to 126Lm/W) delivering superior energy efficiency

• Ideal for all industrial and commercial floodlight applications

• Life time 100,000 hours (L70)

• Colour rendering exceeds CRI:80

• Beam Angle: 80x105°

• Standard CCT 5000K

• Multiple mounting options

• Post top mount with 150° adjustment

• Low glare and controlled spill

• Available colours black and silver

• Dimming available on request

• Direct connection

• Five Year Warranty

SHOEBOX SERIES
Model Source Lumen Output System Power CCT Beam Angle

LPA-SB-ST9-1205K NICHIA 14200Lm 120W 5000K 80X105°

LPA-SB-ST9-1505K NICHIA 19000Lm 150W 5000K 80X105°

LPA-SB-ST9-2005K NICHIA 23000Lm 200W 5000K 80X105°

LPA-SB-ST9-3005K NICHIA 36800Lm 300W 5000K 80X105°

LPA-SB-ST9-4005K NICHIA 46700Lm 400W 5000K 80X105°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 220-240VAC BK / SIL 0-10V / DALI optional

  

SB-ST9-120/150

SB-ST9-200 SB-ST9-300 SB-ST9-400
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STREETLIGHT STREETLIGHT

SLIM STREETLIGHT
Our Slim streetlights are ideal for areas where light spill must be  
closely contained. Dedicated design for narrow road, alleys and  
public places or a similar application where a precise level of light  
is required. LPA Slim floodlights are designed for post top mount  
and are manufactured from powder coated die-cast aluminium  
with an ingress protection rating of IP65.

LPA streetlights have a projected lamp life of 100,000 hours (L70).

Applications: parks, gardens, courtyards, residential streets, rural roads. 

PRODUCT FEATURES

• Light output, up to 7,600Lm

• Efficacy (up to 127Lm/W) delivering superior energy efficiency

• Ideal for industrial and commercial applications

• Lamp life projection up to 50,000 hours

• Colour rendering exceeds CRI: 80

• Available 80x150° beam angle

• CCT option 5000K

• Protection rating IP65

• Savings up to 50% compared to Metal Halide

• Optional Opal lens

• Optional Prismatic lens

• Multiple installations

• Available colours black or silver

• Not suitable for dimming

• Flex and plug or direct connection

• Five Year Warranty

SLIM STREETLIGHT SERIES
Model Source Lumen Output System Power CCT Beam Angle

LPA-ST-ST7-30 NICHIA 3700Lm 30W 5000K 80X105°

LPA-ST-ST7-60 NICHIA 7600Lm 60W 5000K 80X105°

CRI Driver Material Voltage Colour Dimming

>80 MEAN WELL Aluminium 220-240VAC BK / SIL / GR / WH Not suitable
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Securlite specialise in lighting for public spaces and buildings. 
Securlite offer decorative and technical lighting resistant to extreme vandalism.

Please contact your LPA representative for further information

PRODUCT FEATURES
• Anti-ligature

• Vandal-resistant

• Anti-corrosion

• Fire resistant

• Maximum energy efficiency

• VK® vandal resistance rating

• A minimum mechanical strength 
 corresponding to IK10

• Suitable for correctional environments, 
 car parks, transport hubs and 
 public spaces

Borgo

ESL Stainless

Vauban

Rondo

Mini Borgo

Titan S4

Vauban-E

Rueda

P600 A

Titan Compact

Soffite

Akita

P600 E

Titan C95

Senspot

Effice

Fila

Titan Compact Angle

Urbaline

Effice Noir





LPA has been partnering with some of the world’s leading brands,  
delivering successful lighting solutions for over 25 years.

During that time we have delivered thousands of projects for  
our clients across the globe, from the very simplest lighting  
supply project to highly complex, multi-year programs of work.  
To this day, we continue to support those clients all over the world.

LPA has built a reputation as a company at the very forefront  
of lighting design, innovation, R&D and outstanding service.

We Build Partnerships
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