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TEST REPORT
Application No.: FYCR2209000362AT
Applicant: Razer Inc.
Address of Applicant: 9 Pasteur, Suite 100, Irvine, California 92618 United States
Manufacturer: Razer (Asia-Pacific) Pte Ltd

Address of Manufacturer:

Factory:
Address of Factory:

Equipment Under Test (EUT):

Razer SEA HQ, 1 one-north Crescent, #02-01, Singapore 138538
Razer Technology and Development (Shenzhen) Co., Ltd

East Wing, 3rd Floor, Block 2, Phase 1 of Vision Shenzhen Business Park,
Keji South Road, Hi-Tech Industrial Park, Shenzhen 518057, China

EUT Name: Gaming Speakers

Model No.: RZ05-0474, RZ05-0474XXXX-XXXX (X can be 0-9 or A-Z, denote different
business purpose) *

- Please refer to section 2 of this report which indicates which model was
actually tested and which were electrically identical.

Trade Mark: RAZER

FCC ID: RWO-RZ050474

Standard(s) : 47 CFR Part 15, Subpart C 15.247

Date of Receipt: 2022-09-08

Date of Test: 2022-09-14 to 2022-09-27

Date of Issue: 2022-10-10

Test Result: Pass*

* In the configuration tested, the EUT complied with the standards specified above.

Winkey Wang
EMC Technical Manager
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Radio Spectrum Technical Requirement

Item Standard Method Requirement Result
Antenna Requirement N/A 4071%":2%5 Zrtlgé;u(g;)&r)t Pass
Other requirements | 47 CFER Part 15
Frequency Hopping | gyppart ¢ 15.247
Spread Spectrum P N/A 42%';25?{;)1(% (Sl;b(rﬁ?rt Pass
System Hopping ’ ).
Sequence
Radio Spectrum Matter Part
Item Standard Method Requirement Result
Conducted Emissions ANSI C63.10 (2013) | 47 CFR Part 15, Subpart
at AC Power Line Section 6.2 C 15.207 Pass
(150kHz-30MHz) ' '
Conducted Peak ANSI C63.10 (2013) | 47 CFR Part 15, Subpart Pass
Output Power Section 7.8.5 C 15.247(b)(1)
. ANSI C63.10 (2013) | 47 CFR Part 15, Subpart
20dB Bandwidth Section 7.8.7 C 15.247(a)(1) Pass
Carrier Frequencies ANSI C63.10 (2013) | 47 CFR Part 15, Subpart Pass
Separation Section 7.8.2 C 15.247a(1)
Hopping Channel ANSI C63.10 (2013) | 47 CFR Part 15, Subpart Pass
Number Section 7.8.3 C 15.247a(1)(iii)
Dwell Time ANSI C63.10 (2013) | 47 CFR Part 15, Subpart Pass
47 CFR Part 15, Section 7.8.4 C 15.247a(1)(iii)
Conducted Band | Subpart C 15.247 | ANS| €63.10 (2013) | 47 CFR Part 15, Subpart Pass
Edges Measurement Section 7.8.6 C 15.247(d)
Conducted Spurious ANSI C63.10 (2013) | 47 CFR Part 15, Subpart Pass
Emissions Section 7.8.8 C 15.247(d)
Rav‘v’r'ﬁéidfaE"r?r'ftsk:‘é”S ANSI C63.10 (2013) | 47 CFR Part 15, Subpart | ,___
. Section 6.10.5 C 15.205 & 15.209
restricted bands
REan‘:::;?gnipé’é:g;‘vs ANSI C63.10 (2013) | 47 CFR Part 15, Subpart |
Section 6.4,6.5 C 15.205 & 15.209
1GHz
Radiated Spurious ANSI C63.10 (2013) | 47 CFR Part 15, Subpart
Emissions Above Pass

1GHz

Section 6.6

C 15.205 & 15.209
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Declaration of EUT Family Grouping:

Model No.: RZ05-0474, RZ05-0474XXXX-XXXX (X can be 0-9 or A-Z, denote different business
purpose)

Only the model RZ05-0474 was tested, since according to the declaration from the applicant, the
electrical circuit design, PCB layout, components used, internal wiring and functions were identical for
all the above models, with only difference on model nhame and product customization including and not

limited to color and printed design.

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,

subject to Terms and Conditions for Electronic Documents a -TTwww.sgs.com/en/ Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification ang Jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s I'ndmgs at the time of its intervention only and within the limits of

Client's instructions, if any. The C 's sole is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obllgations under the ts. This d cannot be reproduced
except in full, wlthout prior wrlnen pp! of the Comp p $ery or falsification of the content or
:f” . _‘.._ o and offenders may d (o the fullest extent of the law. Unless otherwise stated the

< results shown i |n lhls test report refer onl¥ (o the sample(s) testeJ‘and such sample(s) are retained for 30 days only.
Inspemon&TestmgSerwces (“ Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Fuyong ab. Xinkong TechnoPark, Fengtang Road, Fuyong Subdistict, Bao'an, Shenzhen, China 518103 t (86-755) 88663988 f (86-755) 26710594 www.sgsgroup.com.cn
B F - SREEAGERBAESERHREAEIRE  #4%: 518103 1 (86-755)88663988 f (86-755)267105%4 sgs.china@sgs.com

Member of the SGS Group (SGS SA)



Compliance Certification Services (Kunshan) Inc. Shenzhen Branch

SZCCS-TRF-01 Rev. Al Aug01,2022 Report No.: FYCR220900036201

Page: 50f 104

3 Contents

Page

COVER PAGE ... .ottt et et e et e e e et e e e et e e e e et e e e eatn e e eataeeeestaeeensannnas 1
TEST SUMM A RY oottt ettt ettt e e ettt e e e et e e e e ta e e e eata e e e st e setaaeeeatneerenanaaeees 3
CON T EN T S Lo ettt oottt e e ettt e e ettt e e e e et e eeeeta e e e e stn e eetaa e eeetaaeeeatn e sestaaeeetanaeennnnsnns 5
GENERAL INFORMATION ..ottt ettt et e e et e e et e e e e et e e e eatn e e e eaaaeeeetaeeeesansnas 7
4.1 DETAILS OF E.U. T . oottt e e et e e et e e e ettt e e et et e e e st e e eeta e eeeaan e seannaererans 7
4.2 DESCRIPTION OF SUPPORT UNITS ... ittt e et ee ettt e e et e e e et e e ettt e e e e st e e e e st e e eeta e aeeaan e sesaneerernns 7
4.3 MEASUREMENT UNCERTAINTY .iittuiiiitiietittee ettt eeetteeeeett e eeestaee s st aeee st aaeestnseee st eesstaaaeestnesesnnaaersrnns 7
4.4 =3l el 1 To ] N PO PPPTR PPN 9
4.5 LI =ES3 o7 Xoi [ 1 PO UPP PRSP 9
4.6 DEVIATION FROM STANDARDS .....uuuiiitiietttt e eetet e eeeetaee ettt aeesata e e ettt eeeetaaaaeestaeesstaeesstaaeessnnaesernaaaersrnns 9
4.7 ABNORMALITIES FROM STANDARD CONDITIONS ...uuuiiitiieiitiaeeeeeteeeetteeeeetaeeeeata e sssanaeesetaaeeestneesennaeeees 9
L@ 8 111V A I I 1 RPN 10
RADIO SPECTRUM TECHNICAL REQUIREMENT ....uuiiiiiiiicee ittt e e e e e eeaaae 14
6.1 ANTENNA REQUIREMENT ....iittuieiiitteeeetie e ettt e e eetta e ee s et ee e e st eesetaaaeesan e eetaasasstanaaesatnsesesnnaaerstnnaaersnnaes 14
B.1.1 TSt REQUIFEIMENT ..ottt e sttt e e st e e e s b e e e e sbb et e e sbnn e e e annreee s 14
ST A o o o] 111 (] o [T 14
6.2 OTHER REQUIREMENTS FREQUENCY HOPPING SPREAD SPECTRUM SYSTEM HOPPING SEQUENCE ........ 15
6.2.1 TSt REQUITEIMENT ..ottt ettt ettt e e st e e s bb et e e s bb et e e sbneeeesnnreeenn 15
STV o o o] [T 1= (o] o [P 15
RADIO SPECTRUM MATTER TEST RESULTS ... .ot 17
7.1 CONDUCTED EMISSIONS AT AC POWER LINE (150KHZ-30MHZ)......cooiiiiiiiiiiiiiie e 17
4 S R =~ U @ o1 -1 (o] o B PP PP PP OUPPPPPPP 17
7.1.2  TeSt MOUE DESCIIPLION ...ceeiitiiiieiitiee ettt ettt e e bt e e sbb et e e s bb e e e sbn et e e sbne e e e annreee s 17
7.1.3 TSt SEUP DIAGIAM ... .ttt b et e sttt e e s bttt e s b et e e abnn e e e snnreee s 18
7.1.4 Measurement Procedure and Data...........ccuuuuiiiiiiiiiieiiiiee et e e e et e s e e e e e e eae e e e e e e eeeaaas 18
7.2 CONDUCTED PEAK OUTPUT POWER ... .iiitiieeiit ettt e et e e e e e e e e e te e e et eeeeaa e e ebaaeeeeeaans 21
% R =N U R O o1 -1 (o] o B PO PO PO UP PP SUPPP 21
7.2.2 TSt MOUE DESCIIPIION ...ceeiitiiiei ittt ettt et ettt e e st et e e s bt e e abn e e e e sbneeeesnnreee s 21
7.2.3 TSt SEUP DIAGIAM ... .ttt e e st e e s bt e e s bb et e e sbnn e e e snnreee s 21
7.2.4 Measurement Procedure and Data...........couuuuiiiiiiiiiieiiiee e e e e e e e e e e e e e e et e e e e s eeeaaas 22
7.3 20DB BANDWIDTH . .ecttiiiitte e ettt e et e ettt e e ettt e e et e e e et e e e e eaaa e e e et eeseta e e e eatn e e e st eesetaeeeesansesesaneeeerans 23
RS T R =N U A @ o1 -1 (o] o B PSPPSR OUPPPOPPP 23
7.3.2 TSt MOUE DESCIIPLION ...ceeiiiiieee ittt ettt ettt et ekt e e sttt e s bttt esbb et e e sbbneeesnnreee s 23
7.3.3 TSt SEUP DIAGIAIM ... .ttt bt e sttt e s bb et e e st e e e e sbne e e e annreee s 23
7.3.4 Measurement Procedure and Data...........ccuuuuiiiiiiiiiieiiiee et e e e e e e e e e e e e e e e eeeraa 23
7.4 CARRIER FREQUENCIES SEPARATION .. ..cuuuietitti e ettt e ettt ee e et e e e e tae e e e eteeeeeata e e e st e eeetaaeeeesan e sesaneeeeerans 24
A R =N O @ o1 -1 (o] o BSOSO P OUPPPOPPP 24
7.4.2  TeSt MOUE DESCIIPLION ...ceeiitiiieiiitie ettt ettt ettt et e e st et e e s bbbt e e abb et e e sbbe e e e snnreeean 24

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditi for El a _g 'www.sgs.com/en/Terms-an| CondmonsITerms -e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and wnhm the limits of
Client's instructions, if any. The Company's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the (ransacllon documents This document cannot be reproduced

-5 except in full, without prior written approval of the Comp Any or%ery or falsification of the content or

Ly U appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
TR results shown in this test report raferonl}/ to the sample(s) tested and such sample(s) are retained for 30 days only.

TeslmgSemces Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755)8307 1443,

or email: CN.Doccheck@sgs.com
Fuyong lab. Xinlong TechnoPark, Fengtang Road, Fuyong Subdistict, Bao'an, Shenzhen, China 518103 t (86-755) 88663988 f (86-755) 26710594 www.sgsgroup.com.cn
B F - SREEAGERBAESERHREAEIRE  #4%: 518103 1 (86-755)88663988 f (86-755)267105%4 sgs.china@sgs.com

Member of the SGS Group (SGS SA)



Compliance Certification Services (Kunshan) Inc. Shenzhen Branch

SZCCS-TRF-01 Rev. A/0 Aug01,2022 Report No.: FYCR220900036201
Page: 6 of 104

T.4.3 TSt SEUP DIAGIAM .. .ceeiiii ettt e e st bt e e s bttt e sttt e e sbbneeesnnreee s 24
7.4.4 Measurement Procedure and Data..........ccuuuuiiiiiiiiiieiiiies ettt e e e e e e e e e eee e s e e e s eeerans 24
7.5 HOPPING CHANNEL NUMBER .....ieiiiiitttiieeeeeseetitae s e e e s eesttaa s eeeaesststaaa e seaeeeestanaseeeseessstannsaeeseresstnnnnnss 25
4% TS R =N O A @ o7 -1 (o] o P PSRRI 25
7.5.2  TeSt MOUE DESCIIPLION ...ceeiiitiiieiiiiiee ettt ettt ettt e et bt e e sbb et e e sbbe e e e sbb e e e e sabbneeesnbneee s 25
7.5.3 TSt SEIUP DIAGIAIM ... uveiiii ittt ettt e e s bttt e e s bbbt e e sbb e e e e sabbbeaesnbneee s 25
7.5.4 Measurement Procedure and Data...........ccuuuuiiiiiiiiieiiiiee e ee et e e e e s e e e e e e eee e e e e e s eeeaaes 26
7.6 D T I =P 27
4TS R = O I @ o 7T -1 {0 o PO PRSPPI 27
7.6.2 TSt MOUE DESCIIPLION ...ceiiiiiiiieiiitiee ettt ettt ettt e ettt e e s bt e e e sbb et e e sbb e e e sbbbeeeannneee s 27
TR T =T ST (E o D= To | = o P USSP 27
7.6.4 Measurement Procedure and Dala...........ccuuuuiiiiiiiiieiiiiee e e e e e e e e e s e e seeb e e e e e s eeeaaes 28
7.7 CONDUCTED BAND EDGES MEASUREMENT ....cvttuuieteeetietttttiieeeeeseastannaseeesssssstnnneeeeessessnnnneeesersssmnnnns 29
A A% R =N O A @ o1 -1 (o] o PP SO PPSTPP 29
T7.7.2  TeSt MOUE DESCIIPLION ...ceiiiuiiiieeiitiee ettt ettt ettt e ettt e e sbb et e e sbb e e e e abb e e e e sabbneeesnbneee s 29
T7.7.3 TSt SEIUP DIAGIAIM ....eeiiee ettt ettt e e s bb et e e sbb et e e abb et e e sabbaeaesnbneee s 30
7.7.4 Measurement Procedure and Data...........ccuuuuiiiiiiiiieiiiiee e eee e e e e e et e s e e e e e e e eeb e e e e e s eeeraes 30
7.8 CONDUCTED SPURIOUS EMISSIONS. .. ..uuiiieiiiiittiiieseeeseeetatis s e e e e esseatanaaasaeesesesssann e seaeseestnnaaeeeseressrnnnnns 31
AR TS R =N O @ o7 =1 {0 o PSPPSR 31
7.8.2 TSt MOUE DESCIIPLION ...ceiiiitiiieiiiiiee ettt ettt ettt et e et b et e e sbb et e e sbb e e e e abb e e e e sabbneeesnbneee s 31
AR S e T =T ST (E o B T= Vo | = o PSSRSO 31
7.8.4 Measurement Procedure and Dala...........ccuuuuiiiiiiiiieiiiiee et e e e e et e e e e e e e ee b e e e e s eearans 32
7.9 RADIATED EMISSIONS WHICH FALL IN THE RESTRICTED BANDS .....cccvvtviieieeeiieersiieeseeeseeessssnseeeseseessannnnns 33
TS R = O A @ o 7T -1 (o] o PSR ROUPPP PP 33
7.9.2  TeSt MOUE DESCIIPLION ...ceiiiiiiiieeiiiiee ettt ettt e ettt e e sbb et e e sbb e e e e sbb e e e e sbbeeaesneneee s 33
e T =T ST (E o D= To | = o PSSP ST 34
7.9.4 Measurement Procedure and Data...........ccuuuuiiiiiiiiieeiiiee i e e e e e s e e e e e e sea b e e e e s eeeraas 34
7.10 RADIATED SPURIOUS EMISSIONS BELOW LGHZ. ...ttt 39
7.10.1 S I @] T=T = o D PP PTPPRNE 39
7.10.2 TESt MOAE DESCIIPLION. ....ciiteiei ittt ettt e rtb e e ettt e e e e bt e e e e nbbe e e e eebeas 39
7.10.3 TESE SEUP DIAGIAIM.....eeiiiiiiiie ettt e e e bt e e e e nbb e e e e nbbe e e e enreas 40
7.10.4 Measurement Procedure and Datal...........coouuuuuiiiiiiiiiiiiiee e e e e e e s e erab e eaes 40
7.11 RADIATED SPURIOUS EMISSIONS ABOVE LGHZ .....uiiiiiiiiiic ettt e e e 43
7.11.1 S O @] T=T = o DR 43
7.11.2 TESt MOAE DESCIIPLION. ..c.ciiteiee ittt ettt e ettt e ettt e e e snb e e e e nnbe e e e e nnbeeeeeereas 43
7.11.3 BT ST (N o B T= To | = o P PP RP PR 43
7.11.4 Measurement Procedure and DaAtal...........coeuuuuuieiiiiiiieiiiee e eee e e e e e e e e e s e e evar e eeaees 44
8 L S RS =l LU = = [ I 1 2 51
9 EUT CONSTRUCTIONAL DETAILS (EUT PHOTOS) ...coociiiiieeie et et e e s seeee e e e e s s nnnieene e e e e e annnnes 51
O T o N1 R 52

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditi for El at hitp://www.sgs.com/en/Terms-an -Conditions/Terms-e-Document. aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client's instructions, if any. The Company's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the (ransactlon documents This document cannot be reproduced
except in full, without prior written approval of the Comp Any or%ery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report raferonl¥ to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at te wcphon(‘, (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Fuyong ab. Xinkong TechnoPark, Fengtang Road, Fuyong Subdistit Bao'an, Shenzhen, China 518103 t (86-755) 88663988  f (86-755) 26710594 www.sgsgroup.com.cn
B F - SREEAGERBAESERHREAEIRE  #4%: 518103 1 (86-755)88663988 f (86-755)267105%4 sgs.china@sgs.com
I

Member of the SGS Group (SGS SA)



Compliance Certification Services (Kunshan) Inc. Shenzhen Branch

SZCCS-TRF-01 Rev. A/0 Aug01,2022

Page: 7 of 104

General Information

4.1 Details of E.U.T.
Power Supply: Gaming Speaker:
AC adapter model: S040QM1800200
Input: 100-240V 50/60Hz 1.0A Max.
Output: 36W 18V/2.0A
Cable(s): USB-A to USB-C cable 200cm unshielded with-core
Gaming Speaker: Adapter dc cable 212cm unshielded
Connecting line 205cm unshielded
Operation Frequency: | 2402MHz to 2480MHz
Bluetooth Version: V5.3 Dual mode
Modulation Type: GFSK, pi/l4dDQPSK, 8DPSK
Number of Channels: 79
Channel Spacing: 1MHz
_Srggﬁarglr:gaoread Frequency Hopping Spread Spectrum(FHSS)
Antenna Type: PCB Antenna
Antenna Gain: 4.68dBi
Remark 1: The information in this section is provided by the applicant or manufacturer, SGS is not
liable to the accuracy, suitability, reliability or/and integrity of the information.
Remark 2: EUT was tested at 120 VAC, 50 / 60Hz and 240 VAC, 50 / 60Hz, and only the worst data
120 VAC, 60Hz were retained in the report.
4.2 Description of Support Units

Description

Manufacturer Model No. Serial No.

The EUT has been tested as an independent unit.

4.3 Measurement Uncertainty

Test Item Measurement Uncertainty
Conducted Emissions at AC Power Line (150kHz-30MHz) 1 2.1 dB (9kHz to 30MHz)

Conducted Peak Output Power +0.8dB
20dB Bandwidth +0.3%
Carrier Frequencies Separation +0.3%
Hopping Channel Number +0.3%
Dwell Time +0.3%
Conducted Band Edges Measurement +2.7dB
Conducted Spurious Emissions +2.7dB
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Radiated Emissions which fall in the restricted bands

1 4.4dB (Above 1GHz)

Radiated Spurious Emissions Below 1GHz

+ 3.1dB (Below 1GHz)

Radiated Spurious Emissions Above 1GHz

+ 4.4dB (Above 1GHz)
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4.4 Test Location
All tests were performed at:

Compliance Certification Services (Kunshan) Inc. Shenzhen branch.
Fuyong lab. Xinlong TechnoPark,Fengtang Road, Fuyong Subdistrict, Bao’an, Shenzhen, China

Tel: +86 755 8866 3988 Fax: +86 755 2671 0594
No tests were sub-contracted.

4.5 Test Facility
The test facility is recognized, certified, or accredited by the following organizations:
* A2LA (Certificate No. 6606.01)

Compliance Certification Services (Kunshan) Inc. Shenzhen branch is accredited by the American
Association for Laboratory Accreditation(A2LA). Certificate No. 6606.01.

* FCC —-Designation Number: CN1322

Compliance Certification Services (Kunshan) Inc. Shenzhen branch has been recognized as an
accredited testing laboratory.

Designation Number: CN1322. Test Firm Registration Number: 718073
e Innovation, Science and Economic Development Canada

Compliance Certification Services (Kunshan) Inc. Shenzhen branch has been recognized by ISED
as an accredited testing laboratory.

CAB identifier: CN0129.

IC#: 28189.

4.6 Deviation from Standards
None

4.7 Abnormalities from Standard Conditions
None
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5 Equipment List
Conducted Emissions at AC Power Line (150kHz-30MHZz)
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
Shielding Room CRT N/A SEMO001-14 2021/7/13 2024/7/12
EMI Test Receiver Rohde & Schwarz ESCI SEMO004-01 2022/7/12 2023/7/11
Two-Line V-Network Rohde & Schwarz ENV216 SEMO007-16 2022/7/12 2023/7/11
Two-Line V-Network Rohde & Schwarz ESH3-75 SEMO007-22 2022/1/10 2023/1/9
Measurement Software AUDIX es V8'227014'6' N/A N/A N/A
Conducted Peak Output Power
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
Power Sensor Erika Fiedler U2021XA SEMO009-15 2022/7/12 2023/7/11
Power Sensor Erika Fiedler U2021XA SEMO009-16 2022/7/12 2023/7/11
Progrfggmg'e DC Chroma 62024P-80-60 | SEMO011-09 | 2022/7/12 | 2023/7/11
Attenuator Huber+Suhner 6620—31MA'50' SEM021-09 | 2022/7/12 | 2023/7/11
20dB Bandwidth
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
MXA Signal Analyzer KEYSIGHT N9020A SEMO004-25 2022/5/30 2023/5/29
Progr%’gmgg'e DC Chroma 62024P-80-60 | SEM011-09 | 2022/7/12 | 2023/7/11
Attenuator Huber+Suhner 6620—31MA'50' SEM021-09 | 2022/7/12 | 2023/7/11
Measurement Software TST PASS TSI/E 'S‘SS N/A N/A N/A
Carrier Frequencies Separation
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
MXA Signal Analyzer KEYSIGHT N9020A SEMO004-25 2022/5/30 2023/5/29
Attenuator Huber+Suhner 6620—31MA'50' SEM021-09 | 2022/7/12 | 2023/7/11
Measurement Software TST PASS TSI/E 'S‘SS N/A N/A N/A
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Hopping Channel Number
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
MXA Signal Analyzer KEYSIGHT N9020A SEMO004-25 2022/5/30 2023/5/29
Attenuator Huber+Suhner 6620—81MA'50' SEM021-09 2022/7/12 2023/7/11
Measurement Software TST PASS TS-\F/ZP 'SSS N/A N/A N/A
Dwell Time
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
MXA Signal Analyzer KEYSIGHT N9020A SEMO004-25 2022/5/30 2023/5/29
Attenuator Huber+Suhner  |°°20SMASY sEmo21.00 | 202217112 | 20231711
Measurement Software TST PASS TS-\I-/E GSS N/A N/A N/A
Conducted Band Edges Measurement
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
MXA Signal Analyzer KEYSIGHT N9020A SEMO004-25 2022/5/30 2023/5/29
Attenuator Huber+Suhner  |°°20SMASY sEmo21.00 | 202217112 | 20231711
Measurement Software TST PASS TS-\I-/E 'SSS N/A N/A N/A
Conducted Spurious Emissions
Equipment Manufacturer Model No. [Inventory No.| Cal Date |Cal Due Date
MXA Signal Analyzer KEYSIGHT N9020A SEMO004-25 2022/5/30 2023/5/29
Attenuator Huber+suhner  [°°20SMAS0T semo21.00 | 200217112 | 2023171
Measurement Software TST PASS TS-\I-/E 'S‘SS N/A N/A N/A
Radiated Emissions which fall in the restricted bands
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
T”'O%'rfi;%idaba”d Schwarzbeck VULB9168 | SEMO003-33 | 2021/9/25 | 2024/9/24
Biconical Antenna Schwarzbeck VUBA9117 SEMO003-35 | 2021/12/26 | 2024/12/25
Loop Antenna ETS-LINDGREN 6502 SEMO003-36 2021/9/26 2024/9/25
MXE EMI receiver Agilent N9038A SEMO004-05 2022/7/12 2023/7/11
Pre-amplifier HP 8447D SEMO005-02 2022/7/12 2023/7/11
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Broad-Band Hom Schwarzbeck BBHA 9170 | SEMO003-15 | 2021/7/11 | 2024/7/10
Antenna
Broad-Band Horn
Antenna Schwarzbeck BBHA 9120D | SEMO003-32 2021/9/26 2024/9/25
Double-ridged ETS-LINDGREN 3117 SEMO003-34 | 2021/9/25 | 2024/9/24
waveguide horn
Spectrum Analyzer Rohde & Schwarz 101288 SEMO004-08 2022/7/12 2023/7/11
Low Noise Amplifier CLAVIIO BOLN et | sEM00s-05 | 2022712 | 202317111
Compliance
Pre-amplifier Directions Systems | PAP-2640-50 | SEM005-08 2022/7/12 2023/7/11
Inc.
Pre-amplifier Rohde & Schwarz CH14-H052 SEMO005-17 2022/7/12 2023/7/11
Pre-amplifier TST PASS LNA04080G30| SEMO005-27 2022/4/15 2023/4/14
Pre-amplifier TST PASS LNA10180G45| SEMO005-28 2022/4/15 2023/4/14
Measurement Software AUDIX o3 V8 2016 N/A N/A N/A
Radiated Spurious Emissions Below 1GHz
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
3m Anechoic Chamber CRT N/A SEMO001-13 2021/7/13 2024/7/12
s e Schwarzbeck VULB9168 | SEM003-33 | 2021/9/25 | 2024/9/24
Biconical Antenna Schwarzbeck VUBA9117 SEMO003-35 | 2021/12/26 | 2024/12/25
Loop Antenna ETS-LINDGREN 6502 SEMO003-36 2021/9/26 2024/9/25
MXE EMI receiver Agilent N9038A SEMO004-05 2022/7/12 2023/7/11
Pre-amplifier HP 8447D SEMO005-02 2022/7/12 2023/7/11
Measurement Software AUDIX e3 V8'227014'6' N/A N/A N/A
Radiated Spurious Emissions Above 1GHz
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
3m Anechoic Chamber CRT N/A SEMO001-13 2021/7/13 2024/7/12
MXE EMI receiver Agilent N9038A SEMO004-05 2022/7/12 2023/7/11
Pre-amplifier HP 8447D SEMO005-02 2022/7/12 2023/7/11
Broad-Band Horn Schwarzbeck BBHA 9170 | SEM003-15 | 2021/7/11 | 2024/7/10
Antenna
Broad-Band Horn
Antenna Schwarzbeck BBHA 9120D | SEMO003-32 2021/9/26 2024/9/25
Double-ridged ETS-LINDGREN 3117 SEMO003-34 | 2021/9/25 | 2024/9/24
waveguide horn
Spectrum Analyzer Rohde & Schwarz 101288 SEMO004-08 2022/7/12 2023/7/11
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Low Noise Amplifier CLAVIIO BDlélgles—gél& SEMO005-05 2022/7/12 2023/7/11
Compliance
Pre-amplifier Directions Systems | PAP-2640-50 | SEM005-08 2022/7/12 2023/7/11
Inc.
Pre-amplifier Rohde & Schwarz CH14-H052 SEMO005-17 2022/7/12 2023/7/11
Pre-amplifier TST PASS LNA04080G30| SEMO005-27 2022/4/15 2023/4/14
Pre-amplifier TST PASS LNA10180G45| SEMO005-28 2022/4/15 2023/4/14
Measurement Software AUDIX o3 V8 20146 N/A N/A N/A
General used equipment
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
Humidity/ Temperature Mingle THE07 SEM002-22 | 2022-07-12 | 2023-07-11
Indicator
Humidity/ Temperature Mingle TH607 SEM002-23 | 2022-07-12 | 2023-07-11
Indicator
Barometer DUMAI DYM3 SEMO002-24 | 2022-07-12 | 2023-07-11
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6 Radio Spectrum Technical Requirement

6.1 Antenna Requirement
6.1.1 Test Requirement:
47 CFR Part 15, Subpart C 15.203 & 15.247(b)(4)

6.1.2 Conclusion
Standard Requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the unit
so that a broken antenna can be replaced by the user, but the use of a standard antenna jack or
electrical connector is prohibited.

15.247(b) (4) requirement:

The conducted output power limit specified in paragraph (b) of this section is based on the use of
antennas with directional gains that do not exceed 6 dBi. Except as shown in paragraph (c) of this
section, if transmitting antennas of directional gain greater than 6 dBi are used, the conducted output
power from the intentional radiator shall be reduced below the stated values in paragraphs (b)(1),
(b)(2), and (b)(3) of this section, as appropriate, by the amount in dB that the directional gain of the
antenna exceeds 6 dBi.

EUT Antenna:

The antenna is integrated on the main PCB and no consideration of replacement. The best case gain
of the antenna is 4.68dBi.

Antenna location: Refer to internal photo.
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6.2 Other requirements Frequency Hopping Spread Spectrum System Hopping
Sequence

6.2.1 Test Requirement:
47 CFR Part 15, Subpart C 15.247(a)(1),(9),(h)

6.2.2 Conclusion
Standard Requirement:

The system shall hop to channel frequencies that are selected at the system hopping rate from a
Pseudorandom ordered list of hopping frequencies. Each frequency must be used equally on the
average by each transmitter. The system receivers shall have input bandwidths that match the
hopping channel bandwidths of their corresponding transmitters and shall shift frequencies in
synchronization with the transmitted signals.

Frequency hopping spread spectrum systems are not required to employ all available hopping
channels during each transmission. However, the system, consisting of both the transmitter and the
receiver, must be designed to comply with all of the regulations in this section should the transmitter
be presented with a continuous data (or information) stream. In addition, a system employing short
transmission bursts must comply with the definition of a frequency hopping system and must
distribute its transmissions over the minimum number of hopping channels specified in this section.

The incorporation of intelligence within a frequency hopping spread spectrum system that permits the
system to recognize other users within the spectrum band so that it individually and independently
chooses and adapts its hopsets to avoid hopping on occupied channels is permitted. The
coordination of frequency hopping systems in any other manner for the express purpose of avoiding
the simultaneous occupancy of individual hopping frequencies by multiple transmitters is not
permitted.

Compliance for section 15.247(a)(1):

According to Technical Specification, the pseudorandom sequence may be generated in a nine-stage
shift register whose 5th and 9th stage outputs are added in a modulo-two addition stage. And the
result is fed back to the input of the first stage. The sequence begins with the first ONE of 9
consecutive ONEs; i.e. the shift register is initialized with nine ones.

> Number of shift register stages: 9

> Length of pseudo-random sequence: 29 -1 = 511 bits

> Longest sequence of zeros: 8 (non-inverted signal)

Linear Feedback Shift Register for Generation of the PRBS sequence
An example of Pseudorandom Frequency Hopping Sequence as follow:

Each frequency used equally on the average by each transmitter.

According to Technical Specification, the receivers are designed to have input and IF bandwidths that
match the hopping channel bandwidths of any transmitters and shift frequencies in synchronization
with the transmitted signals.

Compliance for section 15.247(g):

According to Technical Specification, the system transmits the packet with the pseudorandom
hopping frequency with a continuous data and the short burst transmission from the Bluetooth
system is also transmitted under the frequency hopping system with the pseudorandom hopping
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frequency system.
Compliance for section 15.247(h):

According to Technical specification, the system incorporates with an adaptive system to detect other
user within the spectrum band so that it individually and independently to avoid hopping on the
occupied channels.

The system is designed not have the ability to coordinated with other FHSS System in an effort to
avoid the simultaneous occupancy of individual hopping frequencies by multiple transmitter.
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7 Radio Spectrum Matter Test Results

7.1 Conducted Emissions at AC Power Line (150kHz-30MHz)

Test Requirement 47 CFR Part 15, Subpart C 15.207
Test Method: ANSI C63.10 (2013) Section 6.2
Limit:
. Conducted limit(dBuV)
Frequency of emission(MHz) -
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.
Detector: Peak for pre-scan (9kHz resolution bandwidth) 0.15M to 30MHz

7.1.1 E.U.T. Operation
Operating Environment:
Temperature: 22.1°C Humidity: 52.4 % RH Atmospheric Pressure: 1020 mbar

7.1.2 Test Mode Description

Pre-scan / | Mode

Final test Code Description

Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditi for El a _g 'www.sgs.com/en/Terms-an| CondmonsITerms -e-| Document aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any ler of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and wnhm the limits of
Client's instructions, if any. The C 's sole r is to its Client and this documem does not exonerate parties to a
transaction from exercising all their rlghls and obllgam)ns under the 1 t cannot be reproduced
except in full, without prior written approval of the Company. Any for %ery or falsification of the content or
2 appearance of this document is and ders may be ted to the fullest extent of the law. Unless otherwise stated the
" <5 results shown in this test report referonl¥ (o the sample(s) lesteJland such sample(s) are retained for 30 days only.
Inspection & Testing Services Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Fuyong lab. Xirkong TechnoPark, Fengtang Road, Fuyong Subdistict, Bao'an, Sherzhen, China 518103t (86-755) 88663988  f (86-755) 26710594 www.sgsgroup.com.cn
HE - R - ERERAGERBAEEERBEERKIRE  #4: 518103 t (86-755)88663988 f (86-755)26710594 sgs.china@sgs.com
I

Member of the SGS Group (SGS SA)




Compliance Certification Services (Kunshan) Inc. Shenzhen Branch

SZCCS-TRF-01 Rev. A/0 Aug01,2022 Report No.: FYCR220900036201
Page: 18 of 104

7.1.3 Test Setup Diagram

Shielding Room

Test Receiver

=

Ground Reference Plane

7.1.4 Measurement Procedure and Data
1) The mains terminal disturbance voltage test was conducted in a shielded room.

2) The EUT was connected to AC power source through a LISN 1 (Line Impedance Stabilization
Network) which provides a 50ohm/50uH + 50hm linear impedance. The power cables of all other
units of the EUT were connected to a second LISN 2, which was bonded to the ground reference
plane in the same way as the LISN 1 for the unit being measured. A multiple socket outlet strip was
used to connect multiple power cables to a single LISN provided the rating of the LISN was not
exceeded.

3) The tabletop EUT was placed upon a non-metallic table 0.8m above the ground reference plane.
And for floor-standing arrangement, the EUT was placed on the horizontal ground reference plane.

4) The test was performed with a vertical ground reference plane. The rear of the EUT shall be 0.4 m
from the vertical ground reference plane. The vertical ground reference plane was bonded to the
horizontal ground reference plane. The LISN 1 was placed 0.8 m from the boundary of the unit under
test and bonded to a ground reference plane for LISNs mounted on top of the ground reference
plane. This distance was between the closest points of the LISN 1 and the EUT. All other units of the
EUT and associated equipment was at least 0.8 m from the LISN 2.

5) In order to find the maximum emission, the relative positions of equipment and all of the interface
cables must be changed according to ANSI C63.10 on conducted measurement.

Remark: Level=Read Level+ Cable Loss+ LISN Factor
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Test Mode: 00; Line: Live line

80 Level (dBuV)

70

/

/

10| —H 1

015 0.5 1 2 5 10 20 30
Frequency (MHz)

Site : Shielding Room
Condition: Line
Job No. : ©8362AT
Test mode: 9@
Cable LISN Read Limit  Owver
Freq Loss Factor Level Level Line Limit Remark

MHz dB dBé  dBuV  dBuV  dBuV dB

1 8.161% ©8.82 8.25 9.25 9,52 55.38 -45.86 Average
2 8.161% 8.82 B8.25 28.93 29.20 65.38 -36.18 (QF

3 8.2232 8.82 8.26 18.85 18.33 52.79 -42.37 Average
4 8.2232 8.82 B8.26 22.89 22.37 62.78 -48.33 (P

5 g8.5182 8.2 8.26 9.63 9.91 46.00 -36.89 Average
) 8.5182 8.82 8.26 25.84 25,32 56.80 -38.68 QP

7 3.6886 B.83 8.13 13.37 13.53 46.80 -32.47 Average
8 3.6806 B.83 B8.13 23.68 23.76 56.80 -32.24 (P

9 16.225% 8.85 8.15 38.1e 38.36 58.80 -19.64 Average
18 16.225% B8.85 8.15 33.63 33.83 68.80 -26.17 QP
11 29.8613 ©.88 B8.68 8.35 9.83 58.80 -48.97 Average
12 29.8613 0.8 0.6 21.78 22.46 68.80 -37.54 QP
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Test Mode: 00; Line: Neutral Line

80 Level (dBuV)

70

/

/

10 =1 3 1 L

015 0.5 1 2 5 10 20 30
Frequency (MHz)

Site : Shielding Room
Condition: Neutral
Job No. : ©8362AT
Test mode: 9@
Cable LISN Read Limit  Owver
Freq Loss Factor Level Level Line Limit Remark

MHz dB dBé  dBuV  dBuV  dBuV dB

1 8.5293 8.82 8.25 5.95 6£.22 46.80 -39.78 Average
2 8.5293 8.82 8.25 27.61 27.88 56.80 -28.12 (QF

3 3.6d18 8.83 8.12 12.76 12.91 46.80 -33.89 Average
4 3.6418 8.83 8.12 23.59 23.74 56.88 -32.26 QP

5 11.8211 .83 ©8.15 5.88 6.86 50.00 -43.94 Average
) 11.8211 8.83 8.15 16.66 16.84 68.80 -43.16 QP

7 16.22% B.85 8.19 27.34 27.58 58.80 -22.42 Average
8 16.22% B.85 8.19 33.84 33.28 68.80 -26.72 QP

9 25.8545% 8.88 8.39 17.33 17.80 58.80 -32.28 Average
18 25.8545 8.88 8.39 21.85 21.52 6B.80 -38.48 QP
11 27.1278 8.88 8.43 8.41 8.92 5B.80 -41.88 Average
12 27.1278  8.88 0.43 14.28 14.79 68.80 -45.21 QP
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7.2 Conducted Peak Output Power

Test Requirement 47 CFR Part 15, Subpart C 15.247(b)(1)
Test Method: ANSI C63.10 (2013) Section 7.8.5
Limit:
Frequency range(MHz) Output power of the intentional radiator(watt)
1 for 250 hopping channels
902-928 0.25 for 25< hopping channels <50

1 for digital modulation
1 for 275 non-overlapping hopping channels

2400-2483.5 0.125 for all other frequency hopping systems
1 for digital modulation
5725-5850 1 for frequency hopping systems and digital modulation

7.21 E.U.T. Operation
Operating Environment;
Temperature: 23.6 °C Humidity: 42.6 % RH Atmospheric Pressure: 1020 mbar

7.2.2 Test Mode Description

Pre-scan /| Mode

Final test | Code Description

Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4DQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.

7.2.3 Test Setup Diagram

Power Meter

= [z (=]
o o e
EYEHE]
= ] e ] |

=] E.U.T

Non-Conducted Table

Ground Reference Plane
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7.2.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.3 20dB Bandwidth
Test Requirement 47 CFR Part 15, Subpart C 15.247(a)(1)
Test Method: ANSI C63.10 (2013) Section 7.8.7

7.3.1 E.U.T. Operation
Operating Environment:
Temperature: 23.6°C Humidity: 42.7 % RH Atmospheric Pressure: 1020 mbar

7.3.2 Test Mode Description

Pre-scan / | Mode

Final test Code Description

Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4DQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.

7.3.3 Test Setup Diagram

Spectrum Analyzer

|=aji=afi=)
Vd e I e o
o I o

Vi

3

1]

0
1]
b

Non-Conducted Table

Ground Reference Plane

7.3.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.4 Carrier Frequencies Separation

Test Requirement 47 CFR Part 15, Subpart C 15.247a(1)
Test Method: ANSI C63.10 (2013) Section 7.8.2
Limit:

Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum of 25
kHz or the 20 dB bandwidth of the hopping channel, whichever is greater. Alternatively, frequency hopping
systems operating in the 2400-2483.5 MHz band may have hopping channel carrier frequencies that are
separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping channel, whichever is greater,
provided the systems operate with an output power no greater than 125 mW.

7.4.1 E.U.T. Operation
Operating Environment:
Temperature: 23.6°C Humidity: 42.4 % RH Atmospheric Pressure: 1020 mbar

7.4.2 Test Mode Description

Pre-scan / | Mode

Final test Code Description

Gaming Speaker-TX_Hop mode_Keep the EUT in frequency hopping mode with
Final test 01 GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes have been
tested and only the data of worst case is recorded in the report.

7.4.3 Test Setup Diagram

Spectrum Analyzer

o e f
As | Ooo;
o
— (o e

== E.U.T

Non-Conducted Table

Ground Reference Plane

7.4.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.5 Hopping Channel Number
Test Requirement 47 CFR Part 15, Subpart C 15.247a(1)(iii)
Test Method: ANSI C63.10 (2013) Section 7.8.3

Limit:

Frequency range(MHz) Number of hopping channels (minimum)
50 for 20dB bandwidth <250kHz

25 for 20dB bandwidth 2250kHz
2400-2483.5 15

5725-5850 75

902-928

7.5.1 E.U.T. Operation
Operating Environment;
Temperature: 23.6 °C Humidity: 42.3 % RH Atmospheric Pressure: 1020 mbar

7.5.2 Test Mode Description

Pre-scan /| Mode

Final test Code Description

Gaming Speaker-TX_Hop mode_Keep the EUT in frequency hopping mode with
Final test 01 GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes have been
tested and only the data of worst case is recorded in the report.

7.5.3 Test Setup Diagram

Spectrum Analyzer
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7.5.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.6 Dwell Time

Test Requirement 47 CFR Part 15, Subpart C 15.247a(1)(iii)
Test Method: ANSI C63.10 (2013) Section 7.8.4
Limit:
Frequency(MHz) Limit
902-928 0.4S within a 20S period(20dB bandwidth<250kHz)
0.4S within a 10S period(20dB bandwidth=250kHz)
2400-2483.5 0.4S within a period of 9.43 multiplied by the number
of hopping channels
5725-5850 0.4S within a 30S period

7.6.1 E.U.T. Operation
Operating Environment:
Temperature: 23.6 °C Humidity: 42.4 % RH Atmospheric Pressure: 1020 mbar

7.6.2 Test Mode Description

Pre-scan / | Mode

Final test | Code Description

Gaming Speaker-TX_Hop mode_Keep the EUT in frequency hopping mode with
Final test 01 GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes have been
tested and only the data of worst case is recorded in the report.

7.6.3 Test Setup Diagram

Spectrum Analyzer
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7.6.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.7 Conducted Band Edges Measurement

Test Requirement 47 CFR Part 15, Subpart C 15.247(d)
Test Method: ANSI C63.10 (2013) Section 7.8.6
Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall
be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in 815.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c).

7.7.1 E.U.T. Operation
Operating Environment:
Temperature: 23.6°C Humidity: 42.3 % RH Atmospheric Pressure: 1020 mbar

7.7.2 Test Mode Description

Pre-scan /| Mode

Final test | Code Description

Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.

Gaming Speaker-TX_Hop mode_Keep the EUT in frequency hopping mode with
Final test 01 GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes have been
tested and only the data of worst case is recorded in the report.
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7.7.3 Test Setup Diagram

Spectrum Analyzer
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Ground Reference Plane

7.7.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.8 Conducted Spurious Emissions

Test Requirement 47 CFR Part 15, Subpart C 15.247(d)
Test Method: ANSI C63.10 (2013) Section 7.8.8
Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall
be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in 815.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c).

7.8.1 E.U.T. Operation
Operating Environment:
Temperature: 23.6°C Humidity: 42.5 % RH Atmospheric Pressure: 1020 mbar

7.8.2 Test Mode Description

Pre-scan /| Mode

Final test | Code Description

Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.

7.8.3 Test Setup Diagram

Spectrum Analyzer
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7.8.4 Measurement Procedure and Data

Please Refer to Appendix for Details

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents a

-Jlwww.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification ané Jjurisdiction issues defined therein. Any holder of this document is

advised that information contained hereon reflects the Companys findings at the time of its intervention only and within the limits of

Client's instructions, if any. The C 's sole s to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obl:gatlons under the ts. This d cannot be reproduced
except in full, without prior wrmen pp! of the Company. An: forgery or falsification of the content or

nd “ ‘ to the fullesl extenl of the law. Unless otherwise stated the

of this a ma
results shown in this test report referonl to the sample(s) testerfand such sample(s) are retained for 30 days only.
Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Fuyongla.Xkng TeehoPatk,FegangRuaFuyong Sudtic, Baca,Sherzien, Crina 518103t (86-755) 88663988 f (86-755) 26710504  www.sgsgroup.com.cn
B F - SREEAGERBAESERHREAEIRE  #4%: 518103 1 (86-755)88663988 f (86-755)267105%4 sgs.china@sgs.com

Member of the SGS Group (SGS SA)



Compliance Certification Services (Kunshan) Inc. Shenzhen Branch
Report No.: FYCR220900036201

SZCCS-TRF-01 Rev. A/0 Aug01,2022

Page:

33 of 104

7.9 Radiated Emissions which fall in the restricted bands

Test Requirement
Test Method:
Measurement Distance: 3m

47 CFR Part 15, Subpart C 15.205 & 15.209
ANSI C63.10 (2013) Section 6.10.5

Limit:
Frequency(MHz) Field strength(microvolts/meter) | Measurement distance(meters)

0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30

30-88 100 3

88-216 150 3

216-960 200 3

Above 960 500 3

Remark: The emission limits shown in the above table are based on measurements employing a CISPR
guasi-peak detector except for the frequency bands 9-90kHz, 110-490kHz and above 1000 MHz.
Radiated emission limits in these three bands are based on measurements employing an average
detector, the peak field strength of any emission shall not exceed the maximum permitted average limits
specified above by more than 20 dB under any condition of modulation.

7.9.1 E.U.T. Operation
Operating Environment;
Temperature: 22.2°C 52.6 % RH

Humidity: Atmospheric Pressure: 1020 mbar

7.9.2 Test Mode Description

Pre-scan /| Mode Description
Final test Code P
Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4DQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.
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7.9.3 Test Setup Diagram
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7.9.4 Measurement Procedure and Data

a. For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters above the ground at
a 3 or 10 meter semi-anechoic chamber. The table was rotated 360 degrees to determine the position
of the highest radiation.

b. For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters above the ground at
a 3 meter fully-anechoic chamber. The table was rotated 360 degrees to determine the position of the
highest radiation.

c. The EUT was set 3 or 10 meters away from the interference-receiving antenna, which was
mounted on the top of a variable-height antenna tower.

d. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set
to make the measurement.

e. For each suspected emission, the EUT was arranged to its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters (for the test frequency of below 30MHz, the antenna was
tuned to heights 1 meter) and the rotatable table was turned from 0 degrees to 360 degrees to find
the maximum reading.

f. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.

g. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using peak, quasi-peak or average method
as specified and then reported in a data sheet.

h. Test the EUT in the lowest channel, the middle channel, the Highest channel.

i. The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.

j- Repeat above procedures until all frequencies measured was complete.
Remark 1: Level= Read Level+ Cable Loss+ Antenna Factor- Preamp Factor

Remark 2: For frequencies above 1GHz, the field strength limits are based on average limits.
However, the peak field strength of any emission shall not exceed the maximum permitted average
limits specified above by more than 20 dB under any condition of modulation. For the emissions
whose peak level is lower than the average limit, only the peak measurement is shown in the report.
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Test Mode: 00; Polarity: Horizontal; Modulation:GFSK; Channel:Low

120 Level (dBuV/m)
110
3
70
30
10
0
2310 2320 2350 2410
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
Job No : PO362AT/00363AT
Mode : 2402 Band edge
Note : BT Speaker
Cable Ant Preamp Read Limit  Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 2389.356 5.05 27.16 32.50 46.23 45.94 74.00 -28.06 peak
2 2390.000 5.05 27.16 32.50 45.45 45.16 74.00 -28.84 peak
3 . 2402.000 5.06 27.18 32.50 98.44 98.18 74.00 24.18 peak
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Test Mode: 00; Polarity: Vertical; Modulation:GFSK; Channel:Low

120 Level (dBuV/m)
110
3
90
70
50 ! ! ! ! ! ! 1 5 i J \h
30
10
0
2310 2320 2350 2410
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
Job No : PO362AT/00363AT
Mode : 2402 Band edge
Note : BT Speaker
Cable Ant Preamp Read Limit  Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 2387.433 5.05 27.15 32.5@ 47.10 46.80 74.00 -27.20 peak
2 2390.000 5.05 27.16 32.50 44.69 44.40 74.00 -29.60 peak
3 . 2402.000 5.06 27.18 32.50 98.95 98.69 74.00 24.69 peak
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Test Mode: 00; Polarity: Horizontal; Modulation:GFSK; Channel:High

120 Level (dBuV/m)
110
1
90
70

50| teore” g

30
10
0
2475 2500
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
Job No : PO362AT/00363AT
Mode : 2480 Band edge
Note : BT Speaker
Cable Ant Preamp Read Limit  Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 . 2480.000 5.12 27.36 32.5@ 98.16 98.14 74.00 24.14 peak
2 2483.500 5.12 27.36 32.50 46.26 46.24 74.00 -27.76 peak
3 2483.871 5.12 27.37 32.50 47.16 47.15 74.00 -26.85 peak
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Test Mode: 00; Polarity: Vertical; Modulation:GFSK; Channel:High

120 Level (dBuV/m)
110
1
90
70

50| | ows || gl

MWW
30
10
0
2475 2500
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
Job No : BO362AT/00363AT
Mode 2480 Band edge
Note BT Speaker
Cable Ant Preamp Read Limit  Over

1
2
3

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

2480.000 5.12 27.36 32.5@ 97.92 97.90 74.00 23.90 peak
2483.500 5.12 27.36 32.50 45.80 45.78 74.00 -28.22 peak
2483.921 5.12 27.37 32.50 46.58 46.57 74.00 -27.43 peak
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7.10 Radiated Spurious Emissions Below 1GHz
Test Requirement 47 CFR Part 15, Subpart C 15.205 & 15.209
Test Method: ANSI C63.10 (2013) Section 6.4,6.5
Measurement Distance: 3m

Limit:

Frequency(MHz) Field strength(microvolts/meter) dig/lti\isc%r(?nn:aigrts)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30

30-88 100 3
88-216 150 3
216-960 200 3
960-1000 500 3
7.10.1 E.U.T. Operation
Operating Environment:
Temperature: 23.5°C Humidity: 52.1 % RH Atmospheric Pressure: 1020 mbar

7.10.2 Test Mode Description

Pre-scan / | Mode

Final test | Code Description

Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.
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7.10.3 Test Setup Diagram

0.6m Lowp Antenna

3mw 10m
“

3m or 10m

H Antenna Tower
i Antenca

£ut X

. -
EUT . C
2 3
§ g 5
! Turntable Ground Reference Plane 2 x Turntable|  Ground Reference Plane = =
Test Receiver
Test Receiver o —

T T L

Below 30MHz 30MHz—-1GHz

7.10.4 Measurement Procedure and Data

a. For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters above the ground at
a 3 or 10 meter semi-anechoic chamber. The table was rotated 360 degrees to determine the position
of the highest radiation.

b. The EUT was set 3 or 10 meters away from the interference-receiving antenna, which was
mounted on the top of a variable-height antenna tower.

c. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set
to make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters (for the test frequency of below 30MHz, the antenna was
tuned to heights 1 meter) and the rotatable table was turned from O degrees to 360 degrees to find
the maximum reading.

e. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.

f. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using quasi-peak method as specified and
then reported in a data sheet.

g. Test the EUT in the lowest channel, the middle channel, the Highest channel.

h. The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.

i. Repeat above procedures until all frequencies measured was complete.
Remark:
1. Level= Read Level+ Cable Loss+ Antenna Factor- Preamp Factor

2. Scan from 9kHz to 30MHz, the disturbance below 30MHz was very low. The points marked on
above plots are the highest emissions could be found when testing, so only above points had been
displayed. The amplitude of spurious emissions from the radiator which are attenuated more than
20dB below the limit need not be reported.

3. The disturbance below 1GHz was very low and the harmonics were the highest point could be
found when testing, so only the above harmonics had been displayed.
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Test Mode: 00; Polarity: Horizontal

80 Level (dBuVim)

70

&0

50 E:{
I

40 ! | 3

2 il

10
0
30 50 100 200 500 1000
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
Job No : Be3624T
Mode : B8a
Cable Ant Preamp  Read Limit  Owver

Freqg Loss Factor Factor Level Level Line Limit Remark

MHz dB  dB/m dB  dBuV dBuV/m dBuV/m db
1 31.6202 8.20 15.33 26.83 36.50 26.00 48.80 -14.88 QP
2 67.6751 8.29 16.39 25.87 28.82 19.63 48.80 -28.37 QP
3 118.e814 8.97 15.68 25.57 32.86 23.86 43.59 -19.84 QP
4 222.1698 B8.77 15.88 25.45 41.81 32.21 46.88 -13.79 QP
5 482.345% 1.46 21.87 25.48 31.37 29.22 46.88 -16.78 QP
6 98e.4824 2,33 28.71 24.89 38.94 37.89 46.88 -8.11 QP
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Test Mode: 00; Polarity: Vertical

80 Level (dBuVim)

7o

.

10
0
30 50 100 200 500 1000
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
Job No : Be3624T
Mode : B8a
Cable Ant Preamp  Read Limit  Owver

Freqg Loss Factor Factor Level Level Line Limit Remark

MHz dB  dB/m dB  dBuV dBuV/m dBuV/m db
1 33.445%08 8.19 15.38 26.82 40.89 38.36 48.88 -9.84 QP
2 93.4483 8.75 13.98 25.66 39.13 28.12 43.58 -15.38 QP
3  1@2.8014 ©.89 14.57 25.68 39.74 29,60 43.59 -13.98 QP
4 119.8556 ©.98 15.69 25.57 38.48 29.58 43.58 -13.92 QP
5 285.6751 8.71 15.35 25.47 42,49 33.88 43.58 -18.42 QP
6 932.2715 2.24 29.13 24.86 30.58 37.81 46.88 -8.19 QP
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7.11 Radiated Spurious Emissions Above 1GHz
Test Requirement 47 CFR Part 15, Subpart C 15.205 & 15.209
Test Method: ANSI C63.10 (2013) Section 6.6
Measurement Distance: 3m

Limit:
Frequency(MHz) Field strength(microvolts/meter) | Measurement distance(meters)
Above 1000 500 3

7.11.1 E.U.T. Operation
Operating Environment:
Temperature: 21.2°C Humidity: 51.5 % RH Atmospheric Pressure: 1020 mbar

7.11.2 Test Mode Description

Pre-scan / | Mode

Final test | Code Description

Gaming Speaker-TX_non-Hop mode_Keep the EUT in continuously transmitting
Final test 00 mode with GFSK modulation, Pi/4ADQPSK modulation, 8DPSK modulation. All modes
have been tested and only the data of worst case is recorded in the report.

7.11.3 Test Setup Diagram

Antenna Tower

Ground Reference Plane

Test Receiver

Above 1GHz
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7.11.4 Measurement Procedure and Data

a. For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters above the ground at
a 3 meter fully-anechoic chamber. The table was rotated 360 degrees to determine the position of the
highest radiation.

b. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on
the top of a variable-height antenna tower.

c. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set
to make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters (for the test frequency of below 30MHz, the antenna was
tuned to heights 1 meter) and the rotatable table was turned from O degrees to 360 degrees to find
the maximum reading.

e. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.

f. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using peak or average method as specified
and then reported in a data sheet.

g. Test the EUT in the lowest channel, the middle channel, the Highest channel.

h. The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.

i. Repeat above procedures until all frequencies measured was complete.
Remark:
1. Level= Read Level+ Cable Loss+ Antenna Factor- Preamp Factor

2. Scan from 1GHz to 25GHz, the disturbance above 18GHz was very low. The points marked on
above plots are the highest emissions could be found when testing, so only above points had been
displayed. The amplitude of spurious emissions from the radiator which are attenuated more than
20dB below the limit need not be reported.

3. As shown in this section, for frequencies above 1GHz, the field strength limits are based on
average limits. However, the peak field strength of any emission shall not exceed the maximum
permitted average limits specified above by more than 20 dB under any condition of modulation. For
the emissions whose peak level is lower than the average limit, only the peak measurement is shown
in the report.
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Test Mode: 00; Polarity: Horizontal; Modulation:GFSK; Channel:Low

120 Level (dBuV/m)
110
90
70
23 45 6
30
10
0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
Job No : DO362ATOO363AT
Mode : 2402 TX RSE
: BT Speaker
Cable Ant Preamp Read Limit Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 1658.337 4.11 24.92 52.94 65.88 41.97 74.00 -32.03 peak
2 4354.454 7.48 36.00 52.91 67.52 52.09 74.00 -21.91 peak
3 4804.000 7.98 30.94 53.05 65.67 51.54 74.00 -22.46 peak
4 6526.373 7.73 34.67 53.18 63.88 53.10 74.00 -20.90 peak
5 7206.000 8.29 36.85 53.52 62.62 53.44 74.00 -20.56 peak
6 9608.000 11.41 37.53 53.58 58.08 53.44 74.00 -20.56 peak
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Test Mode: 00; Polarity: Vertical; Modulation:GFSK; Channel:Low

120 Level (dBuV/m)
110
90
70
23 45 | |6
1
30
10
0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
Job No : DO362ATOO363AT
Mode : 2402 TX RSE
: BT Speaker
Cable Ant Preamp Read Limit Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 1658.337 4.11 24.92 52.94 64.12 40.21 74.00 -33.79 peak
2 4367.058 7.48 30.02 52.92 66.68 51.26 74.00 -22.74 peak
3 4804.000 7.98 30.94 53.05 65.15 51.02 74.00 -22.98 peak
4 6756.708 7.96 35.23 53.34 63.08 52.93 74.00 -21.07 peak
5 7206.000 8.29 36.85 53.52 63.05 53.87 74.00 -20.13 peak
6 9608.000 11.41 37.53 53.58 58.20 53.56 74.00 -20.44 peak
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Test Mode: 00; Polarity: Horizontal; Modulation: GFSK; Channel:middle

120 Level (dBuV/m)
110
90
70
23 45 6
1
30
10
0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
Job No : PO362ATOO363AT
Mode : 2441 TX RSE
: BT Speaker
Cable Ant Preamp Read Limit Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 1682.477 4.16 24.97 52.95 64.62 40.80 74.00 -33.20 peak
2 4495.125 7.47 36.19 52.96 66.37 51.07 74.00 -22.93 peak
3 4882.000 8.11 31.13 53.07 64.53 50.70 74.00 -23.30 peak
4 6855.063 8.05 35.46 53.40 62.53 52.64 74.00 -21.36 peak
5 7323.600 8.35 36.19 53.53 62.11 53.12 74.00 -20.88 peak
6 9764.000 11.29 37.88 53.43 57.82 53.56 74.00 -20.44 peak
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Test Mode: 00; Polarity: Vertical; Modulation:GFSK; Channel:middle

120 Level (dBuV/m)
110
90
70
2 g 45 ]
1
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0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
Job No : PO362ATOO363AT
Mode : 2441 TX RSE
: BT Speaker
Cable Ant Preamp Read Limit Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 1658.337 4.11 24.92 52.94 64.78 40.87 74.00 -33.13 peak
2 4027.554 7.49 29.54 52.81 66.97 51.19 74.00 -22.81 peak
3 4882.000 8.11 31.13 53.07 64.09 50.26 74.00 -23.74 peak
4 6974.982 8.17 35.74 53.48 62.38 52.81 74.00 -21.19 peak
5 7323.000 8.35 36.19 53.53 62.29 53.30 74.00 -20.7@ peak
6 9764.000 11.29 37.88 53.43 57.60 53.34 74.00 -20.66 peak
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Test Mode: 00; Polarity: Horizontal; Modulation:GFSK; Channel:High

120 Level (dBuV/m)
110
90
70
1
30
10
0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
Job No : BO362ATOO363AT
Mode : 2480 TX RSE
: BT Speaker
Cable Ant Preamp Read Limit Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 1692.231 4.18 24.99 52.96 63.97 40.18 74.00 -33.82 peak
2 4469.214 7.47 38.16 52.95 66.19 50.87 74.00 -23.13 peak
3 4960.000 8.24 31.31 53.09 64.32 50.78 74.00 -23.22 peak
4 6053.894 7.65 32.65 52.84 65.82 53.28 74.00 -20.72 peak
5 7448.000 8.40 36.33 53.55 61.85 53.03 74.00 -20.97 peak
6 9920.000 11.18 38.22 53.28 57.13 53.25 74.00 -20.75 peak
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Test Mode: 00; Polarity: Vertical; Modulation:GFSK; Channel:High

120 Level (dBuV/m)
110
90
70
2 3 45 6
1
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0
1000 1500 2000 5000 10000 18000
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
Job No : PO362ATOO363AT
Mode : 2480 TX RSE
: BT Speaker
Cable Ant Preamp Read Limit Over

Freq Loss Factor Factor Level Level Line Limit Remark

MHz dB dB/m dB  dBuV dBuV/m dBuV/m dB

1 1672.779 4.14 24.95 52.95 64.90 41.04 74.00 -32.96 peak
2 4367.058 7.48 30.02 52.92 66.07 50.65 74.00 -23.35 peak
3 4960.000 8.24 31.31 53.09 64.92 51.38 74.00 -22.62 peak
4 6974.982 8.17 35.74 53.48 62.60 53.83 74.00 -20.97 peak
5 7448.000 8.40 36.33 53.55 61.78 52.96 74.00 -21.04 peak
6 9920.000 11.18 38.22 53.28 56.56 52.68 74.00 -21.32 peak
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8 Test Setup Photo

Refer to Appendix - Test Setup Photo for FYCR2209000362AT.

9 EUT Constructional Details (EUT Photos)

Refer to Appendix — External and Internal Photos for FYCR2209000362AT.
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10 Appendix

1. Duty Cycle
1.1 Antl

1.1.1 Test Result

Antl
Mode TX |Frequency| Packet | T_on | Period | Duty Cycle D_uty Cycle Max DC
Type (MH2z) Type | (ms) | (ms) (%) Correction Factor (dB) | Variation (%)

2402 DH5 | 2.896 | 3.751 77.21 1.12 0.03

GFSK | SISO 2441 DH5 | 2.895 | 3.749 77.22 1.12 0.01
2480 DH5 | 2.896 | 3.751 77.21 1.12 0.03

2402 2DH5 | 2.908 | 3.751 77.53 1.11 0.03

Pi/ADQPSK| SISO 2441 2DH5 | 2.907 | 3.750 77.52 1.11 0.01
2480 2DH5 | 2.907 | 3.751 77.50 1.11 0.03

2402 3DH5 | 2.908 | 3.750 77.55 1.10 0.03

8DPSK | SISO 2441 3DH5 | 2.909 | 3.751 77.55 1.10 0.03
2480 3DH5 | 2.908 | 3.749 77.57 1.10 0.01
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1.1.2 Test Graph

GFSK_DH5_LCH_2402MHz_Ant1_NTNV
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2. Bandwidth

2.1 OBW

2.1.1 Test Result

Report No.: FYCR220900036201
Page: 58 of 104

Mode TX Frequency Packet ANT 99% Occupied Bandwidth (MHz) Verdict
Type (MHz) Type Result

2402 DH5 1 0.876 Pass

GFSK SISO 2441 DH5 1 0.882 Pass
2480 DH5 1 0.873 Pass

2402 2DH5 1 1.154 Pass

Pi/4ADQPSK SISO 2441 2DH5 1 1.151 Pass
2480 2DH5 1 1.149 Pass

2402 3DH5 1 1.150 Pass

8DPSK SISO 2441 3DH5 1 1.146 Pass
2480 3DH5 1 1.147 Pass

4 H
Inspection & Testing Service:
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2.1.2 Test Graph
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2.2 20dB BW

2.2.1 Test Result

Report No.: FYCR220900036201
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Mode X Frequency Packet ANT 20dB Bandwidth (MHz) Verdict
Type (MHz) Type Result

2402 DH5 1 0.945 Pass

GFSK SISO 2441 DH5 1 0.949 Pass
2480 DH5 1 0.947 Pass

2402 2DH5 1 1.286 Pass

Pi/ADQPSK SISO 2441 2DH5 1 1.282 Pass
2480 2DH5 1 1.283 Pass

2402 3DH5 1 1.237 Pass

8DPSK SISO 2441 3DH5 1 1.238 Pass
2480 3DH5 1 1.238 Pass
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2.2.2 Test Graph
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3. Maximum Conducted Output Power

3.1 Power

3.1.1 Test Result

Mode TTx Frequency | Packet |Maximum Peak Conducted Output Eoyver (dBm) Verdict
ype (MHz) Type ANT1 Limit

2402 DH5 5.05 <=30 Pass

GFSK SISO 2441 DH5 478 <=30 Pass
2480 DH5 4.47 <=30 Pass

2402 2DH5 5.29 <=20.97 Pass

Pi/4ADQPSK | SISO 2441 2DH5 4.98 <=20.97 Pass
2480 2DH5 4.70 <=20.97 Pass

2402 3DH5 5.27 <=20.97 Pass

8DPSK SISO 2441 3DH5 4.97 <=20.97 Pass
2480 3DH5 4.68 <=20.97 Pass
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4. Carrier Frequency Separation

4.1 Antl

4.1.1 Test Result

Report No.: FYCR220900036201
Page: 71 of 104

Antl
Mode TX Frequency | Packet | Channel Separation | 20dB Bandwidth Limit Verdict
Type (MHz) Type (MHz) (MHz) (MHz)
GFSK SISO HOPP DH5 1.000 0.949 >=0.949 Pass
Pi/ADQPSK | SISO HOPP 2DH5 1.001 1.286 >=0.857 Pass
8DPSK SISO HOPP 3DH5 1.001 1.238 >=0.825 Pass
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4.1.2 Test Graph
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5. Number of Hopping Frequencies

5.1 HoppNum

5.1.1 Test Result

Report No.: FYCR220900036201
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TX Frequenc Packet Num of Hopping Frequencies :
Mode Type MHD) | Type ANTL Limit Verdict
GFSK SISO HOPP DH5 79 >=15 Pass
Pi/ADQPSK SISO HOPP 2DH5 79 >=15 Pass
8DPSK SISO HOPP 3DH5 79 >=15 Pass

Inspection & Testmg Serwces

Unless otherwise agreed in writing, this ducumen/l/ is issued by the Company subject to its General Conditions of Service printed
WWW.S

overleaf, available on request or accessible at h

subject to Terms and Conditions for Electronic Documents a
Attention is drawn to the limitation of liability, indemnification

Client's instructions, if any. The C

s.com/en/Terms-and-Conditions.as

x and, for electronic format documents,

g: 'www.sgs.com/en/Terms-an| CondmonsITerms-e Document.aspx.
and jurisdiction issues defined therein. Any r of this document is

advised that information contained hereon reflelcts the Company" s I‘ndmgs at the time of its intervention only and within the limits of
8§ sole

transaction from exercising all their rlghls and ohlng{gtions under the

except in full, without prior wrlnen pp! of the
and

0O is
results shown in this test report refer onk

s to its Client and this documem does not exonerate parties to a
cannot be reproduced
for %ery or falsification of the content or
ma; d lo the fullest extent of the law. Unless otherwise stated the

to the sample(s) testeJ‘and such sample(s) are retained for 30 days onl

.
Attention: To check the authenticity o¥tost|nq linspection report & certificate, please contact us at telephone: (86-755) 8307 1443,

or email: CN.Doccheck@sgs.com

Fuyonglab. Xirkong TechoPark, Fengtang Rozd, Fuyong Subdistit, Bao'an, Shenzten, China - 518103
E R - ERERAGERBAESANEERAIRE 4% 518103

t (86-755)88663988 f (86-755) 26710594 www.sgsgroup.com.cn
t (86-755) 88663988 f (86-755) 26710594 sgs.china@sgs.com

Member of the SGS Group (SGS SA)




Compliance Certification Services (Kunshan) Inc. Shenzhen Branch

SZCCS-TRF-01 Rev. A/0 Aug01,2022

5.1.2 Test Graph
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6. Time of Occupancy (Dwell Time)

6.1 Antl

6.1.1 Test Result

Antl
Duration of .| Num of Pulse in | Dwell .
Mode T-;ia(e Fr((al\cjll;'ezr;cyP_?;gst Single Pulse O;’:ﬁg\éa?s(;n Obser\_/ation Time I(‘r'nrgl; Verdict
(ms) Period (ms)

DH1 0.402 31.600 320 128.640 |<=400| Pass

GFSK |[SISO| HOPP | DH3 1.650 31.600 160 264.000 |<=400| Pass
DH5 2.898 31.600 107 310.086 |<=400| Pass

2DH1 0.410 31.600 319 130.790 |<=400| Pass

Pi/ADQPSK|SISO| HOPP |2DH3 1.664 31.600 161 267.904 |<=400| Pass
2DH5 2.910 31.600 108 314.280 |<=400| Pass

3DH1 0.410 31.600 320 131.200 |<=400| Pass

8DPSK [SISO| HOPP |3DH3 1.660 31.600 160 265.600 |<=400| Pass
3DH5 2.910 31.600 107 311.370 |<=400| Pass
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6.1.2 Test Graph
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7. Unwanted Emissions InStandard Non-restricted Frequency Bands
7.1 Ref

7.1.1 Test Result

Mode T-I)Zp(e Frt(al\cjlﬁazr;cy P‘?)/Cply((aet ANT Level c():‘j gr?]f)erence

2402 DH5 1 4.70

GFSK SISO 2441 DH5 1 4.45
2480 DH5 1 412

2402 2DH5 1 4.78

Pi/4ADQPSK SISO 2441 2DH5 1 4.40
2480 2DH5 1 4.10

2402 3DH5 1 4.92

8DPSK SISO 2441 3DH5 1 4.61
2480 3DH5 1 4.33
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7.1.2 Test Graph
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TX Frequency Packet Level of Reference Limit :
Mode Type (MH2) Type ANT (dBm) (dBm) Verdict
2402 DH5 1 4.70 -15.30 Pass
2441 DH5 1 4.70 -15.30 Pass
GFSK SISO
2480 DH5 1 4.70 -15.30 Pass
HOPP DH5 1 4.70 -15.30 Pass
2402 2DH5 1 4.78 -15.22 Pass
) 2441 2DH5 1 4.78 -15.22 Pass
Pi/4ADQPSK | SISO
2480 2DH5 1 4.78 -15.22 Pass
HOPP 2DH5 1 4.78 -15.22 Pass
2402 3DH5 1 4.92 -15.08 Pass
2441 3DH5 1 4.92 -15.08 Pass
8DPSK SISO
2480 3DH5 1 4.92 -15.08 Pass
HOPP 3DH5 1 4.92 -15.08 Pass

=2 w" 1
Inspection & Testing Services
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7.2.2 Test Graph
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