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Besides dedicated storage servers like ES-8700 
with Open-E or ES-2000 with Windows Storage 
Server, EUROstor also offers server systems of 
all sizes which can be used as application 
servers. 
The servers can be offered either with Windows 
preinstalled or without operating system, 
enabling the customer to use site licenses or 
install his own preferred flavor of Linux or 
VMware. 
The systems described here are dual socket 
systems with Intel architecture for two 
processors. Alternatively, also single socket 
systems can be offered. 
 
 
 
 
 
 

 
  EUROstor ES-3000: 

• 1 to 4 U single or dual 
processor server 

• usable for 
Windows, Linux, VM 
installation 

• up to 36 3.5" or up to 72 
SAS/SATA/SSD disks 

• server with Intel Xeon 
Skylake dual socket 
technology 

• dedicated IPMI port for  
remote management 

• 2 x 10 Gbit onboard 

• optional Areca SAS 
RAID controller 
supporting RAID 0,1,5,6 

• further PCI cards on 
request 

• 19" slide rails included 

 

 
 Service: 

• 3 years warranty, 
optionally up to  
5 years, also on-site 
service 

• free support via 
telephone or email 

• optional: 3 years  
Advance Replacement 
Service 

• optional: 3 years  
On-Site Service 
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specifications 

disk interface 12 Gbit SAS / SATA-II / SSD, also mixed 

system architecture 

 

• Intel Xeon Silver 4112 processor on dual socket X11 Board,  
optional other processors, also dual 
 

• 32 GB DDR4 RAM, optional up to 2 TB on 16 slots  
 

• 2 Ethernet ports (10 Gbit RJ45), 1 IPMI port  
 

• 6 PCIe 3.0 slots (4 x16, 2 x8) 
 

• 1 onboard NVMe M.2 slots, 2 USB 3.0, 2 USB 2.0 ports 
 
 

management 
• IPMI 2.0 with KVM support  

over Web browser and remote desktop 

electrical • 110-230 V AC, 50-60 Hz 

temperature operating: 5 – 35° C, non-operating: -40° – +60° C 

rel. humidity 20% - 80% non-condensing 

 

model disks 
rackmount 

size 
size WxHxH PSU 

ES-3008DA 8  2 U 437x89x648 2x 740 Watt redundant 

ES-3012DA 12 2 U 437x89x648 2x 920 Watt redundant 

ES-3016DA  16 3 U 437x132x648 2x 1000 Watt redundant 

ES-3024DA-2U 24x 2.5“ 2 U 437x89x597 2x 1200 Watt redundant 

ES-3024DA 24 4 U 437x178x660 2x 1200 Watt redundant 

ES-3036DA 36 * 4 U 437x178x699 2x 1200 Watt redundant 

ES-3072DA 72x 3.5“ ** 4 U 437x178x699  2x 1280 Watt redundant 

*) 24 on front, 12 on rear side         **) 48 on front, 24 on rear side 


