3SU117 complete units

5.3 3SU11 devices for use on 4-slot holder

Without mechanical interlock

Typical diagram

2 switch positions

Collar / Frontring | Operating | Direction of Number of Number of Number of | Article number
material principle actuation modules NO contacts | NC con-
tacts
Plastic / Plastic Momentary | Horizontal 2 2 0 3SU1100-7AC10-1NAO
contact | yertical 2 2 0 3SU1100-7AD10-1NAO
Plastic / Metal, Momentary | Horizontal 2 2 0 3SU1130-7AC10-1NAO
matte contact | yertical 2 2 0 3SU1130-7AD10-1NAO
Metal / Metal Momentary | Horizontal 2 2 0 3SU1150-7AC10-1NAO
contact | vertical 2 2 0 3SU1150-7AD10-1NAO
4 switch positions
Typical diagram
Collar / Front ring Operating | Direction of Number of Number of Number of | Article number
material principle actuation modules NO contacts | NC con-
tacts
Plastic / Plastic Momentary | Horizontal 4 4 0 3SU1100-7AF10-1QA0
contact
Plastic / Metal, Momentary | Horizontal 4 4 0 3SU1130-7AF10-1QA0
matte contact
Metal / Metal Momentary | Horizontal 4 4 0 3SU1150-7AF10-1QA0
contact

SIRIUS ACT 3SU1 pushbuttons and signaling devices
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