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Agenda

“2023 HMI/IPC 핵심 제품 및 신제품 소개”

• Pro-face HMI & Industrial PC Line-up

• 2023 핵심 제품 및 신제품

• Win-back : 경쟁사 Deep-dive

• 질의 응답
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Line Management

기본 기능에 충실한 경제형 HMI
고화질, 1600만 컬러

15”W, 12”W, 10”W, 7”W

GP4000E 패널 컷 동일

Basic HMI ST6000 Standard HMI GP4000/ Handy

Pro-face HMI & Industrial PC line-up

- Global Best Seller HMI

- 65,536 색 TFT LCD

- 3.5”, 5.7”, 7”W, 7.5”, 10.4”, 12.1”

- 5.7” Handy HMI

Compact HMI GP4100

컴팩트 4.3”W HMI 
65,536 컬러, 고해상도

- New 1600만 컬러 고해상도 HMI
- 이더넷 포트 2개(4”제외)
- Wide display:4”W, 7”W,10”W,12”W,15”W

- 4*3 display: 5.7”, 10.4”
- GP-Pro EX / BLUE SW 사용

Modular HMI STM6000

Basic Web HMI STW6000

- HTML5 지원하는 웹HMI
- 이더넷 포트 2개 (4”제외)
- 4”W, 7”W,10”W,12”W,15”W

- 22파이 홀로 연결하는 모듈형HMI
- 이더넷 포트 2개 (4”제외)

- 4”W, 7”W

Advanced HMI SP5000

- 고성능 모듈형 HMI 
- 8가지 디스플레이 모듈 & 3가지 박스 모듈
- 7”W, 10.4”, 10”W, 12.1”, 12”W, 15”, 15”W, 19”W

- BOX: 전용OS, WES7, Window 10

- 이더넷 포트2개, 무선랜 지원

Outdoor HMI SP5000X

- 고온/저온/ 먼지 등 열악한 환경에서
사용 가능한 HMI 
- 7”W, 12”.1W, 15”.6W

- 영하 30도 ~ 영상 70도
- UV 차단 및 가시성을 높은 HMI

Entry HMI ET6000

Entry IPC ES5000

- 기본 기능에 충실한 경제형 IPC
- Celeron CPU, 15”W, 15.4”
- 0~50도까지 사용

Edge Box HMI Modular IPC PS6000

- BOS lite SCADA 500Tag
- Linux OS, Din-rai
- 다양한 IT 프로토콜 연결

- CPU: Core i7, i5, i3, Celeron (4코어 CPUs)
- 다양한 디스플레이: 12”, 15”, 10”W,12”W, 15”W, 19”W, 22”W
- 터치 모듈 변경(표준, 워터 캔슬 모드,글로브 모드)
- 온라인 툴을 통한 제품 조합 및 선택

Display FP6000
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Pro-face 파노라마 1 간단한 장비용 베이직 HMI 

2 고성능 머신을 위한 향상된 HMI

3 라인 관리용 산업용 PC

4 HMI 소프트웨어

5 HMI 서비스
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간단한 장비용 HMI- ET6000/ GP4000 series

Entry HMI ET6000 
기본 기능에 충실한 경제형 HMI

• Screen Size : 7”W, 10”W, 12”W, 15”W 

• Screen resolution : 800 x 480/

1024 x 600/1280 x 800/1366 x 768

• 1600만 컬러

• Application memory: 32MB(7”W) / 64MB

• Backup memory: 128KB

• Expansion memory: None

• Software: GP-Pro EX V4.09.300 or later

• Power: DC 24V

Compact HMI GP4100

컴팩트 HMI

• Screen Size: 4.3”

• Screen resolution: 480 x 272

• Application memory: 8MB

• Backup memory: 128KB / 320KB

• Expansion memory: None or SD card

• Software: GP-Pro EX

• Power: DC 24V

Modular HMI GP4000M

22파이 원형홀로 연결하는 모듈형 HMI

• Screen Size : 3.5”, 5.7”

• Screen resolution: 320 x 240

• Application memory: 8MB

• Backup memory: 128KB 

• Expansion memory: None

• Software: GP-Pro EX

• Power: DC 24V
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v간단한 장비용 HMI- GP4000 series 

Standard HMI GP4000

글로벌 베스트셀러 표준형 HMI

• Screen Size : 3.5", 5.7", W7", 7", 10.1", 12.1"

• Screen resolution: 320 x 240/640 x 480/

800 x 480/800 x 600

• Application memory: 64MB/128MB or 

96MB/128MB

• Backup memory: 128KB to 512KB

• Expansion memory: None or SD card

• Software: GP-Pro EX

• Power: DC 24V / AC

• 인증: 기본인증+IECEx/ATEX/KCs/Marine

Handy HMI GP4000H

이동하면서 사용하는 핸디 HMI

• Screen Size: 5.7"

• Screen resolution: 640 x 480

• Application memory: 32MB

• Backup memory: 320KB

• Expansion memory: SD card

• Software: GP-Pro EX

• Power: DC 24V

Rear mount HMI GP4000R

플랫 디자인 HMI로 먼지로부터
장착면을 보호

• Screen Size: 5.7“,7.5”,10.1”,12.1”

• Screen resolution: 640 x 480/

Application memory: 32MB/16MB

• Backup memory: 320KB

• Expansion memory: SD card

• Software: GP-Pro EX

• Power: DC 24V
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간단한 장비용 HMI – ST6000 series

Basic HMI ST6000
1600만 컬러 고화질의 베이직 와이드 HMI

• Screen Size: W4", W7", W10", W12", W15"

• Screen resolution: 480 x 272/800 x 480/

1024 x 600/1280 x 800/1366 x 768

• Ethernet port: 2 LAN ports(4”는 1개)

• Application memory : 64MB

• Backup memory: 512KB

• Expansion memory: 없음

• Software: GP-Pro EX, BLUE

• Power: DC 24V

Basic HMI ST6000T (4*3)

1600만 컬러 고화질의 베이직 HMI

• Screen Size: 5.7", 10.1"

• Screen resolution: 640x480/800x600

• Ethernet port: 1 LAN port

• Application memory: 64MB

• Backup memory: 320KB 

• Expansion memory: 없음

• Software: GP-Pro EX V4.09.400 이후

• Power: DC 24V

• 인증: 기본인증+IECEx/ATEX/Marine

Modular HMI STM6000 

22파이 원형홀로 연결하는 모듈형 HMI

• Screen Size: 4.3”W, 7”W, BOX

• Screen resolution: 480 x 272 /800 x 480 

• Ethernet port: 2 LAN ports (4”는 1개)

• Application memory: 64MB

• Backup memory: 320KB

• Expansion memory: 없음

• Software: GP-Pro EX Ver. 4.09.350 이후/ 
BLUE

• Power: DC 24V

• 인증: 기본인증+IECEx/ATEX/Marine
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간단한 장비용 HMI – ST6000 series

Web HMI STW6000
아킬레스 레벨1 인증 웹 HMI

• Screen Size: W4", W7", W10", W12", W15"

• Screen resolution: 480 x 272/800 x 480/

1024 x 600/1280 x 800/1366 x 768

• Ethernet port: 2 LAN ports (4”는 1개)

• Application memory : 512MB

• Backup memory: 128KB

• Expansion memory: 없음

• Power: DC 24V

STM6000 Edge box
에지박스 HMI(BOS 스카다 500Tag)

• OS: Linux

• IT Protocols: HTTPs, OPC-UA, MQTT, HTML, 

XML, ODBC, ADO, MACHA

• Application memory : 220MB

• Interface: COM1, USB 2ea, Ethernet 2ea

• Software: BLUE Open Studio 2020 SP2 or late

• Power: DC 24V
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고성능 머신을 위한 향상된 HMI

Advanced HMI SP5000 
고성능 모듈형 HMI(8개 디스플레이 + 3개 박스 모듈)

• Screen Size: W7", 10", W10", 12", W12", 15", W15", W19"

• Screen resolution: 800 × 480/800 × 600/

1024 × 768/1280 × 800

• CPU: RISC, 600MHz; x86, 1.33GHz

• Application memory: 256MB; 2GB

• Backup memory: 512MB

• Ethernet port: 2 LAN ports

• Software: GP-Pro EX/ BLUE

• Power: DC 24V

• 인증: 기본인증+IECEx/ATEX/KCs/Marine

Outdoor HMI SP5000X
고온/저온/ 먼지 등 열악한 환경에서 사용 가능한 HMI 

• Screen Size: W7", W12", W15"

• Screen resolution: 800 x 480/1280 x 800/1366 x 768

• Application memory: 256MB

• Backup memory: 512KB

• Expansion memory: SD Card

• Ethernet port: 2 LAN port

• Software: GP-Pro EX

• Power: DC 24V

• 다양한 국내외 인증 취득: IECEx/ATEX

-30 ~ +70 °C

-20 ~ +60 °C
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라인관리용 산업용PC

Entry IPC ES5000 
경제적인 일체형 산업용PC 

• Screen Size: 15”W, 15.6”

• Screen resolution: 1024 x 768/1366 x 768

• CPU: Celeron 3855U(Dual Core)

• Storage:mSATA SSD 128GB

• Memory: 4GB DDR4

• OS: Window 10 LTSC 2019

• Software: WinGP trial 사전 설치

• Power: DC 24V

Modular IPC PS6000
디스플레이부터 CPU, 메모리 옵션까지 선택가능한 고성능 모듈형 HMI

• Screen Size: 12”, 15”, 10”W,12”W, 15”W, 19”W, 22”W

• Screen resolution: 1024x768/1280x800/1366 x 768 /1980x1080

• CPU: Core i7, Core i5, Core i3, Celeron(4코어 CPUs)

• Storage: 1x M.2 SSD SATA and 2x 2.5-inch SATA (HDD/SSD) storage slots

• Memory: 8 to 32GB or 4 to 16GB DDR4 RAM

• OS: Windows10 IoT Enterprise 2019 LTSC (64bit)

• Software: WinGP, BLUE, BLUE Open Studio, AVEVA System Platform 선택
• 터치 모드 선택 (일반, 워터 캔슬 모드, 글로브 모드) 

• Power: AC/ DC 

• 인증: 기본인증+IECEx/ATEX/Marine
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HMI 소프트웨어

표준 화면 편집 소프트웨어

• 레거시 애플리케이션과의 호환성
• 광범위한 현장 장비들과 직접 연결
• 하나의 소프트웨어로 화면 및 로직 편집

가능
• WinGP : GP-Pro EX로 생성한 화면은

Window OS 가 설치된 머신에서 WinGP
런타임을 통해서 작동이 됩니다. 

라이트 스카다

• SCADA HMI 애플리케이션, 대시보드 및
OEE 인터페이스를 생성하는 데 필요한
모든 도구를 통합하는 개발 및 런타임
소프트웨어

• 산업용PC PS6000에 사전설치한 번들로
재공하여 시간과 비용 절감

• FDA Part 11 추적 및 전자서명 기능 지원
• 1500Tag, 4000Tag, 32000Tag,64000Tag

다기능 소프트웨어 BLUE

• 고품질 그래픽과 세련된 디자인
• 멀티스크린, 반응형 패널, 유연한 그래프

기능 등 사용자의 편의성 증대
• Web Viewer 기능을 활용하여, PC 또는

태블릿/스마트폰에서 원격으로 모니터링
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HMI 소프트웨어

원격 모니터링 솔루션

• 태블릿, 스마트 폰으로 현장의 HMI와
완전히 동일한 화면을 모니터링하고
조작할 수 있는 소프트웨어

• HMI 알람 모니터링 및 조작권 설정
기능

• 전용 소프트웨어로 로그인 설정 및
외부 접근이 불가능하여 보안 강화

• Client for Window: 400개 HMI 등록
및 6개 화면 동시 모니터링

EcoStruxure Augmented Operator Advisor 
증강 현실 기술을 사용한 유지관리 솔루션

• 전기 캐비닛 도어를 가상으로 열고 잠금 또는
전기 인증 없이 실시간으로 장치 상태를 즉시
진단하여 가동 중지 시간을 줄입니다.

• 실시간 데이터, 기계 이력, 사용 설명서, 지침, 
다이어그램 등과 같은 현장 관련 정보에 대한
즉각적인 액세스를 제공하여 운영 및 유지
보수의 효율성을 높입니다.

• 기술자가 올바른 장비를 찾고 절차를 완료할 수
있도록 단계별로 안내합니다.

Pro-face Secure Connect
사이버 보안 솔루션

• 중앙 서버를 통해서 현장의 HMI/IPC와
사무실 PC를 보안 연결해주는 원격
모니터링 솔루션

• 현장의 장비에 접속하여 원격으로
안전하게 업데이트 및 유지보수

• VPN설치나 IP 주소 변경없이 간단히 구축
• 글로벌 인증을 통한 신뢰성 확보: 

IEC62443-3-3, IEC62443-4-2, OWASP
Top 10



Page 13©  2023 Pro-face. All Rights Reserved. | 

Internal

HMI 서비스

고객 지원 및 기술 지원

• 국내는 물론 해외 프로페이스 및
슈나이더 일렉트릭 지사를 통한 해외
현장 교육 및 지원

• 국내 고객 지원 센터: 1588-2630 

customercare.kr@se.com

• Pro-face 해외지사: proface.com/ko

Repair service

• 25년 이상의 HMI / IPC 노하우를 가진
전문가를 통한 안심 수리서비스

• AS 관련 문의: 031-994-1662

Customizing Service

• 고객의 다양한 요구사항에 맞춰 HMI
커스터마이징 서비스 제공

• HMI 오버레이 컬러 변경 및 고객사
로고 삽입

• 소프트웨어 키팅 및 제품과 번들로
납품하여 엔지니어링 설정 시간 단축

• 개별 요구사항에 맞춘 기본 라인업
이외의 제품 개발

mailto:customercare.kr@se.com
https://www.proface.com/ko/contact
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2023 핵심 제품 & 신제품

- Entry IPC ES5000

- Basic HMI ST6000 New (4*3 ST6000, Modular STM6000)

- Entry HMI ET6000
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Entry IPC ES5000 series

Just enough
Entry IPC ES5000 Series
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Entry IPC ES5000 특징

팬리스

온도범위:
0- 55도

올인원
15”(4*3), 
15”W모델

소프트웨어
사전설치

Pro-face 
퀄리티

일반적인 소프
트웨어와
호환성

HMI 전문가
의 노하우&
서포트



Page 17©  2023 Pro-face. All Rights Reserved. | 

Internal

Entry IPC ES5000 사양

Specification ES5000

Model No. PFXES5700TADW PFXES5700WADW

Display size 15” 15.6” W

Colors 16M Colors

Resolution XGA 1,024x 768 FWXGA 1,366 x 768

Backlight lifetime LED > 50,000hrs@25℃ / 77℉

Operation System
Windows 10 IoT Enterprise 2019 LTSC 64bit

(WinGP pre-installed *Licence needs to buy separately)

CPU Intel® Celeron 3855U 1.6GHz

DDR memory 4GB DDR4 (on bord)

Storage mSATA SSD 128GB

Ethernet 2 x 100M/1000M bps

COM 2 x COMs (RS232/422/485 switchable by dipswitch)

USB 4 x USB3.0

Video 1 x HDMI

Expansion Slot 1 x 2.5” SATA slot and 1 x M.2 slot  (M.2 support mSATA SSD only)

Power Supply 12…24Vdc (-15% / +20%)

Operation temp. 0…55℃ with SSD

Storage temp. -20…60℃

Protection level IP65 Front Panel

Certificates CE, KC

Product Dimension (mm) 393 x 293 x 47 400 x 254 x 50.5

Installation Cut-out (mm) 383 x 283 390 x 244

VESA mounting (mm) 75 x 75

LP 3,665,970 원 3,900,000 원
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ES5000              vs PS6000

Entry ES5000 Optimum PS6000

Flexibility

디자인 컨셉 올인원 디자인 모듈형 디자인, 유연성

디스플레이 사이즈 2가지 :15”/15”W 7가지: 10”W/12”W/15”W /19”W/22”W, 12”/15

터치패널 종류 Analog Single with Plastic overlay
PCAP with Glass-top

Analog multi touch with Plastic overlay

확장성 No Slot-in Option, PCI/PCIe

CTO service No (catalogued CR only) Yes (CTO_CR only)

SW 사전 설치 WinGP

*not include license fee

BOS or WinGP selectable by configurator 

*include license fee

커스터마이즈 Limited High capability

Performance CPU Celeron
Advanced: Core i7, Core i5, Celeron

Standard: Core i3
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ES5000              vs PS6000

Entry ES5000 Optimum PS6000

IT integration 사이버 보안 Limited
Sufficient UEFI BIOS, TPM, Bitlocker, McAfee, SDL 

compliant with IEC62443 standard

Reliability

인증 CE, KC CE, KC,UL61010, + C1D2, IECEx/ATEX, DNV-GL

보증기간 18 month 24 month

CTO service No (catalogued CR only) Yes (CTO_CR only)

기술 지원 China only Available in worldwide

분석&리포트 Limited Yes

수리 서비스 Yes / Longer Yes / within 1-2 weeks

매뉴얼 Chinese, English Various Languages

배송기간 Reasonable 1-2 weeks

제품 라이프 사이클 Shorter More than 5 years (10y capability) 

호환성 Limited Highly considered

Affordable 가격 Price oriented Value oriented
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경쟁사와 사양 비교표
Brand Pro-face Advantech Siemens

Product  Series PFXES5700TADW

PFXES5700WADW

TPC-1551T(single touch) 

PPC-3150S (multi-touch)

IPC377E 

Visualization LCD resolution & colors 15” 1024 x 768 pixels, 16M colors

15.6” 1366 x x768 pixels, 16M colors

15” 1024 x 768 pixels, 16M colors

15.6” 1366 x x768 pixels, 16M colors

15” 1024 x 768 pixels, 16M colors

Type of touch screen Single touch, analog resistive Single touch, analog resistive Single touch, analog resistive

Performance CPU Intel Celeron 3855U 1.6GHz (Dual core, 14nm) Intel Atom E3845 1.91GHz (Dual core, 22nm)

Intel Celeron N2930 1.83GHz (Quad core, 22nm)

Intel Celeron N3160 1.6GHz (Quad core, 14nm)

Dynamic frequency scaling Yes (Intel Turbo boost technology) No Yes (Intel Turbo boost technology)

Default DDR Memory 4GB  DDR4 (onboard) 4GB DDR3 (memory slot) 4GB DDR3 (memory slot)

Default Storage mSATA SSD 128GB N/A (Build To Order) 2.5” HDD 256SSD / 500GB

Interfaces Serial RS232/422/485 x 2 RS232 x 1,  RS232/422/485 x 1 RS232 x 2,  RS232/422/485 x 2

Ethernet RJ45 10/100/100Mbps x 2 RJ45 10/100/100Mbps x 2 RJ45 10/100/100Mbps x 2

USB USB3.0 x 4 USB3.0 x 1, USB2.0 x 3/2 USB3.0 x 2, USB2.0 x 2

Video HDMI x 1 N/A VGA(DB-15) x1, DP(DDI) x 1

Expansion slot 2.5” SATAIII slot x 1 (for HDD/SSD), 

Full size M.2 x 1 (mSATA SSD only)

2.5” SATA slot x 1, 

Full size Mini-PCIe x 1

Half size Mini-PCIe x 1

Full size M.2 x 1

Power Supply and consumption 12 … 24 Vdc (-15% … +20%) 24Vdc (+/- 20%) 24Vdc (+15% /- 20%)

Environment Operation Temperature 0 ... 55 ºC with SSD 0 ... 45 ºC with HDD 0 ... 45 ºC with HDD

Cooling Method Die-cast Aluminum alloy, fanless Die-cast Aluminum alloy, fanless Die-cast Aluminum alloy, fanless

Mounting type Panel mounting and VESA mounting Panel mounting and VESA mounting Panel mounting and VESA mounting

Certificates & Standards CE CE, UL CE, UL

Default Operation System Default Win10 IoT

(support Windows10)

Default no OS 

(support WES7/Windows7/Windows10)

Default Win7 Pro 

(support WES7/Windows7/Windows10)

* Confidential, Partner connect only on Mar 21
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CPU 벤치마크: 성능비교표

Pro-face PS6000 / Harmony PS6

Easy Harmony iPC competition

SE Easy Harmony is

25% ~ 45% higher performance

ES5000 is

3% ~ 6% higher performance

ES5000 & Easy Harmony are

25% ~ 130% higher performance

Harmony P6 is higher performance 

than Easy Harmony Panel iPC

• 60% higher for Celeron CPU

• 100% higher for Core i5 CPU

Pro-face ES5000 Medium IPC_____

* Confidential, Partner connect only on Mar 21
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15” 컷팅 사이즈 비교표

Size ES5000 PS6000 PS5000 SP5000

15”(4*3) 383x282 mm 383x282 mm 383x282 mm 383x282 mm

Compatibility ○ ○ ○

15”W 390x244 mm 294x250mm 412x261mm 294x250mm

Compatibility X X X

* Confidential, Partner connect only on Mar 21
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Internal

참고 자료

Document Name How to get

Product 

Information

CAD Data (2D/3D)
Available on 
Website

User's Manual & 
Installation Guide

Available on 
Website

Technical 

Information

External Dimensions Request via bFO

Lifetime Table (MTBF) Request via bFO

Chemical Resistance Test 
Report

Request via bFO

Service Level Agreement Request via bFO

Product Quality Report Request via bFO

Certification KC Registration
Available on 
Website

Document Name How to get

Environment

Green Premium documents

Available on 
website
(checkaproduct.se.com)

ROHS2 Declaration of 
Conformity

Request via bFO

China RoHS Declaration of 

Conformity

Request via bFO

REACH Declaration of 

Conformity

Request via bFO

Manufacturing 

Information

Quality Control Chart Request via bFO

Shipment inspection report Request via bFO
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ST6000T (4*3 제품)

Page 24Pro-face by Schneider Electric – Internal Use Only | 
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Basic HMI ST6000 시리즈 라인업

표준 이더넷 포트 2개, 고해상도 화면, 

1600만 컬러, 알루미늄 전면 베젤을
갖춘 기본 HMI 모델은 심플머신의 수
준을 높입니다. 4인치 와이드에서 15

인치 와이드까지 5가지 다양한 디스
플레이를 선택할 수 있습니다. 

Link

새로운유형의 HMI인 Basic 

Web HMI는컨트롤러내장
HTML5 서버에적합합니다. 이
하나의소프트웨어로개발및유
지관리시간이크게단축됩니다. 

여러컨트롤러를하나의기본웹
HMI에서터치로쉽게설정하고
전환할수있습니다. Link

디스플레이가 없는 Gateway 

BOX는 생산 데이터를 멀티 컨버
터로 IT 계층에 업로드하기만 하
면 되는 수요를 충족할 준비가 되
어 있습니다. Web Viewer 기능으
로 온디맨드 HMI를 통해 언제 어
디서나 HMI 화면 확인이
가능합니다. Link

22mm 원형홀 설치 방식으로 설치
시간을 획기적으로 단축합니다. 

22mm 구멍을 뚫고 HMI를 부착하
기만 하면 됩니다. 디스플레이 너
비는 고해상도, 1600만 컬러 및 표
준 이더넷 포트 2개로 4인치 와이
드와 7인치 와이드 디스플레이 중
에서 선택 가능합니다.

Link

베이직 HMI

ST6000 시리즈
베이직 모듈형 HMI

STM6000 시리즈
베이직 STM6000

게이트웨이
베이직 HMI

STW6000 시리즈

GP4000T(TW)
대체품

GP4000M

대체품

New 

라인업
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ST6000T 소개

Series

ST6000

Basic OP

Screen size 

&

Commercial 

Reference

5.7” PFXST6300TADE

10.4” PFXST6500TADE

Software
V4.09.400

1. GP4000W 시리즈를 신제품 하드웨어로 간단히 변경

- 동일한 컷팅 사이즈

- 동일한 스크린 사이즈 (4x3) 

- 동일한 인터페이스: USB, SIO, Ethernet(1EA)

- 동일한 소프트웨어, GP-Pro EX

- 호환 가능하면서 향상된 제품 사양

2. 신제품 이점

- 향상된 해상도와 컬러

- 증가된 어플리케이션 메모리

- “Port Close” 기능
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ST6000 Series Lineup

Series

ST6000 시리즈 전체 제품군

BLUE version
GP-Pro EX version

Wide models 4x3 models

Screen size &

Commercial 

Reference

4.3”W (480 x 272) PFXST6200WAD PFXST6200WADE ---

5.7” --- --- PFXST6300TADE

7.0”W (800 x 480) PFXST6400WAD PFXST6400WADE ---

10.1”W (1024 x 600) PFXST6500WAD PFXST6500WADE ---

10.4” --- --- PFXST6500TADE

12.1”W (1280 x 800) PFXST6600WAD PFXST6600WADE ---

15.6”W (1366 x 768) PFXST6700WAD PFXST6700WADE ---

Color and Design

Software

V4.09.200 or later V4.09.400 or later

New
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Power Supply Con

nector

Ethernet

(10BASE-T/100BASE-TX)

Status 

LED

USB 2.0 (micro-B)

HMI Resolution

ST-6300T 640 x 480 (VGA)

USB 2.0 (Type A)

COM1 (RS-232C)

COM2 (RS-422/485)

Battery Slot

PFXST6300WADE (4.3”W)
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PFXST6500TADE (10.4”)

HMI Resolution

ST-6500T 800 x 600 (SVGA)
Ethernet (10BASE-T/100BASE-TX)

Status

LED

USB 2.0 (micro-B)

USB 2.0 (Type A)COM1

(RS-232C)

Battery Slot

SD Card Status LE

D

SD Card Slot

COM2 (RS-422/485)

Power Supply C

onnector
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ST-6300T ST-6500T

Model Number PFXST6300TADE PFXST6500TADE

Display

5.7”

(640 x 480 VGA)

10.4” 

(800 x 600 SVGA)

262,000 colors, White LED, Brightness control: 16 

levels

16 million colors, White LED, Brightness control: 16 

levels

Touch Panel Resistive film (analog, single touch), Touch Panel lifetime: 1 million times or more

Interface

COM1 RS-232C RS-232C

COM2 RS-422/485 RS-422/485

USB Type A USB 2.0 (Type A) x1 USB 2.0 (Type A) x1

USB micro-B USB 2.0 (micro-B) x 1 USB 2.0 (micro-B) x 1

Ethernet 1 port 1 port

SD No Yes

Memory
Application Memory FLASH EPROM Screen area: 64MB

Backup memory Screen area: SRAM 320KB, Variable area: SRAM 64KB

Rated Input Voltage 19.2 to 28.8 Vdc

Structure IP65F, Type 1, Type 4X (indoor use only), Type 13 (on the front panel when properly installed in an enclosure)

External Dimensions W169.5 x H137 x D58 mm W319 x H245 x D55.3 mm

Panel Cut Dimensions W156 x H123.5 mm W301.5 x H227.5 mm

ST6000T 라인업 – 4x3 models

NewNew
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인증 : GP4000TW 와 비슷한 인증

Certification ST6000 EX (4x3) ST6000 EX (Wide) GP4000TW GP4000M

CE (EN61000-6-4, EN61000-6-2, EN61131-2) ✔ ✔ ✔ ✔

UKCA ✔ ✔ ✔ ✔

UL/cUL

✔
(UL61010-2-201)

(CSA C22.2 No.61010-2-

201)

✔
(UL61010-2-201)

(CSA C22.2 No.61010-

2-201)

✔
(UL508)

(CSA C22.2 No.142)

✔
(UL508)

(CSA C22.2 No.142)

UL/cUL Class 1, Div. 2
✔

(UL121201)

(CSA C22.2 No213)

-

✔
(ANSI/ISA12.12.01)

(CSA C22.2 No213)

✔
(ANSI/ISA12.12.01)

(CSA C22.2 No213)

ATEX    Zones 2/22 (Gas/Dust)
✔ - ✔ ✔

IECEx    Zones 2/22 (Gas/Dust)

UKEX
Under preparation

(Schedule: TBD)

- ✔ ✔

KCs - ✔ -

NEPSI → Ex-CCC - ✔ -

RCM (C-Tick) ✔ ✔ ✔ ✔

EAC (GOST-R) ✔ ✔ ✔ ✔

RoHS for EU
✔ ✔ ✔ ✔

RoHS for China

REACH ✔ ✔ ✔ ✔

CCC                                  *apply for CCC exemption - - - -

KC ✔ ✔ ✔ ✔

Marine (DNV-GL, ABS, LR, BV, NK, RINA, CCS)

Under preparation for  DNV-

GL, ABS, BV, NK, CCS, KR 

(Schedule: TBD)

-
DNV-GL, ABS, LR, BV, 

NK, RINA, CCS
DNV-GL

WEEE ✔ ✔ ✔ ✔
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신제품 ST6000T vs 구제품 GP4000TW

GP4301TW / GP4501TW ST6300T / ST6500T

Display

Size 5.7”/10.4”

Resolution 320x240 (QVGA) / 640x480 (VGA) 640x480 (VGA) / 800x600 (SVGA)

Color 65K colors 262K / 16M colors

Backlight L/T 

(min)
50K hrs 25K hrs / 50k hrs

Touch Panel Analog resistive

Interface

SIO RS-232C x1, RS-422/485 x1

ETH x1 (+ EZ-LAN as 2nd port)

USB Type-A x1, mini-B x1 Type-A x1, micro-B x1

SD x1 for 10.4”

Memory

Application 8MB / 16MB 64MB

Backup (SW) 128KB 320KB (+64KB for Variable)

Battery Yes, replaceable

Rating IP65, NEMA #250 TYPE4X/13

Certification

CE, UL and cUL, RMC, KC, EAC, RoHS, WEEE

Class1Div2, ATEX, IECEx, KCS, NEPSI, Marine
Class1Div2, ATEX, IECEx, KC, KCs, UKCA, CCCEx, DNV-GL, 

ABS, BV, CCS, KR Marine

Software GP-ProEX
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ST-6300T (PFXST6300TADE) GP-4301TW

Display type TFT Color LCD

Display size, Resolution 5.7”, 640 x 480 pixels (VGA) 5.7”, 320 x 240 pixels (QVGA)

Effective display area (W x H) 115.2 x 86.4 mm

Display colors 262,000 colors 65,536 colors

Front frame Metal Plastic

Backlight White LED (Not replaceable) White LED (not user replaceable) 

Backlight service life 50,000 hours or more (before backlight brightness 

decreases to 25%)

50,000 hours or more (before backlight brightness 

decreases to 50%)

Brightness control 16 levels (Adjusted with touch panel or software) 8 levels (Adjusted with touch panel or software)

Application

memory

System card/ System memory Flash EPROM

Removable system -

Screen area 64MB 8MB

Backup

memory

Screen area SRAM 320KB SRAM 128KB

Variable area SRAM 64KB -

Battery (clock data backup) Primary battery (replaceable) Not replaceable

Touch panel type Resistive film (analog, single touch) 

Touch panel resolution 1,024 x 1,024

Touch panel service life 1 million times or more

Interface Serial COM1: RS-232C (D-sub 9 pin plug), COM2: RS-422/485 (D-sub 9 pin plug)

Ethernet 10BASE-T/100BASE-TX x 1

USB Host USB 2.0 (Type A) x 1

USB Device USB 2.0 (Micro-B) x 1 USB 2.0 (Mini-B) x 1

SD/CF -

Rate Input Voltage 24 Vdc (Input voltage limits: 19.2~28.8 Vdc）

External Dimensions W169.5 x H137 x D58 mm W169.5 x H137 x D59.5 mm

Panel Cut Dimensions W156 x H123.5 mm

제품 사양 비교 ST-6300T (5.7”) vs GP-4301TW (5.7”) 
New ST6000EX is better.

GP4000W is better.
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제품 사양 비교 ST-6500T (10.4”) vs GP-4501TW
ST-6500T (PFXST6500TADE) GP-4501TW

Display type TFT Color LCD

Display size, Resolution 10.4”, 800 x 600 pixels (SVGA) 10.4”, 640 x 480 pixels (VGA)

Effective display area (W x H) 211.2 x 158.4 mm

Display colors 16 million colors 65,536 colors

Front frame Metal Plastic

Backlight White LED (not replaceable) White LED (not user replaceable) 

Backlight service life 50,000 hours or more (before backlight brightness 

decreases to 25%)

50,000 hours or more (before backlight brightness 

decreases to 50%)

Brightness control 16 levels (Adjusted with touch panel or software) 8 levels (Adjusted with touch panel or software)

Application

memory

System card/ System memory Flash EPROM

Removable system -

Screen area 64MB 16MB

Backup

memory

Screen area SRAM 320KB SRAM 128KB

Variable area SRAM 64KB -

Battery (clock data backup) Primary battery (replaceable)

Touch panel type Resistive film (analog, single touch) 

Touch panel resolution 1,024 x 1,024

Touch panel service life 1 million times or more

Interface Serial COM1: RS-232C (D-sub 9 pin plug), COM2: RS-422/485 (D-sub 9 pin plug)

Ethernet 10BASE-T/100BASE-TX x 1

USB Host USB 2.0 (Type A) x 1

USB Device USB 2.0 (micro-B) x 1 USB 2.0 (mini-B) x 1

SD/CF Maximum 32GB SD/SDHC Card x 1

Rate Input Voltage 24 Vdc (Input voltage limits: 19.2~28.8 Vdc）

External Dimensions W319 x H245 x D55.3 mm W315 x H241 x D56 mm

Panel Cut Dimensions W301.5 x H227.5 mm

New

ST6000EX is better.
GP4000W is better.
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패널 컷 사이즈– GP4000 vs ST6000

Existing Offer Wide [mm] High [mm] ST6000 Wide [mm] High [mm] Remark

GP4201TW (3.5”) 118.5 92.5

ST-6200WA (4.3”W) 118.5 92.5 Compatible

GP4201T (3.5”) 118.5 92.5

GP4301TW (5.7”) 156.0 123.5

ST-6400WA (7”W) 190 135 Make cut-out bigger

ST-6300T (5.7”) 156.0 123.5 Compatible

GP4401WW (7”) 204.5 159.5 ST-6400WA (7”W) 190 135
Panel cut-out adapter 

(PFXZCDAT72)*

GP4501TW (10.4”) 301.5 227.5

ST-6600WA (12.1”W) 259 217 Make cut-out smaller

ST-6500WA (10.1”W) 255 185 Make cut-out smaller

ST-6500T (10.4”) 301.5 227.5 Compatible

ST-6700WA (15.6”W) 394 250

*It can be used with ST6400 but not guarantee because installation way is different from GP4401W + PFXZCDAT72. Due to the HW design and mounting screw design, customer need to assemb

le panel adapter at first, and then mount HMI to adapter. Therefore, no promotion as Accessory.

New

New
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ST-6200WA ST-6400WA/ST-6500WA

ST-6600WA/ST-6700WA

ST-6300T

ST-6500T

GP4000TW

별도의 도구 없이 설치 가능 별도의 도구 없이 설치 가능 설치를 위한 도구 필요 설치를 위한 도구 필요

제품 설치 방법의 차이점

십자 드라이버를 사용하여 각 패스너
나사를 조입니다.

패키지에 동봉된
설치 패스너로
고정하십시오.

나사 머리 쪽은 이전보다 더 커지
고 미끄럼 방지 처리를 위해 들쭉
날쭉한 패턴이 있습니다. 십자 드
라이버 없이도 손가락으로 나사를
조일 수 있습니다. (토크가 부족할
때는 드라이버를 사용하십시오.)

도구가 필요 없는
스프링 클립(별매)
으로 고정하십시오.

*2 types of settings are possible according to the 

panel thickness. (1.5 to 4 mm, 4 to 6 mm)

4”W 모델을 패널에 부착하는 패턴은
아래와 같이 2가지가 있습니다.

드라이버를 이용하여 시계 방향으
로 설치 패스너의 나사를 조입니
다.

New

Insertion slots
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Color Indicator

BLUE model GP-Pro EX model

HMI Operation HMI Operation
Logic Program 

Operation

Green

ON In operation
In operation RUN

Offline / Backlight OFF (Standby Mode)

Flashing - In operation STOP

Flashing once 

every 5 seconds
Backlight OFF (Standby Mode) -

Orange Flashing Software starting up Software starting up

Red
ON Power is ON Power in ON

Flashing - In operation Major Error

- OFF Power is OFF Power is OFF

LED 표시

Status LED

Color Indicator Description

Green ON The SD card is inserted.

OFF The SD card is not inserted or detected.

▪ SD Card Access LED (on ST-6500T only)

▪ Status LED (on all ST6000 series)

SD Card St

atus LED
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ST-6300/6500T GP-4301TW/4501TW

외관 사이즈 차이
(컷팅사이즈는 동일)

ST-6300T W169.5 x H137 x D58 (-1.5) mm GP-4301TW W169.5 x H137 x D59.5 mm

ST-6500T W319 (+4) x H245 (+4) x D55.3 (-0.7) mm GP-4501TW W315 x H241 x D56 mm

LED 상태등 위치

ST-6300T GP-4301TW

ST-6500T GP-4501TW

USB 타입 차이
ST-6300T GP-4301TW

ST-6500T GP-4501TW

USB 디바이스 위치
변경 ST-6500T

GP-4501TW

LCD is different.
LCD 가 변경됨에 다라서 GP4301TA/4501TW 프로젝트의 오브젝트 및 비트맵과 같은 이미지가
ST6300T/6500T에서 약간 다르게 보일 수 있습니다. 

하드웨어 차이 1/3

USB (Micro-B) 

제품 뒷면에 위
치

USB (Mini-B) 제품 하단에 위치

LED 

왼쪽 상단

LED 

왼쪽 하단
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ST-6300/6500T GP-4301TW/4501TW

전원커넥터의
위치와 커넥터
제품명이 다릅니다.

ST-6300T GP-4301TW

ST-6500T GP-4501TW

하드웨어 차이 2/3

전원 커넥터의 위치가 다르기 때문에 전원 케이블의 길이가 일
치하지 않을 수 있습니다. 그런 경우에는 다시 배선하십시오. 
커넥터도 다르므로 ST6000 시리즈(CA5-DCCNM-01)용으로 사
용하십시오.

For details, please refer to ST6000 Series Hardware Manual.

커넥터가 다르므로 ST6000 시리즈(CA5-DCCNM-01)용으로 사
용하십시오

GP-4301TW의 전원 커넥터 제품명: PFXZCBCNDC
1

GP-4501TW의 전원 커넥터 제품명: PFXZCBCN
DC2 (right-angle type).

https://www.proface.com/en/download/st6000/manual/hardware
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• 해상도가 다르기 때문에 프로젝트 변환 후 프로젝트에 사용되는 부품의 크기와 위치를 조정해야 할 수도
있습니다.

하드웨어 차이 3/3

GP-4301TW 320 x 240 pixels (QVGA) → ST-6300T 640 x 480 pixels (VGA)

GP-4501TW 640 x 480 pixels (VGA) → ST-6500T 800 x 600 pixels (SVGA)

디스플레이 단위 유형 변경 시 [해상도 변환]에 체크하면(아래 그림 참조) 표시 해상도를 기준으로, 
파트와 텍스트의 크기와 위치를 모두 자동으로 조정할 수 있습니다. 몇가지는 여전히 수동으로 조정해야 할 수도 있습니다.

• 절대 좌표가 필요한 함수로 설정을 수동으로 변경하여 주세요
- Global window

- Position Animation

• 글꼴 크기 및 해상도 제한으로 인해 수동 변경이 필요할 수 있습니다. 필요한 경우 크기를 조정하십시오.

• Font: In the case of using Standard font, the size will be smaller. You can improve by using Stroke fo

nt or Image font.

- Objects 

- Parts

- Images

- Alarm parts

• 위치는 원래 프로젝트와 다를 수 있습니다. 창의 좌표를 확인하고 필요한 경우 조정하십시오..

- Window display
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소프트웨어 정보
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Internal

• ST-6500T / ST-6300T 는 GP-Pro EX Ver.4.09.400 이나 이후 버전부터 지원이 됩니다. 

• 지원되는 기능은 기본적으로 ST6000 Wide 모델과 동일합니다. 단, ST6500T는 SD카드를 사용이 가능합니다.

• EZ 시리즈
EZ Tower Light 지원.

EZ LAN Adaptor 지원안됨 (추후 지원 예정)

• 지원되는 드라이버는 ST6000 Wide 모델과 동일합니다. 뒷페이지 참고
Supported Driver List:

https://schneider-electric.box.com/s/2lflzpkzjsi9i0cl7flvn55urj8wqln9

ST-6500T / ST-6300T with GP-Pro EX

https://schneider-electric.box.com/s/2lflzpkzjsi9i0cl7flvn55urj8wqln9
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Maker Name (EN) Driver Name

ST6000 / STM6000

ST-62**

ST-64**

ST-65**

ST-66**

ST-67**

STM-62**

STM-64**

STM-Gateway

Azbil Corporation

Controller(CPL) Yes

MODBUS SIO Master Yes

MODBUS TCP Master Yes

Beckhoff Automation GmbH TwinCAT ADS/AMS Yes

CAN in Automation CANopen Slave No

CC-Link Partner Association CC-Link Intelligent Device No

CoDeSys Automation Alliance

CoDeSys V3 Ethernet Yes

CoDeSys Ethernet Yes

CoDeSys SIO Yes

Control Techniques
MODBUS SIO Master Yes

MODBUS TCP Master Yes

CHINO Corporation Temp. Controller MODBUS SIO Yes

Cognex Corporation In-Sight Vision Systems Yes

Control Technology Corporation CTC Binary Protocol Yes

Crouzet Millenium 3 FBD Yes

CRRC Train Real Time Data Protocol No

Delta-TAU data system, inc. PMAC Controller SIO Yes

DENSO WAVE INCORPORATED b-CAP Protocol(TCP) Yes

Digital Electronics Corporation

General Ethernet Yes

General SIO Yes

Memory Link Yes

No connection Yes

Emerson Process Management
ROC Plus Ethernet Yes

ROC Plus SIO Yes

Fanuc LTD. Power Mate Series Yes

Fatek Automation Corporation FB Series SIO Yes

Maker Name (EN) Driver Name

ST6000 / STM6000

ST-62**

ST-64**

ST-65**

ST-66**

ST-67**

STM-62**

STM-64**

STM-Gateway

GE Intelligent Platforms

Series 90 Ethernet Yes

Series 90-30/70 SNP Yes

Series 90-30/70 SNP-X Yes

Hitachi, Ltd.
S10 Series SIO Yes

S10V Series Ethernet Yes

Hitachi IES Co.,Ltd.

H Series Ethernet Yes

H Series SIO Yes

Inverter ASCII SIO Yes

Inverter Modbus RTU Yes

Hyundai Heavy Industries
Hi4 Robot No

Hi5 Robot Yes

IAI Corporation
ROBO CYLINDER MODBUS SIO Yes

X-SEL Controller Yes

IEC Standard IEC 60870-5-101 Yes

JTEKT Corporation
TOYOPUC CMP-LINK Ethernet Yes

TOYOPUC CMP-LINK SIO Yes

KEYENCE Corporation

KZ-10_80RW/TW CPU Direct Yes

KV-700/1000/3000/5000 CPU Direct Yes

KV-700/1000/3000/5000 Ethernet Yes

KV MODE (HOST LINK) SIO Yes

Visual KV Series CPU Direct Yes

KOYO ELECTRONICS INDUSTRIES
KOSTAC/DL Series CCM SIO Yes

KOSTAC/DL Series MODBUS TCP Yes

LS ELECTRIC Co., Ltd

GLOFA Series Cnet Yes

MASTER-K Series Cnet Yes

XGK Series CPU Direct Yes

XGT/XGB Series Fenet Yes

XGT/XGB Series Cnet Yes

MEIDENSHA Corporation UNISEQUE SERIES Ethernet Yes

Mitsubishi Electric Corporation

A Series CPU Direct Yes

A Series Computer Link Yes

A Series Ethernet Yes

FREQROL Inverter Yes

FX Series Computer Link Yes

FX Series CPU Direct Yes

FX Series Ethernet Yes

Q Series CPU Direct Yes

Q Series QnU CPU Ethernet Yes

Q/QnA Serial Communication Yes

Q/QnA Series Ethernet Yes

QnA Series CPU Direct Yes

QUTE Series CPU Direct Yes

iQ-R/F Ethernet(SLMP Client) Yes

Mitsubishi Heavy Industries 
DIASYS Netmation MODBUS TCP Yes

MHI STEP3 Ethernet No

Modbus-IDA
General MODBUS SIO Master Yes

General MODBUS TCP Master Yes

Maker Name (EN) Driver Name

ST6000 / STM6000

ST-62**

ST-64**

ST-65**

ST-66**

ST-67**

STM-62**

STM-64**

STM-Gateway

NIDEC SANKYO CORPORATION Host Protocol Ethernet No

ODVA

DeviceNet Slave No

EtherNet/IP Explicit Messaging Yes

EtherNet/IP Target Yes

OMRON Corporation

C/CV Series HOST Link Yes

CS/CJ Series Ethernet Yes

CS/CJ Series HOST Link Yes

CS/CJ/NJ Series EtherNet/IP Yes

Temp. Controller CompoWay/F Yes

Panasonic IndustrialDevices SUNX
FP Series Computer Link SIO Yes

MEWTOCOL-COM Ethernet Yes

PROFIBUS International PROFIBUS DP Slave No

RKC INSTRUMENT INC.
Temp. Controller MODBUS SIO Yes

Temperature Controller Yes

Rockwell Automation

DF1 Yes

DH-485 Yes

EtherNet/IP Yes

SAE International J1939 No

Saia-Burgess Controls Ltd.
Saia Ether-S-Bus Yes

SAIA S-Bus SIO No

Sanmei Electronics Co., Ltd. Si/CutyAxis Series SIO No

Schneider Electric SA

MODBUS SIO Master Yes

MODBUS Slave Yes

MODBUS TCP Master Yes

Uni-Telway Yes

Seiko Epson Corporation Remote Ethernet Yes

SHARP MS Corporation
\JW Series Computer Link Ethernet Yes

JW Series Computer Link SIO No

Shenzhen Inovance technology

Modbus RTU Mode Yes

Modbus TCP Yes

HMI Monitor Protocol Yes

Shinko Technos Co., Ltd. Indicating Controller SIO Yes

SICK AG Flexi Soft Yes

Siemens AG

Ethernet Gateway MPI/PROFIBUS Yes

SIMATIC S5 CPU Direct Yes

SIMATIC S5 3964(R) Yes

SIMATIC S7 Ethernet Yes

SIMATIC S7 MPI Direct No

SIMATIC S7 3964(R)/RK512 Yes

TIA Portal Ethernet Yes

Siemens Building Technologies SAPHIR SIO No

TOSHIBA Corporation
Computer Link Ethernet Yes

Computer Link SIO Yes

SHIBAURA MACHINE CO., LTD.
TC Series(TCmini/TC200) Yes

TC/TS Series Ethernet Yes

Yamaha Motor Co., Ltd. Robot Positioner TS Series Yes

YASKAWA Electric Corporation

HiSpeed Ethernet Server Yes

INVERTER/SERVO SIO Yes

MEMOBUS Ethernet Yes

MEMOBUS SIO Yes

MP Ethernet/MECHATROLINK Yes

MP Series SIO(Extension) Yes

YE DIGITAL Corporation MMCloud TCP Client Yes

YOKOGAWA Electric Corporation
Personal Computer Link Ethernet Yes

Personal Computer Link SIO Yes
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GP-Pro EX Feature ST6000 GP4000TW GP4000M

Display

Screen Area (Application memory, unit: byte) 64M
16M for GP-4501TW/4401WW

8M for GP-4301TW/4201TW
8M

Portrait Installation ✔ ✔ ✔

Function Expansion Memory - - -

Installing the USB/RS-422/485 Conversion Adapters ✔ ✔ ✔

MAC Address Display ✔
✔

except for GP-4201TW
✔

External 

Storage

CF Card - - -

SD Card
✔ (ST-6500T only)

Not supported on other ST6000 Series
✔

except for GP-4301TW/4201TW
-

CFast Card - - -

USB storage ✔ ✔ ✔

FTP server ✔
✔

except for GP-4201TW
✔

System 

Settings

Drawing in 256 colors ✔ ✔ ✔

Reverse Display -

This function is not used nowadays.

✔ ✔

Color Blink ✔ -

Synchronize Text Display with Text Table ✔ ✔ ✔

Time Zone settings - - -

Detect Backlight Burnout - - -

Dimmer settings ✔ ✔ ✔

2-point touch / Multitouch - - -

Display the SD/USB Removal Icon ✔ ✔ ✔

GP-Pro EX feature comparison 1/5

Alternative solution for non-SD 

card models:

1) Use larger backup memory

2) Use USB memory

3) Use Network storage
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GP-Pro EX Feature ST6000 GP4000TW GP4000M

System Settings

Screen Capture ✔ ✔ ✔

SRAM Auto Backup
✔ (ST-6500T only)

Not supported on other ST6000 Series
✔

except for GP-4301TW/4201TW
✔

Image Font ✔ ✔ ✔

Bitmap Font ✔ ✔ ✔

Standard Font ✔ ✔ ✔

Port Control ✔ ✔ -

Device/PLC 

Communication

Number of Devices/PLCs that can communicate 

simultaneously
2 2 4

Specify Indirect Device ✔ ✔ ✔

Import Device/PLC tags ✔ ✔ ✔

Ethernet Multilink ✔
✔

except for GP-4201TW
✔

Device Monitor ✔ ✔ ✔

Ladder Monitor - - -

Transfer

Network Transfer ✔
✔

except for GP-4201TW
✔

Modem Transfer -

This function is not used nowadays.

✔ ✔

SIO Transfer (COM Connection) ✔ ✔

Memory loader feature ✔ ✔ ✔

CF/SD Card Connection
✔ (ST-6500T only)

Not supported on other ST6000 Series
✔

except for GP-4301TW/4201TW
✔

Connection Key ✔ ✔ ✔

GP-Pro EX feature comparison 2/5
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GP-Pro EX Feature ST6000 GP4000TW GP4000M

Common 

Settings

Change Backlight Color - - -

Clock Update Settings ✔ ✔ ✔

Start Screen Settings ✔ ✔ ✔

Date format on CSV file output ✔ ✔ ✔

Divide destination folders by file numbers ✔ ✔ ✔

Increase Alarm Type [Extended] settings and Text Table 

index numbers

-

Not supported due to advanced feature
- -

Alarm Message Multiple Line Display ✔ ✔ ✔

Attach Data Value to Operation Log ✔ ✔ ✔

Changing passwords at run time (CSV file) ✔ ✔ ✔

Changing passwords at run time (password change screen) ✔ ✔ ✔

Append Date/Time to CSV File Name ✔ ✔ -

Transfer sampling CSV file to FTP ✔
✔

Except for GP-4201TW
-

Transferring sampled data to the cloud ✔
✔

Except for GP-4201TW
✔

Indirectly specify Sampling Frequency and Alarm Settings ✔ ✔ ✔

Sampling data/Enhanced recipe data format co-exist ✔ ✔ ✔

Create a recipe (CSV data) index file at runtime ✔ ✔ ✔

Enhanced Recipes ✔ ✔ ✔

Extended Script copy file function ✔ ✔ ✔

Global Trigger ✔ ✔ ✔

GP-Pro EX feature comparison 3/5
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GP-Pro EX Feature ST6000 GP4000TW GP4000M

Common 

Settings

Movie record/play feature - - -

Use Image unit - - -

Sound Output Feature - - -

AUX - - -

Retentive Variables Function ✔ - -

Parts

Selector List ✔ ✔ ✔

XY Graph (Historical Trend, Data Block Display Graph)
-

Not supported due to advanced feature*1 ✔ ✔

Picture Display [CF Image Display] / [SD Image Display] 

for showing JPEG files
✔ (ST-6500T only)

Not supported on other ST6000 Series
✔

Except for GP-4201TW/4201TW
-

Indirectly specify a block of Alarm parts ✔ ✔ ✔

Special Data Display [File Manager] sort function and 

default path
✔

✔
Except for GP-4201TW

✔

Special Data Display [File Manager] copy file to FTP ✔ ✔ ✔

Message Display’s Bulletin Message ✔ ✔ ✔

Image Sensor Display
-

Not supported due to advanced feature*1
✔

Except for GP-4201TW
✔

Animation ✔ ✔ ✔

Alarm History Message Flow Display ✔ ✔ ✔

Alarm History / Sampling Data / Enhanced Recipe Data 

Refine Search / Sort Function
-

Not supported due to advanced feature
- -

Alarm Analysis Function - -

GP-Pro EX feature comparison 4/5

*1: If you have a customer who wants to use this advanced feature, please contact Product marketing. 
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GP-Pro EX Feature ST6000 GP4000TW GP4000M

Logic

Logic Program Operation ✔ ✔ ✔

I/O Driver - - -

Function Block ✔ ✔ ✔

Network

RPA Function 

(end of support from Ver.4.09.400)

-

This function is not used nowadays.
✔

Except for GP-4301TW/4201TW
-

GP-Viewer EX ✔
✔

Except for GP-4201TW
✔

Web Server

-

With this feature cannot pass Cyber Security 

criteria. Propose to use Remote HMI instead.

✔
Except for GP-4201TW

✔

Camera-Viewer EX - - -

Pro-face Remote HMI ✔

✔
Except for GP-4201TW

✔

E-mail ✔ -

GP Remote Printer Server ✔ ✔

Pro-face Connect

(models you can register as SiteManager)
✔ -

Pro-Server EX ✔ ✔

Input 

Equipment / 

Peripheral 

Equipment 

(USB Device)

USB Keyboard ✔ ✔ ✔

EZ Illuminated Switch ✔ ✔ ✔

EZ Tower Light ✔ ✔ ✔

EZ Numpad ✔ ✔ ✔

EZ LAN Adapter

-

Will be supported on ST-6500T/6300T in the 

future GP-Pro EX version

✔
Except for GP-4201TW

-

GP-Pro EX feature comparison 5/5
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Entry HMI ET6000 Series

Page 49Pro-face by Schneider Electric – Internal Use Only | 
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Entry HMI ET6000

고해상도 그래픽 디스플레이와 성능 향상

Page 50Confidential Property of Schneider Electric |

GP4000E
Low resolution

ET6000
High resolution

GP4000E
6만5천 컬러

ET6000
1600만 컬러

7”W PFXET6400WAD

10”W PFXET6500WAD

12”W PFXET6600WAD(new size)

15”W PFXET6700WAD(new size)

Software
GP-Pro EX

V4.09.300 or later

7”W PFXGP4402WADW

10”W PFXGP4502WADW

Software GP-Pro EX

단종 예정
• 마지막 오더: 2023/Q2 예상
• 마지막 서비스: 2025/Q2
(제품 수급 및 시장상황에 따라서 변동
가능성 있음)
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Entry HMI ET6000

• Bigger number is better

• MPU = Micro Processor Unit/ 기계어를 해석하고 ,연산을 수행하는 기능만 가지고 있는 프로세서

• MIPS = Million Instructions per second/ 컴퓨터의 연산속도를 나타내는 단위로 초당 백만 연산

• MB = Mega Byte

• 연산속도(MIPS) 400% 향상: 빨라진 MPU 프로세서를 통해서 화면 전환, 애니메이션, 스크립트 등의
작업 성능 향상

366

333

1600

800

0 500 1000 1500 2000

MPU Performance (MIPS)

MPU Frequency (MHz)

ET6 Legacy

128

128

256

256

0 50 100 150 200 250 300

DDR Memeory (MB)

NAND Flash (MB)

ET6 Legacy

• 메모리 용량 200% 향상: 향상된 메모리를 통해 더 많은 HD 그래픽, 차트, 레시피, 작업 로그
(알람/이벤트/데이터) 등의 어플리케이션을 설계할 수 있습니다. 
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Entry HMI ET6000 (7”W/10”W)

USB (Type A)

USB (micro-B)

Status 

LED

Power plug 
connector

Serial interface 
(COM2)

Ethernet 
interface

Front Back

Serial interface 
(COM1)

Battery slot

HMI Resolution

ET-6400WAD 800 x 480 pixels (WVGA)

ET-6500WAD 1024 x 600 pixels (WSVGA)
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Entry HMI ET6000(12”W/15”W)

USB (Type A)

USB (micro-B)

Status 

LED

Power plug 

connector
Serial 

interface 

(COM2)

Ethernet 

interface

Front Back

Bottom

Serial 

interface 

(COM1)

Top

Battery 

slot

HMI Resolution

ET-6600WAD 1280 x 800 pixels (WXGA)

ET-6700WAD 1366 x 768 pixels (FWXGA)
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Entry HMI ET6000 시리즈 상세 사양

Model No PFXET6400WAD PFXET6500WAD PFXET6600WAD PFXET6700WAD

Display
7.0” Wide (800 x 480) 10.1” Wide (1,024 x 600) 12.1” Wide (1,280 x 800) 15.6” Wide (1,366 x 768)

16 million colors / White LED 16 level brightness control

Touch Panel Type : resistive film (analog) / Single touch / Service life : 1 million times or more

Interface
COM1 : RS-232C, COM2 : RS-422 / 485, 

Ethernet : IEEE802.3i/IEEE802.3u, 10BASE-T/100BASE-TX x 1, USB : Type A x 1, micro-B x 1

Memory
Application memory : 32MB 

Backup memory : 128KB
Application memory : 64MB

Backup memory : 128KB

Certifications IP65, CE, UL, KC IP65, Type 4X, CE, UL, KC

Ambient air temperature 0...50 °C (32...122 °F)

Dust 0.1 mg/m3 (10-7 oz/ft3) or less (non-conductive levels)

Pollution degree For use in Pollution Degree 2 environment

Atmospheric pressure 
(operating altitude)

800...1,114 hPa (2,000m [6,561ft] or lower)

Vibration resistance
IEC/EN 61131-2 compliant

5...9 Hz Single amplitude 3.5 mm (0.14 in) / 9...150 Hz Fixed acceleration: 9.8 m/s2

/ X, Y, Z directions for 10 cycles (approximately 100 minutes)

Cooling method Natural air circulation

External dimensions 
(W x H x D)

205.5 x 150.5 x 45 mm 
(8.09 x 5.92 x 1.77 in)

270.5 x 200.5 x 47 mm
(10.65 x 7.89 x 1.85 in)

310.5 x 232.5 x 50 mm
(12.22 x 9.15 x 1.97 in)

412 x 268 x 50 mm 
(16.22 x 10.55 x 1.97 in)

Panel cut dimension 
(W x H)

190 x 135 mm (7.48 x 5.31 in)
255 x 185 mm 
(10.04 x 7.28 in)

295 x 217 mm 
(11.61 x 8.54 in)

394 x 250 mm 
(15.51 x 9.84 in)

Weight 0.61 kg (1.34 lb) or less 0.99 kg (2.18 lb) or less 1.62 kg (3.57 lb) or less 2.52 kg (5.56 lb) or less
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• 제품 사이즈는 약간의 차이가 있지만, 패널 컷팅 사이즈는 동일

• 사양은 업그레이드되었지만, 가격은 경제적으로

Entry HMI ET6000 vs GP4000E

GP4000E 시리즈 ET6000 시리즈

제품 사이즈
7”W W207 x H152.4 x D38.2 mm W206 x H151 x D45 mm

10”W W275 x H206 x D38.2 mm W271 x H201 x D47 mm

패널 컷팅
사이즈

7”W 190 x 135 mm 190 x 135 mm

10”W 255 x 185 mm 255 x 185 mm 

USB Type-A 위치

USB Type-B 포트
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ET6400 vs GP4402 사양 비교표 (7” Wide) - 일반사양

GP-4402WW ET-6400WA Compatibility

Display Size 7” Wide 7” Wide 〇

Display Type TFT color LCD TFT color LCD 〇

Display Colors 65,536 color 16 million color UP!

Display Resolution 800 x 480 pixels (WVGA) 800 x 480 pixels (WVGA) 〇

Backlight White LED (Not replaceable) White LED (Not replaceable) 〇

Service life 20,000 hours or more (continuous operation at 25 ° C 

[77 ° F] before backlight brightness decreases to 50%)

50,000 hours or more (continuous operation at 25 ° C 

[77 ° F] before backlight brightness decreases to 25%)

UP!

Panel Cutout Dimensions 190mm x 135mm x 1~5mm 190mm x 135mm x 1.6~5mm 〇

External Dimensions W207 x H152.4 x D38.2 W205.5 x H150.5 x D45 ×

Touch Panel Type Resistive film (analog, single touch) Resistive film (analog, single touch) 〇

Service life 1 million times or more 1 million times or more 〇

Memory Application FLASH EPROM 32MB FLASH EPROM 32MB 〇
Please refer to the FAQ 

for the available capacity 

of each memory.Backup Memory NAND 128KB SRAM 128KB

Backup Battery Replaceable battery/ Primary battery for clock data backup Replaceable battery / Primary battery for clock data backup 〇

Input Voltage 24Vdc 24Vdc 〇

https://www.proface.com/support/index?page=content&id=FA381212&viewlocale=en_US&locale=en_US&country=PROFACE&lang=en
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ET6400 vs GP4402 사양 비교표 (7” Wide) -인터페이스

GP-4402WW ET-6400WA Compatibility

Serial I/F COM1 RS-232C (D-Sub 9pin Plug) RS-232C (D-Sub 9pin Plug) 〇
Please check the 

manual for the 

communication cable.
COM2 RS-422/RS-485 (D-Sub 9pin Plug) RS-422/RS-485 (D-Sub 9pin Plug)

Ether net I/F x1: IEEE802.3i/ IEEE802.3u, 10BASE-T/100BASE-TX 

(RJ-45)

x1: IEEE802.3i/IEEE802.3u, 10BASE-T/100BASE-TX 

(RJ-45)

〇

CF Card I/F - - 〇

SD Card I/F - - 〇

USB I/F Type A x1  USB2.0 x1 USB 2.0 〇

Type mini B x1 USB2.0

-USB data transfer cable(ZC9USCBMB1) or 

commercial USB miniB transfer cable

- ×
Please use Type micro 

B instead.

Type micro B - x1 USB 2.0

-USB transfer cable(PFXZUSCBMB2) or commercial 

USB microB transfer cable

UP!

Auxiliary I/O I/F - - 〇

Sound Output I/F - - 〇

Field Bus / Expansion Unit I/F - - 〇

https://www.pro-face.com/otasuke/files/manual/gpproex/new/device/index.htm
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ET6500 vs GP4502 사양 비교표 (10” Wide)- 일반사양

GP-4502WW ET-6500WA Compatibility

Display Size 10.1” Wide 10.1” Wide 〇

Display Type TFT color LCD TFT color LCD 〇

Display Colors 65,536 color 16 million color UP!

Display Resolution 800 x 480 pixels (WVGA) 1024 x 600 pixels (WSVGA) UP!

Backlight White LED (Not replaceable) White LED (Not replaceable) 〇

Service Life 20,000 hours or more (continuous operation at 

25 ° C [77 ° F] before backlight brightness 

decreases to 50%)

50,000 hours or more (continuous operation at 

25 ° C [77 ° F] before backlight brightness 

decreases to 25%)

UP!

Panel Cutout Dimensions 255mm x 185mm x 1~5mm 255mm x 185mm x 1.6~5mm 〇

External Dimensions (mm) W275 x H206 x D38.2 W270.5 x H200.5 x D47 ×

Touch Panel Type Resistive film (analog, single touch) Resistive film (analog, single touch) 〇

Service Life 1 million times or more 1 million times or more 〇

Memory Application FLASH EPROM 32MB FLASH EPROM 64MB UP!

Please refer to the FAQ for 

the available capacity of 

each memory.
Backup Memory NAND 128KB SRAM 128KB

Backup Battery Replaceable battery/ Primary battery for clock data 

backup

Replaceable battery / Primary battery for clock data 

backup

〇

Input Voltage 24Vdc 24Vdc 〇

https://www.proface.com/support/index?page=content&id=FA381212&viewlocale=en_US&locale=en_US&country=PROFACE&lang=en
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ET6500 vs GP4502 사양 비교표 (10” Wide)- 인터페이스

GP-4502WW ET-6500WA Compatibility

Serial I/F COM1 RS-232C (D-Sub 9pin Plug) RS-232C (D-Sub 9pin Plug) 〇
Please check the 

manual for the 

communication cable.
COM2 RS-422/RS-485 (D-Sub 9pin Plug) RS-422/RS-485 (D-Sub 9pin Plug)

Ethernet I/F x1: IEEE802.3i/ IEEE802.3u, 10BASE-T/100BASE-TX 

(RJ-45)

x1: IEEE802.3i/IEEE802.3u, 10BASE-T/100BASE-TX 

(RJ-45)

〇

CF card I/F - - 〇

SD card I/F - - 〇

USB I/F Type A x1  USB2.0 x1 USB 2.0 〇

Type mini B x1 USB2.0

-USB data transfer cable(ZC9USCBMB1) or 

commercial USB miniB transfer cable

- ×
Please use Type 

micro B instead.

Type micro B - x1 USB 2.0

-USB transfer cable(PFXZUSCBMB2) or commercial 

USB microB transfer cable

UP!

Auxiliary I/O I/F - - 〇

Sound Output I/F - - 〇

Field Bus / Expansion Unit I/F - - 〇

https://www.pro-face.com/otasuke/files/manual/gpproex/new/device/index.htm
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ET6000 vs GP400E 사양 비교표 - 인증

인증 GP4000E ET6000

CE (EN61000-6-4, EN61000-6-2, EN61131-2) 〇 〇

UKCA for UK - 〇

UL/cUL

〇

(UL508
CSA C22.2 No.142)

〇

(UL61010-2-201)
(CSA C22.2 No.61010-2-201)

UL/cUL Class 1, Div. 2 × ×

ATEX (Zones 2/22, equipment category 3 Gas Dust)
× ×

IECEx (Zones 2/22, equipment category 3 Gas Dust)

KCs × ×

NEPSI -> CCC Ex × ×

RCM (C-Tick) × ×

EAC (GOST-R) 〇 〇*1

RoHS for EU
〇 〇

RoHS for China

REACH 〇 〇

CCC                            *apply for CCC exemption × ×

KC 〇 〇

Marine (DNV-GL, ABS, LR, BV, NK, RINA, CCS) × ×

WEEE 〇 〇

*1: 인증 취득 했으나 제품 라벨상에 업데이트 중
(Please contact our Customer Service for the latest information.) 
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ET6000 vs GP4000E 기능 비교표 1

EX features ET6000 GP4000E ST6000 EX Reason not to support

Function Expansion Memory No No No

CF Card No No No

CFast Card No No No

2-point touch/ Multitouch No No No

Change Backlight Color No No No

Movie record/play feature No No No

Use image unit No No No

Sound Output Feature No No No

AUX No No No

IO Driver No No No

Time Zone Setting No No No

Detect Backlight Burnout No No No

Ladder Monitor No No No

Retentive Variable Function No No Yes ST6000 EX 베이직 HMI와의 차이점

SIO Transfer (COM Connection) No Yes No 오래된 기능으로 현재는 사용을 안함

Increase Alarm Type [Extended] settings and Text Table 
index numbers

No Yes No
Advanced기능으로 베이직/엔트리
HMI 지원 안함

Transferring Sampled Data to the Cloud No Yes Yes ET6000 에서는 지원 안함.
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ET6000 vs GP4000E 기능 비교표 2

EX features ET6000 GP4000E ST6000 EX Reason not to support

XY Graph No Yes No

Advanced기능으로 베이직/엔트리 HMI 지원 안함

Image Sensor Display No Yes No

Refine search and Soft function for
Alarm History/Sampling Data/Enhanced Recipe Data

No Yes No

Alarm Analysis Function No Yes No

FTP server No Yes Yes
ST6000 EX 베이직 HMI와의 차이점

GP-Viewer EX No Yes Yes

Camera-Viewer EX No No No

Pro-face Connect No No Yes

ST6000 EX 베이직 HMI와의 차이점

Pro-Server EX No No Yes

Pro-face Remote HMI No No Yes

Email No No Yes

EZ Illuminated Switch No Yes Yes

EZ Tower Light No Yes - *

EZ Numpad No Yes Yes

EZ LAN Adapter No No No

FEP Key No No Yes
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Entry HMI ET6000 주요 특징

높은 유연성

전문가 능력

단순한 가시성

추가 정보

강력한 신뢰성

더 나은 지속 가능성

• 7”W 에서 15”W 까지 다양한 디스플레이 사이즈

• 다양한 디바이스/컨트롤러와 연결성

• 커스터마이즈 서비스 가능

• 동급 최고의 시각화
- 고해상도 및 더 많은 색상
- 더 많은 이미지를 위한 더 큰 메모리 크기로 보기 좋은 이미지 생성

• 더 나은 조작성 더 많은 정보를 한 눈에 볼 수 있는 12”W&15”W 화면

• 향상된 사이버 보안

• 다양한 산업환경에 대한 전기적 설계 및 품질기준 강화

• 패널 컷아웃 호환성 및 소프트웨어 호환성으로 손쉬운 마이그레이션



Page 64©  2023 Pro-face. All Rights Reserved. | 

Internal

고객 요구사항 및 주요 타겟 어플리케이션 영업 포인트

Page 64
Confidential Property of Schneider Electric 
|

Page 64
Confidential Property of Schneider Electric 
|

Pro-face ET6000

업그레이드

된 성능
최고의 해상도

다양한 정보

확인 지속가능성

비용

효율적인

HMI

HMI 전문가

케어

Customer expectation

1 2

3 4

5 6

1 2 3

3 4

5 6

1 6

3 42 6

2 4 6

Metal product /Plastics /Machine tools
1. 중저가 시장에서 1600만 컬러로 최고의 해상도

멋진 화면을 만들기 위해 더 많은 이미지를 위한 더 큰 메모리 크기.
3. 12”W 및 15”W로 더 많은 정보를 한 눈에 볼 수 있음.
4. 전기설계 및 품질기준 강화
6. 위의 모든 기능을 갖춘 비용 효율적인 HMI

Automotive
2. 더 큰 사용자 메모리 크기 및 유사한 수준의 작동 성능
3. 12인치 W 및 15인치 W로 더 많은 정보를 한 눈에 확인하고 더 많은 화면을
위한 더 큰 메모리 크기
4. 전기설계 및 품질기준 강화
6. 위의 모든 기능을 갖춘 비용 효율적인 HMI

HVAC & Pumping
2. 더 큰 사용자 메모리 크기 및 유사한 수준의 작동 성능
4. 전기설계 및 품질기준 강화
6. 위의 모든 기능을 갖춘 비용 효율적인 HMI

Semi-con /Electronic(3C) /Packaging/Battery
1. 중저가 시장에서 1600만 컬러로 최고의 해상도

멋진 화면을 만들기 위해 더 많은 이미지를 위한 더 큰 메모리 크기.
2. 더 큰 사용자 메모리 크기 및 유사한 수준의 작동 성능
3. 12”W 및 15”W로 더 많은 정보를 한 눈에 볼 수 있음
5. HMI 전문가에 의한 더 나은 지원 및 사용자 정의 서비스
6. 위의 모든 기능을 갖춘 비용 효율적인 HMI
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경쟁사 비교 (제품별 매핑)

Weintek을 제외한 다른 경쟁사는 12”W, 15”W 제품은 없음

Size

Pro-face Mitsubishi Siemens Omron Weintek Weintek M2i LS Electric

ET6000 GS21 SmartLine NB MT8000iP MT8000iE TOPRE eXP/eXP2

7”W PFXET6400WAD
GS2107-WTBD-N

/GS2107-WTBD
Smart 700 IE V3 NB7Q MT807iP MT8071iE

T O P R E 0 7 0 0 

W D ( N E )

NE: No ethernet

eXP2-0702D

10”W PFXET6500WAD
GS2110-WTBD-N

/GS2110-WTBD

Smart 1000 IE 

V3
NB10Q MT8101iP

MT8101iE

/MT8102iE

N/A

(10” TOPRW)

eXP60-TTA(B)/DC

e XP: N/A

12”W PFXET6600WAD N/A N/A N/A N/A MT8121iE N/A N/A

15”W PFXET6700WAD N/A N/A N/A N/A MT8150iE N/A N/A

Renew in 2021 Renew in 2015 Release in 2012 Release in 2016 Release in 2016 Renew in 2021Release in 2018Renew in 2022

* Confidential, Partner connect only on Mar 21
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경쟁사 비교 (주요 특징별 비교)

Customer Value Features Pro-face Mitsubishi Siemens Omron Weintek

높은 유연성 전문가 능력

넓은 디스플레이 선택폭
기계/고객에 따라 적합한 사이즈
선택

7“w-15”w 까지 4가지 디스플레이 사이즈 +++ + + + +++

다양한 디바이스와 연결성
하나의 HMI로 기계/고객에 따라
다양한 시스템 구조를 지원.

1x ETH, 2x SIO, USB Host/Device , 다양한
프로토콜 지원

+++ ++ + ++ +++

커스터마이즈
더 나은 디자인은 기계에
적합하여 기계를 더욱 가치있게
만듭니다.

커스터마이즈 오버레이, Rear – mount +++ + + + ++

단순한 가시성 추가 정보

고해상도 & 컬러수

더 경쟁력 있는 멋진 기계
-16만 컬러 * 고해상도
-10”w 이상부터 증가된 어플리케이션
메모리

+++ + ++ + ++

동급최고의 시각화

손쉬운 작동
조작성 향상을 위한 추가 정보
한눈에 보기

12”W ,15”W 디스플레이 +++ + + + +++

강력한 신뢰성 더 나은 지속 가능성

사이버 시큐리티 강화 더 안정적인 기계
기존 소프트웨어 버전 대비 보안 부팅 및
사이버 보안 개선

+++ N/A N/A N/A N/A

다양한 산업 환경에서 유지 다양한 환경 적응
PCBA 부분적으로 코팅, 
IP65 for 7”W to 12”W /IP65, Type4X for 
15”W and CE, UL, KC and EAC certification

+++ ++ + ++ ++

현재 화면 데이터를 재사용하여
업그레이드 작업량 최소화

현재 화면 데이터를 재사용하여
업그레이드 작업량 최소화

패널 컷아웃 호환성
동일한 소프트웨어, GP-ProEX

+++ +++ +++ N/A +++

* Confidential, Partner connect only on Mar 21
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고객 참고용 파일

• Request via bFO → CCC Tech 팀으로 요청

• Available on website → 홈페이지에서 다운로드

Document Name How to get

Product 

Information

CAD Data (2D/3D) Available on Website

User's Manual & Installation Guide Available on Website

Software (GP-Pro EX) Available on Website

Technical 

Information

External Dimensions Request via bFO

Lifetime Table (MTBF) Request via bFO

Chemical Resistance Test Report N/A

Service Level Agreement Request via bFO

Product Quality Report Request via bFO

Certification

EU Declaration of Conformity Available on Website

UL/cUL Declaration of Conformity Available on Website

KC Registration Available on Website

EAC Declaration of Conformity Available on Website

Document Name How to get

Export 

Regulation

Export confirmation letter Available on Website

EAR confirmation letter Available on Website

Environment

Green Premium documents Available on website
(checkaproduct.se.com)

ROHS2 Declaration of Conformity

China RoHS Declaration of Conformity

REACH Declaration of Conformity

Whisker Corresponding Guidelines Request via bFO

MSDS Request via bFO

Conflict Minerals Report Request via bFO

Manufacturing 

Information

Quality Control Chart Request via bFO

Shipment inspection report Request via bFO



Internal

Win-back 경쟁사 Deep-dive

- HMI: M2i / Mitsubishi/ LS Electric

- IPC : Siemens / Advantech
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Pro-face vs 주요 경쟁사 제품

Advanced

Standard/ 
Basic

Medium/ 
Entry 

Industrial 
PC

Handy HMI

PS6000

SP5000
(Camera HMI)

GP4000
(N2 prevent)

ST6000

TOPR
(Camera HMI)

TOPRW

eXP2

XPC

GP4000H/
GP6000H

(new offer)

TOPRH iXP2H

iXP2

GT27

GT25

GP4000TW

TOPRX
(N2 prevent)

GT23/21

VT5

Comport 
panel

Basic panel

Smart 
panel

GP4000E/
ET6000 TOPRE GS21

VT3-
V6H/Q5H

eMT

MT8000iE

MT8000iP

KTP

477E
TOP-

Easyview

LXP
(N2,

Camera)

* Confidential, Partner connect only on Mar 21
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Display size

Pro-face M2i

Medium

(ET6000)
Basic - GP4000(N2) Basic -ST6000

Advanced -

SP5000

(Camera)

IPC -

PS6000
Medium - TOPRE Basic - TOPRW Basic - TOPRX 

Advanced -

TOPR(RD/RT) 

N2/ Camera

3.5" GP4201T TOPRE0300WD

4.3" ST6200WA TOPRE0400WD

5" GP4311 Handy TOPRW0500WD

5.7" wide GP4301T TOPRX0500VD

7 wide ET6400 ST6400WA TOPRE0700WD TOPRW0500WD TOPRH

7.5" GP4401T

8.4" TOPRX0800VD/SD
TOPRD0820S+RP20D/

TOPRD0810S+RP10D 

9" wide

10 wide ET6500 ST6500WA SP5500WAD PS6(DM6500W)

10.4" GP4501T/TW SP5500TPD TOPRW1000WD TOPRX1000VD/SD
TOPRD1010S+RP10D/

TOPRD1020S+RP20D

12.1" GP4601T SP5600TPD PS6(DM6600TM) TOPRX1200XD/SD
TOPRD1210S+RP10D/

TOPRD1220X+RP20D

12 wide ET6600 ST6600WA PS6(DM6600W)

15 wide ET6700 ST6700WA PS6(DM6700W)

15" SP5700TPD PS6(DM6700TM) TOPRX1500XD
TOPRD1510S+RP10D/

TOPRD1520X+RP20D

19 wide SP5800WCD PS6(DM6800W) TOPPCVIEW1910H

22 wide PS6(DM6900W)

M2i 제품 비교표 * Confidential, Partner connect only on Mar 21
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Mitsubishi 제품 비교표

Product

Pro-face Mitsubishi

Medium

(ET6000)

Basic -

GP4000(N2)
Basic -ST6000

Advanced -

SP5000

(Camera)

IPC -

PS6000
Entry GS21 GT21 GT25 GT27

3.5" GP4201T

4 wide

4.3" ST6200WA GT2104-RTBD

5" GP4311 Handy

5.7" wide GP4301T GT2105-QTBDS
GT2505/ 

GT2505HS-VTBD
GT2705

7 wide ET6400 ST6400WA GS2107-WTBD GT2107-WTSD GT2507

7.5" GP4401T

8.4" GT2508 GT2708

9" wide

10 wide ET6500 ST6500WA SP5500WAD PS6(DM6500W) GT2510

10.4" GP4501T/TW SP5500TPD GT2510 GT2710

12.1" GP4601T SP5600TPD PS6(DM6600TM) GT2512 GT2712

12 wide ET6600 ST6600WA PS6(DM6600W)

15 wide ET6700 ST6700WA PS6(DM6700W)

15" SP5700TPD PS6(DM6700TM) GT2715

19 wide SP5800WCD PS6(DM6800W)

22 wide PS6(DM6900W)

* Confidential, Partner connect only on Mar 21
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LS Electric 제품 비교표

Product

Pro-face LS Electric

Medium(ET6000) Basic - GP4000(N2) Basic -ST6000

Advanced -

SP5000

(Camera)

IPC -

PS6000
Medium - eXP2 Basic - i XP2

Advanced -

LXP (N2, 

Camera)

IPC -

InfoU PPC

3.5" GP4201T

4 wide
eXP2-040□

(구 eXP20-TTA *)

4.3" ST6200WA

5" GP4311 Handy

5.7" wide GP4301T

eXP2-050 

(구 eXP30-TTA 

eXP30-TTE *)

7 wide ET6400 ST6400WA

eXP2-070□
(구 eXP40-TTA

eXP40-TTE)

7.5" GP4401T

8.4"
iXP2-0800

(구 iXP50-TTA)
LXP-D08**

9" wide

10 wide ET6500 ST6500WA SP5500WAD PS6(DM6500W)
eXP2-100□

(구 eXP60-TTA)

10.4" GP4501T/TW SP5500TPD
iXP2-1000

(구 iXP70-TTA)
LXP-D10**

12.1" GP4601T SP5600TPD PS6(DM6600TM)
XP2-1200 

(구 XP80-TTA)
LXP-D12**

12 wide ET6600 ST6600WA PS6(DM6600W)

15 wide ET6700 ST6700WA PS6(DM6700W)

15" SP5700TPD PS6(DM6700TM)
iXP2-1500 

(구 iXP90-TTA)
LXP-D15**

19 wide SP5800WCD PS6(DM6800W)

22 wide PS6(DM6900W)

* Confidential, Partner connect only on Mar 21
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PF/SE Siemens Advantech Rockwell

Series PS6000/Harmony P6 477E TPC 5000 VersaView 6300P

Appearance

Display (Touch Panel) 12/15: XGA (감압식터치)

10w/12w: WXGA (PCAP)

15w: FWXGA (PCAP)

19w/22W: FHD (PCAP)

15w: WXGA (Resistive-Single)

19W: FWXGA (Resistive-Single/PCAP-Multi)

22w/24W: FHD (PCAP)

12/15: XGA (Restive-Single)

17w: SXGA (Restive-Single)

19w/22W: FHD (PCAP)

12/15: XGA (Restive-Single)                 

17/19“:SXGA (Restive-Single)

12.1"W WSVGA (PCAP)

15W/19W/22 W/24W: FHD (PCAP)

CPU 8th Generation

Advanced: Celeron - 4305UE 2.0GHz

Advanced: Core i5 - 365UE 1.6GHz

Advanced: Core i7 - 8665UE 1.7GHz

Standard: Core i3 - 145UE 2.2GHz

6th generation

CerelonG3902E-1.6GHz

Core i3 6102E-1.9GHz

Core i5 6442EQ-1.9GHz

Xeon E3-1505L-2.0GHz

6th generation

Celeron 3955U-2.0GHz

Core i3 6100U-2.3GHz

Core i5-6300U 

Core i7 6600U-2.6GHz

6th generation

Core i3-7100E 2.9 GHz,

Core i7-7820EQ 3.0 GHz

DIMM up to 32GB DDR4 up to 16GB DDR4 with ECC up to 16GB DDR4 up to 32GB DDR4

Power Supply        24VDC (Isolated)

100-240VAC (Isolated)

UPS option

24VDC (Isolated)

100-240 VAC

UPS option

24VDC (Isolated) 24VDC (Isolated)

FAN FAN less FAN less FAN less FAN less

OS Win10 Windows7, WES7, Win10 Win7, Win10 Win10, Linux

Storage 1x M.2

2x SATA for 2.5" HDD/SSD (Core i3: 1x)

1x SATA for 2.5" HDD/SSD

1x CFast

1x M.2 

1x 2.5" SATA SSD 

1x CFast (optional via iDoor module)

1x M.2 

1x 2.5" SATA

1x CFast

I/F ETH:2x 10/100/1000

USB:2x USB2.0, 2x USB3.0, 1xUSB2.0(Front: only 4x3), 

1x USB3.0 TypeC

SIO:1x RS232C

Video: DP (and USB3.0=TypeC)

TPM

ETH: 3x 10/100/1000

USB: 1x Front USB3.0 (15" only), 4x USB3.0

Video: 2x DP

Other: PROFINET RT or Ethernet

TPM (Option)

ETH:3x 10/100/1000

USB:2x USB2.0, 2x USB3.0

SIO:1x RS232C, 1x RS422/485

Video:1x DP

Sound: Line-out

TPM (Option)

ETH:4x 10/100/1000

USB:2x USB2.0, 3x USB3.0, 1x 

USB2.0(Front: only 4x3))

SIO:1x RS232C

Video:1x DVI-D

TPM (Option)

Expansion 2x Option I/F (Core i3: 1x Option I/F)

1x PCIe+1x PCI, 2x PCI, 2x PCIe (except i3)

1x PCIe 2x mPCIe

1x PCIe

1x PCIe

Temperature 0-55℃, '0-50℃(19“W and 22”W) 0-45℃ 0-55℃, '0-50℃(19“W) 0-50℃ (i3), ‘0-45℃(i7)

Certification CE, FCC Class A, UL61010(C1D2), ATEX, DNV CE, UL508, Marine BSMI, CCC, CE, FCC Class A, UL CE, UL61010, ATEX , C1D2(TBD)

iPC 제품 비교표
Red : They’re betterBlue : We’re betterYellow : We’re best

* Confidential, Partner connect only on Mar 21
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iPC 제품 비교표
Red : They’re betterBlue : We’re betterYellow : We’re best

* Confidential, Partner connect only on Mar 21
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PS6000 고객 이점

고객 이점 특징 Pro-face Siemens Advantech
Rockwell

ASEM
B&R

Workforce Empowerment

신기술
모듈식 설계를 통한 고급 사양
및 연결성

최신(8세대) 쿼드 코어 CPU, 수백만 가지
가능한 구성, 인터페이스, 멀티 디스플레이

High Medium Medium Medium Medium

오퍼레이션 간편 오퍼레이션
저항막 방식 멀티 터치, 3가지 노이즈 방지
설정이 포함된 글라스 터치

High Medium Low High Medium

Smart Design & Engineering / Asset Performance

관련 소프트웨어 시간과 비용 절감 테스트 및 검증된 소프트웨어가 사전 설치 High High Low Medium High

데이터 관리 간편한 IT와 OT 연결
IIoT 솔루션 및 BOS가 포함된 Node-RED는
IoT Edge to Cloud 연결 지원

High High Medium Medium High

원격 연결 원격 연결
Ecostruxure Secure Connect Advisor for 

remote connections
High Medium Medium High Low

Cybersecurity / Investment Continuity

사이버 보안 데이터와 자산 보안
IEC-62443/Achilles, 하드웨어 암호화를 위한
TPM, UEFI BIOS 및 보안 부팅 준수

High High Low Medium Medium

견고함 다양한 환경 적응성 및 인증
넓은 온도 범위, IP66/67, NEMA, C1D2, 

ATEX  
High High Low High Medium

빠른 배송 및 장기간
사용

빠른 배송 및 장기간 사용 기존 제품보다 빠른 납기 High Medium Low Medium Medium

* Confidential, Partner connect only on Mar 21
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홈페이지 사용법



Page 77©  2023 Pro-face. All Rights Reserved. | 

Internal

한글 https://www.proface.com/ko/ 영문 https://www.proface.com/en

Pro-face Homepage

https://www.proface.com/ko/
https://www.proface.com/en
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인증서 확인

https://www.proface.com/en/support/worldwide/safety/top
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매뉴얼 & CAD 검색 및 다운로드

https://www.proface.com/en/download/search?f

%5B0%5D=field_dwn_kind_of_files%3A14275

https://www.proface.com/en/download/search

?f%5B0%5D=field_dwn_kind_of_files%3A153

72
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제품 관련 정보 : 단종 제품 및 대체품 1
https://www.proface.com/en/product/discon/top
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제품 관련 정보 : 단종 제품 및 대체품 1제품 관련 정보 : 단종 제품 및 대체품 2

https://www.pro-face.com/otasuke/replace_search/contents_replace_e.html
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제품 관련 정보 : 단종 제품 및 대체품 1제품 검색 및 사양 비교

https://www.proface.com/ko/product/hmi/compare?search_api_views_fulltext=

1

2

3

https://www.proface.com/ko/product/hmi/compare?search_api_views_fulltext=
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제품 관련 정보 : 단종 제품 및 대체품 1Pro-face US website

https://profaceamerica.com/node/29480

Page 83
Confidential Property of Schnei

der Electric |

https://profaceamerica.com/node/29480
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제품 관련 정보 : 단종 제품 및 대체품 1Exchange 파트너 포럼
https://community.se.com/t5/Korea-Industrial-Automation-Forum/bd-p/korea-industrial-automation-forum
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IPC 제품 선택 툴 사용법 및 오더 방법
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제품 관련 정보 : 단종 제품 및 대체품 1PS6000 calculator : 파트너 용

https://www.proface.com/ko/ps6000-calculator

▪ 대리점 및 내부 직원의 제품 조합 및 LP 확인용 사이트
▪ Myschneider 에서 사용하는 ID/PW로 로그인 or 특정 이메일 주소로 접속 권한 부여( admin : 송연옥)

▪ End USER는 LP 확인 불가

https://www.proface.com/ko/ps6000-calculator
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제품 관련 정보 : 단종 제품 및 대체품 1

매뉴얼 주문
(엑셀, 이메일 주문)

디지털 주문
• 영업사원 통해서 특가 후 Order 진행
• 제품 1개부터 특가 가능
• DF=0.6 은 사전 가격 검토없이, 세일즈에게 특가 요청

PS6000 오더 방법 변경
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질의 응답
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