






Specification Item Specification

Cutting Resolution Cut on wire between every module

Module Spacing 1.4 modules/foot

Extrusion Spacing Regular output: 1.5 modules/foot
High output: 1.9 modules/foot
Ludicrous mode: 2.5 modules/foot

Power Supply Tetra 24V DC

Maximum Supply Wire Limits

18 AWG/0.82
mm2

Supply Wire

16 AWG/1.31
mm2

Supply Wire

14 AWG/2.08
mm2

Supply Wire

12 AWG/3.31
mm2

Supply Wire
25W Power Supply 120 ft./36.6 m - - -

80W Power Supply 20 ft./6.1 m 25 ft./7.6 m 35 ft./10.6 m 40 ft./12.1 m

100W Power Supply 20 ft./6.1 m 25 ft./7.6 m 35 ft./10.6 m 40 ft./12.1 m

180W Power Supply 20 ft./6.1 m 25 ft./7.6 m 35 ft./10.6 m 40 ft./12.1 m

300W Power Supply 20 ft./6.1 m 25 ft./7.6 m 35 ft./10.6 m 40 ft./12.1 m

Operating Environment -40 °C to +60 °C (-40 °F to +140 °F)

Module Dimensions (L x W x H) 3.35” x 1.69” x 0.52”

Warranty Current offers a limited system warranty of up to five (5) years

System Certifications UL Recognized (c-us), UL Classified (c-us), CE, ROHS, IP66, UL Damp Rated

SKU Model Description Color Strip Quantity Box Quantity

93128533 GEDS71-3 Tetra Snap DS 7100K White 32 modules per strip. 1 strip/bag 7 bags (224 modules) per box

93128534 GEDS65-3 Tetra Snap DS 6500K Warm White 32 modules per strip. 1 strip/bag 7 bags (224 modules) per box

93128535 GEDS57-3 Tetra Snap DS 5700K Warm White 32 modules per strip. 1 strip/bag 7 bags (224 modules) per box

93128546 GEDS50-3 Tetra Snap DS 5000K Warm White 32 modules per strip. 1 strip/bag 7 bags (224 modules) per box

93128547 GEDS41-3 Tetra Snap DS 4100K Warm White 32 modules per strip. 1 strip/bag 7 bags (224 modules) per box

93128548 GEDS32-3 Tetra Snap DS 3200K Warm White 32 modules per strip. 1 strip/bag 7 bags (224 modules) per box
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Technical Specifications

Description Wavelength/
CCT

Typical 
Brightness 
(Lumens/
module)

Typical 
Brightness 

(Lumens/foot)
Voltage LEDs/ 

Module

Energy
Consumption, 

Module/System
(W)

Power Supply 
Loading

Viewing
Angle

Tetra Snap

7100K, 6500K, 
5700K, 5000K, 

4100K
400

Regular output: 600

High output: 750

Ludicrous mode: 1000
24V 8 2.6/3.1 32 modules (21.3 ft)/ 

100W PS 170°

3200K 360
Regular output: 540

High output: 675

Ludicrous mode: 900


