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List of Shapes by Model Number
Single-Phase UPS

OMNI1500LCDT FrontOMNI1500LCDT Front

OMNI1500LCDT RearOMNI1500LCDT Rear

OMNI650LCD FrontOMNI650LCD Front

OMNI650LCD VerticalOMNI650LCD Vertical

POS500 RearPOS500 Rear

SM1000RM1UTAA FrontSM1000RM1UTAA Front

SM1000RM1UTAA RearSM1000RM1UTAA Rear

SM1000RM2UTAA FrontSM1000RM2UTAA Front

SM3000RM2UNTAA (w/ SNMPWEBCARD) RearSM3000RM2UNTAA (w/ SNMPWEBCARD) Rear

SM3000RM2UNTAA (w/ WEBCARDLX) RearSM3000RM2UNTAA (w/ WEBCARDLX) Rear

SM3000RM2UTAA RearSM3000RM2UTAA Rear

SM3000RMXLNTAA (w/ SNMPWEBCARD) RearSM3000RMXLNTAA (w/ SNMPWEBCARD) Rear

SM3000RMXLNTAA (w/ WEBCARDLX) RearSM3000RMXLNTAA (w/ WEBCARDLX) Rear

SM5000RT3UTAA FrontSM5000RT3UTAA Front

SMART1000RM1U  RearSMART1000RM1U  Rear

SMART1000RM1U FrontSMART1000RM1U Front

SMART1000RM1UN RearSMART1000RM1UN Rear

SMART1000RM2U FrontSMART1000RM2U Front

SMART1000RM2U RearSMART1000RM2U Rear

SMART1050SLT FrontSMART1050SLT Front

SMART1050SLT RearSMART1050SLT Rear

SMART1200XLHGL FrontSMART1200XLHGL Front

SMART1300LCDT FrontSMART1300LCDT Front

SMART1300LCDT RearSMART1300LCDT Rear

SMART1500CRMXL FrontSMART1500CRMXL Front

SMART1500CRMXL RearSMART1500CRMXL Rear

SMART1500LCDT FrontSMART1500LCDT Front

SMART1500LCDT RearSMART1500LCDT Rear

SMART1500RM2U FrontSMART1500RM2U Front

SMART1500RM2U RearSMART1500RM2U Rear

SMART1500RM2UL FrontSMART1500RM2UL Front

SMART1500RM2UL RearSMART1500RM2UL Rear

SMART1500RM2UN RearSMART1500RM2UN Rear

SMART1500RMXLN RearSMART1500RMXLN Rear

SMART1524ET FrontSMART1524ET Front

SMART1524ET RearSMART1524ET Rear

SMART1548ET FrontSMART1548ET Front

SMART1548ET RearSMART1548ET Rear

SMART2200CRMXL FrontSMART2200CRMXL Front

SMART2200RM2U FrontSMART2200RM2U Front

SMART2200RM2U RearSMART2200RM2U Rear

SMART2200RM2UL FrontSMART2200RM2UL Front

SMART2200RM2UL RearSMART2200RM2UL Rear

SMART2200RM2UN RearSMART2200RM2UN Rear

SMART2200RMXL2U FrontSMART2200RMXL2U Front

SMART2200RMXLN RearSMART2200RMXLN Rear

SMART2600RM2U FrontSMART2600RM2U Front

SMART2600RM2U RearSMART2600RM2U Rear

SMART3000RM2U RearSMART3000RM2U Rear

SMART3000RM2UL FrontSMART3000RM2UL Front

SMART3000RM2UL RearSMART3000RM2UL Rear

SMART3000RM2UN RearSMART3000RM2UN Rear

SMART3000RMXLN RearSMART3000RMXLN Rear

SMART3000VS RearSMART3000VS Rear

SMART5000RT3U FrontSMART5000RT3U Front

SMART5000XFMRXL FrontSMART5000XFMRXL Front

SMART500RT1U FrontSMART500RT1U Front

SMART500RT1U RearSMART500RT1U Rear

SMART700HGL FrontSMART700HGL Front

SMART700HGL RearSMART700HGL Rear

SMART750RM1U FrontSMART750RM1U Front

SMART750RM1UN RearSMART750RM1UN Rear

SMC10002URM RearSMC10002URM Rear

SMC1000T RearSMC1000T Rear

SMC15002URM RearSMC15002URM Rear

SMC1500T RearSMC1500T Rear

SMX3000RT2UTAA FrontSMX3000RT2UTAA Front

SMX5000XLRT3U FrontSMX5000XLRT3U Front

SMX5000XLRT3U RearSMX5000XLRT3U Rear

SR2POST FrontSR2POST Front

SU10000RT3TFTAA FrontSU10000RT3TFTAA Front

SU10000RT3TFTAA RearSU10000RT3TFTAA Rear

SU10000RT3U FrontSU10000RT3U Front

SU10000RT3U RearSU10000RT3U Rear

SU10000RT3U2TF FrontSU10000RT3U2TF Front

SU10000RT3UG FrontSU10000RT3UG Front

SU10000RT3UG RearSU10000RT3UG Rear

SU10000RT3UTAA FrontSU10000RT3UTAA Front

SU10000RT3UTAA RearSU10000RT3UTAA Rear

SU10000RT4U FrontSU10000RT4U Front

SU10000RT4U RearSU10000RT4U Rear

SU1000RTXL2UA FrontSU1000RTXL2UA Front

SU1000RTXL2UA RearSU1000RTXL2UA Rear

SU1000RTXL2UN RearSU1000RTXL2UN Rear

SU10KRT3U FrontSU10KRT3U Front

SU10KRT3UHV FrontSU10KRT3UHV Front

SU12000RT4UHW FrontSU12000RT4UHW Front

SU1500RTXL2UN RearSU1500RTXL2UN Rear

SU1500RTXLCDN (w/ SNMPWEBCARD) RearSU1500RTXLCDN (w/ SNMPWEBCARD) Rear

SU1500RTXLCDN (w/ WEBCARDLX) RearSU1500RTXLCDN (w/ WEBCARDLX) Rear

SU1500RTXLCDN FrontSU1500RTXLCDN Front

SU1500RTXLCDTAA FrontSU1500RTXLCDTAA Front

SU1500RTXLCDTAA RearSU1500RTXLCDTAA Rear

SU16000RT4U FrontSU16000RT4U Front

SU16000RT4U Front.30SU16000RT4U Front.30

SU16000RT4U RearSU16000RT4U Rear

SU16000RT4UHW FrontSU16000RT4UHW Front

SU16KRT FrontSU16KRT Front

SU16KRT RearSU16KRT Rear

SU16KRT-1TFTAA FrontSU16KRT-1TFTAA Front

SU16KRT-1TFTAA RearSU16KRT-1TFTAA Rear

SU16KRTAA FrontSU16KRTAA Front

SU16KRTAA RearSU16KRTAA Rear

SU20KRT FrontSU20KRT Front

SU20KRT RearSU20KRT Rear

SU20KRT-1TF FrontSU20KRT-1TF Front

SU20KRT-1TF RearSU20KRT-1TF Rear

SU20KRT-1TFTAA FrontSU20KRT-1TFTAA Front

SU20KRT-1TFTAA RearSU20KRT-1TFTAA Rear

SU20KRTAA FrontSU20KRTAA Front

SU20KRTAA RearSU20KRTAA Rear

SU20KRTG FrontSU20KRTG Front

SU20KRTG RearSU20KRTG Rear

SU20KRTHWTFASSM FrontSU20KRTHWTFASSM Front

SU20KRTHWTFASSM RearSU20KRTHWTFASSM Rear

SU2200RTXL2UA FrontSU2200RTXL2UA Front

SU2200RTXL2UA RearSU2200RTXL2UA Rear

SU2200RTXL2UN RearSU2200RTXL2UN Rear

SU2200RTXLCD2U FrontSU2200RTXLCD2U Front

SU2200RTXLCD2U RearSU2200RTXLCD2U Rear

SU2200RTXLCDN (w/ SNMPWEBCARD) RearSU2200RTXLCDN (w/ SNMPWEBCARD) Rear

SU2200RTXLCDN (w/ WEBCARDLX) RearSU2200RTXLCDN (w/ WEBCARDLX) Rear

SU2200RTXLCDN FrontSU2200RTXLCDN Front

SU2200RTXLCDTAA FrontSU2200RTXLCDTAA Front

SU2200RTXLCDTAA RearSU2200RTXLCDTAA Rear

SU3000LCD2UHV FrontSU3000LCD2UHV Front

SU3000LCD2UHV RearSU3000LCD2UHV Rear

SU3000RTXL2U FrontSU3000RTXL2U Front

SU3000RTXL2U RearSU3000RTXL2U Rear

SU3000RTXL3U FrontSU3000RTXL3U Front

SU3000RTXL3U RearSU3000RTXL3U Rear

SU3000RTXL3UHV FrontSU3000RTXL3UHV Front

SU3000RTXL3UHV RearSU3000RTXL3UHV Rear

SU3000RTXL3UN RearSU3000RTXL3UN Rear

SU3000RTXLCD3N (w/ SNMPWEBCARD) RearSU3000RTXLCD3N (w/ SNMPWEBCARD) Rear

SU3000RTXLCD3N (w/ WEBCARDLX) RearSU3000RTXLCD3N (w/ WEBCARDLX) Rear

SU3000RTXLCD3N FrontSU3000RTXLCD3N Front

SU3000RTXLCD3U FrontSU3000RTXLCD3U Front

SU3000RTXLCD3U RearSU3000RTXLCD3U Rear

SU3000RTXLCDTAA FrontSU3000RTXLCDTAA Front

SU3000RTXLCDTAA RearSU3000RTXLCDTAA Rear

SU3000XL FrontSU3000XL Front

SU3000XL RearSU3000XL Rear

SU5000RT3U FrontSU5000RT3U Front

SU5000RT3UHV FrontSU5000RT3UHV Front

SU5000RT4UHV FrontSU5000RT4UHV Front

SU5000RT4UHV RearSU5000RT4UHV Rear

SU5000RT4UHVTAA FrontSU5000RT4UHVTAA Front

SU5000RT4UHVTAA RearSU5000RT4UHVTAA Rear

SU5000RT4UTF FrontSU5000RT4UTF Front

SU5000RT4UTF RearSU5000RT4UTF Rear

SU5000RT4UTFTAA FrontSU5000RT4UTFTAA Front

SU5000RT4UTFTAA RearSU5000RT4UTFTAA Rear

SU5000XFMR2UTAA FrontSU5000XFMR2UTAA Front

SU5000XFMR2UTAA RearSU5000XFMR2UTAA Rear

SU5000XFMRT2U FrontSU5000XFMRT2U Front

SU5000XFMRT2U RearSU5000XFMRT2U Rear

SU6000RT3UHV FrontSU6000RT3UHV Front

SU6000RT4U FrontSU6000RT4U Front

SU6000RT4U RearSU6000RT4U Rear

SU6000RT4UHV FrontSU6000RT4UHV Front

SU6000RT4UHV RearSU6000RT4UHV Rear

SU6000RT4UHVG RearSU6000RT4UHVG Rear

SU6000RT4UHVTAA FrontSU6000RT4UHVTAA Front

SU6000RT4UHVTAA RearSU6000RT4UHVTAA Rear

SU6000RT4UTF RearSU6000RT4UTF Rear

SU6000RT4UTFTAA FrontSU6000RT4UTFTAA Front

SU6000RT4UTFTAA RearSU6000RT4UTFTAA Rear

SU6000XFMR2U RearSU6000XFMR2U Rear

SU6000XFMR2UTAA FrontSU6000XFMR2UTAA Front

SU6000XFMR2UTAA RearSU6000XFMR2UTAA Rear

SU750RTXL2UN RearSU750RTXL2UN Rear

SU750RTXLCD2U FrontSU750RTXLCD2U Front

SU750RTXLCD2U RearSU750RTXLCD2U Rear

SU8000RT3U FrontSU8000RT3U Front

SU8000RT3U RearSU8000RT3U Rear

SU8000RT3U1TF FrontSU8000RT3U1TF Front

SU8000RT3U1TF RearSU8000RT3U1TF Rear

SU8000RT3UG FrontSU8000RT3UG Front

SU8000RT3UG RearSU8000RT3UG Rear

SU8000RT3UHW FrontSU8000RT3UHW Front

SU8000RT3UHW RearSU8000RT3UHW Rear

SU8000RT3UN50 FrontSU8000RT3UN50 Front

SU8000RT3UTAA FrontSU8000RT3UTAA Front

SU8000RT3UTAA RearSU8000RT3UTAA Rear

SU8000RT3UTFTAA FrontSU8000RT3UTFTAA Front

SU8000RT3UTFTAA RearSU8000RT3UTFTAA Rear

SU8000RT4U FrontSU8000RT4U Front

SUINT1000LCD2 FrontSUINT1000LCD2 Front

SUINT1000LCD2 RearSUINT1000LCD2 Rear

SUINT1000RTXL2UA FrontSUINT1000RTXL2UA Front

SUINT1000RTXL2UA RearSUINT1000RTXL2UA Rear

SUINT1000XLCD FrontSUINT1000XLCD Front

SUINT1000XLCD RearSUINT1000XLCD Rear

SUINT1500LCD2U FrontSUINT1500LCD2U Front

SUINT1500LCD2U RearSUINT1500LCD2U Rear

SUINT2000XLCD FrontSUINT2000XLCD Front

SUINT2000XLCD RearSUINT2000XLCD Rear

SUINT2200LCD2U FrontSUINT2200LCD2U Front

SUINT2200LCD2U RearSUINT2200LCD2U Rear

SUINT3000LCD2U FrontSUINT3000LCD2U Front

SUINT3000LCD2U RearSUINT3000LCD2U Rear
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