Motorola Solutions Inc FCC ID: AZ489FT7147 / 1C: 109U-89FT7147

Exhibit 7A

FCCI/IC Test Setup Photo

26977-RF-00016, 26977-RF-00017, 26977-RF-00021,
26977-RF-00022, 26977-RF-00023, 26977-RF-00024,
26977-RF-00025, 26977-RF-00026, 26977-RF-00027,
26977-RF-00028, 26977-RF-00029, 26977-RF-00030,
26977-EMC-00102, 26977-EMC-00103, 26977-EMC-00104,
26977-EMC-00105, 26977-EMC-00106, 26977-EMC-00107,
26977-EMC-00108, 26977-EMC-00109, 26977-EMC-00110,
26977-EMC-00111, 26977-EMC-00112, 26977-EMC-00118,

26977-EMC-00119

Report ID

FCCID : AZA4A89FT7147
IC : 109U-89FT7147

Model Number : H35UCT9PWSAN
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1.0 Pictures of Test Setup Photo for (ANSI C63.4: 2014)

1.1. Power Line Conducted Emission Test Setup photo

1.1.1. Power Line Conducted Emission - Photo Front View

Not applicable. Testing is not required because the radio must be turned off during charging
mode

1.1.2. Power Line Conducted Emission - Photo Side View

Not applicable. Testing is not required because the radio must be turned off during charging
mode
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1.2. Radiated Emission test setup photo for (ANSI C63.26:2015)

1.2.1. Radiated Emission — Below 1GHz

1.2.2. Radiated Emission — Above 1GHz
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1.3. Radiated Emission test setup photo for (ANSI C63.10: 2013)

1.3.1. Radiated Emission — Below 1GHz

1.3.2. Radiated Emission — Above 1GHz
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1.4. RF Conducted Emission Test Setup photo

1.4.1. RF Conducted Emission (ANSI C63.26:2015)

FCC CONDUCTED SPURS ATE #
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1.4.2. RF Conducted Emission (ANSI C63.10: 2013)
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1.4.3. RF Conducted Emission (Broadband — ANSI C63.26:2015)
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END OF REPORT
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