
- Model number / Model name

SC-HTB01 / Speaker system

- Overview

Panasonic SC-HTB01 80W RMS High Resolution Compact 2.1 Ch 4K (Pass Through) Built in 

Subwoofer Bluetooth Wireless With twin HDMI (ARC) and Remote Control. by Panasonic.

 It can be connected to TV or other audio sources for enjoying of music or home theater. It has 

 - Operating Frequency :  2402 – 2480MHz

- Data rate :   Bluetooth® Ver.2.1+EDR

- Operating Channels :  0ch to 78ch

- Operating Voltage(AC Adaptor)  : Input : AC 100V – 240V, 50-60Hz      

Output : DC 19.5V, 3.34A

- Operating Voltage(Bluetooth )  : DC 3.3V

- Operating condition :  temperature range : 0℃ to +40℃
humidity range :  35% to 80% RH （no condensation）
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Bluetooth connectivity to enable remote music play from a smart phone and other devices.
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FCC Compliance

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may

not cause harmful interference, and (2) this device must accept any interference received, including interference that may 

cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the 

FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential 

installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 

accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee 

that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct 

the interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

—Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for compliance could void the users authority to 

operate the equipment.

Canada (ISED) Compliance

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and Economic 

Development Canada’s licence-exempt RSS(s). Operation is subject to the following two conditions: (1) This device may not 

cause interference. (2) This device must accept any interference, including interference that may cause undesired operation 

of the device.
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