
ARCHITECTURAL SPECIFICATIONS PANASONIC ADVANCED 

VENTILATION SERIES  

FV-WCSW11-W (White) 

Switch must include one independent, Commercial Grade rocker switch for on/off fan 
control. Fits a single-gang box. 15Amp rating to control current LED and DC motor 
loads, and includes a matching wall plate. Grounding, single pole, 15 Amp, 120V, 
Quickwire Push-in and side connection, UL/CSA listed.  

FV-WCSW21-W (White) 

Switch must include two independent, Commercial Grade rocker switches for fan/light 
control. Fits a single-gang box. 15Amp rating to control current LED and DC motor 
loads. Includes a matching wall plate. Grounding, single pole, 15 Amp, 120V, side 
terminations, UL/CSA listed.  

FV-WCSW31-W (White) 

Switch must include three independent, Commercial Grade rocker switches for fan, 
light and night light control. Fits a single-gang box. 15Amp rating to control current LED 
and DC motor loads. Includes a matching wall plate. Grounding, single pole, 15 Amp, 
120V, quickwire push-in and side terminations, UL/CSA listed.  

FV-WCSW41-W (White) 

Switch must include three independent rocker switches and be designed for use with 
model FV-11VHL2 Heater/Fan/Light/Night-Light. Single pole / double throw on-off-on 
top switch, two single pole on-off switches.  Fits a single-gang box.  Includes matching 
wall plate. Quickwire and wire lead terminations, UL/CSA listed.  
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