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NOTE:
1 . MUST BE MANUFACTURED TO STANDARD MALE SMA  

        CONNECTOR DIMENSIONS.

MECHANICAL
ANTENNA COVER : NT-MIL Raychem RW3030 1/2IN HEAT 
SHRINK OR EQUIVALENT; MUST MEET AMS-DTL-23053/1, 
Cl. 1 and 2
OPERATION TEMPERATURE : -20°C ~ +65°C
STORAGE TEMPERATURE : -30°C ~ +75°C

ELECTRICAL
Frequency : 460~470MHz, when measured on a 
goTenna ProX radio, with belt clip and Ground Plane 
Extension in place.
IMPEDANCE : 50 OHM
RADIATION : OMNI
POLARIZATION : LINEAR
GAIN : +5.15 dBi

2 . THE OVERALL LENGTH CAN VARY DEPENDING ON 
ANTENNA TUNING 
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REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A INITIAL DESIGN RELEASE 6/1/2022 L. SALINE

B MANUFACTURING DATA REMOVED 2/20/2023 L. SALINE

Compact UHF 
Antenna
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Size Range:
0.1 up to 3mm                               0.1
3 up to 6mm                                  0.1         
6 up to 30mm                                0.2
30 up to 120mm                            0.3
Angular:                                         1.5

TOLERANCES: Refer to ISO2768-m 
for any other dimensions
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