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Engineered Products Company’s Tigress Temporary Light Fixture is a low cost, energy 
efficient lighting solution that is highly functional for use in low to medium bay lighting 
applications and a recommended alternative to metal halide light fixtures.

A 105-Watt Compact Fluorescent Lamp is included and provides a productive work 
environment during building construction or major renovation, consumes less than one-
half of the total energy costs compared to metal halide lamps, and is approximately 3 
to 5 times more efficient than standard incandescent lamps and can last up to 10 times 
longer. 

BENEFITS
n	� Meets the requirements of the 2014 National Electrical Code: 
	 Articles 410.62(C)(1) and (2), 410.104(A), 410.122, 410.130(F)(5) and 590.4(F).
n	� Compact size, lightweight and balanced construction.  
n	Certification Standard: ETL Listed. 
n	�� Low maintenance and operating cost.
n	� Reliable, durable, maintenance free performance!
n	� Long lamp life.
n	 CFL lamp will not decay significantly when compared to metal halide lamps.
n	 Suitable for compact spaces - minimum 10-feet height.
n	 Instant restart in the event of a power outage.

FEATURES
n	 Hanging Hook. 
n	 High luminous efficacy and durability.
n	 For 120V operation ONLY.
n	 Cord Length: 5 FT (1524mm).  
n	 Cord Type: 18/3 SJTW. 
n	E39 mogul-base for self-ballasted compact fluorescent lamp (CFL).
n	�� Steel housing; durable white powder-coat finish. 
n	 Heavy-duty 11 AWG welded Lamp Guard - Silver. 

TIGRESS™ CFL TEMPORARY LIGHT FIXTURE

PRODUCT DATA SHEET

	 Incandescent	 Minimum Starting	 Color 	 Lumen	 Lumens	 Average Rated	 Color Rendering	  
	 Equivalent*	 Temperature	 Temperature	 Output	 per Watt	 Life (In Hours)	 Index	 Voltage	 (AMPs)

TIGRESS 105-Watt CFL	 300-Watt	 10°F	 5000K	 6900	 65	 8,000	 82	 120	 .875

LIG
H

TIN
G

 PRO
D

U
C

TS

TYPICAL 
APPLICATIONS:
n	 Parking Garages
n	 Grocery Stores
n	 Retail Stores
n	 Mezzanine Areas
n	 Outdoor Areas
n	 Schools and University 	
	 Gymnasiums
n	 New Building 	
	 Construction or 	
	 Renovation

TIGRESS™

105-Watt Compact Fluorescent Lamp Specifications

*Equivalent to 175-watt metal halide lamp (including lumen depreciation).



TIGRESS™ CFL TEMPORARY LIGHT FIXTURE

Catalog	 UPC				    Order	 Unit	 Unit	 Units/	 TL Case	 Min	 MM	 Ship Wt 
Number	 Number	 Description	 Unit	 Qty	 Pkg	 Case	 Qty	 Order Qty	 Req	 (Lbs)
15720	 15720	� TIGRESS: 105-Watt Compact Fluorescent Lamp,	 EA	 1	 BX	 0	 0	 1	 No	 7 

Safety Cage and Lamp Guard		
15725	 15725	 105-Watt Compact Fluorescent Lamp	 EA	 1	 BX	 10	 10	 1	 No	 1

Front View 7" (177.8mm)

2.25" (57.15mm)

1.75" (44.45mm)

4.92”
(125.4mm)

Side View
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TIGRESS is a trademark of Engineered Products Company.

Order Unit: The Unit to be ordered; Order Qty: Number of pieces in each Unit; Unit Pkg: Packaging types - BG (Bag), BX (Box), BN (Bulk); 
Units/Case: Unit packages contained in the Case; TL Case Qty: The total number of items in each Master Case; Min Order Qty: The smallest 
Unit that can be ordered; MM Req: Must order multiples of the Unit in the stated quantities; Ship Wt (Lbs): Total weight of the units per Carton


