
KEY FEATURES

Available for*: SSV65 | SSV75 | SVL65 | SVL75 | SVL97

SL/HD SERIES BUCKETS
MATERIAL HANDLING

23

*SL AVAILABLE FOR: SSV65 / SSV75 
*HD AVAILABLE FOR: SSV65 / SSV75 / SVL65-2 / SVL75-3 / SVL97-2
*HD80 HC AVAILABLE FOR: SVL97-2

•	 Available with standard floor or long floor
•	 Available with weld-on teeth or bolt-on edge
•	 10 Gauge shell on standard-duty
•	 3/16" Shell on heavy-duty
•	 Standard side cutters 

Replacement buckets for Kubota SSVs and SVLs are 
built to OEM specifications. Standard and heavy-duty 
models are available with or without teeth and have 
side cutters as a standard feature.

SL Buckets HD Buckets

Width (m) 68" (1.72), 
74" (1.87)

66" (1.67), 68" (1.72), 
74" (1.87), 80" (2.03)

Profile Low profile Low profile

Shell (mm) 10 Gauge (3.4) 3/16" (4.76)

Floor Standard Floor or Long Floor

Optional Weld-on Teeth or 
Bolt-on Edge 68: 7 Teeth

74: 8 Teeth

	 66 & 68: 7 Teeth
	 74: 8 Teeth
	 80: 9 Teeth

Struck Capacity (m3)

68: 10.24 f3 (.29) Std,  
12.39 f3 (.35) Long

74: 11.13 f3 (.315) Std,  
13.5 f3 (.38) Long

66: 9.93 f3 (.28) Std,
12.02 f3  (.34) Long

68: 10.24 f3 (.29) Std,  
12.39 f3 (.35) Long

74: 11.13 f3 (.315) Std,  
13.5 f3 (.38) Long

80: 12.01 f3 (.34) Std,  
14.53 f3 (.41) Long
80: High Capacity:   

18.41 f3 (.52)

Heaped Capacity (m3)

68: 14.51 f3 (.41) Std,  
18.01 f3 (.51) Long

74: 15.84 f3 (.44) Std,  
19.67 f3 (.556) Long

66: 14.03 f3 (.39) Std,
17.45 f3 (.49) Long

68: 14.51 f3 (.41) Std,  
18.01 f3 (.51) Long

74: 15.84 f3 (.44) Std,  
19.67 f3 (.556) Long

80: 16.86 f3 (.47) Std,  
20.84 f3 (.59) Long
80: High Capacity:   
24.97 f3 (.7) Long

Heavy-Duty 
with bolt-on edge

Standard-Duty with 
weld-on teeth


