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Our range

LED Modules and LED Drivers

Philips has designed these families of Systems and Drivers, each with
their features and benefits, to help you in designing luminaires for a variety
of application. Get to know these products better with this latest catalogue,
and we are certain that they will meet your OEM needs.

Fortimo LED Modules

Fortimo LED Modules bring you maximum performance and
compatibility. Engineered to be robust, they are highly reliable
and of exceptional light quality. The energy-efficient range

of portfolio can cover downlight, spotlight, linear and outdoor
LED light engines for use in indoor and outdoor luminaires.
Standard local system warranty from Philips applies.

CertaFlux LED Modules

CertaFlux LED Modules offer basic product performance
and functionalities, with a quality of light that is good enough
to meet the market needs for basic, general lighting. They are
designed for luminaires targeted at high volume markets.
These LED Modules come complete with standard local
system warranty.

Xitanium LED Drivers

Our popular Xitanium LED Drivers are reliable, robust and
offer much needed flexibility through the operating window
and its smart features. They are designed and manufactured
for indoor and outdoor applications, available in various form
factors with fixed light output, dimming and programmable
versions. A unique characteristic of the Xitanium LED

Drivers is that it actually allows one to carry out late stage
programming and drivers configuration, which is very helpful
in the production process.

CertaDrive LED Drivers

CertaDrive LED Drivers are designed to meet the market
needs for basic lighting. These are ideal for high volume
manufacturing and design, suitable for applications to be put
together along with CertaFlux LED Modules. Offering basic
specifications, such as specific current and voltage settings,
they are basic but efficient and dependable. Each driver
comes with standard local warranty.
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Just released

LED Indoor Modules — Spotlight

Fortimo SLM Gen7

Fortimo SLM Gen7 continuous to focus on the combination
of Quality of Light and , Energy efficacy and miniaturization
in a future proof and backwards compatible portfolio. This
results in an extensive portfolio of lumen ranges, CCts and
spectra. In parallel, +8% efficacy is achieved in average Vs
Gen 6

See page 34

Fortimo SLM Gen7 Premium Color

With continuous enhancement of quality of light,

Fortimo SLM Gen7 Premium Color range brings excellent
experiences of shoppers with best displayed merchandise in
fashion retail.

See page 39

LED Indoor Modules — Spotlight

B = e — = - =

CertaFlux SLM Holders

After CertaFlux SLM Gen1 CoB , compatible holders are
released. The holders will help to maximum easy design in
customers sides. 4 SKUs are included in the family

See page 45
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As with every year, the passionate team at Philips endeavors
to bring you a series of new product introductions that are

relevant to your design and business needs.

Retail Display Lighting

CertaFlux RDL Gen1

Discount and price-fighter retail chains focus on costs. They
leverage purchasing power to deliver value, and the customer
expects affordable prices and a functional shopping
experience. The lighting must support this image, which is
where the Philips CertaFlux RDL portfolio comes in. It has
established itself as an energy-efficient way to deliver the
quality of light this cost-sensitive retail sector is looking for,
especially in cooler and shelf applications.

See page 60

LED Outdoor Modules

Fortimo FastFlex IP66

Fortimo FastFlex IP66 (FFIP) Modules offering best-in-
class energy efficacy are designed to provide a total IP
solution perfect for easy design-in in outdoor as well as
industry applications

See page 92

Fortimo LEDFlex Gen1 (Coming Soon)

Fortimo LEDFlex gen 1 combined with our premium white
spotlighting solutions the InteGrade LED system premium
white gen 3 will enable you to create a single look and feel
for the whole store, for the ultimate shopping experience.

See page 65
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Just released

LED Drivers — Smart Electronics

LED Drivers — Outdoor Drivers

Xitanium SR Outdoor 150W/75W IP67 Drivers
Xitanium SR Outdoor 150W IP67 Drivers Connector version

With these new SR outdoor drivers you can build connected
solutions in outdoor together with our SR Certified outdoor
partners that offer city management systems

See page 108

IR Dongle (Accessories)

After launching LV/isolated drivers we have now completed
the range of linear SR drivers by introducing a full portfolio
of HV/non-isolated linear drivers with SR functionality

See page 109

LED Drivers — Smart Electronics

Xitanium Lite Programmable 220W/150/100W IP67 drivers

Xitanium Lite Programmable 65W IP67 driver

Designed to delivery high-end performance and configurability via

SimpleSet, IP67 LED Driver for harsh outdoor application

See page 115

LED Drivers — Indoor Point Drivers

EasyAir Outdoor Module SNO110

The EasyAir outdoor module offers a simple method to switch
on/off the light, regulate the light and enables a very accurate
DynaDimmer schedule. Settings can easily be configured

by SimpleSet or via the secured Bluetooth connection. The
module fits on the new universal SR outdoor connector and
enables customers to offer flexible and future proof solutions.

See page 110
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Bridgebox and Accessories

The wireless bridge box and accessories communicate with
each other by Zigbee protocol which can easily realize the
wireless connect system for local and remote control purpose.

See page 111

Xitanium Track Adaptor Drivers (3 circuits)

Track Adaptor Driver is a great innovation to minimize the
track light luminaire in a most reliable and cost effect way.

See page 132

CertaDrive LPF 14W-20W

Extend the low power factor portfolio into 14W to 20W
which give customer more flexibility.

See page 135
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Just released

LED Drivers — Indoor Linear Drivers

LED Lamps - Tube

Xitanium 30-44W 1-10V Single
Current Isolated driver, Independent

Reliable and robust 1-10V dimmable
driver, dim down to 5%, with industry
leading performance and single
current output for optimized cost

See page 140

LED Lamps - Spot

High Lumen MR16

Philips high lumen LED MR16 brings out the true
beauty of the merchandise by intense light with

small form factor. It provides the right light to
emphasize the merchandise and create bright and
refreshing shopping environment. Not only its superior
light quality, its innovative, trim-less V-groove lens
will suit any kind of store interior without creating
techy look. It is a hasslefree retrofit solution. It fits
most of luminaires to make re-lamping and renovation
projects as easy as possible.

See page 159
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LED Capsules

Philips LED Capsules create a warm, sparkling and
comfortable ambience for hotels, homes and hospitality
venues, the new small form factor makes them the ideal
retrofit solution for Halogen capsules without having to
change your luminaire. Dimmable and non-dimmable
models are available for your careful selection to meet
various application needs.

See page 165

Essential LEDtube T5

Philips Essential LEDtube T5 helps customers to achieve
up to 50% energy savings and significant maintenance
cost reduction

See page 169

LED Lamps - Bulb

Philips LEDstick

Philips LEDstick deliver high quality light in a
compact design ideal for downlights and slim luminaire
applications, making it ideal for general lighting
applications in the retail and hospitality industry by
offering their guests a differentiating ambience and
uniqgue experience in public area

See page 186

Sensor LEDtube

Philips sensor LEDtube helps customers to achieve up
to 60% energy savings and significant maintenance
cost reduction

See page 171
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LED Modules portfolio
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i
V4

Linear Modules
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LED Modules
portfolio

Our range of Philips LED Modules are categorized for you to match your business
requirements with ease. Refer to each range description to find out more.

Statement

Connected and
programmable

Performance

Flexible and
future-proof

©

Entry

Foundation

CertaFlux DLM
EaseSelect
Ceiling Light

Downlight Spotlight Linear Outdoor | Industrial
Modules Modules Modules Modules | Modules
Fortimo SLM Gen6
CrispWhite
1211 1208 1205 1203 1202
Fortimo SLM Gen6 -
Food WarmWhite and
Food PremiumRed
1211 1208
Fortimo DLM Fortimo SLM Gen7 Fortimo LED Fortimo Fortimo
EaseSelect Genl | Standard Line Gen4 FastFlex High Bay
Gen 4
1216 1211 1208 1205 1203 1202
Fortimo LED Line
HighFlux Gen3
Fortimo DLM Fortimo SLM Gen7
Flex Gen2 PremiumWhite
Fortimo
1216 1211 1208 1205 1203 1202 | Fortimo LED FastFlex
Strip Gen4 IP66
. 1
Fortimo DLM Fortimo SLM Gen7 -
EaseSelect Gen2 Premium Color y f
i 0.5ft, 1ft, 2ft
1211 1208 1205 1203 1202
4ft, 5ft
Fortimo SLM .
EaseSelect Gen1 Fortimo LED
Square Gen2
CertaFlux CertaFlux SLM Gen1 CertaFlux LED CertaFlux CertaFlux
DLM Slim Square PLM PLM
1208 1205 1204 1203 1202 1201 1 i Lo i
4inch 6inch I I
il:"' il'h
SR CertaFlux LED
Strip Gen3
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Downlight
Modules
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Perfect downlighting can be achieved for offices, malls,
hospitality and public buildings. Offering light of high
quality, minimal glare and a high level of flexibility,

our downlight systems can be easily integrated into
your designs.




Fortimo DLM EaseSelect Gen2 pownlient CertaFlux DLM EaseSelect Gen1 Downlight

£
o
3
= Fortimo DLM EaseSelect is a high performance driver on board (DoB) solution, delivering an excellent quality of light with Certaflux DLM EaseSelect brings with it good performance in a cost effective driver on board (DoB) solution, delivering a high
J. low flicker. Having an integrated driver and the same mechanical footprint as existing DLM solutions (DLM Flex), enables quality of light with low flicker. Having an integrated driver, enables easy and hassle free design-in.
% easy and hassle free design-in. The Fortimo brand promise brings with it the assurance of quality, reliability and performance.
'g Comparing to Gen1l, Fortimo DLM ES Gen2 has improved iin Output current ripple (Max 4%). Features Benefits Applications
= o - Low flicker - Excellent cost-performance - Offices
a Features Benefits Applications . . . ) . . o
w ] - Ease of design —in - Suitable for compact heat sink designs - Public buildings
=l - Low flicker - Excellent cost-performance - Offices Cost_effecti Wuti L lasti Retail
: - Cost-effective solution - Long lastin - Retai
(Max 4% for output current Ripple) - Suitable for compact heat sink designs - Public buildings & € ) o
. Ease of design — in lasti 0 - Good enough Lm/W upto >100lm/w, - Covers all downlight applications and
oct uti * Long lasting - Retai more initial cost driven projects ambiance needs
. C?st—e ective solution ‘ . Covgrs all downlight applications and (CertaFlux) - Simple and easy to maintain
- High system Lm/W of 116 for high end ambiance needs - Long life-time: 35,000 hours
project needs - Simple and easy to maintain

. . - Excellent color consistency of 3 SDCM
- Long life-time: 50,000 hours

. - Full portfolio with all typical downlight
- Excellent color consistency of 3 SDCM

lumen packages (1100 Im, 2000 Ilm,

- Full portfolio with all typical downlight 3000 Im) and different CCTs (3000K,
lumen packages (1100 Im, 2000 Im, 4000K, 6500K)
3000 Im) and different CCTs (3000K,
4000K)
#, L]
Fortimo DLM EaseSelect Gen2 Certaflux DLM EaseSelect Genl
Product specifications Product specifications
Product type Light Module Module Color Color Color Tclife B50/L70 Order code Product type Light Module Module Color Color Color Tc life B50/L70 Order code
output@ power@ efficacy@ temperature rendering consistency at Tc Life output power efficacy temperature rendering consistency at Tc Life
typical 230V typical
Im w lm/W K Ra SDCM °C Hours 12NC Im w lm/W K Ra SDCM ’c Hours 12NC
Fortimo DLM ES 1100/830 G2 1080 95 n4 3000 >80 3 70 >50,000 929001435506 CertaFlux DLM ES 1100/830 G1 1080 n4 95 3000 >80 3 70 >35,000 929000997880
Fortimo DLM ES 1100/840 G2 1100 9.5 ne 4000 >80 3 70 >50,000 929001435606 CertaFlux DLM ES 1100/840 G1 130 11 102 4000 >80 3 70 > 35,000 929000997980
Fortimo DLM ES 2000/830 G2 1930 175 no 3000 >80 3 70 >50,000 929001435706 CertaFlux DLM ES 1100/865 G1 130 11 102 6500 >80 3 70 > 35,000 929000998080
Fortimo DLM ES 2000/840 G2 2000 17.5 n4 4000 >80 3 70 >50,000 929001435806 CertaFlux DLM ES 2000/830 G1 1930 217 89 3000 >80 3 70 >35,000 929000998180
Fortimo DLM ES 3000/830 G2 2850 26.5 108 3000 >80 3 70 >50,000 929001435906 CertaFlux DLM ES 2000/840 G1 2020 213 95 4000 >80 3 70 > 35,000 929000998280
Fortimo DLM ES 3000/840 G2 3000 265 13 4000 >80 3 70 >50,000 929001436006 CertaFlux DLM ES 2000/865 G1 2020 213 95 6500 >80 3 70 > 35,000 929000998380
CertaFlux DLM ES 3000/830 G1 2770 31 89 3000 >80 3 70 >35,000 929000998480
CertaFlux DLM ES 3000/840 G1 2956 31 5] 4000 >80 3 70 > 35,000 929000998580
CertaFlux DLM ES 3000/865 G1 2956 3 95 6500 >80 3 70 > 35,000 929000998680
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Fo rti mo D LM Flex G enz Downlight Compatible LED Drivers

The Fortimo LED DLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a

5 builtin or independent driver, dimmable or with a fixed output. For a detailed overview of all available Xitanium indoor point
_g drivers, please go to the Xitanium indoor point driver section at pages 126-134. To find the best driver module combination
£ Being the trend setter in high performance LED downlighting with the Fortimo DLM range, Philips introduced the next for your application, the “Easy Design-in Tool” is available via philips.com/technology. Below table shows which Xitanium
J. generation of the Fortimo LED DLM Flex family. Being backwards compatible with the previous generation, Fortimo LED LED driver window is compatible by default with Fortimo LED DLM.
9 DLM Flex Gen2 enables further optimization of existing as well as new flexible downlight luminaire designs.
.g Product specifications
§ Features Benefits Applications Product type 1100 Im 2000 Im 3000 Im 5000 Im Order code
8 - Range of 1100 to 5000Ilm « Full flexibility and design freedom - Offices 12NC
w )
- Offer includes PCB only version, based on a full portfolio - Public buildings Smart Point LED Drivers
shallow housing and high housing . Easy desAign—inAbased on outstanding - Hospitality Xitanium 20W WH 0.15-0.5A 54V TD/Is 230V . . 929000991706
- Compatible with both high efficiencies & high robustness - Retail Xitanium 36W/m 0.3-1.05A 54V TD 230V . . . . 929000969906
pe'rformance,_ full flexibility window - High quality of light Xitanium 36W WH 0.3-1A 48V TD/ls 230V . . . . 929000969906
drivers and high value-for-money * Areliable & flexible system Xitanium 50W WH 0.7-1.5A 54V TD/Is 230V . . 929000904106

CertaDrive drivers s - .
proposition offering peace of mind Fixed Point LED Drivers

- Backwards compatibility and up to

162lm/W at an improved Tc of 75°C Xitanium 20W WH 0.15-0.5A 54V Is . . 929001413906
Xitanium 20W WH 0.15-0.5A 54V S . . 929001416506
- Better glare performance vs CoB
solutions Xitanium 20W/m 0.15-0.5A 48V 230V . . 929000893806
. CRI >80 and perfect colour stability Xitanium 20W/m 0.15-0.5A 54V 230V . . 929001415006
over lifetime Xitanium 36W/m 0.3-1.05A 48V 230V . . . . 929000881806
. Color temperatures: 3000K, 4000K, ! Xitanium 36W WH 0.3-1.05A 54V Is . . . . 929001414006
5000K and 6500K X Xitanium 36W WH 0.3-1.05A 54V S . . . . 929001416606
" Xitanium 36W/m 0.3-1.05A 54V 230V . . . . 929001415106
; Xitanium 43W/m 0.7-1.2A 54V 230V . . 929001415206
- Xitanium 50W WH 0.7-1.5A 54V Is . . 929001416806
Fortimo DLM Flex Gen2 Xitanium 50W/m 0.7-1.5A 54V 230V . . 929001415306
Xitanium 50W/m 0.7-1.5A 48V 230V . . 929000934606
Product specifications Xitanium S50W WH 0.7-1.5A 54V S . . 929001415306
Product type Light Module Module Color Color Color Tc life  B50/L70 Order code Fixed Peak Point LED Drivers
output  efficacy@ efficacy@ temperature rendering consistency at Tc Life
low-housing  high-housing CertaDrive 15W 0.35A 42V | 230V O 929000898106
Im Im/W Im/W K Ra SDCM d Hours 12NC CertaDrive 20W 0.5A 40V | 230V . 929000898006
Fortimo LED DLM Flex 1100/830 Gen2 1100 15 93 3000 >80 3 75 >50,000 929001503880 CERERIR SO @AY | 2507 €2 : SREOIIRZEY
Fortimo LED DLM Flex 1100/840 Gen2 100 127 104 4000 =80 3 75  =50,000 929001503980 CertaDrive 44W1.05A 42V 230V G2 ) 929001414580
Fortimo LED DLM Flex 1100/850 Gen2 1100 127 104 5000 >80 3 75 >50,000 929001508380 Mz B35 G2 4AY [ ZE0Y : 222000180
Fortimo LED DLM Flex 1100/865 Gen2 1100 127 104 6500 >80 3 75 >50,000 929001504080 Xitanium 21W 0.5A 42V1 230V ‘ 929001410280
Fortimo LED DLM Flex 2000/830 Gen2 2000 T3 o1 3000 >80 3 75  =50,000 929001504180 MEnm AN QZ/075ARY | Z0Y &2 : 222001880
Fortimo LED DLM Flex 2000/840 Gen2 2000 125 102 4000 >80 3 75 >50,000 929001504280 Xitanium 44W1.0/1.05A 42V | 230V G2 : 929001418680
Fortimo LED DLM Flex 2000/850 Gen2 2000 125 102 5000 >80 3 75 >50,000 929001508480 * Check the Xitanium Indoor Point Driver portfolio on page 122 for all available drivers with the operating window you need.
Fortimo LED DLM Flex 2000/865 Gen2 2000 125 102 6500 >80 3 75 >50,000 929001504380
Fortimo LED DLM Flex 3000/830 Gen2 3000 115 94 3000 >80 3 75 >50,000 929001504480
Fortimo LED DLM Flex 3000/840 Gen2 3000 127 105 4000 >80 3 75 >50,000 929001504580
Fortimo LED DLM Flex 3000/850 Gen2 3000 127 105 5000 >80 3 75 >50,000 929001508580
Fortimo LED DLM Flex 3000/865 Gen2 3000 127 105 6500 >80 3 75 >50,000 929001504680
Fortimo LED DLM Flex 5000/830 Gen2 5000 110 88 3000 >80 3 75 >50,000 929001504780
Fortimo LED DLM Flex 5000/840 Gen2 5000 122 99 4000 >80 3 75 >50,000 929001504880
Fortimo LED DLM Flex 5000/850 Gen2 5000 122 99 5000 >80 3 75 >50,000 929001508680
Fortimo LED DLM Flex 5000/865 Gen2 5000 122 99 6500 >80 3 75 >50,000 929001504980

*

Module efficacy is calculated for the typical Im output. For more detailed specifications (including lifetime), please check the datasheets or the Easy Design-in Tool.

Fortimo LED DLM Flex Cover Shallow housing 929000908506
Fortimo LED DLM Flex High Cover High housing 929000927806
Fortimo LED DLM Flex cable 600mm Cable 929000910706
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CertaFlux DLM Slim Downlight

- Optimized diffuser provides good combination with different drivers - Hospitality
uniformity - Good light of Quality . Retail

- Up to 130lm/W @ module level

- CRI >80 and good colour stability
over lifetime

+ Fully compatible with Philips Certa
Drivers

+ Color temperatures: 3000K, 4000K,
5000K, 6500K

4inch 6inch
CertaFlux DLM Slim

Product specifications

)
0
°
= Certaflux DLM Slim module provides a very easy to use solution for downlight application with affordable cost but no sacrifice on
J. light qulity. The module is integratd with optical and heatsink which help to make the produc extremely easy to use. Optimized
9 diffuser gives uniform light Whole portfolio is fully compatilbe with Philips Drivers and with high flexibility in lm/w and S/W.
= . . .
3 6500K is added in the family
=
8 Features Benefits Applications
= + Provides 600lm/1000lm/2000lm - Easy to Use - Offices
lum package - Flexible in Flux package with different - Public buildings

8inch

Compatible LED Drivers

The Certaflux DLM Slim is compatible with multiple CertaLED drivers

Product specifications

. For more details, please approach local sales team.

CertaFlux DLM Slim 600lm 830 4" 630 6.9 91 ~3000 >80 6 70 >25,000 929001443280
CertaFlux DLM Slim 600lm 840 4" 640 6.9 92 ~4000 >80 6 70 >25,000 929001443380
CertaFlux DLM Slim 600lm 850 4" 640 6.9 92 ~5000 >80 6 70 >25,000 929001443480 CertaDrive 6W 0.15A 40V LPF | 230V . 929001411780
CertaFlux DLM Slim 600lm 865 4" 640 6.9 92 ~6500 >80 6 70 >25,000 929001462280 CertaDrive 8W 0.2A 40V LPF | 230V . 929001409980
CertaFlux DLM Slim 1000lm 830 4" 980 10 98 ~3000 >80 6 80 > 25,000 929001443580 CertaDrive 10W 0.25A 40V LPF | 230V . . 929001410006
CertaFlux DLM Slim 1000lm 840 4" 1040 10 104 ~4000 >80 6 80 >25,000 929001443680 CertaDrive 12W 0.3A 40V LPF | 230V . . 929001409506
CertaFlux DLM Slim 1000lm 850 4" 1040 10 104 ~5000 >80 6 80 >25,000 929001443780 CertaDrive 15W 0.35A 42V | 230V . 929000898106
CertaFlux DLM Slim 1000lm 865 4" 1040 10 104 ~6500 >80 6 > 25,000 929001462380 CertaDrive 20W 0.5A 40V | 230V 929000898006
CertaFlux DLM Slim 1000lm 830 6" 1070 10.2 105 ~3000 >80 6 70 > 25,000 929001443880 CertaDrive 8W 0.2A 40V | 230V . 929000956080
CertaFlux DLM Slim 1000lm 840 6" 1150 10.2 n3 ~4000 >80 6 70 >25,000 929001443980 CertaDrive 15W 0.35A 42V | 230V 929000898106
CertaFlux DLM Slim 1000lm 850 6" 150 10.2 n3 ~5000 >80 6 70 > 25,000 929001444080 CertaDrive 25W 0.6A 42V | 230V 929001414180
CertaFlux DLM Slim 1000lm 865 6" 150 10.2 n3 ~6500 >80 6 > 25,000 929001462480 CertaDrive 30W 0.7A 42V | 230V 929001414280
CertaFlux DLM Slim 2000lm 830 6" 2010 206 97 ~3000 >80 6 80 >25,000 929001444180 Xitanium 20W WH 0.15 -0.5A 54V TD/Is 230V . . . 929000991706
CertaFlux DLM Slim 2000lm 840 6" 2140 20.6 104 ~4000 >80 6 80 > 25,000 929001444280 Xitanium 36W WH 0.3-1A 54V TD/Is 230V . . 929000969906
CertaFlux DLM Slim 2000lm 850 6" 2140 20.6 104 ~5000 >80 6 80 >25,000 929001444380 Xitanium 36W/m 0.3-1.05A 54V TD 230V . 929001419106
CertaFlux DLM Slim 2000lm 865 6" 2140 206 104 ~6500 >80 6 > 25,000 929001462580
* For latest compatible driver list, please always help to check with local sales team.
CertaFlux DLM Slim 2000lm 830 8" 2000 16.9 9 ~3000 >80 6 70 > 25,000 929001444480
CertaFlux DLM Slim 2000lm 840 8" 2130 16.9 126 ~4000 >80 6 70 > 25,000 929001444580
CertaFlux DLM Slim 2000lm 850 8" 2100 16.9 130 ~5000 >80 6 70 >25,000 929001444680
CertaFlux DLM Slim 2000lm 865 8" 2100 16.9 130 ~6500 >80 6 70 >25,000 929001462680

* Module Light output and efficacy is calculated @ typical. Measurement presision for flux +/-5%, Measurement presision for efficacy
For more detailed specifications (including lifetime) please approach local sales team.
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CertaFlux DLM EaseSelect Downlight
Ceiling Light

CertaFlux DLM ES Ceiling Light is a perfect solution for wide-diameter ceiling light application. This solution combines LED
technology and driver with optical distribution. The system offers two lumen packages: 1500lm and 1900lm, along with two
color temperatures: 3000K and 6500K. External optics ensure good uniformity of light distribution, and the design of this
ceiling light ensures good heat management thus no need for an external heat sink. A standard Philips systems warranty is
available for this product with a lifetime of 25,000 hours. An optimal choice to consider for a fast return on investment with a
payback period estimated to be less than 1.5 years.
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Features Benefits Applications
+ Two lumen output: 1500lm - Easy design-in + Ceiling light for residential

and 1900lm . >50% energy savings application, to replace TLE32/54 i
- Efficiency levels surpassing TLE 32W . Standard warranty available and TLE32/865

- High quality white light CRI 80
- 25,000 hours lifetime

CertaFlux DLM EaseSelect

Ceiling Light
Product specifications

Product type Light Module Module Color Color Color Tcmax B50/L70 Order code

output power efficacy temperature rendering  consistency at Tc Life

Im " lm/W K Ra SDCM °C Hours 12NC
Certaflux DLM ES 1500/830 CL G1 1379 14.8 93 3000 >80 5 <80 25,000 929000994080
Certaflux DLM ES 1500/865 CL G1 1500 147 102 6500 >80 5 <80 25,000 9290 009 94180
Certaflux DLM ES 1900/830 CL G1 1748 18.4 95 3000 >80 5 <85 25,000 9290 009 94480
Certaflux DLM ES 1900/865 CL G1 1900 18.3 104 6500 >80 5 <85 25,000 9290 009 94580
Certaflux DLM ES 1500/830 CLC G1 1379 14.8 93 3000 >80 5 <80 25,000 9290 009 94280
Certaflux DLM ES 1500/865 CLC G1 1500 147 102 4000 >80 5 <80 25,000 9290 009 94380
Certaflux DLM ES 1900/830 CLC G1 1748 18.4 95 3000 >80 5 <85 25,000 9290 009 94680
Certaflux DLM ES 1900/865 CLC G1 1900 18.3 104 4000 >80 5 <85 25,000 9290 009 94780
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Spotlight
Modules
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Because retail is detail. With the Fortimo LED SLM
portfolio, Philips offers the ideal combination of high
quality spotlighting with state-of-the-art performance
and energy efficiency.
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Fortimo SLM Gen6 CrispWhite Spotlight

Fortimo LED SLM CrispWhite is a unigue solution that offers an unparalleled rendering of intense white and warm, deep colors
within one light source. Fortimo SLM CrispWhite is ideal for use in fashion lighting applications, where the white colors in the

fabric and material truly stand out from the display. The CrispWhite portfolio is available in all Fortimo LED SLM Gen5 CoB sizes.

Features Benefits Applications
- The perfect mix of Crisp White Light - Outstanding quality of light - Retail
and warm colours in one LED source - Easy design-in - CrispWhite works best for:
- CRI 90 - Very good efficiencies paper, garment and textiles
+ Zhaga form factor - Excellent beam control and
- Tc life of up to 85°C small reflector design
- Extend to 6.5mm LES size from Gen5 - A reliable and flexible system
- Philips standard systems warranty proposition
applies

= - —— o—
Ay I---"-'-- i
121 1208 1205 1203 1202

Fortimo SLM Gen6 CrispWhite

Product specifications

Fortimo SLM C 930 CW 1202 L06 1215 G6 640 7.0 91 3000 >90 3 85 >50,000 9290 014 54306
Fortimo SLM C 930 CW 1203 L0O9 1619 G6 980 10.6 92 3000 >90 3 85 >50,000 9290 014 55706
Fortimo SLM C 930 CW 1205 L13 2024 G6 1710 173 99 3000 >90 3 85 >50,000 9290 014 59906
Fortimo SLM C 930 CW 1208 L15 2024 G6 2540 258 98 3000 >90 3 85 >50,000 9290 014 47106
Fortimo SLM C 930 CW 1211 L19 2828 G6 4110 424 97 3000 >90 3 85 >50,000 9290 014 48506

* Module efficacy is calculated for the typical Im output. For more detailed specifications (including lifetime), please check the datasheets online or the Easy Design-in tool.
** The CoB size defines the compatibility with the Fortimo SLM Holders. The CoB size is also given in the name of the Holder (see page 40).
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Compatible LED Drivers

The Fortimo LED SLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a
built-in or independent driver, dimmable or with a fixed output. For a detailed overview of all available Xitanium indoor point
drivers, please go to the Xitanium indoor point driver section at pages 70 - 79. To find the best driver module combination
for your application, the Easy Design-in Tool is available via philips.com/technology. Below table shows which Xitanium LED
driver window is compatible by default with Fortimo LED SLM.

Product specifications

Smart Point LED Drivers

Xitanium 36W/m 0.3-1.05A 54V TD 230V L] ] 929001419106
Xitanium 20W WH 0.15-0.5A 54V TD/Is 230V . . . 929000991706
Xitanium 36W WH 0.3-1A 54V TD/Is 230V . . 929000969906
Xitanium 50W WH 0.7-1.5A 54V TD/Is 230V . . 929000991806

Fixed Point LED Drivers

Xitanium 20W WH 0.15-0.5 54V Is . . . 929001413906
Xitanium 20W WH 0.15-0.5A 54V S . . . 929001416506
Xitanium 36W WH 0.3-1.05A 54V Is ] ] 929001414006
Xitanium 36W WH 0.3-1.05A 54V S . . 929001416606
Xitanium 50W WH 0.7-1.5A 54V Is . . 929001416806
Xitanium 50W WH 0.7-15A 54V S . . 929001416706
Xitanium 20W/m 0.15-0.5A 54V 230V . . . 929001415006
Xitanium 20W/m 0.15-0.5A 48V 230V . . . 929000893806
Xitanium 36W/m 0.3-1.05A 54V 230V ] . . 929001415106
Xitanium 36W/m 0.3-1.05A 48V 230V . ] 929000881806
Xitanium 50W/m 0.7-1.5A 54V 230V . . 929001415306
Xitanium 50W/m 0.7-1.5A 48V 230V . . 929000934606

Fixed Peak Point LED drivers

Xitanium 16W/m 0.35A 46V SC 230V . . . 929001412380
Xitanium 23W/m 0.5A 46V SC 230V . . . . . 929001412480
Xitanium 32W/m 0.7A 46V SC 230V . . L 929001412680
Xitanium 15W 0.35A 42V | 230V . . ] 929001410180
Xitanium 21W 0.5A 42V | 230V . 929001410280
Xitanium 32W 0.7/0.75A 42V | 230V G2 . . . 929001418380
Xitanium 44W 1.0/1.05A 42V | 230V G2 ] ] . 929001418680

* Check the Xitanium Indoor Point Driver portfolio on pages 126-134 for all available drivers with the operating window you need.
** For more and latest combination, please always check the Easy Design-in Tool.
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Fortimo SLM Gen6 - Spotlight
Food WarmWhite and Food PremiumRed

Fortimo LED SLM Food WarmWhite and Fortimo LED SLM Food PremiumRed are dedicated propositions, geared towards
fresh food applications. The Fortimo SLM Food WarmWhite offers a specific spectrum enhancing the appearance of fresh
food such as bread, fruit and vegetables, whereas the Fortimo LED SLM Food PremiumRed specifically enhances the
appearance of fresh meat. Both products are best in class light quality solutions.

n 1208

Fortimo SLM Gen6 —
Food WarmWhite and Food PremiumRed

Product specifications

Product type Light Module Module Color Color Color Tc life  B50/L70 Order code
output power efficacy temperature rendering consistency at Tc Life
Im w Im/W K Ra SDCM °C Hours 12NC
Fortimo SLM C 925 FWW 1208 L15 2024 G6 2170 255 85 Food Warm White >92 3 85 >50,000 9290 014 52680
Fortimo SLM C 930 FPR 1208 L15 2024 G6 2250 255 88 Food Premium Red >87 3 85 >50,000 9290 014 52980
Fortimo SLM C 925 FWW 1211 L19 2828 G6 3460 41.6 84 Food Warm White >92 3 85 >50,000 9290 014 52280
Fortimo SLM C 930 FPR 1211 L19 2828 G6 3620 41.6 85 Food Premium Red >87 3 85 >50,000 9290 014 52580

* Module efficacy is calculated for the typical Im output. For more detailed & latest specifications (including lifetime) please always check the datasheets online or
the Easy Design-in Tool.
** The CoB size defines the compatibility with the Fortimo SLM Holders. The CoB size is also given in the name of the Holder (see page 33).

Compatible LED Drivers

The Fortimo LED SLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a
built-in or independent driver, dimmable or with a fixed output. For a detailed overview of all available Xitanium indoor point
drivers, please go to the Xitanium indoor point driver section at pages 126-134. To find the best driver module combination
for your application, the Easy Design-in Tool is available via philips.com/technology. Below table shows which Xitanium LED
driver window is compatible by default with Fortimo LED SLM.

Product specifications

Product type CoB Order code
FWW 1208 FPR 1208 FWW 1211 FPR 1211 12NC
Xitanium 36W/m 0.3-1.05A 54V TD 230V . . 929001419106
Xitanium 36W WH 0.3-1A 54V TD/Is 230V . ] 929000969906
Xitanium 50W WH 0.7-1.5A 54V TD/Is 230V . . . . 929000991806
Xitanium 36W WH 0.3-1.05A 54V Is . ] 929001414006
Xitanium 36W WH 0.3-1.05A 54V S . ] 929001416606
Xitanium 36W/m 0.3-1.05A 54V 230V . . 929001415106
Xitanium 36W/m 0.3-1.05A 48V 230V . . 929000881806
Xitanium 50W WH 0.7-1.5A 54V |Is 3 ] . ] 929001416806
Xitanium 50W WH 0.7-1.5A 54V S . ] . ] 929001416706
Xitanium 50W/m 0.7-1.5A 48V 230V . . . . 929000934606
Xitanium 50W/m 0.7-1.5A 54V 230V . . . . 929001415306
Xitanium 43W/m 0.7-1.2A 54V 230V . . . . 929001412480
Xitanium 32W 0.7/0.75A 42V | 230V . . 929001412680

* Check the Xitanium Indoor Point Driver portfolio on pages 126-134 for all available drivers with the operating window you need.
** For more and latest combination, please always check the Easy Design-in Tool.

32 | Philips OEM LED catalogue 2019

LED catalogue 2019

o




)
o
0
-
=
I
("]
9
]
B
0
=
[a]
w
-

Fortimo SLM Gen?7

Spotlight

Fortimo SLM Gen7 continuous to focus on the combination of Quality of Light and , Energy efficacy and miniaturization in
a future proof and backwards compatible portfolio. This results in an extensive portfolio of lumen ranges, CCts and spectra.
In parallel, +8% efficacy is achieved in average Vs Gen 6. Please also check the online Easy Design-in Tool for your perfect
system combination(www.easydesigntool.com).

Features

+ Broad portfolio in terms of CCT 2700K,
3000K, 3500K, 4000K, 5000K, 5700K

& CRI 80, 90 available

- Flexibility to select a different lumen

output between 800 and 10000lm

and small reflector desgin

- Separation of CoB and holders to
increase reactiveness and speed
improved understandability of the
portfolio

both in high Im/W and lm/S$

- Large choice of drivers available,
including DALI dimming, Xitanium,
Certaflux

+ 50,000 hours lifetime @ Tc life

Product specifications

Product type

Fortimo SLM C 827 1202 L0O6 1215 G7
Fortimo SLM C 830 1202 L0O6 1215 G7
Fortimo SLM C 835 1202 L0O6 1215 G7
Fortimo SLM C 840 1202 L0O6 1215 G7
Fortimo SLM C 927 1202 L06 1215 G7
Fortimo SLM C 930 1202 L06 1215 G7
Fortimo SLM C 827 1203 LO9 1619 G7
Fortimo SLM C 830 1203 L09 1619 G7
Fortimo SLM C 8351203 L09 1619 G7
Fortimo SLM C 840 1203 LO9 1619 G7
Fortimo SLM C 850 1203 L09 1619 G7
Fortimo SLM C 927 1203 L09 1619 G7
Fortimo SLM C 930 1203 L0O9 1619 G7
Fortimo SLM C 730 1204 L09 1619 G7
Fortimo SLM C 740 1204 L09 1619 G7
Fortimo SLM C 827 1204 L09 1619 G7
Fortimo SLM C 830 1204 L09 1619 G7
Fortimo SLM C 835 1204 L09 1619 G7
Fortimo SLM C 840 1204 L09 1619 G7
Fortimo SLM C 850 1204 L09 1619 G7
Fortimo SLM C 857 1204 L09 1619 G7
Fortimo SLM C 927 1204 L09 1619 G7
Fortimo SLM C 930 1204 L09 1619 G7
Fortimo SLM C 827 1205 L13 2024 G7
Fortimo SLM C 830 1205 L13 2024 G7
Fortimo SLM C 835 1205 L13 2024 G7
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Small LES size for narrow beam angles

System Proposition (CoB+Holder+Driver)
Pre-configured system propositions

Light
output

Im

1320
1400
1460
1500
1mo
1200
1490
1520
1560
1610
1610
1240
1280
2951
3108
2636
2775
2831
2886
2886
2873
2220
2276
2540
2640
2690

Benefits

- Best quality of light for all
applications

- Standard/Permium White/ availalbe

- Excellent beam control and small
reflector design

- Flexibility to optimize luminaire
performance

- Areliable & flexible system approach

- Philips Standard warranty applies

Module
power

w

12.8
12.8
12.8
12.8
12.8
12.8
10.3
10.3
10.3
10.3
103
10.3
10.3
257
257
257
257
257
257
257
257
257
257
17.2

17.2

17.2

Module
efficacy

Ilm/W
103
109
14
n7
86
93
144
147
151
156
156
120
124
n5
121
102
108
10
12
n2
n2
86
88
148
154
157

B

Applications

- Retail

- Industry and outdoor

Fortimo SLM Gen7

L
'y

__-"lr B —
Color Color
temperature  rendering
K Ra
2700 >80
3000 >80
3500 >80
4000 >80
2700 >90
3000 >90
2700 >80
3000 >80
3500 >80
4000 >80
5000 >80
2700 >90
3000 >90
3000 >70
4000 >70
2700 >80
3000 >80
3500 >80
4000 >80
5000 >80
5700 >80
2700 >90
3000 >90
2700 >80
3000 >80
3500 >80

Color
consistency

[}
o
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Tc life

©
85
85
85
85
85
85
85
85
85
85
85
85
85
75
75
75
75
75
75
75
75
75
75
85
85
85

B50/L70
at Tc Life

Hours

>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000
>50,000

Order code

12NC

929001581806

929001581906

929001582006
929001582106

929001582406
929001582506
929001583806
929001583906
929001584006
929001584106

929001584206
929001584406
929001584506
929001585306
929001585406
929001585806
929001585906
929001586006
929001586106

929001586206
929001586306
929001586406
929001586506
929001587806

929001587906
929001588006

Product specifications

Product type Light Module Module Color Color Color Tc life  B50/L70 Order code
output power efficacy temperature  rendering  consistency at Tc Life
Im w lm/W K Ra SDCM °C Hours 12NC

Fortimo SLM C 840 1205 L13 2024 G7 2750 17.2 160 4000 >80 3 85 >50,000 929001588106
Fortimo SLM C 850 1205 L13 2024 G7 2750 17.2 160 5000 >80 3 85 >50,000 929001588206
Fortimo SLM C 927 1205 L13 2024 G7 2110 17.2 123 2700 >90 3 85 >50,000 929001588406
Fortimo SLM C 930 1205 L13 2024 G7 2190 17.2 128 3000 >90 3 85 >50,000 929001588506
Fortimo SLM C 827 1208 L15 2024 G7 3800 254 149 2700 >80 3 85 >50,000 929001589806
Fortimo SLM C 830 1208 L15 2024 G7 3950 254 155 3000 >80 3 85 >50,000 929001589906
Fortimo SLM C 8351208 L15 2024 G7 4030 254 159 3500 >80 3 85 >50,000 929001590006
Fortimo SLM C 840 1208 L15 2024 G7 4110 254 162 4000 >80 3 85 >50,000 929001590106
Fortimo SLM C 850 1208 L15 2024 G7 4120 254 162 5000 >80 3 85 >50,000 929001590206
Fortimo SLM C 857 1208 L15 2024 G7 4100 254 161 5700 >80 3 85 >50,000 929001590306
Fortimo SLM C 927 1208 L15 2024 G7 3150 254 124 2700 >90 3 85 >50,000 929001590406
Fortimo SLM C 930 1208 L15 2024 G7 3270 254 129 3000 >90 3 85 >50,000 929001590506
Fortimo SLM C 827 1211 L19 2828 G7 6110 416 147 2700 >80 3 85 >50,000 929001591806
Fortimo SLM C 830 1211 L19 2828 G7 6280 41.6 151 3000 >80 3 85 >50,000 929001591906
Fortimo SLM C 835 1211 L19 2828 G7 6410 41.6 154 3500 >80 3 85 >50,000 929001592006
Fortimo SLM C 840 1211 L19 2828 G7 6630 416 159 4000 >80 3 85 >50,000 929001592106
Fortimo SLM C 850 1211 L19 2828 G7 6630 416 159 5000 >80 3 85 >50,000 929001592206
Fortimo SLM C 857 1211 L19 2828 G7 6610 41.6 159 5700 >80 3 85 >50,000 929001592306
Fortimo SLM C 927 1211 L19 2828 G7 5070 416 122 2700 >90 3 85 >50,000 929001592406
Fortimo SLM C 930 1211 L19 2828 G7 5310 416 128 3000 >90 3 85 >50,000 929001592506
Fortimo SLM C 827 1216 L23 2828 G7 8030 55.0 146 2700 >80 3 85 >50,000 929001593806
Fortimo SLM C 830 1216 L23 2828 G7 8220 55.0 149 3000 >80 3 85 >50,000 929001593906
Fortimo SLM C 835 1216 L23 2828 G7 8380 55.0 152 3500 >80 3 85 >50,000 929001594006
Fortimo SLM C 840 1216 L23 2828 G7 8700 55.0 158 4000 >80 3 85 >50,000 929001594106
Fortimo SLM C 850 1216 L23 2828 G7 8710 55.0 158 5000 >80 3 85 >50,000 929001594206
Fortimo SLM C 857 1216 23 2828 G7 8680 55.0 158 5700 >80 3 85 >50,000 929001594306
Fortimo SLM C 927 1216 L23 2828 G7 6660 55.0 121 2700 >90 3 85 >50,000 929001594406
Fortimo SLM C 930 1216 L23 2828 G7 6930 55.0 126 3000 >90 3 85 >50,000 929001594506

* Module efficacy is calculated for the typical Im output. For more detailed and latest specifications (including lifetime) please always check the datasheets online or
the Easy Design-in Tool.

Compatible LED Drivers

The Fortimo LED SLM portfolio is compatible with multiple Xitanium & Certa LED drivers. For a detailed overview of all
available indoor point drivers, pls go to the xitanium indoor point driver section at pages 126-134 or the certa indoor point
driver section at pages 132-134. To find the best driver module combination for your application, the Easy Design-in Tool
is available via philips.com/technology. Below table shows which Xitanium and Certa LED driver window is compatible by
default with Fortimo LED SLM.

Product specifications
Product type CoB Order code
1202 1203 1204 1205 1208 21 1216 12NC

Smart Point LED Drivers

Xitanium 36W/m 0.3-1.05A 54V TD 230V . . . 929001419106
Xitanium 20W WH 0.15-0.5A 54V TD/Is 230V . . . . 929000991706
Xitanium 36W WH 0.3-1A 54V TD/Is 230V . . . 929000969906
Xitanium 50W WH 0.7-1.5A 54V TD/Is 230V . . . 929000991806

Fixed Point LED Drivers

Xitanium 20W WH 0.15-0.5 54V Is . . . . 929001413906
Xitanium 20W WH 0.15-0.5A 54V S . . . . 929001416506
Xitanium 36W WH 0.3-1.05A 54V Is . . . 929001414006
Xitanium 36W WH 0.3-1.05A 54V S . . . 929001416606
Xitanium 50W WH 0.7-1.5A 54V Is . . . 929001416806
Xitanium 50W WH 0.7-1.5A 54V S . . . 929001416706
Xitanium 20W/m 0.15-0.5A 54V 230V . ] . . 929001415006
Xitanium 20W/m 0.15-0.5A 48V 230V . . . . 929000893806
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Product specifications

Product type

Fixed Point LED Drivers

Xitanium 36W/m 0.3-1.05A 54V 230V
Xitanium 36W/m 0.3-1.05A 48V 230V
Xitanium 50W/m 0.7-1.5A 54V 230V
Xitanium 50W/m 0.7-1.5A 48V 230V

Fixed Peak Point LED Drivers
Xitanium 16W/m 0.35A 46V SC 230V
Xitanium 23W/m 0.5A 46V SC 230V
Xitanium 32W/m 0.7A 46V SC 230V
Xitanium 15W 0.35A 42V | 230V
Xitanium 21W 0.5A 42V | 230V
Xitanium 32W 0.7/0.75A 42V | 230V G2
Xitanium 44W 1.0/1.05A 42V | 230V G2
CertaDrive 10W 0.25A 40V LPF | 230V
CertaDrive 12W 0.3A 40V LPF | 230V
CertaDrive 15W 0.35A 42V | 230V
CertaDrive 20W 0.5A 40V | 230V
CertaDrive 30W 0.7A 42V | 230V G2
CertaDrive 34W 0.8A 42V | 230V G2
CertaDrive 38W 0.9A 42V | 230V G2
CertaDrive 44W 1.05A 42V | 230V G2

1202

1203

1204

CoB
1205

1208

121

* Check the Xitanium indoor point driver portfolio on page 102 for all available drivers with the operating window you need.
** For more & latest combination, please always check the Easy Design-in Tool.
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1216

Order code

12NC

929001415106
929000881806
929001415306
929000934606

929001412380
929001412480
929001412680
929001410180
929001410280
929001418380
929001418680
929001410006
929001409506
929000898106
929000898006
929001414280
929001414380
929001414480
929001414580

Fortimo SLM Gen7 Premium White

Spotlight

Fortimo SLM Gen7 Premium White Range continuous to focus on the combination of Quality of Light and , Energy efficacy and
miniaturization in a future proof and backwards compatible portfolio. This results in an extensive portfolio of lumen ranges,
and spectra. In parallel, +8% efficacy is achieved in average Vs Gen 6. Please also check the online Easy Design-in Tool for

your perfect system combination(www.easydesigntool.com).

Features

- Flexibility to select a different lumen

output between 800 and 10000Ilm

- Broad portfolio in terms of CCT

3000K, 3500K, 4000K & CRI 80, 90

available
- Small LES size for narrow beam

angles and small reflector desgin

- Separation of CoB and holders to

increase reactiveness and speed

improved understandability of the

portfolio

- System Proposition
(CoB+Holder+Driver)

Product specifications

Product type

Fortimo SLM C 830 PW 1202 LO6 1215 G7
Fortimo SLM C 930 PW 1202 LO6 1215 G7
Fortimo SLM C 935 PW 1202 L06 1215 G7
Fortimo SLM C 940 PW 1202 L0O6 1215 G7
Fortimo SLM C 830 PW 1203 L0O9 1619 G7
Fortimo SLM C 930 PW 1203 L09 1619 G7
Fortimo SLM C 935 PW 1203 L09 1619 G7
Fortimo SLM C 940 PW 1203 L09 1619 G7
Fortimo SLM C 830 PW 1204 L09 1619 G7
Fortimo SLM C 930 PW 1204 L09 1619 G7
Fortimo SLM C 935 PW 1204 LO9 1619 G7
Fortimo SLM C 940 PW 1204 L09 1619 G7
Fortimo SLM C 830 PW 1205 L13 2024 G7
Fortimo SLM C 930 PW 1205 L13 2024 G7
Fortimo SLM C 935 PW 1205 L13 2024 G7
Fortimo SLM C 940 PW 1205 L13 2024 G7
Fortimo SLM C 830 PW 1208 L15 2024 G7
Fortimo SLM C 930 PW 1208 L15 2024 G7
Fortimo SLM C 935 PW 1208 L15 2024 G7
Fortimo SLM C 940 PW 1208 L15 2024 G7
Fortimo SLM C 830 PW 1211 L19 2828 G7

Fortimo SLM C 930 PW 1211 L19 2828 G7

Fortimo SLM C 935 PW 1211 L19 2828 G7

Fortimo SLM C 940 PW 1211 L19 2828 G7

Light
output

Im

1400
1200
1270
1300
1510
1280
1350
1390
277
2320
2451
2518
2570
2190
2300
2360
3840
3270
3440
3530
6190
5310
5540
5720

- Pre-configured system propositions

both in high Im/W and Im/$

- Large choice of drivers available,
including DALI dimming, Xitanium,

Certaflux

- 50,000 hours lifetime @ Tc life

Benefits

- Best quality of light for all
applications

- Standard/Permium White/ availalbe

=] - - =
f
—~—— hh“———-:-"'lr To—
1216 ”n 1208
Module Module  Color Color
power efficacy temperature  rendering
w lm/W K Ra
12.8 109 3000 >80
12.8 93 3000 >90
12.8 99 3500 >90
12.8 101 4000 >90
10.3 146 3000 >80
10.3 124 3000 >90
10.3 131 3500 >90
10.3 135 4000 >90
257 108 3000 >80
257 90 3000 >90
257 95 3500 >90
257 98 4000 >90
17.2 150 3000 >80
17.2 128 3000 >90
17.2 134 3500 >90
17.2 138 4000 >90
254 151 3000 >80
254 129 3000 >90
254 135 3500 >90
254 139 4000 >90
416 149 3000 >80
41.6 128 3000 >90
41.6 133 3500 >90
41.6 137 4000 >90

- Excellent beam control and
small reflector design

- Flexibility to optimize luminaire
performance

- Areliable & flexible system approach

+ Philips Standard warranty applies

Applications
+ Retail
+ Industry & Outdoor

) . s et S ;-
1205 1204 1203 1202
Color Tc life  B50/L70 Order code
consistency at Tc Life
SDCM °C Hours 12NC
3 85 >50,000 929001582606
3 85 >50,000 929001582706
3 85 >50,000 929001582806
3 85 >50,000 929001582906
3 85 >50,000 929001584606
3 85 >50,000 929001584706
3 85 >50,000 929001584806
3 85 >50,000 929001584906
3 75 >50,000 929001586606
3 75 >50,000 929001586706
3 75 >50,000 929001586806
3 75 >50,000 929001586906
3 85 >50,000 929001588606
3 85 >50,000 929001588706
3 85 >50,000 929001588806
3 85 >50,000 929001588906
3 85 >50,000 929001590606
3 85 >50,000 929001590706
3 85 >50,000 929001590806
3 85 >50,000 929001590906
3 85 >50,000 929001592606
3 85 >50,000 929001592706
3 85 >50,000 929001592806
3 85 >50,000 929001592906
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Product specifications

Product type Light Module Module  Color Color Color Tc life  B50/L70 Order code
output power efficacy temperature  rendering  consistency at Tc Life
Im w lm/W K Ra SDCM °C Hours 12NC
Fortimo SLM C 830 PW 1216 L23 2828 G7 8130 55.0 148 3000 >80 3 85 >50,000 929001594606
Fortimo SLM C 930 PW 1216 L23 2828 G7 6930 55.0 126 3000 >90 3 85 >50,000 929001594706
Fortimo SLM C 935 PW 1216 L23 2828 G7 7270 55.0 132 3500 >90 3 85 >50,000 929001594806
Fortimo SLM C 940 PW 1216 L23 2828 G7 7470 55.0 136 4000 >90 3 85 >50,000 929001594906

* Module efficacy is calculated for the typical Ilm output. For more detailed and latest specifications (including lifetime) please always check the datasheets online or
the Easy Design-in Tool.

Compatible LED Drivers

The Fortimo LED SLM portfolio is compatible with multiple Xitanium & Certa LED drivers. For a detailed overview of all
available indoor point drivers, pls go to the xitanium indoor point driver section at pages 126-134 or the certa indoor point
driver section at pages 132-134.To find the best driver module combination for your application, the Easy Design-in Tool
is available via philips.com/technology. Below table shows which Xitanium and Certa LED driver window is compatible by
default with Fortimo LED SLM

Product specifications
Product type CoB Order code
1202 1203 1204 1205 1208 12n 1216 12NC

Smart Point LED Drivers

Xitanium 36W/m 0.3-1.05A 54V TD 230V 3 . . 929001419106
Xitanium 20W WH 0.15-0.5A 54V TD/Is 230V . . . . 929000991706
Xitanium 36W WH 0.3-1A 54V TD/Is 230V . . . 929000969906
Xitanium 50W WH 0.7-1.5A 54V TD/Is 230V . . . 929000991806
Fixed Point LED Drivers

Xitanium 20W WH 0.15-0.5 54V Is . 3 . . 929001413906
Xitanium 20W WH 0.15-0.5A 54V S . . . . 929001416506
Xitanium 36W WH 0.3-1.05A 54V Is . . . 929001414006
Xitanium 36W WH 0.3-1.05A 54V S . . . 929001416606
Xitanium 50W WH 0.7-1.5A 54V Is . . . 929001416806
Xitanium 50W WH 0.7-1.5A 54V S . . . 929001416706
Xitanium 20W/m 0.15-0.5A 54V 230V . 3 3 . 929001415006
Xitanium 20W/m 0.15-0.5A 48V 230V . . . . 929000893806
Xitanium 36W/m 0.3-1.05A 54V 230V 3 . . . 929001415106
Xitanium 36W/m 0.3-1.05A 48V 230V .. . . 929000881806
Xitanium 50W/m 0.7-1.5A 54V 230V . . . 929001415306
Xitanium 50W/m 0.7-1.5A 48V 230V . . ] 929000934606
Fixed Peak Point LED Drivers

Xitanium 16W/m 0.35A 46V SC 230V . 3 . . 929001412380
Xitanium 23W/m 0.5A 46V SC 230V . . . . . . . 929001412480
Xitanium 32W/m 0.7A 46V SC 230V . . . . . 929001412680
Xitanium 15W 0.35A 42V | 230V . 3 . . 929001410180
Xitanium 21W 0.5A 42V | 230V . . 929001410280
Xitanium 32W 0.7/0.75A 42V | 230V G2 . . . . . 929001418380
Xitanium 44W 1.0/1.05A 42V | 230V G2 3 . . . 3 929001418680
CertaDrive T0W 0.25A 40V LPF | 230V . . 929001410006
CertaDrive 12W 0.3A 40V LPF | 230V . . 929001409506
CertaDrive 15W 0.35A 42V | 230V . . . . . 929000898106
CertaDrive 20W 0.5A 40V | 230V . 3 3 . . 929000898006
CertaDrive 30W 0.7A 42V | 230V G2 . . . . 929001414280
CertaDrive 34W 0.8A 42V | 230V G2 . . . . 929001414380
CertaDrive 38W 0.9A 42V | 230V G2 . . . . . 929001414480
CertaDrive 44W 1.05A 42V | 230V G2 . . . . . 929001414580

"* Check the Xitanium indoor point driver portfolio on page 102 for all available drivers with the operating window you need.
** For more & latest combination, please always check the Easy Design-in Tool."
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Fortimo SLM Gen7 Premium Color

Spotlight

Fortimo LED SLM continous to focus on the combination of Quality of Light and performance. By offering the CoB separate
from the holder, even more flexibility in possible system combinations andspecifications is achieved. This results in an
extensive portfolio of lumen ranges, CCT’s and spectra’s. Please also check the online Easy Design-in Tool for your perfect
system combination (www.easydesigntool.com).

Features

- Optimized Spectrum to give
true vivid color

- Covers CoB size from 1203, 1205,
1208, 1211, 1216

- Specificin 930 CCT
- Separation of CoB and holders to
increase reactiveness and speed

improved understandability of
the portfolio

- High Tc of up to 95 for simple
heat management

- Pre-configured system propositions
both in high Im/W and lm/$

- Large choice of drivers available,
including DALI dimming

- Philips standard systems
warranty applies

Benefits

- Tother with Premium White to
deliver best quality of light for all
applications

- Flexibility to optimize luminaire
performance

- Areliable & flexible system
proposition

n

Applications
- Retail

- Industry & Outdoor

—— i
S S
1203 1202
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Fortimo SLM holders Spotient Fortimo SLM EaseSelect Gen1 Spottignt

£
o
3
= Fortimo LED SLM Gen6 CoBs and holders can be ordered separately. This results in even flexibility and an even more Quality of light is key in retail lighting. The need for miniaturization is continiously pushing LED technology for smaller
J. extensive product portfolio. Optimized holders are available for spot and downlight applications. For pre-cabled luminaire luminaires, often jeopardizing important specifications as flicker, lifetime and reliability. Fortimo LED SLM EaseSelect offers
% designs holders with Poke-in connectors can be ordered. Every holder type is available for every CoB size. CoB compatibility an integrated portfolio that combines the high quality standards of a Philips Fortimo/Xitanium system with the possibility for
'g is defined by the CoB size. New Zhaga Poke in holder and 35mm Poke in holder are introduced. a luminaire design without a driver box.
2
a Features Benefits Applications
= - Low flicker (4% ripple) - Suitable for compact heat sink designs - Offices
. : E + Ease of design—in - Diameter of 70mm and max 90mm - Public buildings
E -, - incl. heatsink for up to 3000Lm . Retail

- System efficacy of up to 115lm/W

* Long life-time: 50,000 hours * No driver box ne.eded anymore
- Excellent color consistency of 3 SDCM - Small L.ES enabling small reflectors
even with small beams
- Same LES and holder types as . .
*H k f th
: standard SLM Modules (Zhaga) eatsink part of the solution

L . . - No cabling needed
- Full portfolio with all typical downlight

lumen packages (1100lm, 20001m, - No thermal pad hassle with the CoB

i 3000lm), different CCTs (Premium - Simple and easy to maintain
/ / / White, 4000K) and CRI (80Ra, 90Ra)
- -
K
Fortimo SLM Holders Fortimo SLM EaseSelect Gen1
Product specifications Product specifications

Fortimo SLM H PI 1215 35 G Poke in 1202 N/A 0.3-0.75 L65 9290 015 38106
Fortimo SLM H 1619 GI slandard 1203 600 05 Lo9 929000993580 Fortimo SLM ES 1100 830 PW LO9 G1 1190 12,5 95 3000 >80 3 85 >50,000 929 001500580
Fortimo SLM H DL 1619 G1 Down light 12 ) L 2

ortimo S 6196 own 1g 03 600 05 09 929000993680 Fortimo SLM ES 1100 840 LO9 G1 1190 10.9 109 4000 >80 3 85 >50,000 929 001500680
RotimolsChilhilZEg1619(c) ZhasalRoke] 1203 MR 23507 Lk 222040451350 Fortimo SLM ES 1100 930 PW LO9 G1 1030 12.3 84 3000 >90 3 85 >50,000 929 001500780
Fortimo SLM H P1 1619 G Pokein 1203 N/A 0.3-075 Lo9 929000993780 Fortimo SLM ES 2000 830 PW L13 G1 2150 215 100 3000 >80 3 85 >50,000 929 001500880
Fortimo SLM H 2024 G1 Standard 1204, 1205, 1208 600 05 L13, L15 9290 009 80703 Fortimo SLM ES 2000 840 L13 1 150 85 e 24000 S ;5 o 50000 929 001500980
Fortimo SLM H DL 2024 G1 Down ligh 1204, 1205, 12 ) L13, L1 2 -

ortimo S 0246 own light 04, 1205, 1208 600 05 3,L15 929000980803 Fortimo SLM ES 2000 930 PW L13 G1 1880 216 87 3000 >90 3 85 >50,000 929 001501080
Fortimo SLM H ZP 2024 G1 Zhaga Poke in 1204, 1205, 1208 N/A 0.3-0.75 L13, L15 9290 014 52080 Fortimo SLM £S 3000 830 PW L15 1 2860 265 108 23000 80 5 a8 - 50000 979 001501180
Fortimo SLM H Pl 2024 G1 Poke in 1204, 1205, 1209 N/A 0.3-0.75 L13, L15 929000980903 Cortimo SLM ES 3000 840 L15 G1 10 eo 0 2000 8o 5 a8 50000 979 001501280
IROTHD SILY [ 2523 E tancard 121} 500 G L 2290100181003 Fortimo SLM ES 3000 930 PW L15 GI 2510 26.7 94 3000 >90 3 88 >50,000 929 001501380
Fortimo SLM H DL 2828 G1 Down light 121 600 05 L19 9290 009 81103
Fortimo SLM H ZP 2828 G1 Zhaga Poke in 21 N/A 0.3-0.75 L19 9290 014 52180
Fortimo SLM H PI 2828 G1 Poke in 12,111,216 N/A 0.3-0.75 119,023 9290 009 81203
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C t Fl s L M G 1 Spotli ght Product specifications
e r a u x e n Product type Light Module Module Color Color Color Tcmax B50/L70 Order code

- output power efficacy temperature rendering  consistency at Tc Life
o
3
. . . . . . . Im w lm/W K Ra SDCM °C Hours 12NC
= Certaflux LED SLM Gen1 is a new CoB family from Philips. This range provides a more affordable CoB solution to customers with -
J, wide portfolio, and fully compatible with our Philips Drivers. Please also check the online Easy Design-in Tool for your perfect CertaFlux SLM C 8271203 LO9 1515 G1 1428 12.2 17 2700 >80 3 85 >50,000 929001440280
% system combination(www.easydesigntool.com) CertaFlux SLM C 830 1203 L09 1515 G1 1496 12.2 123 3000 >80 3 85 >50,000 929001440380
5 CertaFlux SLM C 8351203 L09 1515 G1 1525 12.2 125 3500 >80 3 85 >50,000 929001440480
E Features Benefits Applications CertaFlux SLM C 840 1203 LO9 1515 G1 1554 122 128 4000 >80 3 85 > 50,000 929001440580
w + Lumen packages from - Good quality of light for all * Retail CertaFlux SLM C 850 1203 LO9 1515 G1 1554 122 128 5000 >80 3 85 >50,000 929001440680
400lm to 5000Ilm applications . ol
PP Hospitality CertaFlux SLM C 860 1203 L09 1515 G1 1556 121 128 6000 80 3 85 >50,000 929001472506
* Broad portfolio in terms of CCT * Flexibility to optimize - Office CertaFlux SLM C 9271203 LO9 1515 G1 1181 12.2 97 2700 >90 3 85 >50,000 929001440780
2700K, 3000K, 3500K, 4000K, luminaire performance CertaFlux SLM C 930 1203 LO9 1515 G1 1241 122 102 3000 0 3 85 50,000 929001440880
. ertariux o > > B
5000K and CRI 80, 90 available . A reliable and flexible
i i CertaFlux SLM C 935 1203 L0O9 1515 G1 1302 122 107 3500 >90 3 85 >50,000 929001440980
- Up to >130lm/W at 85°C Tc system proposition
) R ) CertaFlux SLM C 940 1203 L09 1515 G1 1331 12.2 109 4000 >90 3 85 >50,000 929001441080
- High Tc of up to 95°C for simple
CertaFlux SLM C 827 1204 L12 1818 G1 1915 15.6 123 2700 80 3 85 >50,000 929001472906
heat management
" CertaFlux SLM C 830 1204 L121818 G1 2016 15.6 129 3000 >80 3 85 >50,000 929001441180
- Pre-configured system propositions
A, CertaFlux SLM C 8351204 L121818 G1 2055 15.6 132 3500 80 3 85 50,000 929001441280
both in high lm/W and lm/$ ertariux ” =20
. . . CertaFlux SLM C 840 1204 L12 1818 G1 2096 15.6 135 4000 >80 3 85 >50,000 929001441380
- Large choice of drivers available,
including DALI dimming CertaFlux SLM C 850 1204 L121818 G1 2096 15.6 135 5000 >80 3 85 >50,000 929001441480
" CertaFlux SLM C 860 1204 L12 1818 G1 2096 15.6 135 6000 80 3 85 >50,000 929001472606
- Philips standard systems
warranty applies CertaFlux SLM C 930 1204 L121818 G1 1672 15.6 107 3000 >90 3 85 >50,000 929001441580
CertaFlux SLM C 9351204 L121818 G1 1754 15.6 13 3500 >90 3 85 >50,000 929001441680
CertaFlux SLM C 940 1204 L12 1818 G1 1795 15.6 115 4000 >90 3 85 >50,000 929001441780
CertaFlux SLM C 827 1205 L12 1818 G1 2354 19.0 124 2700 80 3 85 >50,000 929001473006
CertaFlux SLM C 830 1205 L12 1818 G1 2478 207 130 3000 >80 3 85 >50,000 929001441880
1208 1205 1204 1203 1202 1201 CertaFlux SLM C 8351205 L121818 G1 2528 207 133 3500 >80 3 85 > 50,000 929001441980
CertaFlux SLM Genl CertaFlux SLM C 840 1205 L12 1818 G1 2577 207 135 4000 >80 3 85 >50,000 929001442080
CertaFlux SLM C 850 1205 L12 1818 G1 2577 207 135 5000 >80 3 85 >50,000 929001442180
Product specifications CertaFlux SLM C 860 1205 L121818 G1 2578 19.0 135 6000 80 3 85 >50,000 929001472706
gicdiciives Lt Mesllls  Meshls - Caltey Gelley - @l UemER  EELAT gl el CertaFlux SLM C 9271205 L121818 G 2008 19.0 106 2700 90 3 85 >50,000 929001473306
output power efficacy temperature rendering  consistency at Tc Life
CertaFlux SLM C 930 1205 L121818 G1 2056 207 108 3000 >90 3 85 >50,000 929001442280
Im w Im/W K Ra SDCM c) Hours 12NC CertaFlux SLM C 9351205 L12 1818 G1 2156 207 13 3500 >90 3 85 >50,000 929001442380
CertaFlux SLM C 827 1201 LO6 1313 G1 413 14 120 2700 -~ 80 3 as - 50,000 029001438480 CertaFlux SLM C 940 1205 L12 1818 G1 2205 207 116 4000 >90 3 85 >50,000 929001442480
Gl SLY € E210 101 66 BB @ 45D 24 o p— 86 3 - 9561605 T — CertaFlux SLM C 950 1205 L12 1818 G1 2231 19.0 117 5000 920 3 85 >50,000 929001473506
CertaFlux SLM C 835 1201 LOG 1313 G1 441 14 129 1500 -~ 80 3 a5 > 50,000 929001438680 CertaFlux SLM C 8271208 L14 1818 G1 3496 275 127 2700 80 3 85 >50,000 929001473106
EaErl: SLM € 540 0] 165 BE @) 450 24 — 060 =30 3 o - 50,000 PR CertaFlux SLM C 830 1208 L14 1818 G1 3680 29.9 134 3000 >80 3 85 >50,000 929001442580
CertaFlux SLM C 860 1201 LOG 1313 G1 450 34 131 6000 80 3 as 50,000 029001472306 CertaFlux SLM C 8351208 L14 1818 G1 3753 299 136 3500 >80 3 85 >50,000 929001442680
e — e 54 e - - 3 a5 > 50,000 SREIOOEREED CertaFlux SLM C 840 1208 L14 1818 G1 ~ 3827 29.9 139 4000 >80 3 85 > 50,000 929001442780
CertaFlux SLM C 927 1201 LO6 1313 G1 342 14 100 2700 ~90 3 a5 > 50,000 929001438980 CertaFlux SLM C 850 1208 L14 1818 G1 3827 29.9 139 5000 >80 3 85 >50,000 929001442880
CerEE: SLY € 50 6 L0E BR | 559 24 — E— = 3 o5 5 50,000 e CertaFlux SLM C 860 1208 L14 1818 G1 ~ 3827 275 139 6000 80 3 85 >50,000 929001472806
CertaFlux SLM C 935 1201 LOG 1313 G 377 14 10 3500 90 3 85 ~ 50,000 929001439180 CertaFlux SLM C 9271208 L14 1818 G1 2981 275 108 2700 20 3 85 >50,000 929001473406
EiEE SLM € S40 1201 LG BB E) | 265 24 = 060 -G 3 a5 ~ 50,000 EDEEERE0 CertaFlux SLM C 930 1208 L14 1818 G1 3054 29.9 m 3000 >90 3 85 >50,000 929001442980
CertaFlux SLM C 827 1202 L9 1515 G1 850 69 24 2700 - 80 3 as ~ 50,000 929001439380 CertaFlux SLM C 9351208 L14 1818 G1 3201 299 116 3500 >90 3 85 >50,000 929001443080
Gl L] € £510 1202 L8 155 @l | @58 58 — p— == 3 5 5561600 T ———— CertaFlux SLM C 940 1208 L14 1818 G1 3276 299 119 4000 >90 3 85 >50,000 929001443180
CertaFlux SLM C 8351202 L0S 1515 G 907 69 122 1500 -~ 80 3 a5 > 50,000 929001439580 CertaFlux SLM C 950 1208 L14 1818 G1 ~ 3312 275 120 5000 20 3 85 >50,000 929001473606
CertaFlux SLM C 840 1202 L09 1515 G1 ~ 925 6.9 134 4000 >80 3 85 > 50,000 929001439680 * Module efficacy is calculated for the typical Im output. For more detailed and latest specifications (including lifetime) please always check the datasheets online or
CertaFlux SLM C 850 1202 L09 1515 G1 925 6.9 134 5000 >80 3 85 >50,000 929001439780 the Easy Design-in Tool.
CertaFlux SLM C 860 1202 L09 1515 G1 925 6.9 134 6000 80 3 85 >50,000 929001472406
CertaFlux SLM C 9271202 L09 1515 G1 702 6.9 102 2700 >90 3 85 >50,000 929001439880
CertaFlux SLM C 930 1202 L09 1515 G1 738 6.9 107 3000 >90 3 85 >50,000 929001439980
CertaFlux SLM C 9351202 L09 1515 G1 773 6.9 13 3500 >90 3 85 >50,000 929001440080
CertaFlux SLM C 940 1202 L09 1515 G1 790 6.9 115 4000 >90 3 85 >50,000 929001440180
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Compatible LED Drivers

The Fortimo LED SLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a

built-in or independent driver, dimmable or with a fixed output. For a detailed overview of all available Xitanium indoor point

drivers, please go to the Xitanium indoor point driver section at pages 126-134. To find the best driver module combination

for your application, the Easy Design-in Tool is available via philips.com/technology. Below table shows which Xitanium LED
driver window is compatible by default with Fortimo LED SLM.

Product specifications

Xitanium 10W/m 0.35A 30V SC 230V 929001412280
Xitanium 16W/m 0.35A 46V SC 230V 929001412380
Xitanium 23W/m 0.5A 46V SC 230V 929001412480
Xitanium 28W/m 0.6A 46V SC 230V 929001418706
Xitanium 32W/m 0.7A 46V SC 230V 929001412680
Xitanium 20 W/m 0.15-0.5A 48V 230 V 929000893806
Xitanium 36W/m 0.3-1.05A 48V 230V 929000881806
Xitanium 15W 0.35A 42V | 230V 929001410180
Xitanium 21W 0.5A 42V | 230V 929001410280
Xitanium 27W 0.6/0.65A 42V | 230V G2 929001418280
Xitanium 32W 0.7/0.75A 42V | 230V G2 929001418380
Xitanium 36W 0.8/0.85A 42V | 230V G2 929001418580
Xitanium 40W 0.9/0.95A 42V | 230V G2 929001419380
Xitanium 44W 1.0 1.05A 42V | 230V G2 929001418680
CertaDrive 6W 0.15A 40V LPF | 230V 929001411780
CertaDrive 8W 0.2A 40V | 230V CN 929000956080
CertaDrive 8W 0.2A 40V LPF | 230V 929001409980
CertaDrive TOW 0.25A 40V | 230V CN 929000956180
CertaDrive 10W 0.25A 40V LPF | 230V 929001410006
CertaDrive 12W 0.3A 40V 230V CN 929000953580
CertaDrive 12W 0.3A 40V LPF | 230V 929001409506
CertaDrive 15W 0.35A 42V | 230V 929000898106
CertaDrive 20W 0.5A 40V | 230V 929000898006
CertaDrive 25W 0.6A 42V | 230V G2 929001414180
CertaDrive 30W 0.7A 42V | 230V G2 929001414280
CertaDrive 34W 0.8A 42V | 230V G2 929001414380
CertaDrive 38W 0.9A 42V | 230V G2 929001414480
CertaDrive 44W 1.05A 42V | 230V G2 929001414580

* Check the indoor point driver portfolio on page 102 for all available drivers with the operating window you need.
** For more and latest combination, please always check the Easy Design-in Tool.
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CertaFlux SLM holders Spotlight

Certaflux SLM holders will further enhance easy design for our certaflux SLM CoB family. Optimized and compacted designed
holders with reliable performance can enhance more flexbile design. It also provides upto 3 year warranty with Certaflux SLM
CoB + Holders.
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CertaFlux SLM holders

Product specifications

Certaflux SLM H P11313 Poke in 1201 LO6 30 929001431680
Certaflux SLM H PI 1515 Poke in 1202/1203 LO9 32 929001431780
Certaflux SLM H P11818 Poke in 1204/1205/1208 L12/L14 35 929001431880
Certaflux SLM H 1818 Wiring 1204/1205/1208 L12/L14 35 929001431980
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Retail
Display Lighting

Retail Display Lighting

Lighting products, brightening faces.
Ultimate shopping experience.




The key need of food and fashion retailers is to make merchandise shine

at the point-of-purchase while consuming less power. That's why we have
developed our InteGrade LED system gen 3 portfolio that bring unrivaled
product visibility, attractiveness and efficiency.
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Premium light quality, throughout
the store

Our new InteGrade gen 3 family
offers you superior visual display with
best-in-class efficiency. And you can
lower energy costs at the same time.
We offer two color range: Premium
white color range and standard color
range. Premium white color lights up
shoppers’ desire with an optimized
color spectrum for enhanced white
performance and astonishingly lively
rich color with typical CRI 93 while
providing an outstanding efficacy up
to 125 Im/W to enable lower power
consumption. Combined with our
premium white spotlighting solutions
the InteGrade LED system premium
white gen 3 enables you to create a
single look and feel for the whole store,
for the ultimate shopping experience.

Standard color range enables product
colors look natural by means of its
specially formulated CRI 90 LEDs,
including the food version featuring a
single color line of light.

Also great news: InteGrade high

flux family, with its breathtaking
performance. Its exceptional uniform
light distribution brings the light right
down to the lowest shelf. The bright,
high-quality light displays products
more attractively even when behind
a glass door. Its miniaturized design
means the light source itself is placed
out of sight, which further maximizes
attention on the products. InteGrade
high flux is now available in premium
white to combine the best of both
worlds.

Maximum design flexibility

We offer you maximum design flexibility
thanks to a range of engine lengths,
color temperatures, accessories and
Philips constant voltage LED drivers.
The modular components fit together
easily to simplify design-in and ensure
hassle-free installation.

InteGrade LED System Gen3 - Retail
Premium White Range

The InteGrade LED system gen 3 has been designed for ultimate product attractiveness through a combination of a superior
light quality, best light distribution and state-of-art efficacy. This range offers two color range: premium white color range and
standard color range.

Premium white color range offers an optimized color spectrum enabling enhanced white performance and astonishing lively
rich colors for superior visual display of the merchandize with typical CRI 93 while providing an outstanding efficacy up to 125
lm/W to enable lower power consumption. Standard color range enables product colors look natural by means of its specially
formulated CRI 90 LEDs, including the food version featuring a single color line of light.

The third generation of the very successful InteGrade range includes the brand new canopy version featuring a slim

and miniaturized design with a breakthrough optical design enabling a perfect uniform light distribution in the chillers.
Furthermore new InteGrade engine and fixture narrow beam vision provides higher lumen levels and yet maintaining its slim
design suitable for aesthetic integration in the applications like chiller doors, where there is no room to place a sizable lighting
solution. What is more exciting is InteGrade high flux is available also in premium white to combine the best of both worlds:
high flux with premium white takes the product visibility and product attractiveness to the ultimate level, and stimulates the
desire to buy.

Moreover an ultimate shopping experience can be created by the combination of the InteGrade LED system premium white
and already available premium white spot lighting solutions enabling one look and feel in the store. InteGrade LED engines
have been designed to match the most common application lengths, reducing the number of components needed per
installation; yet maintaining the outstanding flexibility that its modular approach offers, enabling the creation of odd size
lighting solutions to match every project specification. Thanks to a range of engine lengths, fixtures, accessories like mounting
profiles, mounting clips, power cables, and Philips constant voltage LED drivers the InteGrade LED system gen 3 offers
maximum design flexibility and plug and play simplicity to enable a vast variety of innovative systems with style, modernity
and functionality according the needs of the stores.

Suitable for Retail
For shelf lighting

Product specifications

InteGrade Engine Value Premium White Gen 3

InteGrade engine Va 140mm 930 PW G3 0.8 85 93 3000 929001567506
InteGrade engine Va 575mm 930 PW G3 34 380 93 3000 929001567606
InteGrade engine Va 855mm 930 PW G3 49 550 93 3000 929001567706
InteGrade engine Va 1150mm 930 PW G3 6.7 760 93 3000 929001567806
InteGrade engine Va 140mm 940 PW G3 0.8 90 93 4000 929001567906
InteGrade engine Va 575mm 940 PW G3 34 420 93 4000 929001568006
InteGrade engine Va 855mm 940 PW G3 49 600 93 4000 929001568106
InteGrade engine Va 1150mm 940 PW G3 67 840 93 4000 929001568206

InteGrade Engine Vision Premium White Gen 3

InteGrade engine Vi 140mm 930 PW G3 1.6 170 93 3000 929001568306
InteGrade engine Vi 575mm 930 PW G3 6.9 750 93 3000 929001568406
InteGrade engine Vi 855mm 930 PW G3 101 1090 93 3000 929001568506
InteGrade engine Vi 1150mm 930 PW G3 13.8 1500 93 3000 929001568606
InteGrade engine Vi 140mm 940 PW G3 16 180 93 4000 929001568706
InteGrade engine Vi 575mm 940 PW G3 6.9 800 93 4000 929001568806
InteGrade engine Vi 855mm 940 PW G3 101 1160 93 4000 929001568906
InteGrade engine Vi 1150mm 940 PW G3 13.8 1600 93 4000 929001569006

* Correlated color temperature within 5 SDCM range
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For canopy lighting For canopy and chillers with doors

Product specifications Product specifications
-1}
(<
£
=
=
-l
g
-3 InteGrade Engine Uniform Beam Value InteGrade Engine High Flux Value
.‘n,ﬂ Premium White Gen 3 Premium White Gen 3
% InteGrade engine UB Va 855mm 930 PW G3 9.6 940 93 3000 929001626606 InteGrade engine HF 140mm 930 PW G3 44 400 93 3000 929001605606
f.‘,’ InteGrade engine UB Va 1150mm 930 PW G3 12.8 1250 93 3000 929001626806 InteGrade engine HF 575mm 930 PW G3 175 1575 93 3000 929001605706
o
InteGrade engine UB Va 855mm 940 PW G3 9.6 1025 93 4000 929001626706 InteGrade engine HF 1150mm 930 PW G3 349 3150 93 3000 929001605806
InteGrade engine UB Va 1150mm 940 PW G3 128 1350 93 4000 929001626906 InteGrade engine HF 140mm 940 PW G3 4 400 93 4000 929001605906
InteGrade engine HF 575mm 940 PW G3 16.1 1575 93 4000 929001606006

InteGrade Engine Uniform Beam Vision
Premium White Gen 3 InteGrade engine HF 1150mm 940 PW G3 322 3150 93 4000 929001606106

InteGrade engine UB Vi 140mm 930 PW G3 25 250 93 3000 929001572506
* Correlated color temperature within 5 SDCM range

InteGrade engine UB Vi 575mm 930 PW G3 10 1000 93 3000 929001569706 Note: InteGrade high flux engines are not standalone engines and they might need to be integrated with a heatsink for thermal management and to achieve 50 khrs
InteGrade engine UB Vi 855mm 930 PW G3 15 1500 93 3000 929001569806 lifetime.
InteGrade engine UB Vi 1150mm 930 PW G3 20 2000 93 3000 929001569906
InteGrade engine UB Vi 140mm 940 PW G3 25 280 93 4000 929001572606 Constant voltage drivers Accessories
InteGrade engine UB Vi 575mm 940 PW G3 10 1100 93 4000 929001570006 Product specifications Product specifications
InteGrade engine UB Vi 855mm 940 PW G3 15 1650 93 4000 929001570106
InteGrade engine UB Vi 1150mm 940 PW G3 20 2200 93 4000 929001570206 _ _
* Correlated color temperature within 5 SDCM range LED Power driver 20W 24V 929000654006 Power cables - to connect engine to driver
LED Power driver 80W 24V 929000653906 InteGrade power cable 0.7m white 929001625306
) ) LED Power driver 100W 24V 100/240V 929001430080 InteGrade power cable Tm(39") black 929000641014
For chillers with doors LED Power Driver 75W - 24V PP ItG-N plug* 929000869613 InteGrade power cable 2.5m(98") black 929000641114
Product specifications Xitanium 77W 100-277V 3.2A XI077C320V024FNSIM * 929001708113 InteGrade cable 1m(39") black angle 929000644614
Xitanium 100W 100-277V 4.1A XI100C410VO24FNS1M* 929000771913 InteGrade cable 2.5m(98") black angle 929000644814
LED driver outdoor 100W 100-240V 24V** 929000485303 InteGrade power cable Tm(39") white 929000645614
* Only for NAM region InteGrade power cable 1.85m white 929001625206
InteGrade Engine Narrow Beam Value ** Only for Japan InteGrade power cable 2.5m(98") white 929000644514
Premium White Gen 3 InteGrade cable Tm(39") white angle 929000644714
InteGrade engine NB Va 140mm 930 PW G3 1 15 93 3000 929001569106 . " B
InteGrade engine NB Va 575mm 930 PW G3 45 500 93 3000 929001569206 Accessories :nteGrade cavie 2omER e ane e 2ooooema
Product specifications nteGrade power cable 3m black angle 929001650106

InteGrade engine NB Va 1430mm 930 PW G3 n 1230 93 3000 929001569306 InteGrade power cable 6m white 929001624806
InteGrade engine NB Va 140mm 940 PW G3 ! 120 s 4000 929001569406 _ MiEC G FotEs Gl N Wil 229001622100

InteGrade engine NB Va 575mm 940 PW G3 45 530 93 4000 929001569506 Clips InteGrade spacer cable 0.3m black 929001625006
InteGrade engine NB Va 1430mm 940 PW G3 it 1300 93 4000 929001569606 InteGrade mounting clip shelf arm V2 CPEDEESEG InteGrade spacer cable 0.5m black 929000645014
InteGrade Engine Narrow Beam Vision InteGrade engine clip shelf arm G2 929001516006 InteGrade spacer cable 0.5m white 929000645114
Premium White Gen 3 InteGrade engine mounting clip G2 929001516106 InteGrade spacer cable M 0.7m 5.5c black 929001624706
InteGrade engine NB Vi 140mm 930 PW G3 27 280 93 3000 929001605406 InteGrade mounting clip under shelf 925000643903 InteGrade extension cab 15m(59")black 929000874413
InteGrade engine NB Vi 1430mm 930 PW G3 272 2850 93 3000 929001571706 InteGrade engine clip magnetic 020001624606 S ———
InteGrade engine NB Vi 140mm 940 PW G3 27 300 93 4000 929001605506 InteCGrade mounting clip canopy 929001571106 Ot accossorios
InteGrade engine NB Vi 1430mm 940 PW G3 272 3100 93 4000 929001571806 InteGrade engine clip mulion sidel 929001624506 teCrade ongine ock nine 029000645713
InteGrade Fixture Narrow Beam Value InteGrade engine clip mullion center 929001624406 InteGrade connector 929000959106
Premium White Gen 3 . .

InteGrade mounting clip for T style prof 929000853213 InteGrade magnet for M style profile 929000871413
InteGrade F NB Va 1500mm 930 PW SD G3 1 1230 93 3000 929001572006

Profiles InteGrade rotational bracket 929000874613
InteGrade F NB Va 1500mm 930 PW CTR G3 2 2460 93 3000 929001572106
InteGrade F NB Va 1500mm 940 PW SD G3 1 1300 93 4000 929001572206 THECTEES (el EremmE ) CHECDUE A
InteGrade F NB Va 1500mm 940 PW CTR G3 2 2600 93 4000 929001572306 InteGrade profile 1175mm(46") 929000643313

InteGrade profile 2000mm(79") 929000654413
InteGrade Fixture Narrow Beam Vision .
Premium White Gen 3 InteGrade profile 2000mm(79") F style 929000654313
InteGrade F NB Vi 1500mm 930 PW SD G3 262 2850 93 3000 929001570306 IriizGiEt! Ersiile 200TmmEE) L s SZEDCCREBE
InteGrade F NB Vi 1500mm 930 PW CTR G3 524 5700 23 3000 929001570406 InteGrade prof 2000mm(79") T style CTR 929000853013
InteGrade F NB Vi 1500mm 940 PW SD G3 263 3100 93 4000 929001570506 izt Eraits 2000muE) Uit S SPZEIDCIEEEEIIE
InteGrade F NB Vi 1500mm 940 PW CTR G3 526 6200 93 4000 929001570606 InteGrade profile 2356mm (93") M style 929000871313

* Correlated color temperature within 5 SDCM range
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InteGrade LED System Gen3 - Retail
Standard Color Range

The InteGrade LED system gen 3 has been designed for ultimate product attractiveness through a combination of a superior
light quality, best light distribution and state-of-art efficacy. This range offers two color range: premium white color range and
standard color range.

Premium white color range offers an optimized color spectrum enabling enhanced white performance and astonishing lively
rich colors for superior visual display of the merchandize with typical CRI 93 while providing an outstanding efficacy up to 125
lm/W to enable lower power consumption. Standard color range enables product colors look natural by means of its specially
formulated CRI 90 LEDs, including the food version featuring a single color line of light.

The third generation of the very successful InteGrade range includes the brand new canopy version featuring a slim and
miniaturized design with a breakthrough optical design enabling a perfect uniform light distribution in the chillers. Furthermore
new InteGrade engine and fixture narrow beam vision provides higher lumen levels and yet maintaining its slim design suitable
for aesthetic integration in the applications like chiller doors, where there is no room to place a sizable lighting solution.

InteGrade LED engines have been designed to match the most common application lengths, reducing the number of
components needed per installation; yet maintaining the outstanding flexibility that its modular approach offers, enabling

the creation of odd size lighting solutions to match every project specification. Thanks to a range of engine lengths, fixtures,
accessories like mounting profiles, mounting clips, power cables, and Philips constant voltage LED drivers the InteGrade LED
system gen 3 offers maximum design flexibility and plug and play simplicity to enable a vast variety of innovative systems with
style, modernity and functionality according the needs of the stores.

For shelf lighting

Product specifications

Product type Power Lumen Color Correlated color Order

consumption rendering index temperature® code

W (typical = 20%) Im (typical + 20%) K min. CRI GPC
InteGrade Engine Value Gen 3
InteGrade engine Va 140mm 930 G3 0.9 85 90 3000 929001574606
InteGrade engine Va 575mm 930 G3 39 380 90 3000 929001574706
InteGrade engine Va 855mm 930 G3 57 550 90 3000 929001574806
InteGrade engine Va 1150mm 930 G3 78 760 90 3000 929001574906
InteGrade engine Va 140mm 935 G3 0.8 80 90 3500 929001641006
InteGrade engine Va 575mm 935 G3 36 355 90 3500 929001641106
InteGrade engine Va 855mm 935 G3 52 510 90 3500 929001641206
InteGrade engine Va 1150mm 935 G3 72 710 920 3500 929001641306
InteGrade engine Va 140mm 940 G3 0.9 90 90 4000 929001575006
InteGrade engine Va 575mm 940 G3 39 420 20 4000 929001575106
InteGrade engine Va 855mm 940 G3 57 600 90 4000 929001575206
InteGrade engine Va 1150mm 940 G3 78 840 90 4000 929001575306
InteGrade engine Va 140mm 956 G3 1 105 90 5600 929001617906
InteGrade engine Va 575mm 956 G3 39 420 90 5600 929001618006
InteGrade engine Va 855mm 956 G3 58 630 90 5600 929001618106
InteGrade engine Va 1150mm 956 G3 78 840 90 5600 929001618206
InteGrade engine Va 140mm WWR G3 0.7 70 90 929001575406
InteGrade engine Va 575mm WWR G3 32 310 90 929001575506
InteGrade engine Va 855mm WWR G3 47 450 90 929001575606
InteGrade engine Va 1150mm WWR G3 6.4 620 20 929001575706

* Correlated color temperature within 5 SDCM range
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For shelf lighting
Product specifications

Product type

InteGrade Engine Vision Gen 3
InteGrade engine Vi 140mm 930 G3
InteGrade engine Vi 575mm 930 G3
InteGrade engine Vi 855mm 930 G3
InteGrade engine Vi 1150mm 930 G3
InteGrade engine Vi 140mm 935 G3
InteGrade engine Vi 575mm 935 G3
InteGrade engine Vi 855mm 935 G3
InteGrade engine Vi 1150mm 935 G3
InteGrade engine Vi 140mm 940 G3
InteGrade engine Vi 575mm 940 G3
InteGrade engine Vi 855mm 940 G3
InteGrade engine Vi 1150mm 940 G3
InteGrade engine Vi 140mm 956 G3
InteGrade engine Vi 575mm 956 G3
InteGrade engine Vi 855mm 956 G3
InteGrade engine Vi 1150mm 956 G3
InteGrade engine Vi 140mm WWR G3
InteGrade engine Vi 575mm WWR G3
InteGrade engine Vi 855mm WWR G3
InteGrade engine Vi 1150mm WWR G3
InteGrade engine Vi HL 140mm 935 G3**
InteGrade engine Vi HL 575mm 935 G3**
InteGrade engine Vi HL 855mm 935 G3**
InteGrade engine Vi HL 1150mm 935 G3**

* Correlated color temperature within 5 SDCM range
Only fo NAM region

Suitable for Retail
For canopy lighting
Product specifications

Product type

InteGrade Engine Uniform Beam Value Gen 3
InteGrade engine UB Va 855mm 930 G3
InteGrade engine UB Va 1150mm 930 G3
InteGrade engine UB Va 855mm 940 G3
InteGrade engine UB Va 1150mm 940 G3
InteGrade engine UB Va 855mm WWR G3
InteGrade engine UB Va 1150mm WWR G3

* Correlated color temperature within 5 SDCM range

Power
consumption

W (typical + 20%)

17
73
107
4.6
16
6.9
101
138
17
73
107
4.6
19
74
1
149
15
6.6
97
132
24
9.6
4.4
192

Power
consumption

W (typical + 20%)

Lumen

Im (typical + 20%)

170
750
1090
1500
155
680
990
1365
180
800
1160
1600
200
800
1200
1600
150
650
950
1300
240
950
1425
1875

Lumen

Im (typical + 20%)

890
1200
970
1300
700
900

Color
rendering index

K

20
90
920
90
90
90
920
90
90
90
920
90
920
90
90
90
920
90
90
90
920
90
20
90

Color
rendering index

K

920
90
90
90
920
90

Correlated color
temperature®

min. CRI

3000
3000
3000
3000
3500
3500
3500
3500
4000
4000
4000
4000
5600
5600
5600
5600

3500
3500
3500
3500

Correlated color
temperature*

min. CRI

3000
3000
4000
4000
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Order
code

GPC

929001575806
929001575906
929001576006
929001576106

929001641406
929001641506
929001641606
929001641706

929001576206
929001576306
929001576406
929001576506
929001618306
929001618406
929001618506
929001618606
929001576606
929001576706
929001576806
929001576906
929001651506

929001651606
929001651706

929001651806

Order
code

GPC

929001603706
929001603806
929001603906
929001604006
929001604106
929001604206



Suitable for Retail
For canopy lighting

Product specifications

Product type Power Lumen Color Correlated color Order
consumption rendering index temperature® code
W (typical + 20%) Im (typical + 20%) K min. CRI GPC

InteGrade Engine Uniform Beam Vision Gen 3
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InteGrade engine UB Vi 140mm 930 G3 26 240 90 3000 929001578506
InteGrade engine UB Vi 575mm 930 G3 10 950 90 3000 929001578606
InteGrade engine UB Vi 855mm 930 G3 15 1450 90 3000 929001578706
InteGrade engine UB Vi 1150mm 930 G3 20 1950 90 3000 929001578806
InteGrade engine UB Vi 140mm 935 G3 24 245 90 3500 929001642106

InteGrade engine UB Vi 575mm 935 G3 9.6 990 90 3500 929001642006
InteGrade engine UB Vi 855mm 935 G3 14.4 1500 90 3500 929001641906
InteGrade engine UB Vi 1150mm 935 G3 19.2 1975 90 3500 929001641806
InteGrade engine UB Vi 140mm 940 G3 26 260 90 4000 929001578906
InteGrade engine UB Vi 575mm 940 G3 10 1050 90 4000 929001579006
InteGrade engine UB Vi 855mm 940 G3 15 1600 90 4000 929001579106

InteGrade engine UB Vi 1150mm 940 G3 20 2100 90 4000 929001579206
InteGrade engine UB Vi 140mm WWR G3 19 175 90 929001579306
InteGrade engine UB Vi 575mm WWR G3 75 700 90 929001579406
InteGrade engine UB Vi 855mm WWR G3 il 1050 90 929001579506
InteGrade engine UB Vi 1150mm WWR G3 15 1400 90 929001579606

* Correlated color temperature within 5 SDCM range

For chillers with doors

Product specifications

Product type Power Lumen Color Correlated color Order
consumption rendering index temperature* code
W (typical + 20%) Im (typical + 20%) K min. CRI GPC

InteGrade Engine Narrow Beam Value Gen 3

InteGrade engine NB Va 140mm 930 G3 12 125 90 3000 929001577006
InteGrade engine NB Va 575mm 930 G3 48 500 20 3000 929001577106
InteGrade engine NB Va 1430mm 930 G3 1.9 1230 90 3000 929001577206
InteGrade engine NB Va 140mm 940 G3 12 130 920 4000 929001577306
InteGrade engine NB Va 575mm 940 G3 4.8 530 90 4000 929001577406
InteGrade engine NB Va 1430mm 940 G3 1.9 1300 20 4000 929001577506
InteGrade engine NB Va 140mm 956 G3 11 120 90 5600 929001618706
InteGrade engine NB Va 575mm 956 G3 43 480 90 5600 929001618806
InteGrade engine NB Va 1430mm 956 G3 107 1200 90 5600 929001618906
InteGrade engine NB Va 140mm WWR G3 13 125 90 929001577606
InteGrade engine NB Va 575mm WWR G3 51 500 90 929001577706
InteGrade engine NB Va 1430mm WWR G3 127 1230 920 929001577806

InteGrade Engine Narrow Beam Vision Gen 3

InteGrade engine NB Vi 140mm 930 G3 27 260 90 3000 929001605106
InteGrade engine NB Vi 1430mm 930 G3 27.3 2600 90 3000 929001580306
InteGrade engine NB Vi 140mm 940 G3 27 280 90 4000 929001605206
InteGrade engine NB Vi 1430mm 940 G3 273 2800 90 4000 929001580406
InteGrade engine NB Vi 140mm WWR G3 27 260 90 929001605306
InteGrade engine NB Vi 1430mm WWR G3 26.6 2600 90 929001580506

InteGrade Fixature Narrow Beam Value Gen 3

InteGrade F NB Va 1500mm 930 SD G3 nz 1230 90 3000 929001577906
InteGrade F NB Va 1500mm 930 CTR G3 234 2460 90 3000 929001578006
InteGrade F NB Va 1500mm 940 SD G3 nz 1300 20 4000 929001578106
InteGrade F NB Va 1500mm 940 CTR G3 234 2600 20 4000 929001578206
InteGrade F NB Va 1500mm 956 SD G3 107 1200 20 5600 929001619006
InteGrade F NB Va 1500mm 956 CTR G3 213 2400 20 5600 929001619106
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For chillers with doors Constant voltage drivers Accessories

Product specifications Product specifications Product specifications
£
B
<
.g) LED Power driver 20W 24V 929000654006 Other accessories
5. LED Power driver 80W 24V 929000653906 InteGrade engine lock inline 929000643713
T%' InteGrade Fixature Narrow Beam Value Gen 3 LED Power driver 100W 24V 100/240V 929001430080 InteGrade connector 929000959106
E InteGrade F NB Va 1500mm WWR SD G3 127 1230 90 929001578306 LED Power Driver 75W - 24V PP ItG-N plug* 929000869613 InteGrade magnet for M style profile 929000871413
il InteGrade F NB Va 1500mm WWR CTR G3 255 2460 90 929001578406 Xitanium 77W 100-277V 3.2A XI077C320V024FNSTM * 929001708113 InteGrade rotational bracket 929000874613
1]
o InteGrade F NB Va 1500mm WWR SD G3 127 1230 90 929001578306 Xitanium 100W 100-277V 4.1A XI100C410VO24FNSTM* 929000771913

InteGrade F NB Va 1500mm WWR CTR G3 255 2460 90 929001578406 LED dfiver outdoor 100W 100-240V 24V** 929000485303

InteGrade Fixature Narrow Beam Vision Gen 3

* Only for NAM region

InteGrade F NB Vi 1I500mm 930 SD G3 261 2600 90 3000 929001579706 ** Only for Japan
InteGrade F NB Vi 1500mm 930 CTR G3 523 5200 90 3000 929001579806
InteGrade F NB Vi 1500mm 940 SD G3 26.2 2800 90 4000 929001579906 Accessories
InteGrade F NB Vi 1500mm 940 CTR G3 524 5600 920 4000 929001580006 Product specifications
InteGrade F NB Vi 1500mm WWR SD G3 26.6 2600 920 929001580106
InteGrade F NB Vi 1I500mm WWR CTR G3 53.2 5200 90 929001580206 _
* Correlated color temperature within 5 SDCM range Clips
InteGrade mounting clip shelf arm V2 929000957806
InteGrade engine clip shelf arm G2 929001516006
For canopy and chillers with doors InteGrade engine mounting clip G2 929001516106
Product specifications InteGrade mounting clip under shelf 929000643903
InteGrade engine clip magnetic 929001624606
InteGrade mounting clip canopy 929001571106
InteGrade engine clip mullion side 929001624506
InteGrade Engine High Flux Gen 3 InteGrade engine clip mullion center 929001624406
InteGrade engine HF 140mm 930 G3 44 375 90 3000 929001622106 rii=GiEt!a mewilns e for T S @isi 2SO
InteGrade engine HF 575mm 930 G3 175 1550 90 3000 929001622206 Profiles
InteGrade engine HF 1150mm 930 G3 35 3100 90 3000 929001622306 InteGrade profile 875mm(34") 929000643413
InteGrade engine HF 140mm 940 G3 39 400 920 4000 929001622406 InteGrade profile 1175mm(46") 929000643313
InteGrade engine HF 575mm 940 G3 15.5 1575 920 4000 929001622506 InteGrade profile 2000mm(79") 929000654413
InteGrade engine HF 1150mm 940 G3 311 3150 90 4000 929001622606 InteGrade profile 2000mm(79") F style 929000654313
InteGrade engine HF 140mm WWR G3 4.4 375 90 929001622706 InteGrade profile 2000mm(79") L style 929000654513
InteGrade engine HF 575mm WWR G3 175 1500 90 929001622806 InteGrade prof 2000mm(79") T style CTR 929000853013
InteGrade engine HF 1150mm WWR G3 351 3000 90 929001622906 InteGrade profile 2000mm(79") T style SD 929000853113
* Correlated color temperature within 5 SDCM range InteGrade profile 2356mm (93") M style 929000871313
Note: InteGrade high flux engines are not standalone engines and they might need to be integrated with a heatsink for thermal management and to achieve 50 khrs
lifetime. Power cables - to connect engine to driver
InteGrade power cable 0.7m white 929001625306
InteGrade power cable Tm(39") black 929000641014
InteGrade power cable 2.5m(98") black 929000641114
InteGrade cable 1m(39") black angle 929000644614
InteGrade cable 2.5m(98") black angle 929000644814
InteGrade power cable 1m(39") white 929000645614
InteGrade power cable 1.85m white 929001625206
InteGrade power cable 2.5m(98") white 929000644514
InteGrade cable 1m(39") white angle 929000644714
InteGrade cable 2.5m(98") white angle 929000644914
InteGrade power cable 3m black angle 929001650106
InteGrade power cable 6m white 929001624806
InteGrade spacer cable 113mm white 929001625106
InteGrade spacer cable 0.3m black 929001625006
InteGrade spacer cable 0.5m black 929000645014
InteGrade spacer cable 0.5m white 929000645114
InteGrade spacer cable M 0.7m 5.5¢ black 929001624706
InteGrade extension cab 1.5m(59")black 929000874413
InteGrade Y cable black 929000874313
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InteGrade LED System Retail
High Flux Gen3

The InteGrade LED system high flux takes the very successful InteGrade range to a whole new level of specifications beyond
imagination. InteGrade LED system high flux has been designed for ultimate product visibility and superior visual display

of the merchandize by means of an outstanding bright light distribution combined with a miniaturized unobtrusive design
directing the customer focus on the merchandize.

This new range offers a breathtaking performance with superb lumen and lux levels and an exceptional uniform light
distribution due to its revolutionary optics that brings light right down to the lowest shelf at the canopy application. InteGrade
high flux is now available in premium white to combine the best of both worlds: high flux with premium white takes the
product attractiveness to the ultimate level, and stimulates the desire to buy. Next to premium white version, InteGrade high
flux has also standard color range with specially formulated CRI 90 LEDs to enable product colors look natural.

InteGrade LED engines have been designed to match the most common application lengths, reducing the number of
components needed per installation; yet maintaining the outstanding flexibility that its modular approach offers, enabling the
creation of odd size lighting solutions to match every project specification. Thanks to a range of engine lengths, accessories
and Xitanium constant voltage LED power drivers the InteGrade LED system high flux offers maximum design flexibility and
plug and play simplicity to enable a vast variety of innovative systems with style, modernity and functionality according the
needs of the stores.

Note that InteGrade high flux engines are not standalone engines and they might need be integrated with a heatsink for
thermal management to achieve 50 khrs lifetime. The cabinet framework can be used for that. Our design-in service is
available to support you.

For canopy and chillers with doors

Product specifications

InteGrade Engine High Flux Gen 3

InteGrade engine HF 140mm 930 G3 44 375 90 3000 929001622106
InteGrade engine HF 575mm 930 G3 175 1550 90 3000 929001622206
InteGrade engine HF 1150mm 930 G3 35 3100 90 3000 929001622306
InteGrade engine HF 140mm 940 G3 39 400 90 4000 929001622406
InteGrade engine HF 575mm 940 G3 15.5 1575 90 4000 929001622506
InteGrade engine HF 1150mm 940 G3 311 3150 90 4000 929001622606
InteGrade engine HF 140mm WWR G3 44 375 920 929001622706
InteGrade engine HF 575mm WWR G3 175 1500 90 929001622806
InteGrade engine HF 1150mm WWR G3 351 3000 90 929001622906

InteGrade Engine High Flux
Premium Whitw Gen 3

InteGrade engine HF 140mm 930 PW G3 44 400 93 3000 929001605606
InteGrade engine HF 575mm 930 PW G3 175 1575 93 3000 929001605706
InteGrade engine HF 1150mm 930 PW G3 34.9 3150 93 3000 929001605806
InteGrade engine HF 140mm 940 PW G3 4 400 93 4000 929001605906
InteGrade engine HF 575mm 940 PW G3 16.1 1575 93 4000 929001606006
InteGrade engine HF 1150mm 940 PW G3 322 3150 93 4000 929001606106

* Correlated color temperature within 5 SDCM range
Note: InteGrade high flux engines are not standalone engines and they might need to be integrated with a heatsink for thermal management and to achieve 50 khrs
lifetime.
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Constant voltage drivers Accessories

Product specifications Product specifications
LED Power driver 20W 24V 929000654006 InteGrade power cable Tm(39") black 929000641014
LED Power driver 80W 24V 929000653906 InteGrade power cable 2.5m(98") black 929000641114
LED Power driver 100W 24V 100/240V 929001430080 InteGrade cable Tm(39") black angle 929000644614
LED Power Driver 75W - 24V PP ItG-N plug* 929000869613 InteGrade power cable Tm(39") white 929000645614
Xitanium 77W 100-277V 3.2A XI077C320V024FNS1M * 929001708113 InteGrade power cable 2.5m(98") white 929000644514
Xitanium 100W 100-277V 4.1A XI100C410VO24FNS1M* 929000771913 InteGrade cable Tm(39") white angle 929000644714
LED driver outdoor 100W 100-240V 24V** 929000485303 InteGrade engine lock inline 929000643713

* Only for NAM region InteGrade connector 929000959106

** Only for Japan
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CertaFlux RDL LED System Gen1 ( New: Retail For chillers with doors

Product specifications

—

Discount and price-fighter retail chains focus on costs. They leverage purchasing power to deliver value, and the customer
expects affordable prices and a functional shopping experience. The lighting must support this image, which is where the
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Philips CertaFlux RDL portfolio comes in. It has established itself as an energy-efficient way to deliver the quality of light this CertaFlux RDL Vertical with Glareshield Gen 1
cost-sensitive retail sector is looking for, especially in cooler and shelf applications. Gt Flu FDIL it TE0En £510) S0 Ve @ o pre 0 P SEEOIEEEAS
CertaFlux RDL portfolio is optimized for standard applications lengths with options for main cooler applications. A carefully- CertaFlux RDL vrt 1500mm 830 CTR WGS G1 19.8 2420 80 3000 929001666506
selected range of accessories is also available including glare shields, mounting clips and cables. CertaFlux RDL vrt 1500mm 840 SD WGS G1 94 1155 80 4000 929001666306
The quality of light and performance are everything a retail discounter needs. With a CRI of >80 and a lumen efficacy up CertaFlux RDL vrt 1500mm 840 CTR WGS G1 19.8 2420 80 4000 929001666606
to 120 Im per watt, CertaFlux RDL illuminates products with a uniform, attractive light. What’s more, the LEDs have minimal CertaFlux RDL vrt 1500mm MC SD WGS Gl 12.8 1090 80 929001666406
output degradation and color shift over time, so the light remains consistent throughout their long service life. CertaFlux RDL vrt 1500mm MC CTR WGS G1 265 2260 80 929001666706
CertaFlux RDL vrt 1650mm 830 SD WGS Gl 10.8 1270 80 3000 929001666806
CertaFlux RDL vrt 1650mm 830 CTR WGS G1 216 2640 80 3000 929001667106
- CertaFlux RDL vrt 1650mm 840 SD WGS Gl 10.8 1270 80 4000 929001666906
CertaFlux RDL vrt 1650mm 840 CTR WGS Gl 216 2640 80 4000 929001667206
il = CertaFlux RDL vrt 1650mm MC SD WGS Gl 142 1200 80 929001667006
RDL Shelf RDL Canopy RDL Vertical with CertaFlux RDL vrt 1650mm MC CTR WGS G1 28.9 2480 80 929001667306
For shelf lighting Clareshield * Correlated color temperature within 5 SDCM range
*MC: meat color
Product specifications
Constant voltage drivers Accessories
Product specifications Product specifications
CertaFlux RDL Shelf Gen 1 _ _
CertaFlux RDL shelf 575mm 830 G1 3 370 80 3000 929001665006 LED Power driver 8OW 24V 929000653906 Clips
CertaFlux RDL shelf 855mm 830 G1 47 550 80 3000 929001665106 LED Power driver 100W 24V 100/240V 929001430080 CertaFlux RDL clip canopy 0° surface 929000957806
CertaFlux RDL shelf 1150mm 830 G1 62 740 80 3000 929001665206 LED Power Driver 75W - 24V PP ItG-N plug* 929000869613 CertaFlux RDL clip canopy 30° surface 929001516006
CertaFlux RDL shelf 575mm 835 G1 3 370 80 3500 929001665306 CertaDrive 35W/24VDC 220-240V 929001424006 CertaFlux RDL clip shelf front 929001516106
CertaFlux RDL shelf 855mm 835 G1 47 550 80 3500 929001665406 CertaDrive 60W/24VDC 220-240V 929001424106 CertaFlux RDL clip shelf arm 929000643903
CertaFlux RDL shelf 1150mm 835 G1 6.2 740 80 3500 929001665506 CertaDrive 100W/24VDC 220-240V 929001424206 CertaFlux RDL clip shelf magnetic 929001624606
CertaFlux RDL shelf 575mm 840 G1 3 370 80 4000 929001665606 CertaDrive 120W/24VDC 220-240V 929001424306 . .
Power cables - to connect engine to driver
CertaFlux RDL shelf 855mm 840 G1 47 550 80 4000 929001665706 Xitanium 77W 100-277V 3.2A XI077C320VO24FNSIM * 929001708113 -
InteGrade power cable 0.7m white 929001625306
CertaFlux RDL shelf 1150mm 840 G1 6.2 740 80 4000 929001665806 Xitanium 100W 100-277V 4.1A XI100C410VO24FNS1M* 929000771913
InteGrade power cable 1m(39") black 929000641014
CertaFlux RDL shelf 575mm MC G1 3 278 80 929001665906 LED driver outdoor 100W 100-240V 24V** 929000485303
InteGrade power cable 2.5m(98") black 929000641114
CertaFlux RDL shelf 855mm MC Gl 47 413 80 929001666006 * i
eraruxRbEshelr Ss5mm ~ Only for NAM region InteGrade cable 1m(39") black angle 929000644614
CertaFlux RDL shelf 1150mm MC G1 6.2 555 80 929001666106 Only for Japan
InteGrade cable 2.5m(98") black angle 929000644814
* Correlated color temperature within 5 SDCM range InteGrade power cable Tm(39") white 929000645614
MC: meat color InteGrade power cable 1.85m white 929001625206
. . InteGrade power cable 2.5m(98") white 929000644514
For canopy lighting
InteGrade cable Tm(39") white angle 929000644714
Product specifications
InteGrade cable 2.5m(98") white angle 929000644914
InteGrade power cable 3m black angle 929001650106
InteGrade power cable 6m white 929001624806
InteGrade spacer cable 113mm white 929001625106
CertaFlux RDL Canopy Gen 1 InteGrade spacer cable 0.3m black 929001625006
CertaFlux RDL canopy 575mm 830 G1 8.6 1000 80 3000 929001667406 InteGrade spacer cable 0.5m black 929000645014
CertaFlux RDL canopy 855mm 830 G1 12.9 1500 80 3000 929001667506 InteGrade spacer cable 0.5m white 929000645114
CertaFlux RDL canopy 1150mm 830 Gl 172 2000 80 3000 929001667606 InteGrade spacer cable M 0.7m 5.5¢ black 929001624706
CertaFlux RDL canopy 575mm 835 G1 8.6 1000 80 3500 929001667706 InteGrade extension cab 1.5m(59")black 929000874413
CertaFlux RDL canopy 855mm 835 Gl 12.9 1500 80 3500 929001667806 InteGrade Y cable black 929000874313
CertaFlux RDL canopy 1150mm 835 G1 172 2000 80 3500 929001667906
CertaFlux RDL canopy 575mm 840 Gl 86 1000 80 4000 929001668006
CertaFlux RDL canopy 855mm 840 Gl 12.9 1500 80 4000 929001668106
CertaFlux RDL canopy 1150mm 840 G1 17.2 2000 80 4000 929001668206
CertaFlux RDL canopy 575mm MC G1 8.6 700 80 929001668306
CertaFlux RDL canopy 855mm MC G1 12.9 1050 80 929001668406
CertaFlux RDL canopy 1150mm MC G1 17.2 1400 80 929001668506

* Correlated color temperature within 5 SDCM range
*MC: meat color
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PrimeSet RDL 500/510 Retail

LED system Gen1

Philips LED lighting for freezer cases is a sustainable and energy-efficient way to create an enjoyable shopping experience
for customers — while at the same time supporting retailers’ brand values. RDL500 and RDL510 modules can be vertically
integrated in full-height glass-door refrigeration cabinets.

RDL 500/510
Suitable for Retail
Product specifications

Product type Power Lumen Color Correlated color Order

consumption rendering index temperature* code

W (typical + 20%) Im (typical + 20%) K min. CRI GPC
RDL500 Value
PrimeSet RDL 500 1200 mm (47”) 841 G1 79 900 85 4100 929000891106
PrimeSet RDL 500 1200 mm (47”) 856 G1 9 1000 85 5600 929000891006
PrimeSet RDL 500 1500 mm (59”) 841 G1 99 1200 85 4100 929000890706
PrimeSet RDL 500 1500 mm (59”) 856 G1 n7 1300 85 5600 929000890606
PrimeSet RDL 500 1700 mm (67”) 841Gl 1 1300 85 4100 929000890306
PrimeSet RDL 500 1700 mm (67”) 856 G1 129 1400 85 5600 929000890206
RDL500 Vision
PrimeSet RDL 500 Vision 1200 mm (47”) 841 G1 15.4 1900 85 4100 929001501806
PrimeSet RDL 500 Vision 1200 mm (47”) 856 G1 17 2000 85 5600 929001501906
PrimeSet RDL 500 Vision 1500 mm (59”) 841 G1 194 2200 85 4100 929000934106
PrimeSet RDL 500 Vision 1500 mm (59”) 856 G1 22 2400 85 5600 929000934006
PrimeSet RDL 500 Vision 1700 mm (67”) 841 G1 219 2500 85 4100 929000933906
PrimeSet RDL 500 Vision 17700 mm (67”) 856 G1 247 2700 85 5600 929000933806
RDL510 Vision
PrimeSet RDL 510 Vision 750 mm (30”) 841 G1 93 100 85 4100 929000934506
PrimeSet RDL 510 Vision 750 mm (30”) 856 G1 10.2 1200 85 5600 929000934406
PrimeSet RDL 510 Vision 850 mm (34”) 841 G1 10.8 1300 85 4100 929001502006
PrimeSet RDL 510 Vision 850 mm (34”) 856 G1 12 1400 85 5600 929001502106
PrimeSet RDL 510 Vision 950 mm (37”) 841 G1 1.8 1400 85 4100 929000934306
PrimeSet RDL 510 Vision 950 mm (37”) 856 G1 12.9 1500 85 5600 929000934206

* Correlated color temperature within 5 SDCM range
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Constant voltage drivers
Product specifications
Product

LED Power driver 20W 24V

LED Power driver 80W 24V

LED Power driver 100W 24V 100/240V

Xitanium 77W 100-277V 3.2A XI077C320V024FNSTM *
Xitanium 100W 100-277V 4.1A XI100C410VO24FNS1M*
LED driver outdoor 100W 100-240V 24V**

* Only for NAM region
** Only for Japan
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Order code
GPC
929000654006
929000653906
929001430080
929001708113
929000771913
929000485303

Accessories
Product specifications
Product

Profiles

PrimeSet RDL-mount prof CTR 750mm
PrimeSet RDL-mount prof CTR 850mm
PrimeSet RDL-mount prof CTR 950mm
PrimeSet RDL-mount prof CTR 1200mm
PrimeSet RDL-mount prof CTR 1500mm
PrimeSet RDL-mount prof CTR 7700mm
PrimeSet RDL-mount prof SD 750mm
PrimeSet RDL-mount prof SD 850mm
PrimeSet RDL-mount prof SD 950mm
PrimeSet RDL-mount prof SD 1200mm
PrimeSet RDL-mount prof SD 1500mm
PrimeSet RDL-mount prof SD 17700mm
PrimeSet RDL-mount prof CTR 1200mm-47" B*
PrimeSet RDL-mount prof CTR 1500mm-59" B*
PrimeSet RDL-mount prof CTR 17700mm-67" B*
PrimeSet RDL-mount prof SD 1200mm-47" B*
PrimeSet RDL-mount prof SD 1500mm-59" B*
PrimeSet RDL-mount prof SD 17700mm-67" B*

Power cables - to connect engine to driver
PrimeSet RDL - centre cable 1m (39”) B
PrimeSet RDL - side cable Tm (39”) B
PrimeSet RDL - centre cable 2.5m (98”) B
PrimeSet RDL - side cable 2.5m (98”) B

* Only for NAM region

Order code
GPC

929000894006
929001507306
929000894106
929000894206
929000894306
929000894406
929000894706
929001507406
929000894806
929000894906
929000895006
929000895106
929000897706
929000894506
929000894606
929000897806
929000895206
929000895306

929000892706
929000892806
929000957206
929000957306




PrimeSet LDM524 LED System Gen1 Retail et -

M _
£
£
,5‘1 Philips LED lighting for well & serve-over cases is a sustainable and energy-efficient way to create an enjoyable shopping LED Power driver 20W 24V 929000654006 Mounting profile 850mm 929000977206
> experience for customers — while at the same time supporting retailers’ brand values. LED Power driver 80W 24V 929000653906 Ve EE A 929000977306
T%' LED Power driver T00W 24V 100/240V 929001430080 Mounting profile 45degr 850mm 929000977506
[a) Xitanium 77W 100-277V 3.2A XI077C320VO24FNSIM * 929001708113 Mounting profile 45degr 1175mm 929000977606
=
© Xitanium 100W 100-277V 4.1A XIT00C410VO24FNSIM* 929000771913 Mounting clips 929000605913
7]
x LED driver outdoor 100W 100-240V 24V** 929000485303
T * Only for NAM region
- L
/ - ontyfordapan
LDM524

Suitable for Retail

Product specifications

LDM524 Value (standard color range) - l G Retail
85 4000 929000969806 Fo rtl m o L E D F ex e n1

PrimeSet Value LDM 524 850mm (33") 840 10 1100

PrimeSet Value LDM 524 850mm (33") 856 10 1100 85 5600 929000969706

PrimeSet Value LDM 524 1175mm (46") 840 13 1500 85 4000 929000969606

PrimeSet Value LDM 524 1175mm (46") 856 s 1500 a5 5600 929000969506 LED innovations in the pre-launch phase. Extending RDL business from Refrigeration Display Lighting to Retail Display Lighting!

Fortimo LEDFlex Gen 1 combined with our premium white spotlighting solutions the InteGrade LED System Premium White

LDM524 Vision (standard col
ision (standard color range) Gen 3 will enable you to create a single look and feel for the whole store, for the ultimate shopping experience.

PrimeSet Vision LDM 524 250mm (10") 830 4 400 85 3000 929000969306
PrimeSet Vision LDM 524 250mm (10") 840 4 400 85 4000 929000969206
PrimeSet Vision LDM 524 250mm (10") WWR 27 250 90 929001600206

PrimeSet Vision LDM 524 850mm (33") 830 15 1600 85 3000 929000969006
PrimeSet Vision LDM 524 850mm (33") 840 15 1700 85 4000 929000968906
PrimeSet Vision LDM 524 850mm (33") WWR n 1000 20 929001600106

PrimeSet Vision LDM 524 1175mm (46") 830 20 2100 85 3000 929000968706
PrimeSet Vision LDM 524 1175mm (46") 840 20 2100 85 4000 929000968606
PrimeSet Vision LDM 524 1175mm (46") WWR 15 1400 20 929001600006

* Correlated color temperature within 5 SDCM range

Product specifications

LDM524 Value (premium white range)
PrimeSet Value LDM 524 850mm 940 PW 10.4 1100 93 4000 929001626506
PrimeSet Value LDM 524 11775mm 940 PW 13.9 1500 93 4000 929001626406

LDM524 Vision (premium white range)

PrimeSet Vision LDM 524 250mm(10") 930 PW 4 400 93 3000 929001626306
PrimeSet Vision LDM 524 850mm(33") 930 PW 16.4 1600 93 3000 929001626106
PrimeSet Vision LDM 524 1175mm(46") 930 PW 219 2100 93 3000 929001625906
PrimeSet Vision LDM 524 250mm(10") 940 PW 38 400 93 4000 929001626206
PrimeSet Vision LDM 524 850mm(33") 940 PW 151 1600 93 4000 929001626006
PrimeSet Vision LDM 524 1175mm(46") 940 PW 201 2100 93 4000 929001625806

* Correlated color temperature within 5 SDCM range
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Enabling design of high-performance linear LED
luminaires. |deal for recessed and surface mounted office
luminaires, trunking, waterproof or high bay.
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Linear Non-isolated LED Drivers (HV)

Fortimo LED Line Gen4

Product specifications

§ Driver type/Product type # of LED Modules in series Order code
-_g Fortimo LED Line Systems are designed to produce pure white light for general lighting applications with high efficiency levels. IReEs  ISsis SRS ERGEES SRS
. The Fortimo LED Line portfolio consists of three main ranges of products, which have been differentiated by the number of R TIEND Y At2Z00miYy TRitlny ArzZ20eimidy ey s
g rows of LEDs on the module. The Fortimo LED Line 1R System, with one row of LEDs on the module, is ideal for applications Fixed Output
'g requiring beam shaping and where light is intended to fall on a vertical surface, such as racking or shelves. The Fortimo LED Xitanium 35W 0.08-0.35A 150V S 230V 2-4 1-2 2-4 1-2 3-5 929001506406
s Line 1R and 3R Systems have been designed to produce high efficiency, pure white light, for general lighting applications Xitanium 36W 0.12-0.4A 115V 230V 2-3 1 2-3 1 3-4 929000950606
a where diffuse lighting on the horizontal plane is key. Xitanium 60W 0.08-0.35A 220V S 230V 4-9 2-4 3-7 1-3 3-7 929001509106
- Xitanium 60W 0.08-0.35A 300V S 230V 3-7 1-3 4-9 2-4 5-10 929001506506
Features Benefits Applications Xitanium 75W 0.12-0.4A 220V 230V 4-7 2-3 4-7 2-3 6-7 929000950706
* State-of-the-art LED Module - Increased energy efficiency - Offices 1-10v
efficacy of up to 178 Im/W Xitanium T7W 0.12-0.4A 54V 1-10V 230V 1 1 3.4 929000684803
. . - Temperature (Tc) range from - Industry o
- Long life-time: >50,000 hours _40 °C to +80 °C Xitanium 36W 0.12-0.4A 115V 1-10V 230V 2-3 1 2-3 1 6-7 929000953606
- High color rendering . Applicable for all fluorescent Xitanium 75W 0.12-0.4A 220V 1-10V 230V 4-7 2-3 4-7 2-3 929000953706
(CRI>80 and >90) luminaires replacement D_AL'_
- Excellent color consistency of 3 SDCM . Smart system with Xitanium Driver XTtanTum 17W 0.12-0.4A 54V TD 230V 1 1 929000684703
. Color temperatures: 3000K, 3500K, ‘ Xitanium 35W 0.08-0.35A 150V TD 230V 2-4 1-2 2-4 1-2 3-5 929000993306
4000K, 5000K and 6500K - Five year system warranty Xitanium 35W 0.08-0.35A 150V TD/16 230V 2-4 1-2 2-4 1-2 3-5 929000993106
Xitanium 36W 0.12-0.40A 10V TD 230V 2-3 1 2-3 1 5 929000852203
 Two LED row : 1R, 3R - Xitanium 60W 0.08-0.35A 300V TD 230V 4-9 2-4 4-9 2-4 5-10 929000993406
- Zhaga compliant Xitanium 60W 0.08-0.35A 300V TD/16 230V 4-9 2-4 4-9 2-4 5-10 929000993206
Fortimo LED Line Gen4 Xitanium 75W 0.12-0.40A 215V TD 230V 4-6 2-3 4-7 2-3 6-7 929000852103
Product specifications Industry (Fixed output and DALI)
Xitanium T00W 0.15-0.5A 300V iXt 230V 5-9 2-4 5-9 2-4 929001506606
Product type Light Power Module Color Color Tclife HV/LV Lifetime LED Connector Order L .
A G ChEnF EteR e P i —— Xitanium T1OW 0.2-0.6A 215V TD 230V iXt 5-6 2-3 6-7* 3+ 929000877306
index Xitanium 150W 0.2-0.7A 300V TD 230V iXt 7-9 3-4 8-10** 4-5* 929000893306
Im w Im/W  SDCM Ra °C Hours 12NC Xitanium 150W 0.2-0.7A 300V iXt 230V 7-9 3-4 8-10** 4-5%* 929001506706
Fortimo LED Line 1t 1100lm 830 IRHV4 1046 63 167 3000 80 80 HV 50000 1 Front 929001542306
Fortimo LED Line 1ft 1100lm 840 IRHV4 1100 63 176 4000 80 80 HV 50000 1 Front 929001542406
Fortimo LED Line 1ft 1100lm 850 IR HV4 1111 63 178 5000 80 80 HV 50000 1  Front 929001542506 Isolated LED Drivers (LV)
Fortimo LED Line 1ft 1100lm 865 IRHV4 1100 63 178 6500 80 80 HV 50000 1 Front 929001547006 Product specifications
Fortimo LED Line 1t 1100lm 830 IRLV4 1046 63 167 3000 80 80 v 50000 1 Front 929001542606 Driver type/ Prodiuct type T o T
Fortimo LED Line 1ft 1100lm 835 1R LV4 1078 63 176 3500 80 80 LV 50000 1 Front 929001542706 e e s TS
Fortimo LED Line 1ft 1100lm 840 IRLV4 1100 63 178 4000 80 80 v 50000 1 Front 929001542806 T Ty V" - FRE
Fortimo LED Line 1ft 1100lm 850 IRLV4 1111 63 178 5000 80 80 LV 50000 1 Front 929001547106
Fortimo LED Line 2ft 2200lm 830 IRHV4 2094 125 167 3000 80 80 HV 50000 1 Front 929001542906 Fixed Output
Fortimo LED Line 2ft 2200lm 840 IRHV4 2200 125 176 4000 80 80 HVY 50000 1 Front 929001543006 Xitanium 36W 0.3-1A 34V 230V z4 = 25 47 929000958706
Fortimo LED Line 2ft 2200lm 850 IRHV4 2222 125 178 5000 80 80 HV 50000 1  Front 929001543106 Xitanium 75W 0.7-2A 54V 230V 49 >4 410 ek 929000958806
Fortimo LED Line 2ft 2200lm 865 IRHV4 2200 125 176 6500 80 80 HV 50000 1  Front 929001543206 1-10v
Fortimo LED Line 2ft 2200lm 830 IRLV4 2092 125 167 3000 80 80 Lv 50000 1 Front 929001543306 MIETID SSWY Q=1 SR DY 20 2=4) L2 2 4=y 225000852003
Fortimo LED Line 2ft 2200lm 835 1R LV4 2155 125 176 3500 80 80 LV 50000 1 Front 929001543406 Xitanium 75W 0.7-2A 54V 1-10V 230V 4-9 24 4-10 6-15 929000863503
Fortimo LED Line 2ft 2200lm 840 IRLV4 2200 125 178 4000 80 80 v 50000 1 Front 929001543506 DALI
Fortimo LED Line 2ft 2200lm 850 IRLV4 2224 125 176 5000 80 80 LV 50000 1 Front 929001543606 Xitanium 36W 0.3-1A 54V TD 230V 2-4 12 2-5 4-7 9290 015 03606
Fortimo LED Line 1ft 650lm 830 3R HV4 604 37 164 3000 80 80 HV 50000 3  Front 929001543706 Xitanium 75W 0.7-2.0A 54V TD 230V 4-9 2-4 4-10 6-15 9290 015 03706
Fortimo LED Line 1ft 650lm 840 3RHV4 650 37 176 4000 80 80 HV 50000 3 Front 929001543806 SR drivers
Fortimo LED Line 1ft 650lm 850 3R HV4 650 37 176 5000 80 80 HV 50000 3 Front 929001543906 Xitanium 36W 0.3-1A 54V SR 230V 2-5 3-7 9290 015 16306
Fortimo LED Line 1ft 650lm 830 3R LV4 604 37 164 3000 80 80 Lv 50000 3 Front 929001544006 Xitanium 75W 0.7-2A 54V SR 230V 4-10 6-15 9290 015 05006
Fortimo LED Line 1ft 650lm 840 3R Lv4 650 37 176 4000 80 80 v 50000 3 Front 929001544106 Note: The overview shows system configurations of the Fortimo LED Modules achieving nominal lumen output. Configurations marked* will give a slightly higher-than-
Fortimo LED Line 1ft 650lm 850 3R LV4 650 37 176 5000 80 80 LV 50000 3 Front 929001544206 typical flux, configurations marked** will give a slightly lower-than-typical flux (@about 90% typical flux) with 200mA output of drivers. Please consult the online Easy
Fortimo LED Line 1ft 1100lm 830 3R HVAF 1047 63 177 3000 80 80 HV 50000 3  Front 929001544306 Design-in Tool for all possible system configuration, available via philips.com/technology.
Fortimo LED Line 1ft 1100lm 840 3R HV4F 1100 59 187 4000 80 80 HV 50000 3 Front 929001544406
Fortimo LED Line 1ft 1100lm 850 3R HV4F 1112 59 188 5000 80 80 HV 50000 3 Front 929001544506
Fortimo LED Line 1ft 1100lm 930 3R HV4F 1046 73 144 3000 90 80 HV 50000 3 Front 929001544606
Fortimo LED Line 1ft 1100lm 940 3R HV4F 1100 73 151 4000 90 80 HV 50000 3 Front 929001544706
Fortimo LED Line 2ft 2200lm 830 3RHV4 2094 118 177 3000 80 80 HV 50000 3 Front 929001544806
Fortimo LED Line 2ft 2200lm 840 3RHV4 2200 118 187 4000 80 80 HV 50000 3 Front 929001544906
Fortimo LED Line 2ft 2200lm 850 3R HV4 2224 118 188 5000 80 80 HV 50000 3 Front 929001545006
Fortimo LED Line 1ft 1100lm 830 3RLV4 1047 63 177 3000 80 80 v 50000 3 Front 929001545106
Fortimo LED Line 1ft 1100lm 8353RLV4 1099 6 182 3500 80 80 LV 50000 3 Front 929001545206
Fortimo LED Line 1ft 1100lm 840 3R LV4 1100 59 187 4000 80 80 v 50000 3 Front 929001545306
Fortimo LED Line 1ft 1100lm 850 3R LV4 1112 59 188 5000 80 80 LV 50000 3 Front 929001545406
Fortimo LED Line 1ft 1100lm 830 3R HV4B 1047 63 177 3000 80 80 HV 50000 3 Back 929001545506
Fortimo LED Line 1ft 1100lm 840 3R HV4B 1100 59 187 4000 80 80 HV 50000 3 Back 929001545606
Fortimo LED Line 1ft 1100lm 850 3R HV4B 1112 59 188 5000 80 80 HV 50000 3 Back 929001545706

68 | Philips OEM LED catalogue 2019

Philips OEM LED catalogue 2019 | 69



Fortimo LED Line HighFlux Gen3 Linear

Fortimo LED Line HighFlux Systems consist of Linear LED Modules with high lumens per foot, high energy efficiency and a high
quality of light. Fortimo LED Line HighFlux Systems are designed to enable LED lighting at higher application heights where
more light is needed, such as trunking, battens and high-bay applications in warehouses, factories or large-format retail
stores. These smart systems come complete with the Xitanium iXt Drivers offering the flexibility to adjust current settings

to differentiate on lumen output, efficacy and lifetime in extreme temperature conditions.
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Features Benefits Applications
- High Tc life range from -40°C to +90°C - Enabling luminaires for high - Warehouses
enables extreme ambient temperatures and rough application heights . Factories
in the lighting application - Excellent thermal performance
- LED Module efficacy of up to 160 Im/W - High product performance

- Big retail stores

- Cold storage
- Long life-time: >50,000 hours - Easy design-in

- Excellent color consistency of 3 SDCM - Flexible specification due to

- Zhaga compliant smart Xitanium Drivers with
Five year system warranty

E e

Tt

Fortimo LED Line HighFlux Gen3

Product specifications

\

-

Fortimo LED Line 1ft 2000lm 830 IRHV3 1902 12 159 3000 80 90 HY 50000 1 929001541006 Non-isolated LED Drivers (HV)

Fortimo LED Line 1ft 2000lm 840 IRHV3 2000 12 167 4000 80 90 HY 50000 1 929001541106 Product specifications

Fortimo LED Line 1ft 2000lm 850 IR HV3 2020 2 169 5000 80 90 HY 50000 1 929001541206

Fortimo LED Line 1ft 2000Im 865 1R HV3 2000 12 167 6500 80 90 HV 50000 1 929001541306

Fortimo LED Line 2ft 4000lm 830 IRHV3 3804 24 159 3000 80 90 HV 50000 1 929001541406

Fortimo LED Line 2ft 4000lm 835 IR HV3 ~ 3922 24 164 3500 80 90 HY 50000 1 929001541506

Fortimo LED Line 2ft 4000lm 840 IR HV3 4000 24 167 4000 80 920 HV 50000 1 929001541606 Fixed Output

Fortimo LED Line 2ft 4000lm 850 IR HV3 4040 24 169 5000 80 90 HV 50000 1 929001541706 Xitanium 35W 0.08-0.35A150V 5 230V 2-3 r 929001506406

Fortimo LED Line 2ft 4000lm 865 IR HV3 2000 24 167 6500 80 90 HV 50000 1 929001541806 Xitanium 36W 0.12-0.4A TI5V 230V 2-3 L 929000950606

Fortimo LED Line 1ft 2000lm 830 3R HV3 1901 n2 169 3000 80 90 HV 50000 3 929001541906 LAIRNONICOWDI08 035 220N S230M 25 a2 222001209100

Fortimo LED Line 1t 2000lm 840 3R HV3 2000 112 178 4000 80 90 HY 50000 3 929001542006 Xitanium 60W 0.08-0.35A 300V'S 230V 457 z 929001506506

Fortimo LED Line 1ft 2000lm 850 3R HV3 ~ 2019 n2 180 5000 80 90 HY 50000 3 929001542106 Xitanium 75W 0.12-0.4A 220V 230V a6 23 929000930706

Fortimo LED Line 1ft 2000lm 865 3R HV3 2000 112 78 6500 80 90 HV 50000 3 929001542206 1-1ov
Xitanium T7W 0.12-0.4A 54V 1-10V 230V 1 N/A 929000684803
Xitanium 36W 0.12-0.4A 115V 1-10V 230V 23 1 929000953606
Xitanium 75W 0.12-0.4A 220V 1-10V 230V 46 23 929000953706
DALI
Xitanium T7W 0.12-0.4A 54V TD 230V 1 N/A 929000684703
Xitanium 35W 0.08-0.35A 150V TD 230V 2.3 1 929000993306
Xitanium 35W 0.08-0.35A 150V TD/16 230V 2.3 1 929000993106
Xitanium 36W 0.12-0.40A 110V TD 230V 23 1 929000852203
Xitanium 60W 0.08-0.35A 300V TD 230V 4-5* 2 929000993406
Xitanium 60W 0.08-0.35A 300V TD/16 230V 4-5* 2* 929000993206
Xitanium 75W 0.12-0.40A 215V TD 230V 46 23 929000852103

Industry (Fixed output and DALI)

Xitanium 100W 0.15-0.5A 300V iXt 230V 4-8 2-4 929001506606
Xitanium 110W 0.2-0.6A 215V TD 230V iXt 4-7 2-3 929000877306
Xitanium 150W 0.2-0.7A 300V TD 230V iXt 5= 2-4 929000893306
Xitanium 150W 0.2-0.7A 300V iXt 230V 4-9 2-4 929001506706

Note: The overview shows system configurations of the Fortimo LED Modules achieving nominal lumen output. Configurations marked* will give a slightly higher-than-
typical flux, configurations marked* will give a slightly lower-than-typical flux (about 90% typical flux) with 350mA output of drivers. Please consult the online Easy
Design-in Tool for all possible system configuration, available via philips.com/technology.
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Forti LED Strip Gen4 — 0.5ft, 1ft, 2ft Hinear
or lmo rlp en — ° 9 9 Product type Light Power Module  Color Color Tclife HV/LV Lifetime Connector Order

output* consumption* efficacy* temperature rendering position code
° index
-8 Im w Im/W K Ra °C Hours 12NC
£ Design is a major differentiator for you as a luminaire designer/manufacturer. But you cannot afford to compromise on the
J. quality of light or to accept less than the best in terms of energy efficiency. This fourth generation of LED Strip makes sure Fortimo LED Strip 2t 1300lm 830 FCHv4 1234 75 164 3000 80 70 HV 50000 Front 929001526006
g you don’t have to. Fortimo LED Strip allows you to design high-performance, slim linear LED luminaires without having Fortimo LED Strip 2ft 1300lm 840 FCHV4 1300 75 L2 4000 80 70 Y 200007 Front 929001526106
3 to compromise on design freedom, quality of light, or total cost of ownership. The systems are ideal for use in luminaires Fortimo LED Strip 2ft 1300lm 830 FC Lv4 1234 75 164 3000 80 70 v 50000  Front 929001526206
s for direct lighting in offices, banks, schools, public buildings, supermarkets and any applications where predominantly Fortimo LED Strip 2ft 1300lm 840 FC Lv4 1300 75 173 4000 80 70 v 50000  Front 929001526306
[=) fluorescent lighting is used. Fortimo LED Strip 2ft 2200lm 830 FCHV4 2088 124 169 3000 80 70 HV 50000  Front 929001526406
u Fortimo LED Strip 2ft 2200lm 840 FCHV4 2200 124 178 4000 80 70 HV 50000 Front 929001526506
Features Benefits Applications Fortimo LED Strip 2ft 2200lm 850 FCHV4 2200 124 180 5000 80 70 HV 50000  Front 929001526606
- State-of-the-art LED Module - Tunable lumen output, - Office Fortimo LED Strip 2ft 2200lm 865 FC HV4 2200 124 178 6500 80 70 HV 50000 Front 929001526706
efficacy of up to 180 Im/W efficacy and lifetime . School Fortimo LED Strip 2ft 2200lm 930 FC HV4 2090 155 134 3000 90 70 HV 50000  Front 929001526806
- Long life-time: >50,000 hours - Wide temperature (Tc) . Bank Fortimo LED Strip 2ft 2200lm 940 FCHV4 2200 155 141 4000 20 70 HV 50000 Front 929001526906
s . range from -40 °C to +95 °C ) o Fortimo LED Strip 2ft 2200lm 830 FC LV4 2088 124 169 3000 80 70 v 50000  Front 929001527006
?C]ET :g(l)o;rr%nfsg;g . Pusgh—in connectors enabling * Public buildings Fortimo LED Strip 2ft 2200lm 840 FCLV4 2200 124 178 4000 80 70 Lv 50000  Front 929001527106
) ) automated wiring - Supermarkets Fortimo LED Strip 2ft 2200lm 850 FC LV4 2200 124 180 5000 80 70 v 50000  Front 929001527206
Excellent color consistency of 3 SDCM _ - Industry Fortimo LED Strip 2ft 2200lm 865 FCLV4 2200 124 178 6500 80 70 LV 50000 Front 929001527306
- Choice of color temperatures * Five year system warranty Fortimo LED Strip 2ft 2200lm 930 FC Lv4 2090 155 134 3000 90 70 v 50000  Front 929001527406
(3000K, 4000K, 5000K and 6500K) Fortimo LED Strip 2ft 2200lm 940 FCLV4 2200 155 141 4000 90 70 v 50000  Front 929001527506
+ Three lumen packages: 650lm, Fortimo LED Strip 2ft 2200lm 840 BC HV4 2200 124 178 4000 80 70 HV 50000 Back 929001527806
100Llm, 2000lm per foot Fortimo LED Strip 2ft 2200lm 840 BC Lv4 2200 124 178 4000 80 70 HV 50000 Back 929001527906
- Small LED Module width of only 20mm Fortimo LED Strip 1ft 2000lm 830 FC HV4 2000 n7 163 3000 80 90 HV 50000 Front 929001558706
. Fortimo LED Strip 1ft 2000lm 840 FCHV4 2000 117 172 4000 80 20 HV 50000  Front 929001558906
' Egr?:éit%c:ér::rggtf? 2: dbgfikh;lsgccjjile Fortimo LED Strip 1ft 2000lm 850 FC HV4 2000 117 172 5000 80 20 HV 50000  Front 929001559006
Fortimo LED Strip 1ft 2000lm 865 FCHV4 2000 117 172 6500 80 90 HV 50000 Front 929001559106
Fortimo LED Strip 2ft 4000lm 830 FC HV4 4000 233 163 3000 80 90 HV 50000  Front 929001559206
Fortimo LED Strip 2ft 4000lm 840 FC HV4 4000 233 172 4000 80 90 HV 50000  Front 929001559406
Fortimo LED Strip 2ft 4000lm 850 FC HV4 4000 233 172 5000 80 90 HV 50000  Front 929001559506
Fortimo LED Strip 2ft 4000lm 865 FC HV4 4000 233 172 6500 80 90 HV 50000  Front 929001559606

* Light output, power consumption and module efficacy are measured at Tc nom 45 °C.

Fortimo LED Strip Gen4

Product specifications

Product type Light Power Module  Color Color Tclife HV/LV Lifetime Connector Order

output® consumption* efficacy* temperature rendering position code

index

Im w Im/W K Ra °C Hours 12NC
Fortimo LED Strip 0.5ft 550lm 830 FC HV4 522 31 169 3000 80 70 HV 50000  Front 929001523406
Fortimo LED Strip 0.5ft 550lm 840 FC HV4 550 31 178 4000 80 70 HV 50000 Front 929001523506
Fortimo LED Strip 0.5ft 550lm 850 FC HV4 555 31 180 5000 80 70 HV 50000 Front 929001523606
Fortimo LED Strip 0.5ft 550lm 930 FC HV4 522 39 134 3000 90 70 HV 50000 Front 929001523706
Fortimo LED Strip 0.5ft 550lm 940 FC HV4 550 39 141 4000 90 70 HV 50000 Front 929001523806
Fortimo LED Strip 0.5ft 550lm 830 FC LV4 522 31 169 3000 80 70 LV 50000 Front 929001523906
Fortimo LED Strip 0.5ft 550lm 840 FC Lv4 550 31 178 4000 80 70 Lv 50000 Front 929001524006
Fortimo LED Strip 0.5ft 550lm 850 FC LV4 555 31 180 5000 80 70 Lv 50000 Front 929001524106
Fortimo LED Strip 0.5ft 550lm 930 FC LvV4 522 39 134 3000 90 70 Lv 50000 Front 929001524206
Fortimo LED Strip 0.5ft 550lm 940 FC LV4 550 39 141 4000 90 70 LvV 50000 Front 929001524306
Fortimo LED Strip 0.5ft 550lm 840 BC HV4 550 31 178 4000 80 70 HV 50000 Back 929001527606
Fortimo LED Strip 0.5ft 550lm 840 BC LV4 550 31 178 4000 80 70 HV 50000 Back 929001527706
Fortimo LED Strip 1ft 650lm 830 FC HV4 617 38 164 3000 80 70 HV 50000  Front 929001524406
Fortimo LED Strip 1ft 650lm 840 FC HV4 650 38 173 4000 80 70 HV 50000 Front 929001524506
Fortimo LED Strip 1ft 650lm 830 FC LVv4 617 38 164 3000 80 70 LV 50000 Front 929001524606
Fortimo LED Strip 1ft 650lm 840 FC LV4 650 38 173 4000 80 70 LV 50000 Front 929001524706
Fortimo LED Strip 1ft 1100lm 830 FC HV4 1044 6.2 169 3000 80 70 HV 50000 Front 929001524806
Fortimo LED Strip 1ft 1100lm 840 FC HV4 1100 6.2 178 4000 80 70 HV 50000 Front 929001524906
Fortimo LED Strip 1ft 1100lm 850 FC HV4 110 6.2 180 5000 80 70 HV 50000 Front 929001525006
Fortimo LED Strip 1ft 1100lm 865 FC HV4 100 6.2 178 6500 80 70 HV 50000  Front 929001525106
Fortimo LED Strip 1ft 1100lm 930 FC HV4 1045 78 134 3000 90 70 HV 50000 Front 929001525206
Fortimo LED Strip 1ft 1100lm 940 FC HV4 1100 7.8 141 4000 90 70 HV 50000 Front 929001525306
Fortimo LED Strip 1ft 1100lm 830 FC LV4 1044 6.2 169 3000 80 70 Lv 50000 Front 929001525406
Fortimo LED Strip 1ft 1100lm 840 FC LV4 1100 6.2 178 4000 80 70 Lv 50000  Front 929001525506
Fortimo LED Strip 1ft 1100lm 850 FC LV4 o 6.2 180 5000 80 70 Lv 50000  Front 929001525606
Fortimo LED Strip 1ft 1100lm 865 FC LV4 1100 6.2 178 6500 80 70 Lv 50000 Front 929001525706
Fortimo LED Strip 1ft 1100lm 930 FC Lv4 1045 78 134 3000 90 70 Lv 50000 Front 929001525806
Fortimo LED Strip 1ft 1100lm 940 FC LV4 100 78 141 4000 90 70 LV 50000 Front 929001525906
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Non-isolated LED Drivers (HV) Isolated LED Drivers (LV)

Product specifications Product specifications
S
[}
[}
°
=
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'8 Fixed output Single Output Current
= Xitanium 36W 0.12-0.4A 115V 230V 5-9 5-8 5-8 3-4 3-4 3-4 2 2 2-3 1 929000950606 CertaDrive 26W 0.6A 44V 230V 7 5*-6** 5*-6* N/A 3** 3 N/A N/A 929001411380
8 Xitanium 75W 0.12-0.4A 220V 230V 10-18 10-18 10-17 5-9 5-9 5-8 3-4 3-4 3-6 2-3 929000950706 CertaDrive 27W 0.5A 54V 230V N/A N/A N/A N/A N/A N/A N/A N/A 929001411280
-] Xitanium 35W 0.08-0.35A 150V S 230V 5-10 5-8 5-8 3-5 3-4 3-4 2 2 2-3 1 929001506406 CertaDrive 30W 0.7A 44V 230V 8** 6* 6*-7** 4** 3* 3* 2% N/A 929001411180
Xitanium 60W 0.08-0.35A 300V S 230V 10-17 10-14 10-14  5-8 5-7 5-7 3-4 3 3-5 2 929001506506 CertaDrive 38W 0.7A 54V 230V N/A N/A N/A N/A N/A N/A N/A N/A 929001411080
Xitanium 60W 0.08-0.35A 220V S 230V 6-17 5-14 5-14 3-8 3-7 3-7 2-4 2-3 2-5 1-2 929001509106 CertaDrive 40W 0.9A 44V 230V 10** 8** 8*-9**  5** 4** 4* N/A 2% 929001410980
CertaDrive 44W 1.05A 42V 230V 10*-12**  8*-10** 9*-10** 5*-6** 4**-5% 5 3** 2" 929001410880
1-10V
Xitanium 17W 0.12-0.4A 54V 1-10V 230V 3-4 3-4 3-4 2 2 2 1 1 1 N/A 929000684803 SR
Xitanium 36W 0.12-0.4A 115V 1-10V 230V 5-9 5-8 5-8 3-4 3-4 3-4 2 2 2-3 1 929000953606 Xitanium 36W 0.3-1A 54V SR 230V 4-10 3-8 3-8 2-5 2-4 2-4 1-2 1-2 929001516306
Xitanium 75W 012-04A220V1-10V230V  10-18  12-18  10-17 59  6-9 58 34 34 36 2-3 929000953706 Xitanium 75W 0.7-2A 54V SR 230V 821 77 78 470 48 49 25 T4 929001505006
DALI Note: The overview shows system configurations of the Fortimo LED Modules achieving nominal lumen output. Configurations marked* will give a slightly higher-than-
o typical flux, configurations marked** will give a slightly lower-than-typical flux. Please consult the online Easy Design-in Tool for all possible system configuration,
Xitanium 17W 0.12-0.4A 54V TD 230V 3-4 3-4 3-4 2 2 2 1 1 1 N/A 929000684703 available via philips.com/technology.
Xitanium 36W 0.12-0.4A 110V TD 230V 5-9 5-8 5-8 3-4 3-4 3-4 2 2 2-3 1 929000852203
Xitanium 75W 0.12-0.4A 215V TD 230V 10-17 10-17 10-17 5-8 5-8 5-8 3-4 3-4 3-6 2-3 929000852103
Xitanium 35W 0.08-0.35A 150V TD/16 230V 5-10 5-8 5-8 3-5 3-4 3-4 2 2 2-3 1 929000993106
Xitanium 60W 0.08-0.35A 300V TD/16 230V 10-17 10-14 10-14 5-8 5-7 5-7 3-4 3 2-5 1-2 929000993206

Fixed output for industry
Xitanium 100W 0.15-0.5A 300V iXt 230V 10-24 10-24  10-24 5-12 5-12 5-12 3-6 3-6 3-8 2-4 929001506606
Xitanium 150W 0.2-0.7A 300V iXt 230V 15-24 12-24 13-24  8-12 6-12 7-12 4-6 3-6 4-12 2-6 929001506706

DALI for industry

Xitanium 110W 0.2-0.6A 215V TD 230V iXt 117 10-17 10-177  6-8 5-8 5-8 3-4 3-4 3-6 2-3 929000877306
Xitanium 150W 0.2-0.7A 300V TD 230V iXt  15-24 15-24 15-24 8-12 8-12 8-12 4-6 4-6 5-12 3-6 929000893306
Xitanium 100W 0.15-0.5A 300V iXt TD 230V 10-24 10-24 10-24  5-12 5-12 5-12 3-6 3-6 3-8 2-4 929001516406
Xitanium 150W 0.2-0.7A 300V iXt TD 230V~ 15-24 12-24 13-24  8-12 6-12 7-12 4-6 3-6 4-12 2-6 929001516506

Single Output Current

Xitanium 40W 0.28A 142V 230V N/A N/A n N/A N/A 6 N/A N/A N/A N/A 929000805103

CertaDrive 30W 350mA 82V 230V 6* 6* N/A 3* 3* N/A N/A N/A N/A N/A 929000934806
CertaDrive 40W 240mA 160V 230V 12-13* 1113 11127 6% 6** 6** 3 3 N/A N/A 929000934906
CertaDrive 30W 330mA 82V 230V 6-7% 6" 6 3 3% 3 N/A N/A N/A N/A 929000974806
CertaDrive 40W 360mA 110V 230V 8-9* 8-9* 8-9* 4* 4% 4* 2* 2* N/A N/A 929000974906
CertaDrive 60W 360mA 170V 230V 12-14* 12-13* 12-13* 6-7* 6* 6* 3 3 N/A N/A 929000975006

Isolated LED Drivers (LV)

Product specifications

Fixed output

Xitanium 36W 0.3-1A 54V 230V 4-10 4-8 4-9 2-5 2-4 2-4 1-2 1-2 929000958706
Xitanium 75W 0.7-2A 54V 230V 8-21 7-17 7-18 4-10 4-8 4-9 2-5 1-4 929000958806
1-10v

Xitanium 36W 0.3-1A 54V 1-10V 230V 4-10 4-8 4-9 2-5 2-4 2-4 1-2 1-2 929000854003
Xitanium 75W 0.7-2A 54V 1-10V 230V 8-21 7-17 7-18 4-10 3-8 4-9 2-5 1-4 929000863503
DALI

Xitanium 36W 0.3-1A 54V TD 230V 4-10 3-8 3-8 2-5 2-4 2-4 1-2 1-2 929001503606
Xitanium 75W 0.7-2.0A 54V TD 230V 8-21 7-17 7-18 4-10 4-8 4-9 2-5 2-4 929001503706
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Fortimo LED Strip Gen4 - 4ft, 5ft Linear

)
<)
o
= Design is a major differentiator for you as a luminaire designer/manufacturer. But you cannot afford to compromise on the
J. quality of light or to accept less than the best in terms of energy efficiency. This fourth generation of LED Strip makes sure
% you don’'t have to. Fortimo LED Strip allows you to design high-performance, slim linear LED luminaires without having
'g to compromise on design freedom, quality of light, or total cost of ownership. The systems are ideal for use in luminaires
s for direct lighting in offices, banks, schools, public buildings, supermarkets and any applications where predominantly
a fluorescent lighting is used.
o |
Features Benefits Applications
- State-of-the-art LED Module - Tunable lumen output, efficacy and - Office
efficacy of up to 180 Im/W lifetime . School
+ Long life-time: >50,000 hours - Wide temperature (Tc) range from . Bank
s : -40 °C to +80 °C . -
High color rendering . 4 - Public building
(CRI' >80 and >90) - Push-in connectors enabling
- tomated wirin * Supermarket
- Excellent color consistency of 3 SDCM auto g - Industry
- Choice of color temperatures - Five year system warranty

(3000K, 5000K and 6500K)

- Two lumen packages: 650 Im and
1100 Im per foot

- Small LED Module width of only
20mm

- Enable both front and back-side
connectors

Fortimo LED Strip Gen4

Product specifications

Fortimo LED Strip 1150mm 2600lm 830 HV4F 2469 15 165 3000 80 70 HV 50000  Front 929001547406
Fortimo LED Strip 1150mm 2600lm 840 HV4F 2600 15 174 4000 80 70 HV 50000 Front 929001547506
Fortimo LED Strip 1150mm 2600lm 865 HV4F 2600 15 174 6500 80 70 HV 50000 Front 929001547606
Fortimo LED Strip 1150mm 2600Ilm 830 LV4F 2469 15 165 3000 80 70 Lv 50000 Front 929001547706
Fortimo LED Strip 1150mm 2600lm 840 LV4F 2600 15 174 4000 80 70 Lv 50000 Front 929001547806
Fortimo LED Strip 1150mm 2600lm 865 LV4F 2600 15 174 6500 90 70 Lv 50000 Front 929001547906
Fortimo LED Strip 1150mm 2600lm 830 HV4B 2469 15 165 3000 20 70 HV 50000 Back 929001549806
Fortimo LED Strip 1150mm 2600lm 840 HV4B 2600 15 174 4000 80 70 HV 50000 Back 929001549906
Fortimo LED Strip 1150mm 2600lm 865 HV4B 2600 15 174 6500 80 70 HV 50000 Back 929001550006
Fortimo LED Strip 1150mm 2600Ilm 830 LV4B 2469 15 165 3000 80 70 Lv 50000 Back 929001550106
Fortimo LED Strip 1150mm 2600lm 840 LV4B 2600 15 174 4000 80 70 Lv 50000 Back 929001550206
Fortimo LED Strip 1150mm 2600Ilm 865 LV4B 2600 15 174 6500 80 70 Lv 50000 Back 929001550306
Fortimo LED Strip 1150mm 4400lm 830 HV4F 477 247 169 3000 20 70 HV 50000 Front 929001548006
Fortimo LED Strip 1150mm 4400lm 840 HV4F 4400 247 178 4000 80 70 HV 50000 Front 929001548106
Fortimo LED Strip 1150mm 4400lm 850 HV4F 4440 247 180 5000 20 70 HV 50000  Front 929001548206
Fortimo LED Strip 1150mm 4400Ilm 865 HV4F 4400 247 178 6500 80 70 HV 50000 Front 929001548306
Fortimo LED Strip 1150mm 4400lm 830 LV4F 477 247 169 3000 80 70 Lv 50000 Front 929001548406
Fortimo LED Strip 1150mm 4400lm 840 LV4F 4400 247 178 4000 80 70 Lv 50000 Front 929001548506
Fortimo LED Strip 1150mm 4400lm 850 LV4F 4400 247 180 5000 80 70 Lv 50000 Front 929001548606
Fortimo LED Strip 1150mm 4400lm 865 LV4F 4400 247 178 6500 80 70 Lv 50000 Front 929001548706
Fortimo LED Strip 1150mm 4400lm 830 HV4B 477 247 169 3000 80 70 HV 50000 Back 929001550406
Fortimo LED Strip 1150mm 4400lm 840 HV4B 4400 247 178 4000 80 70 HV 50000 Back 929001550506
Fortimo LED Strip 1150mm 4400lm 850 HV4B 4440 247 180 5000 80 70 HV 50000 Back 929001550606
Fortimo LED Strip 1150mm 4400lm 865 HV4B 4400 247 178 6500 80 70 HV 50000 Back 929001550706
Fortimo LED Strip 1150mm 4400Ilm 830 LV4B 477 247 169 3000 80 70 Lv 50000 Back 929001550806
Fortimo LED Strip 1150mm 4400lm 840 LV4B 4400 247 178 4000 80 70 Lv 50000 Back 929001550906
Fortimo LED Strip 1150mm 4400Ilm 850 LV4B 4400 247 180 5000 80 70 Lv 50000 Back 929001551006
Fortimo LED Strip 1150mm 4400Ilm 865 LV4B 4400 247 178 6500 80 70 Lv 50000 Back 929001551106
Fortimo LED Strip 1450mm 3250lm 830 HV4F 3086 18.7 165 3000 20 70 HV 50000 Front 929001548806
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Product specifications

Fortimo LED Strip 1450mm 3250lm 840 HV4F
Fortimo LED Strip 1450mm 3250lm 830 LV4F
Fortimo LED Strip 1450mm 3250lm 840 LV4F
Fortimo LED Strip 1450mm 3250lm 830 HV4B
Fortimo LED Strip 1450mm 3250lm 840 HV4B
Fortimo LED Strip 1450mm 3250lm 830 LV4B
Fortimo LED Strip 1450mm 3250lm 840 LV4B
Fortimo LED Strip 1450mm 5500lm 830 HV4F
Fortimo LED Strip 1450mm 5500lm 840 HV4F
Fortimo LED Strip 1450mm 5500lm 850 HV4F
Fortimo LED Strip 1450mm 5500lm 830 LV4F
Fortimo LED Strip 1450mm 5500lm 840 LV4F
Fortimo LED Strip 1450mm 5500lm 850 LV4F
Fortimo LED Strip 1450mm 5500lm 830 HV4B
Fortimo LED Strip 1450mm 5500lm 840 HV4B
Fortimo LED Strip 1450mm 5500lm 850 HV4B
Fortimo LED Strip 1450mm 5500lm 830 LV4B
Fortimo LED Strip 1450mm 5500lm 840 LV4B
Fortimo LED Strip 1450mm 5500lm 850 LV4B

Non-isolated LED Drivers (HV)

Product specifications

Fixed Output

Xitanium 36W 0.12-0.4A 115V 230V
Xitanium 75W 0.12-0.4A 220V 230V
Xitanium 35W 0.08-0.35A 150V S 230V
Xitanium 60W 0.08-0.35A 300V S 230V
Xitanium 60W 0.08-0.35A 220V S 230V

1-10v

Xitanium 17W 0.12-0.4A 54V 1-10V 230V
Xitanium 36W 0.12-0.4A 115V 1-10V 230V
Xitanium 75W 0.12-0.4A 220V 1-10V 230V
DALI

Xitanium 17W 0.12-0.4A 54V TD 230V
Xitanium 36W 0.12-0.4A 110V TD 230V
Xitanium 75W 0.12-0.4A 215V TD 230V
Xitanium 35W 0.08-0.35A 150V TD/16 230V
Xitanium 60W 0.08-0.35A 300V TD/16 230V
Industry (Fixed output and DALI)

Xitanium T00W 0.15-0.5A 300V iXt 230V
Xitanium 150W 0.2-0.7A 300V iXt 230V
Xitanium 100W 0.15-0.5A 300V iXt TD 230V
Xitanium 150W 0.2-0.7A 300V iXt TD 230V
Single Output Current

Xitanium 40W 0.28A 142V 230V

CertaDrive 30W 350mA 82V 230V
CertaDrive 40W 240mA 160V 230V
CertaDrive 30W 330mA 82V 230V
CertaDrive 40W 360mA 110V 230V
CertaDrive 60W 360mA 170V 230V
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3250
3086
3250
3086
3250
3086
3250
5222
5500
5550
5222
5500
5550
5222
5500
5550
5222
5500
5550

187
18.7
187
18.7
18.7
18.7
187
309
309
30.9
309
30.9
309
30.9
309
30.9
309
30.9
30.9

3-4

3-4

3-6
3-6

3-6

N/A

N/A

174
165
174
165
174
165
174
169
178
180
169
178
180
169
178
180
169
178
180

4000
3000
4000
3000
4000
3000
4000
3000
4000
5000
5000
4000
5000
3000
4000
5000
3000
4000
5000

N o= N =

T
N

N/A

2-3
2-3

2-3

N/A
N/A
N/A
N/A

N/A

23

2-5
3-5

3-5

N/A
N/A
N/A
N/A

N/A

50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000
50000

N/A
N/A

N/A
N/A
N/A
N/A

Front
Front
Front
Back
Back
Back
Back
Front
Front
Front
Front
Front
Front
Back
Back
Back
Back
Back
Back

929001548906
929001549006
929001549106
929001551206
929001551306
929001551406
929001551506
929001549206
929001549306
929001549406
929001549506
929001549606
929001549706
929001551606
929001551706
929001551806
929001551906
929001552006
929001552106

929000950606
929000950706
929001506406
929001506506
929001509106

929000684803
929000953606
929000953706

929000684703
929000852203
929000852103
929000993106
929000993206

929001506606
929001506706
929001516406
929001516506

929000805103
929000934806
929000934906
929000974806
929000974906
929000975006

Isolated LED Drivers (LV)

Product specifications

Fixed Output

Xitanium 36W 0.3-1A 54V 230V
Xitanium 75W 0.7-2A 54V 230V
1-10vV

Xitanium 36W 0.3-1A 54V 1-10V 230V
Xitanium 75W 0.7-2A 54V 1-10V 230V
DALI

Xitanium 36W 0.3-1A 54V TD 230V
Xitanium 75W 0.7-2.0A 54V TD 230V

Single Output Current

CertaDrive 26W 0.6A 44V 230V
CertaDrive 27W 0.5A 54V 230V
CertaDrive 30W 0.7A 44V 230V
CertaDrive 38W 0.7A 54V 230V
CertaDrive 40W 0.9A 44V 230V
CertaDrive 44W 1.05A 42V 230V
SR

Xitanium 36W 0.3-1A 54V SR 230V
Xitanium 75W 0.7-2A 54V SR 230V

1-2
2-4

1-2
2-4

1-2

N/A
N/A

N/A
N/A
N/A

N/A

N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A

9290 009 58706
9290 009 58806

9290 008 54003
9290 008 63503

9290 015 03606
9290 015 03706

9290 014 11380
9290 014 11280
9290 014 11180

9290 01411080
9290 014 10980
9290 01410880

9290 015 16306
9290 015 05006
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Fortimo LED Square Gen2 Linear

Fortimo LED Square Systems consist of white light LED Modules with square outer dimensions delivering high energy efficiency
and high quality of homogeneous light. These smart systems are completed with the Xitanium Drivers offering the flexibility to
adjust current settings to differentiate on lumen output, efficacy and lifetime. Fortimo LED Square Systems are ideal for office
applications where the luminaires require very homogeneous exit surface window. Typical applications are recessed, surface
mounted and suspended office luminaires.

Features Benefits Applications

- Homogeneous exit windows for - Enabling homogeneous and shallow - Ideal for office applications
luminaires with depth of 4.5cm luminaires - Recessed, surface mounted

- Module efficiency up to 176lm/W - High energy efficiency or suspended

+ Quick mounting of modules with « Improved luminaire manufacturability - Ideal replacement in e.g.
only Tscrew - Flexible system with Xitanium Drivers a 600x600mm

+Tcupto 80 °C - Fast and easy mounting with less

+ High quality of white light cabling

"—\.*_\-\-‘:—;F:- LT ..-\-. e -
1250lm 25001lm

LED Square 2500lm HV/LV2

Product specifications
Fortimo LED Square 2500lm 830 HV/LV2 2350 14.4 163 3000 80 65 HV/LV 50000 929001531906
Fortimo LED Square 2500lm 840 HV/LV2 2500 14.4 176 4000 80 65 HV/LV 50000 929001532006
Fortimo LED Square 2500lm 865 HV/LV2 2500 14.4 176 6500 80 65 HV/LV 50000 929001532106

LED Square 1250lm HV/LV2

Product specifications

Fortimo LED Square 1250lm 830 HV/LV2 170 72 163 3000 80 65 HV/LV 50000 929001531606
Fortimo LED Square 1250lm 840 HV/LV2 1250 72 176 4000 80 65 HV/LV 50000 929001531706
Fortimo LED Square 1250lm 865 HV/LV2 1250 72 176 6500 80 65 HV/LV 50000 929001531806
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Non-isolated LED Drivers (HV)

Product specifications

Fixed Output

Xitanium 36W 0.12-0.4A 110V 230V
Xitanium 36W 0.12-0.4A 115V 230V
Xitanium 35W 0.08-0.35A 150V S 230V
Xitanium 75W 0.12-0.4A 220V 230V
Xitanium 60W 0.08-0.35A 300V S 230V

1-10V

Xitanium 17W 0.12-0.4A 54V 1-10V 230V
Xitanium 36W 0.12-0.4A 115V 1-10V 230V
Xitanium 75W 0.12-0.4A 220V 1-10V 230V

DALI

Xitanium 17W/0.12-0.4A 54V TD 230V
Xitanium 36W 0.12-0.40A 110V TD 230V
Xitanium 35W 0.08-0.35A 150V TD/16 230V
Xitanium 75W 0.12-0.40A 215V TD 230V

Xitanium 60W 0.08-0.35A 300V TD/16 230V

Isolated LED Drivers (LV)

Product specifications

Fixed Output
Xitanium 36W/0.3-1A 54V 230V
Xitanium 75W/0.7-2A 54V 230V

1-10V
Xitanium 36W/0.3-1A 54V 1-10V 230V
Xitanium 75W/0.7-2A 54V 1-10V 230V

DALI
Xitanium 36W/0.3-1A 54V TD 230V
Xitanium 75W 0.7-2.0A 54V TD 230V

Industry (Fixed output and DALI)

Xitanium 100W 0.15-0.5A 300V iXt TD 230V
Xitanium 150W 0.2-0.7A 300V iXt TD 230V
Xitanium 100W 0.15-0.5A 300V iXt 230V
Xitanium 150W 0.2-0.7A 300V iXt 230V

2-3
3-4
3-6

2-3
3-4

2-5
5-10

5-10

2-5
5-10

4-6
3-6

3-4
3-4

1-2
3-5

1-2
3-5

1-2
3-5

3-4
4-6
3-6
3-6

929000814503
929000950606
929001506406
929000950706
929001506506

929000684803
929000953606
929000953706

929000684703
929000852203
929000993106
929000852103
929000993206

929000958706
929000958806

929000854003
929000863503

929001503606
929001503706

929001516406
929001516506
929001506606
929001506706
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CertaFlux LED Square

Linear

CertaFlux LED Square Systems are ideal for office applications where the luminaires require a very homogeneous exit surface
window. Typical applications are recessed, surface mounted and suspended office luminaires. The rectangular square is
designed to reduce material and assembly cost for the OEM, compared to design of many other brands. The design of the
LED Module is backwards compatible and the LED pitch remains unchanged compared to the Fortimo LED Square 2500lm,

enabling to have one luminaire design for both the high performance and cost oriented segment.

Features

- LED Module efficacy of up to
146 Im/W

- Long life-time: >50,000 hours
- High color rendering (CRI >80)

- Excellent color consistency of
4 SDCM

- Variation of color temperatures
(3000K, 4000K and 6500K)

CertaFlux LED Square 2500lm HV/LV1
520x260mm

Product specifications

Product type Light
output
Im
CertaFlux LED Square 2500lm 830 HV/LV1 2360
CertaFlux LED Square 2500lm 840 HV/LV1 2500
CertaFlux LED Square 2500lm 865 HV/LV1 2500

CertaFlux LED Square 2500lm LV1 KR
560x280mm

Product specifications

Product type Light
output
Im

CertaFlux LED Square 2500lm 840 LV1 KR 2500

CertaFlux LED Square 2500lm 865 LV1 KR 2500

CertaFlux LED Square 2000lm LV1 KR
450x220mm

Product specifications

Product type Light
output
Im

CertaFlux LED Square 2000lm 840 LV1 KR 2000

CertaFlux LED Square 2000lm 865 LV1 KR 2000
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Benefits

- Wide operating temperature (Tc)
range from -40°C to +80°C

- Push-in connectors enabling
automated wiring

- Three year system warranty

Power
consumption

w

17.2
17.2
17.2

Power
consumption

w

17.2
17.2

Power
consumption

w

148
14.8

Module
efficacy
lm/W

137
146
146

Module
efficacy
Im/W

145
145

Module
efficacy
lm/W

135
135

Color
temperature

K

3000
4000
6500

Color
temperature

K

4000
6500

Color
temperature

K

4000
6500

Color
rendering
index

Ra

80
80
80

Color
rendering
index

Ra

80
80

Color
rendering
index

Ra

80
80

Applications

- Ideal for office, home applications

- Recessed, surface mounted or

suspended

- Ideal replacementine.g. a
600x600mm, 500x500mm & below

Tc life

75
75
75

Tc life

75
75

Tc life

75
75

HV/LV

Both
Both
Both

HV/LV

Both
Both

HV/LV

Lv
Lv

2500lm

Lifetime

Hours @ | Nom

50,000
50,000
50,000

Lifetime

Hours @ | Nom

50,000
50,000

Lifetime

Hours @ | Nom

50,000
50,000

Order
code

12NC

929001517206
929001517306
929001517406

Order
code

12NC

929001445406
929001445506

Order
code

12NC

929001445606
929001445706




Non-isolated LED Drivers (HV) Ce I‘ta Flux LE D St ri p Gen 3 Linear

Product specifications

§ Driver type/Product type LED Square 2500lm  LED Square 2500Im LED Square 2000lm Order code
-_g HV/LV1 LVIKR LVIKR 12INe While further improving the specifications of our Fortimo range, we focused on offering the most cost-efficient solution for
J. DALI linear LED lighting with our CertaFlux range. CertaFlux LED Strip systems offer good product performance and functionality,
g Xitanium 150W 0.2-0.7A 300V iXt TD 230V 456 N/A N/A 929001516506 with gogd qgah‘ty of light: meeting market ngeds for bgsic lighting. These cost effective systgms are completed with the
'g Sitanium T0OW 0.15-0.5A 300V iXt TD 230V 34 N/A N/A 929001516406 CertaDrive Llngar LED Driver pprtfqho, specifically designed to match the CertaFlux LED Strips and focused on lumen
s o packages for high volume applications.
a Xitanium 75W 0.12-0.4A 215V TD 230V 234 N/A N/A 929000852103
B Xitanium 36W 0.12-0.4A 110V TD 230V 1.2 N/A N/A 929000852203 Features Benefits Applications
1-10v - 775, 100, 1550lm, 2200lm lumen - >50% energy saving - Office: Reception, lobby, corridors,
Xitanium 75W 0.12-0.4A 220V 1-10V 230V 234 N/A N/A 929000953706 package for 1ft, 2ft modules - < 1.5 year payback period on meeting rooms, open offices and
Xitanium 36W 0.12-0.4A 115V 1-10V 230V 12 N/A N/A 929000953606 - Efficacy levels surpassing T5 LED investment pantry areas
Xitanium T7W 0.12-0.4A 54V 1-10V 230V N/A N/A N/A 929000684803 and T8 systems - Improved temperature (Tc) range - Retail: Aisles, warehouses and
Fixed output - High quality white light CRI 80 from -40 °C to +80 °C storage areas .
Xitanium 150W 0.2-0.7A 300V iXt 230V 3456 N/A N/A 929001506706 * 50,000 hours lifetime - Philips standgrd systems ’ ;r:g;:t:r/]:dV\grﬁiZoaurztzss, production
Xitanium 100W 0.15-0.5A 300V iXt 230V 345 N/A N/A 929001506606 - Efficacy up to 145 Im/W warranty applies
Xitanium 75W 0.12-0.4A 220V 230V 34 N/A N/A 929000950706 + Color consistency improved at 3 SDCM
Xitanium 60W 0.08-0.35A 300V S 230V 3 N/A N/A 929001506506
Xitanium 60W 0.08-0.35A 220V S 230V 20, F N/A N/A 929001509106
Xitanium 36W 0.12-0.4A 115V 230V 1.2 N/A N/A 929000950606
Xitanium 35W 0.08-0.35A 150V S 230V P N/A N/A 929001506406
Peak Design
CertaDrive 40W 360mA 110V 230V 12 N/A N/A 929000974906
CertaDrive 60W 360mA 110V 230V 3 N/A N/A 929000975006
CertaFlux LED Strip Gen3
Isolated LED Drivers (LV) Product specifications
Product type Light Power Module Color Color Tclife HV/LV  Lifetime Order
Product specifications output  consumption efficacy  temperature  rendering code
Driver type/Product type LED Square 2500Im  LED Square 2500Im LED Square 2000lm Order code im W Im/W K ::ex c Hours @ | Nom  12NC
HV/LV1 LV1 KR LV1 KR 12NC
DALl CertaFlux LED Strip 1ft 775lm 830 HV3 720 53 135 3000 80 80 HV 50000 929001436906
CertaFlux LED Strip 1ft 775lm 840 HV3 775 53 145 4000 80 80 HV 50000 929001437006
Xitanium 75W 0.7-2A 54VTD 230V el el = 929001503706 CertaFlux LED Strip 1ft 775lm 865 HV3 775 53 145 6500 80 80 HV 50000 929001437106
Xitanium 36W 0.3-1A 54V TD 230V 1.2 1.2 12 929001503606 CertaFlux LED Strip 1t 1100lm 830 HV3 1020 79 129 3000 80 80 HV 50000 929001437206
1-10V CertaFlux LED Strip 1t 1100lm 840 HV3 1100 79 139 4000 80 80 HV 50000 929001437306
Xitanium 75W 0.7-2A 54V 1-10V 230V 234 234 234 929000863503 CertaFlux LED Strip 1ft 1100lm 865 HV3 1100 79 139 6500 80 80 HV 50000 929001437406
Xitanium 36W 0.3-1A 54V 1-10V 230V 12 12 12 929000854003 CertaFlux LED Strip 2ft 1550lm 830 HV3 1440 107 135 3000 80 80 HV 50000 929001437506
CertaFlux LED Strip 2ft 1550lm 840 HV3 1550 107 145 4000 80 80 HV 50000 929001437606
Fixed output CertaFlux LED Strip 2t 1550lm 865 HV3 1550 107 145 6500 80 80  HV 50000 929001437706
Xitanium 75W 0.7-2A 54V 230V 234 234 2345 929000958806 CertaFlux LED Strip 2ft 2200lm 830 HV3 2040 158 129 3000 80 80  HV 50000 929001437806
Xitanium 36W 0.3-1A 54V 230V 12 2 2 929000958706 CertaFlux LED Strip 2ft 2200lm 840 HV3 2200 158 139 4000 80 80 HV 50000 929001437906
Single Output Current CertaFlux LED Strip 2ft 2200lm 865 HV3 2200 158 139 6500 80 80 HV 50000 929001438006
CertaDrive 26W 0.6A 44V 230V e 2 2+ 929001411380
CertaDrive 27W 0.5A 54V 230V 2 2 2 929001411280
CertaDrive 38W 0.7A 54V 230V s 2 2 929001411080
CertaDrive 40W 0.9A 44V 230V 2" 2" 2%* 929001410980
CertaDrive 44W 1.05A 42V 230V 2* 2* 2* 929001410880
SR
Xitanium 36W 0.3-1A 54V SR 230V 1.2 1.2 12 929001516306
Xitanium 75W 0.7-2A 54V SR 230V 234 234 234 929001505006

Note: The overview shows system configurations of the CertaFlux LED Modules achieving nominal lumen output. Configurations marked* will give a slightly higher-
than-typical flux, configurations marked** will give a slightly lower-than-typical flux. Please consult the online Easy Design-in Tool for all possible system configuration,
available via philips.com/technology.
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Non-isolated CertaDrive Drivers (HV) Ce rta Flu X L E D St ri p Ge n 4 Linear

Product specifications

£
8 Driver type/Product type # of LED Modules in series Order code
o 12NC
£ CertaFlux LED Strip systems offer good product performance and functionality, with good quality of light, meeting market
J. Fixed needs for basic lighting. These cost effective systems are completed with the CertaDrive linear LED driver portfolio,
g CertaDrive 27W 0.21A 130V 230V 2x 2ft1550lm 929001598506 specifically designed to match the CertaFlux LED Strips and focused on lumen packages for high volume applications.
3 2x 2ft1550lm + 1x 1ft 775Im Furhter enhance from Gen 3, Gen 4 will increase Efficacy (up to 165lm/W) with further improvement of light distributino
. 2x 2ft 2200lm and easy to use.
E CertaDrive 30W 0.29A 102V 230V o 2t 2200Im + Tx 1t 1100Lm 929001598606 y
w ) 2x 2ft 2200lm ieati
| CertaDrive 44W 0.32A 137V 230V S 5T ZB0El o ¢ e el 929001598706 Features Benefits Applications
- 775, 100 lumen output per foot are - Philips standard systems warranty - Office: Reception, lobby, corridors,
available applies meeting rooms, open offices and
Non-isolated Xitanium Drivers (HV) - One foot and Two foot lengths - Flexible and reliable pantry areas
Product specifications - Choices of color temperatures - Autommateing wiring enable - Retail: Aisles, warehouses and
i S (3000,4000K and 6500K) storage areas
Driver type/Product type # of LED Modules in series Order code ) ) ) ] . Industry- Warehouses. production
16t 775Im 8xx HV3 2t 1550lm 830 HV3  1ft 1100lm 830 HV3  2ft 2200lm 830 HV3  12NC - High quality white light CRI 80 v P

areas, and office areas

Fixed Output - Better color consistency <4 SDCM

Xitanium 35W 0.08-0.35A 150V S 230V 3-6 2-3 3-4 2 929001506406 + 50,000 hours lifetime
Xitanium 36W 0.12-0.4A 115V 230V 3-6 2-3 3-4 2 929000950606 - Efficacy up to 165lm/W
Xitanium 60W 0.08-0.35A 220V S 230V 41 2-5 3-7 2-3 929001509106

Xitanium 60W 0.08-0.35A 300V S 230V 6-11 3-5 5-7 3 929001506506

Xitanium 75W 0.12-0.4A 220V 230V 6-11 3-5 5-8 3-4 929000950706

1-10V

Xitanium 17W 0.12-0.4A 54V 1-10V 230V 2 1 2 1 929000684803

Xitanium 36W 0.12-0.4A 115V 1-10V 230V 3-6 2-3 3-4 2 929000953606

Xitanium 75W 0.12-0.4A 220V 1-10V 230V 6-11 3-5 5-8 3-4 929000953706

DALI

Xitanium 17W 0.12-0.4A 54V TD 230V 2 1 2 1 929000684703

Xitanium 35W 0.08-0.35A 150V TD/16 230V 3-6 2-3 3-4 2 929000993106

Xitanium 36W 0.12-0.40A 110V TD 230V 35 2 3-4 2 929000852203

Xitanium 60W 0.08-0.35A 300V TD/16 230V 6-T1 3-5 5-7 3 929000993206

Xitanium 75W 0.12-0.40A 215V TD 230V 6-1 3-5 5-8 3-4 929000852103

Fixed output (For industry)
Xitanium 100W 0.15-0.5A 300V iXt 230V 6-16 3-8 5-12 3-6 929001506606
Xitanium 150W 0.2-0.7A 300V iXt 230V 9-16,18,20,22,24,26,28  5-8,10,12,14 6-12,14,16,18 3-6,8 929001506706

DALI (For industry)

Xitanium 110W 0.2-0.6A 215V TD 230V iXt N/A N/A N/A N/A 929000877306
Xitanium 100W 0.15-0.5A 300V iXt TD 230V 6-16 3-8 5-12 3-6 929001516406
Xitanium 150W 0.2-0.7A 300V TD 230V iXt 9-16,18.20,22,24,26,28  5-8,10,12,14 7-124,16,18 4-6.8 929000893306
Xitanium 150W 0.2-0.7A 300V iXt TD 230V 9-16,18.20,22,24,26,28  5-8,10,12,14 6-12,1416,18 3-6,8 929001516506

Single Output Current

Xitanium 40W 0.28A 142V 230V 7 N/A N/A N/A 929000805103
CertaDrive 30W 350mA 82V 230V N/A N/A 3 N/A 929000934806
CertaDrive 27W 0.21A 130V 230V N/A N/A 4-5 2 929001598506

CertaDrive 30W 0.29A 102V 230V 4-5 2 N/A N/A 929001598606
CertaDrive 44W 0.32A 102V 230V N/A N/A 4-5 2 929001598706

CertaDrive 30W 330mA 82V 230V 4 2 3 N/A 929000974806
CertaDrive 40W 360mA 110V 230V 5] N/A 4 2 929000974906
CertaDrive 60W 360mA 170V 230V 7-8 4 5-6 3 929000975006
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Where reliability and energy-efficiency matters.
Outdoor LED lighting components must be cost-effective
building blocks that can be smartly configured to create
tailored outdoor luminaires for various applications.
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@ Outdoor Product specifications
Fo rtl m o Fa st F lex G e n 4 Product type Module Module Light Correlated Color Tc max Color Lifetime Order

~ power efficacy output color rendering consistency 90% code
8 typical temperature  index survivals
°
-5 i i i i i Lo ) w Im/W Im K min. CRI °C SDCM Hours 12NC
3 The Fortimo FastFlex Gen4 system continues to focus on offering a suitable solution to OEMs who want to distinguish
I themselves through their fixture design and speed to market, as well as OEMs wanting to differentiate their propositions Fortimo FastFlex LED 2x8/730 G4 24 142 3450 3000 >70 85 4 >55,000"" 9290 015 62506
b based on optical (photometric) performance. Fortimo FastFlex LED 2x8/740 G4 24 154 3730 4000 >70 85 4 >55000"* 9290 015 62606
é Fortimo FastFlex LED 2x8/757 G4 24 152 3685 5700 >70 85 4 >55,000** 9290 015 62706
E° The Standard Fortimo FastFlex are products designed for OEMs looking for a “one stop shop” where, boards and lenses Fortimo FastFlex LED 2x8/830 G4 24 131 3208 3000 >80 85 4 >55,000"* 9290 015 62806
a are provided by Philips allowing a short fixture development cycle while, enabling basic optical flexibility with its eight Fortimo FastFlex LED 2x8/840 G4 24 138 3357 4000 >80 85 4 >55,000** 9290 015 62906
w standard light distributions. Fortimo FastFlex LED 2x8/730 X G4 24 156 3690 3000 >70 85 4 >55,000** 9290 015 72906
Fortimo FastFlex LED 2x8/740 X G4 24 165 3884 4000 >70 85 4 >55,000** 9290 015 73006
For OEMs looking to have a unique photometrical performance, the FastFlex Differentiation Array (DA) as well as the new Fortimo FastFlex LED 2x4/730 G4 12 142 1725 3000 >70 85 4 >55,000** 9290 015 63006
form factor FastFlex Differentiation Protected (DP) were designed to operate together with third party lenses - enabling an Fortimo FastFlex LED 2x4/740 G4 12 154 1865 4000 >70 85 4 >55,000** 9290 015 63106
endless number of possible optical configurations as well as IP rating. Fortimo FastFlex LED 2x8/730 DA G4 24 142 3450 3000 >70 95 4 >55,000** 9290 015 63506
Fortimo FastFlex LED 2x8/740 DA G4 24 154 3730 4000 >70 95 4 >55,000** 9290 015 63606
Features Benefits Applications Fortimo FastFlex LED 2x8/757 DA G4 24 152 3685 5700 >70 95 4 >55,000** 9290 015 63806
- Modular approach to luminaire - Perfectly match each project’s needs - Road lighting Fortimo FastFlex LED 2x8/765 DA G4 24 151 3693 6500 >70 95 4 >55000** 9290 015 63906
ion: . . N Fortimo FastFlex LED 2x8/827 DA G4 24 122 2965 2700 >80 95 4 >55000** 9290 015 64006
design; four board form factors - Flexible system design - Flood and area lighting i /
(2x2, 2x4, 2x6, 2x8) ) o Fortimo FastFlex LED 2x8/830 DA G4 24 131 3208 3000 >80 95 4 >55,000** 9290 015 64106
- High energy efficacy, up to 175 Lm/W : Easy factory assembly and reliable - Urban street lighting Fortimo FastFlex LED 2x8/840 DA G4 24 138 3357 4000 >80 95 4* >55,000** 9290 015 64206
’ lifetime performance - Tunnels Fortimo FastFlex LED 2x8/730 DAX G4 24 156 3690 3000 >70 105 4 >55000" 9290 015 73106
* Color temperatures: 2700K, 3000K, - Low cost of thermal management - High bay Fortimo FastFlex LED 2x8/740 DAX G4 24 165 3884 4000 70 105 4r >55,000%* 9290 01573206
4OOOK’ SOOOK’ 5700K - Minimal scrap and outdated Fortimo FastFlex LED 2x6/730 DA G4 18 142 2588 3000 >70 95 4* >55,000** 9290 015 65006
- Patented interface between lens, component cost Fortimo FastFlex LED 2x6/740 DA G4 18 154 2798 4000 >70 95 4* >55000** 9290 015 65106
module and mounting surface Fortimo FastFlex LED 2x6/840 DA G4 18 138 2518 4000 >80 95 4 >55000** 9290 015 65706
- High Tcase, up to 100 °C Fortimo FastFlex LED 2x6/730 DAX G4 18 156 2767 3000 >70 105 4 >55000** 9290 015 74006
Fortimo FastFlex LED 2x6/740 DAX G4 1 165 1 4 >7 105 4 >55, 15 741
. CRI 70 or 80 1 2x6/740 G 8 6 2913 000 0 o * 000** 92900 06
Fortimo FastFlex LED 2x4/730 DA G4 12 142 1725 3000 >70 95 4 >55000** 9290 015 65806
Fortimo FastFlex LED 2x4/740 DA G4 12 154 1865 4000 >70 95 4 >55000** 9290 015 65906
e, Fortimo FastFlex LED 2x4/840 DA G4 12 138 1679 4000 >80 95 4* >55000** 9290 015 66506
Fortimo FastFlex LED 2x2/730 DA G4 6 142 863 3000 >70 95 4* >55000** 9290 015 66606
Fortimo FastFlex LED 2x2/740 DA G4 6 154 933 4000 >70 95 4* >55000** 9290 015 66706
+* — Fortimo FastFlex LED 2x2/840 DA G4 6 138 839 4000 >80 95 4* >55,000** 9290 015 67306
Fortimo FastFlex LED 2x6/730 DP G4 18 142 2588 3000 >70 95 4* >55000** 9290 015 64306
ortimo FastFlex X > >35,
Fortimo FastFlex Gend Fortimo FastFlex LED 2x6/740 DP G4 18 154 2798 4000 70 95 4* 55,000"* 9290 015 64406
Fortimo FastFlex LED 2x6/840 DP G4 18 138 2518 4000 >80 95 4 >55000** 9290 015 64906
Fortimo FastFlex LED 2x6/730 DPX G4 18 156 2767 3000 >70 105 4* >55,000* 9290 015 73306
Fortimo FastFlex LED 2x6/740 DPX G4 18 165 2913 4000 >70 105 4 >55000** 9290 015 73406

NOTE: light output is specified at board level (lens optical losses not included).

When using standard Fortimo FastFlex lenses, optical losses of 4% need to be taken into account. Specification given at 530 mA and Tc 75 °C.

* Typical Color consistency specified at beginning of life time.

** Charts presenting module’s Tc and current vs expected lifetime (up to 120,000 hours), as well as module’s Tc and current vs expected lumen depreciation (L70 and above
are available via your sales representative.

FastFlex LED Lenses and clip Gen2
Product specifications

Product type Order code
12NC

FastFlex lens 2x8/11-X Gen2 929000873806
FastFlex lens 2x8/11I-X Gen2 929000873906
FastFlex lens 2x8/1V-X Gen2 929000874006
FastFlex lens 2x8/V Gen2 929000874106
FastFlex lens 2x8/HB65 Gen2 929000896306
FastFlex lens 2x8/11-X WTR Gen2 929000906206
FastFlex lens 2x4/SW-X Gen2 929000897406
FastFlex lens 2x4/V_C Gen2 929000897506
FastFlex module clip* 929000948106
FastFlex lensless mounting Gen 2 929000904506

Recommended Drivers for Fortimo Fast Flex Gen 4 can be found through the Philips Easy Design-in tool.

Please visit our website at www.lighting.philips.com.sg/oem-sg
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Fortimo FastFlex IP66 Outdoor

Fortimo FastFlex (FF) IP66 is an integrated module solution with IP protection, excellent optical and heat management,
made possible by its mid-power LED and glass lens technology. The Fortimo FastFlex IP66 range consists of two product
categories -based on their energy efficacy: "Standard" with typical energy efficacy of 140lm/w and, "Ultra High Efficacy”
(UHE) with a best-in-class energy efficacy of 165lm/w. The entire system set includes FF IP66 modules, IP67 drivers and
multi-connectors, creating a total IP solution perfect for easy design-in for outdoor as well as industry applications. Fortimo
FastFlex IP66 is a modular system, with each module having a typical lumen output around 6000lm. The portfolio includes
color temperatures of 3000K, 4000K and 5700K.

Features Benefits Applications

- IP 66 - Easy to design-in with practical - Road lighting
- Flexibility to select different dedicated light distributions for

AT ' + Urban street lighting
lumen output (100 to 700mA) Roadlighting and High Bay - High bay

- Best-in-class energy efficacy - Easy to install and maintain, CSA
up to 165 Lm/W compliant, modular solution

- 5 years system warranty + Robust IP66 rating throughout

duct claimed lifeti
+ 3 CCTs (3000-4000-5700K), product ciaimed Trehime
CRI 70 and 80 * 50K hours at B50L70 at 50C

- Various light distributions for
Outdoor (Type Il — IlI) as well
Industry (High Bay)

Fortimo FastFlex IP66

Product specifications Product specifications
Fortimo FastFlex IP 6KLM 730 II-S 929001427780 Fortimo FastFlex IP 6KLM UHE 730 III-S 929001464280
Fortimo FastFlex IP 6KLM 730 II-M 929001427880 Fortimo FastFlex IP 6KLM UHE 730 III-M 929001464380
Fortimo FastFlex IP 6KLM 730 III-S 929001427980 Fortimo FastFlex IP 6KLM UHE 740 II-S 929001464480
Fortimo FastFlex IP 6KLM 730 I1I-M 929001428080 Fortimo FastFlex IP 6KLM UHE 740 II-M 929001464580
Fortimo FastFlex IP 6KLM 740 II-S 929001428180 Fortimo FastFlex IP 6KLM UHE 740 III-S 929001464680
Fortimo FastFlex IP 6KLM 740 [I-M 929001428280 Fortimo FastFlex IP 6KLM UHE 740 IlI-M 929001464780
Fortimo FastFlex IP 6KLM 740 III-S 929001428380 Fortimo FastFlex IP 6KLM UHE 757 II-S 929001464880
Fortimo FastFlex IP 6KLM 740 [II-M 929001428480 Fortimo FastFlex IP 6KLM UHE 757 II-M 929001464980
Fortimo FastFlex IP 6KLM 757 1I-S 929001428580 Fortimo FastFlex IP 6KLM UHE 757 III-S 929001465080
Fortimo FastFlex IP 6KLM 757 II-M 929001428680 Fortimo FastFlex IP 6KLM UHE 757 IlI-M 929001465180
Fortimo FastFlex IP 6KLM 757 III-S 929001428780 Fortimo FastFlex IP 5KLM 840 HB-60 929001428980
Fortimo FastFlex IP 6KLM 757 III-M 929001428880 Fortimo FastFlex IP 5KLM 840 HB-90 929001429080
Fortimo FastFlex IP 6KLM UHE 730 II-S 929001464080 Fortimo FastFlex IP 5KLM 857 HB-60 929001429180
Fortimo FastFlex IP 6KLM UHE 730 II-M 929001464180 Fortimo FastFlex IP 5KLM 857 HB-90 929001429280

Fortimo FastFlex IP66 Multi-connectors
Product specifications

FastFlex IP Multi-connector 1-3 929001429380
FastFlex IP Multi-connector 1-5 929001429480
FastFlex IP flying wires connector 929001465280

Recommended Drivers for Fortimo FastFlex IP66 can be found through the Philips Easy Design-in tool.
Please visit our website at www.lighting.philips.com.sg/oem-sg
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CertaFlux PLM Outdoor

The CertaFlux PLM is an integrated module solution with IP66 protection, excellent optical and heat management, made
possible by its mid-power LED and glass lens technology. The entire system set includes PLM module, IP67 driver and
connectors, creating a total IP solution perfect for easy design-in for outdoor applications. CertaFlux PLM is a modular
system, with each module having a lumen output of 4500lm. The portfolio includes color temperatures of 3000K, 4000K
and 5000K, suitable for new streetlight installations and could replace SON 150W, 250W and 400W.

Features Benefits Applications
- Integrated heat sink and optics - Easy design-in - Streetlight
- Complete IP66 system including - Relatively low investment

module, driver and connector

- Color temperatures: 3000K, 4000K
and 5000K

- CRI70
+ 50,000 hours lifetime

- Reliable and flexible
- Good value-for-money

CertaFlux PLM CertaFlux PLM I
multi-connectors

CertaFlux PLM

Product specifications

CertaFlux PLM Il 4500lm 730 Gen1 4150 336 13 124 48 3000 70 6 50,000* 929001444980

CertaFlux PLM I 4500lm 740 Gen1 4500 336 123 134 48 4000 70 6 50,000* 929001445080

CertaFlux PLM I 4500lm 750 Gen1 4500 336 123 134 48 5000 70 6 50,000* 929001445180
*@ Tamb 30°C

CertaFLux PLM Il multi-connectors
Product specifications

CertaFlux PLM 2/3 multi-connector CSA 929001450408
CertaFlux PLM 3/4 multi-connector CSA 929001430880

Recommended Drivers for CertaFlux PLM Il can be found through the Philips Easy Design-in tool.
Please visit our website at www.lighting.philips.com.sg/oem-sg
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High Bay Modules designed for extreme industrial
applications (factories, warehouses or large-format
retail stores) offering high quality of lighting, best-in-
class thermal performance, minimal glare and a flexible,
encompassing range of luminous solutions.
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What to Order for a complete Fortimo High Bay system:
4 components - High Bay Module, High Bay Driver, Top Cover and Reflector

Fortimo High Bay Industrial

g

g

T Fortimo High Bay (FHB) is an integrated module solution with IP65 protection, excellent optical and heat management that . X . .

o offers high energy efficacy and high quality of light. The Fortimo High Bay (FHB) solution is designed to enable LED lighting Table below shows the different combinations available

4 in Industry (high-bay) applications - warehouses, factories, large-format retail stores. A range of compatible IP67 Xitanium

] drivers complement the High Bay solution in order to further differentiate on efficacy and lifetime under extreme temperature . .

E conditions. The portfolio is suitable to replace conventional T00W, 150W, 250W and 400W solutions.
- IP65 integrated heat sink and optics + Easy design-in - High Bay, LEDYE el LZ9E atue e 929001433080 | 929001432880 | 929001433180 | 929001432980

Mid Bay Industrial lighting slepariion description description Reflector Reflector Reflector Reflector
High Bay High Bay High Bay High Bay
270MM 60D 310MM 60D 270MM 90D 310MM 90D

- Relatively low investment
- Reliable and flexible

- High energy efficacy, at least
140 Lm/W at Module level

- Various lumen-level solutions,

- 5 years system warranty
10K, 15K, 20K, 24K Lm 929001432080 929001425680
- Streamlined profile for best-in-class _ Fortimo Xitanium Dim V
thermal performance High Bay Module 100W 1.05A 1-10V
) 10KLM 840 230V 1165
- 2 sizes (OD): 270mm (10K/15K/20K lm)
and 310mm (24K lm) 929001432180 929001425580
-+ 2 Color temperatures: 4000K, 5700K Fortimo Xitanium Dim V
. R . o /1 High Bay Module 150W 1.05A 1-10V
- 2 light Adlstn‘butlons. 60° (high) and 15KLM 840 230V 1165
90° (mid), via reflector
- CRI 80 929001432280 929001408980
- Re-enforced, tempered glass cover _ Fortimo Xitanium Dim V
High Bay Module 220W 1.05A 1-10V
- Enables complete IP65 system 20KLM 840 230V 1240
with IP driver
929001432380 929001408980
Fortimo Xitanium Dim V
High Bay Module 220W 1.05A 1-10V
24KLM 840 230V 1240 929001460080
929001432480 929001425680
Fortimo High Bay Fortimo Xitanium Dim V
High Bay Module 100W 1.05A 1-10V
Product specifications 10KLM 857 230V 1165
Product type Module  Module Light Correlated [@olle]g (@elle]g Lifetime
power efficacy  output color rendering consistency 90% 929001432580 929001425580
typical temperature  index survivals Fortimo Xitanium Dim V
w Im/W i K min. CRI SDCM Hoie High Bay Module 150W 1.05A 1-10V
15KLM 857 230V 1165
Fortimo High Bay Module 10KLM 840 7 140 10000 4000 >80 85 6 50,000 929001432080
Fortimo High Bay Module 15KLM 840 100 150 15000 4000 >80 85 6 50,000 929001432180 929001432680 929001408980
Fortimo High Bay Module 20KLM 840 135 148 20000 4000 >80 85 6 50,000 929001432280 Fortimo Xitanium Dim V
Fortimo High Bay Module 24KLM 840 165 146 24000 4000 >80 85 6 50,000 929001432380 High Bay Module 220W 1.05A 1-10V
Fortimo High Bay Module 10KLM 857 7 140 10000 5700 >80 85 6 50,000 929001432480 20KLM 857 230V 1240
Fortimo High Bay Module 15KLM 857 100 150 15000 5700 >80 85 6 50,000 929001432580
Fortimo High Bay Module 20KLM 857 135 148 20000 5700 >80 85 6 50,000 929001432680 929'?01432780 9;900.140?3980
ortimo itanium Dim
Fortimo High Bay Module 24KLM 857 165 146 24000 5700 80 85 6 50,000 929001432780
e = ’ High Bay Module 220W 1.05A 1-10V \/
24KLM 857 230V 1240
Fortimo High Bay Reflectors
Product specifications
Product Order code
12NC
Reflector High Bay 310MM 60D 929001432880
Reflector High Bay 310MM 90D 929001432980
Fortimo High Bay Reflectors
Reflector High Bay 270MM 60D 929001433080
Reflector High Bay 270MM 90D 929001433180

Recommended Drivers for Fortimo High Bay (FHB) Modules can be found through the Philips Easy Design-in tool.

Please visit our website at www.lighting.philips.com.sg/oem-sg
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LED Electronics
Easy Design-in tool

In order to help luminaire manufacturers find their way through the growing maze of complexity
of LED Systems and the different specifications they are capable of achieving, Philips has
developed a Easy Design-in tool. Here you can experiment with the effects of tuning and combining
LED Modules and Drivers, establishing the right settings needed to customize your LED luminaire.

With the Philips Easy Design-in tool you can adjust optical, thermal, electrical and mechanical
specifications of Philips LED Systems to get your shopping list of associated LED Modules
and Drivers.

The Philips Easy Design-in tool is an online platform that covers all Philips Fortimo LED Modules
portfolio, Xitanium LED Indoor and Outdoor Drivers, CertaFlux and CertaDrive LED Systems,
with the exception of modules with integrated drivers.
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The new Easy Design-in tool

The Philips Easy Design-in tool aims to help you navigate systematically, through the
specifications and decisions that one needs to make to get to a recommended LED Systems
of a best match. A calculation engine is introduced here, with simple filters for you to click
and select, to come close to a LED System needed for your particular luminaire in mind.
This tool then helps narrow down your options, directing you to a set of tools best suitable

for your design-in application.

©O O

Method 1 Method 2

Calculate and select Start with a family of
by desired lumen Philips LED Modules
output, efficiency that you already have
level, measurement in mind
requirements, CCT,

or CRI

Match the LED Modules Explore the options
to the driver options, for your particular
with the appropriate luminaire needs

window settings

S

Method 3

Start with a LED
Module that you have
developed yourself,
or sourced elsewhere

|

Select just the driver
options available to
complement your
module

With the Easy Design-in tool you can also experience the impact on luminous flux,
current and voltage if you change the default temperature Tc setting of the module to
another level. This helps model a realistic scenario of the temperature specifications
required for your particular luminaire, in accordance with your thermal choices.

a

' To try the Philips Easy Design-in tool, please visit

our website at www.lighting.philips.com.sg/oem-asia
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LED Drivers portfolio CertaDrive Mini Family 133

L ED Drivers

Our range CertaDrive Single Current Gen2 134

New! CertaDrive Single Current 135

Philips Xitanium SR (LPF Family)

and other components . .
P Indoor Linear Drivers

Connectivity in Linear Lighting 107 it e

New! Connectivity in 108

Outdoor Lighting Xitanium Adjustable

Output Current
EasyAir Industry Sensor 109 - h
SNH200 ! New! Xitanium Single Current

New! IR Dongle (Accessories) 109 EeilRuve SinglCrlEeut

New! EasyAir Outdoor Module 110 |
SNOTIO LED Transformer

New! Wireless Bridgebox and m

. Performance
Accessories

Mainstream

MultiOne Configurator

Xitanium Full Programmable

Xitanium Lite
Programmable

Xitanium Adjustable
Output Current

Xitanium Dim
Single Current

-
-‘ J. -.‘ Xitanium Single Current

‘i 'l'] {ﬁ'l {ﬁ] LS " {“1 W"’l ["-nﬂ l'"‘:l F‘“ 1"‘ WIS R qu.. Industrial Drivers

- o
4 ot ﬂ ﬁl t"f‘,t' ‘l "i"‘l ll. ‘l Xitanium Dim Single
’ ___!3::,} t "‘ M ] | Current High Bay

Indoor Point Drivers

Xitanium Programmable

Xitanium Adjustable
Output Current (WH Fami