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eel company limited

Why the eel

After over a quarter century in the lighting 

business; when we chose a name for our 

new division of LED products, we wanted to 

make a clear statement. “Energy Efficient 

Lighting” sums up our company and its 

commitment to the future. The

Amazing facts about our mascot

Ribbon eels are one of the most amazing 
underwater creatures only divers get to see. 
Depending on the stage of the ribbon eel's 
life it may appear black, blue and or yellow. 
They grow to one meter in length and can live 
up to 20 years in the wild. All ribbon eels start 
off as male and are black with a yellow dorsal 
fin. As they mature, the male eels turn mostly 
bright blue with yellow accents. Surprisingly, 
these spectacular eels are hermaphrodites. 
After the male's body reaches a certain 
length, it begins to turn yellow while 
developing as a female.  Once this change 
has occurred, the blue ribbon eel is able to 
lay eggs.

Similarly we see our products much like our 
mascot; versatile, adaptable, elegant, and 
long lasting. 

 acronym 

“EEL” came as a bonus.  We are proud to be 

a part of an industry providing solutions that 

effect our environment in a positive way; 

hence the blue ribbon eel stands as a 

reminder of the delicate balance we help to 

preserve. The blue ribbon eel is our mascot, 

and together with natures lightning bolt, in 

our new logo, we think we have a fresh 

approach for our company. 

We look forward to serving you as partners in 

an exciting eco-friendly industry.   
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Welcome to Energy Efficient Lighting Company Limited, innovative lighting fixtures for today’s fast 
growing LED market. Preserving energy, while providing our customers cost effective solutions, with  
good margin, is our business, and our pleasure. 
 
Commercial and Industrial LED applications:  
Complete LED luminaires 
LED retrofit kits 
Conventional lighting fixtures  
LED systems, LED drivers and LED modules 
 
EEL products are best performance guaranteed, and constantly under stringent, quality control 
conditions. Product research, and design, customer service, and sales are centrally driven from our 
headquarters, located in Markham, Ontario, Canada. 
Seasoned lighting professionals, are always available to assist architects, contractors and other industry 
professionals, achieve LED certifications, SaveOnEnergy programs and other available incentives. 
 
Customer Benefits with EEL: 
Positioned to serve the market quickly, and efficiently 
Over a quarter century of industrial lighting experience in Canada 
Consistent, reliable and flexible infrastructure 
Innovative product solutions 
Knowledgeable, and experienced customer service staff 
Prompt execution, and delivery 
Competitive pricing   
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How to order our products: 

4-7459 Edgar Industrial Bend
Red Deer, ALberta Canada

T4P 3Z5
Ph: 1-855-546-2933

Email: Info@advanteklighting.com

Dan
Typewritten Text

Dan
Typewritten Text
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LED

Retrofit Kits 
Troffer Retrofit     1  
Vapor Tight Retrofit    2 
Strip Retrofit     3 
Wraparound Retrofit    4 
4-inch New Construction   5 
4-inch Remodeler    6 
Recessed Retrofit Downlight   7 
 
Fixtures 
High Bay              8 
SHB High Bay     9 
Vapor Tight   10  
Wrap     11 
Wraparound   12  
Stream Flow Linear Strip 13 
“Silhouette” Wraparound 14 
Gymnasium Luminaire  15 
Designer Series Troffer  16 
TF Troffer   17 
TD Troffer   18 
TC Decorative Troffer  19 
 
Decorative Lighting 
Wall Sconces          20-21 
Ceiling Lights          22-24 
 
Outdoor Lighting 
Garage Lighter   25 
Wall Pack   26  
Small Wall Pack  27 
Trapezoid Wall Pack  28 
 
Accessories 
Motion Sensor   29 

CONVENTIONAL

Products

Fixtures 
High Bay    30 
Gymnasium Luminaire  31 
Troffer    32 
Wrap    33 
Wraparound   34 
Vapor Tight   35 
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LED TROFFER RETROFIT

Page 1

Troffer Retrofit

The RF LED Troffer Retrofit is a true alternative to convert conventional 
fluorescent fixtures to LED.  It is a one piece design that can be installed 
in 15 minutes and will save up to 30% energy cost over T8.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80
One piece design
50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• 
• 
• 
• 

Troffer Retrofit Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

RF14-40LED04
1 x 4 Retrofit

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K 
3500K / 4000K / 5000K

105
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

RF14-40LED02
1 x 4 Retrofit

3000
3000

32
32

120M / 347
120M / 347

4000K
3500K / 4000K / 5000K

94
89 / 99

Stock
MTO

RF40LED04
2 x 2 Retrofit

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K 
3500K / 4000K / 5000K

105
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

RF40LED02
2 x 2 Retrofit

3000
3000

32
32

120M / 347
120M / 347

4000K
3500K / 4000K / 5000K

94
89 / 94 / 98

Stock
MTO

RF54LED04
2 x 4 Retrofit

5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K 
3500K / 4000K / 5000K

94
90 / 95 / 99

91 / 96 / 100

Stock
MTO
MTO

RF80LED08
2 x 4 Retrofit

8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K 
3500K / 4000K / 5000K

106
99 / 105 / 110
100 / 106 / 111

Stock
MTO
MTO

RF80LED08 / RF54LED04

RF14-40LED04 / RF14-40LED02

RF40LED04 / Rf40LED02

1180
46.46"
1180

118022.45"
570

17.67"
448.85

17.67"
448.85

5
.2

5
"

1
3
8
.5

6

Options: 
Dimming Drivers (-D) | 120M / 347 

118044.75"
1136.6
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LED VAPOR TIGHT RETROFIT
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Vapor Tight Retrofit

The LED Vapor Tight Retrofit is a true alternative to convert conventional 
IP65 rated fluorescent fixtures to LED.  This Vapor Tight Retrofit can be 
installed in 15 minutes and will save up to 30% energy cost over T8.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80
50,000 hours; 5-year warranty

Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• 

o o• -40 C to 40 C ambient temperature
• Polycarbonate and UV unbreakable rated lens
• 22 gauge galvanized steel painted UV high gloss white
• 
• 

Vapor Tight  Retrofit Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

VTR54LED04 5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K 
3500K / 4000K / 5000K

94
90 / 95 / 99

91 / 96 / 100

Stock
MTO
MTO

VTR80LED08 6870 65 120M / 347 4000K
3500K / 5000K

106
100 / 111

Stock
MTO

VTR54LED04 / VTR80LED08

Note:
8 modules = VTR80LED08
4 modules = VTR54LED04
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LED STRIP RETROFIT
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Strip Retrofit

The SR LED Retrofit is a true alternative to convert conventional 
fluorescent fixtures to LED.  It is a one piece design that can be installed 
in 15 minutes and will save up to 30% energy cost over T8.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80
50,000 hours; 5-year warranty

Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• 

o o• -40 C to 40 C ambient temperature
• 
• 

Strip Retrofit Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

SR40LED04 4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K 
3500K / 4000K / 5000K

105
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

SR80LED08 8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K  

106
99 / 105 / 110
100 / 106 / 111

Stock
MTO
MTO

SR40LED04

SR80LED08

48"
1219

4.5"
113

4.5"
113

96"
2438

Options: 
Dimming Drivers (-D) | 120M / 347
SFWG-4 | Wireguard   
SF-CV | Chain and “V” Hooks for hanging
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LED WRAPAROUND RETROFIT
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Wraparound Retrofit

The STR LED Wraparound Retrofit is a true alternative to convert 
conventional fluorescent fixtures to LED.  It is a one piece design that can 
be installed in 15 minutes and will save up to 30% energy cost over T8.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty

Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• One piece design
• 

o o• -40 C to 40 C ambient temperature
• 
• 

Wraparound Retrofit Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

STR40LED02 3000
3000

32
32

120M / 347
120M / 347

4000K
3500K / 5000K

94
89 / 99

Stock
MTO

STR40LED04 4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K  

105
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

STR80LED08 8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

106
99 / 105 / 110
100 / 106 / 111

Stock
MTO
MTO

STR54LED04 5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

94
90 / 95 / 99

91 / 96 / 100

Stock
MTO
MTO

STR40LED02 / STR40LED04 / STR80LED08 / STR54LED04

Options: 
Dimming Drivers (-D) | 120M / 347

48"
1219

11.2"
284

*Photo shown as STR40LED04.  
STR40LED02 has 2 modules only.
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LED 4-INCH NEW CONSTRUCTION
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4-inch New Construction

Characteristics

• Source: LED
Colour Temperature: 3000K

inch white adjustable trim
LED Par 20 lamp
5-year warranty

• 
• Dimmable with most MLV and ELV Dimmers
• IC - Airtight
• ASTM E283 approved 
• Junction box - listed for through branch circuit wiring 

o  (max. 8 No.12 AWG 90  branch circuit conductions (4 in, 4 out).  
  5.5 knock outs with true pry-out slots and 4 knockouts with Romex cable clamp
• Hanger bar - rigid structure that allows for easy installation without warping or moving.  
  Double headed nail to allow easy removal of housing.  Foot located right below the nail for 
  perfect height alignment on the joist.  Integrated T-Bar support for suspended ceilings
• 4-
• 
• 
• Energy Star

The EEL 4-inch LED Downlight provides quality lumination for new 
construction and renovation spaces.  This ASTM E283 approved airtight 
model are designed to restrict air flow and comes complete with 4-inch trim 
and Par 20 LED lamp.    

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

CL4-NCICATP20-LED 470 7 120 3000K 68 Stock

Note:
Shows drawing of bulb only.  

Dimension of product: 
  in inch - 11"(W) x 8.5"(L) x 7.3"(D)
  in mm - 279(W) x 215(L) x 184(D)
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LED 4-INCH REMODELER

Page 6

4-inch Remodeler

Characteristics

• Source: LED - Par 20 LED lamp
Colour Temperature: 3000K

5-year warranty

• 
• Dimmable with most MLV and ELV Dimmers
• Mounting - 2 high tension remodelling clips designed to screw the housing to 
  an existing sheet rock ceiling
• Junction box - pre-wired, galvanized steel J-Box with 4 Romex knock-outs. 
  Strain clamps and ground wire
• Complete with 4" adjustable white trim
• 
• Energy Star

The EEL LED Cl4 Remodeler highlights the simple ease of installation found 
in traditional incandescent.  The LED CL4 comes complete with trim, LED 
build and is 470 lm 7 watts.  

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

CL4-RICP20-LED 470 7 120 3000K 68 Stock

Note:
Shows drawing of bulb only.  

Dimension of product: 
  in inch - 11.5"(W) x 5"(L) x 5"(D)
  in mm - 292(W) x 127(L) x 127(D)
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LED RECESSED RETROFIT DOWNLIGHT
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RD Recessed Retrofit Downlight

Characteristics

• Source: LED
Colour Temperature: 3000K (optional 3500K / 4000K / 5000K)• 

• CRI: 80
• 50,000 hours; 5-year warranty
• Dimmable 0-10
• Wet locations
• Energy Star

The RD LED Recessed Retrofit is a true retrofit solution based on the EEL 
platform.  The RD LED Recessed Retrofit can be mounted to a 4-inch J-Box, 
4, 5 and 6-inch recessed can and is Energy Star certified, dimmable and 
suitable for wet locations.     

Model No. Delivered Lumens 
(lm)

Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

RD-LED900-12-3000K 900
900

12
12

120
120

3000K
3500K / 4000K / 5000K

75
75

Stock
MTO

7.4"(D) x 1.26"(H) for 6" can light

Flush Mount (adjustable from 4" to 6") Recess Mount (adjustable from 4" to 6")

Under Model # suggest Dimmer Lutron # CTCL-153PDH



EEL LED
FIXTURES
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LED HIGH BAY LUMINAIRE
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High Bay Luminaire

The HB LED High Bay is a true alternative to the HID High Bay and the 
T8 and T5 Fluorescent High Bay.  This rugged LED High Bay will save up 
to 50% energy cost on HID, 30% over T8 and 15% over T5.    

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Constructed with 22 gauge galvanized steel with high gloss white finish
• Suitable for pendant and row mounting
• “V” Hooks and 6 ft white cord included
• 
• 
• 

High Bay Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

HB24LED24 26490
26490

249
249

120M / 347
120M / 347

4000K
3500K / 5000K

106
99 / 110

Stock
MTO

HB16LED16 17600
17600

166
166

120M / 347
120M / 347

4000K
3500K / 5000K  

106
99 / 110

Stock
MTO

HB12LED12 13240
13240

125
125

120M / 347
120M / 347

4000K
3500K / 5000K

106
99 / 110

Stock
MTO

HB80LED08 8830
8830

83
83

120M / 347
120M / 347

4000K
3500K / 5000K

106
99 / 110

Stock
MTO

HB24LED24

Options: 
HB LED Frame & Lens (Frosted)
HB LED Wire Guard (Painted White)
HB12 LED Frame & Lens (Frosted)
HB12 Wire Guard (Painted White)

  

HB24 LED Frame & Lens (Frosted)
HB24 Wire Guard (Painted White)

  

YM2502 HB Occupancy Sensor 
o  • 360  Passive Infrared

  • Adjustable time 15 to 30 seconds
o o  • Operation temperature 0 C to 55 C

  • Humidity range 0% to 90% RH
o  • Mounting height up to 30ft, 360 C field

  • 120M/347V

HB12LED12

HB16LED16 / HB80LED08

46"
1170

16"
411

16"
411

24"
608

46"
1172

11"
283
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SHB LED HIGH BAY LUMINAIRE
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SHB High Bay Luminaire

SHB Series Linear LED High Bay is an excellent industrial and 
architectural light source.  This High Bay is an extremely efficient LED 
luminaire replacing fluorescent systems in retail and industrial 
applications.  The SHB High Bay accommodates an integral louver or 
high transparency frame and lens to provide even light output.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Die-formed 22 gauge galvanized steel with high gloss white finish; 4ft and 8ft sizes  
• 
• 
• 

SHB High Bay Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

SHB4-16LED16
4ft

17600 166 120M / 347 4000K
3500K /  5000K

106
99 / 110

Stock
MTO

SHB4-80LED08
4ft

8830 83 120M / 347 4000K 
3500K /  5000K

106
99 / 110

Stock
MTO

SHB8-32LED32
8ft

35200 332 120M / 347 4000K 
3500K /  5000K

106
99 / 110

Stock
MTO

SHB8-16LED16
8ft

17600 166 120M / 347 4000K 
3500K /  5000K

106 
99 / 110

Stock
MTO

Options: 
                                                                    4ft     8ft
SHB-FLW | Frame / Lens / Wire Guard        1       2
SHB-L | Louver                                             1       2      

SHB4-16LED16 / SHB4-80LED08

SHB8-32LED32 / SHB8-16LED16

48"
1222

9.8"
250

9.8"
250

96"
2444
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LED VAPOR TIGHT LUMINAIRE
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Vapor Tight Luminaire

The VT Vapor Tight LED Luminaire is a robust IP65 rated fixture and is a 
true alternative to fluorescent.  This fixture has an PC/UV unbreakable 
lens and PC housing suitable for any wet locations.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Foam gasket
• Stainless steel or PC Chips
• Lens frosted for LED
• 
• 
• 

Vapot Tight Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

VT54LED04 5900 63 120M / 347 4000K
3500K /  5000K

94
90 / 99

Stock
MTO

VT40LED04 4410 42 120M / 347 4000K 
3500K /  5000K

105 
99 / 110

Stock
MTO

Options: 
YM2502 Occupancy Sensor | 120M/347
VT-PC | PC Chips
VT-SS | Stainless Steel Chips (Wide)   
VT-SS 40 | Stainless Steel Chips (Narrow)

VT54LED04

VT40LED04

Note:
4 modules = VT54LED04

50.5"
1276

6.5"
168

4.5"
114

49.5"
1254
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LED WRAP LUMINAIRE
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Wrap Luminaire

The CW LED Wrap Luminaire is a true alternative to fluorescent.  This low 
profile LED fixture can be surface mounted or chain hung and is suitable 
for most locations.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Die-formed galvanized steel finished in high gloss powder paint
• 
• 
• 

Wrap Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

CW40LED04 4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

105
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

CW40LED02 3000 32 120M / 347 4000K
3500K / 5000K  

94
89 / 99

Stock
MTO

CW40LED04 / CW40LED02

48.7"
1237

6.5"
166
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LED WRAPAROUND LUMINAIRE
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Wraparound Luminaire

The ST LED Wraparound Luminaire is a true alternative to fluorescent 
and can save up to 30% energy cost over T8.  This surface-mounted LED 
luminaire features a wraparound lens with diffuser.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• 22 gauge galvanized steel powder coated high gloss white
• K-12 prismatic lens with linear refractors on sides
• 
• 
• 

Wraparound Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

ST80LED08 8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

106
99 / 104 / 110
100 / 106 / 111

Stock
MTO
MTO

ST54LED04 5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K  

94
90 / 95 / 99

91 / 96 / 100

Stock
MTO
MTO

ST40LED04 4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

94
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

ST40LED02 3000 32 120M / 347 4000K
3500K / 5000K

94
90 / 94

Stock
MTO

ST80LED08 / ST54LED04 / ST40LED04 / ST40LED02

Options: 
Dimming Drivers (-D) | 120M / 347

48"
1219

11"
284
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LED STREAM FLOW LINEAR STRIP
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Stream Flow Linear Strip

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Four lengths options: 2ft, 3ft,4ft and 8ft
• 22 gauge galvanized steel with high gloss white finish 
• LED diffuser
• 
• 
• 

The SF LED Stream Flow family delivers high quality, more uniform light 
versus fluorescent for a greater range of applications.  The LED Stream Flow 
is a true alternative to fluorescent and can save 30% energy over T8.  

Stream Flow Linear Strip Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

SF8-80LED08
8ft

8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

106
99 / 105 / 110
100 / 106 /111

Stock
MTO
MTO

SF8-54LED04 
8ft

5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

94 
90 / 95 / 99
91 / 96 / 100

Stock
MTO
MTO

SF4-40LED04
4ft

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

105 
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

SF4-40LED02
4ft

3000
3000

32
32

120M / 347
120M / 347

4000K
3500K / 5000K

94
89 / 98

Stock
MTO

SF3-40LED03
3ft

3240
3240

31
31

120M / 347
120M / 347

4000K
3500K / 5000K

105
100 / 110

Stock
MTO

SF2-40LED02
2ft

2250
2250

22
22

120M / 347
120M / 347

4000K
3500K / 5000K

102 
 97 / 112

Stock
MTO

Options: 
SF-WG | 4ft Wire Guard
SF-CV | Chain and “V” Hooks

SF8-80LED08 / SF8-54LED04

SF4-40LED04 / SF4-40LED02 SF3-40LED03

SF2-40LED02

4.4"
113

36.4"
925

4.4"
113

24.4"
619

4.4"
113

48.4"
1229

4.2"
106

96.7"
2456
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SILHOUETTE LED WRAPAROUND
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Silhouette Wraparound 

The Silhouette Wraparound LED is ideal for surface and chain hung 
general illumination luminaire for light commercial and residential 
applications.  The high efficiency LED light engine from Ultrasave 
provides exceptional performance coupled with quality visual light.     

Characteristics

• Source: LED
Colour Temperature: 4000K 
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Slim profile design
• Frosted lens
• 
• 
• 

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

SPW4-54LED04 5900 63 120M / 347 4000K 94 Stock

Options: 
Dimming Drivers (-D) | 120M / 347
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Gymnasium Luminaire

The EEL Gymnasium Luminaire is an economical luminaire using the 
latest LED technology.  With several lumen packages, the Gym Lume 
offers exceptional lighting which save energy without straining your 
project budget or sacrificing your light output.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Miro 4 reflectors and solid enclosure
• Comes with diffused lens and wire guard
• 
• 
• 

Gymnasium Luminaire Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

GL16LED16 17600
16540
13740

166
158
130

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

106
99 / 105 / 110
100 / 106 / 111

Stock
MTO
MTO

GL80LED08 8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K  

106
99 / 105 / 110
110 / 106 / 111

Stock
MTO
MTO

GL80LED08 / GL16LED16

49.5"
1247

17"
432
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Designer Series Troffer

The DS Series Troffer was developed as a sustainable luminaire with a 
modern appearance and uncomplicated design, also offering exceptional 
quality and performance for an outstanding benefit to the customer.  The 
DS Series troffer is a highly efficient architecturally style LED troffer 
offering a low profile 2.25 inches with clean aesthetics and is powered by 
highly efficient Ultrasave LED source.  The DS Series Troffer is perfect for 
a wide variety of general applications like offices, schools, retail or 
healthcare.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Low profile design
• Recessed mounting
• 
• 
• 
• Dimming 0-10 driver standard

Designer Series Troffer Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

DS54LED04
2 x 4 Troffer

5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K
3500K /  4000K / 5000K
3500K /  4000K / 5000K

94
90 / 95 / 99

91 / 96 / 100

Stock
MTO
MTO

DS40LED02
2 x 2 Troffer

3000
3000

32
32

120M / 347
120M / 347

4000K
3500K /  4000K / 5000K

94
89 / 94 / 98

Stock
MTO

DS14-40LED02
1 x 4 Troffer

3000
3000

32
32

120M / 347
120M / 347

4000K
3500K /  4000K / 5000K

94 
89 / 94 / 98

Stock
MTO

DS54LED04 DS40LED02 DS14-40LED02

47.8"
1213

24"
610 24"

610

24"
610

12"
302

47.8"
1213
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TF Troffer Luminaire

The TF LED Troffer is an energy efficient low profile luminaire offering 
excellent performance for general applications such as offices, schools, 
healthcare and retail.  Featuring a frosted prismatic lens for visual 
comfort, the TF Troffer uses the high efficient Ultrasave LED source for 
maximium reliability.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80
50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• 
• 
• 

TF Troffer Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

TF80LED08
2 x 4

8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

106
99 / 105 / 110
100 / 106 / 110

Stock
MTO
MTO

TF54LED04
2 x 4

5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K
3500K / 4000K / 5000K

94
90 / 95 / 99
91 / 96 / 100

Stock
MTO
MTO

TF40LED04
2 x 2

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K
3500K / 4000K / 5000K

105 
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

TF40LED02
2 x 2

3000
3000

32
32

120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K

94 
89 / 94 / 98

Stock
MTO

TF14-40LED04
1 x 4

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K
3500K / 4000K / 5000K

105
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

TF14-40LED02
1 x 4

3000
3000

32
32

120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K

94
89 / 94 / 98

Stock
MTO

TF80LED08 / TF54LED04

Options: 
Dimming Drivers (-D) | 120M / 347

TF40LED04 / TF40LED02

TF14-40LED04 / TD14-40LED02

48"
1219

24"
604

24"
606

24"
606

48"
1219

48"
1220

12"
302
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TD Troffer

The TD LED Troffer offers the most advance luminaire for general 
ambient lighting applications. High efficacy light engine by Ultrasave 
delivers long life and excellent colour, ensuring a superior quality lighting 
insulation that is highly efficient and sustainable.   

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Rugged one piece design
• Acrylic prismatic refractor
• 
• 
• 

TD Troffer Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

TD80LED08
2 x 4

8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

106
99 / 105 / 110
100 / 106 / 110

Stock
MTO
MTO

TD54LED04
2 x 4

5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K
3500K / 4000K / 5000K

94
90 / 95 / 99
91 / 97 / 100

Stock
MTO
MTO

TD40LED04
2 x 2

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K
3500K / 4000K / 5000K

105 
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

TD40LED02
2 x 2

3000
3000

32
32

120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K

94 
89 / 94 / 98

Stock
MTO

TD14-40LED04*
1 x 4

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K
3500K / 4000K / 5000K

105
99 / 104 / 110
97 / 102 / 107

- 
- 
- 

TD14-40LED02*
1 x 4

3000
3000

32
32

120M / 347
120M / 347

4000K 
3500K / 4000K / 5000K

94
89 / 94 / 98

-
-

Options: 
Dimming Drivers (-D) | 120M / 347

TD14-40LED04* / TD14-40LED02*

47.8"
1213

11.8"
299

TD80LED08 / TD54LED04 TD40LED04 / TD40LED02

47.8"
1213

23.8"
604

23.8"
604

23.8"
604

* Please check for availability
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TC Decorative Troffer

The TC Recess LED offers standard efficiency without aesthetic 
compromise.  These LED luminaires offer exceptional quality and 
performance powered by highly efficient Ultrasave LED source.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80
50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• 
• 
• 

TC Decorative Troffer Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

TC80LED08
2 x 4

8830
8270
6870

83
79
65

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

106
99 / 105 / 110
100 / 106 / 111

Stock
MTO
MTO

TC54LED04
2 x 4

5900
5300
4300

63
56
45

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K  

94
90 / 95 / 99

91 / 96 / 100

Stock
MTO
MTO

TC40LED04
2 x 2

4410
3240
2250

42
31
22

120M / 347
120M / 347
120M / 347

4000K
3500K / 4000K / 5000K
3500K / 4000K / 5000K

105
99 / 104 / 110
97 / 102 / 107

Stock
MTO
MTO

TC40LED02
2 x 2

3000
3000

32
32

120M / 347
120M / 347

4000K
3500K / 4000K / 5000K

94
89 / 94 / 98

Stock
MTO

TC80LED08 / TC54LED04

Options: 
Dimming Drivers (-D) | 120M / 347

TC40LED04 / TC40LED02

23.8"
604

23.8"
604

47.8"
1213

23.8"
604
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Wall Sconces

The LED Wall Sconce Collection from EEL is a work of modern art.  Its 
simple lines, sleek brushed nickel, polish brass finish and bold geometric 
shapes are contrasted by smooth white acrylic and glass shades.  This 
streamlined, no-fuss design exemplifies contemporary styling to create a 
cool, clean look.  

Characteristics

• Source: LED
Colour Temperature: 3000K
CRI: 80
50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• 
• 
• 

Wall Sconces Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

WS-T5422LED02
Finish: Brushed Nickel
Shade: Smooth White Acrylic
8" x 10.5" x 3.875"

1060 11.5 120M 3000K 92 Stock

WS-T10412LED01
Finish: Brushed Nickel
Shade: Etched White Opal Glass
8.75" x 13.5" x 4"

550 5 120M 3000K 110 Stock

WS-705072LED04
Finish: Brushed Nickel
Shade: Smooth White Acrylic
8.25" x 3.5" x 25"

4410 42 120M 3000K 105 Stock

WS-T5422LED02 WS-T10412ALED01 WS-705072LED04
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Wall Sconces Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

WS-T9806-LED01
Finish: Polished Brass
Shade: White Glass
8" x 11.25" x 4"

550 5 120M 3000K 122 Stock

WS-T7572LED02
Finish: Brushed Nickel
Shade: White Smooth Acrylic
10" x 13" x 4"

2200 18 120M 3000K 122 Stock

WS-T5464-LED02
Finish: Brushed Nickel
Shade: White Glass
10" x 10.875" x 3.875"

1060 11.5 120M 3000K 92 Stock

WS-T9806-LED01 WS-T7572LED02

WS-T5464-LED02



efficient 
lighting

energy

LED CEILING LIGHTS

Page 22

Ceiling Lights

EEL LED Flush Mount Ceiling Light Fixture features a painted white finish 
and a white acrylic diffuser.  This LED Ceiling Light is perfect for 
commercial and residential applications.  

Characteristics

• Source: LED
Colour Temperature: 3000K
CRI: 80
50,000 hours; 5-year warranty

• 
• 
• 
• 2 sizes: 11-inch and 14-inch

Ceiling Light Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

CL6111-6-LED02
11-inch

1060 11.5 120 3000K 92 Stock

CL6113-6-LED03
14-inch

1320 14 120 3000K 94 Stock

CL6211-6-LED02
11-inch

1060 11.5 120 3000K 92 Stock

CL6213-6-LED03
14-inch

1320 14 120 3000K 94 Stock

CL6111-6-LED02 CL6113-6-LED03 CL6211-6-LED02 CL6213-6-LED03

14"
355

11"
279

3.5"
91

3.3"
81

3.8"
95

14"
355

11"
279

3"
75
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Ceiling Lights

EEL LED Flush Mount Ceiling Light Fixture features a painted white finish 
and a white acrylic diffuser.  This LED Ceiling Light is perfect for 
commercial and residential applications.  

Characteristics

• Source: LED
Colour Temperature: 3000K
CRI: 80
50,000 hours; 5-year warranty

• 
• 
• 
• 2 sizes: 14-inch and 12-inch

Ceiling Light Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

CL-T6512-6-LED04
12-inch

2170 23 120 3000K 94 Stock

CL-T6513-6-LED04
14-inch

2170 23 120 3000K 94 Stock

CL-T6512-6-LED04 CL-T6513-6-LED04

15"
381

12"
308

12"
308

15"
381

3"
78.5

3"
76.5
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Ceiling Lights

EEL LED Flush Mount Ceiling Light Fixture features a painted brushed 
nickel finish with a white acrylic diffuser.  This LED Ceiling Light is perfect 
for commercial and residential applications.  

Characteristics

• Source: LED
Colour Temperature: 3000K
CRI: 80
50,000 hours; 5-year warranty

• 
• 
• 
• 3 sizes: 18-inch, 13.75-inch and 10.75-inch

Ceiling Light Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

CL-T9802-LED04
18-inch

2170 23 120 3000K 94 Stock

CL-T9802A-LED03
13.75-inch

1320 14 120 3000K 94 Stock

CL-T9802B-LED02
10.75-inch

1060 11.5 120 3000K 92 Stock

CL-T9802-LED04 CL-T9802A-LED03 CL-T9802B-LED02

17.5"
446

4"
100.7

14.5"
368

3.3"
83.1

10.3"
262

4.3"
109.5
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Garage Lighter

The EEL LED Garage Lighter is a good choice for covered walkways, 
canopies or parking garages.  The Garage Lighter combines a durable die-
cast aluminum housing, polycabonate refractor with the efficacy of LED.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty
Molex® Connectors - easy to install
Drivers and modules powered by Ultrasave 

• 
• 
• Die cast housing
• Polycarbonate refractor
• Bronze colour
• 
• 
• 

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

GA40LED04 4410
4410

42
42

120M / 347
120M / 347

3000K
3500K / 5000K

105
99 / 110

Stock
MTO

315

315

244
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Wall Pack

The EEL LED Wall Pack offers maximum light output for general purpose 
area and security lighting through a classic glass refractor design.  This 
versatile luminaire is ideal to match the same existing HID design.  

Characteristics

• Source: LED
Colour Temperature: 4000K
CRI: 80

50,000 hours; 5-year warranty

• 
• 
• Die cast housing
• Borosilicate glass
• Bronze colour
• Quick mount wall plate mounts directly to 3.5" octagon or 4" square outlet box
• 
• Molex® Connectors - easy to install
• Drivers and modules powered by Ultrasave 

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

WHLF6-40LED06 3300
3300

31
31

120M / 347
120M / 347

4000K
3500K / 5000K

106
99 / 110

Stock
MTO

188

363 231
 

  9.1”

 

  7.4” 

 

14.3”
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Small Wall Pack

The EEL LED Small Wall Pack is an economical security accent and 
perimeter lighting for entranceways, garages and alleys.  Optional factory-
installed photocell available.  

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

50,000 hours; 5-year warranty

• 
• 
• Polycarbonate housing and lens
• Silicone gasketing
• Fixture base die-cast aluminum
• Bronze colour
• 
• Molex® Connectors - easy to install
• Drivers and modules powered by Ultrasave 

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

WHLF2-11LED02 1100
1100

11
11

120M
120M

4000K
3500K / 5000K

100
95 / 105

Stock
MTO

279

132
173

  
6.81”

  

  
10.97”

  

  
5.18”
  

Options: 
Photo Cell No. PC-SWP
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Trapezoid Wall Pack

The EEL LED Trapezoid Wall Pack offers a sleek design with a wide 
range of uses.  It delivers the lighting needed for the exteriors of retail 
buildings, businesses, walkways, underpasses and entrance doors.   

Characteristics

• Source: LED
Colour Temperature: 4000K (optional 3500K / 5000K)
CRI: 80

• 
• 
• Silicone gasketing
• Die-cast aluminum
• Bronze colour
• Tempered glass
• Quick mount wall plate mounts directly to 3.5" octagon or 4" square outlet box
• 50,000 hours; 5-year warranty
• Molex® Connectors - easy to install
• Drivers and modules powered by Ultrasave 

Ceiling Light Series

Model No. Delivered Lumens (lm) Input Watts (W) Voltage (V) Colour Temp. (K) Efficacy (lm/W) Status

WHLF3-40LED03 3300
3300

31
31

120M / 347
120M / 347

4000K
3500K / 5000K

106
99 / 110

Stock
MTO

362 234

292

  9.16”   

11.5”     

  14.25”   
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Motion Sensor

oThe Motion Sensor is designed for 360  passive infrared (PIR) technology.  

Characteristics

o• 360
Automatically turn on when motion is detected

o o o oOperation temperature 0  (32 F) to 55  (131 F)
Humidity range 0% to 90% RH

• 
• Sensitivity adjustment
• Adjustable time delay from 15 to 30 seconds  
• Single pole
• 
• 
• Voltage 120M to 347V
• Load:  
       0-800W / 120V
       0-1200W / 277V
       0-1500W / 347V
• Material Polycarbonate
• Colour grey
• cULus
• Package dimension 
       in inch - 4.75"(H) x 3.5"(W) x 2.25"(D)
       in mm - 375(H) x 89(W) x 57(D)
• Weight 0.40lb
• Warranty 2 years

Model No. Voltage (V) Load Colour

YM2502 120M / 347 0-800W / 120V
0-1200W / 277V
0-1500W / 347V

Grey
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Fluorescent High Bay

The EEL HB Fluorescent High Bay is a flexible luminaire designed to 
meet the needs of today’s industrial environment.  This luminaire is 
available in T8 or T5HO.  The 95% reflective specular aluminum reflectors 
and solid body design results in a sturdy and efficient luminaire.  A variety 
of mounting methods and accessories allow the luminaire to be used in 
many different types of applications.  

Characteristics

• Source: Fluorescent 
T8 / T5

5-year warranty on the ballast

• 
• 4 Lamp and 6 Lamp
• 6 ft cord 
• Optional wire guard, clear lens and occupancy sensor
• 
• Ballast powered by Ultrasave

Fluorescent High Bay Series
Model No. No. of Lamps Input Watts (W) Voltage (V) Ballast Factor Status

HB432 4 146 120M / 347 1.18 Stock

HB632 6 220 120M / 347 1.18 Stock

HB454 4 240 120M / 347 1.00 Stock

HB654 6 346 120M / 347 1.00 Stock

1180

Options: 
HB 4 WG | 4 Lamp Wire Guard for HB4
HB 6 WG | 6 Lamp Wire Guard for HB6
HBF-4 FRAME AND LENS | 4 Lamp Clear Frame and Lens for HB4
HBF-6 FRAME AND LENS | 6 Lamp Clear Frame and Lens for HB6
YM2502 | Occupancy Sensor 120M / 347

HB432 and HB454 HB632 and HB654
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Fluorescent Gymnasium Luminaire

The EEL Gymnasium Luminaire offers the cost effective benefits of 
fluorescent lamps, including quality lighting and energy efficiency.  Unlike 
most luminaires, the gymnasium fixtures offers a streamline aesthetic 
design and comes complete with lens and wire guard.  

Characteristics

• Source: Fluorescent

Surface mount
4 and 6 lamps

Powered by Ultrasave 

• T8 / T5 
• 
• 
• Miro 4 reflectors (98% reflectivity)
• Post painted 
• 5-year warranty on the ballast
• 

Fluorescent Gymnasium Luminaire Series

Model No. Ballast Factor Input Watts (W) Voltage (V) Lamp Type No. of Lamps Status

GL432 1.18 146 120M / 347 F32T8 4 Stock

GL632 1.18 220 120M / 347 F32T8 6 Stock

GL454 1.00 240 120M / 347 F54T5 4 Stock

GL654 1.00 346 120M / 347 F54T5 6 Stock

GL432 / GL454 GL632 / GL654
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Fluorescent Troffer Luminaire

The TF Troffer Luminaire is a quality low profile recessed luminaire with 
specification features.  It is designed around T8 lamp and electronic 
ballast.    

Characteristics

• Source: Fluorescent

1 x 4, 2 x 2 and 2 x 4 sizes
Post painted

wered by Ultrasave 

• T8 Lamp
• 
• 
• Clear K12 prismatic lens
• Clear appearance with no exposed fasteners
• 5-year warranty on the ballast
• Po

Fluorescent Troffer Luminaire Series

Model No. Ballast Factor Input Watts (W) Voltage (V) Lamp Type No. of Lamps Status

TF232U
2 x 2

0.88 56 120M / 347 F32T8U 2 Stock

TF232
1 x 4

0.88 56 120M / 347 F32T8 2 Stock

TF432
2 x 4

0.88 146 120M / 347 F32T8 4 Stock

TF232U

48"
1220

12"
302

Tf432 Tf232
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Fluorescent Wrap Luminaire

The EEL CW Wrap is a commercial grad luminaire designed for most 
applications.  It features a die formed post painted housing and a one 
piece extruded prismatic lens.   

Characteristics

• Source: Fluorescent
T8
Surface or chain hung mounting

Post painted

Powered by Ultrasave  

• 
• 
• K-12 pattern lens
• 
• 5-year warranty on the ballast
• 

Model No. Ballast Factor Input Watts (W) Voltage (V) Lamp Type No. of Lamps Status

CW232 0.88 55 120M / 347 F32T8 2 Stock
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Fluorescent Wraparound Fixture

The EEL Commercial Wraparound is a 4" fluorescent luminaire 
designed for general indoor use where budget is a priority.  It features a 
die formed housing and a K-12 prismatic pattern and linear refractors 
or the sides lens.   

Characteristics

• Source: Fluorescent
T8
Surface mounted

Post painted

Powered by Ultrasave  

• 
• 
• K-12 prismatic lens
• 
• 5-year warranty on the ballast
• 

Model No. Ballast Factor Input Watts (W) Voltage (V) Lamp Type No. of Lamps Status

ST232 0.88 55 120M / 347 F32T8 2 Stock
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Fluorescent Vapor Tight Luminaire

The EEL Vapor Tight Luminaire is a wet location industrial product designed 
for both indoor and outdoor applications.    

Characteristics

• Source: Fluorescent

Two lamp options: 2xT5 and 2xT8

Polycarbonate, UV protected and unbreakable lens

by Ultrasave  

• IP65 rated
• 
• Polycarbonate housing
• 
• Suitable for ceiling, surface or pendant mounting
• Polycarbonate or stainless steel clips available
• 5-year warranty on the ballast
• Energy saving ballast provided 

Model No. Ballast Factor Input Watts (W) Voltage (V) Lamp Type No. of Lamps Status

VT232 0.90 55 120M / 347 F32T8 2 Stock

VT254 1.00 117 120M / 347 F54T5 2 Stock
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