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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2483.588 78.54 322,95 48,89 ©.88 7.83 62,43 74,08 -11.57 --- --- Peal
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Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2483 .588 48,52 322.9% 48,49 9.6 7.63 49.41 54,68 -13.5% --- --- Aver
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2483.588 7@.36 322,95 48,49 0.9 7.83 62.25 F4.08 -11.75 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.5688 48.61 32.95 48,69 .68 7.63 39.99 54.00 -14.16 --- --- Aver



= Shenzhen UnionTrust Quality and Technology Co., Lid.
UniznTrust

File: F:\Test Template| |- 31T S120221220523032 SAT50A\2.4G\BE_00005.EMI

120|_e1.re| {dBuV/m) Date: 2022-06-03
10
100
a0
20
70
60
1 M |
|
40 i i i i f
30 | — ] (= e e B e e a0
20
2310 2320 2350 2430
Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2358.888 78.84 32.69 48.832 ©.880 H.99 pl.60 74.80 -12.48 --- --- Peal
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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2398.888 72.31 322,69 48,83 0.08 6£.99 63.87 74,60 -10.13 --- --- Peal
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Condition : Horizontal

Temp.(C)/Hum.(%): 22.3(C) / 51%

Press : 188 .4kPa

Product : SA758

Model No. : SA758

Power Rating » AC 126VW/68Hz

Test Engineer : Lucas

Test Mode : B_ANT® 2412

Remark g

Read Ant Preamp Aux Cable Limit Owver APos  TPos

Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2398.868 42.80 32,69 48,63 ©.88 £.98 34.36 54.88 -19.84 --- --- Aver
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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT® 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 23568.668 B5.97 32,69 48,803 .08 6.99 57.53 74,00 -16. 47 --- --- Peal
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Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT® 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2356.668 44.69 32,69 48,603 .68 H.99 35,65 54,00 -18.35 --- --- Aver
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Trace: 1

Condition : Vertical

Temp.(C)/Hum.(%): 22.3(C) / 51%

Press : 188 .4kPa

Product : SA758

Model No. : SA758

Power Rating » AC 126VW/68Hz

Test Engineer : Lucas

Test Mode : G_ANT® 2412

Remark g

Read Ant Preamp Aux Cable Limit Owver APos  TPos

Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2398.888 54.37 322,69 48,83 0.0 £.99 45,93 74,08 -28.97 --- --- Peal

- 11 -



= Shenzhen UnionTrust Quality and Technology Co., Lid.
UniznTrust

File: F:\Test Template| |- 31T S120221220523032 SATS50A\2.4G\BE_00012.EMI

126 Level {dBuV/m) Date: 2022-06-03
10
100
a0
20
70
60
50
40
30 | [ [ =
20
2310 2320 2350 2430
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Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT® 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2358.888 38.41 322,69 48,83 0.9 £.99 29.97 54.68 -24.63 --- --- Aver
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA7S0
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT® 2482
Remark i
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.588 58.53 32,95 45.69 8.68 F7.83 42.42 74.88 -31.58 -—- --- Peak
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Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA7S0
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT® 2482
Remark i
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2483.588 36.99 322.9% 48,49 0.0 7.63 28.79 54,88 -25. 21 --- --- Aver
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Trace:
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode G_ANT@® 24862
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.508 58.54 32.95 485.89 B.88 7.83 42.43 74.86 -31.57 - --- Peal
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Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT® 2482
Remark :
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PR 2483 .588 37.32 322,95 48,49 9.0 7.62 2921 54,08 -24.79 --- --- Aver
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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode G_ANT1 24862
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.588 51.21 32.95 48,69 @©.68 7.3 43.10 74.60 -30.90 --- --- Peal
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Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT1 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg

1 PP 2483.588 36.96 32.9% 48,49 ©.08 7.63 28.85 54.08 -25%.15% --- --- Aver
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT1 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.588 43,62 32.95 48,89 .60 7.3 41.51 74,00 -32.49 --- --- Peal
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Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode G_ANT1 24862
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.588 36.79 32.95 48,69 ©.68 7.83 28.68 54.68 -25.32 --- --- Aver
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Level (dBuV/im) Date: 2022-06-03
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Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT1 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2398.668 eB8.18 32,69 4B.03 0©.680 H.99 59.74 74.68 -14.76 --- --- Peal

-21 -



= Shenzhen UnionTrust Quality and Technology Co., Lid.
UniznTrust

File: F:\Test Template\ |- 3{51T5120221220523032 SATS0A\2. AGBE_00022.EMI
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Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT1 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 23596.6660 43.3@ 32.69 48B.63 .68 6£.98 3I4.86 54.86 -19.14 --- --- Aver
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Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT1 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 23568.668 82.49 32,69 48,603 .68 H.99 54.65 74,60 -19.95 --- --- Peal
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Level (dBuV/im) Date: 2022-06-03
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Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : G_ANT1 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2356.668 £42.63 32,69 48,63 .68 H.99 33.59 54,00 -20.41 --- --- Aver
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Trace:
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode N2E ANTe+1 2462
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.508 59.68 32.95 485.89 B.88 7.83 51.57 74.86 -22.43 - --- Peal
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Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@_ANT@+1 2462
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.568 39.37 32.95 48.65 @.68 .63 31.26 54.86 -22.74 --- --- Aver
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Trace:
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode N2E ANTe+1 2462
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.508 58.81 32.95 485.89 B.88 7.83 42.78¢ 7T4.86 -31.36 - --- Peal
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FCC PART 15C Band edge-Peak
70
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50
40
30
20
2450 2500
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@_ANT@+1 2462
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.588 37.82 32.95 48,69 .08 7.3 29.71 54,00 -24.29 --- --- Aver

-08-



UniznTrust

Shenzhen UnionTrust Quality and Technology Co., Lid.
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120
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Date: 2022-06-04

10

100

20
2310 2320 2350 2430
Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2e ANTe+1 2412
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2396.668 57.88 32.69 4B.63 ©.668 6£.98 49.36 74.86 -24.84 --- --- Peal
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Level (dBuV/im) Date: 2022-06-04

120
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100
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20
2310 2320 2350 2430
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@_ANTe+1 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2356.668 39.33 32,69 48,603 0,080 6£.99 30.89 54,00 -23.11 --- --- Aver
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120

Level (dBuV/im)

Date: 2022-06-04

10
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20
2310 2320 2350 2430
Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode N2e ANTe+1 2412
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2398.8688 55.32 32,69 4B.03 ©.680 b.99 46.88 74,68 -27.12 --- --- Peal
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Level (dBuV/im) Date: 2022-06-04

120
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20
2310 2320 2350 2430
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : N2@_ANTe+1 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2356.668 38.57 32.69 48,603 0©.680 H.990 30.13 54.60 -23 87 --- --- Aver
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Level (dBuV/im)

Date: 2022-06-04

120
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20
70
60
50
40
30 e ———
20
2310 2320 2350 2430
Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product SA758
Model No. SA758
Power Rating AC 128V/668Hz
Test Engineer Lucas
Test Mode B_ANT@_ 2412
Remark
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2356.668 73.95 32,69 48,603 ©.68 H.99 85,51 74,00 -5.49 --- --- Peal
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Level (dBuV/im)
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20
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Condition

Temp. (C)/Hum. (%)

Press

Product

Model No.
Power Rating
Test Engineer
Test Mode
Remark

Freg

Freguency (MHz)

Horizontal
22.3(C) [/ 51%
100 .4kPa

AC 128V/60Hz

B_ANT®_ 2412

Ant Preamp
Lewvel Factor Factor Factor

2430

TPos
Rem:

MHz

1 PR 2387 . 435
2 2398, 888

dB dBuV/m dBuV/m

54.88 -17.72
54.88 -19.35

44 .74 32,68
43.89 32,89

deg

— == Avgey
--- Aver
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120L&UE| (dBuVim) Date: 2022-06-04
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20
2310 2320 2350 2430
Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA7S0
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2412
Remark i
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 23980968 67.93 32,69 45.63 8.68 £.98 59.49 7/4.68 -14.51 -—- --- Peak
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Level (dBuV/im) Date: 2022-06-04

120
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100

20
2310 2320 2350 2430
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2412
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2356.668 39.49 32,69 48,603 ©.680 H.99 31.65 54,60 -22.95 --- --- Aver
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FCC PART 15C Band edge-Peak
70
60
50( 1/ I
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30 | | | i e R
20
2450 2500
Freguency (MHz)
Trace: 1
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 2483.58@ 7@.p3 32.95 48.89 @.88 7.83 62.52 7J4.88 -11.48 --- --- Peal
2 PP 2487.375 76.66 32.9¢ 43.69 0.8 7.83 B3.56 T4.88 -5.44 --- --- Peal
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120L&UE| (dBuVim) Date: 2022-06-04
10
100
a0
20
FCC PART 15C Band edge-Peak
70
60
50
40
30
20
2450 2500
Freguency (MHz)
Condition : Vertical
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.588 45.30@ 32.95 48,69 .68 7.3 37,19 54,60 -16.81 --- --- Aver
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20
2450 2500
Freguency (MHz)
Trace: 1
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA7S0
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark i
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 2483.588 69.38 32.95 43.89 g.e@ 7.83 e1.27 74.88 -12.73 --- --- Peal
2 PP 2494 996 Fr.ae 3299 4818 G.88 7.84 (9.89 74.88 -4.91 --- --- Peal
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120L&UE| (dBuVim) Date: 2022-06-04
10
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FCC PART 15C Band edge-Peak
70
60
50
40
30
20
2450 2500
Freguency (MHz)
Condition : Horizontal
Temp.(C)/Hum.(%): 22.3(C) / 51%
Press : 188 .4kPa
Product : SA758
Model No. : SA758
Power Rating » AC 126VW/68Hz
Test Engineer : Lucas
Test Mode : B_ANT® 2482
Remark g
Read Ant Preamp Aux Cable Limit Owver APos  TPos
Freq Lewvel Factor Factor Factor Loss Lewvel Line Limit Rem:
MHz dBuV dB/m dB dB dB dBuV/m dBuV/m dB cm deg
1 PP 2483.588 46.26 32.95 48,89 .08 7.3 3815 54,600 -15.85 --- --- Aver
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