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1 Product Features

11
>

>

1.2

Standard Features

R-410A Chlorine-Free Refrigerant

Inverter Compressor (33%-110% Speed), Modulation in 1% Increments
Intelligent Oil Return Technology

Inverter Driven Rotary Compressor

Crankcase Heater Standard

Compressor Sound Blanket

Multiple System Protection:
— High pressure switch and low pressure transducer
— Compressor liquid return protection
—  Compressor high or low compression ratio protection
— Compressor high temperature protection
— High/ low voltage protection and over current protection
— IPMand electronic control board high temperature protection

Outdoor coil is capable of withstanding 1000 hour salt spray test
according to ASTM B117 standard

AHRI certified; ETL listed

Cabinet Features

Wind Load compliant per Florida Building Code - 2020
Baked-on powder paint finish

Wire fan discharge grille

Steel louver coil guard

() BOSCH
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2 Nomenclature

Compressor Brand
G: GMCC

Efficiency
15: 15 SEER

Power Supply
M: 208/230V 1Ph, 60Hz

Refrigerant
N1: R410A

D-DC Inverter

Function Type
C: Condenser  H: Heat Pump

Nominal Capacity
24 24x1,000BTU/H
36 36x1,000BTU/H
60 60x1,000BTU/H

Series
A: A Series

Unit Type
OV: Discharge Type

Bosch

Figure 1
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3 Product Specifications

() BOSCH

BOVA24-15 BOVA36-15 BOVA60-15

Decibels([dB(A)]

Max @ 100% load 76 78 80

Min @ min load 5Y 60 60

Compressor

RLA 19 19 29

Condenser Fan Motor

Horsepower (HP) 1/3

FLA 2.5

Refrigeration System

Refrigerant Line Size'

Liquid Line Size (OD) 3/8" 3/8" 3/8"

Suction Line Size (OD) 3/4" 3/4" 7/8"

Refrigerant Connection Size

Liquid Valve Size (OD) 3/8" 3/8" 3/8"

Suction Valve Size (OD) 3/4" 3/4" 7/8"

Refrigerant Charge (R410-A, 0z) 87 107 152

Expansion Device EEV EEV EEV

Maximum Line Length 100 FT 100FT 100FT

Maximum Elevation Difference 50FT 50FT 50FT

Operating Range

Cooling 40°F-120°F

Heating 5F-86%F

Electrical Data

Voltage-Phase-Hz 208/230-1-60 208/230-1-60 208/230-1-60

Minimum Circuit Ampacity? 22.9 26.7 39.2

Max. Overcurrent Protection® 35 45 60

Min/Max Volts 172V/270V

Weight

Net Weight (without packaging) 126 134 186

Gross Weight (including packaging)* 154 162 218

Dimensions

Unit Lx W xH (in.) 28x28x24-15/16 ‘ 28x28x24-15/16 ‘ 29-1/8x29-1/8x33-3/16

Outdoor Coil

Net face area - sq.ft. Outer Coil 12.7 12.7 18.3

Tube diameter-in. 9/32" (7mm) 9/32" (7mm) 9/32" (7mm)

No.of rows 1 2 2

Fins per inch 19 17 19
Table 1

! Tested and rated in accordance with AHRI Standard 210/240.

2 Wire size should be determined in accordance with National Electrical Codes;
extensive wire runs will require larger wire sizes.

® Must use time-delay fuses or HACR-type circuit breakers of the same size as
noted.

* Weight values are estimated.

« Always check the rating plate for electrical data on the unit being
installed.

w0

« Unit is factory charged with refrigerant for 15’ of %” liquid line.
System charge must be adjusted per Installation Instructions Final
Charge Procedure.

« TXVis required at indoor unit to match our outdoor unit.
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4 Extended Performance Data

4.1 BOVA15+BVA15
BOVA15-24 +BVA15-24 For Cooling

indoor_ [ Outd s [ e [ e [ 0 0on |
06(%) [oats) | 70 | 75 | @ | & | 70 | 75 | & | & | w0 | 75 | s | & | w0 | 75 | a0 [ & _

17.5 17.7 18.2 18.4 18.0 18.3 18.5 18.8 19.2 19.5 19.7 20.0 / 24.8 25.0 25.4
65 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.21 1.21 1.22 1.22 1.22 1.23 1.24 1.25 1.24 1.25 1.26 1.27 / 1.52 1.53 1.55
TC 17.6 17.9 18.3 18.5 18.2 18.5 18.7 19.0 19.4 19.7 19.9 20.2 / 24.4 24.7 25.0
75 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.38 1.39 1.40 1.40 1.40 141 1.42 1.43 1.43 1.44 1.45 1.46 / 1.80 1.82 1.84
TC 17.6 17.9 18.3 18.5 18.2 18.5 18.7 19.0 19.4 19.7 19.9 20.2 / 24.4 24.6 25.0
85 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
630 kw 1.59 1.60 1.62 1.62 1.62 1.63 1.64 1.65 1.65 1.66 1.67 1.68 / 1.97 1.98 2.01
TC 17.5 17.8 18.2 18.4 18.1 18.4 18.6 18.9 19.3 19.7 19.9 20.2 / 24.3 24.5 24.8
95 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.85 1.87 1.88 1.88 1.88 1.90 1.91 1.92 1.93 1.94 1.95 1.97 / 2.33 2.34 2.36
TC 17.4 17.7 18.1 18.3 18.0 18.3 18.5 18.8 19.3 19.6 19.8 20.1 / 23.3 23.6 23.9
105 S/T 0.92 0.97 1.00 1.00 0.66 0.86 0.97 0.98 0.41 0.59 0.76 0.94 / 0.40 0.55 0.71
kw 2.14 2.15 2.17 2.17 2.16 2.18 2.21 2.22 2.23 2.24 2.26 2.27 / 2.70 2.72 2.74
TC 16.4 16.7 17.1 17.3 17.0 17.3 17.5 17.8 18.3 18.6 18.7 19.0 / 23.1 23.3 23.7
115 S/T 0.94 0.99 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.78 0.96 / 0.42 0.57 0.73
kw 2.43 2.45 2.47 2.47 2.47 2.49 2.51 2.53 2.53 2.55 2.57 2.59 / 3.13 3.15 3.17
TC 21.7 22.0 22.5 22.8 22.4 22.7 22.9 23.2 24.0 24.2 24.4 24.7 / 29.7 30.0 30.2
65 S/T 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.95 / 0.41 0.55 0.71
kw 1.46 1.47 1.48 1.48 1.48 1.49 1.51 1.52 1.51 1.53 1.54 1.55 / 1.94 1.96 1.98
TC 21.4 21.8 22.3 22.5 22.2 22.4 22.7 22.9 23.8 24.1 24.2 24.2 / 29.7 30.0 30.2
75 S/T 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kw 1.67 1.69 1.70 1.70 1.70 1.71 1.73 1.74 1.75 1.76 1.77 1.77 / 2.14 2.16 2.18
TC 21.3 21.6 22.1 22.4 22.0 22.4 22.6 22.9 23.8 23.9 24.1 24.2 / 29.4 29.7 29.8
85 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
850 kw 1.84 1.86 1.87 1.87 1.87 1.89 1.90 1.92 1.94 1.94 1.94 1.96 / 2.33 2.35 2.37
TC 21.1 21.5 22.0 22.1 21.9 22.2 22.4 22.8 23.4 23.6 24.0 24.1 / 28.4 28.6 28.7
95 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kw 2.08 2.10 2.12 2.12 2.12 2.14 2.15 2.17 2.19 2.21 2.21 2.22 / 2.76 2,77 2.78
TC 19.1 19.4 19.7 20.0 20.9 21.2 215 21.8 22.2 22.4 22.6 22.9 / 26.4 26.6 26.7
105 S/T 0.94 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.78 0.97 / 0.42 0.56 0.72
kw 2.42 2.44 2.46 2.46 2.46 2.48 2.50 2.52 2.53 2.55 2.56 2.58 / 3.09 3.11 3.14
TC 18.8 19.1 19.4 19.7 20.6 20.9 21.2 21.5 21.9 22.1 22.3 22.6 / 26.1 26.3 26.4
115 S/T 0.96 1.00 1.00 1.00 0.71 0.92 1.00 1.00 0.46 0.64 0.80 0.99 / 0.44 0.58 0.74
kw 2.75 2.77 2.78 2.80 2.80 2.82 2.88 2.90 2.92 2.94 2.96 2.98 / 3.51 3.52 3.53
TC 25.1 25.4 26.0 26.3 26.0 26.3 26.6 26.9 27.8 28.0 28.3 28.6 / 34.5 34.8 35.0
65 S/T 0.95 0.99 1.00 1.00 0.69 0.89 1.00 1.00 0.44 0.62 0.79 0.97 / 0.42 0.55 0.71
kw 1.75 1.76 1.79 1.79 1.79 1.80 1.82 1.83 1.83 1.84 1.86 1.87 / 2.35 2.38 2.40
TC 25.0 25.3 25.9 26.2 25.9 26.2 26.5 26.8 27.7 28.0 28.2 28.5 / 33.8 34.1 34.4
75 S/T 0.95 0.99 1.00 1.00 0.69 0.89 1.00 1.00 0.44 0.62 0.79 0.98 / 0.42 0.55 0.71
kw 2.00 2.01 2.03 2.03 2.03 2.05 2.06 2.08 2.08 2.10 2.12 2.13 / 2.53 2.56 2.58
TC 24.7 25.0 25.6 25.9 25.6 25.9 26.2 26.5 27.4 27.7 27.9 28.1 / 33.2 33.5 33.8
85 S/T 0.95 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.80 0.98 / 0.42 0.55 0.71
1020 kw 2.15 2.17 2.19 2.19 2.19 2.21 2.23 2.25 2.26 2.28 2.29 2.30 / 2.78 2.80 2.84
TC 24.4 24.7 25.3 25.6 25.3 25.6 25.9 26.1 27.1 27.3 27.6 27.8 / 31.9 32.0 32.1
95 S/T 0.95 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.80 0.98 / 0.42 0.56 0.73
kw 2.49 2.51 2.53 2.53 2.53 2.55 2.58 2.60 2.61 2.63 2.65 2.67 / 3.17 3.18 3.19
TC 22.5 22.8 23.4 23.7 23.4 23.7 23.9 24.2 25.2 25.4 25.6 25.9 / 29.2 29.4 29.5
105 S/T 0.96 1.00 1.00 1.00 0.70 0.91 1.00 1.00 0.45 0.63 0.82 1.00 / 0.43 0.57 0.75
kw 2.87 2.90 2.92 2.92 2.92 2.95 2.98 3.00 3.01 3.03 3.06 3.08 / 3.43 3.43 3.43
TC 21.9 22.2 22.8 23.0 22.8 23.0 23.3 23.6 24.2 24.4 24.7 24.9 / 26.7 26.8 27.0
115 S/T 0.97 1.00 1.00 1.00 0.72 0.93 1.00 1.00 0.47 0.65 0.84 1.00 / 0.46 0.60 0.78
kw 3.24 3.28 3.31 3.31 3.31 3.34 3.37 3.40 3.41 3.43 3.48 3.50 / 3.54 3.54 3.55

Table 2

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity
kW: refer to total input power
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BOVA15-36 + BVA15-24 For Cooling

Indoor utdoor
Airflow (CFM)| DB (°F)

65 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.13 1.13 1.14 1.14 1.14 1.15 1.16 1.17 1.16 1.17 1.18 1.19 / 1.44 1.45 1.47

TC 17.7 17.9 18.4 18.6 18.3 18.5 18.8 19.0 19.5 19.7 20.0 20.2 / 24.9 25.2 25.5

75 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.30 1.31 1.32 1.32 1.32 1.33 1.34 1.35 1.35 1.36 1.37 1.38 / 1.70 1.72 1.74

TC 17.7 17.9 18.4 18.6 18.3 18.5 18.8 19.0 19.5 19.7 20.0 20.2 / 24.9 25.1 25.5

85 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
630 kW 1.50 1.51 1.53 1.53 1.53 1.54 1.55 1.56 1.56 1.57 1.58 1.59 / 1.88 1.89 1.91
TC 17.6 17.8 18.3 18.5 18.2 18.4 18.7 18.9 19.4 19.7 20.0 20.2 / 24.8 25.0 25.3

95 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.75 1.77 1.79 1.79 1.79 1.81 1.82 1.83 1.84 1.85 1.86 1.88 / 2.22 2.23 2.25

TC 17.5 17.7 18.2 18.4 18.1 18.3 18.6 18.8 19.4 19.6 19.9 20.1 / 24.5 24.9 24.9

105 S/T 0.92 0.97 1.00 1.00 0.66 0.86 0.97 0.98 0.41 0.59 0.76 0.94 / 0.40 0.55 0.71
kw 2.04 2.05 2.07 2.07 2.06 2.08 2.10 2.11 2.12 2.13 2.15 2.16 / 2.58 2.60 2.62

TC 17.0 17.2 17.7 17.9 17.6 17.8 18.1 18.3 18.9 19.1 19.3 19.5 / 24.3 24.6 24.7

115 S/T 0.94 0.99 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.78 0.96 / 0.42 0.57 0.73
kw 2.32 2.34 2.36 2.36 2.36 2.38 2.40 2.42 2.42 2.44 2.46 2.48 / 3.00 3.02 3.04

TC 21.8 22.0 22.6 22.8 22.5 22.8 23.0 23.3 24.1 24.3 24.5 24.8 / 30.2 30.5 30.7

65 S/T 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.95 / 0.41 0.55 0.71
kw 1.38 1.39 1.40 1.40 1.40 1.41 1.43 1.44 1.43 1.45 1.46 1.47 / 1.85 1.87 1.89

TC 21.5 21.8 22.4 22.5 22.3 22.5 22.8 23.0 23.9 24.2 24.3 24.3 / 30.2 30.5 30.7

75 S/T 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kw 1.58 1.60 1.61 1.61 1.61 1.62 1.64 1.65 1.66 1.67 1.68 1.68 / 2.04 2.06 2.08

TC 21.4 21.6 22.2 22.4 22.1 22.4 22.7 23.0 23.9 24.0 24.2 24.3 / 29.9 30.2 30.3

85 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
850 kw 1.74 1.76 1.77 1.77 1.77 1.80 1.81 1.83 1.85 1.85 1.85 1.87 / 2.22 2.24 2.26
TC 21.2 21.5 22.1 22.1 21.9 22.2 22.5 22.8 23.5 23.7 24.0 24.2 / 29.7 29.9 30.0

95 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kw 1.98 2.00 2.02 2.02 2.02 2.04 2.05 2.07 2.09 2.10 2.10 2.11 / 2.64 2.65 2.66

TC 19.7 20.0 20.3 20.6 215 21.8 22.1 22.4 22.8 23.0 23.2 23.5 / 27.6 27.8 27.9

105 S/T 0.94 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.78 0.97 / 0.42 0.56 0.72
kw 2.31 2.33 2.35 2.35 2.35 2.37 2.39 2.41 2.42 2.44 2.45 2.47 / 2.96 2.98 3.01

TC 19.4 19.7 20.0 20.3 21.2 21.5 21.8 22.1 22.5 22.7 22.9 23.2 / 27.3 27.5 27.6

115 S/T 0.96 1.00 1.00 1.00 0.71 0.92 1.00 1.00 0.46 0.64 0.80 0.99 / 0.44 0.58 0.74
kw 2.63 2.65 2.66 2.68 2.68 2.70 2.75 2.77 2.79 2.82 2.84 2.86 / 3.37 3.38 3.39

TC 25.1 25.4 26.0 26.3 26.0 26.3 26.6 26.9 27.8 28.0 28.3 28.6 / 35.0 35.3 35.5

65 S/T 0.95 0.99 1.00 1.00 0.69 0.89 1.00 1.00 0.44 0.62 0.79 0.97 / 0.42 0.55 0.71
kw 1.66 1.67 1.69 1.69 1.69 1.70 1.72 1.73 1.73 1.74 1.76 1.77 / 2.24 2.27 2.30

TC 25.0 25.3 25.9 26.2 25.9 26.2 26.5 26.8 27.7 28.0 28.2 28.5 / 34.3 34.6 34.9

75 S/T 0.95 0.99 1.00 1.00 0.69 0.89 1.00 1.00 0.44 0.62 0.79 0.98 / 0.42 0.55 0.71
kw 1.90 191 1.93 1.93 1.93 1.95 1.96 1.98 1.98 2.00 2.02 2.03 / 2.42 2.45 2.47

TC 24.8 25.0 25.6 25.9 25.6 25.9 26.2 26.5 27.4 27.8 28.0 28.2 / 33.7 34.0 34.3

85 S/T 0.95 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.80 0.98 / 0.42 0.55 0.71
1020 kw 2.05 2.07 2.09 2.09 2.09 2.10 2.12 2.14 2.15 2.17 2.18 2.19 / 2.66 2.68 2.71
TC 24.5 24.8 25.3 25.6 25.3 25.6 25.9 26.3 27.1 27.3 27.6 27.8 / 324 32.5 32.6

95 S/T 0.95 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.80 0.98 / 0.42 0.56 0.73
kw 2.38 2.40 2.42 2.42 2.42 2.44 2.47 2.49 2.50 2.51 2.53 2.55 / 3.04 3.05 3.06

TC 23.7 24.0 24.6 24.9 24.6 24.9 25.0 25.3 26.3 26.5 26.7 27.0 / 30.3 30.5 30.6

105 S/T 0.96 1.00 1.00 1.00 0.70 0.91 1.00 1.00 0.45 0.63 0.82 1.00 / 0.43 0.57 0.75
kw 2.74 2.77 2.79 2.79 2.79 2.83 2.86 2.88 2.89 2.91 2.93 2.95 / 3.28 3.29 3.30

TC 22.7 23.1 23.7 23.9 23.7 23.9 24.2 24.5 25.0 25.2 25.5 25.7 / 27.5 27.6 27.8

115 S/T 0.97 1.00 1.00 1.00 0.72 0.93 1.00 1.00 0.47 0.65 0.84 1.00 / 0.46 0.60 0.78
kw 3.11 3.14 3.17 3.17 3.17 3.20 3.23 3.26 3.27 3.29 3.34 3.36 / 3.40 3.40 3.41

Table 3

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity
kW: refer to total input power
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BOVA15-36 + BVA15-36 For Cooling

Indoor | Outdoor
Airflow (CFM)| DB (°F)

65 S/T 0.90 0.94 0.97 0.99 0.63 0.86 0.94 0.99 0.39 0.57 0.76 0.96 / 0.39 0.54 0.70
kw 2.02 2.04 2.05 2.05 2.05 2.07 2.08 2.10 2.10 2.11 2.13 2.15 / 2.54 2.56 2.59

TC 29.1 29.5 30.1 30.4 30.2 30.5 30.9 31.2 32.3 32.6 33.0 33.1 / 36.2 36.5 36.8

75 S/T 0.90 0.94 0.97 0.99 0.63 0.86 0.94 0.99 0.39 0.57 0.76 0.96 / 0.39 0.54 0.70
kw 2.42 2.44 2.46 2.48 2.46 2.49 2.51 2.52 2.52 2.54 2.56 2.58 / 2.71 2.72 2.74

TC 28.8 29.1 29.7 30.1 29.9 30.3 30.6 30.9 32.1 324 32.8 32.9 / 36.1 36.4 36.6

85 S/T 0.90 0.94 0.97 0.99 0.63 0.86 0.94 0.99 0.39 0.57 0.76 0.96 / 0.39 0.54 0.70
970 kW 2.55 2.57 2.59 2.59 2.59 2.61 2.63 2.65 2.65 2.67 2.69 2.71 / 2.98 3.02 3.04
TC 28.3 28.6 29.2 29.6 29.4 29.8 30.1 30.4 31.6 31.9 32.2 324 / 35.8 36.1 36.3

95 S/T 0.90 0.94 0.97 0.99 0.63 0.86 0.94 0.99 0.39 0.57 0.76 0.96 / 0.39 0.54 0.70
kw 2.85 2.87 2.90 2.91 2.90 2.92 2.95 2.97 3.00 3.01 3.03 3.06 / 3.52 3.53 3.54

TC 26.6 27.1 27.8 28.1 27.6 27.9 28.3 28.7 29.4 29.8 30.2 30.6 / 34.2 34.3 34.5

105 S/T 0.91 0.95 0.98 0.99 0.64 0.87 0.95 0.99 0.40 0.58 0.77 0.97 / 0.40 0.55 0.71
kW 3.41 3.43 3.45 3.47 3.64 3.65 3.67 3.69 3.87 3.89 3.90 3.91 / 4.12 4.13 4.14

TC 21.9 22.3 22.7 23.0 24.4 24.8 25.1 25.3 26.1 26.5 26.7 27.0 / 27.3 27.6 27.8

115 S/T 0.92 0.96 0.99 0.99 0.65 0.88 0.96 0.99 0.41 0.59 0.78 0.98 / 0.41 0.56 0.72
kw 3.08 3.10 3.12 3.14 3.31 3.32 3.34 3.36 3.54 3.56 3.57 3.58 / 3.68 3.70 3.72

TC 31.0 31.5 32.3 32.6 32.1 32.5 32.9 33.3 34.4 34.4 34.7 35.0 / 40.9 41.2 41.5

65 S/T 0.90 0.95 0.98 0.99 0.64 0.87 0.95 0.99 0.39 0.58 0.77 0.97 / 0.39 0.55 0.71
kw 2.25 2.27 2.29 2.30 2.29 2.31 2.33 2.35 2.40 2.43 2.45 2.48 / 2.82 2.83 2.86

TC 31.0 31.5 32.1 324 32.1 32.5 32.9 33.3 34.2 34.4 34.4 34.7 / 40.6 40.9 41.2

75 S/T 0.91 0.95 0.98 0.99 0.64 0.87 0.95 0.99 0.39 0.58 0.77 0.97 / 0.39 0.55 0.71
kw 2.51 2.53 2.55 2.56 2.55 2.57 2.59 2.61 2.62 2.63 2.66 2.68 / 2.96 2.98 3.00

TC 30.5 30.9 31.7 32.0 31.7 32.0 32.3 32.7 33.9 34.0 34.1 34.6 / 39.5 39.8 40.1

85 S/T 0.91 0.95 0.98 0.99 0.64 0.87 0.95 0.99 0.39 0.58 0.77 0.97 / 0.39 0.55 0.71
1210 kW 2.63 2.65 2.68 2.69 2.68 2.71 2.72 2.76 2.87 2.89 291 2.93 / 3.34 3.34 3.36
TC 30.1 30.6 31.4 31.7 31.6 31.9 32.2 32.6 33.5 33.8 34.2 34.3 / 38.5 38.9 39.1

95 S/T 0.91 0.95 0.98 0.99 0.64 0.87 0.95 0.99 0.39 0.58 0.77 0.97 / 0.39 0.55 0.71
kw 3.06 3.09 3.12 3.13 3.12 3.15 3.17 3.20 3.33 3.35 3.38 3.39 / 3.86 3.87 3.88

TC 28.1 28.5 28.9 29.2 30.1 30.4 30.7 31.1 32.1 32.5 32.7 33.0 / 35.6 35.9 36.1

105 S/T 0.92 0.96 0.99 0.99 0.64 0.88 0.95 0.99 0.40 0.60 0.78 0.98 / 0.40 0.56 0.72
kW Bi55 3.58 8850 3.61 3.68 3.72 3.75 3.79 3.91 3.93 3.96 3.98 / 4.22 4.23 4.24

TC 22.4 22.8 23.1 23.4 24.7 25.0 25.3 25.6 26.5 26.9 27.2 27.5 / 28.1 28.3 28.4

115 S/T 0.92 0.97 0.99 0.99 0.65 0.90 0.97 0.99 0.41 0.64 0.80 0.99 / 0.41 0.57 0.76
kw 3.18 3.20 3.22 3.24 3.37 3.39 3.41 3.42 3.64 3.66 3.67 3.68 / 3.79 3.80 3.81

TC 32.6 33.1 33.9 34.3 33.7 34.2 34.6 35.1 36.0 36.5 36.9 37.3 / 43.3 43.6 43.9

65 S/T 0.92 0.97 0.99 0.99 0.66 0.89 0.97 0.99 0.41 0.60 0.79 0.99 / 0.41 0.57 0.73
kw 2.55 2.57 2.59 2.60 2.59 2.62 2.64 2.66 2.67 2.69 2.71 2.74 / 3.14 3.16 3.19

TC 32.5 32.9 33.7 34.0 33.7 34.0 34.4 34.8 35.9 36.4 36.7 37.0 / 42.9 43.1 43.2

75 S/T 0.92 0.97 0.99 0.99 0.66 0.89 0.97 0.99 0.41 0.60 0.79 0.99 / 0.41 0.57 0.73
kw 2.61 2.63 2.66 2.67 2.66 2.67 2.69 2.72 2.74 2.76 2.78 2.81 / 3.42 3.43 3.44

TC 32.0 32.5 33.3 33.7 33.1 33.6 33.9 34.4 35.4 35.8 36.2 36.6 / 41.8 42.2 42.6

85 S/T 0.92 0.97 0.99 0.99 0.66 0.89 0.97 0.99 0.41 0.60 0.79 0.99 / 0.41 0.57 0.73
1350 kW 2.90 2.92 2.95 2.96 2.95 2.98 3.01 3.04 3.06 3.08 3.09 3.11 / 3.64 3.66 3.69
TC 31.2 31.6 32.4 32.8 32.2 32.7 33.1 33.5 34.5 34.9 35.2 35.7 / 39.7 40.1 40.3

95 S/T 0.92 0.97 0.99 0.99 0.66 0.89 0.97 0.99 0.41 0.60 0.79 0.99 / 0.41 0.57 0.73
kw 3.35 3.38 3.41 3.42 3.41 3.44 3.47 3.50 3.54 3.56 3.57 3.59 / 4.06 4.07 4.08

TC 28.2 28.9 29.3 29.6 31.1 31.5 31.8 32.0 32.8 33.2 33.4 33.7 / 35.7 36.2 36.4

105 S/T 0.92 0.97 0.99 0.99 0.66 0.90 0.97 0.99 0.41 0.61 0.80 0.99 / 0.41 0.59 0.76
kW 3.64 3.66 3.68 3.70 3.87 3.88 3.90 3.92 4.10 4.12 4.13 4.14 / 4.54 4.57 4.59

TC 22.6 23.1 23.5 23.8 25.4 25.8 26.1 26.3 27.1 27.5 27.7 28.0 / 28.6 28.7 28.8

115 S/T 0.94 0.99 0.99 0.99 0.68 0.92 0.99 0.99 0.43 0.66 0.89 0.99 / 0.43 0.65 0.84
kw 3.20 3.22 3.24 3.27 3.39 3.41 3.45 3.48 3.66 3.68 3.69 3.70 / 3.81 3.83 3.84

Table 4

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity

KW: refer to total input power

Bosch IDS BOVA15 Split System Heat Pump - BTC 761701320 F (03.2023)




Product Specifications () BOSCH

BOVA15-60 + BVA15-48 For Cooli

Indoor utdoor
Airflow (CFM)| DB (°F)

. . . / .

65 S/T 0.81 0.93 0.94 0.97 0.59 0.77 0.92 0.94 0.40 0.56 0.72 0.89 / 0.39 0.54 0.66
kw 2.76 2.78 2.80 2.81 2.80 2.82 2.84 2.86 2.91 2.93 2.94 2.97 / 3.49 3.2 8155

TC 39.6 40.1 41.1 41.6 40.7 41.2 41.9 42.4 43.5 44.0 44.5 45.0 / 51.8 52.2 52.6

75 S/T 0.81 0.93 0.94 0.97 0.59 0.77 0.92 0.94 0.40 0.56 0.72 0.89 / 0.39 0.54 0.66
kw 3.13 3.15 3.18 3.19 3.18 3.20 3.22 3.24 3.27 3.30 3.32 3.35 / 3.92 3.96 3.99

TC 39.0 39.6 40.6 41.0 40.2 40.6 41.3 41.8 43.0 43.4 43.9 44.4 / 50.9 51.3 51.7

85 S/T 0.81 0.93 0.94 0.97 0.59 0.77 0.92 0.94 0.40 0.56 0.72 0.89 / 0.39 0.54 0.66
1330 kW 3.48 851 353 3.54 353 3.56 8850 3.61 3.65 3.67 3.69 3.72 / 4.30 4.33 4.36
TC 38.5 39.1 40.1 40.5 39.7 40.1 40.8 41.3 42.5 43.0 43.3 43.8 / 49.4 49.7 50.1

95 S/T 0.81 0.93 0.94 0.97 0.59 0.77 0.92 0.94 0.40 0.56 0.72 0.89 / 0.39 0.54 0.66
kw 3.99 4.02 4.05 4.06 4.05 4.08 4.11 4.13 4.17 4.20 4.23 4.25 / 4.92 4.95 4.99

TC 36.9 37.1 37.4 37.8 38.1 38.4 39.0 39.5 40.9 41.3 41.7 42.0 / 46.6 47.0 47.3

105 S/T 0.82 0.94 0.96 0.99 0.60 0.78 0.93 0.96 0.41 0.57 0.73 0.90 / 0.39 0.54 0.66
kw 4.61 4.62 4.67 4.67 4.67 4.71 4.76 4.78 4.79 4.82 4.86 4.88 / 5.33 5.36 5.38

TC 33.7 34.2 35.0 35.4 35.3 35.6 35.9 36.3 38.0 38.3 38.4 38.6 / 41.0 41.2 41.4

115 S/T 0.84 0.96 0.98 0.99 0.62 0.80 0.95 0.98 0.43 0.59 0.75 0.92 / 0.41 0.56 0.68
kw 4.81 4.85 4.89 491 4.94 4.97 5.02 5.05 5.08 5.11 5.14 5.16 / 5.35 5.37 5.39

TC 42.1 42.7 43.6 44.1 43.3 43.8 44.5 45.0 46.2 46.8 47.3 47.8 / 53.4 53.8 54.3

65 S/T 0.84 0.96 0.97 0.98 0.62 0.80 0.95 0.97 0.43 0.59 0.75 0.92 / 0.39 0.54 0.67
kW 3.03 3.06 3.08 3.09 3.08 3.10 3.13 3.15 3.19 3.22 3.25 3.29 / 3.71 3.74 3.77

TC 42.3 42.9 43.8 44.3 43.4 44.0 44.7 45.2 46.5 47.0 47.5 48.0 / 53.0 53.4 53.8

75 S/T 0.84 0.96 0.97 0.98 0.62 0.80 0.95 0.97 0.43 0.59 0.75 0.92 / 0.39 0.54 0.67
kw 3.38 3.41 3.44 3.45 3.44 3.46 3.49 3.51 3.56 3.59 3.63 3.65 / 4.11 4.13 4.16

TC 41.6 42.2 43.3 43.7 42.9 43.4 44.0 44.5 45.8 46.4 46.8 47.3 / 51.9 52.4 52.8

85 S/T 0.84 0.96 0.97 0.98 0.62 0.80 0.95 0.97 0.43 0.59 0.75 0.92 / 0.39 0.54 0.67
1530 kW 3.72 3.75 3.78 3.79 3.78 3.81 3.83 3.85 3.92 3.96 3.98 4.01 / 4.58 4.61 4.64
TC 41.1 41.7 42.8 43.2 42.4 42.8 43.5 44.0 45.2 46.0 46.6 46.9 / 50.7 51.1 51.5

95 S/T 0.84 0.96 0.97 0.98 0.62 0.80 0.95 0.97 0.43 0.59 0.75 0.92 / 0.39 0.54 0.67
kw 4.07 4.10 4.14 4.14 4.14 4.17 4.21 4.24 4.30 4.32 4.33 4.36 / 5.04 5.08 5.11

TC 38.1 38.4 38.8 39.1 39.4 39.9 40.3 40.8 42.3 42.8 43.1 43.5 / 47.6 47.9 48.2

105 S/T 0.84 0.96 0.97 0.99 0.62 0.80 0.95 0.97 0.43 0.59 0.75 0.92 / 0.40 0.55 0.69
kw 4.69 4.70 4.73 4.74 4.78 4.82 4.85 4.88 4.89 4.93 4.96 5.00 / 5.38 5.40 5.42

TC 34.4 35.0 35.5 36.1 36.5 37.1 37.7 38.4 38.9 39.4 40.1 40.3 / 41.5 41.7 41.9

115 S/T 0.88 0.98 0.99 0.99 0.65 0.84 0.97 0.99 0.47 0.63 0.79 0.96 / 0.44 0.59 0.73
kw 4.90 4.94 4.96 4.99 5.00 5.04 5.11 5.15 5.23 5.26 5.28 5.31 / 5.35 5.37 5.38

TC 44.4 44.9 45.9 46.4 45.7 46.2 46.7 47.2 49.1 49.4 49.8 50.5 / 54.2 54.6 55.6

65 S/T 0.86 0.98 0.99 0.99 0.64 0.82 0.97 0.99 0.45 0.61 0.77 0.94 / 0.41 0.56 0.70
kW 3.39 3.42 3.45 3.46 3.45 3.47 3.50 3.53 Bi55 3.58 3.61 3.63 / 4.10 4.13 4.11

TC 44.6 45.1 46.1 46.6 45.9 46.4 46.9 47.5 49.0 49.4 50.0 50.4 / 54.1 54.5 54.9

75 S/T 0.86 0.98 0.99 0.99 0.64 0.82 0.97 0.99 0.45 0.61 0.77 0.94 / 0.41 0.56 0.70
kw 3.59 3.63 3.66 3.67 3.66 3.69 3.72 3.73 3.79 3.82 3.85 3.86 / 4.36 4.38 4.41

TC 43.9 44.4 45.5 46.0 45.1 45.7 46.4 46.9 48.3 48.9 49.3 49.7 / 52.6 53.0 53.4

85 S/T 0.86 0.98 0.99 0.99 0.64 0.82 0.97 0.99 0.45 0.61 0.77 0.94 / 0.41 0.56 0.70
1760 kw 4.04 4.07 4.10 4.11 4.10 4.13 4.16 4.19 4.23 4.26 4.28 4.32 / 4.75 4.79 4.82
TC 43.0 43.5 44.6 45.1 44.2 44.8 45.5 46.0 47.4 47.9 48.4 48.8 / 51.6 52.0 52.4

95 S/T 0.86 0.98 0.99 0.99 0.64 0.82 0.97 0.99 0.45 0.61 0.77 0.94 / 0.41 0.56 0.70
kw 4.58 4.62 4.67 4.68 4.67 4.70 4.74 4.77 4.82 4.85 4.86 4.89 / 5.46 5.50 5.53

TC 38.6 39.1 39.5 39.9 40.2 40.6 41.1 41.6 43.2 43.5 43.8 44.2 / 48.6 48.8 49.0

105 S/T 0.87 0.99 0.99 0.99 0.65 0.83 0.98 0.99 0.46 0.62 0.78 0.95 / 0.42 0.57 0.71
kw 4.78 4.80 4.82 4.84 4.87 491 4.96 4.99 5.00 5.02 5.05 5.08 / 5.46 5.48 Bl

TC 35.3 35.7 36.0 36.5 37.1 37.7 38.3 39.0 39.6 40.1 40.5 41.0 / 42.0 42.5 42.7

115 S/T 0.90 0.99 0.99 0.99 0.68 0.87 0.99 0.99 0.50 0.66 0.82 0.99 / 0.46 0.61 0.75
kw 5.01 5.06 5.08 5.09 5.10 5.15 5.20 5.24 5.30 5.33 5.34 5.36 / 5.41 5.43 5.44

Table 5

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity

KW: refer to total input power

Bosch IDS BOVA15 Split System Heat Pump - BTC 761701320 F (03.2023)




) BOSCH Product Specifications

BOVA15-60+BVA15-60 For Cooling

Indoor | Outdoor
Airflow (CFM)| DB (°F)

65 S/T 0.83 0.93 0.96 0.98 0.62 0.81 0.95 0.96 0.42 0.60 0.76 0.90 / 0.38 0.56 0.71
kW 3.90 3.92 G 3.95 4.05 4.08 4.11 4.13 4.13 4.16 4.19 4.22 / 4.33 4.37 4.40

TC 46.3 46.9 47.9 48.4 49.2 49.7 50.2 50.7 52.3 52.8 53.3 53.5 / 58.6 59.0 59.4

75 S/T 0.83 0.93 0.96 0.98 0.62 0.81 0.95 0.96 0.42 0.60 0.76 0.90 / 0.38 0.56 0.71
kw 4.20 4.23 4.27 4.27 4.26 4.29 4.32 4.35 4.37 4.39 4.42 4.44 / 4.64 4.67 4.71

TC 46.0 46.5 47.4 47.9 48.6 49.1 49.6 50.0 51.4 52.0 52.8 53.0 / 57.6 58.1 58.5

85 S/T 0.83 0.93 0.96 0.98 0.62 0.81 0.95 0.96 0.42 0.60 0.76 0.90 / 0.38 0.56 0.71
1650 kw 4.65 4.67 4.69 4.71 4.71 4.75 4.78 4.81 4.88 491 4.93 4.96 / 5.15 5.19 5.21
TC 44.7 45.5 46.4 47.1 48.1 48.7 49.2 49.7 51.0 51.6 52.5 52.9 / 56.1 56.5 56.9

95 S/T 0.83 0.93 0.96 0.98 0.62 0.81 0.95 0.96 0.42 0.60 0.76 0.90 / 0.38 0.56 0.71
kw 5.02 5.06 5.11 5.11 5.12 5.14 5.15 5.17 5.26 5.28 5.30 5.32 / 5.62 5.65 5.69

TC 40.5 41.0 42.0 42.5 42.4 43.0 43.6 44.1 44.9 45.2 45.6 45.9 / 49.7 49.9 49.9

105 S/T 0.85 0.94 0.97 0.98 0.64 0.83 0.96 0.97 0.44 0.61 0.77 0.91 / 0.39 0.58 0.73
kW 5.05 5.10 5.14 5.14 5.14 5.19 5.24 5.28 5.30 5.34 5.38 5.41 / 5.86 5.88 5.88

TC 34.7 35.1 35.8 36.3 36.1 36.6 37.0 37.4 38.5 39.0 39.4 39.7 / 40.5 40.8 41.0

115 S/T 0.86 0.95 0.98 0.98 0.65 0.85 0.97 0.98 0.45 0.62 0.79 0.96 / 0.41 0.60 0.75
kw 4.84 4.89 4.93 4.95 5.03 5.05 5.09 5.14 5.27 5.29 5.31 5.31 / 5.35 5.36 5.38

TC 48.8 49.6 50.6 51.2 51.9 52.5 53.1 53.6 54.6 54.8 55.2 55.6 / 60.8 61.1 61.4

65 S/T 0.84 0.94 0.97 0.98 0.63 0.82 0.96 0.97 0.43 0.61 0.77 0.90 / 0.40 0.58 0.73
kw 4.01 4.04 4.06 4.07 4.08 4.11 4.14 4.17 4.22 4.25 4.28 4.31 / 4.66 4.69 4.73

TC 48.6 49.1 50.2 50.7 51.7 52.2 52.8 53.4 54.4 54.6 55.0 55.4 / 60.2 60.6 60.9

75 S/T 0.84 0.94 0.97 0.98 0.63 0.82 0.96 0.97 0.43 0.61 0.77 0.90 / 0.40 0.58 0.73
kw 4.29 4.32 4.37 4.37 4.36 4.39 4.43 4.47 4.49 4.52 4.53 4.56 / 4.79 4.83 4.84

TC 48.4 49.0 50.0 50.5 51.6 52.1 52.7 53.3 54.2 54.6 54.9 55.4 / 59.6 60.0 60.3

85 S/T 0.84 0.94 0.97 0.98 0.63 0.82 0.96 0.97 0.43 0.61 0.77 0.90 / 0.40 0.58 0.73
1800 kW 4.79 4.81 4.84 4.86 4.96 5.00 5.04 5.07 5.09 5.11 5.15 5.18 / 5.31 5.8 5.38
TC 48.0 48.6 49.4 50.2 51.5 52.1 52.6 53.1 54.2 54.6 54.8 55.3 / 59.0 59.4 59.7

95 S/T 0.84 0.94 0.97 0.98 0.63 0.82 0.96 0.97 0.43 0.61 0.77 0.90 / 0.40 0.58 0.73
kw 5.19 5.24 5.28 5.31 5.28 5.33 5.37 5.41 5.53 5.57 5.59 5.62 / 5.91 5.95 5.98

TC 41.3 41.8 42.9 43.4 45.0 45.5 46.0 46.6 48.5 48.9 49.2 49.5 / 51.1 51.4 51.7

105 S/T 0.86 0.95 0.98 0.98 0.65 0.84 0.97 0.98 0.45 0.62 0.78 0.92 / 0.41 0.60 0.75
kW 5.31 5.36 5.42 5.42 .57 5¥5 5.62 5.68 5.71 5.75 5.78 5.81 / 5.97 5.98 5539

TC 36.0 36.4 37.3 37.7 37.8 38.2 38.7 39.2 40.4 40.7 40.9 41.2 / 42.3 42.4 42.6

115 S/T 0.87 0.96 0.98 0.98 0.66 0.86 0.98 0.98 0.46 0.63 0.80 0.97 / 0.43 0.62 0.77
kw 4.92 4.96 4.98 5.01 5.06 5.11 5.15 5.20 5.31 5.33 5.35 5.36 / 5.48 5.49 5.50

TC 51.1 51.7 52.4 53.2 53.3 53.8 54.4 55.0 56.5 56.8 57.2 57.6 / 63.0 63.4 63.8

65 S/T 0.85 0.95 0.98 0.98 0.64 0.83 0.97 0.98 0.44 0.62 0.78 0.91 / 0.41 0.59 0.74
kw 4.23 4.26 4.29 4.29 4.29 4.33 4.36 4.40 4.40 4.44 4.47 451 / 4.92 4.95 4.98

TC 50.6 51.4 52.3 52.9 53.0 53.6 54.2 54.8 56.6 57.0 57.4 57.8 / 62.5 62.9 63.4

75 S/T 0.85 0.95 0.98 0.98 0.64 0.83 0.97 0.98 0.44 0.62 0.78 0.91 / 0.41 0.59 0.74
kw 4.53 4.57 4.61 4.61 4.60 4.64 4.67 4.71 4.74 4.76 4.78 4.81 / 5.16 5.19 5.22

TC 49.8 50.4 51.4 52.0 52.2 52.7 53.3 53.9 55.5 55.9 56.3 56.8 / 61.5 61.9 62.2

85 S/T 0.85 0.95 0.98 0.98 0.64 0.83 0.97 0.98 0.44 0.62 0.78 0.91 / 0.41 0.59 0.74
1950 kW 4.99 5.03 5.07 5.07 5.09 5.11 5.15 5.19 5.21 5.24 5.27 5.30 / 5.61 5.64 5.68
TC 48.9 49.4 50.5 51.0 52.0 52.5 53.1 53.7 55.3 55.7 56.0 56.3 / 60.1 60.5 60.8

95 S/T 0.85 0.95 0.98 0.98 0.64 0.83 0.97 0.98 0.44 0.62 0.78 0.91 / 0.41 0.59 0.74
kw 5.27 5.32 5.35 5.37 5.33 5.38 5.43 5.47 5.59 5.62 5.65 5.69 / 5.98 6.01 6.05

TC 42.7 43.2 44.3 44.8 47.2 a7.7 48.3 48.8 50.8 51.1 51.4 51.8 / 52.3 B2 52.8

105 S/T 0.87 0.95 0.98 0.98 0.66 0.85 0.98 0.98 0.46 0.63 0.79 0.93 / 0.42 0.61 0.76
kW 5.45 5.50 5.54 5.56 5.68 5.73 5.79 5.84 5.88 5.91 5.5 5.98 / 6.01 6.02 6.04

TC 36.9 37.3 37.9 38.4 38.5 38.9 39.3 39.8 41.3 41.7 41.9 42.1 / 43.1 43.3 43.4

115 S/T 0.88 0.96 0.98 0.98 0.67 0.87 0.98 0.98 0.47 0.64 0.81 0.98 / 0.44 0.63 0.78
kw 5.06 5.09 5.12 5.14 5.18 5.25 5.30 5.35 5.42 5.43 5.45 5.46 / 5.56 5.57 5.59

Table 6

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity

KW: refer to total input power

Bosch IDS BOVA15 Split System Heat Pump - BTC 761701320 F (03.2023)




Product Specifications () BOSCH

BOVA15-24+BVA15-24 For Heating

(QD 86 72 67 62 57
TC | 264 | 262 259 | 256 254 254 255 259 | 259 247 | 245 230 | 224 | 218 | 208 | 19.8
60 kW 215 23 23 24 | 26 26 | 27 | 28 | 29 | 28 | 28 | 28 | 27 | 28 28 | 27
¢ | 194 194 194 193 193 192 191 190 @ 189 189 | 186 185 | 17.9 | 165 152 | 146
0 kW 159 17 18 19 | 19 | 20 | 20 | 20 | 21 | 24 | 23 | 24 | 27 | 29 29 | 29
630 ¢ | 163 163 163 162 162 162 161 161 | 160 160 | 155 | 154 | 154 | 145 @ 139 | 136
75 kW 156 16 16 17 18 18 | 19 20 | 20 | 22 | 21 | 23 | 24 | 25 | 27 | 28
¢ | 129 129 128 128 128 128 128 127 | 127 127 | 122 | 122 | 122 | 115 @ 109 | 10.6
80 kW 145 15 15 15 | 16 17 | 18 | 19 | 20 | 21 | 20 | 22 | 23 | 25 26 | 26
TC | 31.0 310 305 305 305 304 307 292 | 27.7 @ 265 | 259 | 243 | 238 | 225 @ 217 | 206
60 KW 234 26 26 28 | 28 28 | 29 | 29 | 30 | 29 | 28 | 28 | 29 | 28 27 | 27
TC | 242 242 242 | 241 241 240 240 238 | 238 236 | 231 223 | 211 | 200 @ 186 | 16.9
0 kW 169 18 19 20 21 22 | 23 23 | 25 | 26 | 27 | 28 | 26 | 29 | 28 | 28
830 ¢ | 199 199 198 @198 197 197 197 196 | 196 196 | 191 191 | 189 | 182 | 17.1 | 153
75 kw 164 17 18 19 | 19 | 21 | 22 | 22 | 23 | 24 | 24 | 23 | 25 | 26 27 | 27
T1C | 158 158 157 157 157 157 156 156 | 156 156 | 151 | 151 | 150 | 143 | 137 | 135
80 kW 155 16 16 17 | 17 18 | 19 | 20 | 21 | 21 | 18 | 19 | 22 | 23 23 | 25
TC | 357 357 356 355 347 325 307 295 | 283 27.4 | 26.4 | 250 | 255 | 234 | 218 | 206
60 kW 256 28 28 30 | 30 30 | 30 | 30 | 29 | 29 | 26 | 27 | 28 | 27 27 | 26
TC | 283 283 283 | 280 280 | 27.9 277 274 271 263 | 254 240 | 236 | 222 | 206 | 19.4
0 KW 205 22 23 24 | 25 26 | 26 | 28 | 29 | 29 | 28 | 27 | 27 | 27 27 | 26
1020 TC | 238 238 237 | 237 235 235 232 231 231 230 225 225 218 @ 194 | 17.7 | 158
75 kW 198 20 21 | 22 | 23 | 24 | 25 26 | 27 | 29 | 26 | 28 | 29 | 28 27 | 27
71C | 189 188 188 187 186 186 186 186 | 185 185 | 17.9 | 17.9 | 17.7 | 17.0 @ 164 | 156
80 kW 179 18 19 19 | 20 21 | 21 | 24 | 24 | 25 | 24 | 25 | 26 | 28 27 | 27

Table 7

TC refer to total capacity in kBTU/hr kW: refer to total input power

BOVA15-36 + BVA15-24 For Heating

--ﬂ---------------
°F

26.8 26.6 26.3 26.0 25.8 25.8 25.9 26.3 26.3 25.0 24.8 23.3 22.7 22.1 21.1 20.1
kw 2.09 2.2 2.2 2.3 2.5 2.5 2.7 2.7 2.8 2.8 2.8 2.7 2.7 2.8 2.7 2.7
70 TC 19.7 19.7 19.7 19.6 19.6 19.5 19.4 19.3 19.2 19.2 18.9 18.8 18.3 17.7 16.4 16.0
kw 1.53 1.7 1.7 1.8 1.9 1.9 2.0 2.0 2.1 2.3 2.4 2.4 2.6 2.9 2.9 2.8
630 75 TC 16.3 16.3 16.3 16.2 16.2 16.2 16.1 16.1 16.0 16.0 15.8 15.7 15.8 155 15.1 14.8
kw 1.50 1.5 1.6 1.7 1.7 1.8 1.8 1.9 2.0 2.2 2.1 2.3 2.4 2.5 2.6 2.8
80 TC 12.9 12.9 12.8 12.8 12.8 12.8 12.8 12.7 12.7 12.7 12.5 12.5 12.5 12.5 121 11.8
kw 1.39 1.4 1.4 1.5 1.5 1.6 1.7 1.8 1.9 2.1 2.0 2.2 2.3 2.4 2.6 2.5
60 TC 31.4 31.4 30.9 30.9 30.9 30.8 30.8 29.3 27.8 26.6 26.3 24.6 24.2 22.9 22.0 20.9
kw 2.28 2.5 2.6 2.7 2.8 2.8 2.9 2.9 2.9 2.9 2.8 2.8 2.9 2.7 2.7 2.6
70 TC 24.2 24.2 24.2 24.1 24.1 24.0 24.0 23.8 23.8 23.6 23.4 22.6 21.4 21.2 19.8 18.1
kw 1.63 1.8 1.9 2.0 2.1 2.2 2.2 2.3 2.4 2.6 2.7 2.8 2.7 2.8 2.8 2.7
850 75 TC 19.9 19.9 19.8 19.8 19.7 19.7 19.7 19.6 19.6 19.6 19.4 19.4 19.3 19.0 18.1 16.7
kw 1.58 1.7 1.7 1.8 1.9 2.0 2.1 2.2 2.3 2.4 2.4 2.4 2.6 2.7 2.8 2.8
80 TC 15.8 15.8 15.7 15.7 15.7 15.7 15.6 15.6 15.6 15.6 15.4 15.4 15.4 15.1 14.9 14.7
kw 1.49 1.5 1.6 1.6 1.7 1.8 1.8 2.0 2.0 2.1 1.9 2.1 2.3 2.4 2.5 2.6
TC 36.1 36.1 36.0 35.9 35.1 32.9 31.1 29.9 28.4 27.5 26.8 25.3 25.8 24.6 23.0 22.1
60 kw 2.51 2.7 2.8 2.9 2.9 3.0 2.9 2.9 2.8 2.9 2.7 2.8 2.9 2.9 2.8 2.8
70 TC 28.4 28.4 28.4 28.1 28.1 28.0 27.8 27.5 27.2 26.4 25.8 24.3 23.9 234 21.8 20.9
kw 1.99 2.1 2.2 2.3 2.4 2.5 2.5 2.7 2.9 2.8 2.9 2.9 2.8 2.8 2.8 2.7
1020 75 TC 23.8 23.8 23.7 23.7 23.5 23.5 23.2 23.1 23.1 23.0 22.8 22.8 22.1 20.6 18.9 17.3
kw 1.92 1.9 2.0 2.2 2.2 2.4 2.4 2.5 2.7 2.8 2.8 2.9 3.1 2.9 2.9 2.8
80 TC 18.9 18.8 18.8 18.7 18.6 18.6 18.6 18.6 18.5 18.5 18.2 18.2 18.1 18.0 17.6 17.1
kw 1.73 1.8 1.8 1.9 2.0 2.0 2.0 2.3 2.4 2.5 2.4 2.5 2.7 2.9 2.8 2.8
Table 8

TC refer to total capacity in kBTU/hr kW: refer to total input power

Bosch IDS BOVA15 Split System Heat Pump - BTC 761701320 F (03.2023)




) BOSCH Product Specifications

BOVA15-36+BVA15-36 For Heating

(QD 86 72
TC | 393 390 385 384 384 383 368 341 321 306 | 303 | 288 | 274 | 256 | 234 | 202
60 kW | 250 27 28 30 33 35 35 34 | 33 | 33 | 32 | 31 | 31 | 31 | 30 | 30
o TC | 308 308 308 307 306 303 302 300 @ 300 296 | 294 273 | 252 | 246 @ 227 | 209
kW 201 23 24 26 | 26 | 27 | 29 | 29 | 31 | 34 35 | 34 33 32 32 31
970 TC | 255 255 254 | 254 254 254 254 | 247 | 245 245 | 250 | 249 | 246 | 240 @ 211 | 189
75 kw177 21 22 | 22 | 22 | 24 | 24 | 25 | 27 | 28 29 | 31 34 33 32 31
¢ | 212 212 | 211 211 211 210 210 @ 209 | 209 209 | 217 | 217 | 217 | 217 | 207 | 186
80 kw 147 16 17 18 | 19 20 | 21 | 22 | 24 | 25 | 25 | 26 | 29 | 30 32 | 32
TC | 445 443 440 | 438 426 402 380 354 | 333 320 320 | 299 288 269 242 216
60 kW 298 35 35 38 37 37 | 36 34 | 34 | 33 | 32 | 31 | 32 | 31 | 30 | 30
o TC | 350 350 348 | 347 347 347 348 342 | 326 307 304 @ 285 263 261 | 235 214
kW 237 26 27 28 | 29 | 30 | 30 | 33 | 34 | 34 34 | 34 32 32 32 31
1210 TC | 291 291 290 | 289 290 289 286 283 | 281 281 286 | 27.6 254 248 219 193
75 KW 200 24 25 25 | 26 | 27 | 27 | 28 | 31 | 32 | 33 | 34 33 33 32 31
TC | 243 243 242 | 242 242 | 242 241 240 238 238 247 247 | 246 | 246 | 220 | 19.0
80 kw 158 18 18 20 | 21 22 | 23 | 25 | 26 | 27 | 28 | 30 | 32 | 34 33 | 32
TC | 483 | 482 474 | 446 430 409 387 @ 364 | 338 | 325 315 | 306 | 295 274 | 246 220
60 kW 326 38 39 40 | 39 | 37 | 36 | 35 | 34 | 33 32 | 33 33 33 32 31
o TC | 384 384 383 | 380 380 379 375 351 | 331 313 313 | 297 286 271 | 242 217
kW 256 28 29 31 | 33 35 | 35 35 | 34 | 34 | 35 | 35 | 35 | 35 33 | 32
1350 TC | 326 325 324 | 324 321 320 320 320 @ 316 299 301 285 267 251 | 223 1938
75 KW 224 26 27 28 | 28 | 29 | 30 | 32 | 34 | 34 35 | 35 35 33 32 31
¢ | 272 271 | 270 | 270 270 269 269 @267 | 263 261 | 26.4 @ 262 | 259 | 248 | 222 | 195
80 kW 173 19 20 22 | 23 24 | 26 | 26 | 28 | 31 | 32 | 34 | 35 | 34 33 | 32

Table 9

TC refer to total capacity in kBTU/hr kW: refer to total input power

BOVA15-60+BVA15-48 For Heating

--ﬂ---------------
°F

55.6 55.3 55.2 55.1 55.1 55.0 54.9 52.3 48.8 45.7 42.7 41.1 39.1 35.8 34.4 32,5
kw 3.57 3.8 4.0 4.3 4.5 4.8 5.0 5.1 5.1 5.2 4.9 4.9 5.0 4.7 4.6 4.5
70 TC 44.2 44.0 44.0 43.9 43.7 43.6 43.6 43.2 42.4 42.1 41.5 39.9 37.8 34.8 33.0 31.6
kW 2.98 3.1 3.3 3.5 3.6 3.9 4.0 4.4 4.6 4.9 4.7 4.9 4.9 4.7 4.6 4.5
1310 TC 37.2 37.0 36.9 36.8 36.8 36.7 36.5 36.3 35.8 35.5 35.0 34.6 33.9 315 31.0 29.2
" kw 2.77 2.8 2.9 3.1 3.2 3.4 3.4 3.8 4.0 4.2 4.2 4.4 4.7 4.7 4.5 4.4
TC 30.4 30.2 29.9 29.6 29.4 29.1 29.1 29.0 28.7 28.3 28.0 27.6 27.2 24.8 24.7 24.2
80 kW 2.59 2.8 2.9 3.0 3.1 3.2 3.4 3.5 3.8 3.9 3.8 4.0 4.4 4.5 4.2 4.0
TC 59.0 59.0 58.5 58.5 58.4 57.7 57.5 53.1 49.4 46.1 43.6 42.2 40.1 36.8 35.3 33.4
60 kw 3.68 4.4 4.6 4.9 5.2 5.4 5.1 5.0 5.1 5.1 4.9 5.2 5.3 5.1 5.0 4.8
70 TC 48.5 48.4 48.3 48.3 48.2 48.0 48.0 41.7 46.7 45.2 43.1 41.6 38.8 36.2 34.5 32.9
1510 kw 3.22 3.4 3.5 3.8 4.0 4.1 4.2 4.7 5.0 5.0 4.9 5.0 5.0 5.0 4.9 4.9
TC 41.6 41.6 41.5 415 41.4 41.3 41.3 40.1 39.6 39.2 38.8 38.4 37.2 34.6 34.0 32.0
" kw 2.95 3.1 3.2 3.3 3.5 3.7 3.8 4.2 4.3 4.6 4.6 4.9 5.2 5.2 5.0 4.9
TC 33.5 33.5 33.2 33.2 33.0 33.0 32.9 32.6 32.3 32.1 31.8 31.7 31.5 29.3 29.0 28.0
80 kw 2.70 2.9 3.0 3.1 3.3 3.4 3.6 3.8 4.0 4.2 4.1 4.4 4.8 4.9 4.8 4.7
TC 62.9 62.7 62.5 62.5 62.3 61.2 58.4 54.5 50.3 46.6 44.0 42.6 40.6 37.3 35.4 33.5
60 kw 4.33 4.6 4.7 4.8 4.9 5.0 5.0 5.0 5.1 5.2 5.0 5.0 5.1 4.8 4.7 4.7
70 TC 52.1 52.1 52.0 52.0 52.0 52.0 51.9 50.8 47.6 44.9 43.0 42.3 39.8 36.7 35.1 33.2
kw 3.48 3.7 3.9 4.2 4.5 4.7 4.9 4.9 5.1 5.1 4.8 5.2 5.2 5.0 4.9 4.8
1760 TC 45.4 45.4 45.4 45.3 453 45.2 451 441 43.5 42.7 42.3 39.8 37.6 35.1 34.4 324
" kw 3.19 3.4 3.5 3.7 3.9 4.1 4.2 4.7 4.9 5.1 5.2 5.4 5.3 5.2 5.1 5.0
TC 36.2 35.9 35.8 35.8 35.8 35.7 35.4 35.2 35.2 34.9 34.4 34.1 33.5 30.3 29.8 28.6
80 kw 2.95 3.0 3.1 3.2 3.4 3.5 3.7 4.0 4.1 4.2 4.0 4.2 4.5 4.8 4.8 4.8
Table 10

TC refer to total capacity in kBTU/hr kW: refer to total input power

Bosch IDS BOVA15 Split System Heat Pump - BTC 761701320 F (03.2023)




Product Specifications ) BOSCH

116 63.7 63.7 63.4 63.2 62.8 62.3 61.8 59.0 56.0 52.7 49.0 46.5 43.2 39.8 36.6 35.2

60 kw 3.91 4.6 4.9 5.1 5.5 5.6 5.6 5.6 5.5 5.4 5.4 5.5 5.4 5.1 5.1 4.9

116 B2 52.4 52.4 52.2 52.3 52.6 52.7 52.2 51.4 51.0 48.2 44.6 41.2 38.0 36.5 34.5

70 kw 3.38 3.7 3.9 4.1 4.4 4.5 4.7 5.1 5.4 5.4 5.1 5.3 5.4 5.2 5.1 5.0

1650 75 116 43.5 43.5 43.5 43.4 43.4 43.4 43.3 43.2 42.9 42.3 41.9 41.6 40.5 36.6 34.9 33.8
kw 2.69 3.1 3.2 3.4 3.6 3.8 4.0 4.3 4.6 4.8 4.7 5.0 5.4 5.5 5.3 5.2

80 116 34.6 34.6 34.6 34.6 34.5 34.5 34.5 34.3 34.3 34.3 33.9 33.4 33.0 31.1 30.6 30.3

kw 2.56 2.8 2.9 3.0 3.1 3.3 3.4 3.6 3.9 4.0 3.9 4.1 4.5 4.7 4.7 4.6

116 68.3 68.0 67.9 67.4 67.2 66.3 64.5 61.2 57.8 54.1 50.7 46.9 43.7 40.3 38.7 36.2

60 kw 4.03 4.7 4.9 5.3 5.5 5.5 5.5 5.5 5.4 5.3 5.4 5.5 5.6 5.3 5.2 5.0

70 TC 56.9 56.8 56.6 56.5 56.3 56.1 56.0 55.1 54.3 52.4 48.9 454 41.5 38.3 37.3 35.4

kw 3.42 3.8 4.0 4.3 4.6 4.7 4.9 5.2 5.4 5.4 5.2 5.3 5.3 5.3 5.2 5.1

1800 116 48.1 48.1 48.1 48.0 47.9 47.9 47.8 47.2 46.8 46.2 44.1 43.7 40.8 37.1 35.4 34.4
75 kw 2.93 3.4 3.5 3.7 3.9 4.2 4.4 4.6 4.7 4.9 4.9 5.2 5.6 5.4 5.2 5.2
80 116 38.5 38.5 38.4 38.3 38.2 38.2 38.1 37.9 37.8 37.6 36.9 36.9 36.6 34.5 33.4 32.8

kw 2.71 2.9 3.0 3.2 3.4 3.6 3.7 4.0 4.3 4.5 4.2 4.4 4.7 5.0 4.9 4.8

116 73.9 73.4 73.4 72.9 71.4 67.9 65.9 62.7 58.1 54.3 53.3 51.5 48.0 43.1 39.2 37.2

60 kw 4.20 5.0 5.3 5.6 5.6 5.5 5.5 5.4 5.3 5.2 5.4 5.4 5.5 5.3 5.1 5.0
70 116 57.9 57.8 57.5 57.4 57.2 57.1 57.1 56.8 56.1 54.0 50.6 46.7 43.3 39.3 38.2 37.0

kw 3.57 4.0 4.2 4.5 4.9 4.8 5.2 5.7 5.6 5.4 5.2 5.3 5.3 5.2 5.1 5.0

1950 75 116 51.0 50.8 50.3 50.1 49.8 49.6 49.5 49.0 48.5 47.1 45.1 44.3 41.7 38.2 35.9 34.9
kw 3.52 3.8 4.0 4.1 4.4 4.5 4.7 4.7 5.0 5.4 5.4 5.7 5.9 5.8 5.5 5.5
80 116 41.4 414 41.3 41.3 41.1 40.9 40.7 40.3 39.7 39.5 38.6 38.7 39.2 35.8 35.3 34.0

kw 3.12 3.2 3.4 3.7 3.7 3.9 4.0 4.3 4.4 4.5 4.4 4.7 5.0 5.2 5.4 5.3

Table 11

TC refer to total capacity in kBTU/hr kW: refer to total input power

Bosch IDS BOVA15 Split System Heat Pump - BTC 761701320 F (03.2023)




) BOSCH Product Specifications

4.2 BOVA15+BVA20

Indoor | Outdoor
Airflow (CFM)| DB (°F)

65 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
kW 0.92 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 / 1.33 1.33 1.33
TC 16.7 17.0 17.4 176 17.3 175 17.8 18.1 185 18.7 19.0 19.2 / 23.6 24.0 24.2
75 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
kW 1.12 1.12 1.12 1.12 1.12 1.22 1.22 1.22 1.22 1.22 1.22 1.22 / 1.53 1.63 1.63
C 16.7 17.0 17.4 17.6 17.3 17.5 17.8 18.0 18.4 18.7 18.9 19.1 / 236 23.9 241
85 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
- kW 1.33 1.33 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 / 1.73 173 1.84
TC 16.6 16.9 17.4 176 17.3 175 17.8 18.0 18.4 18.7 18.9 19.1 / 235 23.8 24.0
95 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
kW 1.63 1.63 1.63 1.63 1.63 1.63 1.73 1.73 1.73 1.73 1.73 1.73 / 2.14 2.14 2.14
C 16.6 16.8 17.3 17.5 17.2 17.4 17.7 17.9 18.3 18.6 18.8 19.0 / 23.2 23.4 235
105 S/T 0.91 0.96 1.00 1.00 0.65 0.85 0.96 0.96 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kW 1.94 1.94 1.94 1.94 1.94 1.94 2.04 2.04 2.04 2.04 2.04 2.04 / 2.45 2.45 2.55
TC 16.4 16.6 17.0 17.2 16.9 17.1 17.4 176 18.0 183 185 18.7 / 23.0 23.2 23.4
115 S/T 0.93 0.98 1.00 1.00 0.67 0.87 0.98 0.97 0.42 0.60 0.77 0.95 / 0.41 0.56 0.72
kW 2.24 2.24 2.24 2.24 2.24 2.24 2.35 2.35 2.35 2.35 2.35 2.35 / 2.86 2.96 2.96
C 16.9 17.1 17.5 17.7 17.4 17.6 17.9 18.1 185 18.7 19.0 19.2 / 24.4 24.6 25.0
65 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kW 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 / 1.33 1.33 1.33
TC 17.0 17.2 17.7 17.9 176 17.8 18.0 183 18.7 18.9 19.2 19.4 / 24.0 24.3 24.6
75 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kW 1.12 1.12 1.22 1.22 1.22 1.22 1.22 1.22 1.22 1.22 1.22 1.22 / 1.63 1.63 1.63
C 17.0 17.2 17.7 17.9 17.6 17.8 18.0 18.3 18.7 18.9 19.2 19.4 / 24.0 24.2 24.6
85 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
660 kW 1.33 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 / 1.73 173 1.84
Low Stage TC 16.9 17.1 176 17.8 175 17.7 17.9 18.2 18.6 18.9 19.1 19.4 / 23.9 24.2 24.4
95 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kW 1.63 1.63 1.63 1.63 1.63 1.73 1.73 1.73 1.73 1.73 1.73 1.73 / 2.14 2.14 2.14
C 16.8 17.1 17.5 17.7 17.4 17.6 17.9 18.1 18.6 18.8 19.1 19.3 / 236 24.0 24.2
105 S/T 0.92 0.97 1.00 1.00 0.66 0.86 0.97 0.98 0.41 0.59 0.76 0.94 / 0.40 0.55 0.71
kW 1.94 1.94 1.94 1.94 1.94 1.94 2.04 2.04 2.04 2.04 2.04 2.04 / 2.55 2.55 2.55
TC 16.5 16.8 17.2 17.4 17.1 17.3 176 17.8 18.3 186 18.7 19.0 / 23.4 23.7 24.0
115 S/T 0.94 0.99 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.78 0.96 / 0.42 0.57 0.73
kW 2.24 2.24 2.24 2.24 2.24 2.24 2.35 2.35 2.35 2.35 2.35 2.45 / 2.96 2.96 2.96
C 18.6 18.8 19.4 19.5 19.3 19.5 19.7 20.0 20.6 208 211 21.4 / 26.6 27.0 27.2
65 S/T 0.92 0.97 0.99 1.00 0.67 0.87 0.98 0.99 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
kW 1.12 1.12 1.12 1.12 1.12 1.12 1.12 1.12 1.12 1.12 1.12 1.22 / 1.43 1.43 153
C 18.8 19.0 19.5 19.7 19.3 19.7 19.9 20.2 20.8 21.0 21.2 21.4 / 26.7 27.1 27.3
75 S/T 0.92 0.97 0.99 1.00 0.67 0.87 0.98 0.99 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
kW 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.43 1.43 1.43 1.43 1.43 / 1.73 1.73 1.73
C 18.8 19.0 19.5 19.7 19.4 19.7 19.9 20.2 20.7 21.0 21.2 21.4 / 26.5 26.7 27.0
85 S/T 0.92 0.97 0.99 1.00 0.67 0.88 0.98 1.00 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
- kW 153 1.53 153 1.53 153 1.53 153 1.63 1.63 1.63 1.63 1.63 / 1.94 1.94 2.04
C 18.7 18.9 19.5 19.6 19.4 19.6 19.8 20.1 20.6 20.9 21.1 21.2 / 26.2 26.5 26.6
95 S/T 0.92 0.97 0.99 1.00 0.67 0.88 0.98 1.00 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
kW 1.84 1.84 1.84 1.84 1.84 1.84 1.84 1.94 1.94 1.94 1.94 1.94 / 2.35 2.35 2.35
C 18.3 18.6 19.0 19.2 19.1 19.3 19.5 19.7 20.4 206 208 21.0 / 25.3 25.6 25.8
105 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.78 0.96 / 0.41 0.56 0.72
kW 2.14 2.14 2.14 2.14 2.14 2.14 2.14 2.24 2.24 2.24 2.24 2.24 / 2.75 2.86 2.86
TC 18.2 18.4 18.9 19.1 19.1 19.2 19.4 195 20.2 20.4 20.6 20.9 / 246 24.8 25.1
115 S/T 0.95 1.00 1.00 1.00 0.70 0.91 1.00 1.00 0.45 0.63 0.80 0.98 / 0.43 0.58 0.74
kW 2.55 2.55 2.55 2.55 2.55 2.65 2.65 2.65 2.65 2.75 2.75 2.75 / 3.26 3.26 3.37
C 20.7 20.9 21.4 21.7 213 216 218 221 228 23.0 24.4 24.7 / 28.9 29.1 29.4
65 S/T 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.95 / 0.41 0.55 0.71
kW 1.22 1.22 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.33 / 1.73 1.73 1.84
TC 20.4 20.7 21.2 21.4 21.1 21.3 21.6 21.8 22.6 22.9 24.2 24.2 / 28.9 29.1 29.4
75 S/T 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kW 1.43 1.53 153 1.53 153 1.53 153 1.53 153 1.53 1.63 1.63 / 1.94 1.94 2.04
C 203 205 211 21.3 21.0 21.3 215 218 226 22.7 241 24.2 / 28.6 28.9 29.0
85 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
860 kW 1.63 1.63 1.63 1.63 1.63 1.73 1.73 1.73 1.73 1.73 1.73 1.73 / 2.14 2.14 2.24
High Stage TC 20.1 20.4 21.0 21.0 20.8 21.1 21.3 21.7 22.3 22.7 24.0 24.1 / 28.3 28.5 28.7
95 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kw 1.94 1.94 1.94 1.94 1.94 1.94 1.94 2.04 2.04 2.04 2.04 2.04 / 255 2.65 2.65
C 18.9 19.2 19.5 19.7 20.6 20.9 211 21.4 218 22.0 22.2 225 / 26.4 26.6 26.8
105 S/T 0.94 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.78 0.97 / 0.42 0.56 0.72
kW 2.24 2.24 2.24 2.24 2.24 2.35 2.35 2.35 2.35 2.35 2.35 2.45 / 2.96 2.96 2.96
C 18.6 18.9 19.2 195 20.3 20.6 20.9 21.1 215 21.7 21.9 22.2 / 26.1 26.3 26.5
115 S/T 0.96 1.00 1.00 1.00 0.71 0.92 1.00 1.00 0.46 0.64 0.80 0.99 / 0.44 0.58 0.74
kW 2.55 2.65 2.65 2.65 2.65 2.65 2.75 2.75 2.75 2.75 2.75 2.86 / 3.37 3.37 3.37

Table 12

TC refer to total capacity in kBTU/hr  S/T: refer to the ratio of sensible heat and total capacity
kW: refer to total input power
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Product Specifications () BOSCH

Indoor | Outdoor
Airflow (CFM)| DB (°F)

/ .
65 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
kw 0.92 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 / 1.33 1.33 1.33
C 17.03 | 1723 | 17.72 | 1782 | 1762 | 17.82 | 18.02 | 1841 | 1881 | 19.01 | 19.31 | 19.50 / 23.96 | 24.35 | 2455
75 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
kw 1.12 1.12 1.12 1.12 1.12 1.22 1.22 1.22 1.22 1.22 1.22 1.22 / 1.53 1.63 1.63
T 17.03 | 17.23 | 17.72 | 17.82 | 1762 | 17.82 | 1802 | 1832 | 1871 | 19.01 | 19.21 | 19.40 / 23.96 | 24.26 | 24.45
85 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
- kW 1.33 1.33 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 / 1.73 1.73 1.84
C 1693 | 17.13 | 17.72 | 1782 | 17.62 | 17.82 | 18.02 | 1832 | 1871 | 19.01 | 19.21 | 19.40 / 2386 | 24.16 | 24.45
95 S/T 0.90 0.95 0.99 1.00 0.64 0.84 0.95 0.96 0.39 0.57 0.74 0.92 / 0.38 0.53 0.69
kw 1.63 1.63 1.63 1.63 1.63 1.63 1.73 1.73 1.73 1.73 1.73 1.73 / 2.14 2.14 2.14
T 1693 | 17.13 | 17.62 | 17.82 | 1752 | 17.72 | 17.92 | 1822 | 1861 & 1891 | 19.11 | 19.31 / 23.56 | 23.76 | 23.86
105 S/T 0.91 0.96 1.00 1.00 0.65 0.85 0.96 0.96 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.94 1.94 1.94 1.94 1.94 1.94 2.04 2.04 2.04 2.04 2.04 2.04 / 2.45 2.45 2.55
C 16.63 | 16.83 | 17.33 | 17.52 | 17.23 | 17.42 | 17.72 | 17.92 | 1832 | 1861 | 1881 | 19.01 / 23.36 | 23.56 | 23.76
115 S/T 0.93 0.98 1.00 1.00 0.67 0.87 0.98 0.97 0.42 0.60 0.77 0.95 / 0.41 0.56 0.72
kw 2.24 2.24 2.24 2.24 2.24 2.24 2.35 2.35 2.35 2.35 2.35 2.35 / 2.86 2.96 2.96
T 17.23 | 17.42 | 17.82 | 1802 | 17.72 | 17.92 | 1812 | 1841 | 1881 | 19.01 | 19.31 | 19.60 / 2475 | 2495 | 25.34
65 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 1.02 / 1.33 1.33 1.33
C 17.33 | 1752 | 17.92 | 1812 | 17.82 | 1812 | 1832 | 1861 | 19.01 | 19.21 | 19.50 | 19.70 / 2435 | 2475 | 24.95
75 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.12 1.12 1.22 1.22 1.22 1.22 1.22 1.22 1.22 1.22 1.22 1.22 / 1.63 1.63 1.63
T 1733 | 1752 | 17.92 | 1812 | 1782 | 1812 | 1832 | 1861 | 19.01 | 1921 | 1950 | 19.70 / 2435 | 2465 | 24.95
85 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
660 kw 1.33 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 1.43 / 1.73 1.73 1.84
Low Stage TC 17.23 | 17.42 | 17.82 | 1802 | 17.82 | 1802 | 1822 1851 | 1891 | 1921 | 1940 | 19.70 / 2426 | 2455 | 2475
95 S/T 0.91 0.96 0.99 1.00 0.65 0.85 0.96 0.97 0.40 0.58 0.75 0.93 / 0.39 0.54 0.70
kw 1.63 1.63 1.63 1.63 1.63 1.73 1.73 1.73 1.73 1.73 1.73 1.73 / 2.14 2.14 2.14
T 1713 | 17.33 | 17.82 | 17.92 | 17.72 | 17.92 | 1812 | 1841 | 1891 | 1911 | 19.40 | 19.70 / 23.96 | 2435 | 2455
105 S/T 0.92 0.97 1.00 1.00 0.66 0.86 0.97 0.98 0.41 0.59 0.76 0.94 / 0.40 0.55 0.71
kw 1.94 1.94 1.94 1.94 1.94 1.94 2.04 2.04 2.04 2.04 2.04 2.04 / 2.55 2.55 2.55
C 16.83 | 17.03 | 17.52 | 17.72 | 17.42 | 17.62 | 17.82 | 1812 | 1861 | 1891 | 19.01 | 19.31 / 23.76 | 24.06 | 24.45
115 S/T 0.94 0.99 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.78 0.96 / 0.42 0.57 0.73
kw 2.24 2.24 2.24 2.24 2.24 2.24 2.35 2.35 2.35 2.35 2.35 2.45 / 2.96 2.96 2.96
T 1891 | 19.11 | 19.70 | 19.90 | 19.60 | 19.80 | 20.10 | 20.30 | 20.89 | 21.19 | 21.38 | 21.78 / 27.03 | 2732 | 27.62
65 S/T 0.92 0.97 0.99 1.00 0.67 0.87 0.98 0.99 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
kw 1.12 112 1.12 112 1.12 112 1.12 112 1.12 112 1.12 1.22 / 1.43 1.43 153
C 19.11 | 1931 | 19.90 | 2010 | 19.60 | 20.00 | 20.20 | 2049 | 21.09 | 21.38 | 21.58 | 21.78 / 2713 | 27.42 | 27.62
75 S/T 0.92 0.97 0.99 1.00 0.67 0.87 0.98 0.99 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
kw 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.43 1.43 1.43 1.43 1.43 / 1.73 1.73 1.73
T 1941 | 19.31 | 19.90 | 20.10 | 19.70 | 20.00 | 20.20 | 20.49 | 2099 | 21.38 | 2158 | 21.78 / 2683 | 27.13 | 27.32
85 S/T 0.92 0.97 0.99 1.00 0.67 0.88 0.98 1.00 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
- kw 1.53 153 1.53 153 1.53 153 1.53 1.63 1.63 1.63 1.63 1.63 / 1.94 1.94 2.04
C 19.01 | 19.21 | 19.80 | 2000 | 19.70 | 19.90 | 20.20 | 20.39 | 20.89 | 21.29 | 21.48 | 21.58 / 26.53 | 26.83 | 27.03
95 S/T 0.92 0.97 0.99 1.00 0.67 0.88 0.98 1.00 0.42 0.60 0.77 0.95 / 0.40 0.55 0.71
kw 1.84 1.84 1.84 1.84 1.84 1.84 1.84 1.94 1.94 1.94 1.94 1.94 / 2.35 2.35 2.35
T 1861 | 1891 | 19.31 | 1950 | 19.40 & 1960 | 19.80 | 20.10 | 20.69 | 20.89 | 21.09 | 21.29 / 25.64 | 2594 | 26.14
105 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.78 0.96 / 0.41 0.56 0.72
kw 2.14 2.14 2.14 2.14 2.14 2.14 2.14 2.24 2.24 2.24 2.24 2.24 / 2.75 2.86 2.86
C 1851 | 1871 | 19.21 | 19.40 | 19.40 | 1950 | 19.70 | 19.90 | 20.49 | 20.69 | 20.89 | 21.19 / 24.95 | 2515 | 25.44
115 S/T 0.95 1.00 1.00 1.00 0.70 0.91 1.00 1.00 0.45 0.63 0.80 0.98 / 0.43 0.58 0.74
kW 2.55 2.55 2.55 2.55 2.55 2.65 2.65 2.65 2.65 2.75 2.75 2.75 / 3.26 3.26 3.37
T 2099 | 21.29 | 21.78 | 21.98 | 21.68 | 21.98 | 2218 | 2247 | 2317 | 2336 | 23.56 | 23.86 / 2930 | 2960 | 29.80
65 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.95 / 0.41 0.55 0.71
kw 1.22 1.22 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.33 1.33 / 1.73 1.73 1.84
C 20.69 | 21.09 | 2158 | 21.68 = 21.48 | 21.68 | 21.98 | 22.18 | 2297 | 23.27 | 23.36 | 23.36 / 29.30 | 29.60 | 29.80
75 S/T 0.93 0.98 1.00 1.00 0.68 0.88 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kW 1.43 1.53 1.53 1.53 1.53 1.53 1.53 1.53 1.53 1.53 1.63 1.63 / 1.94 1.94 2.04
T 2059 | 2089 | 21.38 | 2158 | 21.29 | 21.58 | 21.88 | 22.18 | 2297 | 23.07 | 23.27 | 23.36 / 2901 | 2930 | 29.50
85 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
860 kw 1.63 1.63 1.63 1.63 1.63 173 1.73 173 1.73 173 1.73 1.73 / 2.14 2.14 2.24
High Stage C 2039 | 2079 | 2129 | 21.38 | 21.19 | 21.38 | 2168 | 21.98 | 2257 | 23.23 | 24.00 | 24.20 / 28.71 | 2891 | 29.11
95 S/T 0.93 0.98 1.00 1.00 0.68 0.89 0.99 1.00 0.43 0.61 0.77 0.96 / 0.41 0.55 0.71
kW 1.94 1.94 1.94 1.94 1.94 1.94 1.94 2.04 2.04 2.04 1.96 2.04 / 2.55 2.65 2.65
T 19.21 | 1950 | 19.80 | 20.10 | 2089 | 21.19 | 21.48 | 21.78 | 2218 | 2237 | 2257 | 22.77 / 2683 | 27.03 | 27.23
105 S/T 0.94 0.99 1.00 1.00 0.69 0.90 1.00 1.00 0.44 0.62 0.78 0.97 / 0.42 0.56 0.72
kw 2.24 2.24 2.24 2.24 2.24 2.35 2.35 2.35 2.35 2.35 2.35 2.45 / 2.96 2.96 2.96
C 1891 | 1921 | 1950 | 19.80 | 2059 | 20.89 | 21.19 | 21.48 | 21.88 | 2208 | 22.28 | 22.57 / 26.53 | 26.73 | 26.93
115 S/T 0.96 1.00 1.00 1.00 0.71 0.92 1.00 1.00 0.46 0.64 0.80 0.99 / 0.44 0.58 0.74
kw 2.55 2.65 2.65 2.65 2.65 2.65 2.75 2.75 2.75 2.75 2.75 2.86 / 3.37 3.37 3.37

Table 13

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity
kW: refer to total input power
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) BOSCH Product Specifications

BOVA15-36 +BVA20-36 For Cooling
indoor__ | Outdoor [ IWB (F)
Airow (CFW)] DB(F) 11DB(F) | 70 | 75 | 80 | 85 | 70 | 75 | 80 ] 85 | 70 | 75 | 80 | 85 | 70 | 75 | 80 | 85 |

TC 21.69 21.99 22.59 22.89 22.39 22.79 22.98 23.38 23.88 24.08 24.28 2458 / 29.45 29.75 29.95

65 S/T 0.85 0.92 0.96 1.00 0.60 0.83 0.92 0.95 0.39 0.56 0.75 0.88 / 0.39 0.53 0.69
kw 11 11 11 11 11 11 11 1.2 11 1.2 12 1.2 / 15 15 1.5

TC 21.39 21.69 22.29 22.59 22.09 22.49 22.69 23.08 23.38 23.78 24.18 24.58 / 29.45 29.75 29.95

75 S/T 0.85 0.92 0.96 1.00 0.60 0.83 0.92 0.95 0.39 0.56 0.75 0.88 / 0.39 0.53 0.69
kw 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.8 / 2.1 2.1 2.1

TC 21.29 21.69 22.29 22.49 22.09 22.29 22.69 22.98 23.38 23.68 24.18 2458 / 29.25 29.45 29.75

85 S/T 0.85 0.92 0.96 1.00 0.60 0.83 0.92 0.95 0.39 0.56 0.75 0.88 / 0.39 0.53 0.69
650 kw 18 18 18 18 18 18 19 1.9 19 1.9 19 1.9 / 2.2 2.2 24

TC 21.29 21.59 22.09 22.39 21.89 22.19 22.49 22.89 23.28 23.58 23.98 24.38 / 28.86 29.15 29.45

95 S/T 0.85 0.92 0.96 1.00 0.60 0.83 0.92 0.95 0.39 0.56 0.75 0.88 / 0.39 0.53 0.69
kw 1.9 19 1.9 19 1.9 19 2.0 2.0 2.0 2.0 2.0 2.0 / 2.5 2.5 2.5

TC 21.09 21.39 21.99 22.19 21.79 22.09 22.39 22.69 23.18 23.38 23.78 24.28 / 28.56 28.76 29.05

105 S/T 0.85 0.92 0.96 1.00 0.60 0.83 0.92 0.95 0.39 0.56 0.75 0.88 / 0.39 0.53 0.69
kw 2.2 2.2 24 2.4 24 2.4 24 2.4 24 2.4 25 25 / 3.0 3.0 3.0

TC 20.90 21.29 21.79 21.99 21.59 21.89 22.19 22.49 22.98 23.18 23.58 23.98 / 25.47 25.67 25.97

115 S/T 0.86 0.93 0.97 1.00 0.61 0.84 0.93 0.96 0.40 0.57 0.76 0.89 / 0.40 0.54 0.70
kw 2.7 2.7 2.7 2.7 2.7 2.8 2.8 2.8 2.8 2.8 2.9 2.9 / 3.3 3.3 3.3

TC 23.98 24.38 24.97 25.27 24.78 25.17 25.47 25.87 26.47 26.67 27.06 27.46 / 32.24 32.74 33.23

65 S/T 0.86 0.93 0.97 1.00 0.61 0.84 0.93 0.96 0.39 0.57 0.76 0.88 / 0.39 0.54 0.70
kw 13 1.3 13 1.3 13 1.3 13 1.3 13 14 14 14 / 18 18 1.8

TC 23.78 24.18 24.88 25.07 24.68 24.97 25.27 25.67 26.17 26.47 26.87 27.26 / 32.24 32.74 33.23

75 S/T 0.86 0.93 0.97 1.00 0.61 0.84 0.93 0.96 0.39 0.57 0.76 0.88 / 0.39 0.54 0.70
kw 1.9 19 1.9 19 1.9 19 2.0 2.0 2.0 2.0 2.0 2.0 / 2.4 2.4 24

TC 23.78 24.18 24.78 25.07 24.58 24.88 25.27 25.57 26.17 26.47 26.77 27.26 / 32.24 32.54 32.74

85 S/T 0.86 0.93 0.97 1.00 0.61 0.84 0.93 0.96 0.39 0.57 0.76 0.88 / 0.39 0.54 0.70
820Low kw 2.0 2.0 2.0 2.0 2.0 2.0 2.1 21 2.1 21 2.1 21 / 2.6 2.6 2.6

Stage TCc 23.58 23.98 24.58 24.88 24.38 24.68 25.07 25.37 25.87 26.27 26.57 26.96 / 31.74 32.04 32.24
95 S/T 0.86 0.93 0.97 1.00 0.61 0.84 0.93 0.96 0.39 0.57 0.76 0.88 / 0.39 0.54 0.70
kw 2.1 2.1 2.1 2.2 2.1 2.2 2.2 2.2 2.2 2.2 24 2.4 / 2.8 2.9 2.9

TC 23.28 23.68 24.28 2458 24.08 24.48 24.78 25.17 25.77 25.97 26.27 26.67 / 31.24 31.44 31.64

105 S/T 0.86 0.93 0.97 1.00 0.61 0.84 0.93 0.96 0.39 0.57 0.76 0.88 / 0.39 0.54 0.70
kw 2.6 2.6 2.6 2.6 2.6 2.6 2.7 2.7 2.7 2.7 2.7 2.8 / 3.3 3.4 3.4

TC 21.79 22.09 22.59 22.89 22.59 22.89 23.08 23.38 24.28 24.48 24.68 24.88 / 26.67 26.87 27.06

115 S/T 0.87 0.94 0.98 1.00 0.62 0.85 0.94 0.97 0.40 0.58 0.77 0.89 / 0.40 0.55 0.71
kw 2.8 2.8 2.9 2.9 3.1 3.1 3.1 3.1 3.1 3.1 3.2 3.2 / 3.4 3.4 3.4

TC 29.45 29.75 30.25 30.65 30.55 30.85 31.14 31.44 32.54 32.84 33.13 33.33 / 36.72 37.01 37.31

65 S/T 0.90 0.95 0.98 1.00 0.63 0.86 0.95 1.00 0.39 0.57 0.76 0.97 / 0.39 0.54 0.70
kw 18 18 18 18 18 18 19 1.9 19 1.9 19 1.9 / 2.4 24 25

TCc 29.35 29.75 30.25 30.55 30.35 30.65 31.04 31.34 32.44 32.74 33.03 33.23 / 36.32 36.62 36.91

75 S/T 0.90 0.95 0.98 1.00 0.63 0.86 0.95 1.00 0.39 0.57 0.76 0.97 / 0.39 0.54 0.70
kw 2.2 2.2 2.2 2.4 2.2 2.4 24 2.4 24 2.4 24 2.5 / 2.6 2.6 2.6

TC 29.05 29.35 29.85 30.25 30.05 30.45 30.75 31.04 32.24 32.54 32.84 33.03 / 36.22 36.52 36.72

85 S/T 0.90 0.95 0.98 1.00 0.63 0.86 0.95 1.00 0.39 0.57 0.76 0.97 / 0.39 0.54 0.70
1020 kw 24 2.4 25 25 25 25 25 25 25 25 2.6 2.6 / 2.9 2.9 2.9

TCc 28.56 28.86 29.45 29.75 29.65 29.95 30.25 30.55 31.74 32.04 32.24 32.54 / 35.92 36.22 36.42

95 S/T 0.90 0.95 0.98 1.00 0.63 0.86 0.95 1.00 0.39 0.57 0.76 0.97 / 0.39 0.54 0.70
kw 2.7 2.7 2.8 2.8 2.8 2.8 2.8 2.8 2.9 2.9 2.9 2.9 / 3.4 3.4 3.4

TC 27.16 27.66 28.26 28.66 28.16 28.46 28.86 29.25 29.85 30.25 30.65 31.04 / 34.83 34.92 35.12

105 S/T 0.91 0.96 0.99 1.00 0.64 0.87 0.96 1.00 0.40 0.58 0.77 0.98 / 0.40 0.55 0.71
kw 3.2 3.2 3.2 3.3 3.4 3.4 3.4 35 3.6 3.7 3.7 3.7 / 3.9 319 3.9

TC 22.09 22.49 22.89 23.18 24.68 25.07 25.37 25.57 26.27 26.67 26.87 27.16 / 27.76 28.06 28.26

115 S/T 0.92 0.97 1.00 1.00 0.65 0.88 0.97 1.00 0.41 0.59 0.78 0.99 / 0.41 0.56 0.72
kw 2.8 2.9 2.9 2.9 3.1 3.1 3.1 3.1 3.3 3.3 3.3 3.3 / 3.4 3.5 3.5
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Product Specifications ) BOSCH

C 3075 | 31.24 | 3204 | 3234 | 31.84 | 3224 | 3264 | 3303 | 3403 3423 | 3463 | 34.92 / 40.50 | 40.80 | 41.09
65 ST 0.90 0.96 0.99 1.00 0.64 0.87 0.96 1.00 0.39 0.58 0.77 0.98 / 0.39 0.55 0.71
kW 2.0 2.0 2.0 2.0 2.0 2.0 2.1 21 2.1 2.2 2.2 2.2 / 2.7 27 2.7
C 3075 | 31.24 | 3184 | 3214 | 31.84 | 3224 | 3264 | 3303 | 3393 3423 | 3453 | 34.83 / 40.20 | 40.50 | 40.80
75 S/T 0.91 0.96 0.99 1.00 0.64 0.87 0.96 1.00 0.39 0.58 0.77 0.98 / 0.39 0.55 0.71
kw 2.2 2.4 24 2.4 24 2.4 24 2.4 25 25 25 25 / 28 28 2.8
C 30.25 | 3065 = 3144 | 3174 | 31.44 | 3174 | 3204 | 3244 @ 3363 3393 | 3433 | 34.63 / 39.10 | 39.40 | 39.70
85 ST 0.91 0.96 0.99 1.00 0.64 0.87 0.96 1.00 0.39 0.58 0.77 0.98 / 0.39 0.55 0.71
1150 High kW 25 25 25 25 25 25 26 2.6 2.7 2.7 2.7 2.8 / 3.2 3.2 3.2
Stage C 2985 | 3035 | 31.14 | 3144 | 3134 | 3164 | 3194 | 3234 | 3313 3363 | 3420 | 34.30 / 3831 | 3851 | 38.71
95 S/T 0.91 0.96 0.99 1.00 0.64 0.87 0.96 1.00 0.39 0.58 0.77 0.98 / 0.39 0.55 0.71
kw 2.9 2.9 3.0 3.0 3.0 3.0 3.0 3.0 3.2 3.2 3.2 3.2 / 3.7 3.7 3.7
C 2846 | 2886 = 29.25 | 2955 | 30.35 | 30.65 | 3094 | 31.34 | 3234 3274 | 3293 | 3323 / 3582 | 3612 | 36.32
105 ST 0.92 0.97 1.00 1.00 0.64 0.88 0.96 1.00 0.40 0.60 0.78 0.99 / 0.40 0.56 0.72
kW 33 33 33 33 3.4 35 35 35 3.6 3.7 3.7 3.7 / 4.0 4.0 4.0
C 2269 | 23.08 | 23.38 | 23.68 | 2497 | 2537 | 2567 | 2597 | 26.87  27.26 | 27.56 | 27.86 / 28.46 | 28.66 | 28.76
115 S/T 0.93 0.98 1.00 1.00 0.65 0.90 0.98 1.00 0.41 0.64 0.80 1.00 / 0.41 0.57 0.76
kw 2.9 2.9 2.9 3.0 3.1 3.1 3.1 3.1 34 3.4 34 3.4 / 35 35 35
C 3274 | 33.23 | 3403 | 3443 | 33.83 | 3433 3473 | 3522 | 3612 3652 | 3691 | 37.31 / 4328 | 4358 | 43.88
65 ST 0.93 0.98 1.00 1.00 0.66 0.89 0.98 1.00 0.41 0.60 0.79 1.00 / 0.41 0.57 0.73
kW 24 2.4 24 25 24 25 25 25 25 25 26 2.6 / 3.0 3.0 3.0
C 3264 | 33.03 | 33.83 | 3413 | 33.83 | 3413 3453 | 3492 | 3602 3652 | 36.82 | 37.11 / 4288 | 4308 | 43.18
75 S/T 0.93 0.98 1.00 1.00 0.66 0.89 0.98 1.00 0.41 0.60 0.79 1.00 / 0.41 0.57 0.73
kW 25 25 25 25 25 25 25 26 26 26 26 2.7 / 3.3 3.3 33
C 3214 | 3264 | 3343 | 33.83 | 3323 | 3373 | 3403 | 3453 3552 3582 | 3622 | 36.62 / 4179 | 4219 | 4259
85 ST 0.93 0.98 1.00 1.00 0.66 0.89 0.98 1.00 0.41 0.60 0.79 1.00 / 0.41 0.57 0.73
1350 kW 2.8 28 2.8 28 2.8 28 2.9 2.9 2.9 2.9 2.9 3.0 / 35 35 35
C 3134 | 3174 | 3254 | 3293 | 3234 | 3284 3323 | 3363 | 3463 3492 | 3522 | 3572 / 39.70 | 40.10 | 40.30
95 S/T 0.93 0.98 1.00 1.00 0.66 0.89 0.98 1.00 0.41 0.60 0.79 1.00 / 0.41 0.57 0.73
kW 3.2 3.2 33 3.3 33 3.3 33 3.4 34 3.4 34 3.4 / 3.9 3.9 3.9
C 2895 | 2965 @ 2995 | 3025 | 31.74 | 3214 | 3244 | 3264 3343 3383 | 34.03 | 34.33 / 36.32 | 3682 | 36.62
105 ST 0.93 0.98 1.00 1.00 0.66 0.90 0.98 1.00 0.41 0.61 0.80 1.00 / 0.41 0.59 0.76
kW 3.4 3.4 3.4 35 3.6 3.6 3.7 3.7 3.9 3.9 3.9 3.9 / 43 43 43
C 2318 | 23.68 | 2408 | 2438 | 2587 | 2627 | 2657 | 2677 | 27.56 @ 27.96 | 28.16 | 28.46 / 2905 | 2915 | 29.25
115 S/T 0.95 1.00 1.00 1.00 0.68 0.92 1.00 1.00 0.43 0.66 0.89 1.00 / 0.43 0.65 0.84
kW 2.9 3.0 3.0 3.0 3.1 3.1 3.2 3.2 3.4 3.4 3.4 3.4 / 35 3.6 3.6
Table 14

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity

kW: refer to total input power

Bosch IDS BOVA15 Split




) BOSCH Product Specifications

BOVB15-60 + BVA20-48 For Cooling
indoor__ | Outdoor [ IWB (F)
Airow (CFW)] DB(F) 11DB(F) | 70 | 75 | 80 | 85 | 70 | 75 | 80 ] 85 | 70 | 75 | 80 | 85 | 70 | 75 | 80 | 85 |

TC 36.9 37.4 38.3 38.7 38.1 38.5 39.2 39.6 40.6 411 41.7 42.0 / 47.9 48.3 48.7

65 S/T 0.80 0.92 0.94 0.98 0.58 0.76 0.92 0.95 0.39 0.55 0.72 0.90 / 0.39 0.54 0.67
kw 2.16 2.18 2.20 2.21 2.20 2.22 2.24 2.26 227 2.29 2.32 2.33 / 2.94 2.97 2.76

T 36.6 37.2 38.0 38.5 37.8 38.3 38.9 39.3 40.3 40.8 41.4 41.8 / 47.4 48.0 48.4

75 S/T 0.80 0.92 0.94 0.98 0.58 0.76 0.92 0.95 0.39 0.55 0.72 0.90 / 0.39 0.54 0.67
kw 2.62 2.64 2.66 2.67 2.66 2.69 2.71 2.72 2.75 2.77 2.80 2.82 / 3.26 3.17 3.19

TC 36.2 36.7 37.6 38.0 37.4 37.8 38.4 38.8 40.3 40.6 40.9 41.3 / 46.9 47.2 47.6

85 S/T 0.80 0.92 0.94 0.98 0.58 0.76 0.92 0.95 0.39 0.55 0.72 0.90 / 0.39 0.54 0.67
1160 kw 2.85 2.88 2.90 2.91 2.90 2.92 2.95 2.96 3.03 3.04 3.04 3.06 / 3.63 3.65 3.68
Low Stage T 35.9 36.3 37.3 37.6 37.0 37.4 38.0 38.6 39.5 40.0 405 40.8 / 46.1 46.5 46.8
95 S/T 0.80 0.92 0.94 0.98 0.58 0.76 0.92 0.95 0.39 0.55 0.72 0.90 / 0.39 0.54 0.67
kw 3.32 3.35 3.38 3.40 3.38 3.42 3.45 3.47 3.50 3.54 3.56 3.59 / 4.21 4.24 4.27

TC 34.2 34.6 35.5 35.9 35.3 35.7 36.4 36.9 37.9 38.3 38.9 39.2 / 44.2 44.4 44.7

105 S/T 0.81 0.93 0.96 1.00 0.60 0.77 0.93 0.97 0.39 0.56 0.73 0.91 / 0.39 0.54 0.67
kw 3.50 3.55 3.56 3.58 3.58 3.61 3.65 3.68 3.70 3.73 3.75 3.78 / 453 458 461

T 31.8 32.2 33.1 335 33.1 335 33.9 34.3 35.6 35.9 36.3 36.5 / 39.7 39.9 40.2

115 S/T 0.83 0.95 0.98 1.00 0.62 0.79 0.95 0.99 0.41 0.58 0.75 0.93 / 0.40 0.56 0.69
kw 4.20 4.24 4.28 431 4.31 4.35 4.39 4.44 4.45 4.48 453 457 / 4.80 4.81 4.81

TC 38.6 39.0 39.9 40.4 39.7 40.2 40.9 41.3 42.9 43.1 435 43.9 / 50.9 51.3 51.8

65 S/T 0.82 0.94 0.95 0.98 0.60 0.78 0.93 0.95 0.40 0.57 0.73 0.90 / 0.39 0.55 0.67
kw 2.32 2.34 2.36 2.37 2.36 2.38 2.40 2.43 2.48 2.49 2.50 2.54 / 3.05 3.08 3.11

T 38.7 39.2 40.1 40.6 39.9 40.4 41.1 41.5 42.7 43.2 43.6 44.1 / 50.6 51.0 51.4

75 S/T 0.82 0.94 0.95 0.98 0.60 0.78 0.93 0.95 0.40 0.57 0.73 0.90 / 0.39 0.55 0.67
kw 2.70 2.72 2.75 2.76 2.75 2.77 2.79 2.81 2.83 2.86 2.88 2.91 / 3.48 3.51 3.55

TC 38.2 38.7 39.7 40.0 39.4 39.8 405 41.0 42.1 426 43.0 435 / 49.8 50.1 50.5

85 S/T 0.82 0.94 0.95 0.98 0.60 0.78 0.93 0.95 0.40 0.57 0.73 0.90 / 0.39 0.55 0.67
1320 kw 3.04 3.07 3.09 3.10 3.09 3.12 3.15 3.16 3.20 3.22 3.24 3.27 / 3.85 3.88 3.91
T 37.7 38.2 39.2 39.6 38.9 39.4 40.0 40.5 41.6 42.1 42.4 42.9 / 48.3 48.7 49.1

95 S/T 0.82 0.94 0.95 0.98 0.60 0.78 0.93 0.95 0.40 0.57 0.73 0.90 / 0.39 0.55 0.67
kw 3.55 3.58 3.61 3.62 3.61 3.64 3.67 3.69 3.73 3.76 3.79 3.81 / 4.47 4.50 453

TC 36.0 36.2 36.5 36.9 37.2 37.6 38.2 38.7 40.0 40.4 40.8 411 / 45.7 46.1 46.4

105 S/T 0.83 0.95 0.97 1.00 0.61 0.79 0.94 0.97 0.41 0.58 0.74 0.91 / 0.39 0.55 0.67
kw 4.12 413 417 417 417 4.21 4.26 4.28 4.29 432 4.36 438 / 4.83 4.86 4.88

T 32.8 33.3 34.1 34.5 34.4 34.6 34.9 35.3 37.0 37.3 37.5 37.4 / 40.1 40.3 40.5

115 S/T 0.85 0.97 0.99 1.00 0.63 0.81 0.96 0.99 0.43 0.60 0.76 0.93 / 0.41 0.57 0.69
kw 4.31 4.35 4.39 4.42 4.45 4.48 4.52 4.56 4.59 4.62 4.65 4.67 / 4.85 4.87 4.89

TC 41.0 41.6 425 43.0 42.3 428 435 44.0 45.2 45.8 46.2 46.7 / 52.0 52.4 52.9

65 S/T 0.85 0.97 0.98 0.99 0.63 0.81 0.96 0.98 0.43 0.60 0.76 0.93 / 0.39 0.55 0.68
kw 2.63 2.66 2.68 2.69 2.68 2.70 2.73 2.75 2.76 2.79 2.82 2.85 / 3.29 3.32 3.35

T 41.2 41.8 42.7 43.2 42,5 43.0 43.7 44.2 455 45.9 46.4 46.9 / 51.7 52.0 52.4

75 S/T 0.85 0.97 0.98 0.99 0.63 0.81 0.96 0.98 0.43 0.60 0.76 0.93 / 0.39 0.55 0.68
kw 297 3.00 3.03 3.04 3.03 3.05 3.08 3.10 3.12 3.15 3.18 3.20 / 3.70 3.72 3.75

TC 40.6 411 42.2 426 41.9 42.4 43.0 435 44.8 45.4 45.7 46.2 / 50.6 51.1 51.5

85 S/T 0.85 0.97 0.98 0.99 0.63 0.81 0.96 0.98 0.43 0.60 0.76 0.93 / 0.39 0.55 0.68
1520 kw 3.30 3.33 3.36 3.37 3.36 3.40 3.42 3.44 3.48 3.51 3.54 3.57 / 4.16 4.19 4.21
High Stage T 40.1 40.6 41.7 42.1 41.4 41.9 42,5 43.1 44.4 45.4 48.0 48.2 / 49.5 49.8 50.2
95 S/T 0.85 0.97 0.98 0.99 0.63 0.81 0.96 0.98 0.43 0.60 0.76 0.93 / 0.39 0.55 0.68
kw 3.66 3.69 3.73 3.73 3.73 3.76 3.80 3.83 3.85 3.87 3.88 391 / 4.62 4.66 4.69

TC 37.2 37.5 38.0 38.3 38.6 39.1 39.5 39.9 41.4 41.9 42.2 426 / 46.6 46.9 47.2

105 S/T 0.85 0.97 0.98 1.00 0.63 0.81 0.96 0.98 0.43 0.60 0.76 0.93 / 0.40 0.56 0.70
kw 4.22 4.23 4.26 4.27 431 4.35 4.38 4.42 4.43 4.47 4.50 453 / 491 4.93 4.95

T 335 34.1 345 35.1 35.5 36.1 36.7 37.4 38.0 38.5 38.9 39.4 / 40.5 40.7 40.9

115 S/T 0.89 0.99 1.00 1.00 0.66 0.85 0.98 1.00 0.47 0.64 0.80 0.97 / 0.44 0.60 0.74
kw 4.44 4.48 4.50 452 453 458 4.65 4.69 477 4.80 4.82 4.85 / 4.88 4.90 491
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Product Specifications ) BOSCH

C 433 43.7 a4.7 45.2 a4.7 45.2 45.7 46.1 480 483 486 49.4 / 52.8 53.2 54.2

65 ST 0.87 0.99 1.00 1.00 0.65 0.83 0.98 1.00 0.45 0.62 0.78 0.95 / 0.41 0.57 0.71
kW 2.95 2.98 3.01 3.02 3.01 3.03 3.06 3.09 3.11 3.14 3.16 3.18 / 3.66 3.69 3.67

C 435 43.9 449 454 449 454 459 46.4 47.9 483 488 49.2 / 52.7 53.1 53.5

75 S/T 0.87 0.99 1.00 1.00 0.65 0.83 0.98 1.00 0.45 0.62 0.78 0.95 / 0.41 0.57 0.71
kw 3.15 3.18 3.21 3.22 3.21 3.24 3.27 3.28 3.34 3.37 3.41 3.42 / 3.91 3.93 3.96

C 428 433 44.4 448 441 44.7 453 45.9 47.2 478 48.1 485 / 51.3 51.7 52.0

85 ST 0.87 0.99 1.00 1.00 0.65 0.83 0.98 1.00 0.45 0.62 0.78 0.95 / 0.41 0.57 0.71
1750 kW 3.60 3.63 3.66 3.67 3.66 3.69 3.72 3.75 3.79 3.82 3.84 3.87 / 4.29 4.33 4.37
C 419 424 435 43.9 433 438 445 45.0 6.3 468 48.2 48.7 / 50.3 50.7 51.1

95 S/T 0.87 0.99 1.00 1.00 0.65 0.83 0.98 1.00 0.45 0.62 0.78 0.95 / 0.41 0.57 0.71
kw 413 417 421 4.22 421 4.24 428 431 4.37 4.40 441 4.44 / 5.00 5.04 5.07

C 37.8 38.3 38.7 39.1 39.4 39.7 40.2 40.7 423 42.6 42,9 433 / 47.6 47.8 48.0

105 ST 0.88 1.00 1.00 1.00 0.66 0.84 0.99 1.00 0.46 0.63 0.79 0.96 / 0.42 0.58 0.72
kW 4.28 4.30 4.32 4.34 4.37 4.42 4.47 4.49 4.50 4.52 4.56 4.59 / 4.96 4.98 5.01

C 345 348 35.2 35.7 36.3 36.9 375 38.2 38.8 39.3 39.6 40.1 / 411 416 418

115 S/T 0.91 1.00 1.00 1.00 0.69 0.88 1.00 1.00 0.50 0.67 0.83 1.00 / 0.46 0.62 0.76
kw 451 457 459 4.60 461 4.66 471 4.75 481 483 484 4.86 / 491 4.93 4.94

C 456 46.2 47.2 478 47.0 47.6 483 48.9 50.3 50.8 51.2 51.7 / 55.4 55.8 56.2

65 ST 0.90 0.99 1.00 1.00 0.68 0.86 1.00 1.00 0.48 0.65 0.81 0.98 / 0.44 0.60 0.74
kW 3.00 3.03 3.06 3.06 3.08 3.09 3.11 3.14 3.15 3.18 3.20 3.23 / 3.72 3.75 3.78

C 45.2 458 6.9 474 6.6 47.2 47.9 48.4 498 50.4 50.8 51.3 / 54.6 55.0 55.4

75 S/T 0.90 0.99 1.00 1.00 0.68 0.86 1.00 1.00 0.48 0.65 0.81 0.98 / 0.44 0.60 0.74
kW 3.32 3.35 3.38 3.40 3.38 3.42 3.45 3.47 3.51 3.55 3.57 3.60 / 4.01 4.04 4.07

C 44.4 44.9 46.0 46.5 458 46.4 471 47.6 48.9 495 498 50.3 / 53.1 53.5 53.9

85 ST 0.90 0.99 1.00 1.00 0.68 0.86 1.00 1.00 0.48 0.65 0.81 0.98 / 0.44 0.60 0.74
1880 kW 3.78 3.81 3.85 3.86 3.85 3.88 3.91 3.94 3.98 4.00 4.03 4.06 / 4.52 4.56 4.59
C 434 43.9 450 455 448 453 6.0 465 480 48.4 489 493 / 51.6 51.8 52.2

95 S/T 0.90 0.99 1.00 1.00 0.68 0.86 1.00 1.00 0.48 0.65 0.81 0.98 / 0.44 0.60 0.74
kW 4.32 4.37 441 442 441 4.45 4.49 452 458 461 463 4.65 / 5.23 5.27 5.30

C 37.6 38.1 39.0 39.5 39.5 40.0 40.5 41.0 428 431 434 43.7 / 48.0 483 485

105 ST 0.91 1.00 1.00 1.00 0.69 0.87 1.00 1.00 0.49 0.66 0.82 0.99 / 0.45 0.61 0.75
kW 4.37 4.43 4.47 4.47 4.47 4.52 458 4.62 4.64 4.67 471 4.73 / 5.04 5.06 5.08

C 355 35.9 36.9 37.3 36.6 37.2 37.8 38.3 39.7 40.1 403 40.6 / 408 410 413

115 S/T 0.93 1.00 1.00 1.00 0.71 0.91 1.00 1.00 0.51 0.68 0.85 1.00 / 0.47 0.63 0.77
kW 459 4.64 4.69 4.69 4.69 4.73 4.78 483 491 4.92 4.92 4.92 / 4.94 4.96 4.97

Table 15

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity
kW: refer to total input power
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Indoor | Outdoor
Airflow (CFM)| DB (°F) | IDB (°

TC 38.3 38.9 39.8 40.3 39.6 40.2 40.7 411 42.3 42.9 43.4 43.9 / 50.2 50.6 51.6

65 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
kw 24 2.4 24 2.4 24 25 2.5 25 2.6 26 2.6 2.7 / 3.2 3.2 3.3

T 38.1 38.7 39.6 40.0 39.4 39.9 405 40.9 42.0 42.6 43.0 43.6 / 50.1 50.4 50.9

75 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
kw 2.7 2.7 2.7 2.7 2.7 2.7 2.8 2.8 2.8 2.8 2.9 2.9 / 3.4 3.4 3.4

TC 37.7 38.3 39.2 39.6 39.0 39.5 40.0 40.5 41.6 42.2 425 43.2 / 49.8 50.1 50.5

85 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
D kw 3.0 3.0 3.0 3.0 3.0 3.0 3.1 3.1 3.2 3.2 3.2 3.2 / 3.8 3.8 3.8
T 37.3 37.9 38.5 38.9 38.6 39.0 39.5 39.9 41.2 41.6 41.9 42.3 / 49.1 49.5 49.8

95 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
kw 3.4 3.4 3.4 3.4 3.4 3.5 3.5 3.5 3.6 3.6 3.6 3.7 / 4.5 45 4.6

TC 34.4 35.0 35.7 36.1 35.7 36.1 36.5 36.9 38.4 38.8 39.2 39.7 / 45.9 46.3 46.6

105 S/T 0.85 0.95 0.98 1.00 0.64 0.83 0.97 0.98 0.44 0.61 0.76 0.92 / 0.38 0.57 0.72
kw 35 3.6 3.6 3.6 3.6 3.6 3.7 3.7 3.7 3.8 3.8 3.8 / 45 46 4.6

T 34.2 34.6 35.4 35.8 35.4 35.8 36.3 36.7 38.0 38.3 38.7 39.0 / 40.1 40.3 40.6

115 S/T 0.86 0.96 0.99 1.00 0.65 0.85 0.98 0.99 0.45 0.62 0.78 0.97 / 0.40 0.59 0.74
kw 45 4.5 45 4.5 45 4.6 46 4.6 47 4.8 48 4.8 / 4.9 4.9 5.1

TC 40.9 415 425 43.0 425 43.0 435 44.0 455 45.9 46.3 46.7 / 54.1 54.4 54.8

65 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
kw 3.1 3.1 3.1 3.1 3.1 3.1 3.2 3.2 3.3 3.4 3.4 3.4 / 3.7 3.7 3.7

T 40.8 41.3 42.3 42.7 42,5 43.0 43.6 44.2 455 46.3 46.8 47.1 / 53.7 54.0 54.4

75 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
kw 3.2 3.3 3.3 3.3 3.3 3.3 3.3 3.4 3.5 3.5 3.6 3.6 / 3.9 3.9 4.0

TC 405 41.0 41.9 42.4 42.4 42.9 43.4 44.1 45.4 46.1 46.6 46.9 / 53.2 53.6 54.0

85 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
1320 Low kw 3.6 3.6 3.7 3.7 3.7 3.7 3.7 3.8 3.9 3.9 3.9 4.0 / 4.3 4.3 43
Stage T 40.0 40.6 41.6 42.0 42.3 42.7 43.4 44.0 45.1 45.9 46.4 46.9 / 52.8 53.2 53.6
95 S/T 0.83 0.94 0.97 1.00 0.62 0.81 0.96 0.97 0.42 0.60 0.75 0.90 / 0.37 0.55 0.70
kw 3.9 3.9 3.9 4.0 4.0 4.0 4.0 4.0 4.1 4.1 4.1 4.2 / 4.8 4.9 4.9

TC 36.9 37.5 38.3 38.7 38.3 38.8 39.3 39.7 41.2 41.7 42.1 42.4 / 47.9 48.1 48.4

105 S/T 0.85 0.95 0.98 1.00 0.64 0.83 0.97 0.98 0.44 0.61 0.76 0.92 / 0.38 0.57 0.72
kw 4.2 4.2 4.2 43 4.2 43 43 4.4 4.4 4.4 45 45 / 49 5.1 5.1

T 34.8 35.2 36.1 36.5 36.4 36.8 37.3 37.6 38.5 38.8 39.1 39.5 / 40.7 40.9 41.1

115 S/T 0.86 0.96 0.99 1.00 0.65 0.85 0.97 0.99 0.45 0.62 0.78 0.97 / 0.40 0.59 0.74
kw 46 4.7 47 4.7 46 4.7 47 4.8 49 4.9 5.1 5.1 / 5.2 5.2 5.3

TC 47.0 475 485 49.0 49.6 50.0 50.5 51.0 52.9 53.3 53.7 54.1 / 59.6 60.1 60.5

65 S/T 0.84 0.95 0.98 1.00 0.63 0.82 0.97 0.98 0.43 0.61 0.76 0.91 / 0.39 0.57 0.72
kw 3.6 3.6 3.7 3.7 3.8 3.8 3.8 3.9 3.9 3.9 3.9 4.0 / 4.1 41 41

T 46.5 47.1 48.1 48.6 49.4 49.9 50.3 50.8 52.7 53.2 53.5 53.9 / 59.0 59.4 59.8

75 S/T 0.84 0.95 0.98 1.00 0.63 0.82 0.97 0.98 0.43 0.61 0.76 0.91 / 0.39 0.57 0.72
kw 3.9 4.0 4.0 4.0 4.0 4.0 4.1 4.1 4.1 4.1 4.2 4.2 / 4.4 4.4 45

TC 46.2 46.7 47.6 48.1 48.8 49.3 49.8 50.1 51.8 52.4 53.0 53.4 / 58.0 58.5 58.9

85 S/T 0.84 0.95 0.98 1.00 0.63 0.82 0.97 0.98 0.43 0.61 0.76 0.91 / 0.39 0.57 0.72
B kw 4.4 4.4 45 45 45 45 46 46 4.7 4.7 4.7 4.7 / 5.1 5.1 5.1
T 44.9 45.7 46.6 47.3 48.3 48.9 49.4 49.8 51.4 52.0 52.6 53.3 / 56.5 56.9 57.3

95 S/T 0.84 0.95 0.98 1.00 0.63 0.82 0.97 0.98 0.43 0.61 0.76 0.91 / 0.39 0.57 0.72
kw 48 4.9 49 4.9 49 4.9 5.1 5.1 5.2 5.2 5.2 5.2 / 5.6 5.6 5.6

TC 41.2 41.7 42.7 43.2 43.1 43.7 443 44.8 45.6 45.9 46.3 46.6 / 50.4 50.6 50.6

105 S/T 0.86 0.96 0.99 1.00 0.65 0.84 0.98 0.99 0.45 0.62 0.77 0.93 / 0.40 0.59 0.74
kw 48 49 4.9 49 4.9 5.1 5.1 5.2 5.2 5.3 5.3 5.3 / 5.7 5.7 5.7

T 34.9 35.3 36.1 36.6 36.4 36.9 37.2 37.6 38.7 39.2 39.6 39.9 / 40.9 41.2 41.4

115 S/T 0.87 0.97 1.00 1.00 0.66 0.86 0.99 1.00 0.46 0.63 0.79 0.98 / 0.42 0.61 0.76
kw 47 4.7 48 4.8 4.9 4.9 4.9 5.1 5.2 5.3 5.3 5.3 / 5.3 5.3 5.4
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BOVA15-60 + BVA20-60

T - Y~ A S / S
DB(F) |1B(F) |70 | 75 1 80 1 85 | 70 ] 75 | 80 | 85 | 70 [ 75 | 80 | 85 | |75 [ 80 | 85 |

49.2 49.9 50.9 515 52.2 52.8 53.4 53.9 55.3 55.7 56.1 56.5 / 61.4 61.7 62.0
65 S/T 0.85 0.96 0.99 1.00 0.64 0.83 0.98 0.99 0.44 0.62 0.77 0.92 / 0.41 0.59 0.74
kW 3.8 38 3.8 38 3.9 3.9 3.9 4.0 4.0 4.0 41 41 / 45 45 4.6
C 490 495 50.5 51.0 52.0 525 53.1 53.7 55.1 55.5 55.9 56.3 / 60.9 61.3 61.5
75 S/T 0.85 0.96 0.99 1.00 0.64 0.83 0.98 0.99 0.44 0.62 0.77 0.92 / 0.41 0.59 0.74
kw 41 41 42 4.2 42 4.2 42 43 43 43 43 44 / 46 47 47
C 4858 49.4 50.3 50.8 51.9 52.4 53.0 53.6 54.9 55.5 55.8 56.3 / 60.3 60.7 61.0
85 ST 0.85 0.96 0.99 1.00 0.64 0.83 0.98 0.99 0.44 0.62 0.77 0.92 / 0.41 0.59 0.74
1750 High kW 4.6 4.6 4.7 4.7 48 48 4.9 4.9 4.9 5.1 5.1 5.1 / 5.3 53 5.4
Stage C 484 49.0 498 50.5 51.8 52.4 52.9 53.4 54.9 55.7 56.0 56.2 / 59.4 59.8 60.1
95 S/T 0.85 0.96 0.99 1.00 0.64 0.83 0.98 0.99 0.44 0.62 0.77 0.92 / 0.41 0.59 0.74
kw 5.2 5.2 53 5.3 53 5.3 53 5.4 55 5.6 56 5.6 / 5.9 6.0 6.0
C 417 42.2 433 438 45.4 45.9 46.4 47.0 488 49.2 495 498 / 51.4 51.7 52.0
105 ST 0.87 0.97 1.00 1.00 0.66 0.85 0.99 1.00 0.46 0.63 0.78 0.94 / 0.42 0.61 0.76
kW 53 5.3 5.4 5.4 55 5.6 56 5.7 5.7 5.7 5.8 5.8 / 5.9 5.9 5.9
C 37.0 37.4 38.2 38.6 38.2 38.6 39.1 39.6 213 416 218 421 / 432 433 435
115 S/T 0.88 0.98 1.00 1.00 0.67 0.87 1.00 1.00 0.47 0.64 0.80 0.99 / 0.44 0.63 0.78
kw 48 49 4.9 49 5.1 5.1 5.2 5.2 53 5.3 5.4 5.4 / 55 55 5.5
C 51.4 52.0 52.7 535 53.6 54.1 54.7 55.3 57.2 57.5 57.9 58.3 / 63.2 63.6 64.0
65 ST 0.86 0.97 1.00 1.00 0.65 0.84 0.99 1.00 0.45 0.63 0.78 0.93 / 0.42 0.60 0.75
kW 4.0 4.0 41 41 41 41 42 4.2 42 4.2 43 43 / 48 48 48
C 50.9 51.7 52.6 53.2 53.3 53.9 54.5 55.1 57.3 57.7 58.1 58.5 / 62.7 63.1 63.6
75 S/T 0.86 0.97 1.00 1.00 0.65 0.84 0.99 1.00 0.45 0.63 0.78 0.93 / 0.42 0.60 0.75
kW 43 4.4 44 44 44 45 45 45 46 46 46 46 / 5.1 5.2 5.2
C 50.1 50.7 51.7 52.3 525 53.0 53.6 54.2 56.1 56.5 57.0 57.5 / 61.7 62.1 62.4
85 ST 0.86 0.97 1.00 1.00 0.65 0.84 0.99 1.00 0.45 0.63 0.78 0.93 / 0.42 0.60 0.75
1880 kW 48 4.9 4.9 4.9 4.9 5.1 5.1 5.2 5.2 5.2 5.2 5.3 / 5.6 5.6 5.7
C 49.2 49.7 50.7 51.2 52.2 52.7 53.3 53.9 56.0 56.4 56.7 57.0 / 60.4 60.8 61.1
95 S/T 0.86 0.97 1.00 1.00 0.65 0.84 0.99 1.00 0.45 0.63 0.78 0.93 / 0.42 0.60 0.75
kW 5.2 5.3 53 5.3 53 5.3 5.4 5.4 56 5.6 5.7 5.7 / 6.0 6.0 6.1
C 43.0 435 44.6 451 475 47.9 485 49.0 51.0 51.3 51.6 52.0 / 52.5 52.7 53.0
105 ST 0.88 0.97 1.00 1.00 0.67 0.86 1.00 1.00 0.47 0.64 0.79 0.95 / 0.43 0.62 0.77
kW 5.4 5.5 55 5.6 5.7 5.7 5.8 5.8 5.9 5.9 6.0 6.0 / 5.9 5.9 6.0
C 37.7 38.1 39.0 39.5 39.0 39.5 39.9 40.4 2.1 425 22.7 42.9 / 43.9 4.1 442
115 S/T 0.89 0.98 1.00 1.00 0.68 0.88 1.00 1.00 0.48 0.65 0.81 1.00 / 0.45 0.64 0.79
kW 5.1 5.1 5.1 5.2 5.2 5.3 53 5.4 5.4 5.4 55 5.5 / 5.6 56 56
Table 16

TC refer to total capacity in kBTU/hr S/T: refer to the ratio of sensible heat and total capacity

kW: refer to total input power

Bosch IDS BOVA15 Split




) BOSCH Product Specifications

BOVA15-24+BVA20-24 For Heating

| & [ @ [ [ (o] oo w]alalv]ala]a]lvla] 5]
60 TC 25.4 25.4 25.4 25.4 25.2 24.8 24.6 22.5 22.5 23.0 21.9 20.5 19.8 18.3 17.4 16.6

kw 1.92 | 202 | 202 | 222 | 242 | 253 | 253 | 242 | 263 | 253 | 273 | 242 | 253 | 242 | 253 @ 242
20 TC 188 | 188 | 188 | 188 | 187 | 187 | 187 | 173 | 172 | 172 | 166 | 162 | 150 | 141 134 | 132
_ kw 141 | 152 1.52 | 1.72 1.72 | 1.82 1.82 | 172 1.92 | 202 | 212 | 232 | 242 | 283 | 273 | 273
. TC 158 | 158 | 157 | 157 | 156 | 156 | 155 | 143 | 143 | 142 | 138 | 135 | 130 | 129 129 | 129
kw 1.31 | 141 141 | 152 1.62 | 1.62 172 | 172 1.82 | 1.92 | 202 | 212 | 232 | 232 | 253 | 263
80 TC 124 | 124 | 124 | 123 | 123 | 123 | 123 113 | 113 | 113 | 109 | 107 | 103 | 103 103 | 102
kw 1.21 | 121 1.21 | 121 1.31 | 141 1.52 | 1.62 1.72 | 1.82 1.92 | 202 | 222 | 232 | 242 | 222
. TC 266 | 264 | 261 | 258 | 256 | 253 | 251 | 241 | 241 | 229 | 220 | 203 | 195 | 185 & 176 | 16.8
kw 202 | 212 | 212 | 232 | 242 | 253 | 263 | 242 | 263 | 242 | 263 | 263 | 222 | 232 232 222
20 TC 196 | 196 | 196 | 195 | 195 | 194 | 193 177 | 176 | 176 | 169 | 164 | 156 | 147 140 | 137
660 kw 141 | 152 1.62 | 1.72 1.72 | 1.82 1.92 | 172 1.82 | 202 | 212 | 222 | 222 | 242 | 242 | 232
Low Stage . TC 161 | 161 | 161 | 16.0 | 160 | 160 | 159 | 147 | 146 | 146 | 141 | 138 | 134 | 132 132 | 131
kw 1.31 | 141 141 | 152 1.62 | 1.72 1.72 | 1.62 1.72 | 1.82 1.92 | 212 1.92 | 202 | 222 | 232
80 TC 127 | 127 | 126 | 126 | 126 | 126 | 126 116 | 116 | 116 | 11.2 | 11.0 | 106 | 106 106 | 105
kw 1.21 | 131 1.31 | 1.31 141 | 152 1.62 | 1.52 172 | 172 1.82 | 2.02 1.92 | 202 | 212 | 212
. TC 28.2 | 282 | 277 | 277 | 277 | 276 | 275 | 259 | 248 | 234 | 226 | 208 | 200 | 189 182 | 172
kw 202 | 222 | 232 | 253 | 253 | 263 | 273 | 253 | 263 | 253 | 273 | 263 | 232 | 232 232 222
20 TC 216 | 216 | 216 | 215 | 215 | 214 | 214 | 197 | 196 | 196 189 | 180 | 172 | 162 154 | 151
=50 kw 141 | 1.62 1.72 | 1.82 1.92 | 202 | 202 | 192 | 202 | 212 | 232 | 253 | 242 | 242 | 242 232
. TC 17.7 | 177 | 177 | 176 | 176 | 176 | 176 162 | 162 | 161 | 156 | 153 | 147 | 147 146 | 139
kw 141 | 152 1.52 | 1.62 1.72 | 1.82 1.92 | 1.82 1.92 | 202 | 212 | 222 | 212 | 222 | 242 | 242
80 TC 140 | 140 | 139 | 139 | 139 | 139 | 139 128 | 128 | 128 | 125 | 122 | 118 | 118 117 | 116
kw 1.31 | 1.31 141 | 141 1.52 | 1.62 1.72 | 1.62 1.72 | 1.82 1.92 | 212 | 202 | 212 | 222 | 212
- TC 309 | 309 | 304 | 304 | 304 | 301 | 301 | 265 | 252 | 241 | 233 | 213 | 203 | 192 @ 183 | 174
kw 222 | 253 | 253 | 273 | 273 | 273 | 293 | 263 | 263 | 263 | 273 | 263 | 242 | 232 232 222
20 TC 236 | 236 | 236 | 235 | 235 | 236 | 240 | 217 | 217 | 217 | 208 | 197 | 182 | 177 @ 169 | 161
860 kw 1.52 | 1.72 1.82 | 1.92 | 202 | 212 | 212 | 2.02 | 222 | 242 | 263 | 273 | 232 253 | 242 | 232
High Stage . TC 19.4 | 194 | 193 | 193 | 192 | 192 | 192 | 176 | 176 | 176 | 171 | 168 | 161 | 161 156 | 143
kw 1.52 | 1.62 1.72 | 1.82 1.82 | 1.92 | 202 | 192 | 212 | 222 | 232 | 242 | 232 | 242 | 253 253
80 TC 154 | 154 | 153 | 153 | 153 | 153 | 152 | 140 | 140 | 140 | 136 | 133 | 129 | 129 128 | 128
kw 141 | 141 1.52 | 1.52 1.62 | 1.62 1.62 | 1.72 1.82 | 1.92 1.92 | 202 | 212 | 222 | 222 | 232
Table 17

TC refer to total capacity in kBTU/hr - kW: refer to total input power

BOVA15-36+BVA20-24 For Heating

At B | B | s | 2| er | 62 | 57 | 52 | ar | a2 | a7 | 32 | 2 | 2 | 17 | © 7 5

- TC 25.25 | 25.74 | 25.74 | 25.74 | 2554 | 25.15 | 24.95 | 23.27 | 23.27 | 23.76 | 2327 | 21.19 | 2079 | 19.21 | 18.41 | 17.52
kw 204 | 214 | 214 | 235 | 255 | 265 | 265 | 224 | 245 | 235 | 255 | 224 | 224 | 214 214 | 214
20 TC 1871 | 19.11 | 19.11 | 19.1 | 19.01 | 19.01 & 19.01 | 17.82 | 17.82 | 17.82 | 17.72 | 16.83 | 1584 | 14.85 | 14.16 | 13.96
_ kw 143 | 163 | 163 | 173 | 184 | 1.94 | 1.94 | 163 | 173 | 194 | 204 | 224 | 214 | 245 | 245 | 235
- TC 15.74 | 16.04 1594 1594 | 1584 | 1584 1574 | 1475 | 14.75 | 1475 | 1475 | 13.96 | 13.76 | 13.66 | 13.66 | 13.66
kw 143 | 143 | 153 | 153 | 163 | 1.73 | 1.84 | 163 | 173 | 184 | 194 | 2.04 | 1.94 | 204 | 224 | 235
80 TC 12.38 | 12.67 | 12.67 @ 12,57 | 12.57 | 12.57 @ 1257 | 1168 | 11.68 | 11.68 | 11.68 | 11.09 | 10.89 | 10.89 | 10.89 | 10.79
kw 122 | 133 | 133 | 133 | 143 | 153 | 153 | 153 | 163 | 173 | 173 | 194  1.94 | 204 | 214 | 194
. TC 26.43 | 26.73 | 26.43 | 26.14 | 2594 @ 25.64 | 25.44 | 2485 | 24.85 | 23.66 | 23.46 | 20.99 2059 | 19.50 | 18.51 | 17.72
kw 214 | 224 | 224 | 245 | 255 | 265 | 275 | 245 | 255 | 245 | 265 | 255 | 224 | 235 | 235 | 224
20 TC 19.50 | 19.90 @ 19.90  19.80 | 19.80 | 19.70 & 19.60 & 18.32 | 18.22 | 18.22 | 17.92 | 16.93 | 16.43 | 1554 | 14.85 | 14.45
660 kW 143 | 163 | 163 | 1.84 | 184 | 194 | 194 | 163 | 184 | 1.94 & 204 | 224 | 224 | 245 | 245 235
Low Stage - TC 16.04 | 16.34 | 16.34  16.24 | 16.24 | 16.24  16.14 | 15.15 | 15.05 | 15.05 | 15.05 | 14.26 | 14.16 | 13.96 | 13.96 | 13.86
kw 143 | 143 | 153 | 163 | 163 | 1.73 | 1.84 | 163 | 173 | 184 | 194 | 204 | 1.94 | 204 | 224 | 235
80 TC 12.67 | 12.97  12.87  12.87 | 12.87 | 12.87 1287 | 1198 | 11.98 | 11.98 | 11.98 | 11.39 | 11.29 | 11.29 | 11.29 | 11.19
kw 133 | 133 | 133 | 143 | 143 | 153 | 1.73 | 153 | 163 | 173 | 184 | 194 194 | 204 | 214 | 214
. TC 28.02 | 2861 | 28.12 | 2812  28.12 | 28.02 | 27.92 | 26.73 | 25.64 | 24.06 | 24.06 | 21.48 | 21.09 | 20.00 | 19.21 | 18.12
kw 214 | 235 | 245 | 265 | 2.65 | 275 | 286 | 255 | 255 | 245 | 2565 | 255 | 235 | 235 235 | 224
20 TC 21.48 | 21.88 | 21.88 | 21.78  21.78  21.68 | 21.68 | 20.39 | 20.30 | 20.30 | 20.10 | 18.61 | 18.12 | 17.03 | 16.34 | 15.94
0 kw 153 | 1.73 | 184 | 194 | 204 | 2.04 | 214 | 184 | 194 | 214 | 235 | 245 | 245 | 245 | 245 | 235
- TC 17.62 | 18.02 | 18.02  17.92 | 17.92 | 17.92  17.92 | 16.73 | 16.73 | 16.63 | 16.63 | 15.84 | 1554 | 1554 | 15.44 | 14.65
kw 153 | 153 | 163 | 173 | 1.84 | 1.94 | 1.94 | 173 | 184 | 194 | 204 | 224 | 214 | 224 | 245 | 245
80 TC 13.96 | 14.26 @ 14.16  14.16 | 14.16 | 14.16  14.16 | 13.27 | 1327 | 13.27 | 13.27 | 12.67 | 12.47 | 12.47 | 12.38 | 12.28
kw 143 | 143 | 143 | 153 | 153 | 1.73 | 1.84 | 163 | 173 | 184 | 194 | 204 204 | 214 | 224 | 214
. TC 31.38 | 31.38 | 30.89 | 30.89 | 30.89 | 30.59 3059  27.32 | 25.94 | 24.85 @ 2475 | 21.98 | 21.38 | 20.20 | 19.31 | 18.41
kw 235 | 265 | 265 | 2.86 | 2.86 | 286 | 3.06 | 255 | 265 | 255 | 2.65 | 255 | 245 | 235 | 235 224
20 TC 23.96 | 23.96 | 23.96 | 23.86 24.10 @ 24.00 | 24.00 | 22.28 | 22.28 | 22.18 | 22.18 | 20.30 | 19.01 | 18.61 | 17.82 | 17.03
860 kw 1.63 | 1.84 | 194 | 204 | 214 | 214 | 217 | 214 | 214 | 214 | 224 | 235 | 239 | 255 | 245 | 235
High Stage - TC 19.70 | 19.70 & 19.60  19.60 | 19.50 | 19.50 & 19.50 & 18.22 | 18.22 | 18.22 | 18.22 | 17.33 | 17.03 | 17.03 | 16.43 | 15.05
kw 153 | 173 | 173 | 184 | 194 | 204 | 2.04 | 1.94 | 204 | 214 | 224 | 235 | 235 | 245 | 255 | 255
80 TC 15.64 | 15.64 1554 @ 1554 | 1554 | 1554 @ 1544 | 1455 | 1455 | 1455 | 1455 | 13.76 | 13.56 | 13.56 | 13.46 | 13.46
kw 1.33 | 143 | 143 | 153 | 153 | 153 | 153 | 173 | 173 | 184 | 194 | 2.04 | 214 | 224 | 224 | 235
Table 18

TC refer to total capacity in kBTU/hr - kW: refer to total input power

Bosch IDS BOVA15 Split System Heat Pump - BTC 761701320 F (03.2023)




Product Specifications () BOSCH

m------ -----

- TC I 272 | 272 24.6
kw 2.2 2.3 2.4 2.6 2.8 2.9 2.7 2.7 2.9 3.0 3.2 2.9 3.0 2.9 2.9 2.8
70 C 218 | 222 | 220 | 220 | 220 | 220 | 220 | 217 | 216 | 215 | 214 | 204 | 213 | 213 | 204 18.6
. kW 16 1.8 1.8 2.0 2.0 2.1 2.0 2.1 2.3 2.4 2.4 2.7 2.9 3.3 3.2 3.1
- C 18.5 18.9 18.8 188 | 188 188 | 187 184 | 184 18.3 18.3 17.2 17.9 17.9 17.9 17.9
kW 15 16 1.7 1.8 1.9 2.0 1.9 1.9 2.0 2.2 2.3 2.4 26 2.7 2.9 3.2
80 C 15.1 154 | 154 15.3 15.3 15.3 153 15.2 15.1 15.1 15.0 14.2 14.8 14.6 14.6 14.6
kW 1.4 1.4 1.4 1.5 16 1.7 16 1.8 1.9 2.0 2.1 2.3 2.4 2.6 2.7 2.7
- C 323 | 330 | 325 | 322 | 322 | 321 | 321 | 322 | 314 | 298 | 293 | 260 | 252 234 | 216 | 201
kW 26 2.8 2.8 3.0 3.1 3.1 3.0 3.2 3.3 3.2 3.3 3.2 3.2 3.1 3.0 2.9
70 C 25.5 260 | 260 | 259 | 259 | 259 | 258 | 254 | 254 | 254 | 254 | 233 | 238 | 230 | 210 196
820 kw 1.8 1.9 2.1 2.2 2.3 2.4 2.3 2.4 26 2.8 2.9 3.2 3.4 3.4 3.2 3.2
Low Stage - T 215 219 | 218 | 218 | 217 206 | 216 | 212 | 213 | 211 | 211 202 | 209 | 209 | 209 19.1
kW 17 1.8 19 2.0 2.1 2.2 2.1 2.1 2.3 2.4 26 28 3.0 3.2 3.2 3.1
80 C 17.6 180 | 17.9 17.9 17.9 178 | 17.8 17.6 17.5 17.5 17.5 16.6 17.2 17.2 17.2 17.3
kW 1.4 1.7 1.7 1.8 1.8 1.9 1.7 2.0 2.0 2.1 2.2 2.4 26 28 2.9 3.1
- C 388 | 393 | 388 | 387 | 387 | 386 | 372 | 342 | 322 | 307 | 296 | 266 | 265 247 | 231 213
kW 26 2.9 3.0 3.3 35 3.8 3.4 3.2 3.2 3.1 3.2 3.1 3.1 3.1 3.0 2.9
70 C 304 | 310 | 310 309 | 308 | 305 | 304 | 300 | 300 | 296 | 284 | 250 | 242 235 | 226 | 215
- kW 2.1 2.4 25 2.7 2.8 2.9 2.8 2.8 3.0 3.2 35 3.4 3.3 3.2 3.1 3.0
- TC 253 | 258 | 257 257 | 257 257 | 257 248 | 246 | 246 | 241 228 | 235 229 | 210 196
kw 1.8 2.1 2.3 2.3 2.3 25 2.3 2.3 25 2.7 2.9 3.1 3.3 3.2 3.2 3.1
80 C 211 215 | 214 | 214 214 | 213 | 213 | 211 | 211 211 | 209 198 | 207 207 | 207 19.3
kW 15 16 17 1.8 1.9 2.0 19 2.0 2.2 2.3 24 2.6 2.8 2.9 3.2 3.2
- C 433 | 441 | 436 | 435 | 423 | 398 | 377 | 348 | 327 | 314 | 304 | 271 | 273 | 254 | 236 | 220
kW 3.2 38 3.8 4.0 41 4.0 3.6 33 3.2 3.1 3.2 3.1 3.2 3.1 3.0 2.9
C 339 | 345 | 343 | 342 | 342 | 342 | 342 | 334 | 318 | 300 | 288 | 255 | 250 | 246 | 229 | 218
1150 70 kw 2.4 2.7 2.8 2.9 3.0 3.1 2.9 3.2 3.2 3.2 3.4 34 3.0 3.2 3.1 3.0
High Stage - C 284 | 290 | 289 | 287 | 289 | 288 | 284 | 278 | 277 217 | 272 249 | 239 | 233 | 213 19.8
kW 2.0 2.4 25 2.5 26 2.8 26 2.6 2.8 3.0 3.3 3.4 3.3 3.2 3.1 3.0
80 TC 236 | 241 | 240 | 240 | 240 | 240 | 239 | 237 | 234 | 234 | 233 | 222 | 232 232 | 214 195
kW 15 1.7 1.8 2.0 2.1 2.2 2.2 2.3 2.4 2.6 2.8 3.0 3.2 3.3 3.3 3.2
- C 46.9 | 477 | 469 | 442 | 426 | 405 | 383 | 357 | 332 | 319 | 309 | 27.7 | 278 | 258 | 240 | 224
kW 34 41 4.2 41 41 4.0 35 3.3 3.2 3.2 3.2 3.4 33 3.2 3.2 3.1
70 C 373 | 381 | 380 | 377 | 377 | 376 | 372 | 345 | 326 | 305 | 299 | 268 | 27.0 | 255 | 237 221
- kW 26 3.0 3.1 33 34 3.7 35 3.3 33 3.2 35 35 35 3.4 33 3.2
- C 317 | 323 | 322 | 322 | 318 | 318 | 317 | 312 | 309 | 294 | 288 | 258 | 251 237 | 217 203
kW 2.3 2.7 28 2.9 2.9 3.1 2.9 3.0 3.3 3.2 35 35 3.4 3.3 3.2 3.1
80 C 264 | 270 | 269 | 268 | 268 | 268 | 26.7 261 | 258 | 256 | 25.1 235 | 245 234 | 216 | 200
kW 1.8 2.0 2.1 2.3 24 2.6 25 2.5 2.7 2.9 3.2 3.4 35 3.4 3.3 3.2
Table 19

TC refer to total capacity in kBTU/hr - kW: refer to total input power

BOVA15-60 + BVA20-48 For Heating
m------
- 49.7 491 | 486 446 403 | 37.0 | 372 34.2 325
kW 3.7 3.4 3.5 3.8 4.0 43 4.4 4.3 4.2 4.0 4.2 4.4 4.6 4.5 45 4.4
70 T 388 | 386 383 | 381 37.8 | 375 37.2 37.1 369 | 367 363 | 334 | 321 30.9 29.9 28.9
- kw 3.0 2.9 2.8 3.0 3.2 3.4 3.4 3.3 3.6 3.8 4.0 4.2 4.4 43 4.2 4.2
- TC 32.7 32,5 32.2 31.9 317 314 | 312 31.1 311 308 | 30.6 28.7 29.8 29.3 28.7 26.9
kw 2.2 2.4 2.6 2.7 2.8 2.9 3.2 3.2 3.4 3.6 3.9 4.1 4.3 4.2 4.1 4.0
80 T 27.0 268 | 265 26.2 26.0 25.7 255 25.5 25.4 25.1 24.9 234 | 243 238 | 235 23.1
kw 25 24 2.4 25 2.7 2.8 2.9 3.0 3.2 3.4 3.4 35 3.9 3.9 3.7 3.7
- TC 53.2 52.9 528 | 52.7 52.7 524 | 523 | 501 | 463 | 433 | 411 37.6 37.9 | 366 349 | 331
kw 4.0 3.7 3.8 4.0 4.3 4.6 4.8 4.7 4.7 4.8 4.9 4.8 5.1 4.7 4.7 4.6
70 T 416 | 413 | 411 408 | 406 | 402 | 400 | 399 39.7 394 | 393 | 358 | 343 | 331 315 29.9
1320 Low kw 3.2 3.0 3.0 3.2 3.4 3.6 3.7 4.0 4.2 45 47 48 48 4.8 a7 4.6
Stage - T 350 | 348 | 345 34.2 340 | 337 334 | 333 33.2 330 | 327 308 | 32.1 31.7 31.3 29.7
kw 25 2.7 2.6 2.8 3.0 3.1 3.2 3.4 3.6 3.8 4.1 43 4.7 4.7 4.6 45
80 TC 28.9 28.7 28.4 28.1 27.9 27.6 275 275 27.2 26.9 26.7 25.1 26.1 25.7 255 25.0
kw 2.3 25 2.6 2.7 2.8 2.9 3.1 3.1 3.3 35 3.7 3.9 4.2 43 4.0 3.9
- T 56.2 56.2 55.8 55.6 55.5 548 | 546 504 | 469 | 438 | 416 | 382 385 37.1 354 | 336
kw 35 4.2 4.4 4.7 5.2 5.4 5.1 46 47 4.8 4.9 5.3 5.4 5.3 5.2 4.9
- TC 49.7 49.4 | 49.1 487 | 485 481 | 480 | 459 | 440 | 422 | 400 | 379 380 | 364 | 346 | 331
15 kw 2.9 3.1 33 35 3.7 3.8 4.0 4.1 4.7 4.6 4.8 4.9 4.8 4.7 4.7 4.6
- T 384 | 384 | 383 | 383 38.1 380 | 380 | 369 36.9 | 365 36.3 | 342 35.2 34.7 34.2 32.3
kw 2.7 2.9 2.9 3.1 3.2 35 35 3.8 4.0 4.2 45 4.9 53 5.4 5.2 5.1
80 T 31.7 31.5 31.2 31.2 31.1 31.1 31.0 | 307 304 | 304 | 302 288 | 301 29.9 29.7 28.6
kw 25 2.7 2.8 2.9 3.1 3.2 3.4 3.4 3.6 3.8 4.1 43 4.8 5.1 4.9 4.8
- C 599 | 59.7 596 | 59.6 59.4 | 58.1 55.5 515 | 47.6 | 440 | 417 38.3 38.7 37.3 35.5 33.7
kw 3.7 4.2 4.5 4.6 4.8 4.9 4.8 4.8 4.8 4.9 5.1 5.2 5.1 4.9 4.8 4.7
i 70 T 49.4 | 494 | 494 | 492 | 492 491 | 489 | 476 | 448 | 419 | 403 | 384 | 387 36.9 35.1 33.3
1750 High kw 3.2 35 3.7 3.9 4.2 45 47 46 4.8 48 4.9 5.1 5.1 4.9 4.8 4.7
Stage 7 TC 422 422 | 422 421 | 421 418 | 417 40.7 | 406 | 402 | 400 | 354 | 357 35.1 346 | 327
kw 2.9 3.1 3.1 33 3.6 3.8 3.9 4.2 4.4 4.6 5.1 5.3 5.2 5.2 5.1 4.9
80 T 345 34.2 33.7 344 | 339 | 336 333 | 332 33.1 32.9 326 | 307 320 | 309 30.2 29.2
kw 2.9 2.7 2.8 3.0 31 3.3 3.4 3.7 38 3.9 4.0 43 45 4.9 4.8 48
- T 65.2 65.1 648 | 615 60.9 | 587 56.1 51.7 | 481 448 | 426 | 391 39.6 | 383 364 | 346
kw 4.6 4.9 4.9 4.9 5.2 5.1 5.1 4.8 4.9 4.9 4.9 4.9 5.1 4.9 4.8 4.7
70 C 51.5 51.5 51.5 514 | 514 | 509 509 | 478 | 453 | 432 | 409 | 384 | 390 | 374 | 356 | 338
i kw 3.8 4.0 4.0 43 4.6 4.9 5.1 4.8 4.9 4.9 5.1 5.3 5.3 5.1 4.9 4.9
- T 432 432 | 432 431 | 431 430 | 428 | 427 | 427 4.7 | 407 35.9 363 | 357 349 | 331
kw 38 35 35 3.7 4.0 4.2 4.4 44 45 4.7 5.3 5.3 5.3 5.3 5.2 5.1
80 TC 37.1 36.9 369 | 36.6 36.6 | 365 36.1 358 | 355 34.5 338 | 317 333 | 314 | 306 293
kw 3.5 3.0 3.0 3.2 3.4 3.6 3.7 3.8 4.1 4.0 4.4 4.7 4.8 4.9 4.8 4.8
Table 20

TC refer to total capacity in kBTU/hr - kW: refer to total input power

Bosch IDS BOVA15 Split F (03.2023)




) BOSCH Product Specifications

0 + BVA20-60 For Hea

 Aiflow (CFM) [ ID(F) | OD(F) [ 86 ] 72 ]
TC (5143 51.5 54.1 53.8 53.6 53.6 46.8 43.0 41.9 40.1 38.9 36.6

- 515 | 51.4 53.0 | 49.4
kw 34 3.7 4.0 43 46 48 4.9 4.9 5.4 5.3 5.2 58 5.8 5.6 55 53
70 C 430 | 430 | 429 | 429 | 428 | 428 | 427 | 411 | 411 | 409 | 388 | 345 | 326 | 318 310 | 305
. kW 3.1 2.9 2.9 3.1 3.3 35 3.8 3.9 4.2 45 4.7 48 4.9 48 4.7 46
- C 356 | 356 | 356 | 355 | 355 | 355 | 354 | 353 | 353 | 353 | 352 | 325 | 325 | 309 | 296 | 279
kW 24 2.3 25 2.6 2.8 2.9 3.1 3.2 35 3.7 41 4.2 46 41 3.9 38
80 C 314 | 286 | 285 285 | 285 284 | 283 | 282 | 281 281 | 281 261 | 261 260 | 259 | 259
kW 2.0 2.1 2.2 2.3 2.4 25 2.7 2.7 2.9 3.0 3.3 35 37 3.9 4.2 4.1
- C 568 568 | 568 | 564 | 591 | 59.0 | 589 | 583 | 536 | 500 | 47.3 | 439 | 426 | 419 | 398 | 37.0
kW 3.6 41 44 47 5.1 5.4 55 55 53 5.4 55 5.7 58 56 5.4 53
70 C 472 | 472 | 472 | 472 | 471 | 471 | 470 | 451 | 449 | 449 | 426 | 379 | 358 | 349 | 341 | 319
1320 Low kw 3.2 3.2 3.2 3.4 3.7 3.9 4.2 43 4.6 5.1 5.5 5.8 5.9 5.9 5.8 5.6
Stage - T 391 | 391 | 391 | 391 | 390 & 390 | 389 | 389 | 389 | 389 | 385 | 358 | 358 | 347 | 335 | 313
kW 2.4 2.5 2.7 28 3.0 3.2 3.4 36 3.8 41 45 4.7 5.2 6.0 58 5.6
80 C 345 | 314 | 312 | 312 | 312 | 311 | 311 | 311 | 31.0 | 31.0 | 31.0 | 289 | 286 | 285 | 285 28.3
kW 2.1 2.2 2.3 2.4 26 28 2.9 2.9 3.2 33 3.6 38 4.0 43 46 46
- C 614 | 614 | 609 | 609 | 635 | 630 | 625 | 59.7 | 56.6 | 530 | 49.7 | 477 | 445 | 430 | 400 | 380
kw 3.9 45 4.9 5.2 5.6 5.7 5.7 5.6 55 5.5 55 5.6 5.7 5.5 53 5.2
70 C 525 | 524 | 524 | 523 | 523 | 523 | 521 | 502 | 50.0 | 498 | 474 | 419 | 395 | 382 | 373 | 354
- kW 35 3.7 3.7 4.0 4.2 44 4.7 49 5.2 5.3 55 56 5.7 5.6 55 5.4
- TC 434 | 434 | 434 | 433 | 433 | 433 | 432 | 431 | 430 | 428 | 428 | 397 | 388 | 368 | 352 | 342
kw 25 28 3.0 3.2 34 3.6 3.9 4.0 4.2 45 4.9 5.4 5.7 5.8 56 5.4
80 C 384 | 349 | 349 | 349 | 348 | 348 | 348 | 345 | 348 348 | 348 | 318 | 318 | 318 | 318 | 318
kW 2.3 2.5 26 2.7 2.9 3.0 3.2 3.3 35 38 4.0 4.2 45 4.7 4.7 46
- C 658 | 653 | 652 | 648 | 682 | 67.3 | 648 | 615 | 580 | 543 | 512 | 481 | 447 | 435 | 419 | 394
kW 4.2 4.7 5.1 55 5.8 58 5.7 5.6 56 5.4 55 5.6 5.9 58 5.7 5.5
} 70 C 577 | 576 | 574 | 569 | 567 | 562 | 560 | 531 | 523 | 507 | 482 | 427 | 400 | 383 | 374 | 358
1750 High kw 3.7 3.9 4.0 4.3 46 48 5.1 5.1 5.3 5.4 5.6 5.7 5.8 5.7 5.6 5.5
Stage - C 483 | 483 | 483 | 482 | 481 | 481 | 480 | 474 | 473 | 467 | 449 | 415 | 390 | 373 | 357 | 347
kW 2.9 3.3 3.4 3.7 3.9 4.2 45 44 45 47 5.2 5.6 5.9 5.9 5.7 5.5
80 C 429 | 390 | 389 | 388 | 387 | 387 | 386 | 385 | 384 | 381 | 378 | 353 | 352 | 350 340 | 334
kW 25 2.7 2.9 3.0 33 35 3.7 38 41 4.2 44 46 4.9 5.2 5.1 4.9
- C 711 705 | 705 701 | 717 | 683 | 663 | 630 | 583 | 545 | 539 | 528 | 495 | 460 | 425 | 405
kW 43 5.1 5.4 58 58 5.7 5.7 5.5 5.4 5.3 55 56 5.9 5.7 56 5.4
70 C 581 | 580 | 57.7 | 576 | 570 | 571 | 569 | 549 | 543 | 522 | 490 | 435 | 410 | 390 | 380 | 369
- kW 3.8 41 4.2 45 4.9 4.9 53 5.6 55 5.4 56 5.7 58 5.7 56 5.4
- C 509 = 508 | 50.3 | 501 | 49.8 | 494 | 493 | 488 | 487 | 477 | 461 | 421 | 399 | 383 | 361 | 352
kW 35 3.7 3.9 4.0 4.4 45 4.6 45 4.9 5.3 5.9 6.1 6.3 6.3 6.0 6.0
80 C 460 | 418 | 417 | 417 | 415 | 413 | 411 | 409 | 403 | 401 | 396 | 370 | 376 | 362 358 | 343
kW 2.9 3.1 3.2 35 35 38 3.9 4.0 4.2 43 4.7 5.1 5.3 5.6 5.9 5.8
Table 21

TC refer to total capacity in kBTU/hr - kW: refer to total input power
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5 Model & Part Numbers

BOSCH BOVA 15 MODEL OUTDOOR UNIT

Model Number Part Number Description

BOVA-24HDN1-M15G 8733956368 24 kBTU/hr (2 ton), Inverter Condensing Unit BOVA

BOVA-36HDN1-M15G 8733955693 36 kBTU/hr (3 ton), Inverter Condensing Unit BOVA

BOVA-60HDN1-M15G 8733955694 60 kBTU/hr (5 ton), Inverter Condensing Unit BOVA
Table 22

BOSCH BVA 15 MODEL INDOOR UNIT

Model Number Part Number Description

BVA-24WN1-M15 8733955038 24 kBTU/hr (2 ton), Air Handler Unit, 15 SEER, PSC
BVA-36WN1-M15 8733955039 36 kBTU/hr (3 ton), Air Handler Unit, 15 SEER, PSC
BVA-48WN1-M15 8733955040 48 kBTU/hr (4 ton), Air Handler Unit, 15 SEER, PSC
BVA-60WN1-M15 8733955041 60 kBTU/hr (5 ton), Air Handler Unit, 15 SEER, PSC

Table 23

BOSCH BVA 2.0 MODEL INDOOR UNIT

Model Number Description

BVA-24WN1-M20 8733952439 24 kBTU/hr (2 ton), Air Handler Unit, 20 SEER, x13 ECM
BVA-36WN1-M20 8733952440 36 kBTU/hr (3 ton), Air Handler Unit, 20 SEER, x13 ECM
BVA-48WN1-M20 8733952441 48 kBTU/hr (4 ton), Air Handler Unit, 20 SEER, x13 ECM
BVA-60WN1-M20 8733952442 60 kBTU/hr (5 ton), Air Handler Unit, 20 SEER, x13 ECM

Table 24
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6 AHRI 210/240 Performance Data

6.1 SEER1

Inverter Ducted Split AHRI 210/240 Performance Data

Indoor Unit Model

System Configuration

BOVA 15 with BVA15

Outdoor Unit Model

BOVA-24HDN1-M15G

BOVA-36HDN1-M15G
BOVA-36HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G

Coils/Air Handlers
BVA-24WN1-M15
BVA-24WN1-M15
BVA-36WN1-M15
BVA-48WN1-M15
BVA-60WN1-M15

Furnace Model

— — - — —

24000
24000
34200
46500
50000

11.2
11.8
10.4
11.2
10.2

1166
16.0
15.0
15.0
15.0

24000
24000
35000
48000
56000

9.0
9.0
9.0
9.0
9.0

Cooling Capacity (BTU/h) Heating Capacity

20000
20600
25000
38000
40500

Product Specifications

830
830
1220
1530
1830

BOVA 15 with 96% Gas
Furnace

BOVA-24HDN1-M15G
BOVA-24HDN1-M15G
BOVA-24HDN1-M15G
BOVA-24HDN1-M15G
BOVA-36HDN1-M15G
BOVA-36HDN1-M15G
BOVA-36HDN1-M15G
BOVA-36HDN1-M15G
BOVA-36HDN1-M15G
BOVA-36HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G
BOVA-60HDN1-M15G

BMAC2430ANTD
BMAC2430ANTD
BMAC2430BNTD
BMAC2430BNTD
BMAC3036ANTD
BMAC3036ANTD
BMAC3036BNTD
BMAC3036BNTD
BMAC3036CNTD
BMAC3036CNTD
BMAC4248BNTF
BMAC4248CNTF
BMAC4248CNTF
BMAC4248DNTF
BMAC4248DNTF
BMAC4860CNTF
BMAC4860DNTF
BMAC4860DNTF

BGH96MO060B3B
BGH96M080B3B
BGH96M060B3B
BGH96M080B3B
BGH96M060B3B
BGH96M080B3B
BGH96MO060B3B
BGH96M080B3B
BGH96M080C4B
BGH96M100C5B
BGH96MO080B3B
BGH96M080C4B
BGH96M100C5B
BGH96M100D5B
BGH96M120D5B
BGH96M100C5B
BGH96M100D5B
BGH96M120D5B

23600
23600
24000
24000
33000
33000
33600
33600
33600
34000
43000
43000
45000
45500
45500
53000
53500
53500

11.5
11.5
11.5
11.5
10.0
10.0
10.0
10.0
10.0
10.0
10.0
10.5
10.5
10.5
10.5
9.5

10.0
10.0

16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.5
16.0
16.5
16.5

24000
24000
24000
24000
34200
34200
34200
34200
34200
34200
45000
45000
46500
47000
47000
53500
54000
54000

9.0
9.0
9.0
9.0
8.8
8.8
8.8
8.8
8.8
8.8
8.8
8.8
8.8
8.8
8.8
9.0
9.0
9.0

17600
17600
17600
17600
23000
23000
23000
23000
23000
23000
31000
31000
32000
32000
32000
38000
38000
38000

720/630
700/610
720/630
700/610
1000/750
1000/750
1050/770
1050/770
1030/750
1150/750
1250/1050
1250/1050
1470/1200
1500/1200
1500/1200
1660/1150
1700/1200
1700/1200

BOVA-24HDN1-M15G | BVA-24WN1-M20 / 24000 | 12.0 17.1 24000 9.5 18200 860/680
BOVA-36HDN1-M15G BVA-24WN1-M20 / 24000 12.5 17.1 24000 9.5 19200 860/680 I
BOVA 15 with BVA20 BOVA-36HDN1-M15G | BVA-36WN1-M20 / 34200 | 11.0 17.1 34200 9.0 24600 1150/820
BOVA-60HDN1-M15G | BVA-48WN1-M20 / 48000 | 12.5 17.1 48000 9.5 38000 1530/1150 I
BOVA-60HDN1-M15G | BVA-60WN1-M20 / 56000 | 10.2 16.5 56000 9.5 40000 1750/1350
Table 25

1 Energy Efficiency Ratio; Certified per AHRI 210/240

2 Seasonal Energy Efficiency Ratio; Certified per AHRI 210/240

3 HSPF = Heating Seasonal Performance Factor; Certified per AHRI 210/240

4 Jumper cut or dip switch off
I:l Items in bold boxes meet the requirements for ENERGY STARv5.0
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6.2 SEER2

Inverter Ducted Split AHRI 210/240 Performance Data
Indoor Unit Model Cooling Capacity (BTU/h) Heating Capacity

System Configuration Outdoor Unit Model Furnace Model
Coils/Air Handlers EER2! | SEER2? “ HSPF

BOVA-24HDN1-M15G | BVA-24WN1-M15 / 24000 10.6 145 24000 8.0 20000 780
BOVA-36HDN1-M15G | BVA-24WN1-M15 / 24000 11.2 14.8 24000 8.2 20600 780
BOVA 15 with BVA15 BOVA-36HDN1-M15G | BVA-36WN1-M15 / 34200 10.0 14.5 34600 8.0 25000 1210
BOVA-60HDN1-M15G | BVA-48WN1-M15 / 46500 10.6 14.3 48000 8.0 38000 1530
BOVA-60HDN1-M15G | BVA-60WN1-M15 / 54500 9.8 143 56000 8.0 40500 1680

BOVA-24HDN1-M15G | BMAC2430ANTD BGHI6MOG0B3B | 23600 | 10.5 | 16.0 | 24000 | 80 | 17600 750/560
BOVA-24HDN1-M15G | BMAC2430ANTD BGHI6MOSOB3B | 23600 | 10.5 | 16.0 | 24000 | 80 | 17600 750/560
BOVA-24HDN1-M15G | BMAC2430BNTD BGHI6MOG0B3B | 24000 | 10.5 | 16.0 | 24000 | 80 | 17600 750/560
BOVA-24HDN1-M15G | BMAC2430BNTD BGHI6MOBOB3B | 24000 | 10.5 | 16.0 | 24000 | 80 | 17600 750/560
BOVA-36HDN1-M15G | BMAC3036ANTD BGHI6MO60B3B | 33000 | 9.0 155 | 34200 | 7.8 | 23000 | 1050/750
BOVA-36HDN1-M15G | BMAC3036ANTD BGHI6MO80B3B | 33000 | 9.0 155 | 34200 | 7.8 | 23000 | 1050/750
BOVA-36HDN1-M15G | BMAC3036BNTD BGHI6MO60B3B | 33600 | 9.0 155 | 34200 | 7.8 | 23000 | 1050/780
BOVA-36HDN1-M15G | BMAC3036BNTD BGHI6MO80B3B | 33600 | 9.0 155 | 34200 | 7.8 | 23000 | 1050/780
BOVA-36HDN1-M15G | BMAC3036CNTD BGHI6MO8OCAB | 33600 | 9.0 155 | 34200 | 7.8 | 23000 | 1050/780
BOVA 15 with 96% Gas | BOVA-36HDN1-M15G | BMAC3036CNTD BGHI6M100C5B | 33600 | 9.0 155 | 34200 | 7.8 | 23000 | 1050/650

Furnace BOVA-36HDN1-M15G | BMACA248BNTF BGHI6MO80B3B | 33600 | 9 155 | 34200 | 7.8 | 23000 | 1050/780
BOVA-36HDN1-M15G | BMAC4248CNTF BGH96M100C5B | 33600 | 9 155 | 34200 | 7.8 | 23000 | 1050/650
BOVA-BOHDN1-M15G | BMACA248BNTF BGHI6MO80B3B | 43000 | 9.0 160 | 44000 | 7.8 | 30000 | 1100/950

BOVA-60HDN1-M15G BMAC4248CNTF BGH96M080C4B 43000 9.5 16.0 44000 7.8 30000 1150/950
BOVA-60HDN1-M15G BMAC4248CNTF BGH96M100C5B 45000 9.5 16.0 47000 7.8 32000 1600/1100
BOVA-60HDN1-M15G BMAC4248DNTF BGH96M100D5B 45500 9.5 16.0 47000 7.8 32000 1600/1100
BOVA-60HDN1-M15G BMAC4248DNTF BGH96M120D5B 45500 9.5 16.0 47000 7.8 32000 1600/1100

BOVA-60HDN1-M15G BMAC4860CNTF BGH96M100C5B 53000 9.0 15.5 53500 8.0 38000 1700/1350
BOVA-60HDN1-M15G BMAC4860DNTF BGH96M100D5B 53500 9k5) 155 54000 8.0 38000 1700/1400
BOVA-60HDN1-M15G BMAC4860DNTF BGH96M120D5B 53500 9.5 15.5 54000 8.0 38000 1700/1400

BOVA-24HDN1-M15G | BVA-24WN1-M20 24000 11.2 16.1 24000 8.2 19500 950/650

BOVA-36HDN1-M15G | BVA-24WN1-M20 24000 11.8 16.1 24000 85 21000 950/650 I
34200 10.4 16.1 34200 8.5 24500 1180/780

48000 12.0 16.1 48000 85 38000 1580/1150 I

BOVA 15 with BVA20 BOVA-36HDN1-M15G | BVA-36WN1-M20
BOVA-60HDN1-M15G | BVA-48WN1-M20

~1—=1—1—-1—-

BOVA-60HDN1-M15G | BVA-60WN1-M20 56000 10.0 15.5 56000 8.5 40000 1720/1380

Table 26

! Energy Efficiency Ratio; Certified per AHRI 210/240

2 Seasonal Energy Efficiency Ratio; Certified per AHRI 210/240

3 HSPF = Heating Seasonal Performance Factor; Certified per AHRI 210/240
4 Jumper cut or dip switch off

I:l Items in bold boxes meet the requirements for ENERGY STAR v6.1
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7 Suction Corrected Factor

BOVA - Suction Line Connection Size
3/4 STD 3/4 STD 7/8 STD 7/8 STD
Suction Line Run - Feet

5/8 OPT 5/8 OPT 3/4 OPT 3/4 OPT

' Standard 1.00 1.00 1.00 1.00

2 Optional 1.00 0.99 0.99 0.98

. Standard 0.99 0.99 0.99 0.99

>0 Optional 0.99 0.98 0.98 0.97

' Standard 0.99 0.98 0.98 0.97

100 Optional 0.98 0.95 0.97 0.95

Table 27

Std: Standard size
Opt: Optional size

Using suction line larger than shown in chart will result in poor oil return
and is not recommended.

8 Sound Data

ST 59(Low) 55.9 50.3 48.3 51.0 50.3 43.3 37.3 43.9
76(High) 69.3 64.1 65.4 65.1 62.5 56.9 54.9 55.0
1o 60(Low) 50.0 54.3 51.3 53.9 52.1 44.3 38.1 43.9 Sound Blanket -
78(High) 69.1 70.9 69.1 68.3 65.0 59.2 57.8 56.5 Standard
s 60(Low) 5 53 54.4 57.2 55.9 925 48.2 47.1
80(High) 71.4 73.9 76.5 75.3 72 65.7 63 55.8

Table 28 DS BOVA 15 Outdoor Unit Sound Power Level
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9 Dimensions
AIR DISCHARGE: ALLOW 60"
MINIMUM CLEARANCE.
H . _ . ALLOW A MINIMUM OF
mm herrernel 12" CLEARANCE ON ONE
U U SIDE OF ACCESS PANEL
9 ooy, WULLY : TO A WALL AND A
H HH ‘ NANN | MINIMUM OF 24" ON THE
i ADJACENT SIDE OF
”!H L UUUULL " ACCESS PANEL
AR INLET LOUVERED
PANELS: ALLOW 12"
MINIMUM CLEARANCE
Figure 2

Model Size Dimensions (Inches)

BOVA24-15 24-15/16 [633] 28 [711] 28 [711]
BOVA36-15 24-15/16 [633] 28[711] 28[711]
BOVAGO-15 33-3/16 [843] 29-1/8 [740] 29-1/8 [740]

Table 29
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United States and Canada
Bosch Thermotechnology Corp.
65 Grove St.

Watertown, MA 02472

Tel: 866-642-3198
Fax: 954-776-5529
www.bosch-thermotechnology.us

BTC 761701320 F /03.2023
Bosch Thermotechnology Corp. reserves the right

to make changes without notice due to continuing
engineering and technological advances.
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