
Specification

Name GaN Quick Charger

Model C65-01

Size 61*60*29 mm

Weight 131 g

Input AC 100-240V ～ 50/60Hz 1.5A

Output

USB-C1: 3.3V-11V--3A, 5V--3A, 9V--3A, 12V--3A, 15V--3A, 20V--3.25A Max 65W

USB-C2: 3.3V-11V--2.7A, 5V--3A, 9V--3A, 12V--2.5A, 15V--2A, 20V--1.5A Max 
30W

USB-A: 4.5V--5A, 5V--4.5A, 9V--3A, 12V--2.5A, 20V--1.5A Max 30W

USB-C1+USB-C2     Output: 45W+18W=63W

USB-C1+USB-A       Output: 45W+18W=63W

USB-C2+USB-A       Output: 5V--3A

USB-C1+ (USB-C2+USB-A)     Output: 45W+15W=60W

Protocol

Type-C1: PD3.0, PD2.0, QC3.0, QC2.0, AFC, SCP, Samsung FCP, PE+, APPLE2.4, 
DCP, BC1.2, PPS

Type-C2: PD3.0, PD2.0, QC3.0, QC2.0, AFC, SCP, Samsung FCP, PE+, APPLE2.4, 
DCP, BC1.2, PPS

USB-A: QC3.0, QC2.0, AFC, SCP,  Samsung FCP, PE+, APPLE2.4, DCP, BC1.2

Packing list GaN quick charger x1, manual x1, powerline (Opt.) x1

Powerline 1m, 20V, 5A – 100W, Type-C to Type-C

Working 
temperature 0℃~40℃

Storage 
temperature -10℃~55℃


