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Notes:
1.材質: 50#白色PET，黑色印刷

2.背压花膠 /    葛拉馨底紙, ,成捲

3.公差:+0/- 0.2mm(Tolerance: + 0/ - 0.2 mm)
4.本料件使用之材料須符合RoHS

5.材质表面打印张力>=32dpne/cm

(Material: 50 # white PET, black printing.)

(Adhesive: Acrylic Adhesive(Adhesive With Depressive Liner/centrifugal paper, coiled)

(Materials to be used must conform to RoHS)

(Material surface printing tension >= 32 dpne/cm)
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Model: DG4244 

SN: XXXXXXXXXXXXXXX

CM MAC: XXXXXXXXXXXX

MTA MAC: XXXXXXXXXXXX

P/N: XXXXXXXXXX

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause undesired operation. 

WiFi SSID: SercommAP-xxxx
WiFi Password: xxxxxxxxxx   
Default IP Address: 192.168.0.1 
Username: admin
Password: mmmmmmmm
Made in Philippines
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WAN MAC: XXXXXXXXXXXX
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V2.0:修改切角为2.5
旧料号932DHS0001

注意：
1.UL Factory ID需要根据生产厂地选择：SD7 or SD10
（UL对应关系为：Sermet:SD7  P SITE:SD10）
2.产地根据实际生产地打印:Made in Philippines or China
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FCC ID：P27DG4244

Model: DG4244 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause undesired operation. 

Input: 12V        4.0A
IC: 5604A-DG4244 

   I.T.E.
   42JJ
E210921

Input: 12V        4.0A
IC: 5604A-DG4244 

CAN ICES-3 (B)/NMB-3(B) WiFi SSID: SercommAP-xxxx (4碼隨機數字)
WiFi Password: xxxxxxxxxx (10碼隨機大小寫的英文
字)=>不要"l" (lower case L) / "I "(upper case i) / "O" (upper case o)

emlai
文字方塊
FCC ID: P27DG4244IC: 5604A-DG4244




