
With�single�cell�voltage,�battery�pack�voltage�
detection,�over-charge,�over-discharge�alarm�and�
protection�functions.�

With�charge�and�discharge�current�detection,�over-
charge�and�over-discharge�current�warning�and�
protection�functions.

With�cell,�environment,�MOS�temperature�
detection,�cell�high�and�low�temperature�alarm�and�
protection�function.

Short�Circuit�Protection.�Charging�balance�function.�
Cell�capacity�estimation�function.�

PRODUCT�FEATURES

There�are�various�modes�of�dormancy�and�awakening.

RS232/RS485�communication�interface,�using�
isolation�communication.
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One-piece integrated design, inverter and 
battery pre-configured to ensure compatibility

Easy to install, plug and play to save 
installation time on site.

IP65 , can be used for indoor and 
outdoor installation.

Support WIFI communication, APP can check the 
working status of the system anytime and anywhere.

Expandable lithium battery design, 
5-40KWh optional to meet different reqiurements.

Built-in UPS function switch to backup mode  
seamlessly to ensure uninterrupted power supply.

Pure sine wave output,
friendly to electrical appliances.

Cycle life ≥ 6000 times 
(80% DOD, 0.5CS)

PX3000EO+PXO3

PRODUCT�FEATURES

Smart�Energy�Professional�Solution�Provider

Wall Pack / Stacked Battery Storage

All in one 
Energy Storage System

PX5000EO+PXO5

PX3000EO+PXO3PX5000EO+PXO5
PX05W

Wall Pack / Stacked 
Battery Storage

PX05W



Smart�Energy�Professional�Solution�Provider
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Specifications

Item Rating Note

Type LiFePO4�Battery

Pack�Method 16S1P

Nominal�capacity 100Ah
Charge/Discharge:�
0.5C�Cut-off�Voltage:�40V

Nominal�voltage 51.2V

Energy 5,120Wh

Charge�method CC/CV

Charge�cut-off�voltage 58.4V

Discharge�cut-off�voltage 40V

Standard�charge�current 50A

Max.�charge�current 100A
Warranty�conditions:
�Charging�current≤50A（� 0.5C）
@77°F�(25°C)�80%�DoD

Standard�discharge�current 50A

Max.�continues�discharge�current 100A
Warranty�conditions:�
Discharge�current≤50A（0.5C）
@77°F�(25°C)�80%�DoD

Depth�of�discharge 100%

Operational�efficiency 98%

Cycle�life ≥5,000�times

Internal�impedance ≤50mΩ

Dimension L620�x�W460�x�H155�mm�

Communication�Mode CAN,�RS485,�RS232

Weight Approx.�49Kg

Working�temperature�range
Charge:�0°C-55°C�
Discharge:�-5°C-55°C

Storage�Temperature -10°C-45°C�
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