
Category 6A Shielded Cable Assemblies

TE Connectivity's Category 6A shielded patch cable assemblies are manufactured 
using patented techniques that create consistent performance superior to standard 
cable assemblies. TE Connectivity's Category 6A shielded cable assemblies are CM 
(riser) rated and constructed using colored, stranded cable and clear polycarbonate 
snagless boots.

FeAtureS & BeneFitS: 
•	 Meets or exceeds the channel specifications of ANSI/TIA-568-C.2 Category 6A 

shielded and Amendment 1 to ISO/IED 11801:2002 Class EA up to 500 MHz  
when used as a component in a properly installed TE F/UTP channel

•	 Meets or exceeds all requirements for IEEE 802.3an 10 GbE

•	 Clear, flexible, strain relief boot maintains proper 
bend radius to ensure peak performance

•	 Non-plenum (CM rated)

•	 4-Pair stranded shielded conductors

•	 Universal wiring (T568A/T568B)

•	 RoHS compliant
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Category 6A Shielded Cable Assemblies

SpeCiFiCAtion (text in BrACketS [ ] requireS A ChoiCe):
Category 6A shielded patch cable assemblies are constructed using modular plugs with 50μm gold-plated contacts, and 
support T568A or T568B wiring patterns. Cable assemblies utilize colored cable and "snagless" cable boots. Cable assemblies 
are constructed of stranded conductors, which are surrounded by a shield and covered with [black, gray, blue, green, 
red, white, yellow, orange or violet] colored jacket. Cable meets all the requirements of ANSI/TIA-568-C as well as the 
performance requirements listed in the following table:

Channel Performance Characteristics (meet or exceed ANSI/EIA/TIA, ISO/IEC and IEEE requirements)

Frequency 
(Mhz)

insertion 
Loss (dB)

next 
(dB)

pSnext 
(dB)

ACrF 
(dB)

pSACrF 
(dB)

return 
Loss (dB)

prop Delay 
(ns/100m)

prop Delay 
Skew (ns)

tCL 
(dB)

eLtCL / 
tCtL (dB)

pSAnext 
(dB)

pSAACrF / 
pSAFext (dB)

0.772 -2.1 -65.0 -62.0 -65.5 -62.5 -19.0 585.0 50.0 -40.0 32.2 -67.0 -67.0

1 -2.3 -65.0 -62.0 -63.3 -60.3 -19.0 580.0 50.0 -40.0 30.0 -67.0 -67.0

4 -4.2 -63.0 -60.5 -51.2 -48.2 -19.0 562.0 50.0 -40.0 18.0 -67.0 -65.0

8 -5.8 -58.2 -55.6 -45.2 -42.2 -19.0 556.7 50.0 -39.5 11.9 -67.0 -58.9

10 -6.5 -56.6 -54.0 -43.3 -40.3 -19.0 555.4 50.0 -38.0 10.0 -67.0 -57.0

16 -8.2 -53.2 -50.6 -39.2 -36.2 -18.0 553.0 50.0 -34.9 5.9 -67.0 -52.9

20 -9.2 -51.6 -49.0 -37.2 -34.2 -17.5 552.0 50.0 -33.5 4.0 -67.0 -51.0

25 -10.2 -50.0 -47.3 -35.3 -32.3 -17.0 551.2 50.0 -32.0 2.0 -66.0 -49.0

31.25 -11.5 -48.4 -45.7 -33.4 -30.4 -16.5 550.4 50.0 -30.4 N/A -65.1 -47.1

62.5 -16.4 -43.4 -40.6 -27.3 -24.3 -14.0 548.6 50.0 -24.4 N/A -62.0 -41.1

100 -20.9 -39.9 -37.1 -23.3 -20.3 -12.0 547.6 50.0 -20.3 N/A -60.0 -37.0

200 -30.1 -34.8 -31.9 -17.2 -14.2 -9.0 546.5 50.0 -14.3 N/A -55.5 -31.0

250 -33.9 -33.1 -30.2 -15.3 -12.3 -8.0 546.3 50.0 -12.3 N/A -54.0 -29.0

300 -37.4 -31.7 -28.8 -13.7 -10.7 -7.2 546.1 50.0 -10.8 N/A -52.8 -27.5

400 -43.6 -28.7 -25.8 -11.2 -8.2 -6.0 545.8 50 -8.3 N/A -51.0 -24.9

500 -49.3 -26.1 -23.2 -9.28 -6.3 -6.0 545.6 50 -6.3 N/A -49.5 -23.0

orDering inForMAtion

product Description *part number

RJ45 to RJ45 T568B patch cord TCPC-6ARFVB-XXYYF

RJ45 to RJ45 T568A patch cord TCPC-6ARFVA-XXYYF

*Replace XX for color:
 WT = White YL = Yellow
 RD = Red GN = Green
 BL = Blue GY = Gray

*Replace YY for length:
 04 = 4'  15 = 15'
 07 = 7'  25 = 25'
 10 = 10'  50 = 50"

Contact TE for information on additional colors and custom lengths.
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