
PT-DZ21K2
PT-DS20K2
PT-DW17K2
PT-DZ16K2

Pure
Color

Control

Geo. ProGeo. Pro
*3

PT-DZ870/L*2

PT-DW830/L*2

PT-DX100/L*2

Geo. ProGeo. Pro
*3

*3

*3

PT-DZ780/L*2

PT-DW750/L*2

PT-DX820/L*2

Geo. ProGeo. Pro

PT-EZ770Z/L*2

PT-EW730Z/L*2

PT-EX800Z/L*2

PT-EZ590/L*2

PT-EZ57
PT-EW650/L*2

PT-EW550/L*2

PT-EX620/L*2

PT-EX520/L*2

PT-FZ570
PT-FW530

PT-JX200

PT-JW130

Geo. ProGeo. Pro
*3

*3

PT-DZ13K
PT-DS12K
PT-DW11K
PT-DZ10K

Geo. ProGeo. Pro
*3

Geo. ProGeo. Pro
*3

*3

Geo. ProGeo. Pro
*3

PT-EX16K

Pure
Color

ControlPT-EX12K

360°PT-RQ32K Geo. ProGeo. Pro

360°PT-RZ31K Geo. ProGeo. Pro

360°PT-RS30K Geo. ProGeo. Pro

PT-RQ13K

360°PT-RZ12K Geo. ProGeo. Pro

360°PT-RS11K Geo. ProGeo. Pro

360°Geo. ProGeo. Pro

360°

360°

PT-RZ770/L*2

PT-RW730/L*2

360°

360°Geo. ProGeo. Pro

PT-RZ660/L*2

PT-RW620/L*2

360°

360°Geo. ProGeo. Pro

PT-RZ570
360°

PT-RZ575
360°

PT-VZ575N
PT-VZ570
PT-VZ470*9

PT-VW535N
PT-VW530
PT-VX605N
PT-VX600

PT-VW355N
PT-VW350
PT-VX425N
PT-VX420

PT-TW351R
PT-TW350
PT-TX410
PT-TX320

PT-LW373
PT-LW333
PT-LB423
PT-LB383
PT-LB353
PT-LB303

*4

*4

*4

*4

*4

*4

*4

*4

*4

360°
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n
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Ve
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e
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st
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n
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e-
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e

*4

*4

*4

*4

*4

*4

*4

PT-RZ970/L*2

PT-RW930/L*2

PT-RX110/L*2

PT-RZ21K

360°PT-RS20K Geo. ProGeo. Pro

360°

PT-RZ470
PT-RW430
PT-RZ475

PT-RZ370
PT-RW330

PT-VZ585N
PT-VZ580
PT-VW545N
PT-VW540
PT-VX615N
PT-VX610

WUXGA20,000 lm

SXGA+20,000 lm

WXGA17,000 lm

WUXGA8,500 lm

WXGA8,500 lm

XGA10,000 lm

WUXGA7,000 lm

WXGA7,000 lm

XGA8,200 lm

WUXGA6,500 lm

WXGA7,000 lm

XGA7,500 lm

WUXGA5,400 lm

WXGA5,800 lm

*4
WUGA5,000 lm

XGA6,200 lm

WXGA5,000 lm

XGA5,300 lm

WUXGA4,500 lm

WXGA4,500 lm

27,000 lm (Center)
26,000 lm

*1

4K+

31,000 lm (Center)
30,000 lm

*1

WUXGA
31,000 lm (Center)

30,000 lm

*1

SXGA+

10,000 lm 4K+

12,000 lm WUXGA

20,000 lm WUXGA

20,000 lm SXGA+

12,000 lm SXGA+

10,000 lm (Center)
9,400 lm

*1

WUXGA
10,000 lm (Center)

9,400 lm

*1

WXGA
10,400 lm (Center)

10,000 lm

*1

XGA

7,200 lm (Center)
7,000 lm

*1

WUXGA
7,200 lm (Center)

7,000 lm

*1

WXGA

6,200 lm (Center)
6,000 lm

*1

WUXGA

5,400 lm (Center)
5,200 lm

*1

WUXGA
5,200 lm (Center)

5,000 lm

*1

WUXGA

6,200 lm (Center)
6,000 lm

*1

WXGA

WUXGA4,800 lm

WUXGA4,800 lm

WXGA5,000 lm

XGA5,500 lm

WXGA5,000 lm

XGA5,500 lm

WUXGA4,400 lm

WXGA3,600 lm

XGA3,800 lm

XGA3,500 lm

XGA4,100 lm

WXGA3,100 lm

WXGA3,300 lm

XGA3,200 lm

XGA3,800 lm

WXGA3,300 lm

XGA3,100 lm

WXGA4,000 lm

WXGA4,000 lm

XGA4,500 lm

XGA4,500 lm

Full HD16,000 lm

WUXGA12,000 lm

SXGA+12,000 lm

WXGA11,000 lm

WUXGA10,600 lm

XGA16,000 lm

XGA13,000 lm

Full HD3,500 lm

WXGA3,500 lm

Full HD3,000 lm

Full HD3,500 lm

WXGA3,500 lm

XGA2,000 lm

WXGA1,000 lm

WUXGA5,000 lm

WUXGA5,000 lm

WXGA5,300 lm

XGA5,500 lm

WXGA5,300 lm

XGA5,500 lm

2017 Projectors product lineup

3-Chip DLP™ Laser light source models

LCD

3-Chip DLP™ Lamp Based models

1-Chip DLP™ Lamp Based models

As of February 2017.

*Featured image: PT-TW351R
*Featured image: PT-RZ570

LCD

LCD

LCD

1-Chip DLP™ Laser light source models

NEW

NEW

NEW

NEW

Geo. ProGeo. Pro

Geo. ProGeo. Pro

*1: Center screen lumen. *2: Lens-less model. *3: Mounting the optional lamp unit for portrait mode is required. *4: To operate wireless projection, the optional Wireless Module ET-WML100/WML100E is required. 
NOTE: The specifications are subject to change without notice. For more information, please visit the website >> business.panasonic.co.uk/visual-system

1-Chip DLP™ LED/Laser-combined light source models

COMING SOON

*Featured image: PT-RZ470/RW430

AVAILABLE FROM 2017 AUTUMN



4K UHD 
Interactive

Video WallStandard

Meeting 
room solution 

Outdoor

As of February 2017.

Protective 
Glass

TH-98LQ70 620 W

Approx. 136.0 kg/299.9 lbs
2233 x 1288 x 122 mm/
87.9" x 50.7" x 4.8"

Protective Glassless Models

OpenPort PLATFORM® Models

LinkRay Technology Displays

Indoor System 
On Chip

98” TH-84LQ70 540 W

Approx. 108.0 kg/238.1 lbs
1949 x 1141 x 99 mm/
76.7" x 44.9" x 3.9"

84”

TH-98LQ70L 620 W

Approx. 105.0 kg/231.5 lbs
2233 x 1288 x 113 mm/
87.9" x 50.7" x 4.5"

98” TH-84LQ70L 540 W

Approx. 84.0 kg/185.2 lbs
1949 x 1141 x 92 mm /
76.7" x 44.9" x 3.7"

84”

TH55LFV70 330 W
 Approx. 30.0 kg/66.1 lbs

1213.4 x 684.2 x 95 mm/
47.8" x 26.9" x 3.7"

55”

Approx. 60.0 kg/132.3 lbs
1848 x 1073 x 89 mm/
72.8" x 42.2" x 3.5"

80”
Approx. 47.0 kg/103.6 lbs
1604 x 931 x 89 mm/
63.2" x 36.7" x 3.5"

70”

TH-55LF80 190 W
Approx. 24.7 kg/54.5 lbs
1229 x 699  x 72 mm/
48.4" x 27.6" x 2.8"

55” TH-49LF80 175 W
Approx. 19.0 kg/41.9 lbs
1093 x 623 x 72 mm/
43.1" x 24.6" x 2.8"

49”

TH-55LF8 185 W

Approx. 24.7 kg/54.5 lbs
1229 x 699  x 72 mm/
48.4" x 27.6" x 2.8"

55”

TH-49LF8 160 W

Approx. 19.0kg/41.9 lbs
1093 x 623 x 72 mm/
43.1" x 24.6" x 2.8" 

49”

TH-55AF1 190 W 55” TH-49AF1 175 W49”

TH-42LF80 155 W

Approx. 15.3 kg/33.7 lbs
947 x 541 x 72 mm/
37.3" x 21.3" x 2.8"

42”

TH-42LF8 145 W

Approx. 15.3 kg/33.7 lbs
947 x 541 x 72 mm/
37.3" x 21.3" x 2.8" 

42”

TH-42AF1 155 W42”

*Actual Resolution: 
  3840 x 2160p

•DisplayPort (Ver. 1.1)

*SF2 : 450 cd/m2
SF2  AVAILABLE 
FROM SUMMER 2017 

* TH-75EF1: 410 cd/m2

•DisplayPort (Ver. 1.1)

TH-80BF1 350 W
Approx. 81.0 kg /178.6 lbs
1868 x 1093 x 104 mm/
73.6" x 43.1" x 4.1"

80” TH-65BF1 215 W
Approx. 58.0 kg/127.9 lbs
1517 x 892 x 108 mm/
59.8" x 35.2" x 4.3"

65”

TH-50BF1 140 W
Approx. 34.0 kg /75.0 lbs
1185 x 705 x 104 mm/
46.7" x 27.8" x 4.1"

1489 x 867 x 87 mm/
58.6" x 34.1" x 3.4"

50”

* Except LQ70 Series and 65/50BF1.Pitch for wall hanging is VESA compliant 

LinkRay is the most advanced content delivery service to date, using light 
communication to deliver mobile content. It enables ordinary smartphones 
to read IDs sent from LED transmitters such as displays (SF1H Series) and 
to connect to associated mobile content. End users receive content quickly, 
easily and securely through a simple, fast, intuitive and impactful experience.

NEW

NEW

NEW NEW

NEW

2017 Professional displays product lineup

LF50
700cd/m2

LQ70
500cd/m2

LF80
700cd/m2

SF2*/LF8

500cd/m2

EF1/LFE8
350cd/m2AF1

BF1
350cd/m2

BQE1/BFE1
400cd/m2

500cd/m2

TH-75BQE175” TH-65BFE165”

TH-47LFX60 370 W
Approx. 47.0 kg/103.0 lbs
1162 x 706 x 216 mm/
45.8" x 27.8" x 8.5"

47”LFX60
2000cd/m2

LFX6N
1200cd/m2

TH-47LFX6N 270 W
Approx. 47.0 kg/103.0 lbs
1162 x 706 x 216 mm/
45.8" x 27.8" x 8.5"

47”

LFV70
700cd/m2

TH-55SF1H
Approx. 24.9 kg /54.9 lbs
1229 x 699 x 72 mm/
48.4" x 27.6" x 2.8"

55” 190 W 49” TH-49SF1H
Approx. 19.2 kg/42.4 lbs
1093 x 623 x 72  mm/
43.1" x 24.6"  x 2.8"

175 W

TH-42SF1H 155 W
Approx. 15.5 kg/34.2 lbs
947 x 541 x 72  mm/
37.3" x 21.3" x 2.8"

42”

SF1H
700cd/m2

Approx. 29.8 kg/65.7 lbs
1452 x 832 x 64 mm/
57.2" x 32.8" x 2.5"

65”

TH-80LF50 380 W TH-70LF50 260 W

TH-65SF2

For the latest information about Panasonic Visual System Products, please visit:
business.panasonic.co.uk/visual-system

TH-55LFV60 290 W
Approx. 30.0 kg/66.1 lbs
1213.4 x 684.2 x 95 mm/
47.8" x 26.9" x 3.7"

55”

700cd/m2
LFV60

Anti-Glare
AG

TH-47LFV5 160 W

TH-55LFV6 210 W

Approx. 25.0 kg/55.1 lbs
1045 x 590 x 109 mm/
41.2" x 23.3" x 4.3"

47”LFV5
500cd/m2

Anti-Glare
AG

Approx. 25.0 kg/55.2 lbs
1229 x 699 x 72 mm/
48.4" x 27.6" x 2.8"

Approx. 19.3 kg/42.6 lbs
1093 x 623 x 72 mm/
43.1" x 24.6" x 2.8"

Approx. 15.6 kg/34.4 lbs
947 x 541 x 72 mm/
37.3" x 21.3" x 2.8"

TH-55VF1H 300 W
Approx. 25.0 kg/55.1 lbs
1211.4 x 682.2 x 99 mm/
47.7" x 26.9" x 3.9"

55”VF1H
700cd/m2

Anti-Glare
AG

Anti-Glare
AG

1.8

TH-84EF1 535 W
Approx. 70.0 kg/154.3 lbs
1910 x 1102 x 78 mm/
75.2" x 43.4" x 3.1"

84” TH-75EF1 285 W
Approx. 55.0 kg/121.3 lbs
1681 x 959 x 76.6 mm/
66.2" x 37.8" x 3.0"

75”

TH-65EF1 175 W 
Approx. 24.0 kg/52.0 lbs
1459 x 835 x 82 mm/
57.5" x 32.9" x 3.3"

65”

TH-32EF1 65 W
Approx. 5.3 kg/11.7 lbs
727 x 426 x 64 mm/
28.7" x 16.8" x 2.5"

32”

TH-55LFE8 170 W
Approx. 16.0 kg/35.3 lbs
1239 x 712 x 62 mm/ 
48.8" x 28.0" x 2.5" 

55”

TH-48LFE8 150 W

Approx. 11.5 kg/25.4 lbs
1082 x 624 x 62 mm/ 
42.6" x 24.6" x 2.5" 

48” TH-43LFE8 135 W

Approx. 8.7 kg/19.2 lbs
969 x 560 x 61 mm/ 
38.2" x 22.1" x 2.4" 

43”

Approx. 30.0 kg/66.1 lbs
1213.4 x 684.2 x 95 mm/
47.8" x 26.9" x 3.7"

55”LFV6
500cd/m2

Protective 
Glass

Protective 
Glass

(BF1 only)(BF1 only)

(VF1H/LFV70 only)(Except 75EF1)

(BF1 only)

(Except LFV5)

IP-55

•DisplayPort (Ver. 1.1)

*

EF1-MRS TH-84EF1-MRS 558 W

Approx. 70.0 kg/154.3 lbs
1910 x 1102 x 78 mm/ 
75.2" x 43.4" x 3.1"

84” TH-75EF1-MRS 308 W
 Approx. 55.0 kg/121.3 lbs

1681 x 959 x 76.6 mm/ 
66.2" x 37.8" x 3.0"

75”

Indoor
(Except LF50) (SF2/LF80 only) (LF50 only)

AVAILABLE FROM 
SUMMER 2017

Integrated platform for AV switching 
and videoconferencing

 The handle part is excluded, the thickness is 57 mm/2.3" (AF1/SF1H/LF80/LF8 Series), 95 mm/3.8" (55LFV8), 93.5 mm/3.7" (49LFV8). * "LinkRay", "LinkRay" icon and OpenPort PLATFORM are trademarks of Panasonic Corporation.  NOTE: The specifications are subject to change without notice.

(Except 75EF1)

(Except L models)


