
Impact Drill
สวานกระแทก

DV 18V

Handling instructions
คูมือการใชงาน

Read through carefully and understand these instructions before use.
โปรดอานโดยละเอียดและทําความเขาใจกอนใชงาน
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English ไทย

1 Drill chuck ล็อกสวาน

2 Chuck wrench ประแจล็อก

3 Tighten ขันใหแนน

4 Loosen คลาย

5 Sleeve ปลอก

6 Retaining ring แหวนรัด

7 Side handle มือจับขาง

8 Switch trigger สวิทซไก

9 Push button ปุมกด

0 R  mark เครื่องหมาย R

! L  mark เครื่องหมาย L 

@ Depth gauge บรรทัดวัด

# Change lever คันเปลี่ยนจังหวะ

$ Impact ตัวกระแทก

% Rotation ตัวหมุน

^ Gear shift dial ปุมเลื่อนเฟอง

& Speed control dial หนาปดควบคุมความเร็ว

* High speed ความเร็วสูง

( Low speed ความเร็วตํ่า

) Stopper สต็อปเปอร

9 10

R

L 
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GENERAL SAFETY RULES

WARNING!
Read all instructions

Failure to follow all instructions listed below may result 
in electric shock, fi re and/or serious injury.
The term ”power tool” in all of the warnings listed 
below refers to your mains operated (corded) power 
tool or battery operated (cordless) power tool.

SAVE THESE INSTRUCTIONS
1) Work area

a) Keep work area clean and well lit.
 Cluttered and dark areas invite accidents.
b) Do not operate power tools in explosive 

atmospheres, such as in the presence of 
fl ammable liquids, gases or dust.

 Power tools create sparks which may ignite the  
dust of fumes.

c) Keep children and bystanders away while 
operating a power tool.

 Distractions can cause you to lose control.

2) Electrical safety
a) Power tool plugs must match the outlet.
 Never modify the plug in any way.
  Do not use any adapter plugs with earthed 

(grounded) power tools.
 Unmodifi ed plugs and matching outlets will 

reduce risk of electric shock.
b) Avoid body contact with earthed or grounded 

surfaces such as pipes, radiators, ranges and 
refrigerators.

 There is an increased risk of electric shock if your 
body is earthed or grounded.

c) Do not expose power tools to rain or wet 
conditions.

  Water entering a power tool will increase the risk 
of electric shock.

d) Do not abuse the cord. Never use the cord for 
carrying, pulling or unplugging the power tool.

  Keep cord away from heat, oil, sharp edges or 
moving parts.

 Damaged or entangled cords increase the risk of 
electric shock.

e) When operating a power tool outdoors, use an 
extension cord suitable for outdoor use.

 Use of a cord suitable for outdoor use reduces 
the risk of electric shock.

3) Personal safety
a) Stay alert, watch what you are doing and use 

common sense when operating a power tool. 
 Do not use a power tool while you are tired 

or under the infl uence of drugs, alcohol or 
medication.

 A moment of inattention while operating power 
tools may result in serious personal injury.

b)  Use safety equipment. Always wear eye 
protection.

 Safety equipment such as dust mask, non-skid 
safety shoes, hard hat, or hearing protection used 
for appropriate conditions will reduce personal 
injuries.

c) Avoid accidental starting. Ensure the switch is in 
the off position before plugging in.

 Carrying power tools with your fi nger on the 
switch or plugging in power tools that have the 
switch on invites accidents.

d) Remove any adjusting key or wrench before 
turning the power tool on. 

 A wrench or a key left attached to a rotating part 
of the power tool may result in personal injury.

e) Do not overreach. Keep proper footing and 
balance at all times.

 This enables better control of the power tool in 
unexpected situations.

f)  Dress properly. Do not wear loose clothing or 
jewellery. Keep your hair, clothing and gloves 
away from moving parts.

 Loose clothes, jewellery or long hair can be 
caught in moving parts.

g) If devices are provided for the connection of dust 
extraction and collection facilities, ensure these 
are connected and properly used.

 Use of these devices can reduce dust related 
hazards.

4) Power tool use and care
a) Do not force the power tool. Use the correct  

power tool for your application. 
 The correct power tool will do the job better and 

safer at the rate for which it was designed.
b) Do not use the power tool if the switch does not 

turn it on and off.
 Any power tool that cannot be controlled with the 

switch is dangerous and must be repaired.
c) Disconnect the plug from the power source 

before making any adjustments, changing 
accessories, or storing power tools. 

 Such preventive safety measures reduce the risk 
of starting the power tool accidentally.

d) Store idle power tools out of the reach of children 
and do not allow persons unfamiliar with the 
power tool or these instructions to operate the 
power tool.

 Power tools are dangerous in the hands of 
untrained users.

e) Maintain power tools. Check for misalignment or 
binding of moving parts, breakage of parts and 
any other condition that may affect the power 
tools operation.

 If damaged, have the power tool repaired before 
use.

 Many accidents are caused by poorly maintained 
power tools.

f) Keep cutting tools sharp and clean.
 Properly maintained cutting tools with sharp 

cutting edges are less likely to bind and are easier 
to control.

g) Use the power tool, accessories and tool bits 
etc., in accordance with these instructions and 
in the manner intended for the particular type 
of power tool, taking into account the working 
conditions and the work to be performed.

 Use of the power tool for operations different 
from intended could result in a hazardous 
situation.

5) Service
a)  Have your power tool serviced by a qualifi ed 

repair person using only identical replacement 
parts.

 This will ensure that the safety of the power tool 
is maintained.

PRECAUTION
Keep children and infi rm persons away.
When not in use, tools should be stored out of reach of 
children and infi rm persons.
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PRECAUTIONS ON USING IMPACT DRILL

1. Before drilling into walls, ceilings or fl oors, ensure 
that there are no concealed power cables inside.

2. Always use side handle and hold the tool fi rmly 
with both hands.

3. Always use the impact drill with clockwise rotation, 
when using it as an impact drill. (Fig . 10)

SPECIFICATIONS 

Voltage (by areas)* (110 V, 220 V, 230 V, 240 V) 

Power input 690 W* 

Speed change 1 2

No-load speed
Forward rotation 0 – 1000 min-1 0 – 3000 min-1

Reverse rotation 0 – 600 min-1 0 – 1800 min-1

Capacity

Steel 13 mm 8 mm

Concrete 18 mm 13 mm

Wood 40 mm 45 mm

Full load impact rate 8400 min-1 27300 min-1

Weight (without cord) 2.0 kg

*Be sure to check the nameplate on product as it is subject to change by areas.

STANDARD ACCESSORIES

(1) Chuck wrench (Spec. only for keyed chuck) .............1 
(2) Side Handle .................................................................1 
(3) Depth Gauge ...............................................................1 
Standard accessories are subject to change without 
notice.

OPTIONAL ACCESSORIES (sold separately)

(1) Impact Drill Bit (for concrete)
 3.2 mm – 18 mm dia. 
Optional accessories are subject to change without 
notice.

APPLICATIONS

○ By combined actions of ROTATION and IMPACT:
 Boring holes in hard materials (concrete, marble, 

granite, tiles, etc.)
○ By ROTATIONAL action:
 Boring holes in metal, wood and plastic.

PRIOR TO OPERATION

1. Power source
 Ensure that the power source to be utilized conforms 

to the power requirements specifi ed on the product 
nameplate.

2. Power switch
 Ensure that the power switch is in the OFF position. 

If the plug is connected to a receptacle while the power 
switch is in the ON position, the power tool will start 
operating immediately, inviting serious accident.

3. Extension cord
 When the work area is removed from the power 

source. Use an extension cord of suffi cient thickness 
and rated capacity. The extension cord should be 
kept as short as practicable.

4. Selecting the appropriate drill bit
○ When boring concrete or stone
 Use the drill bits specifi ed in the optional 

accessories.
○ When boring metal or plastic
 Use an ordinary metalworking drill bit.
○ When boring wood
 Use an ordinary woodworking drill bit.
 However, when drilling 6.5 mm or smaller holes, use 

a metalworking drill bit.
5. Mounting and dismounting of the bit.

For keyed chuck  (Fig. 1)
(1) Open the chuck jaws, and insert the bit into the 

chuck.
(2) Place the chuck wrench in each of the three holes 

in the chuck, and turn it in the clockwise direction 
(viewed from the front side). Tighten securely.

(3) To remove the bit, place the chuck wrench into 
one of the holes in the chuck and turn it in the 
counterclockwise direction.

For keyless chuck  (Fig. 2)
(1) Mounting the bit
 Turn the sleeve counterclockwise and open the 

chuck. After inserting the drill bit into the chuck as far 
it will go, grip the retaining ring and close the chuck 
by turning the sleeve clockwise as viewed from the 
front.

(2) Dismounting the bit
 Grip the retaining ring and open the chuck by turning 

the sleeve counterclockwise.

NOTE
 When the sleeve does not become loose any further, 

fi x the side handle to retaining ring, hold side handle 
fi rmly, then turn the sleeve to loosen by hand. 
(Fig. 3)

6. Check the rotational direction (Fig. 4)
 The bit rotates clockwise (viewed from the rear side) 

by pushing the R-side of the push button.
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 The L-side of the push button is pushed to turn the 
bit counterclockwise.

 (The L  and R  marks are provided on the body.)
CAUTION
 Always use the impact drill with clockwise rotation, 

when using it as an impact drill.
7. Fixing the side handle (Fig. 5)
 Attach the side handle to the mounting part.
 Rotate the side handle grip in a clockwise direction 

to secure it.
 Set the side handle to a position that is suited to the 

operation and then securely tighten the side handle 
grip.

 To attach a depth gauge on the side handle, insert the 
gauge into the U-shaped groove on the side handle, 
adjust the position of the depth gauge in accordance 
with the desired depth of the hole, and fi rmly tighten 
the side handle grip. (Fig. 6)

8. IMPACT to ROTATION changeover (Fig. 7)
 Shift the change lever between the right and 

left positions to switch easily between IMPACT 
(rotation and impact) and ROTATION (rotation only), 
respectively.

 To bore holes in hard materials such as concrete, 
stone and tiles, shift the change lever to the right-
hand position (as indicated by the  mark).

 The drill bit operates by the combined actions of 
impact and rotation.

 To bore holes in metal, wood and plastic, shift the 
change lever to the left-hand position (as indicated 
by the  mark). The drill bit operates by rotational 
action only, as in the case of a conventional electric 
drill.

CAUTION
○ Do not use the Impact Drill in the IMPACT function 

if the material can be bored by rotation only. 
Such action will not only reduce drill effi ciency, 
but may also damage the drill tip.

○ Operating the Impact Drill with the change lever 
in mid-position may result in damage.  When 
switching, make sure that you shift the change 
lever to the correct position. 

9. High-speed/Low-speed changeover:
 Prior to changing speed, ensure that the switch 

is in the OFF position, and the drill has come to a 
complete stop. 

 To change speed, rotate the gear shift dial as 
indicated by the arrow in Fig. 8. The numeral “1” 
engraved on the drill body denotes low speed, the 
numeral “2” denotes high speed.

 If it is hard to turn the gear shift dial, turn the chuck 
slightly in either direction and then turn the gear 
shift dial again.

HOW TO USE

1. Switch operation
○ When the trigger is depressed, the tool rotates. 

When the trigger is released, the tool stops.
○ The rotational speed of the drill can be controlled by 

varying the amount that the trigger switch is pulled. 
Speed is low when the trigger switch is pulled 
slightly and increases as the trigger switch is pulled 
more.

○ The desired rotation speed can be pre-selected with 
the speed control dial.

 Turn the speed control dial clockwise for higher 
speed and counterclockwise for lower speed. 
(Fig. 9)

○ Pulling the trigger and pushing the stopper, it 
keeps the switched-on condition which is convenient 
for continuous running. When switching off, the 
stopper can be disconnected by pulling the trigger 
again.

CAUTION
 If the L-side of push button is pressed for reverse bit 

rotation, the stopper cannot be used.
2. Drilling
○ When drilling, start the drill slowly, and gradually 

increasing speed as you drill.
○ Always apply pressure in a straight line with the bit. 

Use enough pressure to keep drilling, but do not 
push hard enough to stall the motor or defl ect the 
bit.

○ To minimize stalling or breaking through the 
material, reduce pressure on drill and ease the bit 
through the last part of the hole.

○ If the drill stalls, release the trigger immediately, 
remove the bit from the work and start again. Do 
not click the trigger on and off in an attempt to start 
a stalled drill. This can damage the drill.

○ The larger the drill bit diameter, the larger the 
reactive force on your arm.

 Be careful not to lose control of the drill because of 
this reactive force.

 To maintain fi rm control, establish a good foothold, 
use side handle, hold the drill tightly with both 
hands, and ensure that the drill is vertical to the 
material being drilled.

MAINTENANCE AND INSPECTION

1. Inspecting the drill bits
 Since use of an abraded drill bits will cause motor 

malfunctioning and degraded effi ciency, replace the 
drill bits with a new one or resharpening without 
delay when abrasion is noted.

2. Inspecting the mounting screws
 Regularly inspect all mounting screws and ensure 

that they are properly tightened. Should any of the 
screws be loose, retighten them immediately. Failure 
to do so could result in serious hazard.

3. Maintenance of the motor
 The motor unit winding is the very “heart” of the 

power tool. Exercise due care to ensure the winding 
does not become damaged and/or wet with oil or 
water.

4. Inspecting the carbon brushes
 For your continued safety and electrical shock 

protection, carbon brush inspection and replacement 
on this tool should ONLY be performed by a HiKOKI 
Authorized Service Center.

5. Replacing supply cord
 If the supply cord of Tool is damaged, the Tool must 

be returned to HiKOKI Authorized Service Center for 
the cord to be replaced.

6. Service parts list
A: Item No.
B: Code No.
C: No. Used
D: Remarks

CAUTION
 Repair, modifi cation and inspection of HiKOKI Power 

Tools must be carried out by a HiKOKI Authorized 
Service Center.

 This Parts List will be helpful if presented with the 
tool to the HiKOKI Authorized Service Center when 
requesting repair or other maintenance.

000Book_DV18V_ThAr.indb   5000Book_DV18V_ThAr.indb   5 2018/03/08   14:55:352018/03/08   14:55:35



English

6

 In the operation and maintenance of power tools, the 
safety regulations and standards prescribed in each 
country must be observed.

MODIFICATIONS
 HiKOKI Power Tools are constantly being improved 

and modifi ed to incorporate the latest technological 
advancements.

 Accordingly, some parts (i.e. code numbers and/or 
design) may be changed without prior notice.

NOTE:
Due to HiKOKI’s continuing program of research and 
development, the specifi cations herein are subject to 
change without prior notice.
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กฎความปลอดภัยโดยทั่วไป

คําเตือน!
โปรดอานคําแนะนําทั้งหมด
ถาไมปฏิบัติตามคําแนะนําทั้งหมด อาจถูกไฟฟาดูด เกิดไฟไหม และ/
หรือบาดเจ็บสาหัสก็ได
คําวา "เครื่องมือไฟฟา" ในคําเตือนตอไปนี้ทั้งหมดหมายถึงเครื่องมือที่
คุณใชงานกับปลั๊กไฟฟา (มีสายไฟ) หรือใชงานกับแบตเตอรี่ (ไรสาย)

โปรดปฏิบัติตามคําแนะนําตอไปนี้
1) พื้นที่ทํางาน

a) รักษาพื้นที่ทํางานใหสะอาดและมีแสงสวางเพียงพอ
 สิ่งที่เกะกะและความมืดทําใหเกิดอุบัติเหตุได
b) อยาใชเครื่องมือไฟฟาในบรรยากาศที่อาจระเบิด เชน 

มีของเหลวไวไฟ แกสหรือฝุน
 เครื่องมือไฟฟาอาจเกิดประกายไฟที่อาจทําใหฝุนและไอติดไฟ

ได
c) ใชงานเครื่องมือไฟฟาให ไกลจากเด็กและคนเฝาชม
 คนที่วอกแวกทําใหคุณขาดสมาธิในการทํางานได

2) ความปลอดภัยทางไฟฟา
a) ปลั๊กของเครื่องมือไฟฟาตองเหมาะกับเตาเสียบ 
 อยาดัดแปลงปลั๊ก
 อยาใชปลั๊กของตัวปรับแรงดันไฟฟากับเครื่องมือไฟฟาชนิด

ที่ตอลงดิน
 ปลั๊กกับเตาเสียบที่ไมพอดีกันอาจทําใหคุณถูกไฟฟาดูด
b) อยาใหตัวคุณสัมผัสกับพื้นผิวที่ตอลงดิน เชนทอโลหะ 

เครื่องทําความรอน เตาอบ ตูเย็น เปนตน
 อาจถูกไฟฟาดูดถารางกายของคุณตอวงจรลงดิน
c) อยาใหเครื่องมือไฟฟาถูกกับน้ําฝนหรือความเปยกชื้น
  น้ําที่เขาไปในเครื่องมือไฟฟาจะเพิ่มความเสี่ยงที่จะถูกไฟฟาดูด
d) อยาใชสายไฟฟาในงานอื่น อยาใชสายเพื่อหิ้ว ดึงหรือ 

เสียบเครื่องมือไฟฟา ใหสายไฟอยูหางจากความรอน น้ํามัน 
ขอบแหลมคมหรือชิ้นสวนที่เคลื่อนไหว

 สายที่ชํารุดหรือตึงอาจทําใหคุณถูกไฟฟาดูดไดงาย
e) เมื่อใชงานเครื่องมือไฟฟานอกอาคาร 
 ใชสายพวงชนิดที่ใชกับนอกอาคารเมื่อใชสายที่เหมาะสมจะลด

ความเสี่ยงที่จะถูกไฟฟาดูด

3) ความปลอดภัยสวนบุคคล
a) ระวังตัว ดูสิ่งที่คุณกําลังทํา ใชสามัญสํานึกเมื่อใชเครื่องมือ

ไฟฟา อยาใชเครื่องมือไฟฟาเมื่อคุณออนเพลียหรือกินยา 
สุรา หรือยาเสพติด 

 การขาดสติชั่วขณะเมื่อใชเครื่องมือไฟฟาอาจทําใหคุณบาดเจ็บ
สาหัส

b)  ใชอุปกรณนิรภัย สวมแวนตาปองกันเสมอ
 อุปกรณปองกันเชนหนากากกันฝุน รองเทากันลื่น หมวกนิรภัย 

หรือจุกอุดหูที่เหมาะสมจะเลี่ยงการบาดเจ็บของรางกายได
c) ระวังเครื่องทํางานโดยไมตั้งใจ ใหสวิทซอยูในตําแหนงปด

กอนเสียบปลั๊ก
 เมื่อจับเครื่องมือไฟฟาเมื่อนิ้วอยูที่ตัวสวิทซ หรือเมื่อเสียบปลั๊ก

ขณะเปดสวิทซไวอาจทําใหเกิดอุบัติเหตุ

d) เอาสลักปรับแตงหรือประแจออกกอนเปดสวิทซไฟฟา
 สลักหรือประแจที่ติดกับสวนหมุนของเครื่องมือไฟฟาอาจทําให

คุณบาดเจ็บได
e) อยาเอื้อมตัว ยืนใหมั่นและสมดุลตลอดเวลา
 ทําใหควบคุมเครื่องมือไฟฟาไดดีขึ้นเมื่อมีเหตุที่ไมคาดฝน
f)  แตงตัวใหรัดกุม อยาสวมเสื้อผาหลวมหรือใชเครื่องประดับ 

ใหผม เสื้อผาและถุงมืออยูหางจากชิ้นสวนที่เคลื่อนที่
 เสื้อผาหลวม เรื่องประดับหรือผมยาวอาจถูกชิ้นสวนหมุนรั้ง

เขาไป
g) ถาออกแบบเครื่องมือไฟฟาไวใหตอกับชุดดูดฝุนหรือเศษวัสดุ 

ใหเชื่อมตอและใชงานอยางถูกตอง
 เมื่อใชกับชุดอุปกรณเหลานี้ จะลดอันตรายจากฝุน

4) การใชละบํารุงรักษาเครื่องมือไฟฟา
a) อยาใชเครื่องมือไฟฟาโดยฝนกําลัง ใชเครื่องมือที่ถูกตองกับ

งานของคุณ
 เครื่องมือไฟฟาที่ถูกตองจะทํางานไดดีกวาและปลอดภัยกวา 

ในอัตราตามที่ออกแบบไวแลว
b) อยาใชเครื่องมือไฟฟาถาสวิทซปดเปดไมได
 เครื่องมือไฟฟาที่ควบคุมดวยสวิทซไมไดจะมีอันตรายและตอง

ซอมเสีย
c) ถอดปลั๊กจากแหลงไฟฟากอนปรับแตง เปลี่ยนอะไหล 

หรือเก็บรักษา
 มาตรการปองกันเชนนี้ จะลดความเสี่ ยงของอุบัติ เหตุที่

เครื่องมือไฟฟาจะเริ่มทํางานโดยไมไดตั้งใจ
d) เก็บเครื่องมือไฟฟาใหหางจากเด็ก และอยายอมใหผูที่ไม

เคยชินกับเครื่องมือไฟฟาหรือคําแนะนําเหลานี้ใหใชเครื่องมือ
ไฟฟา

 เครื่องมือไฟฟาเปนสิ่งที่มีอันตรายมากเมื่ออยูในมือของคนที่ 
ไมชํานาญ

e) บํารุงรักษาเครื่องมือไฟฟา ตรวจดูศูนยเคลื่อน สวนบิดงอ 
ชํารุดหรือสภาพอื่นๆ ที่มีผลตอการทํางานของเครื่องมือ
ไฟฟา 

 หากชํารุด ใหซอมแซมเสียกอนใชงาน
 อุบัติเหตุจํานวนมากเกิดจากเครื่องมือไฟฟาที่บํารุงรักษา

ไมดีพอ
f) ใหเครื่องมือตัดมีความคมและสะอาด
 เครื่องมือตัดที่บํารุงรักษาอยางถูกตองและมีขอบคมจะไมคอย

บิดงอ และควบคุมไดงายกวา
g) ใชเครื่องมือไฟฟา สวนประกอบและปลายเครื่องมือตัดตาม

คําแนะนําเหลานี้ และตามที่ออกแบบไว โดยพิจารณาสภาพ 
งานและสิ่งที่จะใชงาน 

 ถาใชเครื่องมือไฟฟากับงานที่ไมไดออกแบบไวอาจเกิดความ
เสียหายได

5) การซอมบํารุง
a)  ใหชางซอมที่ชํานาญเปนผูซอม และเปลี่ยนอะไหลที่เปน 

ของแท
 ทําใหเครื่องมือไฟฟามีความปลอดภัย

คําเตือน
เก็บใหพนมือเด็กและผูไมชํานาญ
หากไมไดใช ควรเก็บใหพนมือเด็กและผูไมชํานาญ
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ขอควรระวังในการใชสวานกระแทก

1. กอนจะเจาะผนัง เพดานหรือพื้น ตรวจดูเสียกอนวาไมมีสายไฟฟา
ฝงอยู

2. ใชมือจับดานขาง และจับดวยมือทั้งสองใหแนนเสมอ
3. ใชสวานกระแทกที่หมุนตามเข็มนาิกาเสมอ เมื่อใชแบบกระแทก 

(รูปท่ี 10)

รายละเอียดจําเพาะ

แรงดันไฟฟา (ตามทองที่ใชงาน)* (110 โวลท, 220 โวลท, 230 โวลท, 240 โวลท) 

กําลังไฟฟา 690 วัตต*

เปลี่ยนความเร็ว 1 2

ความเร็วอิสระ
หมุนเดินหนา 0 – 1000 นาที-1 0 – 3000 นาที-1

หมุนถอยหลัง 0 – 600 นาที-1 0 – 1800 นาที-1

ขีดความสามารถ

เหล็ก 13 มม. 8 มม.

คอนกรีต 18 มม. 13 มม.

ไม 40 มม. 45 มม.

อัตราการกระแทกเมื่อทํางานเต็มที่ 8400 นาที-1 27300 นาที-1

น้ําหนัก (ไมรวมสายไฟฟา) 2.0 กก.

* โปรดตรวจดูปายที่ตัวเลื่อยไฟฟา เพราะแตกตางไปตามทองที่ใชงาน

อุปกรณมาตรฐาน

(1) ประแจล็อก ( ใชกับล็อกที่มีสลักเทานั้น) ......................................1 
(2) มือจับขาง ................................................................................1 
(3) บรรทัดวัด ................................................................................1 
อาจเปลี่ยนแปลงอุปกรณมาตรฐานไดโดยไมตองแจงลวงหนา

อุปกรณประกอบ (แยกจําหนายตางหาก)

(1) ดอกสวานกระแทก (ใชกับคอนกรีต)
 เสนผานศูนยกลาง 3.2 มม. – 18 มม. 
อาจเปลี่ยนแปลงอุปกรณประกอบไดโดยไมแจงลวงหนา

การใชงาน

○ เมื่อใชทั้ง "แรงหมุน" และ "แรงกระแทก":
 การเจาะรูในวัสดุแข็ง (คอนกรีต หินออน หินแกรนิต กระเบื้อง 

เปนตน)
○ เมื่อใช "แรงหมุน":
 เจาะรูในโลหะ ไมและพลาสติก

คําแนะนํากอนการใชงาน

1. แหลงไฟฟา
 ตรวจดูใหแหลงไฟฟาที่จะใชตรงกับราละเอียดจําเพาะบนแผนปาย

ของเลื่อยไฟฟา
2. สวิทซไฟฟา
 ตรวจดูใหสวิทซไฟฟาอยูในตําแหนง OFF ถาเสียบปลั๊กเขากับ

เตาเสียบเมื่อสวิทซอยูในตําแหนง ON เครื่องใชไฟฟาจะทํางานทันที 
และทําใหเกิดอุบัติเหตุที่รายแรงได

3. สายไฟฟาพวง
 เมื่อพื้นที่ทํางานอยูหางจากแหลงจายไฟ ใหใชสายพวงที่โตและ

มีความจุไฟฟามากพอ ควรพยายามใหสายพวงส้ันท่ีสุดเทาท่ีจะทําได
4. การเลือกดอกสวานที่เหมาะสม
○ เมื่อเจาะคอนกรีตหรือหิน
 ใชดอกสวานเจาะ ที่ระบุในอุปกรณประกอบ
○ เมื่อเจาะโลหะหรือพลาสติก
 ใชดอกสวานเจาะโลหะทั่วไป
○ เมื่อเจาะไม
 ใชดอกสวานเจาะไมทั่วไป
 อยางไรก็ตาม ถาเจาะรูขนาดไมเกิน 6.5 มม. ใหใชสวานเจาะโลหะ 

แทน
5. การติดและการถอดดอกสวาน

สําหรับล็อกมีสลัก  (รูปท่ี 1)

(1) เปดกานล็อก และสอดดอกสวานเขาในล็อก
(2) ใสประแจล็อกเขาในรู 1 ใน 3 รูของล็อก ขันตามเข็มนาิกา 

(เมื่อดูจากดานหนา) ขันใหแนน
(3) ถอดดอกสวาน โดยสอดประแจล็อกเขาในรู 1 ใน 3 รูของล็อก 

หมุนทวนเข็มนาิกา

ล็อกท่ีไม่มีสลัก  (รูปท่ี 2)

(1) การติดดอกสวาน
 หมุนปลอกทวนเข็มนาิกา และเปดล็อก หลังจากสอดดอกสวาน 

เขาในล็อกจนลึกที่สุด จับแหวนรัดและปดล็อกโดยหมุนปลอกตาม
เข็มนาิกา เมื่อดูจากดานหนา

(2) การถอดดอกสวาน
 จับแหวนรัด และเปดล็อกโดยหมุนปลอกทวนเข็มนาิกา
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หมายเหตุ
 เมื่อปลอกไมหลวมอีกตอไป ติดมือจับขางเขากับแหวนรัด 

จับที่มือจับดานขางใหแนน แลวใชมือหมุนปลอกใหคลายออก 
(รูปท่ี 3)

6. ตรวจดูทิศทางหมุน (รูปที่ 4)
 ไขควงหมุนตามเข็มนาิกา (เมื่อมองจากดานทาย) เมื่อกดดาน R 

ของปุมกด
 กดดาน L ของปุมกดเพื่อใหไขควงสวานหมุนทวนเข็มนาิกา
 (ที่ตัวสวาน จะมีเครื่องหมาย L  และเครื่องหมาย R )

ขอควรระวัง
 ใชสวานกระแทกที่หมุนตามเข็มนาิกาเสมอ เมื่อใชแบบกระแทก
7. ตั้งมือจับขาง (รูปที่ 5)
 ติดมือจับขางเขากับแปนยึด
 หมุนมือจับขางในทิศทางตามเข็มนาิกาเพื่อใหติดแนน
 ตั้งมือจับขางในตําแหนงที่เหมาะกับการปฏิบัติงาน และขันตัวจับ 

ขางใหแนน
 การติดบรรทัดวัดที่มือจับดานขาง ใหสอดบรรทัดวัดเขาในรอง 

รูปตัว U ที่มือจับดานขาง ปรับแตงตําแหนงของบรรทัดวัดตาม 
ระยะของรูที่ตองการ และหมุนมือจับดานขางใหแนน (รูปท่ี 6)

8. การเปลี่ยนจากจังหวะ "กระแทก" เปน "หมุน" (รูปที่ 7)
 ผลักแถบเลื่อนในตําแหนงขวาและซาย เพื่อสลับจากจังหวะ 

"กระแทก" (หมุนและกระแทก) เปน "หมุน" หมุนโดยไมกระแทก 
ตามลําดับ

 ถาจะเจาะรูในวัสดุแข็ง เชน คอนกรีต หิน และกระเบื้อง ผลักแถบ 
เลื่อนไปยังตําแหนงทางขวามือ (มีเครื่องหมาย )

 ดอกสวานจะทํางานโดยมีทั้งแรงหมุนและแรงกระแทก
 ถาจะเจาะในโลหะ ไม และพลาสติก ผลักคันเลื่อนไปทางซาย 

(มีเครื่องหมาย ) ดอกสวานมีเฉพาะแรงหมุน เชนเดียวกับสวาน 
ธรรมดา

ขอควรระวัง
○ อยาใชสวานกระแทกในจังหวะ "กระแทก" อาจจะเจาะวัสดุ 

ไดดวยแรงหมุนแตเพียงอยางเดียว เพราะนอกจากจะลด 
ประสิทธิภาพของสวานแลว ปลายดอกสวานอาจชํารุดได

○ ถาเปดสวานเมื่อแถบเลื่อนอยูในตําแหนงกลางระหวางระยะ 
ซายขวา อาจทําใหชํารุดได  เมื่อเปดสวิทซ ตรวจดูใหผลักแถบ
เลื่อนไปยังตําแหนงที่ถูกตองเสียกอน

9. การเปลี่ยนความเร็วสูง/ความเร็วตํ่ํา:
 กอนจะเปลี่ยนความเร็ว โปรดแนใจวาสวิทซอยูในตําแหนง OFF 

และสวานหยุดสนิทเสียกอน 
 เปลี่ยนความเร็ว โดยหมุนปุมเลื่อนเฟองตามลูกศรในรูปท่ี 8 

ตัวเลข “1” ที่สลักบนตัวสวานแสดงวาความเร็วตํ่ํา และตัวเลข “2” 
แสดงวาความเร็วสูง

 ถาหมุนปุมเลื่อนเฟองไดยาก หมุนล็อกไปทางใดทางหนึ่งเล็กนอย 
และหมุนปุมเลื่อนเฟองอีกครั้ง

วิธีการใช

1. การใชสวิทซ
○ เม่ือกดสวิทซ ไก สวานจะหมุน เม่ือปลอยมือจากสวิทซ สวานจะหยุด

○ อาจควบคุมความเร็วหมุนของไขควงสวานไดอยางตอเนื่อง โดย
เปลี่ยนระยะที่ดึงสวิทซ ไก ความเร็วตํ่ําเมื่อดึงสวิทซ ไกออกมา
เล็กนอย และความเร็วเพิ่มขึ้นเมื่อดึงสวิทซออกมามากขึ้น

○ อาจตั้งคาความเร็วหมุนที่ตองการไวลวงหนา โดยใชหนาปดควบคุม
ความเร็ว

 หมุนหนาปดควบคุมความเร็วไปตามเข็มนาิกาเพื่อใชความเร็วสูง 
และหมุนทวนเข็มนาิกาเพื่อใชความเร็วตํ่ํา (รูปท่ี 9)

○ เมื่อดึงสวิทซ ไกและกดสต็อปเปอร ทําใหสวานอยู ในจังหวะเปด
สวิทซ และสะดวกตอการทํางานอยางตอเนื่อง เมื่อปดสวิทซ อาจ
ปลดสต็อปเปอร ได  โดยกดสวิทซ ไกอีกครั้ง

ขอควรระวัง
 ไมอาจใชสต็อปเปอร ได ถากดดาน L ของปุมกดเพื่อใหดอกสวาน 

หมุนกลับทิศ
2. การเจาะ
○ เมื่อเจาะ เริ่มดวยความเร็วตํ่ํา และคอยๆ เพิ่มความเร็วขณะเจาะ
○ ใหแรงกดในแนวเดียวกับดอกสวานเสมอ ใหแรงกดพอเพื่อการเจาะ 

แตอยากดแรงเกินไปจนมอเตอรหยุดหรือดอกสวานงอ
○ ปองกันวัสดุแตกหรือสวานติดจนหยุดหมุน โดยลดแรงกดที่สวาน

และผอนแรงที่ดอกสวานในระยะสุดทายของรู
○ ถาสวานติด ปลอยนิ้วจากสวิทซ ไกทันที เอาเศษวัสดุออกจากชิ้นงาน 

และเจาะอีกครั้ง อยากดสวิทซ ไกไปมาเพื่อฉุดใหดอกสวานหมุนอีก 
เพราะตัวสวานอาจชํารุด

○ เมื่อดอกสวานมีเสนผานศูนยกลางโต แรงผลักแขนของคุณจะมากขึ้น
 ระวังอยาใหขาดการควบคุมสวานเนื่องจากแรงผลักเชนนี้
 ควบคุมใหมั่นคง โดยยืนใหเขาที่ ใชมือจับขาง ใชมือทั้งสองจับ 

ตัวสวานใหแนน และใหสวานตั้งฉากกับวัสดุที่จะเจาะ

การบํารุงรักษาและการตรวจสอบ

1. การตรวจสอบหัวสวาน
 เนื่องจากการใชดอกสวานที่สึกหรอจะทําใหมอเตอรทํางานผิดปกติ

และลดประสิทธิภาพงาน ใหเปลี่ยนดอกสวานเสียใหม หรือนําไป
ลับโดยไมชักชา เมื่อเห็นวาสึกไปแลว

2. การตรวจสอบสกรูยึด
 ใหตรวจสอบสกรูยึดเสมอ และใหขันไวอยางถูกตอง ถาสกรูหลวม 

ใหขันเสียใหมโดยทันที มิฉะนั้นอาจเกิดอันตรายมาก
3. การบํารุงรักษามอเตอร
 การขดลวดของมอเตอรเปนหัวใจสําคัญของเครื่องมือไฟฟา ใหใช

ความระมัดระวังเพื่อไมใหขดลวดของมอเตอรชํารุดและ/หรือเปยก
น้ําหรือน้ํามัน

4. การตรวจสอบแปรงถาน
 เพื่อความปลอดภัยและปองกันไฟฟาดูดไดอยางตอเนื่อง "เฉพาะ" 

ศูนยซอมที่ HiKOKI รับรองเทานั้นจะตรวจสอบและเปลี่ยนแปรง
ถานของเครื่องมือไฟฟานี้

5. การเปลี่ยนสายไฟ
 ถาสายไฟฟาของสวานชํารุด ตองสงกลับไปยังศูนยซอมของ 

HiKOKI  เพื่อเปลี่ยนเสียใหม
6. รายการอะไหลซอม
 A: หมายเลขอะไหล
 B: หมายเลขรหัส
 C: จํานวนที่ใช
 D: หมายเหตุ
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ไทย

10

ขอควรระวัง
 ศูนยบริการที่ไดรับอนุญาตของ HiKOKI เทานั้นเปนผูซอม ดัดแปลง 

และตรวจสอบเครื่องมือไฟฟาของ HiKOKI 
 รายการอะไหลซอมนี้จะเปนประโยชนเมื่อสงใหศูนยบริการที่ไดรับ

อนุญาตของ HiKOKI เทานั้นเพื่อแจงซอมหรือบํารุงรักษา
 ตองปฏิบัติตามระเบียบและมาตรฐานความปลอดภัยของแตละ

ประเทศในการใชงานและบํารุงรักษาเครื่องมือไฟฟา
การแกไข
 มีการปรับปรุงและแกไขเครื่องมือไฟฟาของ HiKOKI เสมอ เพื่อให

สอดคลองกับความกาวหนาลาสุดทางเทคโนโลยี
 ดังนั้น จึงอาจเปลี่ยนแปลงชิ้นสวนบางอยาง (คือ หมายเลขรหัสและ/

หรือรุน) ไดโดยไมตองแจงลวงหนา

หมายเหตุ
เนื่องจาก HiKOKI มีแผนงานวิจัยและพัฒนาอยางตอเนื่อง รายละเอียด
จําเพาะนี้จึงอาจเปลี่ยนแปลงไดโดยไมตองแจงลวงหนา
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