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Introduction

fabric-switching services that realize maximum performance while ensuring high reliability levels.
These switches combine robust and flexible hardware architecture with multiple layers of network and
storage management intelligence. This powerful combination enables highly available, scalable storage
networks that provide advanced security and unified management features.

The Cisco MDS 9000 Family provides intelligent networking features such as multiprotocol and
multitransport integration, virtual SANs (VSANs), advanced security, sophisticated debug analysis
tools, and unified SAN management.

System Requirements

Components Supported

S

Note
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Bl System Requirements

Table 2 Cisco MDS 9000 Family Supported Software and Hardware Components

Component Part Number Description Applicable Product
SAN Extension over IP package for MPS 1442 module. |MDS 9500 Series
M9200EXT12K9 SAN Extension over IP package for MPS 14+2 module. |MDS 9200 Series
M9500SSE1K9 Storage Services Enabler package. MDS 9500 series with
ASM or SSM
M9200SSE1K9 Storage Services Enabler package. MDS 9200 series with
ASM or SSM
Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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Cisco MDS 9000 Family Supported Software and Hardware Components (continued)

for supervisor modules—SFPs! sold separately).

MDS 9509 only

16 1-Gbps/2-Gbps Fibre Channel ports, power supply, and
expansion slot—SFPs sold separately).

DS-C9506 MDS 9506 director (6-slot modular chassis includes 4 MDS 9506 only
slots for switching modules and 2 slots for supervisor
modules—SFPs sold separately).

DS-C9216-K9 MDS 9216 16-port semi-modular fabric switch (includes |MDS 9216 only

DS-C9216A-K9

MDS 9216A 16-port semi-modular fabric switch
(includes 16 1-Gbps/2-Gbps Fibre Channel ports, power
supply, and expansion slot—SFPs sold separately).

MDS 9216A only

DS-C9216i-K9

MDS 9216i 16-port semi-modular fabric switch (includes
14 1-Gbps/2-Gbps Fibre Channel ports, 2 Gigabit
Ethernet ports, power supply, and expansion slot—SFPs
sold separately).

MDS 9216i only

switch (includes 8 full rate ports and 32 host-optimized
ports).

DS-C9120-K9 MDS 9120 fixed configuration, non-modular, fabric MDS 9120 only
switch (includes 4 full rate ports and 16 host-optimized
ports).

DS-C9140-K9 MDS 9140 fixed configuration (non-modular) fabric MDS 9140 only

Supervisor DS-X9530-SF1-K9 MDS 9500 Supervisor/Fabric-I, module. MDS 9500 Series only
modules
Switching DS-X9016 MDS 9000 16-port 1-Gbps/2-Gbps Fibre Channel module |MDS 9500 Series and
modules (SFPs sold separately). 9200 Series

DS-X9032 MDS 9000 32-port 1-Gbps/2-Gbps Fibre Channel module

(SFPs sold separately).

Services DS-X9308-SMIP 8-port Gigabit Ethernet IP Storage Services module.
modules

DS-X9304-SMIP

4-port Gigabit Ethernet IP Storage Services module.

DS-X9032-SMV

32-port Fibre Channel Advanced Services Module
(ASM).

DS-X9032-SSM

MDS 9000 32-port 1-Gbps/2-Gbps Fibre Channel Storage
Services Module (SSM).

DS-X9560-SMC

Caching Services Module (CSM).

DS-X9302-14K9

14-port Fibre Channel/2-port Gigabit Ethernet
Multiprotocol Services (MPS-14/2) module.




CWDM-SFP-xxxx-2G

Gigabit Ethernet and 1-Gbps/2-Gbps Fibre Channel SFP
LC interface xxxx nm, where xxxx = 1470, 1490, 1510,
1530, 1550, 1570, 1590, or 1610 nm.

CWDM-MUX-4

Add/drop multiplexer for four CWDM wavelengths.

CWDM-MUX-8

Add/drop multiplexer for eight CWDM wavelengths.

CWDM-CHASSIS-2

Two slot chassis for CWDM add/drop multiplexer(s).

MDS 9000 Family

Power supplies

DS-CAC-300W

300-W? AC power supply.

MDS 9100 Series only

DS-CAC-845W

845-W AC power supply.

MDS 9200 Series only

DS-CAC-2500W

2500-W AC power supply.

DS-CDC-2500W

2500-W DC power supply.

DS-CAC-4000W-US

4000-W AC power supply for US (cable attached).

DS-CAC-4000W-INT

4000-W AC power supply international (cable attached).

MDS 9509 only

DS-CAC-1900W

1900-W AC power supply.

DS-CDC-1900W

1900-W DC power supply.

MDS 9506 only

CompactFlash

MEM-MDS-FLD512
M

MDS 9500 supervisor CompactFlash disk, 512MB.

MDS 9500 Series only

Port analyzer
adapter

DS-PAA-2

A standalone Fibre Channel-to-Ethernet adapter that
allows for simple, transparent analysis of Fibre Channel
traffic in a switched fabric.

MDS 9000 Family

1. SFP = small form-factor pluggable

2. CWDM = coarse wavelength division multiplexing

3. W=Watt

Determining the Software Version

~

Note

show version




Image Upgrade ||

Image Upgrade

Compatibility check is done:

Module Dbootable Impact Install-type Reason

2 ves disruptive reset Current running-config is not
supported by new image

3 ves disruptive reset Current running-config is not
supported by new image

5 ves disruptive reset Current running-config is not

supported by new image
6 ves disruptive reset Current running-config is not
supported by new image

no device-alias
distribute show incompatibility system
bootflash:1.3(x)_filename

~

Cisco MDS 9000 Family CLI
Configuration Guide

Performing a Disruptive Upgrade on a Single Supervisor MDS Family Switch



http://www.cisco.com/en/US/products/ps5989/products_configuration_guide_book09186a008049746d.html
http://www.cisco.com/en/US/products/ps5989/products_configuration_guide_book09186a008049746d.html

B New Features in Cisco MDS SAN-0S Release 2.1(1a)

New Features in Cisco MDS SAN-0OS Release 2.1(1a)

~

Note

CFS Enhancements

Distributed Configuration Copy

copy running-config startup-config fabric

Enhance IP Compression Auto Mode

Note

ISCSI Immediate Data

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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New Features in Cisco MDS SAN-0S Release 2.1(1a) H

Limit of iISCSI Connections Increased

IVR Enhancements

Adding IVR Virtual Domains

IVR NAT

~

Note

IVR LUN Zoning

IVR VSAN Topology

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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IVR Zoning QoS

Service Groups

~

Note

Autonomous Fabric ID

Note

Inter-VSAN Zones (IVZ)

Multiple Filter Commands




New Features in Cisco MDS SAN-0S Release 2.1(1a) H

Note

Network-Accelerated Serverless Backup

SANTap

VSFN Support on SSM

Fabric Manager Enhancements

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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B Limitations and Restrictions

Device Manager Enhancements

Limitations and Restrictions

iISNS

iISCSI

Caveats

Table 3 Release Caveats and Caveats Corrected Reference

Software Release (Open or Resolved)
DDTS Number 2.0(4) 2.1(1a)

Severity 1

Severity 2

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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Caveats W

Software Release (Open or Resolved)
DDTS Number 2.0(4) 2.1(1a)
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W Caveats

Software Release (Open or Resolved)
DDTS Number 2.0(4) 2.1(1a)
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Caveats W

Software Release (Open or Resolved)
DDTS Number 2.0(4) 2.1(1a)
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Caveats

CSCei67982

o

CSCei86399

CSCei91676

CSCei91968

CSCej08751

CSCin81851

CSCin84965

olNeliecl RolNe)

CSCin87497

CSCin92870

CSCin95789

CSCsc09732

CSCsc23435

CSCsc31424

CSCsc33788

o

CSCsc48919

CSCsc97070

CSCsd34882

CSCsd71701

CSCsd76429

CSCsd83775

CSCse99087

CSCsf21970

CSCsg03171

CSCsg15392

olNeliclRolNe)

O|O0|0|0O|O0|O0|O0|O|O0|O|0O|0|0|0|0|0|0|0|m|O|0O|0O|0O|0O

CSCeh27034

=

CSCeh42252

©)

Resolved Caveats

Engineering Task Force (IETF) Internet Draft process, and is entitled "ICMP Attacks Against TCP"
(draft-gont-tcpm-icmp-attacks-03.txt). These attacks, which only affect sessions terminating or

originating on a device itself, can be of three types:

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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- Attacks that use ICMP "fragmentation needed and Don't Fragment (DF) bit set" messages, also
known as Path Maximum Transmission Unit Discovery (PMTUD) attacks

— Attacks that use ICMP "source quench" messages Successful attacks may cause connection
resets or reduction of throughput in existing connections, depending on the attack type.

Multiple Cisco products are affected by the attacks described in this Internet draft. Cisco has made
free software available to address these vulnerabilities. In some cases there are workarounds
available to mitigate the effects of the vulnerability. This advisory is posted at
http://www.cisco.com/warp/public/707/cisco-sa-20050412-icmp.shtml

The disclosure of these vulnerabilities is being coordinated by the National Infrastructure Security
Coordination Centre (NISCC), based in the United Kingdom. NISCC is working with multiple
vendors whose products are potentially affected. Its posting can be found at:
http://www.niscc.gov.uk/niscc/docs/re-20050412-00303.pdf?lang=en

CSCeg07339

The iSCSI/IPsec session may go down and come back up after a few hours if using
Microsoft's implementation of IPsec in the iSCSI initiator software.

Workaround:

Symptom

Workaround Admin > Fabrics

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround



http://www.cisco.com/warp/public/707/cisco-sa-20050412-icmp.shtml
http://www.niscc.gov.uk/niscc/docs/re-20050412-00303.pdf?lang=en

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

shut noshut

commit

install all




Workaround
than 25 Mega bits/sec. There is no workaround if the throughput requirement is > 25 Mbps.

CSCeh41378

Symptom: If an MDS switch has more than one module that supports Ethernet ports, the Cisco
Discovery Protocol (CDP) learns entries over both the Gigabit Ethernet ports and the mgmtO port.
Subsequently, if there is either a system switchover or a restart of the CDP process, CDP will lose
neighbors learned over the Gigabit Ethernet ports. A side effect of this behavior is that the sh cdp
neighbors interface < > command causes the CDP process to crash and results in either a
switchover on a dual supervisor or a reload on a single supervisor. This problem does not occur as
long as the MDS switch is populated with just one module that supports Ethernet ports. Any
combination of two or more modules supporting Ethernet ports will cause the problem. In addition,
in the case of the Cisco MDS 9216i a module that supports Ethernet ports along with the supervisor
module in slotl is susceptible to the problem.

: None. Disable CDP so it does not learn of any entries, thereby preventing a crash or
switchover.

CSCeh46899

: The IPS port erroneously reports a check-condition SCSI response to the iSCSI host for
a proprietary SCSI command OxEF when the actual amount of data transfer does not match the
transfer size requested in the SCSI

Workaround

Symptom

Workaround

Symptom

Workaround shutdown/no shutdown

Symptom: install license

copy remote-url start-up

Workaround copy ru st install license

Symptom cfs merge status name application_name




5.
6. Ctrl-z

Workaround

Symptom

Workaround

Symptom




Caveats W

Workaround no telnet server enable

Symptom show running
show running

Workaround show running

Symptom

Workaround

Symptom

Workaround

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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W Caveats

Symptom

Workaround

Symptom

Workaround

Symptom: If the NetApp file server appliance is configured as an initiator performing a Network
Data Management Protocol (NDMP) backup, then the fabric login (FLOGI) process on the MDS
switch might terminate because of excessive LINIT requests.

Workaround

Symptom

Workaround shutdown no shutdown

Symptom
is up), and you will see the total PortChannel throughput drop to about 10% of the previous number,
and this low rate will last for about 25 seconds.
: None.
CSCei22596

: When a special frame is enabled for FCIP and FCIP is bound to an Ethernet channel, the
IPS port may fail. The failure results if FCIP TCP connections need to be migrated to the peer core
and then TCP on the new peer core must be initialized properly.

: Disable the special frame in FCIP.

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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Open Caveats

Symptom
show running show startup

show boot
Workaround show boot

Symptom The connUnitState object from draft-ietf-ipfc-fcmgmt-int-mib-04.my

Workaround

Symptom
show running-config show startup-config copy running-config
startup-config

Workaround

Symptom

Workaround

Symptom

copy running-config startup

Workaround

Symptom

Workaround

Symptom

Workaround




Caveats

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

show ips stats buffer interface gigabitethernet x/y

r Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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Caveats W

Workaround
Symptom
Workaround
shut
no shut
Symptom

%$PORT-5-1IF_DOWN_ELP_FAILURE_ISOLATION: $$VSAN xyz%S$S Interface fcipabc is down
(Isolation due to ELP failure)

%$PORT-5-IF_DOWN_OFFLINE: %SVSAN xyz%$ Interface fcipabc is down (Offline)
%$PORT-5-IF_DOWN_NONE: $SVSAN xyz%S$S Interface fcipabc is down (None)

module-number
module-number

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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W Caveats

Note

slot slot

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
-. oL-7a11-01 |



switch(config)# rscn restrict swrscn-event vsan 1

no rscn restrict swrscn-event vsan 1

fcdomain domain { } static vsan {vsan id




no ivr virtual-fcdomain-add vsan-ranges 1-4093

2005 Aug 31 21:52:04 switch %FCDOMAIN-2-EPORT_ISOLATED: $S$SVSAN 2005%$ Isolation of
interface port-channel 52 (reason: unknown failure)

2005 Aug 31 21:52:04 switch $FCDOMAIN-2-EPORT_ISOLATED: %$$SVSAN 2005%$ Isolation of
interface port-channel 51 (reason: domain ID assignment failure)

d.

switch(config)# vsan database
vsan { vsan ID} suspend
no vsan suspend

Note




Caveats W

Cisco MDS 9000 Family SAN Volume Controller Configuration Guide

app-name

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
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copy <config-url

: The Fabric Manager server does not filter VSANs by each client’s VSAN scope.

"



: None.
CSCeh19639

: Alias for a down endport is not shown and is referenced by its pwwn in the Edit
FullZoneset screen of the Fabric Manager rather than the fcalias name. This does not affect the
functionality of adding those members to the zones either in Fabric Manager or in the CLI.

: None.
CSCeh30951

: The IPS manager process may terminate and restart when a user changes the iSCSI
forwarding mode from cut-through mode to a different mode.

: None.
CSCeh33448
: The command does not support the use of modflash:.
: Copy the image back to the supervisor to execute the command.
CSCeh33548

: Tape devices can only be accessed over an FCIP tunnel in a PortChannel with write
acceleration enabled if SID/DID based load-balancing is used in the VSANSs.

: Disable write acceleration or enable SID/DID based load-balancing in the VSANSs if
you have tape device traffic going over a FCIP tunnel in a Port Channel.

CSCeh33814

: The RMON_ALERT e-mail does not send the variable or any information about what
alarm is triggered.

: None.
CSCeh34275

1 1SCSI initiators do not advertise their iqn names on Interop VSAN Fibre Channel name
server (FCNS). Fabric Manager will not display them.

: None.
CSCeh34828

: If there are active IVR zones with the QoS attribute, then QoS should not be disabled
(for example, with the no qos enable

Workaround

Symptom

Workaround clear ivr session
ivr zoneset activate name < name>




zoneset_name vsan
zoneset_name

name

source IP - Host IP, dest IP - MDS IP,
source port - any, dest port - 3260 (iSCSI), protocol - 6 (TCP).




[ ] command in configuration mode.
CSCeh92843

: If FC data-in frames for an iSCSI read command are lost between the FC target and an
MDS switch with an IPS linecard but the MDS receives a good SCSI status frame from the target,
the MDS switch can send an iSCSI status PDU with the wrong Status Sequence Number (StatSN)
to the iSCSI host causing it to reset the TCP connection to the MDS switch.

: None.




CSCei29086

: Following the installation of a third-party syslog server to a PC running Fabric Manager
and Device Manager, the third-party syslog server takes ownership of the PC’s IP address as the
syslog server. As a result, the MDS switch is no longer able to act as the syslog server.

You can see the error message “java.lang.NullPointerException” if you verify syslog on the MDS
switch through Device Manager by choosing Logs > Syslog > Verify

Logs > Syslog > Verify

Workaround

My
Computer > Manage > Services and Applications > Services

Symptom

Workaround

Symptom

Workaround

Symptom
write

Workaround

Symptom

Workaround shut no shut

Symptom

Workaround




Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom clear auto-learned entries

Workaround clear auto-learned entries




Symptom

Workaround

Symptom

Workaround

Symptom

Workaround

Symptom
show

Workaround

Symptom no shutdown

fcl/1l: (error) port channel config in progress - config not allowed

Workaround channel-group X
no interface port-channel X
no shutdown

Symptom install all

install all

Workaround

install module module-number

module-number




no system health module ssm-module-number loopback failure-action

switch# 2006 Feb 8 09:00:33 switch %VSHD-5-VSHD_SYSLOG_CONFIG_I: Configuring console
from pts/1 (dhcp-peg3-v130-144-254-7-182.cisco.com)

switch# 2006 Feb 8 09:00:56 switch %PORT-5-IF_DOWN_ADMIN_DOWN: $%$SVSAN 1%$ Interface
fcl/5 is down (Administratively down)




SNMP: Unknown username




Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-OS Releases
Cisco MDS 9000 Family Interoperability Support Matrix

Cisco MDS SAN-OS Release Compatibility Matrix for IBM SAN Volume Controller Software for
Cisco MDS 9000

Cisco MDS SAN-OS Release Compatibility Matrix for VERITAS Storage Foundation for Networks
Software
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Cisco MDS 9000 Family System Messages Reference

Cisco MDS 9000 Family Troubleshooting Guide

Cisco MDS 9000 Family Port Analyzer Adapter 2 Installation and Configuration Note
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For information on VERITAS Storage Foundation™ for Networks for the Cisco MDS 9000 Family, refer
to the VERITAS website: http://support.veritas.com/

For information on IBM TotalStorage SAN Volume Controller Storage Software for the Cisco MDS
9000 Family, refer to the IBM TotalStorage Support website:
http://www.ibm.com/storage/support/2062-2300/
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Documentation Feedback

Cisco.com

Documentation DVD

Ordering Documentation

Documentation Feedback

You can send comments about technical documentation to bug-doc @cisco.com.

Cisco MDS 9000 Family Release Notes for Cisco MDS SAN-0S Release 2.1(1a)
[ oL7a11-m .-


http://www.cisco.com/univercd/home/home.htm
http://www.cisco.com
http://www.cisco.com/public/countries_languages.shtml
http://www.cisco.com/en/US/partner/ordering/
http://www.cisco.com/go/marketplace/
http://www.cisco.com/univercd/cc/td/doc/es_inpck/pdi.htm
http://www.cisco.com/en/US/partner/ordering/

W Cisco Product Security Overview

Cisco Product Security Overview

Reporting Security Problems in Cisco Products

%

http://pgp.mit.edu:11371/pks/lookup?search=psirt%40cisco.com&op=index&exact=on

In an emergency, you can also reach PSIRT by telephone:
e 1877228-7302
e 1408 525-6532
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http://www.cisco.com/en/US/products/products_security_vulnerability_policy.html
http://www.cisco.com/go/psirt
http://www.cisco.com/en/US/products/products_psirt_rss_feed.html
mailto:security-alert@cisco.com
mailto:psirt@cisco.com
http://pgp.mit.edu:11371/pks/lookup?search=psirt%40cisco.com&op=index&exact=on
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Obtaining Technical Assistance

Cisco Technical Support Website

Note
Tools & Resources Cisco Product
Identification Tool Cisco Product
Identification Tool
or model name; by tree view; or for certain products, by copying and pasting command output.

Search results show an illustration of your product with the serial number label location highlighted.
Locate the serial number label on your product and record the information before placing a service call.

Submitting a Service Request
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http://www.cisco.com/techsupport
http://tools.cisco.com/RPF/register/register.do
http://www.cisco.com/techsupport/servicerequest
http://www.cisco.com/techsupport/contacts
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Definitions of Service Request Severity

Obtaining Additional Publications and Information

Internet Protocol Journal
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http://www.cisco.com/go/marketplace/
http://www.ciscopress.com
http://www.cisco.com/packet
http://www.cisco.com/go/iqmagazine
http://www.cisco.com/ipj
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