
DIFFUSED EMERGENCY BATTEN

18 Watt Emergency Monitored Wide Body batten with K12 

Diffuser. TridonicElectronic ballast. This product has an Integral 

LED Emergency System powered by an internal eco saving 

NIMH Battery.

DIFFUSED EMERGENCY 
BATTEN

Emergency wide body surface mounted batten 

with built in LEDFIRE Emergency.

DALI enabled.

Photometric classification C0:D25 C90:D25 

C180:D25.

High temperature Nickel Metal Hydride battery.

Total power consumption 2 x 18W = 40.4W

Fluorescent lamp for normal operation (not 

included).
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TECHNICAL DATA

Ordering Information

Code Description Product Number Power Carton Qty. Weight (Net/ Gross)

4150 EV218DIFF-D25-DALI 9336462041505 40.8W 4 14.50 Kg / 17.60 Kg

4130 EV218DIFF-D25 9336462041307 40.4W 4 7.12 Kg / 8.40 Kg

Operational Information

General Battery

Voltage (V) 220-240V Viewing Distance N/A Battery Type NiMH

Frequency (Hz) 50/60 Classification C0:D25 C90:D25 
C180:D25

Battery Code 1415

Max. Ambient Temp. 40°C Mounting Type Roof Mounted

Class 2 Lamp Code N/A Charger Type Trickle

Wiring 16mm Terminals IP Rating IP20 Charging Time 16 Hours

Duration 2 hours Charger Operation Continuous

Spacing Table (Distance Between Fittings)

(m) 2.1 2.4 2.7 3.0 3.3 3.6 4.0 4.5 5.0 6.0 7.0 8.0 9.0 10.0 15.0 20.0

D25 [ 0.2 Lux ] 14.2 14.7 15.3 15.7 16.1 16.5 16.9 17.3 17.7 18.1 18.3 18.2 17.9 17.3 7.7

D25 [ 0.5 Lux ] 10.1 10.5 10.8 11.0 11.2 11.3 11.4 11.5 11.5 11.1 10.2 8.6 5.2

D25 [ 1.0 Lux ] 7.7 7.9 8.0 8.1 8.1 8.1 7.9 7.6 7.2 4.8 1.1

Compliance

Test Type Laboratory Test Report Number Date of Issue

Temperature and Duration Light Lab International LL1101702T 10/02/2011

Emergency Classification Light Lab International LL14306 10/02/2011

Photometrics Light Lab International LL14796 09/08/2011

Accessories and Spare Parts

Code Description Code Description

1411 EV-DIFFUSER-18 1413 EV-WIREGUARD-18

1415 EV-NiMH 4.8V 1200mAH    
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TECHNICAL DATA

Photometric Data

Gamma C0 C22.5 C45 C67.5

0 33.59 33.59 33.59 33.59

10 33.19 33.19 33.23 33.21

20 32.13 32.16 32.27 32.10

30 30.55 30.59 30.69 30.48

40 28.53 28.55 28.54 28.40

50 26.02 26.10 26.18 25.94

60 23.46 23.59 23.64 23.46

70 21.20 21.50 21.59 21.25

80 16.50 17.02 17.35 17.07

90 0.00 1.79 1.83 1.84

Construction and Dimensions

Body White Powder Coated Steel Gear Tray N/A

Diffuser K12 Wrap-around prismatic diffuser Lens N/A

Cut Out N/A
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