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A DUCHOSSOIS ENTERPRISE
845 Larch Avenue
Elmhurst, Illinois 60126

OWNER'S MANUAL
SERIES 2000

MODEL HJC
NEMA 4

HEAVY DUTY
BELT DRIVEN JACKSHAFT OPERATOR

ADDENDUM
REFER TO MODEL HJ INSTALLATION INSTRUCTIONS

Serial # 
(located on electrical box cover)

Date of Installation 

Wiring Type
®

®

COMMERCIAL DOOR OPERATOR

LISTED

NOT FOR RESIDENTIAL USE

OUR LARGE SERVICE ORGANIZATION SPANS AMERICA

INSTALLATION AND SERVICE INFORMATION ARE AVAILABLE 6 DAYS A WEEK

CALL OUR TOLL FREE NUMBER 1-800-528-6563

HOURS 7:00 TO 3:30 P.M. (MOUNTAIN STANDARD TIME)

MONDAY THROUGH SATURDAY



2

3-13/16 "

5-1/2"

3-15/16"

3"

3/4"17-7/8"
Max.

18- 5/32"

12- 23/32"

13-7/16"

2-1/32"

8"

24-11/16"
Max.

17-12"

1-13/32"

REFER TO PAGE 2 OF HJ OWNER'S MANUAL
NEMA UNIT

OUR LARGE SERVICE ORGANIZATION SPANS AMERICA
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CALL OUR TOLL FREE NUMBER 1-800-528-6563

HOURS 7:00 TO 3:30 P.M. (MOUNTAIN STANDARD TIME)

MONDAY THROUGH SATURDAY
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Schematic Diagram Standard Duty
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 NEMA 4 WITH DYNAMIC BRAKE - 3 PHASE WIRING DIAGRAM
(For PC Board # 14D0379)
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Schematic Diagram Standard Duty
Three Phase - NEMA (New PC Board)
Standard Duty CDO #1 (Red)
8/9/91 - 9/3/91 - 9/5/91 - 9/11/91 - 9/13/91
11/12/91 - 8/28/92 - 10/10/92 
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The Chamberlain Group, Inc.
Dynamic Brake Electrical Box Wiring
8/14/92 - 8/21/92 - 8/28/92 - 10/5/92

Red
13

A2

14D
383A P2

1 7 8 9 14

P1
41

LINE

LOAD

Li
ne


46

0V
ac

 O
nl

y

LINE

LOAD

DYNAMIC BRAKE
TRANSFORMER



(Standard GJ Transformer Only.
Located in Brake Housing)
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ITEM PART NUMBER DESCRIPTION

836AB2600Z2
880AB2601Z2
825AB2200Z2
874AB2101Z1
802AB2101Z1
839ES1000Z
824ES0900Z
839ES1000Z
836AA0600Z1

Wire, Yellow 26"
Wire, Gray 26"
Wire, Red 22"
Wire, White 21"
Wire, Black 21"
Wire, Blue 10"
Wire, Orange 9"
Wire, Blue 10"
Wire, Yellow 6"
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ITEM PART NUMBER DESCRIPTION

836AA0300Z1
880AA0601Z1
880AA0301Z1
825AA0500Z1
824AP1700Z1
824AA0500Z1
824RS0600Z
203A0206

Wire, Yellow 3"
Wire, Gray 6"
Wire, Gray 3"
Wire, Red 5"
Wire, Orange 17"
Wire, Orange 5"
Wire, Orange 6"
Terminal 1/4" Ins.
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DYNAMIC BRAKE ELECTRICAL BOX WIRING
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REPLACEMENT PARTS FOR MODELS
HTC - Belt Driven Trolley & HJC - Belt Driven Jackshaft
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Item Part No. Description

1 171A339 Screw Pan HD #8-32X3/4

2 133A21 Nut, KEPS #8-32

3 1D4114 Limit Switch Brkt. Assy.

4 181B109 Shaft NEMA Limit

5 35A20 Clamping Collar 3/8 I.D.

6 12B491 Bracket Limit Support

7 2D395 Enclosure 1 Ø

2D396 Enclosure 3 Ø

8 12B494 Bracket PCB Pivot

9 12B495 Bracket PCB Support

10 31A374 Boot Overload 1 Phase

180B159-2 OL 1/3 HP 115V, 1Ø, 7.0A

180B159 OL 1/3 HP 230V, 1Ø, 3.5A

180B159-3 OL 1/2 HP 115V, 1Ø, 8.0A

11 180B159-6 OL 1/2 HP 230V, 1Ø, 4.0A

180B159-4 OL 3/4 HP 115V, 1Ø, 10.0A

180B159-1 OL 3/4 HP 230V, 1Ø, 5.0A

180B159-4 OL 1 HP 115V, 1Ø, 10.0A

180B159-1 OL 1 HP 230V, 1Ø ,5.0A

12 1D4113 Panel Assy. NEMA

1D4438 Panel Assy. NEMA (575V)

13 184A115 Spacer Limit Switch 

14 168A2 Seal, Shaft 

15 216A176 Washer-Sealing 1/2"

16 23A80 Connectors-Straight1/2"

17 172A36 Conduit, Liquid Tight

18 23A79 Connector- 90º 1/2"

123D126 Motor S.D. 1/3 HP 1 Ø

123D127 Motor S.D. 1/3 HP 3 Ø

123D128 Motor S.D. 1/2 HP 1 Ø

19 123D129 Motor S.D. 1/2 HP 3 Ø

123D130 Motor S.D. 3/4 HP 1 Ø

123D131 Motor S.D. 3/4 HP 3 Ø

123D132 Motor S.D. 1 HP 1 Ø

123D133 Motor S.D. 1 HP 3 Ø

123D154 Motor W.D. 1 HP 575V, 3 Ø

20 181B117 Pulley Shaft NEMA

21* 184A117 Nut Plate HT

22* 1C4112 Bracket Assy. NEMA HT

23* 1C4111 Cover Plate Assy. HT

24* 12D490 Bracket NEMA HJ

25 184A136 Stand-Off (575V)

26 12B529 PCB Mounting Bracket

27 1C4312 PCB  Assy. (Dynamic Brake)
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