
Pokini FS12-K, 128GB, 4GB, W10 Pro, LTE, GPS, BC

Rugged 12.2" tablet for harsh environments and extreme situations

Art.-No. 102321

• high resolution 12,2" Gorilla Glass 3 Display

• IP65, MIL-STD-810G

• up to 8 hours battery life

• incl. 1D/2D barcode scanner, 4G LTE and U-blox GPS

• 2x serial interface (RS-232/485)

• USB 3.1 Type-C™ interface for fast data transfer

• with VESA 100 mounting option

• optionally with docking station

The 12.2" inch FS12 tablet is just 23.4 mm slim and weighs just 1,500 g.

The corners are protected with plastic padding. They are designed to absorb

the impact energy when falling and thus protect the screen. In addition, the

display of the device is made of hardened Gorilla® glass. The protection

class is confirmed by IP65 and MIL-STD-810G. This means that falls from

heights of up to 1.2 m should not cause any damage. The Pokini FS12 can

also withstand heavy rain showers or an involuntary bath in a puddle. To

prevent water and dust from entering the case, all connections have been

protected with rubber tabs.

Inside, an Intel® Core™ m3-7Y30 processor operates at up to 2.60 GHz.

Together with the 4 GB of RAM, the dual-core processor ensures decent

performance. It is also pleasing that the memory can be expanded up to 128

GB with a microSD card (SDHC & SDXC). Another positive feature is the

numerous connections offered by the robust tablet: 1x USB 3.1, 1x USB 3.0,

2x USB 2.0, 1x microUSB 2.0, microHDMI, LAN, audio, 2x serial and a

docking port. Bluetooth 4.0 and GPS are also on board. WLAN (802.11

a/b/g/n) and 4G LTE are available for wireless access to the Internet. The

IPS display provides a resolution of 1,920 x 1,200 pixels and shows quite

vivid colors and sharp pictures. For this, the Pokini FS12 offers an optional

1D/2D barcode scanner, which is quickly activated and ready for use via a

dedicated button.

Conclusion: The Pokini FS12 copes very well with extreme situations. The

hard-wearing tray can easily fall to the ground on building sites. The well-

protected connections prevent the ingress of water or dust. The built-in

technology is solid and the optional integrated barcode scanner is a real

highlight. The tough tablet runs with Android or Windows as the operating

system and can therefore be integrated into the most diverse working

environments.

high break and scratch resistance due to gorilla glass

Manufacturer Pokini

Processor
Intel® Core™ m3-7Y30
(2x 1.00 GHz up to 2.60 GHz with Intel® Turbo Boost
Technology, HD 615, 4M Cache)

Operating System Windows® 10 Pro 64-bit

Display 12.2" (30.99 cm)

Display Type IPS

Resolution 1,920 x 1,200 pixels (WUXGA)

Brightness 330 cd/m²

Display-Protection-
Glass

Corning® Gorilla® glass 3

Touchscreen capacitive

Touch-Device Multi-Touch (10 fingers)

Soldered RAM 4 GB DDR3L

Hard Disc 128 GB SSD

WLAN IEEE 802.11 a/b/g/n

WWAN LTE

GPS yes

Bluetooth 4.0

Barcode Reader yes

RFID Reader no

Interfaces
1x USB 3.1 Type-C™, 1x USB 3.0, 2x USB 2.0, 1x
microUSB 2.0, microHDMI, LAN, Audio, 2x serial, docking-
port



MIL-STD-810G

dust-tight and protection against water jets

Glove operation possible

serial interface

1x LAN RJ45

USB 3.1 Type-C

100 x 100 mm VESA

U-blox GPS

Wide range Bluetooth (up to 100 m)

LTE

integrated barcode scanner

replaceable battery

disinfectable

Errors and changes excepted.
Illustration may differ from the actual product.

Card Reader microSD (SDHC & SDXC, max. 128 GB)

Camera Front 2.0 megapixels

Camera Rear 5.0 megapixels

Military Standard MIL-STD 810G

Protection Class IP 65

Battery Runtime up to 8 Hours

Power Supply 48 Watt, external input: 100-240V AC / 50-60Hz
Output: 12V DC / 4A

Weight 1.500 g

Dimensions (WxHxD) 319.6 x 216 x 23.4 mm

Package Contents Tablet-PC and power supply

Manual https://pokini.de/wp-content/uploads/2020/07/Pokini-Tab-
FS12_QSG_DE_V1-3_06-2020.pdf

Warranty 1 year bring-in

Warranty Battery 1 year

Optional Warranty
Expansion

up to 5 years

Optional Service protect bring-in service (up to 5 years)

Quality EXTRA Computer has a quality management system
which is certified according to DIN ISO 9001


