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FORM FACTOR Shuttle 3.5L 

PROCESSOR Intel© Celeron J3355 10W CPU 

CHIPSET Intel© Apollo Lake SoC platform 

MEMORY 2 x DDR3L SODIMM 1866MHz slots, Dual Channel up to 8GB 

VIDEO OUTPUT HDMI + VGA port dual display 

AUDIO Realtek ALC662 2.1 Channel HD audio 

ETHERNET Intel i211 Gigabit Ethernet Supports Wake-ON-LAN function 

STORAGE INTERFACE SATA 6 GB/s bandwidth 

FRONT PANEL (1) Power Button  
(1) Power LED 
(1) HDD LED  
(2) USB 2.0 

(2) USB 3.0  
(1) External microphone jack 1/8" 
(1) External headphone jack 1/8" 
(3) RS232 

BACK PANEL (1) VGA 
(1) HDMI  
(2) USB 2.0  
(4) RS232 
(1) RS232/RS422/RS485 

(1) RJ45 Gigabit LAN port 
(1) Clear CMOS button 
(1) DC in 
(2) Wireless Antenna fixture 

DRIVE BAYS (1) 3.5"/2.5" HDD/SSD bay 

DIMENSIONS 9.37(L) x 7.87(W) x 2.83(H) inches 

POWER  Input: 100 - 240V AC 

Output: 19V/3.42A or 12V/5.41A DC 

65W 19V Adapter bundled 

ACCESSORIES Quick guide 
Driver DVD 
Screw pack 

Power Cord 
65W Adapter 

EXPANSION SLOT (1) M.2 2280 Type M key socket (1) M.2 2230 Type A,E key socket 

OS SUPPORT Windows 10 64bit OS Linux 
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