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According to the FCC KDB 447498 D01 v06 section 4.3.1, for 100 MHz to 6 GHz and test separation 
distances ≤ 50 mm, the 1-g and 10-g SAR test exclusion thresholds are determined by the following: 
 

𝑀𝑎𝑥 𝑃𝑜𝑤𝑒𝑟 𝑜𝑓 𝐶ℎ𝑎𝑛𝑛𝑒𝑙(𝑚𝑊)

𝑇𝑒𝑠𝑡  𝑆𝑒𝑝𝑎𝑟𝑎𝑡𝑖𝑜𝑛 𝐷𝑖𝑠𝑡𝑎𝑛𝑐𝑒 (𝑚𝑚)
∗ √𝐹𝑟𝑒𝑞𝑢𝑒𝑛𝑐𝑦(𝐺𝐻𝑧) ≤  3.0 for 1 − g SAR 

where 

- f(GHz) is the RF channel transmit frequency in GHz 

- Power and distance are rounded to the nearest mW and mm before calculation 

- The result is rounded to one decimal place for comparison 

 

Calculation Result: 

Tx frequency range: 2 402 MHz~ 2 480 MHz 

Min. test separation distance: 5 mm 

Maximum Output Power: 4 dBm (6.021mW) 

RF channel transmit frequency: 2 402 MHz, 2 440 MHz, 2 480 MHz 

 

Frequency Maximum Allowed Power Separation Distance  
≤ 3.0 1g SAR 

[MHz] [mW] [mm] 

2402 

6.021 5 

1.89 

2440 1.89 

2480 1.89 

 
The exclusion thresholds is 1.89 < 3, so the transmitter complies with the RF exposure requirements and the 
SAR is not required 
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This report only responds to the tested sample and may not be reproduced, except in full, without written approval of the HCT Co., Ltd. 
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