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FCC ID 2A0UZ17101002

Driving

Starting the engine after
a malfunction

Applies to: vehicles with convenience key

If the remote control key battery is exhausted or
if radio interference or a system malfunction oc-
curs, extra steps may be necessary in order to
start the engine.

Fig. 97 Steering column/remote control key: Starting the
engine after a malfunction

If the message jll Key not recognised. See own-
er's manual or Remote control key: hold
back of key against marked area. See owner's
manual is displayed, you can still start the en-
gine manually.

» Manual gearbox: Press the clutch pedal.

» Automatic gearbox: Press the brake pedal.

» Hold the remote control key against the symbol
) = Fig. 97, as shown in the illustration.

> Press the [START ENGINE STOP| button = /\ in
Starting the engine on page 91. The engine
should start.

» Drive to a qualified workshop soon and have the
fault rectified.

@ Note

You can call up the driver message again by
pressing the [START ENGINE STOP]| button.
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Customer Information
Warning statements

USA:
FCCID 2A0UZ17101002
FccC
This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, including interference that may
cause undesired operation.
Changes or modifications not expressly approved by the party responsible for
compliance could void the user’s authority to operate the equipment.

CANADA:

IC: 23650-17101002

ISED CANADA
This device complies with Industry Canada license-exempt RSS standard(s). Operation is
subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) This device must accept any interference received, including interference that may
cause undesired operation.

Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils
radio exempts de licence.

L'exploitation est autorisée aux deux conditions suivantes :
(1) I'appareil ne doit pas produire de brouillage, et

(2) l'utilisateur de I'appareil doit accepter tout brouillage radioélectrique subi, méme si
le brouillage est susceptible d'en compromettre le fonctionnement.
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