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REPORT NO. 

HCT-SR-2105-FC004 

 

DATE OF ISSUE 

May 24, 2021 

 

Additional Model 

- 

 

Applicant Novatech Co.,Ltd.  

11st floor, U-TOWER, 120, Heungdeok Jungang-ro, Giheung-gu Yongin-si 

Gyeonggi-do 16950 South Korea 

Eut Type  

Model Name 

Wireless Charger 

NVT-T15M 

FCC ID  2AZTP-NVT-T15M 

Frequency of Operation 

 
110 kHz ~ 148 kHz(Wireless Charger) 

FCC Classification Wireless Power Charger 

 FCC Rule Part(s) FCC Part 1 SUBPART I  
FCC Part 2 SUBPART J 

KDB 680106 D01 

 The result shown in this test report refer only to the sample(s) tested unless 

otherwise stated.  

This test results were applied only to the test methods required by the standard. 
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REVISION HISTORY 

 

 

The revision history for this test report is shown in table.  

 

Revision No. Date of Issue Description 

0 May 24, 2021 Initial Release 

 

Engineering Statement: 

The measurements shown in this report were made in accordance with the procedures indicated, and the 

emissions from this equipment were found to be within the limits applicable. I assume full responsibility for 

the accuracy and completeness of these measurements, and for the qualifications of all persons taking them. 

It is further stated that upon the basis of the measurements made, the equipment tested is capable of 

operation in accordance with the requirements of the FCC Rules under normal use and maintenance. 

 

* The report shall not be reproduced except in full(only partly) without approval of the laboratory. 
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1. EUT DESCRIPTION 

 

Model  NVT-T15M 

EUT Type Wireless Charger 

Power Supply 

(Operating voltage) 

DC 5.0 [V]  

DC 9.0 [V] 

Travel Adapter Information 

(For Testing) 

Model : EP-TA800(SAMSUNG) 

Type : C to C 

PDO(Power Data Objective) 

- 5V(3A), 9V(2.77A) 

PPS(Programmable Power Supply) 

- 3.3-5.9V(3A), 3.3-11V(2.25A) 

Frequency of Operation 110 kHz ~ 148 kHz (Wireless Power Charging) 

Max. Transmit Power -3.72 dBuV/m @300 m  

Date(s) of Tests April 05, 2021 ~ May 04, 2021 
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2. KDB 680106 D01 v03 SECTION 5.b) EQUIPMENT APPROVAL CONSIDERATIONS 

 

Requirement Device 

(1) Power transfer frequency is less than 1 MHz. 
Yes. Operation Frequency is 

between 110 kHz to 148 Khz. 

(2) Output power from each primary coil is less than or equal to 15 

watts. 
Yes. Maximum power is 14.4 Watts. 

(3) The transfer system includes only single primary and secondary 

coils. This includes charging systems that may have multiple primary 

coils and client that are able to detect and allow coupling only between 

individual pairs of coils  

Yes. 

(4) Client device is placed directly in contact with the transmitter. Yes. 

(5) Mobile exposure conditions only(portable exposure conditions are 

not covered by this exclusion). 
Yes. 

(6) The aggregate H-field strengths at 15 cm surrounding the device and 

20 cm above the top surface from all simultaneous transmitting coils are 

demonstrated to be less than 50% of the MPE limit. 

Yes. The aggregate field at 15 cm 

from the device are 9.88 % of the 

FCC H field limit. 
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3 DESCRUPTION OF TEST SETUP 

SUPPORT EQUIPMENT & PERIPHERALS 

SUPPORT EQUIPMENT & PERIPHERALS LIST 
Description Manufacturer Model Serial Numver FCC ID 

Watch 
SAMSUNG 

Electronics Co., Ltd. 
SM-R835F RFAM80Q6NJW A3LSMR835 

Phone 
SAMSUNG 

Electronics Co., Ltd. 
SM-G986B/DS RF8M70ZA4FH A3LSMG986B 

 
TEST SETUP  

The following three modes are tested in test configuration; 

All Position of client device were investigated and the worst position results are reported. 

 

MEASUREMENT TEST SETUP 

The measurement was taken using a probe place 15 cm from the edges of DUT or 20 cm above the DUT. 

Measurement were from the top and all sides of the DUT per KDB680106 D01 v03. Additionally, as the DUT 

to phone configuration could result with the DUT place either above or below the phone, measurements 

were performed ‘below’ the DUT by flipping the DUT/phone so that the DUT was uppermost. 

 

The probe was moved along the edges or above the DUT to a position that showed the maximum field 

strength. This position was used for the reported result. 

Measurement distance: From all sides and top of the primary client pair to the center of the Probe  

   Side : 15 cm / Top side :20cm  
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4. TEST AND MEASUREMENT EQUIPMENT 
The following test and measurement equipment was used for the tests documented in this report :  

Manufacturer 
Model namr 

Description S/N 
Calib. 
Date 

Calib.Due 

Narda EHP-200AC Electric and Magnetic Field Probe 170WX91009 11/22/2019 11/22/2021 

5. FCC RULES MAXIMUM PERMISSIBLE RE EXPOSURE 

 

1.13010 The criteria listed in Table 1 shall be used to evaluate the envirimental impact of human exposure 
to radio-frequency(RF) ragiation as specified in 1.1307(b), except in the case of portable devices which 
shall ge evaluated according th the provisions of 2.1093 of this chapter. 
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6. Measurement RESULTS 

H-Field Measurements  

Note : peak measurements were performed. RMS values were calculated from the peak measurement. 

Please refer to the formula for calculating the RMS value: [Field Strength * √Duty Cycle] 

14.4 W (9V) 

Configuration Distance(cm) Measure Data[A/m] H-Field Limit[A/m] 

Top 20 0.1610 

1.63  

Cable 15 0.1270 

Left side 15 0.1230 

Right Side 15 0.1290 

Front side 15 0.1230 

5.5W (5V) 

Configuration Distance(cm) Measure Data[A/m] H-Field Limit[A/m] 

Top 20 0.1510 

1.63  

Cable 15 0.1200 

Left side 15 0.1240 

Right Side 15 0.1210 

Front side 15 0.1314 

 

7 FCC SUMMARY OF RESULTS  

 
H-Field Limit 

FCC RF Exposure 
Maximum meas data 

(A/m) 
Percentage(%) 

1.63 0.161 9.88 

H-Field test result was less than 50% of MPE limit 
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Annex A. Probe calibration 
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Annex B. Setup Photos. 

 

 

Please refer to test DUT Ant. Information & setup photo file no. as follows: 
 

No. Description 

0 HCT-SR-2105-FC004-P 

 

 


