
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.16

68_WLAN5GHz_802.11a 6Mbps_Back_15mm_Ch149

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Communication System: UID 0, WLAN5GHz (0); Frequency: 5745 MHz;Duty Cycle: 1:1.017
Medium: HSL_5000 Medium parameters used: f = 5745 MHz; σ = 5.093 S/m; ε = 35.408; ρ = 1000r

3kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7684; ConvF(5.25, 5.25, 5.25); Calibrated: 2021.10.4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021.6.18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x211x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.965 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.916 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.61 W/kg
SAR(1 g) = 0.446 W/kg; SAR(10 g) = 0.188 W/kg
Maximum value of SAR (measured) = 0.950 W/kg

0 dB = 0.950 W/kg = -0.22 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.2.27

69_WCDMA IV_RMC 12.2Kbps_Bottom Side_0mm_Ch1312

        

   
 
 
 
 

Communication System: UID 0, WCDMA (0); Frequency: 1712.4 MHz;Duty Cycle: 1:1 
Medium: HSL_1750 Medium parameters used: f = 1712.4 MHz; σ = 1.353 S/m; ε = 39.968; ρ =r

31000 kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(5.52, 5.52, 5.52); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 4.78 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 57.88 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 6.09 W/kg
SAR(1 g) = 3.69 W/kg; SAR(10 g) = 2.03 W/kg
Maximum value of SAR (measured) = 4.35 W/kg

0 dB = 4.35 W/kg = 6.38 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.2.27

70_LTE Band 4_20M_QPSK_1RB_0Offset_Bottom Side_0mm_Ch20175

Communication System: UID 0, LTE-FDD (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1732.5 MHz; σ = 1.366 S/m; ε = 39.92; ρ = 1000r

3kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(5.52, 5.52, 5.52); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 4.65 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 58.07 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 6.19 W/kg
SAR(1 g) = 3.54 W/kg; SAR(10 g) = 1.88 W/kg
Maximum value of SAR (measured) = 4.42 W/kg

0 dB = 4.42 W/kg = 6.45 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.2.27

71_FR1 n66_30M_QPSK_1RB_1Offset_Bottom Side_0mm_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1745 MHz; σ = 1.371 S/m; εr = 39.894; ρ = 1000 

kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(5.52, 5.52, 5.52); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.88 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 88.87 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 4.84 W/kg
SAR(1 g) = 3.09 W/kg; SAR(10 g) = 1.84 W/kg
Maximum value of SAR (measured) = 3.71 W/kg

0 dB = 3.71 W/kg = 5.69 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.1

72_GSM1900_GPRS (4 Tx slots)_Bottom Side_0mm_Ch810

        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Communication System: UID 0, PCS (0); Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900 Medium parameters used: f = 1910 MHz; σ = 1.461 S/m; ε = 39.676; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(5.28, 5.28, 5.28); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 6.47 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 64.88 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 8.55 W/kg
SAR(1 g) = 4.44 W/kg; SAR(10 g) = 2.34 W/kg
Maximum value of SAR (measured) = 5.86 W/kg

0 dB = 5.86 W/kg = 7.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.1

73_WCDMA II_RMC 12.2Kbps_Bottom Side_0mm_Ch9262

        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Communication System: UID 0, WCDMA (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1Medium: 
HSL_1900 Medium parameters used: f = 1852.4 MHz; σ = 1.443 S/m; εr = 39.682; ρ =1000

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(5.28, 5.28, 5.28); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 7.76 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 73.69 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 10.9 W/kg
SAR(1 g) = 5.57 W/kg; SAR(10 g) = 2.62 W/kg
Maximum value of SAR (measured) = 7.18 W/kg

0 dB = 7.18 W/kg = 8.56 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.1

74_LTE Band 2_20M_QPSK_1RB_0Offset_Bottom Side_0mm_Ch18900

        

   
 
 
 
 

 

 
 

Communication System: UID 0, LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.443 S/m; ε = 39.682; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(5.28, 5.28, 5.28); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 6.42 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 67.08 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 8.90 W/kg
SAR(1 g) = 4.72 W/kg; SAR(10 g) = 2.44 W/kg
Maximum value of SAR (measured) = 5.90 W/kg

0 dB = 5.90 W/kg = 7.71 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.1

75_FR1 n2_20M_QPSK_1RB_1Offset_Bottom Side_0mm_Ch376000

        

   
 
 
 
 

 

 
 

Communication System: UID 0, 5G NR (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.443 S/m; ε = 39.682; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(5.28, 5.28, 5.28); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 7.66 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 71.96 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 10.1 W/kg
SAR(1 g) = 5.18 W/kg; SAR(10 g) = 2.45 W/kg
Maximum value of SAR (measured) = 6.81 W/kg

0 dB = 6.81 W/kg = 8.33 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.7

76_LTE Band 7_20M_QPSK_1RB_0Offset_Top Side_0mm_Ch21350

Communication System: UID 0, LTE-FDD (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2560 MHz; σ = 1.953 S/m; ε = 40.632; ρ = 1000r

3kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(4.47, 4.47, 4.47); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 9.34 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 64.08 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 12.2 W/kg
SAR(1 g) = 5.92 W/kg; SAR(10 g) = 2.49 W/kg
Maximum value of SAR (measured) = 7.93 W/kg

0 dB = 7.93 W/kg = 8.99 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.7

77_FR1 n7_50M_QPSK_1RB_1Offset_Back_0mm_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.934 S/m; ε = 40.651; ρ = 1000r

3kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(4.47, 4.47, 4.47); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x171x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 8.57 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 62.98 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 16.6 W/kg
SAR(1 g) = 6.67 W/kg; SAR(10 g) = 2.52 W/kg
Maximum value of SAR (measured) = 9.32 W/kg

0 dB = 9.32 W/kg = 9.69 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.7

78_LTE Band 41_20M_QPSK_1RB_0Offset_Top Side_0mm_Ch41490

        

   
 
 
 
 

 

 

Communication System: UID 0, LTE-TDD (0); Frequency: 2680 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2680 MHz; σ = 2.047 S/m; ε = 40.444; ρ = 1000r

3kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(4.47, 4.47, 4.47); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 9.88 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 65.31 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 14.8 W/kg
SAR(1 g) = 6.79 W/kg; SAR(10 g) = 2.65 W/kg
Maximum value of SAR (measured) = 9.05 W/kg

0 dB = 9.05 W/kg = 9.57 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.7

79_FR1 n41_HPUE_100M_QPSK_135RB_69Offset_Top Side_0mm_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.972 S/m; ε = 40.624; ρ = 1000r

3kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3279; ConvF(4.47, 4.47, 4.47); Calibrated: 2021.8.24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2021.12.1
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 8.50 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 58.88 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 12.7 W/kg
SAR(1 g) = 5.78 W/kg; SAR(10 g) = 2.25 W/kg
Maximum value of SAR (measured) = 7.85 W/kg

0 dB = 7.85 W/kg = 8.95 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.9

80_FR1 n78-HPUE_100M_BPSK_1RB_1Offset_Left Side_0mm_Ch633334

       

   
 
 
 
 

 

 
 

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.809 S/m; ε = 39.002; ρ =r

31000 kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7684; ConvF(7.37, 7.37, 7.37); Calibrated: 2021.10.4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021.6.18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x211x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 14.7 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.891 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 25.1 W/kg
SAR(1 g) = 7.24 W/kg; SAR(10 g) = 2.17 W/kg
Maximum value of SAR (measured) = 16.3 W/kg

0 dB = 16.3 W/kg = 12.12 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.14

81_WLAN5GHz_802.11a 6Mbps_Top Side_0mm_Ch52

        

   
 
 
 
 

 

 
 

Communication System: UID 0, WLAN5GHz (0); Frequency: 5260 MHz;Duty Cycle: 1:1.017
Medium: HSL_5000 Medium parameters used: f = 5260 MHz; σ = 4.567 S/m; ε = 36.087; ρ = 1000r

3kg/m
Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7684; ConvF(5.85, 5.85, 5.85); Calibrated: 2021.10.4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021.6.18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 15.5 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 24.34 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 31.4 W/kg
SAR(1 g) = 6.91 W/kg; SAR(10 g) = 1.75 W/kg
Maximum value of SAR (measured) = 18.0 W/kg

0 dB = 18.0 W/kg = 12.55 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022.3.15

82_WLAN5GHz_802.11a 6Mbps_Top Side_0mm_Ch116

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Communication System: UID 0, WLAN5GHz (0); Frequency: 5580 MHz;Duty Cycle: 1:1.017
Medium: HSL_5000 Medium parameters used: f = 5580 MHz; σ = 4.914 S/m; ε = 35.599; ρ = 1000r

3kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7684; ConvF(5.05, 5.05, 5.05); Calibrated: 2021.10.4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021.6.18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 17.9 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 17.38 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 37.8 W/kg
SAR(1 g) = 7.63 W/kg; SAR(10 g) = 1.83 W/kg
Maximum value of SAR (measured) = 19.4 W/kg

0 dB = 19.4 W/kg = 12.88 dBW/kg




