


PT-DZ13K
12,000 lm | WUXGA

PT-DS12K
12,000 lm | SXGA+

PT-DW11K
11,000 lm | WXGA

PT-DZ10K
10,600 lm | WUXGA

PT-RQ32K
26,000 lm / 27,000 lm*2

4K+

PT-RZ31K
30,000 lm / 31,000 lm*2

WUXGA

PT-RS30K
30,000 lm / 31,000 lm*2

SXGA+

PT-RQ13K
10,000 lm | 4K+

PT-RZ12K
12,000 lm | WUXGA

PT-RS11K
12,000 lm | SXGA+

2016 Projectors line-up
Large Venue Solid Shine Laser Series
3-Chip DLP™ laser light source models

Large Venue
3-Chip DLP™ lamp based models

Installation Solid Shine Laser Series
1-Chip DLP™ laser light source models

1-Chip DLP™ LED/laser-combined light source models

LCD

NOTE: The specifications are subject to change without notice. *1: Lens-less model. *2: Centre / ANSI.
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PT-DZ21K2
20,000 lm | WUXGA

PT-DS20K2
20,000 lm | SXGA+

PT-DW17K2
17,000 lm | WXGA

PT-DZ16K2
16,000 lm | Full HD

Geo. ProGeo. Pro Geo. ProGeo. Pro

Geo. ProGeo. Pro Geo. ProGeo. Pro Geo. ProGeo. Pro

PT-RZ770/770L*1 

7,000 lm / 7,200 lm*2

WUXGA

PT-RZ670/670L*1

6,500 lm | WUXGA
PT-RW630/630L*1

6,500 lm | WXGA
PT-RZ570
5,200 lm / 5,400*2

WUXGA

PT-RZ660/660L*1

6,000 lm / 6,200 lm*2

WUXGA

PT-RW620/620L*1

6,000 lm / 6,200 lm*2

WXGA

PT-RZ575
4,600 lm / 4,800*2

WUXGA

PT-RZ970/970L*1

9,400 lm / 10,000 lm*2

WUXGA

PT-RW930/930L*1

9,400 lm / 10,000 lm*2

WXGA

PT-RX110/110L*1

10,000 lm / 10,400 lm*2

XGA

Geo. ProGeo. Pro

Geo. ProGeo. Pro

Geo. ProGeo. Pro

Geo. ProGeo. Pro

PT-RZ470
3,500 lm | Full HD

PT-RW430
3,500 lm | WXGA

PT-RZ475
3,000 lm | Full HD

PT-RZ370
3,500 lm | Full HD

PT-RW330
3,500 lm | WXGA

PT-EX16K
16,000 lm | XGA

PT-EX12K
13,000 lm | XGA
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PT-EZ590/590L*1

5,400 lm | WUXGA
PT-EW650/650L*1

5,800 lm | WXGA
PT-EX620/620L*1

6,200 lm | XGA

PT-FZ570
4,500 lm | WUXGA

PT-FW530
4,500 lm | WXGA

PT-FX500
5,000 lm | XGA

PT-EW550/550L*1

5,000 lm | WXGA
PT-EX520/520L*1

5,300 lm | XGA

Installation
1-Chip DLP™ lamp based models

Space Player – Lighting Projection

LCD

Portable
LCD

Short Throw
LCD

PT-DZ870/870L*1

8,500 lm | WUXGA
PT-DW830/830L*1

8,500 lm | WXGA
PT-DX100/100L*1

10,000 lm | XGA

PT-JX200
2,000 lm | XGA

PT-JW130
1,000 lm | WXGA

PT-DZ780/780L*1

7,000 lm | WUXGA
PT-DZ750/750L*1

7,000 lm | WXGA
PT-DX820/820L*1

8,200 lm | XGA

Geo. ProGeo. Pro

PT-EZ770Z/770ZL*1

6,500 lm | WUXGA
PT-EZ730Z/730ZL*1

7,000 lm | WXGA
PT-EX800Z/800ZL*1

7,500 lm | XGA

PT-VZ575N
4,800 lm | WUXGA

PT-VW535N
5,000 lm | WXGA

PT-VX605N
5,500 lm | XGA

PT-TW343R
3,300 lm | WXGA

PT-TW342
3,300 lm | WXGA

PT-TX402
3,800 lm | XGA

PT-TX312
3,200 lm | XGA

PT-VZ570
4,800 lm | WUXGA

PT-VW530
5,000 lm | WXGA

PT-VX600
5,500 lm | XGA

PT-VW355N
4,000 lm | WXGA

PT-VW350
4,000 lm | WXGA

PT-VX425N
4,500 lm | XGA

PT-VX420
4,500 lm | XGA

PT-LB412
4,100 lm | XGA

PT-LB382
3,800 lm | XGA

PT-LB332
3,300 lm | XGA

PT-LW362
3,600 lm | WXGA

PT-LW312
3,100 lm | WXGA

PT-LB300
3,100 lm | XGA

PT-LB280
2,800 lm | XGA

Image: PT-TW343R

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option Option Option Option

Option

Option

Option

Option

Geo. ProGeo. Pro

Geo. ProGeo. Pro Geo. ProGeo. Pro

*6*7 *6*7

Panasonic System Communication Company Europe (PSCEU)
a Division of Panasonic Marketing Europe GmbH, Hagenauer Strasse 43, 65203 Wiesbaden, Germany
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2016 Professional Displays line-up
98" TH-98LQ70
With protective glass
-  620 W 
-  Approx. 136.0 kg/299.8 lbs
-  2233 x 1288 x 122 mm
 87.9" x 50.7" x 4.8"

98" TH-98LQ70L
Without protective glass
- 620 W 
-  Approx. 105.0 kg /231.5 lbs
-  2233 x 1288 x 113 mm
 87.9” x 50.7” x 4.4”

80" TH-80LF50
-  380 W
-  Approx. 60.0 kg/132.3 lbs
-  1848 x 1073 x 89 mm/ 72.8" x 42.2" x 3.5"

55" TH-55LF8
-  185 W
-  Approx. 24.7 kg/54.5 lbs
-  1229 x 699 x 72 mm/48.4" x 27.6" x 2.8"

55" TH-55LF80
-  190 W
-  Approx. 24.7 kg/54.5 lbs
-  1229 x 699 x 72 mm/48.4" x 27.6" x 2.8"

55" TH-55AF1
- 190 W
- Approx. 25.0 kg/55.2 lbs
- 1229 x 699 x 72 mm/48.4” x 27.6” x 2.8”

84" TH-84EF1
-  TBD
-  Approx. 65.0 kg/143.3 lbs
-  1910 x 1102 x 78 mm/ 75.2" x 43.4" x 3.1"

84" TH-84LQ70
With protective glass
-  540 W 
-  Approx. 108.0 kg/238.1 lbs
-  1949 x 1141 x 99 mm
 76.7" x 44.9" x 3.9"

84" TH-84LQ70L
Without protective glass
- 540 W 
-  Approx. 84.0 kg/185.2 lbs
-  1949 x 1141 x 92 mm
 76.7” x 44.9” x 3.6”

70" TH-70LF50
-  260 W
-  Approx. 47.0 kg/103.6 lbs
-  1604 x 931 x 89 mm/63.2" x 36.7" x 3.5"

49" TH-49LF8
-  160 W
-  Approx. 19.0 kg/41.9 lbs
-  1093 x 623 x 72 mm/43.1" x 24.6" x 2.8"

49" TH-49LF80
-  175 W
-  Approx. 19.0 kg/41.9 lbs
-  1093 x 623 x 72 mm/ 43.1" x 24.6" x 2.8"

49" TH-49AF1
-  175 W
-  Approx. 19.3 kg/42.6 lbs
-  1093 x 623 x 72 mm/ 43.1” x 24.6” x 2.8”

75" TH-75EF1
-  TBD
- Approx. 56.5 kg/124.6 lbs
-   1681 x 959 x 76.6 mm/66.2" x 37.8" x 3.0"

42" TH-42LF8
-  145 W
-  Approx. 15.3kg/33.7 lbs
-  947 x 541 x 72 mm/37.3" x 21.3" x 2.8"

42" TH-42LF80
-  155 W
-  Approx. 15.3kg/33.7 lbs
-  947 x 541 x 72 mm/37.3" x 21.3" x 2.8"

42" TH-42AF1
- 155 W
- Approx. 15.6 kg/34.4 lbs
- 947 x 541 x 72 mm/37.3” x 21.3” x 2.8”

32" TH-32EF1
-  65 W
-  Approx. 5.3 kg/11.7 lbs
-  727 x 426 x 64 mm/28.7" x 16.8" x 2.5"

LQ70/L
500cd/m2

LF50
700cd/m2

LF80
700cd/m2

LF8
500cd/m2

AF1
500cd/m2

EF1
350cd/m2

LF Series

LQ Series

4K
 U

HD

AF Series

In
do

or

EF Series
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Protective 
Glass

The Android robot is reproduced or modified from work created and shared by Google and used according 
to terms described in the Creative Commons 3.0 Attribution License. 

47" TH-47LFX60
-  370 W
-  Approx. 47.0 kg/103.0 lbs
-  1162 x 706 x 216 mm/ 45.8" x 27.8" x 8.5"

47" TH-47LFX6N
-  270 W
-  Approx. 47.0 kg/103.0 lbs
-  1162 x 706 x 216 mm/ 45.8" x 27.8" x 8.5"

LFX60
2000cd/m2

LFX6N
1200cd/m2

LFX Series

Ou
td
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r

Protective 
Glass

80" TH-80BF1
-  350 W
-  Approx. 81.0 kg /178.6 lbs
-  1868 x 1093 x 104 mm

73.6" x 43.1" x 4.1"

BF1
350cd/m2

BF Series

M
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Protective 
Glass

LFE Series LFE8
350cd/m2

65" TH-65LFE8
-  160 W
-  Approx. 36.2 kg/79.9 lbs
-  1451 x 829 x 62 mm
  57.2" x 32.7" x 2.5"

48" TH-48LFE8
-  150 W
-  Approx. 11.5 kg/25.4 lbs
-  1082 x 624 x 62 mm
  42.6" x 24.6" x 2.5"

55" TH-55LFE8
-  170 W
-  Approx. 16.0 kg/35.3 lbs
-  1239 x 712 x 62 mm
  48.8" x 28.0" x 2.5"

43" TH-43LFE8
-  135 W
-  Approx. 8.7 kg/19.2 lbs
-  969 x 560 x 61 mm
  38.2" x 22.1" x 2.4"

65" TH-65BF1
-  215 W
-  Approx. 58.0 kg/127.9 lbs
-   1517 x 892 x 108 mm

59.8" x 35.2" x 4.3"

50" TH-50BF1
-  140 W
-  Approx. 34.0 kg /75.0 lbs
-  1185 x 705 x 104 mm

46.7" x 27.8" x 4.1"

NOTE: The specifications are subject to change without notice. 

Actual resolution: 3840 x 2160p

DIGITAL LINK: LF80

SLOT2.0: LF50 Series only

Featuring AndroidTM based platform

55" TH-55LFV60
-  290 W 
-  Approx. 30.0 kg/66.1 lbs
-  1213 x 684 x 95 mm

47.8" x 26.9" x 3.7"

55" TH-55LFV70
-  330 W
-  Approx. 30.0 kg/66.1 lbs
-  1213 x 684 x 95 mm

47.8" x 26.9" x 3.7"

55" TH-55VF1H
-  TBD 
-  TBD
-  1212 x 683 x 95 mm

47.7" x 26.9" x 3.7" (TBD)

47" TH-47LFV5
-  160 W
-  Approx. 25.0 kg/55.1 lbs
-  1045 x 590 x 109 mm

41.1" x 23.2" x 4.3"

55" TH-55LFV6
- 210 W 
-  Approx. 30.0 kg/66.1 lbs
-  1213 x 684 x 95 mm

47.8" x 26.9" x 3.7"

LFV60
700cd/m2

VF1H
700cd/m2

LFV6
500cd/m2

LFV70
700cd/m2

LFV5
500cd/m2

LFV Series
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VF  Series

DIGITAL LINK:
LFV70 Series only
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