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JbL® sound isn’t 
Just heard.
it’s driven.
The JBL brand has been the recognized authority in audio reproduction for more than 
60 years. We have built high-output professional loudspeaker systems used in leading 
recording studios, movie houses and concert venues around the world. But you don’t 
have to be an audio professional to hear your favorite music the way it was recorded, 
mixed and mastered. Our professional technologies have been adapted to fit your car, 
taking your on-the-road listening experience to new levels of power and clarity. Whether 
you’re looking at dramatically improving the sound of your factory-installed audio system 
or you want to put together a world-class sound system from the chassis up, your JBL car 
audio system has everything you’re looking for.

SC_JBL_073_Car_Audio_Brochure_English_2014.indd   2-3 06/11/14   1:41 PM



4 5

■ Gto804eZ 
80W x 4 Power amp
•   80W RMS x 4 channels at 4 ohms  

 14.4V DC, <1.0% THD

•   100W RMS x 4 channels at 2 ohms,  
 14.4V DC, <1.0% THD

•   200W RMS x 2 channels bridged at  
 4 ohms, 14.4V DC, <1.0% THD

• Dimensions (L x W x H):  
 302mm x 66mm x 246mm  
 (11-15/16" x 2-9/16" x 9-11/16")

■ Gto751eZ
750W x 1 Power amp, specially 
designed to power your subwoofer(s)
•   500W RMS x 1 channel at 4 ohms, 

 14.4V DC, <1.0% THD

•   750W RMS x 1 channel at 2 ohms,  
 14.4V DC, <1.0% THD

•  Dimensions (L x W x H):  
 302mm x 66mm x 246mm 
 (11-15/16" x 2-9/16" x 9-11/16")

Proud to  
be Loud.
Gto series
aMPLiFiers

Setting up a sound system to fill your car requires great power. Thanks to the new JBL 
GTO series amplifiers your car has exactly that. Top-mounted, clearly marked knobs and  
color-coded LEDs let you know when you’ve dialed in concert-quality sound, whether you’re 
upgrading a factory system or building a system from scratch. For years, JBL engineers 
have made gear that the experts have relied on. Now, we also make gear that helps you 
perform like an expert.

■ Gto5eZ 
80W x 4, 500 x 1 Power amp
• 50W RMS x 4 channels at 4 ohms + 350W RMS x 1 channel at 4 ohms, 14.4V DC, <1.0% THD

• 75W RMS x 4 channels at 2 ohms + 500W RMS x 1 channel at 2 ohms, 14.4V DC, <1.0% THD

•   150W RMS x 2 channels bridged at 4 ohms + 500W RMS x 1 channel at 2 ohms, 14.4V DC, <1.0% THD
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■ Gto609C 
165mm (6-1/2") 2-way Component system
•   Power handling, RMS: 90W, peak: 270W

•   Impedance: 3 ohms

•   Mounting depth: 51.5mm 

• Mounting depth: tweeter 20mm

■ Gto509C 
130mm (5-1/4") 2-way Car audio Component system
•   Power handling, RMS: 75W, peak: 225W

•   Impedance: 3 ohms

•   Mounting depth: 57mm  

• Mounting depth: tweeter 20mm

the ideaL 
uPGrade.
Gto series
sPeaKers

JBL GTO Series high-fidelity automotive speakers feature innovative technology engineered 
for the environment and conditions in today’s cars to deliver exceptional sound. Using 
the patented Plus One® (patent no. 7,548,631 B2) woofer cone technology and rugged 
construction materials like reinforced ABS composite frames, butyl rubber surrounds 
and fabric tweeter diaphragms, GTO Series automotive speakers are the ideal upgrade 
to any car’s audio system. The most popular factory replacement and aftermarket sizes 
are covered including seperate components with woofer, tweeter and passive crossovers. 
Easily installed and built to last, JBL GTO Series speakers bring music to life in your car.
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■ Gto6429 
100mm x 150mm (4" x 6") 2-way 
Car audio Loudspeaker
•   Power handling, RMS: 45W, 

 peak: 135W 

•   Impedance: 3 ohms

• Mounting depth: 43mm

■ Gto939 
152mm x 228mm (6" x 9") 3-way Car audio Loudspeaker
•   Power handling, RMS: 100W, peak: 300W

•   Impedance: 3 ohms

•   Mounting depth: 70.3mm

■ Gto329 
87mm (3-1/2") 2-way  
Car audio Loudspeaker 
•   Power handling,  

 RMS: 25W, peak: 75W

•   Impedance: 3 ohms

•   Mounting depth: 34.65mm 

■ Gto529 
130mm (5-1/4") 2-way  
Car audio Loudspeaker 
•   Power handling,  

 RMS: 45W, peak: 135W

•   Impedance: 3 ohms

•   Mounting depth: 53.3mm 

■ Gto429 
100mm (4") 2-way  
Car audio Loudspeaker 
•   Power handling,  

 RMS: 35W, peak: 105W

•   Impedance: 3 ohms

•   Mounting depth: 47.9mm  

■ Gto19t
19mm (3/4") tweeter
• Power handling,  
 RMS: 45W, peak: 135W

•  Impedance: 3 ohms 

•   Mounting depth: 20mm

Gto series
sPeaKers

Gto series
sPeaKers

■ Gto629 
165mm (6-1/2") 2-way Car audio Loudspeaker 
•   Power handling, RMS: 60W, peak: 180W

•   Impedance: 3 ohms

•   Mounting depth: 49.7mm
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■ GX-a602 
280-Watt 2-channel Power amplifier
•  Output power (RMS, ≤1% THD + N;
 4 ohms): 2 x 60W

•  Output power (RMS, ≤1% THD + N;
 2 ohms): 2 x 85W

•  Dimensions (L x W x H):
 198mm x 206mm x 52mm
 (7-13/16" x 8-1/8" x 2-1/16")

■ GX-a604 
435-Watt 4-channel  
Power amplifier
• Output power
 (RMS, ≤1% THD + N;
 4 ohms): 4 x 60W

•  Output power
 (RMS, ≤1% THD + N;
 2 ohms): 4 x 85W

•  Dimensions (L x W x H):
 300mm x 206mm x 52mm
 (11-13/16" x 8-1/8" x 2-1/16")

■ GX-a3001 
415-Watt Mono  
subwoofer amplifier
•  Output power
 (RMS, ≤1% THD + N;
 4 ohms): 200W

•  Output power
 (RMS, ≤1% THD + N;
 2 ohms): 300W

• Dimensions (L x W x H):
 291mm x 206mm x 52mm
 (11-7/16" x 8-1/8" x 2-1/16")

add More soniC 
PoWer to your 
horsePoWer.
GX series
Car aMPLiFiers

Crank up both the volume and the fidelity of your factory-installed car stereo with the new 
GX Series amplifiers. Ranging from powerful compact stereo amplifiers to the thunderous 
GX-A3001 with well over 400 watts of raw power to shake the ground, GX Series amplifiers 
offer high performance at surprisingly affordable prices. If you’re looking to add more power 
to your car stereo, GX series amplifiers make it easy.
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■ GX402
100mm (4") 2-way Car audio Loudspeaker
•   Peak power handling: 105W

•   Power handling, continuous average: 35W

•   Frequency response: 75Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 90dB

■ GX963
152mm x 228mm (6" x 9") three-way Car audio Loudspeaker
•   Peak power handling: 210W

•   Power handling, continuous average: 100W

•   Frequency response: 45Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 94dB

■ GX642
100mm x 150mm (4" x 6")  
2-way Car audio Loudspeaker
•   Peak power handling: 120W

•   Power handling, continuous average: 40W

•   Frequency response: 75Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 91dB

■ GX302
87mm (3-1/2") 2-way Car audio Loudspeaker
•   Peak power handling: 75 Watts

•   Power handling, continuous average: 25W

•   Frequency response: 90Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 89dB

■ GX602
165mm (6-1/2") 2-way  
Car audio Loudspeaker
•   Peak power handling: 180W peak

•   Power handling, continuous average: 60W

•   Frequency response: 50Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 92dB

■ GX502
130mm (5-1/4") 2-way Car audio Loudspeaker
•   Peak power handling: 135W

•   Power handling, continuous average: 45W

•   Frequency response: 65Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 91dB

■ GX600C
165mm (6-1/2") Car audio Component speaker system
•   Peak power handling: 210W

•   Power handling, continuous average: 70W

•   Frequency response: 50Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 92dB

■ GX862
130mm x 178mm (5" x 7") / 
150mm x 200mm (6" x 8") 
2-way Car audio Loudspeaker
•   Peak power handling: 180W

•   Power handling, continuous average: 60W

•   Frequency response: 50Hz – 21kHz

•   Nominal impedance: 2.3 ohms

•   Sensitivity (2.83V/m): 92dB

ear-GrabbinG 
PerForManCe. 
eye-CatChinG 
LooKs.
GX series
Car sPeaKers

Give your car audio a makeover with the powerful sound and spectacular design of the 
GX Series car speakers. Designed to fit most factory specs, the GX series speakers flaunt 
a new HARMAN-proprietary tweeter deflector. These individually voiced speakers also 
feature Plus One™ woofer cones, three-ohm voice coils for optimal power distribution, and  
edge-driven soft dome tweeters. Add to this an ogle-worthy design and you’ve got speakers 
that do much more than deliver great sound.
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reaL MusCLe.
Gt series
subWooFers & aMPLiFiers 
Gt bass soLutions

Adding a subwoofer is often the first and almost always the most important step in upgrading a car 
audio system. The GT Series offers plug-and-play systems that make it easy. High-performance 
GT bass-reflex boxes and high-output amplified subs combine advanced engineering with the 
best performing materials and components in their price class. 

The JBL GT-BassPro12 features a revolutionary Slipstream port design that outperforms 
competing loaded enclosures. Unlike conventional cylindrical ports, the Slipstream port is 
much wider at the mouth than in the middle, providing more surface area outside the box, 
delivering increased bass output with greatly reduced port noise and distortion.

The JBL BassPro™ II is a 100-Watt, 4-channel amplifier driving a unique quad-voice-coil  
165 mm subwoofer in a single-vented bandpass box design for maximum output and 
extremely high power handling. A 12dB/octave electronic low pass filter with selectable 
70Hz–100Hz crossover frequency makes the BassPro II easy to integrate with any system, 
with line-level and speaker-level inputs connecting to virtually any factory-installed head unit.        

■ Gt5-1204br 
300mm (12") bass-reflex  
subwoofer box
•   Power handling, RMS: 275W,  

 peak: 1100W 

•   Impedance: 4 ohms

•   Dimensions (L x D x H): 
 570mm x 300mm x 369mm  
 (22-7/16" x 12" x 14-1/2")

•   MDF cabinet

•   Slipstream™ port design

■ Gt5-2402br 
dual 300mm (12") bass-reflex  
subwoofer box
•   Power handling, RMS: 550W,  

 peak: 1600W 

•   Impedance: 2 ohms

•   Dimensions (L x D x H):  
 889mm x 318mm x 393mm  
 (35" x 12-1/2" x 15-7/16")

•   MDF cabinet

•   Slipstream™ port design

■ Gt-bassPro12
300mm (12") Powered subwoofer box
•   150W RMS (450W max power)

•   Variable electronic crossover

•   Accepts low-level or high-level inputs

•   Remote level control included

•   Dimensions (L x D x H):  
 570mm x 369mm x 300mm  
 (22-7/16" x 14-1/2" x 12")

■ bassPro ii 
amplified subwoofer system
•   100W RMS 4-channel amplifier 

•   Quad-voice-coil subwoofer

•   Variable electronic crossover 

•   Accepts low-level or high-level inputs 

•   Remote bass-level control included

•   Dimensions (L x D x H):  
 410mm x 242mm x 312mm (16-1/8" x 9-1/2" x 12-1/4")

Gt series
subWooFers

■ Gt5-12 
300mm (12") single-voice-Coil subwoofer
• Power handling, RMS: 275W, peak: 1100W 

•  Impedance: 4 ohms

• Mounting depth: 164mm (6-7/16")

•  Sensitivity: 93 dB

Gto enCLosed subWooFers 
& aMPLiFied subWooFers
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■ Gt7-5 
130mm (5-1/4") 2-way  
Car audio Loudspeaker
• Peak power handling: 105W

• Power handling, continuous average: 35W

• Frequency response: 70Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 93dB

sound and styLe 
that MaKe  
heads turn.
Gt7 series
Car sPeaKers

JBL GT7 Series speakers are the optimal choice for audiophiles who want to upgrade their 
factory car audio systems. Featuring Plus One woofer cones and a frequency response of 
up to 21 kHz, the individually-voiced GT7 Series speakers are designed to blow you away. 
What’s more, installation is hassle-free because they fit most factory sizes and come with all 
the required mounting hardware.

■ Gt7-4 
100mm (4") 2-way  
Car audio Loudspeaker
•   Peak power handling: 90W

• Power handling,  
 continuous average: 30W

• Frequency response: 75Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 90dB

■ Gt7-5C
130mm (5-1/4") Component Car audio 
Loudspeaker system
• Peak power handling: 135W peak

• Power handling,  
 continuous average: 45W

• Frequency response: 65Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 92dB

■ Gt7-6 
165mm (6-1/2") 2-way  
Car audio Loudspeaker
• Peak power handling: 135W peak

• Power handling, continuous average: 45W

• Frequency response: 55Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 93dB

■ Gt7-6C
165mm (6-1/2") Component Car audio  
Loudspeaker system
• Peak power handling: 150W

• Power handling, continuous average: 50W

• Frequency response: 50Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 92dB

■ Gt7-86
130mm x 178mm (5" x 7") / 
150mm x 200mm (6" x 8") 
2-way Car audio Loudspeaker
• Peak power handling: 180W

• Power handling, continuous average: 60W

• Frequency response: 45Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 93dB

■ Gt7-96
152mm x 228mm (6" x 9") three-way  
Car audio Loudspeaker
• Peak power handling: 210W

• Power handling, continuous average: 70W

• Frequency response: 40Hz – 21kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 94dB
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■ Cs752
130mm (5-1/4") 2-way  
Car audio Loudspeaker
• Peak power handling: 105W

• Power handling, continuous average: 35W

• Frequency response: 70Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 93dB

■ Cs742
100mm (4") 2-way  
Car audio Loudspeaker
• Peak power handling: 90W

• Power handling, continuous average: 30W

• Frequency response: 75Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 90dB

■ Cs762
165mm (6-1/2") 2-way  
Car audio Loudspeaker
• Peak power handling: 135W

• Power handling, continuous average: 45W

• Frequency response: 55Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 93dB

do the MiLes in 
styLe.
Cs7 series
Car sPeaKers

JBL CS7 Series speakers are the no-brainer upgrade for those who want to rock their ride. 
They’re easy to install, feature external crossover housing, fit practically any stock size and 
can be driven by any factory head unit. And with Plus One woofer cones, they give you the 
power of a home audio system even on the road.

■ Cs769
152mm x 228mm (6" x 9") three-way  
Car audio Loudspeaker
• Peak power handling: 210W peak

• Power handling, continuous average: 70W

• Frequency response: 40Hz – 21kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 94dB

■ Cs760C
165mm (6-1/2") Component Car audio  
Loudspeaker system
• Peak power handling: 150W

• Power handling, continuous average: 50W

• Frequency response: 55Hz – 20kHz

• Nominal impedance: 4 ohms

• Sensitivity (2.83V/m): 92dB
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aMPLiFiers Gto5eZ
80W x 4,  

500 x 1 Power amp

Gto804eZ
4-channel  

Full-range amplifier

Gto751eZ
750W x 1 Power amp 

Mono subwoofer amplifier

audio Features/specifications

number of Channels/type 4 + 1 channel 4 Full-range channels 1 channel

4-ohm Power output 50W RMS x 4 channels at 4 ohms 
+ 350W RMS x 1 channel at  

4 ohms, 14.4V DC, <1.0% THD

80W RMS x 4 channels at  
4 ohms, 14.4V DC, <1.0% THD

500W RMS x 1 channel at  
4 ohms, 14.4V DC, <1.0% THD

2-ohm Power output 75W RMS x 4 channels at 2 ohms 
+ 500W RMS x 1 channel at  

2 ohms, 14.4V DC, <1.0% THD

100W RMS x 4 channels at  
2 ohms, 14.4V DC, <1.0% THD

750W RMS x 1 channel at  
2 ohms, 14.4V DC, <1.0% THD

bridged Power output 150W RMS x 2 channels bridged 
at 4 ohms + 500W RMS x 1 chan-
nel at 2 ohms, 14.4V DC, <1.0% 

THD

200W RMS x 2 channels bridged 
at 4 ohms, 14.4V DC, <1.0% THD

          

total Peak Power output 1935W 940W 1200W

Class d operation Subwoofer Channel Only          Yes

signal-to-noise ratio > 85dB (ref: rated power, 4 ohms) 85dBA (ref: rated power, 4 ohms) > 80dB (ref: rated power, 4 ohms)

Frequency response 20Hz – 23kHz (±0.5dB) front and 
rear channels; 10Hz – 280Hz 

(±3dB) sub channel
20Hz – 23kHz (±0.5dB) 10Hz – 280Hz (±3dB)

input sensitivity 50mV-20V          50mV-20V

Control and Connection Features

variable electronic Crossover Yes          Yes

subsonic Filter No          No

dynamic bass optimization 
(dbo) No No No

variable bass boost Subwoofer channel only          No

type bass-Level remote 
Control Wired          No

input Connections Speaker/Line level (RCA)          Speaker/Line level (RCA)

speaker Connections Yes          Yes

signal output Connections Barrier Strip          Barrier Strip

backlit Logo badge  
and dual Led Lightbars No No No

General specifications

dimensions  
(L x W x h – Metric, english)

373mm x 66mm x 246mm
(14-11/16" x 2-9/16" x 9-11/16")

302mm x 66mm x 246mm 
(11-15/16" x 2-9/16" x 9-11/16")

302mm x 66mm x 246mm 
(11-15/16" x 2-9/16" x 9-11/16")

sPeCiFiCations
Gto aMPLiFiers

sPeCiFiCations
GX aMPLiFiers

aMPLiFiers GX-a602
2-channel 

Full-range amplifier

GX-a604
4-channel 

Full-range amplifier

GX-a3001
Mono subwoofer 

amplifier

audio Features/specifications

number of Channels/type 2 channels 4 channels Mono / subwoofer

4-ohm Power output 60W rms x 2, <1% THD+N 60W rms x 4, <1% THD+N  200W rms x 1, <1% THD+N

2-ohm Power output 85W rms x 2, <1% THD+N 85W rms x 4, <1% THD+N 300W rms x 1, <1% THD+N

1-ohm Power output                              

4-bridged Power output 170W rms Mono, <1% THD+N 170W rms x 2, <1% THD+N 170W rms x 2, <1% THD+N

total Peak Power output 280W 435W 415W

Class d operation No No  

signal-to-noise ratio 93dB (ref rated output @ 4) 93dB (ref rated output @ 4) 93dB (ref rated output @ 4)

Frequency response 10Hz – 100kHz (-3dB) 10Hz – 100kHz (-3dB) 10Hz – 330Hz (-3dB)

thd + n 0.05% at rated power (4 ohms) 0.05% at rated power (4 ohms) 0.05% at rated power (4 ohms)

input sensitivity 200mV–6V 200mV–6V 200mV–6V

Control and Connection Features

variable electronic Crossover
Selectable low-pass or high-pass 

filter 32HZ–320Hz, can be 
bypassed

Front & rear independent 
selectable and low-pass or high-
pass filters, 32HZ–320Hz, 12dB/

octave, can be bypassed

Low pass filter 32-320Hz 12dB/
octave

subsonic Filter No No No

dynamic bass optimization 
(dbo) No No No

variable bass boost Switch +6dB @ 50Hz Rear channels, 0 - +6dB No

type bass-level remote 
Control Not possible Not possible Not possible

input Connections
L & R line-level

4 x Line-level; Front L & R, 
Rear L & R

L & R line-level

speaker Connections 2 4 2

signal output Connections No L & R line-level (summed) Line-level (pass-through)

backlit Logo badge  
and dual Led Lightbars Only backlit logo Only backlit logo Only backlit logo

General specifications

dimensions (L x W x h) 198mm x 206mm x 52mm 300mm x 206mm x 52mm 291mm x 206mm x 52mm
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sPeaKers Gto19t
Car audio  

Component tweeter

Gto329
2-way Car audio 

Loudspeaker

Gto429
2-way Car audio 

Loudspeaker

Gto529
2-way Car audio 

Loudspeaker

Gto629
2-way Car audio 

Loudspeaker

speaker Features/specifications

type 3/4" Car Audio Component 
Tweeter

87mm (3-1/2") 2-way Car Audio 
Loudspeaker

100mm (4") 2-way Car Audio 
Loudspeaker

130mm (5-1/4") 2-way  
Car Audio Loudspeaker

165mm (6-1/2") 2-way Car Audio 
Loudspeaker

Low-Frequency transducer          Plus One woofer cone Plus One woofer cone Plus One woofer cone Plus  One woofer cone

high-Frequency transducer
Edge-driven soft dome tweeter Textile balanced dome tweeter Textile balanced dome tweeter

Edge-driven soft dome tweeter 
with level adjustment

Edge-driven soft dome tweeter 
with level adjustment

Power handling, rMs 45W 25W 35W 45W 60W

Power handling, Peak 135W 75W 105W 135W 180W

Frequency response 2.5Hz – 21kHz 85Hz – 21kHz 75Hz – 21kHz 67Hz – 21kHz 53Hz – 21kHz

nominal impedance 3 ohms 3 ohms 3 ohms 3 ohms 3 ohms

sensitivity (2.83v@1m) 93dB 91dB 92dB 92dB 93dB

Crossover 4.0 kHz 5.0 kHz 5.0 kHz 4.5 kHz 3.5 kHz

Controls/adjustments                            Tweeter level, 0dB / +3dB Tweeter level, 0dB / +3dB

external diameter 
(Metric, english) 47mm (1-7/8") 91mm (3-9/16") 100mm (3-15/16") 131mm (5-3/16") 158mm (6-1/4")

Mounting Cutout diameter 
(Metric, english) 41mm (1-5/8") 79mm (3-1/8") 120mm (4-3/4") 119mm (4-11/16") 129mm (5-1/16")

Mounting depth 
(Metric, english) 20mm (13/16") 35mm (1-3/8") 48mm (1-15/16") 54mm (2-1/8") 50mm (2")

sPeaKers Gto939
3-way Car audio Loudspeaker

Gto6429
2-way Car audio Loudspeaker

Gto509C
2-way Car audio  

Component system

Gto609C
2-way Car audio  

Component system

speaker Features/specifications

type 150mm x 230mm (6" x 9") 3-way 
Car Audio Loudspeaker

100mm x 160mm (4" x 6") 2-way 
Car Audio Loudspeaker

 130mm (5-1/4") 2-way Car Audio  
Component System

165mm (6-1/2") 2-way Car Audio  
Component System

Low-Frequency transducer Plus One woofer cone Plus One woofer cone Plus One woofer cone Plus One woofer cone

high-Frequency transducer Edge-driven dome super tweeter Balanced soft dome tweeter Edge-driven soft dome tweeter Edge-driven soft dome tweeter

Power handling, Peak 300W 135W 225W 270W

Frequency response 46Hz – 21kHz 75Hz – 21kHz 67Hz – 21kHz 53Hz – 21kHz

nominal impedance 3 ohms 3 ohms 3 ohms 3 ohms

sensitivity (2.83v@1m) 94dB 92dB 92dB 93dB

Crossover 3.0 kHz 4.5 kHz 3.8 kHz 4.0 kHz

Controls/adjustments Tweeter level, 0dB / +3dB          Tweeter level, 0dB / +3dB Tweeter level, 0dB / +3dB

external diameter 
(Metric, english)

243mm x 172mm  
(9-9/16" x 6-13/16")

156mm x 95mm  
(6-1/8" x 3-3/4")

Woofer: 158mm (6-1/4") 
Tweeter: 47mm (1-7/8")

Woofer: 175mm (6-7/8") 
Tweeter: 47mm (1-7/8")

Mounting Cutout diameter 
(Metric, english)

219mm x 149mm  
(8-5/8" x 5-7/8")

146mm x 84mm  
(5-3/4" x 3-5/16")

Woofer: 118mm (4-11/16") 
Tweeter: 41mm (1-5/8")

Woofer: 127mm (5") 
Tweeter: 41mm (1-5/8")

Mounting depth  
(Metric, english) 71mm (2-13/16") 43mm (1-11/16")

Woofer: 57mm (2-1/4") 
Tweeter: 20mm (13/16")

Woofer: 52mm (2-1/16") 
Tweeter: 20mm (13/16")

sPeCiFiCations
Gto sPeaKers

sPeaKers GX862
2-way Car audio  

Loudspeaker

GX963
2-way Car audio  

Loudspeaker

GX600C
2-way Car audio  
Component set

speaker Features/specifications

type 5" x 7" / 6" x 8" Coaxial Car Audio 
Loudspeaker

6" x 9" Three-way Car Audio 
Loudspeaker

6-1/2" Car Audio Component 
Speaker System

Low-Frequency transducer 5" x 7"/6" x 8" Plus One Cone 6" x 9" Plus One Cone 6.5" Plus One Cone

high-Frequency transducer 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome

Power handling, rMs 60W 100W 70W

Power handling, Peak 180W 210W 210W

Frequency response 50Hz – 21kHz 45Hz – 21kHz 50Hz – 21kHz

nominal impedance 2.3 ohms 2.3 ohms 2.3 ohms

sensitivity (2.83v/m) 92dB 94dB 92dB

Crossover Onboard Onboard Separate network

Controls/adjustments None None Tweeter level, 0dB/+3dB

external diameter 
(Metric, english)

143mm x 220mm
(5-11/16" x 8-11/16")

164mm x 235mm
(6-1/2" x 9-5/16")

166mm  
(6-1/2")

Mounting Cutout diameter 
(Metric, english)

126mm x 185mm
(5" x 7-5/16")

150mm x 221mm
(5-15/16" x 8-3/4")

129mm 
(5-1/8")

Mounting depth 
(Metric, english)

61mm
(2-7/16")

74mm
(2-7/8")

52mm 
(2-1/16")

sPeaKers GX302
2-way Car audio  

Loudspeaker

GX402
2-way Car audio  

Loudspeaker

GX502
2-way Car audio  

Loudspeaker

GX602
2-way Car audio  

Loudspeaker

GX642
2-way Car audio  

Loudspeaker

speaker Features/specifications

type 3-1/2" Coaxial Car Audio 
Loudspeaker

4" Coaxial Car Audio 
Loudspeaker

5-1/4" Coaxial Car Audio 
Loudspeaker

6-1/2" Coaxial Car Audio 
Loudspeaker

4" x 6" Coaxial Car Audio 
Loudspeaker

Low-Frequency transducer 3-1/2" Plus One Cone 4" Plus One Cone 5-1/4" Plus One Cone 6-1/2" Plus One Cone 4" x 6" Plus One Cone

high-Frequency transducer 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome

Power handling, rMs 25W 35W 45W 60W 40W

Power handling, Peak 75W 105W 135W 180W 120W

Frequency response 90Hz – 21kHz 75Hz – 21kHz 65Hz – 21kHz 50Hz – 21kHz 75Hz – 21kHz

nominal impedance 2.3 ohms 2.3 ohms  2.3 ohms 2.3 ohms 2.3 ohms

sensitivity (2.83v/m) 89dB 90dB 91dB 92dB 91dB

Crossover Onboard Onboard Onboard Onboard Onboard

Controls/adjustments None None None None None

external diameter 
(Metric, english)

89mm
(3-9/16")

104mm 
(4-1/8")

130mm  
(5-1/8")

165mm
(6-1/2")

102mm x 159mm
(4-1/16" x 6-5/16")

Mounting Cutout diameter 
(Metric, english)

79mm
(3-1/8")

 —
120mm 
(4-3/4")

129mm
(5-1/8")

86mm x 145mm
(3-7/16" x 5-3/4")

Mounting depth 
(Metric, english)

36mm
(1-7/16")

47mm
(1-7/8")

57mm
(2-1/4")

52mm
(5-1/8")

47mm
(1-7/8")

sPeCiFiCations
GX sPeaKers
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sPeaKers Gt7-6C
2-way audio  

Component set

Gt7-86
2-way Car audio  

Loudspeaker

Gt7-96
3-way Car audio  

Loudspeaker

speaker Features/specifications

type 6-1/2" Component Car Audio 
Loudspeaker System

5" x 7" / 6" x 8" Coaxial Car Audio 
Loudspeaker

6" x 9" Three-way Car Audio 
Loudspeaker

Low-Frequency transducer 6-1/2" Plus One Cone 5" x 7" / 6" x 8" Plus One Cone 6" x 9" Plus One Cone

high-Frequency transducer 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome

Power handling, rMs 50W 60W 70W

Power handling, Peak 150W 180W 210W

Frequency response 50Hz – 20kHz 45Hz–20kHz 40Hz – 21kHz

nominal impedance 4 ohms 4 ohms 4 ohms

sensitivity (2.83v/m) 92dB 93dB 94dB

Crossover Separate network Onboard Onboard

Controls/adjustments Tweeter level, 0dB/+3dB None None

external diameter 
(Metric, english)

166mm
(6-9/16")

144mm x 229mm
(5-11/16" x 9-1/6")

164mm x 235mm
(6-1/2" x 9-5/16")

Mounting Cutout diameter 
(Metric, english)

143mm
(5-11/16")

182mm
(7-3/16")

221mm
(8-3/4")

Mounting depth 
(Metric, english)

59mm
(2-3/8")

56mm
(2-7/32")

74mm
(2-15/16")

sPeaKers Cs769
3-way Car audio  

Loudspeaker

Cs760C
2-way audio 

Component set

speaker Features/specifications

type 6" x 9" Three-way Car Audio 
Loudspeaker

6-1/2" Component Car Audio 
Loudspeaker System

Low-Frequency transducer 6" x 9" Plus One Cone 6-1/2" Plus One Cone

high-Frequency transducer 1" titanium-laminate dome 1" titanium-laminate dome

Power handling, rMs 70W 50W

Power handling, Peak 210W 150W

Frequency response 40Hz – 21kHz 55Hz – 20kHz

nominal impedance 4 ohms 4 ohms

sensitivity (2.83v/m) 94dB 92dB

Crossover Onboard Onboard

Controls/adjustments None None

external diameter 
(Metric, english)

235mm x 165mm 
(9-1/4" x 6-1/2")

165mm 
(6-1/2")

Mounting Cutout diameter 
(Metric, english)

150mm x 221mm 
(5-15/16" x 8-3/4")

143mm 
(5-5/8")

Mounting depth 
(Metric, english)

75mm 
(2-31/32")

59mm 
(2-5/16")

sPeaKers Gt7-4
2-way Car audio  

Loudspeaker

Gt7-5
2-way Car audio  

Loudspeaker

Gt7-5C
2-way audio  

Component set

Gt7-6
2-way Car audio  

Loudspeaker

speaker Features/specifications

type 4" Coaxial Car Audio 
Loudspeaker

5-1/4" Coaxial Car Audio 
Loudspeaker

5-1/4" Car Audio Component  
Speaker System

6-1/2" Coaxial Car Audio 
Loudspeaker

Low-Frequency transducer 4" Plus One Cone 5-1/4" Plus One Cone 5-1/4" Plus One Cone 6-1/2" Plus One Cone

high-Frequency transducer 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome

Power handling, rMs 30W 35W 45W 45W

Power handling, Peak 90W 105W 135W 135W

Frequency response 75Hz – 20kHz 70Hz – 20kHz 65Hz – 20kHz 55Hz–20kHz

nominal impedance 4 ohms 4 ohms 4 ohms 4 ohms

sensitivity (2.83v/m) 90dB 93dB 92dB 93dB

Crossover Onboard Onboard Separate network Onboard

Controls/adjustments None None Tweeter level, 0dB/+3dB None

external diameter 
(Metric, english)

99mm
(3-29/32")

130mm
(5-1/8")

130mm  
(5-1/8")

166mm
(6-9/16")

Mounting Cutout diameter 
(Metric, english)

88mm
(3-15/32")

120mm
(4-3/4")

120mm 
(4-3/4")

143mm
(5-11/16")

Mounting depth 
(Metric, english)

51mm
(2")

57mm
(2-1/4")

58mm  
(2-9/32")

59mm
(2-3/8")

sPeaKers Cs742
2-way Car audio  

Loudspeaker

Cs752
2-way Car audio  

Loudspeaker

Cs762
2-way Car audio  

Loudspeaker

speaker Features/specifications

type 2-way Car Audio  
Loudspeaker

2-way Car Audio  
Loudspeaker

2-way Car Audio  
Loudspeaker

Low-Frequency transducer 4" Plus One Cone 5-1/4" Plus One Cone 6-1/2" Plus One Cone

high-Frequency transducer 1" titanium-laminate dome 1" titanium-laminate dome 1" titanium-laminate dome

Power handling, rMs 30W 35W 45W

Power handling, Peak 90W 105W 135W

Frequency response 75Hz – 20kHz 70Hz – 20kHz 55Hz–20kHz

nominal impedance 4 ohms 4 ohms 4 ohms

sensitivity (2.83v/m) 90dB 93dB 93dB

Crossover Onboard Onboard Onboard

Controls/adjustments None None None

external diameter 
(Metric, english)

99mm  
(3-29/32")

130mm 
(5-1/8")

165mm 
(6-1/2")

Mounting Cutout diameter 
(Metric, english)

88mm 
(3-15/32")

120mm 
(4-3/4")

143mm 
(5-5/8")

Mounting depth 
(Metric, english)

51mm 
(2")

58mm 
(2-9/32")

59mm  
(2-5/16")

sPeCiFiCations
Gt7 sPeaKers

sPeCiFiCations
Cs7 sPeaKers
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enCLosed 
subWooFers

Gt5-2402br
dual 12" (300mm)  

bass-reflex subwoofer box

Gt5-1204br
12" (300mm)  

bass-reflex subwoofer box

Woofer Features/specifications

type Enclosed Bass-Reflex Subwoofer Enclosed Bass-Reflex Subwoofer

Low-Frequency transducer Two 12" (300mm)  
Polypropylene cones

12" (300mm)  
Polypropylene cones

voice Coil 2" (51mm) diameter 2" (51mm) diameter

Power handling, rMs 550W 275W

Power handling, Peak 1600W 1100W

Frequency response 40Hz–200Hz 45Hz–150Hz

nominal impedance 2 ohms 4 ohms

sensitivity (2.83v@1m) 95dB 92dB

enclosure type MDF, bass-reflex, 

with Slipstream™ port

MDF, bass-reflex,  

with Slipstream™ port

Connector type Binding Post Binding Post

Grille Metal speaker protector bars Metal speaker protector bars

dimensions  
(W x h x d – Metric, english)

889mm x 393mm x 318mm  
(35" x 15-7/16" x 12-1/2")

570mm x 369mm x 300mm  
(22-7/16" x 14-1/2" x 12")

aMPLiFied 
subWooFers

bassPro ii
amplified  

subwoofer system

Gt-bassPro12
amplified  

subwoofer system

Woofer Features/specifications

type Amplified Subwoofer Amplified Subwoofer

Low-Frequency transducer 6" Cone 12" Cone

voice Coil Quad 2" (5mm) diameter

enclosure type Bandpass Ported

amplifier Power, rMs 100W (4-channel) 150W

Power handling, rMs                   

Frequency response 20Hz–120Hz 35Hz–120Hz

Crossover Frequency/slope 70Hz–120Hz, 12dB/octave 70Hz–120Hz

input sensitivity 50mV–4V (line-level); 
1V–16V (hi-level)

50mV–4V (line-level); 
0.4V–16V (speaker-level)

Controls
Remote bass-level

Crossover frequency, phase, bass 
boost, level, level remote

Connections Line-level inputs, hi-level inputs, 
remote volume control

Line-level inputs, hi-level inputs, 
remote volume control

Grille None Metal speaker protector bars

Current draw (Full Power) 12A 13.5A

Current draw (idle) <800mA <500mA

dimensions 
(L x W x h – Metric, english)

410mm x 242mm x 312mm 
(16-1/8" x 9-1/2" x 12-1/4")

570mm x 369mm x 300mm 
(22-7/16" x 14-1/2" x 12")

sPeCiFiCations
Gto enCLosed subWooFers & aMPLiFied subWooFers

subWooFers Gt5-12
12" (300mm)  
subwoofer

Woofer Features/specifications

Power handling, rMs 275W

Power handling, Peak 1100W

Frequency response 23Hz–450Hz

nominal impedance 4 ohms

sensitivity (2.83v@1m) 93dB

diecast aluminum Frame No

vented Polepiece Yes

surround Hi-roll rubber

Progressive spider Yes

Grille None

external diameter 
(Metric, english) 313mm (12-5/16") 

Mounting Cutout diameter 
(Metric, english) 286mm (11-1/4") 

Mounting depth 
(Metric, english) 164mm (6-7/16") 

thiele-small Parameters

voice Coil dC resistance 
(revc – ohms) 4

voice inductance  
@ 1khz (Levc – mh) 1.26

driver radiating area  
(sd – in2/cm2) 82.15/530

Motor Force Factor (bl – tm) 15.2

Compliance volume  
(vas – ft3 / l) 1.9/54.2

suspension Compliance (Cms 
–  μm/n) 135

Moving Mass, air Load 
(Mms – g) 223

Moving Mass, diaphragm 
(Mmd – g) 216

Free-air resonance (Fs – hz) 29

Mechanical Q (Qms) 6.39

electrical Q (Qes) 0.64

total Q (Qts) 0.58

Magnetic Gap height 
(hag – in/mm) 0.315/8

voice Coil height 
(hvc – in/mm) 1.43/36.4

Maximum excursion 
(Xmax –in/mm) 0.56/14.2

sPeCiFiCations
Gto subWooFers
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