
User Manual of Product 1:

GE Outdoor TV Antenna, Long Range Digital HD Antenna, 4K

1080P VHF UHF HDTV, J Mount Included, Also Indoor Attic

Mountable, Weather Resistant, 29884
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WHOLE HOME READY 
INSTALLATION TIPS
• Maximize the number of 

channels you receive by 
trying the antenna in different 
locations if possible. Be sure 
to run a new channel scan 
on your TV in each position. 

• For best performance, 
position or mount the  
antenna as high as  
possible or near a  
window (attic install).

1. Connect the antenna to the amplifier port labeled  
ANTENNA with a coax cable. (Use the shortest cable  
possible for best performance.)

2. With another coax cable, connect the amplifier port labeled TV/
POWER to a 75-ohm grounding block (sold separately), making 
sure that the grounding block is properly grounded. 
See “grounding block how-to”

3. From the grounding block, connect another  
coax cable ...

    3a. For single TV install: From the grounding block, connect a 
coax cable directly to the amplifier’s power inserter located 
inside the house.

OR
    3b. For whole-home install with a coaxial splitter: 

From the grounding block, connect a coax cable to the 
INPUT port of the splitter. Then, from any OUTPUT port on 
the splitter, connect another coax cable to the power insert-
er located inside the house.

 
NOTE: When using a coaxial splitter in a “whole-home installation”, 
only one power inserter connected to one TV and power supply is 
required to provide an amplifier enhanced signal to the entire home.

4. Connect the power inserter to the TV.

WARNING: RISK OF FIRE AND SHOCK
Use power inserter and power supply in dry location. 
These are for INDOOR use only.

5. Connect the power supply to the power inserter, then plug 
the power supply into a wall outlet.  
Use only the supplied AC power supply.

6. Perform a TV channel scan.

1. Connect a #8 aluminum or #10 grounding wire to a screw 
terminal on the 75-ohm grounding block.

2. Connect the other end of the wire to an acceptable 
grounding location. See examples below.

EXAMPLES OF ACCEPTABLE  
GROUNDING LOCATIONS:
• The building or structure grounding electrode  

system as covered in 250.50 in the NEC.
• Grounded interior metal water piping system, within 5ft. 

from its point of entrance to the building.
• Grounded nonflexible metallic power service  

raceway.
• Service equipment enclosure, the grounding  

electrode conductor or the grounding electrode  
conductor metal enclosure of the power service.

• An 8ft. grounded rod driven into the ground can  
be used as long as it is connected to the central building 
ground by a #6 or heavier bonding wire.

REFER TO THE NEC SECTIONS 250 AND 810  
(WWW.NECA-NEIS.ORG) FOR ACCEPTABLE  
GROUNDING METHODS. 

This HDTV antenna amplifier can be 
mounted to a wall or antenna mast 
outdoors, or installed indoors (attic).

*Outdoor antenna, grounding 
block, coax cables and coax 
splitter necessary to complete 
the installation shown here are 
NOT INCLUDED and are sold 
separately.

Note: power inserter and power 
supply are for indoor use only.

CHANNEL SEARCH

Scanning for channels
 73%      . 

a. Open the TV’s setup 
or settings menu.

b. Select scan, autotune, 	
channel search or 
channel scan.

c. Wait for the TV to 
complete the 
channel scan.

QUESTIONS? ISSUES?  
CALL OUR U.S.-BASED EXPERTS AT 

1-800-654-8483

Tip 1: Consult the TV manual or contact the TV’s 
manufacturer for detailed instructions.

Tip 2: Rescan for channels anytime you move the antenna.
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        100% 
recyclable
Separate 

paper
from plastic

before 
recycling

 
byjasco.com/recycle

paper made from 25% 
post consumer waste

MADE IN TAIWAN 
GE is a trademark of General Electric Company and �is under 
license by Jasco Products Company LLC,� 10 E. Memorial Rd., 
Oklahoma City, OK 73114.
This Jasco product comes with a limited-lifetime warranty. 
Visit www.byjasco.com for warranty details.
Questions? Contact our U.S.-based Consumer Care at 
1-800-654-8483 between 7AM-8PM, M-F, Central Time.     

Maximize the number of channels by testing the antenna in 
several locations. Be sure to run a TV channel scan in each 
position. Refer to your TV’s instruction manual if necessary.

Position the antenna as high as possible or near a window  
for best performance.

Visit www.antennaweb.org or www.dtv.gov to determine the 
available television stations and broadcast tower locations 
in your area.

Outdoor HDTV
Antenna Amplifier
User Manual

Questions? Contact our U.S.-based 
Consumer Care at 1-800-654-8483 
between 7AM-8PM, M-F, Central Time.

See reverse for easy-to-follow instructions 
and exclusive deals.

Please call before 
returning to storeCALL

Installation Grounding block how-to
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Instalación Guía práctica de conexión a tierra

CONSEJOS PARA LA  
INSTALACIÓN LISTA PARA 
TODA LA VIVIENDA

• Maximice la cantidad de canales 
que recibe probando la antena 
en diferentes lugares si es 
posible. Asegúrese de ejecutar 
una búsqueda de canales en su 
televisor en cada posición. 

• Para un mejor rendimiento, 
coloque o monte la antena lo 
más alto que pueda o cerca de 
unaventana  (instalación en 
el desván).

1. Conecte la antena al puerto DEL amplificador  
marcado ANTENNA con un cable coaxial. (Use el cable más 
corto posible para un mejor rendimiento).

2. Con otro cable coaxial, conecte el puerto del  
amplificador marcado TV/POWER a un bloque de toma a 
tierra de 75 ohm (se vende por separado), asegurándose 
de que el bloque esté correctamente conectado a tierra. 
Consulte Guía práctica de conexión a tierra.

3. En el bloque de conexión a tierra, conecte otro  
cable coaxial...

    3a. Para la instalación para un solo televisor: En el bloque de 
conexión a tierra, conecte otro cable coaxial directamente 
al insertador de potencia del amplificador ubicado dentro 
de la vivienda.

O
    3b. Para la instalación para toda la vivienda con un 

divisor coaxial: 
INPUT (entrada) del divisor. Luego, desde cualquier OUTPUT 
(salida) del divisor, conecte otro cable coaxial al insertador 
de potencia ubicado dentro de la vivienda.

NOTA: Cuando se usa un divisor coaxial en una  
instalación para toda la vivienda, solo se requieren un 
insertador de potencia conectado a un televisor y una 
fuente de alimentación para proporcionar una señal 
mejorada del amplificador a toda la vivienda.

4. Conecte el insertador de potencia al televisor.

ADVERTENCIA: RIESGO DE INCENDIO Y DESCARGA 
ELÉCTRICA el insertador de potencia y la fuente de 
alimentación en un lugar seco. Son elementos para uso 
exclusivo en INTERIOR.

5. Conecte la fuente de alimentación al insertador de potencia 
luego enchufe la fuente de potencia a un tomacorriente 
de pared. Use únicamente la fuente de alimentación CA 
suministrada.

6. Realice una búsqueda de canales de TV.

1. Conecte un cable n.º 8 de aluminio o un cable a tierra n.º 10 a un 
terminal de tornillo en el bloque de conexión a tierra de 75 ohm.

2. Conecte el otro extremo del cable a una ubicación de conexión a 
tierra en la vivienda aceptable. Vea los siguientes ejemplos.

EJEMPLOS DE UBICACIONES DE CONEXIÓN A  
TIERRA EN LA VIVIENDA ACEPTABLES:

• El sistema de electrodos de conexión a tierra del  
edificio o la estructura son los que se indican en el artículo 250.50 de 
la norma NEC.

• Sistema interior de cañerías de agua metálicas conectado a tierra, 
a 1,5 m de su punto de entrada al edificio.

• Conducto de servicio de energía metálico no flexible 
conectado a tierra.

• Recinto de equipos de servicio, el conductor de electrodos de 
conexión a tierra o el recinto metálico del electrodo de conexión a 
tierra del servicio de energía.

• Se puede usar una barra conectada a tierra de 2,4 m anclada en el 
suelo siempre que esté conectada a la tierra central del edificio por 
un alambre de conexión equipotencial n.º 6 o más grueso.

CONSULTE LOS ARTÍCULOS 250 Y 810 DE LA NORMA NEC (WWW.
NECA-NEIS.ORG) PARA OBTENER INFORMACIÓN SOBRE MÉTODOS 
DE CONEXIÓN A TIERRA ACEPTABLES. 

Este amplificador de antena 
HDTV puede montarse en mástil 
o en pared, tanto en exteriores 
como en interiores (ático).

*La antena exterior, el bloque de 
toma a tierra, los cables coaxiales 
y el divisor coaxial necesarios para 
completar la instalación que se 
muestran aquí NO SE INCLUYEN y 
se venden por separado.

Nota: inyector de corriente y 
alimentación eléctrica para uso 
interiores solamente.

 

 

 

Thank you for your purchase!

Instructions made easy

Read instructions or watch easy-to-follow 
video. Scan code or visit byjasco.com/42179i

Like our product?� 
Leave a review on your 
favorite �retailer website 
or amazon.com

Having problems? 
Let us know how we can help. 
�Call 1-800-654-8483 between 
7AM-8PM, M-F, Central Time.

Enhance your home 
entertainment experience 
at byjasco.com/ce

For deals, to register your 
purchase and to tell us how 
we’re doing, simply scan the 
code or visit byjasco.com/deals

Exclusive deals

¿Tiene preguntas? Comuníquese con nuestro Servicio al 
consumidor con sede en EE. UU. al 1-800-654-8483 

entre las 7 a. m. y las 8 p. m., hora del centro.

Llame antes de 
devolver a la tiendaLLAMADA

HECHO EN TAIWÁN
GE es una marca comercial de General Electric Company 
con licencia otorgada a Jasco Products Company LLC, 
10 E. Memorial Rd., Oklahoma City, OK 73114.
Este producto de Jasco tiene una garantía de por vida 
limitada. Visite www.byjasco.com para conocer los 
detalles de la garantía.
¿Tiene preguntas? Comuníquese con nuestro Servicio al 
consumidor con sede en EE. UU. al 1-800-654-8483 entre 
las 7 a. m. y las 8 p. m., hora del centro.

¿PREGUNTAS? ¿PROBLEMAS? 
CONTACTE CON NUESTROS EXPERTOS AL 

1-800-654-8483

Sugerencia 1: Consulte el manual de su TV o 
comuníquese con el fabricante del TV para 
obtener instrucciones detalladas.

Sugerencia 2: Vuelva a buscar los canales 
cada vez que mueva la antena.

1. Abra la configuración 
(setup) del TV oel menú 
configuración (settings).

2. Seleccione buscar (scan), 
autoajuste (autotune), 	
búsqueda de canales 
(channel search) o escaneo 
de canales (channel scan).

3. Espere que el TV complete 
la búsqueda de canales.

BÚSQUEDA DE CANALES

Buscando canales
 73%      . 
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