
BP24V15RT2U: External 24V 2U Rack/Tower Battery Pack for
Select UPS Systems from Tripp-Lite

General Information

• Phase: Single-Phase
• Form Factor: Rack/Tower
• DC Voltage: 24
• Rack Height: 2U
• Type: Single-Phase
• UPC Code: 037332141538

Related Pages (Right click to open in new tab)

Visit the BP24V15RT2U product page for detailed information
View over 4218 other Tripp-Lite products
Need more details or bulk pricing, email: sales@alldataresource.com

Scroll down to view the Tripp-Lite BP24V15RT2U UPS Battery Backup for Security Systems
Flyer

https://www.alldataresource.com/Tripp-Lite-BP24V15RT2U-External-24V-2U-RackTower-Battery-Pack-for-select-Tripp-Lite-UPS-Systems-BP24V15RT2U_p_124376.html
https://www.alldataresource.com/Tripp-Lite_c_2998.html
mailto:sales@alldataresource.com


Keep surveillance cameras, network video recorders (NVRs) and  

digital video recorders (DVRs) powered and protected.

THE TRIPP LITE ADVANTAGE:

More features for less money than competitors!        

A wide selection of UPS systems to fit your needs and budget

We can configure UPS systems to match any battery backup runtime requirement

Our UPS systems are always in-stock and ready to ship! 

Tripp Lite UPS Battery Backup for Security Systems

See reverse to view Tripp Lite UPS options in various IP/analog video setups

GOOD BETTER BEST

Basic battery output protects  

against blackouts, brownouts,  

overvoltages and power surges.

Sine-wave battery output offers  

network-grade power protection. Includes 

auto voltage regulation to correct  

brownouts and overvoltages.

On-line, double conversion maintains 

perfectly regulated sine wave  

AC and DC output for the highest 

performance power protection.



IP: 8-Channel Typical IP Video Setup—400W  |  Analog: 16-Camera/DVR Typical CCTV Setup—400W

GOOD BETTER BEST
SMART1200LCD (10 min.)
SMART1500LCD (14 min.)
SMART1500LCDXL +1 BP24V15RT2U (48 min.)

SMART750RM1U (10 min.)
SMART1000RM1U (14 min.)
SMART1500RM2U (22 min.)
SMART1500RMXL2UA +1 BP36V15-2U (95 min.)
SMART1500RMXL2UA +1 BP36V15-2U (135 min.)
SMART1500RMXL2UA +1 BP36V27-2US (260 min.)

SU750RTXLCD2U (11 min.)
SU1000RTXLCD2U (16 min.)
SU1000RTXLCD2U +1 BP24V15RT2U (45 min.)
SU1000RTXLCD2U +1 BP24V28-2U (82 min.)
SU1000RTXLCD2U +1 BP24V36-2US (101 min.)
SU1000RTXLCD2U +1 BP24V70-3U (204 min.)
SU1000RTXLCD2U +2 BP24V36-2US (310 min.)

IP: 4-Channel Typical IP Video Setup—175W

GOOD BETTER BEST
OMNI650LCD (13 min.)
OMNI700LCD (14 min.)
SMART1000LCD (15 min.)
SMART1200LCD (29 min.)
SMART1500LCD (37 min.)
SMART1500LCDXL +1 BP24V15RT2U (116 min.)

SMART500RT1U (10 min.)
SMART750RM1U (28 min.)
SMART1000RM2U (35 min.)
SMART1000RMXL2U (53 min.)
SMART1500RMXL2UA (64 min.)
SMART15000RMXL2UA +1 BP36V15-2U (230 min.)
SMART15000RMXL2UA +1 BP36V27-2US (319 min.)

SU750RTXLCD2U (28 min.)
SU1000RTXLCD2U (37 min.)
SU1500RTXLCD2U (62 min.)
SU750RTXLCD2U +1 BP24V15RT2U (104 min.)
SU1000RTXLCD2U +1 BP24V15RT2U (113 min.)
SU1500RTXLCD2U +1 BP24V24-2U (268 min.)

Analog: 8-Camera/DVR Typical CCTV Setup—250W

GOOD BETTER BEST
SMART1000LCD (10 min.)
SMART1200 (19 min.)
SMART1500LCD (24 min.)
SMART1500LCDXL +1 BP24V15RT2U (84 min.)

SMART500RT1U (6 min.)
SMART750RM1U (16 min.)
SMART1000RM2U (25 min.)
SMART1000RMXL2U (38 min.)
SMART1000RMXL2U +1 BP36V15-2U (158 min.)
SMART1000RMXL2U +1 BP36V27-2US (221 min.)
SMART1000RMXL2U +2 BP36V27-2US (293 min.)

SU750RTXLCD2U (20 min.)
SU1000RTXLCD2U (27 min.)
SU1500RTXLCD2U (45 min.)
SU1500RTXLCD2U +1 BP48V24-2U (201 min.)
SU1500RTXLCD2U +1 BP48V27-2US (295 min.)

Analog: 4-Camera/DVR Typical CCTV Setup—150W

GOOD BETTER BEST
OMNI650LCD (17 min.)
OMNI700LCD (19 min.)
SMART1000LCD (21 min.)
SMART1200LCD (40 min.)
SMART1500LCD (50 min.)
SMART1500LCDXL +1 BP24V15RT2U (153 min.)

SMART500RT1U (15 min.)
SMART750RM1U (38 min.)
SMART1000RM2U (47 min.)
SMART1000RMXL2U (69 min.)
SMART1500RMXL2UA (83 min.)
SMART1500RMXL2UA +1 BP36V15-2U (297 min.)

SU750RTXLCD2U (36 min.)
SU1000RTXLCD2U (49 min.)
SU1500RTXLCD2U (80 min.)
SU750RTXLCD2U +1 BP24V15RT2U (136 min.)
SU1000RTXLCD2U +1 BP24V15RT2U (147 min.)
SU1500RTXLCD2U +1 BP48V24-2U (341 min.)

GOOD BETTER BEST
SMART1500LCDXL (5 min.)
SMART1500LCDXL +1 BP24V15RT2U (15 min.)

SMART1000RM2U (5 min.)
SMART1500RM2U (9 min.)
SMART1500RMXL2UA (11 min.)
SMART1500RMXL2UA +1 BP36V15-2U (40 min.)
SMART1500RMXL2UA +1 BP36V27-2US (58 min.)
SMART1500RMXL2UA +1 BP36V27-3U (124 min.)
SMART1500RMXL2UA +3 BP36V27-2US (177 min.)
SMART1500RMXL2UA +4 BP36V27-2US (240 min.)

SU1000RTXLCD2U (6 min.)
SU1500RTXLCD2U (10 min.)
SU1500RTXLCD2U +1 BP48V24-2U (50 min.)
SU1500RTXLCD2U +1 BP48V27-2US (74 min.)
SU1500RTXLCD2U +1 BP48V60RT-3U (119 min.)
SU1500RTXLCD2U +2 BP48V27-2US (150 min.)
SU1500RTXLCD2U +3 BP48V27-2US (230 min.)
SU1500RTXLCD2U +2 BP48V60RT-3U (246 min.)

View our UPS Solutions in a variety of IP/analog video setups in the tables below (runtimes in parentheses)

IP: 16 & 32-Channel Typical IP Video Setup—800W

For more information on applying UPS systems to  
IP Cameras, NVRs and DVRs, contact your Tripp Lite  

sales representative

95
-3

46
3

1 1 1 1  W .  3 5 t h  S t r e e t ,  C h i c a g o ,  I L  6 0 6 0 9  U S A  |  w w w . t r i p p l i t e . c o m / s u p p o r t


