12

QUICK REFERENCE GUIDE

TO RECORD AN OUTGOING

MESSAGE

1. Press and hold the GREETING key.

2. After the beep, begin your message
(up to 30 seconds).

3. When finished, release the
GREETING key.

CHECKING YOUR OUTGOING

ANNOUNCEMENT

1. Press the GREETING key once
quickly.

2. Your outgoing announcement will
be played back and your system
will reset to answer incoming calls
automatically.

TO HEAR YOUR MESSAGES

1. Press and release the PLAY key.

2. Your unit will playback your
message and reset to answer

calls.

TO ERASE ALL MESSAGES

1. After the last message has been
played, hold down ERASE key for
about two seconds.

2. To save your messages do nothing.

IN CASE OF POWER FAILURE

If your unit is not operating properly

after a power failure, reset as follows:

1. Unplug the AC adaptor and telephone
line cord from the wall outlets.

2. Replace the BYD batteries with
four fresh ones.

3. Plug the AC adaptor and telephone
line cord back into the wall outlets.

4. Record a new outgoing
announcement or you can use the
pre-recorded announcement.

LAA211YY

Southwestern Bell
Freedom Phone® wmopeL no. GH3025S

POWER: 9V DC, 60Hz, 0.5 AMPS FCCID: LBBGH3025TE
This equipment complies with 47 CFR Part 68 requirements
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