
JT N60E-O-1507/1520/1540

Features

Specifications

Onboard Intel® Pentium® Processor D series/Xeon® Processor 

D series, Single socket FCBGA 1667

Up to 128GB ECC RDIMM DDR4 2133MHz or 64GB 

ECC/non-ECC UDIMM in 4 sockets

Expansion slot: 1xPCIe 3.0x16, M.2 PCIe 3.0x4, M Key 2242/2280

Dual 10GbE LAN and dual 1GbE LAN

6xSATA3 (6Gbps) ports via SoC (include 1 DOM ports)
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JT N60E-O-1507 JT N60E-O-1540 JT N60E-O-1520

Mini-ITX

7.1" x 6.7", (18cm x 17cm)

FCBGA 1667

4xDDR4 DIMM sockets, Supports up to 128GB DDR4 ECC RDIMM/64GB DDR4 ECC/non-ECC UDIMM

2133/1866/1600MHz ECC DDR4 ECC RDIMM and ECC/Non-ECC UDIMM

32GB, 16GB, 8GB, 4GB

1.2 V

Corrects single-bit errors

Detects double-bit errors (using ECC memory)

System on Chip

SoC controller for 6 SATA3 (6Gbps) ports; RAID 0,1,5,10 RSTe

Dual 10G SFP + from D-1500 SoC

Dual 1GbE with Intel I210

TPM 2.0 header

6 x SATA3 (6Gbps) ports

2 x 10G SFP + LAN ports, 2 x RJ45 Gigabit Ethernet LAN ports

2 x 1GbE LAN ports

2 x USB 3.0 ports (rear)

2 x USB 2.0 ports (via headers)

1 x VGA port

1 x COM port (header)

1 x DOM (Disk on Module) power connector

1 x PCIe 3.0 x16 slot, M.2 PCIe 3.0 x 4, M Key 2242/2280

Intel® Pentium® Processor 

D1507

Intel® Xeon® processor 

D-1540

Intel® Xeon® processor 

D-1520

CPU TDP support 20W, 3MB, 

2 Cores, 2Threads

CPU TDP support 45W, 

12MB, 8 Cores, 16 Threads

CPU TDP support 45W, 

8MB, 4 Cores, 8 Threads

NA

NA

Aspeed AST1400

Support for Intelligent Platform Management Interface v.2.0

IPMI 2.0 with virtual media over LAN and KVM-over-LAN support

Aspeed AST2400

NA 1 x Dedicated IPMI LAN port

Expansion Slots



The product appearance, specifications and features are subject to change. Giada reserves the right of final interpretation for the content hereinabove.
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Part 
Number

Order Information

Chipset VGA USB 3.0 USB 2.0 COM LAN BMC
Operating

Temperature

Part Number

Packing List

-

-

-

-
1 x JT N60E-O-1507/JT N60E-O-1540/JT N60E-O-1520

1 x User Manual

1 x DVD

1 x IO port bracket

DescriptionPart NumberDescription

JT N60E-O-1507

JT N60E-O-1540

JT N60E-O-1520

Pentium® D1507

Xeon® D-1540

Xeon®  D-1520

1 2 12 2

-

1

1

0 ~ 60° C

BIOS Type
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Operating 
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System BIOS

PC Health
Monitoring

JT N60E-O-1507 JT N60E-O-1540 JT N60E-O-1520

128Mb SPI Flash with AMI BIOS

PCI 3.0

ACPI 5.0

USB Keyboard support

Hardware BIOS Virus protection

SMBIOS 2.8

UEFI 2.4

RTC (Real Time Clock) Wakeup

Monitors for CPU Cores, +1.8V, +12V, +3.3V, +5V, Chassis intrusion header, System level control

Total of three 4-pin fan headers supporting tachometer status monitoring

Status monitor for speed control

Status monitor for on/off control

Low noise fan speed control

Pulse Width Modulated (PWM) fan connectors

CPU thermal trip support

Thermal Monitor 2 (TM2) support

PECI

0°C - 60°C (32°F - 140°F)

Monitoring for CPU and chassis environment

Operating
Environment


