
KEY FEATURES

•	Light-weight

•	Small	size

•	Automatic calibration

•	Simple ribbon and media loading procedure

•	Superior print position accuracy

•	Cutter option available

APPLICATIONS

•	Low volume label printing

•	Simple graphic labels (text, graphics, 
bar codes)

•	For TE’s thermal transfer labels 
(T200 ribbons)

PRODUCT DIMENSIONS

•	Depth: 258mm

•	Height: 173mm

•	Width: 198mm

•	Weight: 2.4kg

ELECTRICAL

•	100 to 240V AC

•	50/60Hz

•	With universal power supply

OPERATING TEMPERATURE

•	5°C to 40°C (40°F to 104°F)

•	25-85% non-condensing RH 

PRINTING METHOD

•	203dpi thermal transfer

PRINTING SPEED

•	Max. 127mm/s (recommended 50mm/s)

APPROVALS

•	FCC, CE, C-tick, TÜV, UL, CCC

•	EU RoHS Directive 2002/95/EC

•	The printer’s 200dpi resolution combined with recommended media and thermal 
transfer ribbons, meets all relevant TE Connectivity RW specifications

T200 Label Printer
Introducing

The T200 label printer is TE Connectivity’s (TE) new thermal transfer printer with 

very low acquisition cost. The printer is suitable for low volumes of labels with simple 

text, graphics or bar codes. Its compact size and low weight of only 2.4kg allows the 

portable printer to be moved from workstation to workstation. The T200 label printer 

makes the T208M printer obsolete.
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PRODUCT OFFERING

TE Connectivity printers 
- T200-LABEL-PRINTER  - ED8415-000  
 (Standard printer) 
- T200-LABEL-SWARE-PRINTER 
- ED8416-000 
(Printer and PEP-5-EXPRESS package)

TE Connectivity software 
- WINTOTAL-5-DONGLE 
- PEP-5- (Express, Pro, Suite) 

INTERFACES

•	RS-232C (max. 115,200 bps)

•	Centronics (Parallel)

•	USB	2.0	(Full	Speed)

•	LAN 10/100 Base (Ethernet)

PRINTER PROPERTIES

•	Print width max. 108.0mm

•	Print length max. 995mm

•	Label width: 25.4 to 112mm (backing paper width)

APPROVED LABEL PRODUCTS

Product Description Exp. (min)

HPK 1330-0607-T200

Tedlar (TTVF/PVF) 1330-3300-101TT

Decals (TTP) 1330-0607-T200

Solar Labels 1330-0607-T200

Self-laminating (SBP) TMS-RJS-RIBBON-4RPSCE

Self-laminating (PVF) 1330-3300-101TT

Self-laminating (SP) 1330-0607-T200

Kapton (T1K/T2K) 1330-0619-T200

Nylon Cloth (NC) 1330-0607-T200

Polyesters 

(WP/MP/HW/HM/MV/HMM)
1330-0607-T200

Destructible Polyethylene (TN) 1330-0607-T200

White Vinyl (WV) 1330-0607-T200

Paper (EP) 1330-0600-T200

Polyesters (EET...P-8A, P-9, P-4) 1330-TTB-T200

Polyethylene (EET...PY-9) 1330-TTB-T200

Polyamide Fabric (EET...G-4) 1330-TTB-T200

Vinyl 

(EET...V-8A, V-4-W, SL...V-4-W, V-9)
1330-TTB-T200

Polyimide (EET…K-9) 1330-TTB-T200

TE Connectivity T200 label printer
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