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CLAYMORE WIREGUARD
EMERGENCY BATTEN

« Emergency wide body surface mounted batten

b].; " with built in LEDFIRE Emergency.
_}\ y N 2 » Photometric classification C0:D25 C90:D25
| 6\ C180:D25.
. B / « High temperature Nickel Metal Hydride battery.
2 e » Total power consumption 1 x 18W = 20.5W
,_/4 : / « Dali Version available.
//‘./ . + Fluorescent lamp for normal operation (not
included).

Wireguard wide body emergency batten complete with high
quality electronic ballasts and LED emergency pack.
Emergency LED's works independently of fluorescent tubes
providing better reliability and problem free wiring.
The wide body covers any ceiling entry holes or junction boxes
for quality installation
Uniform distribution of the LED emergency light makes it easier
to design the emergency installation while gives superior
spacing.
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TECHNICAL DATA
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Ordering Information

Code Description Product Number Power Carton Qty. Weight (Net/ Gross)
4117 EV118WG-D25 9336462041178 20.5W 4 7.12 Kg/8.50 Kg
4106 EV118WG-D25-DALI 9336462041062 22W 4 8.32 Kg/9.80 Kg

Operational Information

General Battery

Voltage (V) 220-240V Viewing Distance N/A Battery Type NiMH

Frequency (Hz) 50/60 Classification C0:D25 C90:d25 Battery Code 1415

C180:d25

Max. Ambient Temp. 50°C Mounting Type Roof Mounted

Class 2 Lamp Code N/A Charger Type Trickle

Wiring 16mm Terminals IP Rating IP20 Charging Time 16 Hours
Duration 2 hours Charger Operation  Continious

Spacing Table (Distance Between Fittings)

(m) 2.1 2.4 2.7 3.0 3.3 3.6 4.0 4.5 5.0 6.0 7.0 8.0 9.0 10.0 150 20.0
D25[0.2 Lux ] 142 147 153 157 161 165 169 173 177 181 183 182 179 173 7.7

D25[ 0.5 Lux ] 101 105 108 110 112 113 114 115 115 111 102 8.6 5.2

D25[ 1.0 Lux ] 7.7 7.9 8.0 8.1 8.1 8.1 7.9 7.6 7.2 4.8 11

Compliance

Test Type Laboratory Test Report Number Date of Issue
Temperature and Duration Light Lab International LL1101702T 10/02/2011
Emergency Classification Light Lab International LL14306 10/02/2011

Accessories and Spare Parts

Code Description Code Description
1411 EV-DIFFUSER-18 1413 EV-WIREGUARD-18
1415 EV-NiMH 4.8V 1200mAH
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Photometric Data

Gamma Cco C22.5 C45 C67.5
0 33.59 33.59 33.59 33.59
10 33.19 33.19 33.23 3321
20 32.13 32.16 32.27 32.10
30 30.55 30.59 30.69 30.48
40 28.53 28.55 28.54  28.40
50 26.02 26.10 26.18 2594
60 23.46 23.59 23.64  23.46
70 21.20 21.50 21.59 21.25
80 16.50 17.02 17.35 17.07 &
90 0.00 1.79 1.83 1.84

195

O coc1so

1 cancam cd/1000im
Construction and Dimensions
Body White Powder Coated Steel Gear Tray N/A
Diffuser 3mm Wire Guard with gloss white coating Lens N/A

Cut Out N/A
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