
Embedded Computer

˙6th  Generation Intel® Xeon E3, Core™ i7/i5/i3 Processors
˙HD 4K resolution & 4U Height Design 
˙Flexibility, Rich I/O capacity and Multi-Expansion 
˙High Storage Density & Easy Maintenance 
˙9-36V Wide voltage and -15 to 55 Celsius degrees Wide temperature

6th Generation Intel® Xeon E3 Processors, Core™ i7/i5/i3 Processors and C236 chipset feature high performance 
computing and outstanding video processing, EAC-PRO has an abudant I/O ports and expansible PCIe cards for 
factory, server grade IPC, vision measurement, surveillance, machine automation and high-resolution medical 
imaging.

Product Features 

˙Processor option
　Intel® Xen E3-1268L V5 processor
　Intel® Core™ i7-6700TE processor
　Intel® Core™ i5-6500TE processor
　Intel® Core™ i3-6100TE processor

˙Memory DDR4 option
　8/16GB DDR4 -2133 W/ECC 260 pins 
　8/16GB DDR4 -2133 W/o ECC 260 pins 

˙Storage option
　HDD 500GB/1TB 7200rpm SATAIII HDD2.5”
　SSD  128GB/215GB SATAIII MLC SSD 2.5”
　CFast 2.0 16GB/32GB/64GB/128GB/256GB SATAII

˙Adapter option
　12V/220W AC-DC adapter
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Product Specifications  

Intel® Core™ i7-6700TE Processor
(8M Cache, 2.4 GHz up to 3.40 GHz) 35W, Fanless

Intel® Xeon E3-1268L V5 Processor 
(8M Cache, 2.4 GHz up to 3.40 GHz) 35W, Fanless

System Chipset Intel® C236 PCH

BIOS AMI UEFI

Intel® HD Graphics P530/530Graphics Engine

Storage

Socket 260-Pin SODIMM

2 x Slots DDR4 2133/1866 MHz with ECC ,UP to 32GB or
2 x Slots DDR4 2133/1866 MHz w/o ECC ,UP to 32GB

Technology

Output Video I/O

DP 2 x Display Ports 1.2, up to 4096x2304@60Hz,Female 
connector w/one lock

1 x VGA, 1080P at 60 Hz D-Sub 15pinVGA

VGA+DP+DPActive three display

Watch Dog Timer supportedWDT

2 x Swappable 2.5” SATA 3.0 (6Gb/s) with SATA power 
2 x On board 2.5” SATA 3.0 (6Gb/s) Support RAID 0/1/5/10

SATAIII

1 x CFast 2.0 (SATAII 3.0Gb/s) CFast

Intel® Core™ i5-6500TE Processor
(6M Cache, 2.3GHz up to 3.30 GHz) 35W, Fanless
Intel® Core™ i3-6100TE Processor
(4M Cache, 2.70 GHz) 35W, Fanless

External I/O

DI/DO

Audio

  

Ethernet 3 x Giga LAN RJ45 Connector 
(2 x intel I210 and 1 x I219 PHY)
intel iAMT 11.0, Wake On LAN

8ch DO0~DO7, 1.5kV Isolation 200mA max/channel 
sink current from external com power, 20mA 
max/channel by internal com 12V or 5V.

Digital output

8ch dry contact DI0~DI7, 1.5kV Isolation
Logic 0 : Open ; Logic 1 : close to GND

Digital input

6 x USB3.0,USB Type A (1A/5W)USB

2 x COM ports (RS-232/422/485) w/Isolation
D-Sub 9, switch by SW (RS-232/422/485)

Serial Port

Audio Codec ALC283Codec

Line Out ,Mic in (3.5mm Jack)Connectors

2 x COM ports pin header (RS-232)
2 x COM pin header (UART)

Serial Port

1 x PS/2 pin headerPS/2

1 x LPT port pin headerParallel Port

1 x USIM slotUSIM

1 PCIe x 16, 1 PCIe x 8 ,1 PCIe x 4 , 1 PCISku1

Expansion I/O moduleWindoor

1 PCIe x 16, 1 PCI , 1 PCI , 1 PCISku2

1 x Mini PCIE socket (PCIE)Mini PCIE

Internal I/O

2 x USB2.0  Pin header
1 x USB3.0  Dongle

USB

Power

9V to 36V DC-in , 4-Pin Terminal Block , MAX: 200WPower Supply 

1 x Power Button w/ LED
1 x Clean  CMOS Button
1 x Reset Button

Button

Expansion Slots 

CE / FCCEMC & Safty

195 (W) x 177 (H) x 225 (D) mmDimensions

5.54kgWeight

Panel mounting, table mountingMounting

IEC60068-2-278 IEC60068-2-64Shock&Vibration

Certificate

Windows 10 (64b) IoT Enterprise
Windows 8.1 (64b) Embedded Industry
Windows 7 Pro (64b)

Operating System

Mechanical

-15~55° C (-5~131° F)System Operation Temp

80 x 80 x 10 mmIntelligent FAN

-20~60° C (-4~140° F)Storage Temp

Environment

4 x HDD, 1 x Wifi/3G LED indicator

12V DC-in External AC Adaptor for PCIe card 
MAX: 200W (Optional) 

Others

1 x Mini PCIE socket (PCIE) for Expansion 
I/O modular or 3G modular


