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Sunlite 48" LED Motion Sensor +
Emergency Battery Strip Fixture

This DLC listed stairwell fixture lowers energy usage by
automatically adjusting light output based on stairwell
occupancy. Combined with a simple, wireless occupancy
sensor, this fixture saves up to 90% of energy and meets
building and safety standards. The sensor is factory preset
to 10% stand-by level when space is not occupied and turns
full bright when someone enters. Sensor detection and
brightness levels can be adjusted via remote control (part
number 85530, sold separately). This fixture is available
with EM option (part number 85500) and is ideal for your
energy-saving projects

SN\
(Ib . ”
)
LisTE® [T

DIMMABLE

Item: 85500-SU

LFX/EC/4'/18W/MV/40K/EM/MS LED EC FIXTURE SUNLITE

General Characteristics

Fixture Life Hours

Life (based on 3hr/day)
Estimated Energy Cost
Safety Rating
Dimmable

Dimming Type

DLC

Fixture Characteristics

Collection
Number of Lights
Mounting

Use Location

Electrical Characteristics

Watts

Volts

LED Chip Manufacturer
Number of LEDs

Power Factor
Operating Temperature

Product Dimensions
Size
Package Dimensions (in)

Product Data
Item Number

Case Quantity
Barcode on SKU
Barcode on Case
Brand
Description

DLC File Number

744 Clinton St. Brooklyn, NY 11231 | 718.768.7000

50000 Hours

45.7

$2.29 per Year

ETL - Damp Location
True

Low Voltage (0-10v)
True

Motion Sensor + Emergency Battery
1 - Light

Surface

Indoor

19
120-277
2835

96

0.9
20C-55C

48"
(W) 5.00 (H) 49.00 (D) 4.00

85500-SU

6

653703855004
10653703855001

SUNLITE
LFX/EC/4/18W/MV/40K/EM/MS
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