
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/8

53_FR1 n77_100M_QPSK_1RB_1Offset_DFT-30_Left Side_10mm_Ch633332

Communication System: UID 0, 5G NR (0); Frequency: 3499.98 MHz;Duty Cycle: 1:1
Medium: HSL_3500_230308 Medium parameters used: f = 3500 MHz; σ = 2.813 S/m; εr = 39.758;

3ρ = 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(6.76, 6.76, 6.76); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch633332/Area Scan (41x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.46 W/kg

Ch633332/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm 
Reference Value = 15.39 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 2.02 W/kg
SAR(1 g) = 0.848 W/kg; SAR(10 g) = 0.378 W/kg
Maximum value of SAR (measured) = 1.51 W/kg

0 dB = 1.51 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/28

54_Bluetooth_DH5 1Mbps_Right Side_10mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.301 
Medium: HSL_2450_230228 Medium parameters used: f = 2441 MHz; σ = 1.851 S/m; εr = 39.608;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.88, 7.88, 7.88); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch39/Area Scan (51x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.259 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 8.680 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.321 W/kg
SAR(1 g) = 0.166 W/kg; SAR(10 g) = 0.095 W/kg
Maximum value of SAR (measured) = 0.257 W/kg

0 dB = 0.257 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/28

55_WLAN2.4GHz_802.11b 1Mbps_Right Side_10mm_Ch6

Communication System: UID 0, WIFI (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium: HSL_2450_230228 Medium parameters used: f = 2437 MHz; σ = 1.846 S/m; εr = 39.627;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.88, 7.88, 7.88); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch6/Area Scan (51x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.643 W/kg

Ch6/Zoom Scan (7x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 15.48 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.810 W/kg
SAR(1 g) = 0.391 W/kg; SAR(10 g) = 0.200 W/kg
Maximum value of SAR (measured) = 0.649 W/kg

0 dB = 0.649 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/20

56_WLAN5GHz_802.11ac-VHT80 MCS0_Back_10mm_Ch42

Communication System: UID 0, WIFI (0); Frequency: 5210 MHz;Duty Cycle: 1:1
Medium: HSL_5250_230320 Medium parameters used: f = 5210 MHz; σ = 4.479 S/m; εr = 37.251;

3ρ = 1000 kg/m
Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(5.29, 5.29, 5.29); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch42/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.936 W/kg

Ch42/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 16.08 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.47 W/kg
SAR(1 g) = 0.431 W/kg; SAR(10 g) = 0.152 W/kg
Maximum value of SAR (measured) = 0.958 W/kg

0 dB = 0.958 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/28

57_WLAN5GHz_802.11ac-VHT80 MCS0_Right Side_10mm_Ch155

Communication System: UID 0, WIFI (0); Frequency: 5775 MHz;Duty Cycle: 1:1
Medium: HSL_5750_230328 Medium parameters used: f = 5775 MHz; σ = 5.403 S/m; εr = 35.868;

3ρ = 1000 kg/m
Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(4.88, 4.88, 4.88); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch155/Area Scan (61x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.66 W/kg

Ch155/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 12.42 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 2.53 W/kg
SAR(1 g) = 0.41 W/kg; SAR(10 g) = 0.175 W/kg
Maximum value of SAR (measured) = 1.62 W/kg

0 dB = 1.66 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/8

58_LTE Band 71_20M_QPSK_1RB_0Offset_Back_15mm_Ch133297

Communication System: UID 0, LTE (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230208 Medium parameters used: f = 680.5 MHz; σ = 0.849 S/m; εr = 42.38; ρ

3= 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.72, 10.72, 10.72); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch133297/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.311 W/kg

Ch133297/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 16.91 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.354 W/kg
SAR(1 g) = 0.251 W/kg; SAR(10 g) = 0.186 W/kg
Maximum value of SAR (measured) = 0.313 W/kg

0 dB = 0.313 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/8

59_FR1 n71_20M_QPSK_1RB_1Offset_DFT-15_Front_15mm_Ch136100

Communication System: UID 0, 5G NR (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230208 Medium parameters used: f = 680.5 MHz; σ = 0.849 S/m; εr = 42.38; ρ 

= 1000 kg/m3

Ambient Temperature：23.2 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.72, 10.72, 10.72); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch136100/Area Scan (81x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.231 W/kg

Ch136100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.986 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.278 W/kg
SAR(1 g) = 0.175 W/kg; SAR(10 g) = 0.111 W/kg
Maximum value of SAR (measured) = 0.238 W/kg

0 dB = 0.238 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/8

60_LTE Band 12_20M_QPSK_1RB_0Offset_Back_15mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230208 Medium parameters used: f = 707.5 MHz; σ = 0.871 S/m; εr = 41.941;

3ρ = 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.72, 10.72, 10.72); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.309 W/kg

Ch23095/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 16.42 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.349 W/kg
SAR(1 g) = 0.248 W/kg; SAR(10 g) = 0.182 W/kg
Maximum value of SAR (measured) = 0.312 W/kg

0 dB = 0.312 W/kg 



 

  

 

  

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/8

61_FR1 n12_15M_QPSK_1RB_1Offset_DFT-15_Front_15mm_Ch141500

Communication System: UID 0, 5G NR (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230208 Medium parameters used: f = 707.5 MHz; σ = 0.871 S/m; εr = 41.941;

3ρ = 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.72, 10.72, 10.72); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch141500/Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.260 W/kg

Ch141500/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.333 V/m; Power Drift = -0.1 dB
Peak SAR (extrapolated) = 0.308 W/kg
SAR(1 g) = 0.195 W/kg; SAR(10 g) = 0.126 W/kg
Maximum value of SAR (measured) = 0.262 W/kg

0 dB = 0.262 W/kg



  

  

  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/12

62_GSM850_GPRS(2 Tx slots)_Back_15mm_Ch251

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 848.8 MHz;Duty Cycle: 1:4.15 
Medium: HSL_835_230212 Medium parameters used: f = 849 MHz; σ = 0.942 S/m; εr = 42.559; ρ

3= 1000 kg/m
Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.47, 10.47, 10.47); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch251/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.836 W/kg

Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.80 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.940 W/kg
SAR(1 g) = 0.647 W/kg; SAR(10 g) = 0.451 W/kg
Maximum value of SAR (measured) = 0.826 W/kg

0 dB = 0.826 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/12

63_WCDMA V_RMC 12.2Kbps_Back_15mm_Ch4182

Communication System: UID 0, UMTS (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_230212 Medium parameters used: f = 836.4 MHz; σ = 0.929 S/m; εr = 42.712;

3ρ = 1000 kg/m
Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.47, 10.47, 10.47); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch4182/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.589 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 12.92 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.658 W/kg
SAR(1 g) = 0.456 W/kg; SAR(10 g) = 0.320 W/kg
Maximum value of SAR (measured) = 0.581 W/kg

0 dB = 0.581 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/12

64_LTE Band 26_15M_QPSK_1RB_0Offset_Back_15mm_Ch26865

Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_230212 Medium parameters used: f = 831.5 MHz; σ = 0.925 S/m; εr = 42.773;

3ρ = 1000 kg/m
Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.47, 10.47, 10.47); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26865/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.411 W/kg

Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 11.82 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.463 W/kg
SAR(1 g) = 0.312 W/kg; SAR(10 g) = 0.216 W/kg
Maximum value of SAR (measured) = 0.404 W/kg

0 dB = 0.404 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/12

65_FR1 n26_20M_QPSK_1RB_1Offset_DFT-15_Back_15mm_Ch166300

Communication System: UID 0, 5G NR (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_230212 Medium parameters used: f = 831.5 MHz; σ = 0.925 S/m; εr = 42.773;

3ρ = 1000 kg/m
Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.47, 10.47, 10.47); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch166300/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.335 W/kg

Ch166300/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.12 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.376 W/kg
SAR(1 g) = 0.259 W/kg; SAR(10 g) = 0.180 W/kg
Maximum value of SAR (measured) = 0.332 W/kg

0 dB = 0.332 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/16

66_WCDMA IV_RMC 12.2Kbps_Back_15mm_Ch1413

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230216 Medium parameters used: f = 1733 MHz; σ = 1.37 S/m; εr = 41.449; ρ

3= 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.98, 8.98, 8.98); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1413/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.242 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.524 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.273 W/kg
SAR(1 g) = 0.188 W/kg; SAR(10 g) = 0.128 W/kg
Maximum value of SAR (measured) = 0.242 W/kg

0 dB = 0.242 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/16

67_LTE Band 66_20M_QPSK_1RB_0Offset_Back_15mm_Ch132322

Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230216 Medium parameters used: f = 1745 MHz; σ = 1.383 S/m; εr = 41.392;

3ρ = 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.98, 8.98, 8.98); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch132322/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.286 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 7.406 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.324 W/kg
SAR(1 g) = 0.223 W/kg; SAR(10 g) = 0.154 W/kg
Maximum value of SAR (measured) = 0.289 W/kg

0 dB = 0.289 W/kg 



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/16

68_FR1 n66_30M_QPSK_80RB_40Offset_DFT-15_Back_15mm_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230216 Medium parameters used: f = 1745 MHz; σ = 1.383 S/m; εr = 41.392;

3ρ = 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.98, 8.98, 8.98); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch349000/Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.281 W/kg

Ch349000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.901 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.310 W/kg
SAR(1 g) = 0.172 W/kg; SAR(10 g) = 0.101 W/kg
Maximum value of SAR (measured) = 0.255 W/kg

0 dB = 0.255 W/kg



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

69_GSM1900_GPRS(2 Tx slots)_Back_15mm_Ch810

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 1909.8 MHz;Duty Cycle: 1:4.15 
Medium: HSL_1900_230220 Medium parameters used: f = 1910 MHz; σ = 1.455 S/m; εr = 39.979;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch810/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.373 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.783 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.430 W/kg
SAR(1 g) = 0.284 W/kg; SAR(10 g) = 0.190 W/kg
Maximum value of SAR (measured) = 0.379 W/kg

0 dB = 0.379 W/kg 



  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

70_WCDMA II_RMC 12.2Kbps_Back_15mm_Ch9262

Communication System: UID 0, UMTS (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1 
Medium: HSL_1900_230220 Medium parameters used: f = 1852.4 MHz; σ = 1.396 S/m; εr =

340.237; ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch9262/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.389 W/kg

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.867 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.447 W/kg
SAR(1 g) = 0.302 W/kg; SAR(10 g) = 0.205 W/kg
Maximum value of SAR (measured) = 0.397 W/kg

0 dB = 0.397 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

71_LTE Band 25_20M_QPSK_1RB_0Offset_Back_15mm_Ch26340

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230220 Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 39.346;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26340/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.458 W/kg

Ch26340/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.575 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.512 W/kg
SAR(1 g) = 0.346 W/kg; SAR(10 g) = 0.232 W/kg
Maximum value of SAR (measured) = 0.449 W/kg

0 dB = 0.449 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

72_FR1 n25_20M_QPSK_50RB_28Offset_DFT-15_Back_15mm_Ch376500

Communication System: UID 0, 5G NR (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230220 Medium parameters used: f = 1882.5 MHz; σ = 1.428 S/m; εr =

340.102; ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch376500/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.561 W/kg

Ch376500/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.40 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.643 W/kg
SAR(1 g) = 0.423 W/kg; SAR(10 g) = 0.279 W/kg
Maximum value of SAR (measured) = 0.558 W/kg

0 dB = 0.558 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/24

73_LTE Band 30_10M_QPSK_1RB_0Offset_Back_15mm_Ch27710

Communication System: UID 0, Generic LTE (0); Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_230224 Medium parameters used: f = 2310 MHz; σ = 1.679 S/m; εr = 38.793;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.79, 7.79, 7.79); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch27710/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.152 W/kg

Ch27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 2.968 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.582 W/kg
SAR(1 g) = 0.101 W/kg; SAR(10 g) = 0.061 W/kg
Maximum value of SAR (measured) = 0.148 W/kg

0 dB = 0.148 W/kg



 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/24

74_FR1 n30_10M_QPSK_1RB_1Offset_ DFT-15_Back_15mm_Ch462000

Communication System: UID 0, 5G NR (0); Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_230224 Medium parameters used: f = 2310 MHz; σ = 1.679 S/m; εr = 38.793;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.79, 7.79, 7.79); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch462000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.198 W/kg

Ch462000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 3.483 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.224 W/kg
SAR(1 g) = 0.141 W/kg; SAR(10 g) = 0.087 W/kg
Maximum value of SAR (measured) = 0.194 W/kg

0 dB = 0.194 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/4

75_LTE Band 7_20M_QPSK_1RB_0Offset_Back_15mm_Ch21100

Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230304 Medium parameters used: f = 2535 MHz; σ = 1.978 S/m; εr = 38.292;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.59, 7.59, 7.59); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch21100/Area Scan (101x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.541 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 4.334 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.617 W/kg
SAR(1 g) = 0.356 W/kg; SAR(10 g) = 0.188 W/kg
Maximum value of SAR (measured) = 0.527 W/kg

0 dB = 0.527 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/4

76_FR1 n7_20M_QPSK_50RB_28Offset_DFT-15_Back_15mm_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230304 Medium parameters used: f = 2535 MHz; σ = 1.978 S/m; εr = 38.292;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.59, 7.59, 7.59); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch507000/Area Scan (101x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.710 W/kg

Ch507000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 2.492 V/m; Power Drift = -0.1 dB
Peak SAR (extrapolated) = 0.750 W/kg
SAR(1 g) = 0.391 W/kg; SAR(10 g) = 0.198 W/kg
Maximum value of SAR (measured) = 0.640 W/kg

0 dB = 0.640 W/kg



  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/4

77_LTE Band 41_20M_QPSK_1RB_0Offset_Back_15mm_Ch41055

Communication System: UID 0, LTE (0); Frequency: 2636.5 MHz;Duty Cycle: 1:1.59 
Medium: HSL_2600_230304 Medium parameters used: f = 2636.5 MHz; σ = 2.099 S/m; εr =

337.847; ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.59, 7.59, 7.59); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch41055/Area Scan (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.345 W/kg

Ch41055/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 2.758 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.423 W/kg
SAR(1 g) = 0.234 W/kg; SAR(10 g) = 0.124 W/kg
Maximum value of SAR (measured) = 0.353 W/kg

0 dB = 0.353 W/kg 



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/12

79_LTE Band 48_20M_QPSK_1RB_0Offset_Back_15mm_Ch56640

Communication System: UID 0, LTE (0); Frequency: 3690 MHz;Duty Cycle: 1:1.59
Medium: HSL_3700_230312 Medium parameters used: f = 3690 MHz; σ = 3.046 S/m; εr = 38.387;

3ρ = 1000 kg/m
Ambient Temperature：23.3 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(6.73, 6.73, 6.73); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch56640/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.766 W/kg

Ch56640/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm 
Reference Value = 1.636 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.990 W/kg
SAR(1 g) = 0.465 W/kg; SAR(10 g) = 0.221 W/kg
Maximum value of SAR (measured) = 0.769 W/kg

0 dB = 0.769 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/12

80_FR1 n48_40M_QPSK_1RB_1Offset_DFT-30_Back_15mm_Ch641666

Communication System: UID 0, 5G NR (0); Frequency: 3624.99 MHz;Duty Cycle: 1:1
Medium: HSL_3700_230312 Medium parameters used: f = 3625 MHz; σ = 2.999 S/m; εr = 38.475;

3ρ = 1000 kg/m
Ambient Temperature：23.3 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(6.73, 6.73, 6.73); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch641666/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.499 W/kg

Ch641666/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm 
Reference Value = 1.496 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.675 W/kg
SAR(1 g) = 0.308 W/kg; SAR(10 g) = 0.143 W/kg
Maximum value of SAR (measured) = 0.523 W/kg

0 dB = 0.523 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

81_FR1 n77_100M_QPSK_135RB_69Offset_DFT-30_Back_15mm_Ch656000

Communication System: UID 0, 5G NR (0); Frequency: 3840 MHz;Duty Cycle: 1:1
Medium: HSL_3900_230316 Medium parameters used: f = 3840 MHz; σ = 3.156 S/m; εr = 38.215;

3ρ = 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(6.53, 6.53, 6.53); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch656000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.581 W/kg

Ch656000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm 
Reference Value = 0.6970 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.695 W/kg
SAR(1 g) = 0.340 W/kg; SAR(10 g) = 0.155 W/kg
Maximum value of SAR (measured) = 0.568 W/kg

0 dB = 0.568 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/4

78_FR1 n41_100M_QPSK_1RB_1Offset_DFT-30_Back_15mm_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230304 Medium parameters used: f = 2593 MHz; σ = 2.044 S/m; εr = 38.05; ρ

3= 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.59, 7.59, 7.59); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch518598/Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.275 W/kg

Ch518598/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 2.877 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.340 W/kg
SAR(1 g) = 0.188 W/kg; SAR(10 g) = 0.104 W/kg
Maximum value of SAR (measured) = 0.285 W/kg

0 dB = 0.285 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/28

82_Bluetooth_DH5 1Mbps_Front_15mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.301 
Medium: HSL_2450_230228 Medium parameters used: f = 2441 MHz; σ = 1.851 S/m; εr = 39.608;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.88, 7.88, 7.88); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch39/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0771 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 3.205 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.0910 W/kg
SAR(1 g) = 0.054 W/kg; SAR(10 g) = 0.036 W/kg
Maximum value of SAR (measured) = 0.0754 W/kg

0 dB = 0.0754 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/28

83_WLAN2.4GHz_802.11b 1Mbps_Back_15mm_Ch6

Communication System: UID 0, WIFI (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium: HSL_2450_230228 Medium parameters used: f = 2437 MHz; σ = 1.846 S/m; εr = 39.627; 

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.88, 7.88, 7.88); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch6/Area Scan (91x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.464 W/kg

Ch6/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.848 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.555 W/kg
SAR(1 g) = 0.338 W/kg; SAR(10 g) = 0.202 W/kg
Maximum value of SAR (measured) = 0.472 W/kg

0 dB = 0.472 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/20

84_WLAN5GHz_802.11ac-VHT160 MCS0_Back_15mm_Ch50

Communication System: UID 0, WIFI (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5250_230320 Medium parameters used: f = 5250 MHz; σ = 4.488 S/m; εr = 36.98; ρ 

= 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(5.29, 5.29, 5.29); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch50/Area Scan (101x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.528 W/kg

Ch50/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.102 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.820 W/kg
SAR(1 g) = 0.277 W/kg; SAR(10 g) = 0.114 W/kg
Smallest distance from peaks to all points 3 dB below = 11.5 mm
Ratio of SAR at M2 to SAR at M1 = 70.3%
Maximum value of SAR (measured) = 0.555 W/kg

0 dB = 0.555 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/24

85_WLAN5GHz_802.11ac-VHT160 MCS0_Back_15mm_Ch106

Communication System: UID 0, WIFI (0); Frequency: 5530 MHz;Duty Cycle: 1:1
Medium: HSL_5600_230324 Medium parameters used: f = 5530 MHz; σ = 5.154 S/m; εr = 36.276; 

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(4.68, 4.68, 4.68); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671 
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch106/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.995 W/kg

Ch106/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 13.73 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.51 W/kg
SAR(1 g) = 0.557 W/kg; SAR(10 g) = 0.241 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 0.981 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/28

86_WLAN5GHz_802.11ac-VHT80 MCS0_Back_15mm_Ch155

Communication System: UID 0, WIFI (0); Frequency: 5775 MHz;Duty Cycle: 1:1
Medium: HSL_5750_230328 Medium parameters used: f = 5775 MHz; σ = 5.403 S/m; εr = 35.868;

3ρ = 1000 kg/m
Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(4.88, 4.88, 4.88); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch155/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.65 W/kg

Ch155/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 19.39 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 2.57 W/kg
SAR(1 g) = 0.738 W/kg; SAR(10 g) = 0.282 W/kg
Maximum value of SAR (measured) = 1.64 W/kg

0 dB = 1.64 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/12

87_GSM850_GPRS(2 Tx slots)_Front_0mm_Ch189

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 836.4 MHz;Duty Cycle: 1:4.15
Medium: HSL_835_230212 Medium parameters used: f = 836.4 MHz; σ = 0.929 S/m; εr = 42.712;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.47, 10.47, 10.47); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch189/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 7.30 W/kg

Ch189/Zoom Scan (8x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.60 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 10.3 W/kg
SAR(1 g) = 3.34 W/kg; SAR(10 g) = 1.65 W/kg
Maximum value of SAR (measured) = 6.86 W/kg

0 dB = 6.86 W/kg 



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

88_GSM1900_GPRS(2 Tx slots)_Bottom Side_0mm_Ch810

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 1909.8 MHz;Duty Cycle: 1:4.15 
Medium: HSL_1900_230220 Medium parameters used: f = 1910 MHz; σ = 1.455 S/m; εr = 39.979;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch810/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 25.2 W/kg

Ch810/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.158 V/m; Power Drift = 0.1 dB
Peak SAR (extrapolated) = 33.2 W/kg
SAR(1 g) = 6.71 W/kg; SAR(10 g) = 2.11 W/kg
Maximum value of SAR (measured) = 24.5 W/kg

0 dB = 25.2 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

89_WCDMA II_RMC 12.2Kbps_Bottom Side_0mm_Ch9262

Communication System: UID 0, UMTS (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1 
Medium: HSL_1900_230220 Medium parameters used: f = 1852.4 MHz; σ = 1.396 S/m; εr =

340.237; ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch9262/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 20.5 W/kg

Ch9262/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.398 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 35.3 W/kg
SAR(1 g) = 7.39 W/kg; SAR(10 g) = 2.52 W/kg
Maximum value of SAR (measured) = 26.1 W/kg

0 dB = 26.1 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

90_LTE Band 25_20M_QPSK_1RB_0Offset_Bottom Side_0mm_Ch26140

Communication System: UID 0, LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230220 Medium parameters used: f = 1860 MHz; σ = 1.404 S/m; εr = 40.204;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26140/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 9.32 W/kg

Ch26140/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.598 V/m; Power Drift = 0.1 dB
Peak SAR (extrapolated) = 26.9 W/kg
SAR(1 g) = 6.65 W/kg; SAR(10 g) = 2.34 W/kg
Maximum value of SAR (measured) = 20.5 W/kg

0 dB = 20.5 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

91_FR1_n25_20M_QPSK_1RB_1Offset_DFT-15_Bottom Side_0mm_Ch372000

Communication System: UID 0, 5G NR (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230220 Medium parameters used: f = 1860 MHz; σ = 1.404 S/m; εr = 40.204;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch372000/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 24.4 W/kg

Ch372000/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 65.69 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 27.4 W/kg
SAR(1 g) = 6.99 W/kg; SAR(10 g) = 2.43 W/kg
Maximum value of SAR (measured) = 20.1 W/kg

0 dB = 20.1 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/4

92_LTE Band 7_20M_QPSK_1RB_0Offset_Left Side_0mm_Ch21350

Communication System: UID 0, LTE (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230304 Medium parameters used: f = 2560 MHz; σ = 2.005 S/m; εr = 38.221;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.59, 7.59, 7.59); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch21350/Area Scan (41x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 13.2 W/kg

Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 16.42 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 18.7 W/kg
SAR(1 g) = 6.01 W/kg; SAR(10 g) = 2.19 W/kg
Maximum value of SAR (measured) = 12.1 W/kg

0 dB = 12.1 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/4

93_FR1 n7_20M_QPSK_1RB_1Offset_DFT-15_Bottom Side_0mm_Ch502000

Communication System: UID 0, 5G NR (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230304 Medium parameters used: f = 2510 MHz; σ = 1.948 S/m; εr = 38.348;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.59, 7.59, 7.59); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch502000/Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 10.7 W/kg

Ch502000/Zoom Scan (7x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 49.88 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 23.4 W/kg
SAR(1 g) = 6.38 W/kg; SAR(10 g) = 2.31 W/kg
Maximum value of SAR (measured) = 15.0 W/kg

0 dB = 15.0 W/kg 



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/4

94_LTE Band 41_20M_QPSK_1RB_0Offset_Bottom Side_0mm_Ch39750

Communication System: UID 0, LTE (0); Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_230304 Medium parameters used: f = 2506 MHz; σ = 1.944 S/m; εr = 38.361;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(7.59, 7.59, 7.59); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch39750/Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 14.6 W/kg

Ch39750/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 47.92 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 24.8 W/kg
SAR(1 g) = 6.65 W/kg; SAR(10 g) = 2.38 W/kg
Maximum value of SAR (measured) = 16.2 W/kg

0 dB = 16.2 W/kg 



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/12

95_LTE Band 48_20M_QPSK_1RB_0Offset_Back_0mm_Ch55830

Communication System: UID 0, LTE (0); Frequency: 3609 MHz;Duty Cycle: 1:1.59
Medium: HSL_3700_230312 Medium parameters used: f = 3609 MHz; σ = 2.989 S/m; εr = 38.498;

3ρ = 1000 kg/m
Ambient Temperature：23.3 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(6.73, 6.73, 6.73); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch55830/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 14.2 W/kg

Ch55830/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm 
Reference Value = 0 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 28.1 W/kg
SAR(1 g) = 7.27 W/kg; SAR(10 g) = 2.06 W/kg
Maximum value of SAR (measured) = 14.9 W/kg

0 dB = 14.9 W/kg 



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/12

96_FR1_n48_40M_QPSK_1RB_1Offset_DTF-30_Back_0mm_Ch641666

Communication System: UID 0, 5G NR (0); Frequency: 3629.99 MHz;Duty Cycle: 1:1
Medium: HSL_3700_230312 Medium parameters used: f = 3625 MHz; σ = 2.999 S/m; εr = 38.475;

3ρ = 1000 kg/m
Ambient Temperature：23.3 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(6.73, 6.73, 6.73); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch641666/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 22.1 W/kg

Ch641666/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm 
Reference Value = 0.8430 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 40.3 W/kg
SAR(1 g) = 8.72 W/kg; SAR(10 g) = 2.36 W/kg
Maximum value of SAR (measured) = 24.2 W/kg

0 dB = 24.2 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/8

97_FR1_n77_100M_QPSK_1RB_1Offset_DFT-30_Back_0mm_Ch633332

Communication System: UID 0, 5G NR (0); Frequency: 3499.98 MHz;Duty Cycle: 1:1
Medium: HSL_3500_230308 Medium parameters used: f = 3500 MHz; σ = 2.813 S/m; εr = 39.758;

3ρ = 1000 kg/m
Ambient Temperature：23.2 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(6.76, 6.76, 6.76); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch633332/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 11.3 W/kg

Ch633332/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm 
Reference Value = 0 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 21.3 W/kg
SAR(1 g) = 5.45 W/kg; SAR(10 g) = 2.1 W/kg
Maximum value of SAR (measured) = 11.8 W/kg

0 dB = 11.8 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

102_LTE Band 2_20M_QPSK_1RB_0Offset_Bottom Side_0mm_Ch18700

Communication System: UID 0, LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230220 Medium parameters used: f = 1860 MHz; σ = 1.404 S/m; εr = 40.204; 

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.55, 8.55, 8.55); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch18700/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 9.95 W/kg

Ch18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,dy=8mm, dz=5mm
Reference Value = 2.434 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 22.5 W/kg
SAR(1 g) = 6.35 W/kg; SAR(10 g) = 2.14 W/kg
Maximum value of SAR (measured) = 19.8 W/kg

0 dB = 19.8 W/kg



 

  

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/20

98_WLAN5GHz_802.11ac-VHT80 MCS0_Right Side_10mm_Ch42

Communication System: UID 0, WIFI (0); Frequency: 5210 MHz;Duty Cycle: 1:1
Medium: HSL_5250_230320 Medium parameters used: f = 5210 MHz; σ = 4.479 S/m; εr = 37.251;

3ρ = 1000 kg/m
Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(5.29, 5.29, 5.29); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch42/Area Scan (41x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 29.2 W/kg

Ch42/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 89.36 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 57.2 W/kg
SAR(1 g) = 8.17 W/kg; SAR(10 g) = 2.04 W/kg
Maximum value of SAR (measured) = 29.0 W/kg

0 dB = 29.0 W/kg 



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/2/20

99_WLAN5GHz_802.11ac-VHT160 MCS0_Right Side_0mm_Ch50

Communication System: UID 0, WIFI (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5200_230320 Medium parameters used: f = 5250 MHz; σ = 4.488 S/m; εr = 36.98;ρ

3= 1000 kg/m
Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(5.29, 5.29, 5.29); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch50/Area Scan (61x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 23.8 W/kg

Ch50/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 56.67 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 112 W/kg
SAR(1 g) = 8.2 W/kg; SAR(10 g) = 2.07 W/kg
Maximum value of SAR (measured) = 33.5 W/kg

0 dB = 23.5 W/kg 



 

  

 

  

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/24

100_WLAN5GHz_802.11ac-VHT80 MCS0_Right Side_0mm_Ch106

Communication System: UID 0, WIFI (0); Frequency: 5530 MHz;Duty Cycle: 1:1
Medium: HSL_5600_230324 Medium parameters used: f = 5530 MHz; σ = 5.154 S/m; εr = 36.276;

3ρ = 1000 kg/m
Ambient Temperature：23.5 ℃;   Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(4.68, 4.68, 4.68); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch106/Area Scan (41x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 27.3 W/kg

Ch106/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 80.78 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 68.6 W/kg
SAR(1 g) = 8.44 W/kg; SAR(10 g) = 1.89 W/kg
Maximum value of SAR (measured) = 27.4 W/kg

0 dB = 27.4 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/28

101_WLAN5GHz_802.11ac-VHT80 MCS0_Right Side_0mm_Ch155

Communication System: UID 0, WIFI (0); Frequency: 5775 MHz;Duty Cycle: 1:1
Medium: HSL_5750_230328 Medium parameters used: f = 5775 MHz; σ = 5.403 S/m; εr = 35.868;

3ρ = 1000 kg/m
Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(4.88, 4.88, 4.88); Calibrated: 2022/7/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2022/5/30
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: 1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch155/Area Scan (41x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 28.8 W/kg

Ch155/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 80.84 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 60.4 W/kg
SAR(1 g) = 8.1 W/kg; SAR(10 g) = 1.89 W/kg
Maximum value of SAR (measured) = 28.9 W/kg

0 dB = 28.9 W/kg 




