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Varieta®

Floodlighting with variety.



Varieta is a lighting architect’s dream, as it provides beam 

angle control like no other floodlight. True to its name, 

Varieta offers the flexibility to change the distribution– 

delivering up to 13 different optical distributions. Sealed 

optics make it secure and weatherproof. Varieta is 

available in multiple sizes and color temperatures. 

For most updated performance & ordering 

information visit us at amerlux.com.

 Features & Specs

•  31W, 62W, 124W, 186W, 248W (FL series)

    24W, 51W, 95W, 143W, 187W (FLC series)

•  Up to 22,910 Lm (FL series)

    Up to 18,460 Lm (FLC series)

•  Die-cast aluminum faceplate

•  Extruded aluminum enclosure

•  Cast aluminum pivot

•  Sealed LED chamber and optics (IP67 rated)

•  13 field changeable beam distributions

•  Up to 150º tilt, 360º rotation

•  Internal louver or baffle option available (FL4, FL6, FL8)

•  DLC certified

Models

•  Varieta 1 Lt (VAR-FL1 & FLC1)

•  Varieta 2 Lt (VAR-FL2 & FLC2)

•  Varieta 4 Lt (VAR-FL4 & FLC4)

•  Varieta 6 Lt (VAR-FL6 & FLC6)

•  Varieta 8 Lt (VAR-FL8 & FLC8)
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Optics 

Shaping Optic Beam Distributions

Horizontal medium flood, 32º Horizontal medium spot, 31º Horizontal wide flood, 54º Horizontal wide spot, 46º

Medium flood, 27º Narrow spot, 9º Square flood, 37º Square spot, 36º

Vertical medium flood, 54º Vertical medium spot, 31º Vertical wide flood, 54º Vertical wide spot, 46º

FL1/FLC1 FL2/FLC2 FL4/FLC4 FL6/FLC6 FL8/FLC8

Mounting Options

Wall mount Pole mount Ground spike
(FL 1, 2 only)

Ground plate
(FL 4, 6, 8 only)

Primary and secondary 
shaping optics allow for  
up to twelve possible  
beam distributions 
(see below)

FLC distribution pattern, 60º

Flood opticShaping optic
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